
Dome
design Chiaramonte Marin

Diffusore in vetro trasparente colore “tortora” con 
paralume in tessuto trama a rilievo colore “panna” interno bianco; 
o vetro trasparente colore “aranciato” con 
paralume in tessuto trama a rilievo colore “tortora” interno bianco. 
Montatura in metallo cromato.
Diffuser in transparent turteldove grey and 
tissue shade with prominent texture in ivory colour inside white 
or diffuser in transparent orange glass and 
tissue shade with prominent texture in turteledove grey inside white.
Chromed metal structure.

DOME S50

 1918



DOME P50 DOME P38

DOME S38

 2120



DOME S38 - 45
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Dome
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DOME S13
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design Chiaramonte Marin
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Dome
design Chiaramonte Marin

DOME S38
19W 1950lm 
LED 2700K CRI90

DOME S38-45
19W 1950lm 
LED 2700K CRI90

DOME S13
9W 840lm 
LED 2700K CRI90
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DOME S50
27W 2520lm 
LED 2700K CRI90

DOME P38
19W 1950lm 
LED 2700K CRI90

DOME P50
27W 2520lm 
LED 2700K CRI90
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DOME A26
12,5W 1260lm 
LED 2700K CRI90

DOME A13
9W 840lm 
LED 2700K CRI90

DOME T38
19W 1950lm 
LED 2700K CRI90
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Roma
design Stefano Cavazzana

Diffusore in vetro colato cristallo trasparente.
Montatura in metallo laccato bianco opaco.
Shade in poured clear glass.
Mat white lacquered metal structure.
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Roma
design Stefano Cavazzana
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ROMA 4,5x48,5
26W 2700lm
LED 2700K CRI90

ROMA 4,5x24,5
13W 1350lm
LED 2700K CRI90
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ROMA 20x20
9W 850lm
LED 2700K CRI90
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ROMA 44x44
38W 4000lm
LED 2700K CRI90

ROMA 33x33
25W 2700lm
LED 2700K CRI90
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ROMA 48x24
25W 2700lm
LED 2700K CRI90

ROMA 36x20
19W 2000lm
LED 2700K CRI90
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Roma
design Stefano Cavazzana
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Bice
design Alessandro Crosera

Diffusore composto da un vetro esterno in cristallo 
trasparente e un vetro interno in cristallo sabbiato.
Montatura in acciaio laccato bianco.
Shade composed of a clear glass outside 
and a frosted glass inside.
Metal structure in white lacquered steel. 
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Bice
design Alessandro Crosera

BICE P30
25W 2500lm
LED 2700K CRI90
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Bernini
design Raffaello Galiotto

Sospensione in vetro colore cristallo realizzata 
interamente a mano con diffusori in lastra bianco. 
Montatura in cromo e alluminio anodizzato.
Suspension with hand shaped clear glass elements 
and white plate diffusers.
Metal frame in chromed and anodized aluminium. 
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Bernini
design Raffaello Galiotto
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BERNINI S90
18W 1800lm +
LED 2700K CRI90

9W 900lm
LED 2700K
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Diaphanès
design Valerio Cometti

Vetro in cristallo trasparente con diffusore 
interno in PMMA microsprismato.
Montatura in metallo laccato bianco lucido.
Shade in clear glass and inside PMMA diffuser 
with micro-structured prims surface.
Polished white lacquered metal structure.
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Diaphanès
design Valerio Cometti

DIAPHANÈS S30 DIAPHANÈS S45
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Diaphanès
design Valerio Cometti
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DIAPHANÈS R45
35W 3500lm +
LED 2700K CRI90

9W 900lm
LED 2700K
con varialuce
with dimmer
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DIAPHANÈS S30
25W 2500lm +
LED 2700K CRI90

6W 600lm
LED 2700K
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DIAPHANÈS S45
35W 3500lm +
LED 2700K CRI90

9W 900lm
LED 2700K

DIAPHANÈS R45
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Metafora
design Alessandro Crosera

Diffusore in lastra bianco con filtri 
nei colori verde e arancione.
Montatura in acciaio laccato bianco opaco.
White glass plate with green and orange filter.
Metal structure in mat white lacquered steel.
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Metafora
design Alessandro Crosera
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Metafora
design Alessandro Crosera

Q2
27W 2700lm
LED 2700K CRI90
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Akemi
design Nicola Grandesso

Diffusore in vetro lattimo, vetro superiore 
in cristallo trasparente “ballotton” 
e diffusori interni in PMMA microsprismato.
Montatura in metallo laccato bianco.
Shade in milkwhite glass, upper element in clear 
glass with “ballotton” pattern and inside diffusers 
in PMMA with micro-structured prims surface.
White lacquered metal structure.
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AKEMI S50
35W 3500lm +
LED 2700K CRI90

9W 900lm
LED 2700K
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