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BRIGHTEX is a state of the art material (1) combining polymer fiber optics woven with other textiles. The fiber optics ends (2), 
gathered into miniature optical ports (3) are connected to light guides (4) powered by a standard illuminator (5).
The textile then glows with myriad sparkles distributed over the surface of the cloth.

BRIGHTEX es un textil de última generación (1) que combina fibras ópticas de polímero con otras fibras. Los extremos de las
fibras ópticas (2) agrupadas en terminales especiales (3) se conectan a guías de luz (4) alimentadas por iluminadores convencio-
nales (5). El textil se ilumina con millares de destellos repartidos por la superficie de la tela.

BRIGHTEX Luminous Textile Covering | Textil Luminoso BRIGHTEX
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PRINCIPAL FEATURES:

- It can be used like any other textile or wall-covering.

- It doesn't produce heat.

- Can change color.

- The textiles are washable.

TYPES OF BRIGHTEX:

Depending on the application, we can supply natural or synthetic

fiber-based textiles with fiber optics percentages between 15

and 80%.

APPLICATIONS:

- Wall and column covering.

- Panels.

- Curtains and backdrops.

- Ceiling coverings.

- Decorative features in niches and recesses.

- Courtesy night lighting.

CARACTERÍSTICAS PRINCIPALES:

- Puede utilizarse como cualquier otro textil o revestimiento 

mural.

- No produce calor.

- Cambia de color.

- Todos los textiles son lavables. 

TIPOS DE BRIGHTEX:

En función de la aplicación podemos suministrar textiles con

base de fibras naturales o sintéticas y porcentajes de fibra

ópticas comprendidos entre 15 y 80%.

PRINCIPALES APLICACIONES:

- Revestimiento de paredes y columnas.

- Paneles.

- Cortinas y telones.

- Revestimiento de techos.

- Elementos decorativos en nichos y rehundidos.

- Iluminación de cortesía nocturna.
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SERIES PRODUCT COMPOSITION WIDTH COLOR

BTX100 Luminous textile covering 40% fiber optics 1500mm White

BTX110 Luminous textile covering 40% fiber optics 1500mm Black

BTX200 Luminous textile covering 40% fiber optics 1800mm White

BTX210 Luminous textile covering 40% fiber optics 1800mm Black

BTX220 Luminous textile covering 78% fiber optics 1800mm White

Requirements and components for installation:

- BRIGHTEX luminous textile covering.

- Harness with HLG101 (3mm) or HLG201 (5mm) fibers, and connectors made to measure depending on illuminator location.

- Illuminator according to environment and use.

Componentes necesarios para la instalación:

- Textil luminoso BRIGHTEX.

- Conjunto de fibras HLG101 (3mm) o HLG201 (5mm) y conectores. A medida en función de la distancia hasta el iluminador.

- Iluminador adecuado a las condiciones lumínicas.
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Brightex Sample

Brightex sample:

- Textile: 400 x 800mm Black with 40% optical fibers.

- Light unit: Ultra-bright LED, 44-candle 5mm.

- Power unit: 3 x AAA batteries.

Muestra de Brightex:

- Elemento textil: 400 x 800mm, color negro, 40% de fibras ópticas.

- Fuente de luz: LED alta eficiencia (44cd) de 5mm. Blanco.

- Sistema de alimentación: 3 x pilas tipo AAA.
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What is Brightex?

A textile wall covering, woven with a varying percentage of sparkling fiber optics.

How does Brightex work?

Every 50cm, the fibers are gathered into a female connector on one or both sides of the textile.

Is Brightex easy to install?

Yes. Brightex is applied with a special adhesive to the surface to be covered, like any other wall covering.

Provision must be made for powering the textile at ceiling or floor level.

If the powering light-guides will be at floor level it's necessary to build a skirting box with minimum internal measurements of 30 x 50mm

to house the connections.

Standard 3 or 5mm light guides equipped with male connectors power each 50cm segment of textile.
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If the powering light-guides will be at ceiling level, the connections are usually effected in the ceiling cavity if a suspended ceiling

is installed.
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Otherwise, a molding or coping piece with with minimum internal measurements of 30 x 50 mm to house the connections is required.

How much light does Brightex give?

It depends on the size of the powering light guides and type of illuminator chosen; from a LED light source to a powerful metal halide

discharge illuminator.

How many components are necessary for a Brightex installation.

- Enough textile to cover the area to be decorated.

- A harness with light guides to power the textile.

- An illuminator to power the light guides.

¿Can Brightex change color?

Of course. Color change depends on the illuminator chosen to power the textile. We have white-light, sequential or synchronized

eight-color units, stand alone or with DMX 512 control and up to illuminators capable of reproducing any RGB or Pantone color sequence.
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¿Qué es Brightex?

Un recubrimiento textil, tejido con un porcentaje variable de fibras ópticas destellantes.

¿Cómo funciona Brightex?

Cada 50cm, las fibras ópticas se recogen en un conector hembra.

¿Es Brightex fácil de instalar?

Si. Brightex se aplica con un adhesivo especial en la superficie a decorar, como cualquier otro recubrimiento textil.

Hay que preveer el alojamiento APRA las guías ópticas que alimentan el textil, a nivel de suelo o techo.

Si la alimentación de efectúa a nivel de suelo, hay que preveer un rodapié, con unas medidas del hueco no inferiores a 30 x 50mm

para alojar las conexiones.

Guías ópticas de 3 o 5mm equipadas con conectores macho alimentan cada segmento de 50cm.
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Si la alimentación de efectúa a nivel de techo, las conexiones se efectúan normalmente en el hueco por encima del falso techo.
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Si no existe falso techo, una moldura con medidas internas mínimas de hueco de 30 x 50mm es suficiente para alojar las conexiones.

¿Cuánta luz emite Brightex?

Depende del calibre de las guías de luz de alimentación y el tipo de iluminador escogido; desde un iluminador de LED hasta uno de

descarga de alta potencia.

¿Qué componentes son necesarios para una instalación de Brightex?

- Suficiente Brightex para cubrir el paramento a decorar.

- Un conjunto de guías ópticas para alimentar el textil.

- Un iluminador como fuente de luz.

¿Brightex cambia de color?

Naturalmente. El cambio de color sólo depende del iluminador que se utilice para alimentar el textil. Hay disponibles iluminadores de

luz blanca, con ocho colores secuenciales, sincronizados, con control DMX 512 y hasta equipos capaces de reproducir cualquier

color RGB o Pantone.
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