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2012 edition

Efficient visual comfort
LED optoelectronics is the new  
key technology of architectural  
lighting. In a fusion of optical sys-
tems, electronics and information  
technology, it covers every dimen-
sion of our principle, “tune the 
light”: producing light, directing 
light and controlling light. This 
approach gave rise to a consistent  
range of innovative lighting tools  
– for efficient visual comfort, ver- 
tical illuminance and scenographic  
design concepts.
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Index page 1017

LED orientation  
luminaires IP68
 1039

Resourcefriendly catalogue 
production
This catalogue was printed in 
accordance with the criteria 
of the FSC (Forest Stewardship 
Council) and the PEFC (Pan Euro-
pean Forest Council). The symbols 
indicate international certifica-
tions whose specifications ensure 
that goods are sourced solely 
from forests managed ecologi-
cally, socially responsibly and 
 sustainably. This excludes any 

illegal deforestation. Independ-
ent monitors guarantee seamless 
product documentation from the 
forest to the final  printed  medium. 
In comparison to  conventional 
processes, the innovative use of 
combined heat and  power gener-
ation has resulted in 52% less CO2 
emissions in the printing of this 
catalogue. 

Contents Outdoor

Tesis IP68
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Tesis IP68
1018
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Light Board
The Light Board
range comprises
LED spotlights
and recessed
spotlights; thanks
to its modular
structure it cov-
ers various lumen
packages and
wattages.

Page 13

New products 2012

Opton
The Opton spot-
lights, floodlights
and wallwashers
with LEDs and
HIT lamps are
highly economi-
cal and flexible
solutions partic-
ularly for the
retail sector.

Page 14

Cantax
The Cantax range
now features the
second genera-
tion of LED spot-
lights, floodlights
and wallwashers.
It is available
in two housing
sizes with dif-
ferent wattages,
all Spherolit
light distribution
patterns from
narrow spot to

wallwash, and as
models with vary-
chrome RGBW
technology.

Page 15

With the breakthrough of the LED,
optoelectronics has become the
new key technology in architec-
tural lighting. A fusion of optics,
electronics and information tech-
nology, it combines all the dimen-
sions of our guiding principle,
“tune the light”: producing light,
guiding light, controlling light.
As a result, ERCO has focused its
innovative capabilities on opto-
electronics as a core competence.
Virtually all new products for
2012 use LEDs as light sources –
in many product areas ERCO uses
highly efficient LED optical sys-
tems developed and produced in-
house with Spherolit lenses – side
by side with customised electron-
ics, digital interfaces and software,
the luminaires can be combined
into intelligent light networks. Our
technological expertise is, how-
ever, coupled with another impor-
tant development target: based on
many years of experience work-
ing with architects and lighting
designers, to provide a consistent
system of lighting tools which, in
practical, effective and economical
ways, offers a new design dimen-
sion.

ERCO Innovations 2012

Quintessence
double-focus
downlights with
LED
The Quintessence
range now also
includes the
double-focus
downlights with
LEDs, for discreet
ambient light-
ing in rooms with
high ceilings.

Page 16
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Indoor lumi-
naires with LEDs
The Logotec
spotlights,
floodlights and
wallwashers with
LEDs are specif-
ically designed
with this next-
generation lamp
in mind. The new
Compar recessed
luminaires with
LEDs also feature
the highly effi-

Outdoor lumi-
naires with LEDs
The new products
in the Powercast,
Beamer, Cylinder
façade luminaire,
and LED orien-
tation luminaire
systems were
developed using
cutting-edge LED
technology to
increase lighting
design options in
outdoor places

cient Spherolit
lens technology
only available
from ERCO.

Page 17

and tap the full
potential of
energy savings.

Page 18

Relighting with LEDs
Make the change to LED light-
ing: The technology available
today already provides enormous
potential for cost savings with-
out compromising on safety and
light quality. This is evident when
comparing illuminances on the
target surface in relation to the
connected load (lx/W).

Page 12

Cylinder
surface-mounted
and pendant
luminaires
Cylinder surface-
mounted down-
lights feature
the latest LED
technology for
efficient visual
comfort. Using
optional accesso-

ries, Cylinder can
also be installed
as a pendant
luminaire.

Page 16
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ERCO Innovations 2012 Optoelectronics

The rise of LED technology cur-
rently being seen in the field of 
architectural lighting represents 
the greatest evolution in lighting 
technology for decades. Design-
ers and users of lighting systems 
expect new answers from manu-
facturers in order to enable the 
potential of LED technology to be 
achieved. Optoelectronics is a new 
field in which elements of  optical 
systems overlap with electronics 
and information technology, i.e. 
software. As once before in light-
ing technology, ERCO now sees a 
core capability and a focus of its 
development work as being in the 
field of optoelectronics. The  slogan 
“tune the light” brings together 
ERCO’s capabilities in producing, 
directing and controlling light.

LED optical 
systems
Optical systems 
for LEDs differ 
significantly  
from conven-
tional lumi naires. 
ERCO  develops 
and produces 
these lens sys-
tems itself to 
ensure optimal 
results.

Optical systems
Lighting tools specifically designed 
for their respective application 
areas are the key for fascinating 
lighting concepts in architecture. 
ERCO designs and builds optical 
elements that efficiently and pre-
cisely shape the light of both LEDs 
and conventional light sources, 
making that light predictable and 
usable. 

Projection and 
reflection
LED optical sys-
tems based on the 
principle of pro-
jection  generally 
produce a  higher 
light output ratio 
compared to 
reflector systems 
for  conventional 
lamps. The LED 
optical  systems 
concentrate the 
light with no 

High- power 
LEDs
The primary 
lens is  mounted 
 directly on the 
LED chip and 
produces a hem-
ispherical beam 
emission.

Collimator
As the  secondary 
lens, the colli-
mator is the inter-
face between  
the LED lens on 
the  printed cir-
cuit board and 
the exchangeable 
Spherolit  lenses 
acting as  tertiary 
lenses. The ele-

 losses. Neither 
is light emitted 
towards the lamp-
holder or spill 
light given off to 
the side.

ment made of 
optical polymer 
directs the light 
into a parallel 
beam.

Spherolit lens
After focusing 
the beam through 
the collimator, it 
is the Spherolit 
tertiary lens that 
determines the 
light distribution. 
This ranges from 
narrow beams to 
wide beams and 
asymmetrical 

light distributions 
for vertical illumi-
nance.
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ERCO Innovations 2012 Optoelectronics

Electronics
LEDs, the light sources of the 
future, are themselves  electronic 
components and, as with cur-
rent conventional lamp types, 
require electronics in the form of 
 control gear. The development of 
 electronic modules in- house gives 
ERCO freedom in designing the 
form and function of innovative 
lighting tools.

Information technology
The networking of information 
technology at a software  level 
combines individual luminaires 
into an intelligent lighting net-
work. It was only the hardware 
and software of a digital lighting 
control installation such as Light 
System DALI that has made it pos-
sible to fully unlock the energy-
saving potential of LED technol-
ogy. And it was only with their 
depiction as a control element in 

the Light Studio software that the 
development of multifunctional 
luminaires was made complete.

Firmware
The control gear 
units of lumi-
naires and light-
ing control com-
ponents are 
increasingly being 
fitted with their 
own micropro-
cessors. This is to 
enable innova-
tive functions to 
be  implemented 

Light Studio
The user-  friendly 
Light Studio PC 
software is an 
integral part of 
the Light System 
DALI lighting con-
trol. It enables  
an easy config-
uration of Light 
System DALI 
installations and 
the interactive 
creation of light 
scenes.

CAD tools
In lighting labo-
ratories, highly 
specialised soft-
ware tools assist 
the ERCO light-
ing engineers 
in the develop-
ment of innova-
tive solutions for 
light guidance. 
Using intricate 
computer simu-

using the cor-
responding pro-
grams, known 
as firmware – 
for this reason, 
ERCO’s R&D team 
also includes a 
number of pro-
grammers. 

lations, they were 
able to translate 
the principle of 
Spherolit  lenses 
into mass- pro-
duced products.

Lighting control
LEDs and  digital 
lighting  control 
systems such 
as Light System 
DALI are made 
for each other. 
No other lamp 
is as flexible and 
can be controlled 
so efficiently as 
the LED. Easy to 
use, the  lighting 
control system 
offers a wide 

scope for design 
to produce sce-
nographic light-
ing in line with 
the principle of 
“tune the light” 
and makes it pos-
sible to unlock 
the full energy-
saving potential.

LED modules
By developing its 
own PCB layouts, 
fitted with care-
fully selected LED 
binnings, ERCO 
guarantees an 
optimum of light 
flux and colour 
rendering for any 
lighting task.

Heat manage-
ment
Constructional 
measures ensure 
that the LED 
modules operate 
within their  ideal 
thermal range 
so they achieve 
output for the 
specified power 
throughout their 
operational life.

Control gear
LEDs require 
 fully compatible 
electronic con-
trol gear. ERCO’s 
range includes 
switchable con-
trol gear that  
can be dimmed 
using trailing 
edge technology 
and via DALI.
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ERCO Innovations 2012 Relighting with LEDs

Operators of lighting systems 
are faced with the question of 
when to invest in LED light. It is 
safe to say that we can expect 
further advances in the future 
– yet the technology available 
today already provides enormous 
potential for cost savings with-
out compromising on safety and 
light quality. Anyone planning 
to replace their lighting system 
should therefore include ERCO’s 
LED offering in their considera-
tions. The direct increase in effi-
ciency when changing from, for 
example, low- voltage halogen 
technology to LED technology is 
evident from the lx/W analysis 
which considers the illuminance 
on the target surface in relation 

to the power consumption. Fur-
ther advantages arise under the 
aspect of “total cost of owner-
ship” and include lower mainte-
nance costs and savings in air-
conditioning or local energy/CO2 
tax.

Spherolit lens, flood
LED 3000K, 13W

Luminous flux 870lm
Luminous efficacy 67lm/W
Illuminance 3m 365lx
Beam diameter 1.44m

Efficiency 28lx/W

Flood reflector
QT12- ax, 100W

Luminous flux 2200lm
Luminous efficacy 22lm/W
Illuminance 3m 754lx 
Beam diameter 1.39m

Efficiency 5lx/W

National Gallery, London
Old system
This comparison focuses on a  typical 
hall with a base area of 227.5m².  
The increase in efficiency of the new, 
compared to the old, spotlight system 
is established by calculating the illu-
minance achieved per watt. The old 
system consisted of Eclipse spotlights 
for 100W low- voltage halogen lamps 
with flood reflectors to illuminate the 
works of art. The low luminous effi-
cacy of 22lm/W results in a poor effi-
ciency score of 5lx/W. This does not 
even account yet for the UV filter nec-
essary for low- voltage halogen lamps 
to protect the exhibits: the losses of 
transmission reduce the  efficiency by 
a further 8%.

National Gallery, London
Relighting 2011
The new LED spotlights with Spherolit 
lens and a comparable emission  
angle achieve an efficiency of 26lx/W. 
Fives times as high as before, this 
 value results from the higher lumi-
nous efficacy of the warm white LEDs 
of 62lm/W and the efficient Spherolit 
technology. Additional savings are 
made possible by the curator’s deci-
sion to reduce the illuminances on the 
target surfaces from 150lx to 120lx.

Lamps: 
40 Eclipse spotlights with low- voltage 
halogen lamps 100W (conventional 
transformers, PL=120W)

Connected load: 4800W
(21W/m2)

Illuminances:
Average 150lx on a 1m high circum-
ferential strip on the walls, strip cen-
tre at 1.70m (eye level).

Lamps:
40 Optec LED spotlights 14W 
(PL=17W)

Connected load: 680W
(3W/m2)

Illuminances:
Average 120lx on a 1m high circum-
ferential strip on the walls, strip cen-
tre at 1.70m (eye level).

Energy savings: 85.8%
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ERCO Innovations 2012 Light Board

Light Board spotlights
The outstanding features of Light 
Board include a system design 
that has been optimised for exhi-
bition and presentation lighting, 
with exchangeable characteristics 
for a luminous flux package rang-
ing from low to high. The compact 
design with striking lines con-
tains the efficient  optoelectronic 
components required for cost-  
effective lighting. The  integrated 
control gear and cables running 
inside contribute to the clear sty-
listic features of the range. The 
hinge is borrowed from notebook 
computer technology to enable a 
soft, yet precise movement of the 
aluminium housing and securely 
align the luminaire as required.  
An on- board potentiometer is 
provided for direct dimming. 

Page 93

Light Board recessed luminaires
The system design with  different 
characteristics makes Light Board  
recessed luminaires suited for cost-
effective lighting in sales areas. 
The Spherolit technology with col-
limating lens and Spherolit lens 
used in Light Board ensures high 
efficiency. The luminaires’ com-
pact design enables a low recess 
depth in the ceiling.

Page 277

Spotlights
5.4W -  54W
290lm -  4320lm
Narrow spot, spot,  
flood, wide flood

Floodlights
13W -  54W
870lm -  4320lm

Lens 
wallwashers
13W -  54W
870lm -  4320lm

Recessed 
floodlights
27W
1740lm -  2160lm

Recessed lens 
wallwashers
27W
1740lm -  2160lm

LED

LED
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ERCO Innovations 2012 Opton

Opton spotlights with LED
Featuring ERCO’s exclusive 
Spherolit technology, which is 
easily replaced without tools, the 
Opton range of spotlights pro-
duces different light  distribution 
patterns for flexible lighting 
solutions. This makes Opton par-
ticularly suitable for situations 
with frequently changing light-
ing requirements, such as in shop 
windows and salesrooms. The 
horizontal position of the com-
pact control gear, in combina-
tion with the compact luminaire 
head, reduces its height thereby 
making it particularly suitable for 
rooms with low ceilings. A mod-
ular design and intelligent use of 
materials make Opton LED spot-
lights highly economical lighting 
tools without compromising on 
the light quality thanks to ERCO’s 
exclusive Spherolit technology.

Page 108

Opton spotlights for HIT
The Opton range also includes 
spotlights, floodlights and wall-
washers for metal halide lamps 
with the patented Spherolit 
reflectors, which can be replaced 
without tools, for optimal light 
quality, high efficiency and flex-
ible applications. In addition to 
HIT- CE 20W, 35W and 70W lamps, 
Opton is also available for the new 
metal halide lamps HIT- CE 50W. 
This additional wattage allows for 
differentiated lighting concepts 
and in many applications is an 
energy- saving alternative to the 
70W lamp. The luminaire head and 
control gear housing are separate 
to create optimal thermal condi-
tions, while the component con-
figuration results in a  particularly 
low height for use in rooms with 
low ceilings or shop windows. 

Page 108

Spotlights
9W -  27W
580lm -  2160lm
Narrow spot, spot,  
flood, wide flood

LED

High- pressure 
discharge lamps

Spotlights
20W -  70W
1800lm -  7750lm
Narrow spot, spot,  
flood, wide flood

Floodlights
13W -  27W
870lm -  2160lm

Floodlights
20W -  70W
1800lm -  7750lm

Lens 
wallwashers
13W -  27W
870lm -  2160lm

Spherolit 
wallwashers
20W -  70W
1800lm -  7750lm
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ERCO Innovations 2012 Cantax

Cantax spotlights, floodlights 
and wallwashers with LED
The spotlights, floodlights and 
wallwashers with LED in the suc-
cessful Cantax range of  spotlights 
have advanced to a new genera-
tion. They now feature flat lumi-
naire heads in two sizes  specially 
designed for LEDs. This new design 
adds additional wattages and 
light distributions with Spherolit 
lens technology to the range: the 
spot, flood, wide flood, oval flood 
and wallwash characteristics are 
now available with 13W or 27W 
LED modules, and the narrow spot 
characteristic with 9W or 20W. 
Cantax also features the innova-
tive RGBW varychrome technol-
ogy. The colour temperature and 
light colour of appropriate spot-
lights and floodlights, which are 
optimised for excellent colour 
rendition, can be controlled via 
DALI.

Page 145

Increase in 
luminous flux
The new gener-
ation of Cantax 
LEDs has the same 
housing  sizes, yet 
twice the levels of 
luminous flux for 
more LED lighting 
applications.

Miniaturisation
Cantax spot-
lights, floodlights 
and wallwashers 
with LED are now 
available with a 
more compact 
and flatter hous-
ing while deliv-
ering the same 
luminous flux.

Spotlights
9W -  27W
580lm -  2160lm
Narrow spot, spot,  
flood, wide flood

Floodlights
13W -  27W
870lm -  2160lm

Lens 
wallwashers
13W -  27W
870lm -  2160lm

LED
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ERCO Innovations 2012 Quintessence and Cylinder

Quintessence double- focus 
downlights with LED
Double- focus downlights have 
proven their value for  ambient 
lighting in rooms with high ceil-
ings. They stand out due to their 
inconspicuous aperture and 
excellent visual comfort thanks 
to a high level of glare control 
and the double focus. Extend-
ing the  Quintessence range of 
recessed  luminaires means ERCO 
has now opened up a new, spe-
cific area of application for LED 
 lighting tools. The optical system 
of the  Quintessence double- focus 
downlights with LED features 
ERCO’s exclusive Spherolit lens 
technology and emits  virtually no 
spill light. The darklight reflector 
is replaced by a matt black anti-
glare cone.

Page 437

Rooms with 
high ceilings
A typical applica-
tion of double-
focus downlights 
is horizontal 
ambient light-
ing in rooms 
with high ceil-
ings where a 
high level of vis-
ual comfort and 
an inconspicu-
ous ceiling are 

Cylinder surface- mounted and 
pendant luminaires
The simple form of Cylinder sur-
face- mounted luminaires means 
it can be integrated inconspicu-
ously into architecture. Appropri-
ate accessories transform Cylinder 
into a pendant luminaire. Perfect 
coordination of the lamp, lens and 
control gear guarantees maximum 
efficiency. The high- quality light-
ing technology and the glare pro-
tection with darklight  technology 
are based on the principles of effi-
cient visual comfort. The range 
includes lighting tools for ambient 
lighting and wallwashing.

Page 787

Cylinder as pen-
dant luminaire
Using appropriate 
accessories such 
as pendant tubes 
or cable suspen-
sions, Cylinder 
surface-  mounted 
luminaires can 
also be suspended 
as pendant lumi-
naires.

required, e.g. in 
prestigious foy-
ers, in concert or 
theatre halls.

Double- focus 
downlights
6.7W -  27W
435lm -  2160lm
Size 3, 5, 7
Flood, wide flood

Downlights
13W -  34W
870lm -  2700lm
Size 3, 4, 5, 7
Wide diffuser

Double 
 washlights
20W -  34W
1305lm -  2700lm
Size 4, 5, 7

Lens 
wallwashers
20W -  34W
1305lm -  2700lm
Size 4, 5, 7

LED

LED
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ERCO Innovations 2012  Indoor luminaires with LEDs

Logotec with LED
The Logotec range of spotlights 
excels thanks to efficient light-
ing technology, a sturdy design 
and excellent user- friendliness. 
The innovative Spherolit technol-
ogy has resulted in highly  uniform 
light beams with a slightly soft 
edge and a high light output ratio. 
The Logotec system structure is 
particularly optimised for the spe-
cial requirements of sales area 
lighting. It is an effective option 
for efficient planning and design. 
The Logotec  spotlights, floodlights 
and wallwashers with LEDs fea-
ture the highly efficient Spherolit 
lens technology for a wide range 
of light distributions. Their com-
pact, flat housing is  specially 
designed and built for use with 
LEDs.  Logotec is also available as 
a recessed spotlight for lighting 
solutions that are integrated into 
the ceiling.

Page 127

Compar with LED
Compar recessed spotlights 
offer a combination of innova-
tive lighting technology, intelli-
gent detail solutions and flexible 
system design for sales areas. The 
previous range for  metal halide 
lamps is now complemented by 
new spotlights with LEDs. The tilta-
ble and rotatable recessed spot-
lights are fitted with Spherolit 
technology to provide the high-
est quality of light. The different 
optical units are easily replaced 
without tools. The modular 
mounting ring makes it easy to 
combine Compar recessed spot-
lights with Quintessence lumi-
naires.

Page 397

Spotlights
4.5W -  13W
290lm -  1080lm
Narrow spot, spot,  
flood, wide flood

Recessed 
spotlights
9W -  20W
580lm -  1620lm
Narrow spot, spot,  
flood, wide flood

Floodlights
13W
870lm -  1080lm

Recessed 
floodlights
20W
1305lm -  1620lm

Lens 
wallwashers
13W
870lm -  1080lm

Recessed lens 
wallwashers
20W
1305lm -  1620lm

LED

LED
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ERCO Innovations 2012  Outdoor luminaires with LEDs

Beamer with LED
As a successful range of outdoor 
projectors, Beamer is  extended by 
models with LEDs available in a 
variety of housing sizes and watt-
ages. Beamer with LEDs features 
ERCO’s exclusive Spherolit lens 
technology for high effi ciency 
and quality lighting along with a 
wide range of different light dis-
tribution patterns: from  narrow 
spot to wide flood and oval flood. 
As before, the luminaires come 
with a robust cast aluminium hous-
ing with multiple powder coatings 
and an extensive range of mount-
ing accessories.

Page 869

Powercast with LED
This universal range of  economic 
lighting tools for outdoor applica-
tions has been extended by add-
ing new light distributions and 
wattages for models with LEDs. 
The new projectors, floodlights 
and wallwashers feature Spherolit 
lens technology for efficient vis-
ual comfort. Their system design 
with the uniform housing shape 
produces symmetrical light dis-
tributions for accent lighting, but 
also various wide beam distribu-
tion patterns. Powercast is a  highly 
versatile range of luminaires, for 
example, for the illumination 
of vegetation or the floodlight-
ing of façades. With its multi layer 
 powder- coated surfaces, a lock-
able hinge, a sturdy mounting 
 bracket, and a double cable entry 
for through- wiring,  Powercast 
 distinguishes itself as an efficient 
lighting tool that is also easy to 
install.

Page 838

Projectors
13W -  54W
870lm -  4320lm
Narrow spot, spot,  
flood, wide flood

Floodlights
27W -  54W
1740lm -  4320lm

Lens 
wallwashers
27W -  54W
1740lm -  4320lm

Projectors
4.5W -  54W
290lm -  4320lm
Narrow spot, spot,  
flood, wide flood

Projectors
4.5W -  54W
290lm -  4320lm
Narrow spot, spot,  
flood, wide flood

Floodlights
13W -  54W
870lm -  4320lm

Floodlights
13W -  54W
870lm -  4320lm

LED

LED
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ERCO Innovations 2012  Outdoor luminaires with LEDs

Cylinder façade luminaires  
with LED
The Cylinder range of façade lumi-
naires benefits  particularly from 
the use of LED  technology with 
Spherolit lens in that it allows a 
wide variety of additional beam 
characteristics with  exceptionally 
high energy  efficiency. The differ-
ent combinations of uplight and 
downlight provide the lighting 
designer with new design options 
for effective  illumination of 
façades and the building periph -  
ery. All Cylinder façade luminaires 
have easy- to- install and robust 
cast aluminium housings with mul-
tiple powder coatings.

Page 951

LED orientation luminaires IP68
Orientation luminaires were actu-
ally among the first focal points 
for use of LEDs in  architectural 
lighting. ERCO’s range of LED 
 orientation luminaires is contin-
uously aligned with advances 
made in LED technology.  Keeping 
their outer form and mounting, 
the orientation luminaires and 
floor washlights now also include 
warm white as a new light colour. 
Cutting- edge LEDs and a modi-
fied optical system increase the 
 luminous flux of LED floor wash-
lights. They are ideal, for instance, 
for energy- saving night lights on 
stairs or in hallways. New exter -  
nal control gear units have been  
added in uniform housings.

Page 1039

Façade 
luminaires
13W -  20W
870lm -  1620lm

Floor washlights
0.6W
17lm -  24lm

Orientation 
luminaires
0.3W -  0.8W
1lm -  24lm

LED

LED

Floor washlights
6.7W -  13W
435lm -  1080lm
Wide beam
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Guidance system for types of lighting Outdoor area

Wallwashing
Vertical illuminance defines and 
structures spatial situations. It 
makes a significant  contribution 
to the impression of brightness in 
a space and to a feeling of secu-
rity.

Accentuation
Accent light emphasises vegeta-
tion, individual objects or archi-
tectural elements using narrow 
beams of light. Bright points in 
dark surroundings attract atten-
tion. They separate the important 
from the unimportant,  allowing 
individual objects to come to the 
fore.

Orientation lighting
Orientation lighting improves the 
perception by adding light points 
and lines, e.g. along pathways and 
on stairs. The light must function 
as a signal. Illuminating the sur-
roundings is of secondary impor-
tance here.

Washlighting
Washlighting illuminates  larger 
objects or spatial zones using 
wide beam light distribution. In 
contrast to accent light, it con-
veys a wide impression. Wash-
lighting enables safe movement 
on pathways and effectively high-
lights large objects and areas.

General lighting
Ambient lighting produced by 
wide beam light distribution facil-
itates perception and orientation 
in the horizontal plane. It plays 
an important role in illuminating 
traffic zones to make pathways 
visible for safe movement.

The ERCO Program is organised 
primarily into product catego-
ries and ranges. The guidance on 
types of lighting gives the light-
ing designer a further perspec-
tive based on ERCO’s philosophy 
of “light, not luminaires”: picto-
grams symbolise the character-
istic of a specific type of  lighting 
within the product categories and 
families. With the  Quintessence 
recessed luminaires, for instance, 
wallwashing as a type of light-

ing is subdivided into the light-
ing tools washlights, double 
washlights and lens wallwashers. 
ERCO’s Light Scout makes it easy 
to specify a product search using 
these and other criteria. 

www.erco.com/products

Printed on a  
grey background, 
the  introductory 
page for each 
product range 
provides a quick 
overview of the 
types of lighting 
and the lighting 
tools available.

Projectors, 
floodlights and 
wallwashers

Projectors, 
floodlights and 
wallwashers

Projectors, 
floodlights and 
wallwashers

Façade 
 luminaires

Façade 
 luminaires

Façade 
 luminaires

Bollard 
 luminaires

Recessed 
 luminaires

Recessed 
 luminaires

Surface-  
mounted 
 luminaires

Bollard 
 luminaires

Surface-  
mounted 
 luminaires

Surface-  
mounted 
 luminaires

In- ground 
 luminaires

In- ground 
 luminaires

Recessed 
 luminaires

In- ground 
 luminaires
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Wallwashing
Vertical illuminance defines and 
structures spatial situations. It 
contributes significantly to the 
impression of brightness in a 
space and aids visual tasks in the 
vertical plane.

Accentuation
Accent light emphasises indi-
vidual objects or architectural 
elements using narrow beams of 
light. Bright points in dark sur-
roundings attract attention. They 
separate the important from the 
unimportant, allowing individual 
objects to come to the fore.

Projection
Projectors are used for projecting 
signs, patterns and images using 
gobos or structured lenses for 
light effects and to create sharp-
edged patterns. This enables an 
additional level of information 
and awareness to be built up.

Orientation lighting
Orientation lighting improves 
perception by adding light points 
and lines, e.g. along pathways and 
on stairs. The light must function 
as a signal. Illuminating the room 
is of secondary importance here.

Washlighting
Washlighting illuminates  larger 
objects or spatial zones using 
wide beam light distribution.  
In contrast to accent lighting,  
it conveys a wide impression.

Guidance system for types of lighting Indoor area

General lighting
Ambient lighting produced by 
wide beam light distribution facil-
itates perception and orientation 
in the horizontal plane. As direct 
or indirect lighting, it produces a 
directed or diffuse light to illumi-
nate workplaces or traffic zones.

Spotlights, 
floodlights and 
wallwashers

Spotlights, 
floodlights and 
wallwashers

Spotlights, 
floodlights and 
wallwashers

Track and light 
structures

Track and light 
structures

Recessed 
 luminaires

Recessed 
 luminaires

Recessed 
 luminaires

Surface-  
mounted 
 luminaires

Spotlights, 
floodlights and 
wallwashers

Recessed 
 luminaires

Wall- mounted 
luminaires

Surface-  
mounted 
 luminaires

Surface-  
mounted 
 luminaires

Pendant 
 luminaires

Recessed floor 
luminaires

Recessed floor 
luminaires

Recessed floor 
luminaires

Wall- mounted 
luminaires
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Illumination of vertical surfaces

Wallwashing and 
accent lighting
Wide, vertical 
 illumination  
as background,  
together with  
accentuating, 
 directed illumi-
nation in the 
foreground form 
a classic concept 
for highlighting  
objects in the 
room.

Successful 
wallwasher illu-
mination can be 
so subtle that  
it is hardly per-
ceived as such 
but rather as a 
pleasant level of 
brightness in the 
room. The diffuse 
light reflected on 
the wall contrib-
utes to the ambi-
ent lighting.

Wallwashing: 
play of brilliants
Vertical surfaces  
in the room are 
transformed by 
appropriate light-
ing equipment to 
become screens 
used for dynamic  
lighting effects. 
Plays of colours 
or projections  
become an attrac-
tive eyecatcher.

The offset (a)  
of the luminaire 
from the wall 
should  generally 
be one third of 
the room height 
(h) to achieve a 
uniform light dis-
tribution on the 
wall.

The luminaire 
spacing (d) should 
be equal to the 
offset (a) from the 
wall. The position 
of a wallwasher 
in a room corner 
should lie on the 
45° line for incon-
spicuous bright-
ness on the side 
wall.
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Illumination of vertical surfaces

The applications illustrated describe 
a widespread, uniform wall illumina-
tion with different optical systems 
and a wide range of lamps. To ensure 
optimal uniformity and high illumi-
nances, the following is recom-
mended:
Wall height up to 3.0m 4.0m
Offset from wall  1.0m 1.5m
When the wallwashers are arranged  
in a row, the luminaire spacing should 
be the same as the offset from the 
wall. With some luminaires, this can 
be up to 1.5 times the offset from 
the wall. In addition, the wall and 
spacing distances documented in  
the publications provide information 
on optimal arrangements and the  
expected illuminances.

Lens wallwashers  
The reflector technology used here 
is suitable for the highest museum 
quality. Lens wallwashers illuminate 
walls from the ceiling to the floor. 
The light is spread in longitudinal  
direction by special lenses. Reflectors 
distribute the luminous flux evenly  
on the wall and shield the lens wall-
washers to prevent glare in the room. 
The wallwashers illustrated are oper-
ated on tracks.

Lens wallwashers
Special lens wallwasher systems 
 ensure a uniform illumination of the 
wall. The light is spread by lenses 
and directed by Spherolit wallwasher 
 reflectors to the wall. The  darklight 
reflectors visible from below are 
glare- free. 

Light Clients
Many wallwashers 
are available as 
Light Clients, i.e. 
with DALI- com-
patible,  factory 
encoded  control 
gear. They are 
 automatically rec-
ognised by Light 
System DALI (plug 
and play).

Lens wallwashers with LEDs
High- quality Spherolit lenses take  
the directed light of the  collimating 
 lenses and distribute it uniformly 
across the wall. Optimally spread,  
the light of only a few luminaires 
produces uniform wallwashing. 
 Logotec, Light Board and Compar  
can all be tilted for optimal adjust-
ment to the local situation enabling 
illumination from ceiling to floor.
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Illumination of vertical surfaces

Double washlights
To illuminate hallways and corridors, 
double washlights are available. In 
contrast to conventional washlights, 
they are equipped with two oppo sitely 
facing reflector segments featuring 
Spherolit technology. These segments 
provide highly uniform illumination 
for two parallel running walls. In their 
main direction, the hallways are illu-
minated using glare- free darklight 
reflectors.

Lens wallwashers
These lens wallwashers distinguish 
themselves by their high visual com-
fort. Darklight reflectors with a cut-
off angle of 40° let the luminaires 
appear dark. Only the cover glass is 
visible above the cut- off angle. A 
wallwasher lens system distributes 
the luminous flux on the wall to pro-
vide an illuminance distribution of 
the highest level of uniformity.

Washlights
As recessed luminaires, these wall-
washers, on the face of it, are similar 
to downlights. A wallwasher segment 
of the  Spherolit reflector distributes 
the light uniformly on the wall  surface, 
while the remainder performs as a 
downlight. 

Lens wallwashers with LEDs
Collimators and Spherolit lenses pro-
duce the wide- beam asymmetrical 
light distribution needed for uniform 
illumination of vertical surfaces such 
as façades, walls or hedges.
The Spherolit lenses spread the light 
so efficiently as to allow smaller off-
sets from the wall without compro-
mising the uniformity.
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Illumination of vertical surfaces

Focal lens wallwashers
Both metal halide lamps and low-  
voltage halogen lamps are used in  
lens wallwashers making them  ideal 
for illuminating walls in shops and 
presentation areas. They produce a 
 focal emphasis in the upper third of 
the  illuminated area, e.g. for the illu-
mination of displays above shelves.

Focal wallwashers
A diffuser and a wallwasher reflec-
tor distribute the light of Tesis on a 
façade in a way that produces a vis-
ible focal emphasis at approx. 1/3 of 
the height. The lens below the safety 
glass produces a wide beam and dis-
tributes the luminous flux uniformly  
on the cover glass. This means that 
the luminaire is visible even when 
viewed from shallow angles.

Wallwashers   
With Paratec wallwashers, part of 
the luminaire projects from the ceil-
ing. The beam intersects with the wall 
 directly in the upper corner, while  
the illuminated surface remains prac-
tically invisible to the viewer. A spe-
cial wallwasher reflector provides 
the highest level of uniformity. These 
wallwashers combine a high degree  
of visual comfort with maximum  
efficiency. 

Wallwashers   
Wallwashers in the Optec range are 
track mounted and provide an ideal, 
uniform illuminance distribution  
from ceiling to floor. The area in 
front of the wall is also illuminated. 
The range comprises various types  
of luminaires for almost all lamps.

Double washlights
Panarc uses a prismatic lens for  highly 
uniform wallwashing in hallways and 
corridors to provide a barrier- free 
 environment.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:35

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0025_bild_erco_hk12.p1.pdf  Layer 2: 0025_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w25

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:35

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0025_bild_erco_hk12.p1.pdf  Layer 2: 0025_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w25



26

Illumination of vertical surfaces

Spherolit wallwashers  
These wallwashers use Spherolit wall-
wash reflec tors. In these reflectors, the 
individual spherolites are arranged 
so as to produce an asymmetrical 
light distribution. As opposed to lens 
wallwashers, Spherolit wallwashers 
can also be positioned in high rooms 
or closer to the wall. With a focal 
emphasis on the upper half of the 
wall, they are ideal for the illumina-
tion of vertical surfaces in shops.

Recessed Spherolit wallwashers
With the Spherolit technology for 
wallwashing, the spherolites are 
 designed so as to produce an asym-
metrical light distribution for wall-
washing with a focal emphasis on the 
upper area of the wall. The light head 
of the recessed Logotec spotlight can 
protrude out of the  recessed hous-
ing in  several positions. Each position 
results in a different range of tilt. The 
20° position is ideal for the  recessed 
Spherolit wallwasher.

Wallwashers   
With Tesis wallwashers, part of the 
luminaire is above the mounting 
plane. Thus, the luminaire cannot be 
walked on or rolled over by vehicles. 
The beam intersects with the wall  
directly above the mounting plane. 
The illuminated surface remains 
 practically invisible to the viewer.  
A special wallwasher reflector and  
a Softec lens provide the highest 
 level of uniformity. 

Wallwashers
Parscoop wallwashers and flood -
lights are provided with asymmetri -
cal beam reflectors. These reflectors  
are designed so that the light dis-
tribution is ideal for uniform façade 
lighting. Powercast wallwashers with 
Spherolit washlight reflector must 
be tilted for optimum brightness 
 distribution.

Wallwashers
The special reflector technology of 
TFL Wallwashers for fluorescent lamps 
provides a uniform and even wall 
 illumination, especially in museums.  
TFL Wall washers can also be mounted 
as a continuous arrangement.
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Grazing light wallwashers 
These types of luminaires produce 
grazing light and can be positioned at 
close distance to the wall. Sculpture 
lenses spread the width of the beam 
along one plane, while maintaining a 
narrow beam light distribution on the 
other. In the round and square Nadir 
recessed floor luminaires, the lamps 
can be tilted and rotated by +/-  5° for 
adjustment. 

Façade luminaires
Focalflood façade luminaires are 
available for high- performance LEDs. 
The luminaire’s lens system has been 
optimised so that a narrow beam light 
distribution gives an efficient grazing  
light on the wall surface. In the other 
direction, a wide light distribution is  
produced. 

Façade floodlights 
Façade floodlights are fitted with 
asymmetrical reflector systems.  
They are effectively free of spill light. 
The light distributions are designed 
for even wall illumination or  surfaces 
without perceptible edges to the beam.

The uniform  
light distribution  
from ceiling to 
floor highlights 
the wall as a 
whole and makes 
the room appear 
more spacious.

Illumination of vertical surfaces
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Lighting control systems link both 
indoor and outdoor luminaires into 
intelligent networks. By integrat-
ing the lighting hardware and soft-
ware, they become a significant 
contributor to efficient visual com-
fort. Light scenes that suit individ-
ual situations,  together with auto-
mation and sensor technology, 
result in huge potential for increas-
ing the energy efficiency. At the 
same time, they expand creative 
freedom in lighting design: sceno-

Hotel  restaurant 
niXe, Binz (Rügen).  
Architect and 
lighting  designer: 
Thomas Hummels, 
Tauting.

Reggia di  Venaria 
Reale, Turin. 
Architect: Massi-
mo Venegoni,  
Studio Dedalo, 
Turin.

FER Collection, 
Ulm. Architect: 
PEG Projektent-
wicklungsgesell-
schaft Ulm mbH; 
Ott Ingenieure, 
Langenau. 

Saatchi Gallery, 
Duke of York‘s 
HQ, London. 
Architect: Allford 
Hall Monaghan 
Morris, London. 

graphic lighting with coloured  
and dynamic components is made 
simple, user- friendly and eco-
nomical. No matter whether for a 
 single room or an entire building 
– the ERCO product range offers 
the optimum solutions for lighting 
control projects of all sizes.

Lighting control
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Sony Style flag-
ship store, Paris.
Architect:  
Saguez &  Partners, 
Saint- Ouen; Ver-
sions, Versailles. 

Sieben- Schwaben-  
Apotheke Dr. 
Rentschler (phar-
macy), Laup heim. 
Architect:  
Braunger Wörtz 
Architekten, Ulm;  
project team 

Rentschler Bio-
technologie GmbH,  
Laupheim. 
 Lighting design: 
Braunger Wörtz 
Architekten, Ulm.

Lighting control
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Lighting control systems from ERCO are
professional control systems for light-
ing management and scenic dimming.
By using such systems, the architecture
can be repeatedly reinterpreted along
functional, aesthetic and dramaturgical
lines. Intelligent lighting management
increases the comfort of the building
and saves energy. It is equally pos-
sible to control light scenes via timer
functions as it is to program cyclical se-
quences. ERCO lighting control systems
are particularly suitable for controlling
complex, atmospheric scenic lighting in-
stallations in architectural settings, e.g.
in hotel foyers, lobbies, shops, restaur-
ants, bars or conference rooms. Lighting
control systems allow dynamic and
userfriendly control of lighting tools
with colour mixing function such as
ERCO Varychrome luminaires.

Light System DALI 31

Lighting controls
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ERCO’s lighting control  system 
Light System DALI applies the 
DALI technology with  individually 
addressable luminaires for effi-
cient visual comfort and sceno-
graphic light. The  consistent inte-
gration of software and hardware 
sets standards in ease of opera-
tion: convenient  setup of complex 
light scenes via the ERCO Light 
Studio software,  storage of exten-
sive system and scene data in the 
Light Server 64+, and intuitive 
day- to- day operation via the wall-
mounted ERCO Light Changer+. 
The Ethernet interfaces and dig-
ital/switch inputs allow easy 
 connection of Light System DALI 
to media control systems, push-  
buttons and sensors.

Light System DALI

Software
The Light Studio software is used 
to set up lighting installations with 
Light System DALI. It consists of five 
 modules: Light Master, Light Book, 
Light Timer, Light Sequencer and  
Light Keeper. The software is suitable 
for the following operating systems: 
Windows XP, Vista and 7.

Output devices
The DALI controller stores the data 
for the luminaires, light scenes, timer 
programs and the room management. 
Interfaces can be used for connection 
of push- buttons, switches, sensors 
and media technology or to link a PC 
with the Light Studio software.

Input devices
The input devices are used for recall-
ing light scenes and timer programs.

Accessories
Accessories are available to add 
 sensors to the Light System DALI, 
integrate luminaires without DALI 
control gear or provide additional 
digital/switch inputs.
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DALI
PLUG+
PLAY

1 2 3 4 5 6 7 8 9 10 11 1212V/ 24V

Hub/Switch WLAN

Light Changer+

120V–240V
50–60Hz

Light Server 64+ Light Server 64+ PC

DALI

Light Studio
Cat5

Input Box

32

Light System DALI

Plug and play: Light Clients
With recessed luminaires, a Light 
Client consists of the luminaire 
itself plus a  correspondingly 
encoded, separate DALI control 
gear as a complete package with 
one article number. The facto-
ry encoding of DALI control gear 
enables fully automatic recog-
nition and display of ERCO Light 
Clients. The selection of Light 
Clients currently available covers 
wide areas of the ERCO product 
range – from switchable or dim-
mable spotlights and downlights 
to specialised lighting tools such 
as Goborotators or luminaires 
with RGBW colour mixing tech-
nology.

Plug and play: luminaire ID
Provided they can be seen, the 
mounting locations of Light Clients 
are identified simply by using the 
“flash” facility in the Light Studio 
software. However, this is not 
always the case in large Light 
System DALI installations. For this 
reason, every Light Client is now 
supplied with a separate  sticker 
stating the unique luminaire ID. 
The luminaire ID allows each Light 
Client to be individually identi-
fied both during commissioning 
as well as in the lighting control 
software. The sticker is to be used 
by the installer in the appropri-
ate position on the drawing of the 
 reflected ceiling plan to show each 
Light Client’s mounting position.

System overview
The diagram shows how the com-
ponents of the Light System DALI 
can be combined not only with 
ERCO Light Clients but also with 
conventional ERCO luminaires, 
with DALI- compatible luminaires 
of other manufacturers and with 
peripheral devices such as push-
buttons or sensors. Compared with 
other lighting control technolo-
gies, installation is much simpler. 
Switching and dimming functions 
in DALI technology are integral 
to the luminaire, i.e. in the con-
trol gear, with the 2- core control 
line connecting all participating 
devices in any topology. The power 
supply to the luminaires is inde-
pendent, unchanged and separate 
to the DALI wiring.

DALI plug and play
Every Light Client, i.e. every  
DALI- compatible ERCO lumi-
naire, is  supplied by the  factory 
with a unique digital code pre-
 programmed in its DALI control 
gear. This luminaire ID contains 
the product and serial number 
and is key to the exceptional user-
friendly functions available when 
commissioning, programming 
and operating Light System DALI. 
The Light Studio software identi-
fies the type of luminaire as well 
as other relevant information and 
functions. Uncoded DALI lumi-
naires from other manufacturers 
can, of course, also be  integrated 
into Light System DALI and dis-
played by Light Studio. After man-
ually assigning their attributes, 
they function in the same way as 
Light Clients.

The DALI plug 
and play sym-
bol in the ERCO 
Program identi-
fies all the Light 
Clients, i.e. all the 
DALI- compatible, 
factory  encoded 
luminaires and 
control gear.

ERCO track with DALI live end

12 max. 

12 max. 

Motion sensor/  
twilight switch

Light Server/
Input Box
12 max. 

Light Changer+ PC software 

Remote 
control

Switches Sensors Push- but-
ton groups

6 analogue/digital 
inputs 6 digital inputs

  Light Clients
  Mains voltage
  DALI
  Cat- 5

Light Clients
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Light System DALI

Light Keeper
The functions in 
the new Light 
Keeper  module 
support the 
operator of a 
Light System 

DALI installation in maintenance 
work and help to save energy and 
reduce running costs. The running 
time of each Light Client is dis-
played in the Client list against 
the rated lamp life. This makes it 
easier to plan rational, advance 
lamp replacement as preventative 
maintenance. The error messages  
in the DALI network, such as a 
faulty lamp, are logged and dis-
played. The energy- saving func-

Efficient visual comfort through 
intelligent lighting control
The use of lighting control sys-
tems for higher light quality and 
reduced consumption of  resources 
is an important part of the ERCO 
concept of “efficient visual com-
fort”. The special functions in the 
Light Keeper module make it even 
easier for the user to realise the 
full potential of intelligent light-
ing control. For example, the con-
nected load of a light scene can 
be calculated and displayed, while 
the software calculates the poten-
tial savings in energy and costs if 
the scene is modified. The “ECO-
mode” function enables each light 
scene to be dimmed, at the touch 
of a button, by a pre- defined per-

Light Book
The Light Book is used 
to organise and struc-

ture Light Studio projects. Its 
main function is to create zones 
and assign Light Clients or Light 
Changers to zones. It also defines 
generic Light Clients for lumi-
naires from other manufacturers 
or custom- built ERCO luminaires 
and stores the relevant informa-
tion in the DALI control gear of the 
Light Clients.

Light Timer
The Timer module allows 
light scenes to be recalled 

at predefined times. The time and 
calendar functions provide great 
flexibility for the automation of 
scenographic lighting, e.g. to set 
the light scenes to shop  opening 
times or licensing hours, or to 
reduce the light levels during the 
night.

Light Sequencer
The Light Sequencer is a 
tool designed  specifically 

to define and store sequences of 
light scenes as timed progressions. 
Compared with the  dynamic pro-
gression in the Light Master, the 
Light Sequencer can be used to 
create a sequence of scenes with-
out specifying a definite starting 
time. This facility can then be used 
for a variety of events having dif-
ferent starting times. The actions 
and fading times for each scene 
transition can be set individually.

ERCO Light Studio
The Light Studio software 
is used to set up  lighting 

installations with Light System 
DALI and to make its complex func-
tions available in a user-  friendly 
format. It consists of five  modules: 
Light Master, Light Book, Light 
Timer, Light Sequencer and Light 
Keeper. The software is suitable for 
the following operating systems: 
Windows XP, Vista and 7.

Light Master
The Light Master mod-
ule is used primarily to 

create and manage light scenes. 
The Light Clients of a lighting sys-
tem are displayed both graphi-
cally and as a list. Their attributes, 
such as dimmer settings or colour 
locations, can be set inter actively, 
and there are user- friendly tools 
such as the colour wheel, a colour 
library and a progression library 
or dynamic progressions espe-
cially for controlling varychrome 
 luminaires.

tions are based on projections  
and on the envisaged connected 
load of the light scenes.

centage until the point where the 
 visual impression and visual per-
formance would become notice-
ably impaired. This function allows 
the user to reduce energy con-
sumption quickly and easily.
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Light System DALI

Master dimming
The master dimming  function 
 enables the overall brightness 
of the selected light scene in the 
current zone to be regulated. 
Non- dimmable Light Clients are 
switched according to pre viously 
defined criteria either immedi-
ately, not at all or upon reaching a 
pre- determined dimmer setting.

Main menu
The main menu gives the user 
access to the various functions of 
Light System DALI. In addition to 
the scene selection, which appears 
as standard on the touch screen, it 
is also possible to select sequences 
as well as blinds and individual 
 luminaires.

Light Changer+
As a wall- mounted input device 
for Light System DALI complete 
with a large colour touch screen 
and a graphic user interface, 
the Light Changer+ is extremely 
 user-  friendly and offers an exten-
sive range of functions. It is con-
nected to Light System DALI via 
an  Ethernet interface. In addition 
to the intuitive selection of scenes 
and sequences, the Light Changer+ 
also allows for master dimming 
within the current zone as well as 
the independent operation of indi-
vidual Light Clients. The menu  level 
for system settings is protected 
against unauthorised access by a 
PIN code.

Light Changer+ 
PC software
The Light 
Changer+ PC 
software makes 
the user inter-
face of a Light 
Changer+ avail-
able on a PC.

System menu
The system menu is protected 
against unauthorised access by a 
prompt requesting a PIN number. 
In this menu, the Light Changer+ 
displays extensive information on 
the Light System DALI installation. 
Light scenes can also be modified 
and saved without requiring a PC 
with Light Studio software.

Client level: colour selection
The Light Server+ also makes the 
relevant control panels  available 
for the particular attributes of 
the individual Light Clients. For 
instance, a colour wheel is avail-
able for simplified setting of vary-
chrome Light Clients.

Scene selection
Scenes and 
sequences can  
be easily recalled 
at the touch of  
a button. The 
scene names are 
displayed with 
pictograms from 

ERCO’s pictogram 
system available 
to allocate to the 
scenes.
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Light System DALI

Light Server 64+
The Light Server 64+ is a DALI 
 controller that stores system and 
scene data and provides the con-
trol functions through the integral 
ERCO Light Studio software. The 
compact design gives it great flex-
ibility, which is important when 
choosing a mounting location. The 
DALI system can be con figured by 
connecting a PC via USB or Ether-
net. The Ethernet  interface is also 
used to network several Light 
Servers or Light Servers and Input 
Boxes.

The highly intel-
ligent  lighting 
control systems 
in the most con-
fined space: a 
Light System 
DALI installation 

Input Box
If additional inputs are required  
for a Light System DALI instal-
lation, above and beyond the 
12 digital/switch inputs of the 
Light Server 64+, the number of 
inputs can be doubled using the 
Input Box. Like a Light Server, the 
Input Box also offers 12 digital/
switch inputs, six of which can be 
configured as analogue inputs. 
The Input Box and Light Server 
are  connected via  Ethernet. This 
means that the Input Box can 
also be used for the  decentralised 
 connection of switches, push-  
buttons or sensors. In contrast to 
the Light Server, the Input Box 
does not have a DALI output. The 
total  number of Light Servers and 
Input Boxes in a Light System DALI 
network is limited to 12.

Light Server 64+ PC
Wherever a PC is perma nently 
available, whether at work-
stations, checkouts or  reception 
desks, it can be used with the 
Light Changer+ PC software to 
operate Light System DALI. This 
only requires an Ethernet connec-
tion between the Light System 
DALI and the PC. In appearance, 
operation and functionality the 
Light Changer+ PC software is 
identical to the interface of the 
Light Changer+.

The Light 
Changer+ PC 
software can,  
for instance, be 
used on a check-

Like the Light 
Server 64+, the 
Input Box also 
features an Ether-
net interface.

with Light Server 
64+ network.

out PC to oper-
ate Light System 
DALI.

max. of 12 
inputs

max. of 12 
inputs

max. of 12 
inputs

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0035_bild_erco_hk12.p1.pdf  Layer 2: 0035_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w35

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0035_bild_erco_hk12.p1.pdf  Layer 2: 0035_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w35



1 2

3 4

5 6

1 2

3 4

5 6

7 8

Light Server 64+

Light Changer+

36

Light System DALI

Digital and analogue inputs
The current generation of ERCO 
Light Servers has a total of 12 
inputs – six of them can be used 
exclusively as digital/switch inputs, 
the other six optionally as dig-
ital/switch inputs or as analogue 
inputs. This extends the range of 
scenarios through which Light 
System DALI can be controlled not 
only with conventional  switches 
and push-  buttons but also with 
analogue and digital sensors. If a 
Light Server’s 12 inputs are insuffi-
cient, the number of inputs can be 
increased by using the Input Box.

12 inputs

Push- buttonsSensors

The Light System 
DALI can be con-
nected to any 
standard switch 
or push- button 
to recall scenes, 
scene lists or 
sequences.

Digital/switch inputs
Up to 12 digital/switch inputs 
can be assigned different func-
tions, such as the recall of a spe-
cific light scene or sequence, a list 
of light scenes running as a pro-
gression on repeated operation, 
but also master dimming up and 
down. Each input can be assigned 
to one or more push- buttons in 
parallel. The model and the func-
tions to be triggered are specified 
in the Light Book module of the 
Light Studio software or, alterna-
tively to the scene selection, via 
the user- friendly Light Changer. A 
wide range of other scenarios can 
be controlled through the Light 
System DALI. In a room with more 
than one entrance, for  example, 
each door can have a standard 
push- button panel recalling the 
same predefined light scenes. It 
is possible to continue using the 
existing switch and push- button 
installations, while a rocker switch 
can control the master dimming 
function. Other applications for 
digital/switch inputs include the 
connection of different digital 
sensors such as motion sensors  
or twilight switches.

In this exam-
ple, the push-
button panels at 
the doors have 
been assigned 
predefined light 
scenes. For more 

Push- buttons

Room with three entrances

Push- buttons

complex oper-
ating steps, the 
room has also 
been  provided 
with a Light 
Changer+.
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Light System DALI

Analogue inputs
To connect analogue sensors, six of 
the twelve digital/switch inputs of 
the Light Server 64+ can be used 
as analogue inputs, if required. 
This facility allows for there to 
be many ways of auto matically 
controlling and regulating light 
scenes – especially of value for 
reduced energy consumption.

Daylight- dependent control
A typical application for the ana-
logue inputs is daylight-  dependent 
lighting control – an outdoor sen-
sor generating an analogue signal 
responding to the daylight con-
ditions. The sensor can be set up 
with 12 switching thresholds in 
Light Studio. Depending on the 
 analogue value measured, the sen-
sor triggers the appropriate scene 
or sequence when a threshold 
 value is exceeded.

Constant light regulation
A further application of ana -
logue inputs is constant light  
regulation. Here, an indoor sen -
sor measures the illuminance at  
a predefined point in the room.  
By  master dimming the relevant 
zone, it is held constant despite 
fluctuating daylight. This allows 
optimum usage of natural light 
and greatly reduces the  energy 
used by artificial lighting. The 
 target illuminance is set individ-
ually for each light scene in the 
Light Studio software.

Using daylight, 
saving  energy 
and power: with 
the constant 
light regulation 
of Light System 
DALI.

One application 
for outdoor sen-
sors: daylight-  
dependent con-
trol of façade 
lighting.

Up to six  mutually 
independent ana-
logue devices can 
be con nected to 
the Light Server 
64+. Active or 
passive analogue 
devices can be 
connected.

Indoor sensor

Outdoor sensor

Sensor technology and energy 
saving regulations
In many parts of the world legis-
lation is being introduced relat-
ing to energy saving in buildings. 
 Germany, for instance, has the 
“EnEV 2009”. Provisions already 
frequently include the use of pres-
ence detectors and constant light 
control with defined reference val-
ues. In practice, this requires the 
installation to include an appro-
priate lighting control system. 

Efficient visual comfort through 
intelligent lighting control is 
therefore an obligatory part of  
the lighting design.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0037_bild_erco_hk12.p1.pdf  Layer 2: 0037_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w37

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0037_bild_erco_hk12.p1.pdf  Layer 2: 0037_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w37



Light

Source selector

Projector

END MIC mute

Audio Controls

additional
functions
VCR
control panel
DVD
control panel

Audio Foyer

Light Server 64+ Light Server 64+ Light Server 64+

Light Studio

Hub/SwitchWLAN

38

Light System DALI

Light System LON interface
To network Light System DALI 
together with building manage-
ment systems based on the LON 
bus system, the iLON Smart Server 
gateway made by Echelon can 
be used in conjunction with an 
ERCO- specific software for the 
LON administrator. The gateway 
is connected to the Light System 
DALI via the Ethernet. This makes 
network functions available to 
the LON, such as the selection of 
scenes or sequences and the dim-
ming and switching of groups in 
the Light System DALI.

Software module for blinds  
and screens
Equipment such as blinds or 
screens can now both be con-
veniently and logically control-
led from Light System DALI and 
be  integrated in light scenes. 
Light Studio now features a spe-
cial  software function for blind 
and screen control, which can be 
assigned as an attribute to a DALI 
switching actuator. To control the 
blinds and screens, a contact lock-
ing mechanism for the switching 
actuator must be provided on site.

Connection of Light System 
DALI and PC via network
In addition to the USB interface, 
the PC with Light Studio soft-
ware can also now be connected 
to the Light Server 64+ via Ether-
net – either directly by cable with 
a single Light Server 64+, or via 
a hub or switch. The PC and hub 
can also be connected by cable 
or wirelessly (WLAN). This option 
provides the flexibility needed, 
for example, to set up systems 
that include more than one room: 
with a wireless- enabled notebook 
PC, scenes can be programmed 
wherever they happen.

Connection of media technology
Ethernet may also be used to con-
nect the Light System DALI with 
standard controls for media tech-
nology. Many functions of Light 
System DALI can be controlled 
using a documented programming 
interface.

Media technology
control
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Master dimming action
The master dimming function is 
used to raise or lower the bright-
ness of a zone using push-  buttons 
or the Light Changer+. To deal 
with special lighting tasks and 
accommodate differences in the 
dimming function of the lamps, 
the master dimming action of 
each Light Client can now be indi-
vidually controlled. The Light 
Book module of the Light Studio 
software provides the relevant 
tool. Dimmable Light Clients with 
LEDs, low- voltage halogen lamps 
or fluorescent lamps, for example, 
provide a choice of linear func-
tion and operation that prevents 
the Light Client from falling below 
a predefined limit or switches it 
off. Switchable Light Clients (DALI 
switching actuators, HIT lumi-
naires) can be allocated individual 
switching thresholds. 

During  master 
dimming, a dim-
mable Light 
Client  normally 
follows a linear 
dimming curve.

Dimmable  
Light Clients 
can  nevertheless 
also have  limits 
beneath which 
they should not 
function when 

As a default, the 
threshold  level 
for switchable 
DALI Light Clients 
ranges between 
0 and 1%. How-
ever, depending 

As an  additional 
feature, each 
Light Client can, 
depending on its 
dimming charac-
teristic, be defined 
individually in 
relation to the 
master dimmer.

master dimming 
is used.

on the light scene 
requirements, this 
threshold can be 
individually set.

Light System DALI

Light Clients  
with the vary-
chrome RGBW 
attribute, such as 
those from the 
 Quintessence LED 
downlight prod-
uct range, allow 
the  colour tem-
perature to be 
continuously 
adjusted over a 
wide range.

Within the col-
oured area of 
the CIE diagram, 
the Planckian 
locus traces the 
whites of differ-
ent colour tem-
peratures – from 
 bluish cool white 
to reddish warm 
white.

Varychrome RGBW
In the Quintessence  downlight 
product range, ERCO presents 
 luminaires with LEDs and vary-
chrome RGBW technology. By 
combining RGB  colour mixing 
with white LEDs, these  luminaires 
can optionally produce either 
white light with variable colour 
 temperature at high luminous 
flux and good colour rendition or 
 coloured light ranging from dif-
ferentiated pastel hues to  highly 
saturated colours. Light Studio 
has a  corresponding attribute for 
controlling these luminaires. This 
consists either of a colour circle 
(which will be familiar to users of 
previous varychrome luminaires) 
or a  slider control to regulate the 
colour of white along the Planck-
ian locus from cool to warm. The 
varychrome RGBW control gear 
units conform to the new, stand-
ardised DALI type and so only 
require one DALI address despite 
having four control channels.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0039_bild_erco_hk12.p1.pdf  Layer 2: 0039_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w39

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0039_bild_erco_hk12.p1.pdf  Layer 2: 0039_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w39



1 2

1

2

40

Zone A  Zone B  Zone C

Zone A   Zone B + C

 Zone A + B   Zone C

Partition interconnector
Scenic light has become indis-
pensable particularly in multi-
functional rooms such as confer-
ence rooms and banquet halls. 
Only a few lighting control sys-
tems are suited to rooms which 
have movable partition walls in a 
truly intelligent and user-  friendly 
way: the current generation of 
the Light Server 64+ and the Light 
Studio software provides just such 
a practical  solution. The contact 
switches of up to 4 partition walls 
in the system signal their states 
via the digital/switch inputs on 
the Light Server. The control gear 
then responds as if it were oper-
ated through push- buttons or 
Light Changers+ in the appropri-

ate area of the room according to 
instructions previously stored in 
the Light Studio software to con-
trol the combined rooms as zones. 

As a  graphic tool 
in the Light Book 
module of the 
Light Studio soft-
ware, the  layout 
list serves to facil -  
itate light settings 

for rooms with 
movable partition 
walls.

controlled auto-
matically depend-
ing on the status 
of the partition 
walls.

In Light Studio, 
attributes and 
scene lists for 
potential room 
 configurations 
are shown as  
zones and are  

Light System DALI

Emanon Goborotator
Through the use of independently  
controllable rotating gobos or 
fresnel lenses, the projection 
 effects created can be fascinat-
ing. The character of these projec-
tions can range from slow mov-
ing, subtly atmospheric effects to 
stimulating, highly dynamic focal 
points. Controlling the direction 
and speed of rotation is particu-
larly user- friendly with the Light 
System DALI and its integrated  
Light Studio software, which pro-
vides a tool especially for the 
 operation of the Goborotator. 

The Light 
Studio software 
 includes a tool 
to control all 
the Goborotator 
functions via 
Light System 
DALI.
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Light System DALI

Setting the time
For successful operation when 
using the timer functions of  
the Light Studio software, it is 
essential that the system time 
and date of the Light System  
DALI are set correctly. The Light 
Studio has several new func-
tions for this purpose. Thus, for 
instance, an automatic change-
over from winter time to sum-
mer time can now be set. Within 
a Light System DALI installation, 
the system time can be synchro-
nised from a Light Server or it can 
even be automatically synchro-
nised with a network clock (Time 
Server, SNTP) connected via the 
Ethernet.

Firmware update via the 
 network
The Light System DALI compo-
nents Light Server 64+ and Light 
Changer+ feature extensive, 
embedded software, known as 
firmware. To optimise the oper-
ating behaviour of these compo-
nents or to add new functions, 
new versions of this firmware can 
be loaded onto the components  
as required. This is done conven-
iently and safely from the Light 
Studio PC software. Suitable, new 
firmware versions can be down-
loaded from the Download sec-
tion of the ERCO Light Scout 
 website:

www.erco.com/download

As an option, 
Light System 
DALI can also 
take its system 
time from the 
network clock.

Documenting projects
To document lighting control pro-
jects using Light System DALI, the 
Light Studio software now makes 
use of a dialogue which provides 
a range of adaptability options. 
The resulting page number of the 
 documentation is automatically 
identified and  displayed. The pro-
ject documentation can then be 
printed or, depending on the PC 
configuration, it can be produced 
in a  digital format (e.g. .XPS, .PDF).

The system doc-
umentation can 
be on paper or 
digital.

Firmware updates 
of Light System 
DALI components 
are easy to per-
form using the 
Light Studio PC 
software and the 
Ethernet.
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06652.000
Light Studio for Light System DALI
Software for configuring the ERCO
Light System DALI.

Light Studio software for PCs with
Windows XP, Vista, 7, for configuration
of the ERCO Light System DALI.
For designing 1024 light scenes, 64 col-
our progressions and 1024 timer events.
Operation in 6 languages: German,
English, French, Italian, Spanish and
Dutch.
The Light Master, Light Book,
Light Timer, Light Sequencer and
Light Keeper modules help in design-
ing the light scenes and sequences, in
the organisation and spatial structur-
ing, and in the recalling pf scenes at
predefined times.
- Plug and Play: Automatic recognition
of ERCO Light Clients and automatic
assignment of RGB colour channels.
- Easy-to-survey display of Light Cli-
ents.
- Display of product information.
- Symbols of Light Clients can be placed
anywhere on the stage as visual orienta-
tion aid.
- Extremely simple colour adjustment
through several options including a
colour wheel.
- Connection of the PC having ERCO
Light Studio to the hub via Ehhernet, to
use existing network technologies, e.g.
WLAN.

- Interface to media technology via Eth-
ernet with UDP protocols and also for
iLON Smart Server for the connection
of LON devices to Light System DALI.
- Partition interconnector used to
connect up to five rooms.
- Intuitive programming of Emanon
projector spotlights with Goborotators.
- Individually adjustable minimum val-
ues for the master dimming function.
- Light Keeper for display of the current
energy consumption and recommend-
ation of optimised use, display of oper-
ating hours, finding and documenting
faulty lamps and control gear.
- Control of RGBW varychrome lumin-
aires using a DALI address.
- Software update function with Light
Studio via the network.
- Function for illuminance stabilisation
using an indoor sensor.
- Function for outdoor light depend-
ent recalling of light scenes using an
outdoor sensor.
- Software module for blind control.
Switching actuator and contact lock to
be ordered separately.
- Synchronisation of the clocks of
all Light Servers 64+ connected in a
Light System DALI network through an
external time server.

- Project documentation as printed
hard copy or as PDF via virtual printer.

Software

Museo Provincial
de Bellas Artes
Emilio Caraffa,
Córdoba (Argen-
tina). Architect:
GGMPU Arqui-
tectos, Córdoba.
Lighting design:
Maestre Illu-
minación, Cór-
doba.
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06660.000
Light Server 64+ for Light System DALI.
Version 5.
Controller to drive up to 64 Light Cli-
ents.
Creation of larger Light System DALI in-
stallations by networking up to 12 Light
Server 64+ devices.
Configuration using the ERCO Light
Studio software.
Weight 0.51kg

DALI controller for easy connection of
up to 64 Light Clients via plug and play
with DALI interface.
The networking of a number of Light
Servers is carried out using Ethernet,
RJ45 connector, Cat5 cabling.
Connection of max. 12 Light Changer+
units in one Light System DALI network.
The PC with the ERCO Light Studio
software is connected to the hub via
USB or Ethernet, for using existing
network technologies, e.g. WLAN.
One USB Amini B cable is included in
the package contents.
12 digital/switch inputs, 6 of which
also for analogue sensors. Individu-
ally configurable functions for up to
12 push-buttons or switches, motion
sensors or twilight sensors as well as
external sensors to recall scenes, se-
quences or special functions such as
master dimming or staircase lighting
(all switches, sensors, etc., to be ordered
separately).
All the necessary data is created, con-
figured and permanently saved via
the ERCO Light Studio Wnidows soft-
ware. The Light Master, Light Book,
Light Timer, Light Sequencer and
Light Keeper modules help in design-
ing the light scenes and sequences, in
the organisation and spatial structur-
ing, and in the recalling pf scenes at
predefined times.
- Plug and Play: Automatic recognition
of ERCO Light Clients and automatic
assignment of RGB colour channels.
- Easy-to-survey display of Light Cli-
ents.
- Display of product information.
- Symbols of Light Clients can be placed
anywhere on the stage as visual orienta-
tion aid.
- Extremely simple colour adjustment
through several options including a
colour wheel.
- Interface to media technology via Eth-

ernet with UDP protocols and also for
iLON Smart Server for the connection
of LON devices to Light System DALI.
- Partition interconnector used to
connect up to five rooms.
- Intuitive programming of Emanon
projector spotlights with Goborotators.
- Individually adjustable minimum val-
ues for the master dimming function.
- Light Keeper for display of the current
energy consumption and recommend-
ation of optimised use, display of oper-
ating hours, finding and documenting
faulty lamps and control gear.
- Control of RGBW varychrome lumin-
aires using a DALI address.
- Software update function with Light
Studio via the network.
- Function for illuminance stabilisation
using an indoor sensor.
- Function for outdoor light depend-
ent recalling of light scenes using an
outdoor sensor.
- Software module for blind control.
Switching actuator and contact lock to
be ordered separately.
- Synchronisation of the clocks of
all Light Servers 64+ connected in a
Light System DALI network through an
external time server.
- Project documentation as printed
hard copy or as PDF via virtual printer.

06670.000
Light Server 64+ for Light Changer+ PC
software for Light System DALI. Version
5.
Controller to drive up to 64 Light Cli-
ents.
Creation of larger Light System DALI in-
stallations by networking up to 12 Light
Server 64+ devices.
Configuration using the ERCO Light
Studio software.
Weight 0.51kg

Controller as article 1006660, Light
Server 64+, version 5, but with addi-
tional function for the operation of the
PC software Light Changer+. The PC
software Light Changer+ supplied may
be used any number of times within a
Light System DALI network.

Output devices
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06662.000 Silver
Light Changer + for Light System DALI
Operating device with Ethernet inter-
face. For recall of 1024 light scenes,
256 sequence and for single-circuit op-
eration. For master dimming, switching
the timer ON/OFF. For activating the eco
mode. For modifying light scenes after
entering PIN.
Weight 0.78kg

Graphic colour display, 5,7", with touch
screen (640x480 Pixel), 24bit colour
depth.
For operating a zone in scene mode:
recall of scenes, sequences or single-
circuit operation, zone changing.
For operating several zones in switch
mode: ON/OFF scene, single-circuit
operation.

06663.000 White
Light Changer + for Light System DALI
Operating device with Ethernet inter-
face. For recall of 1024 light scenes,
256 sequence and for single-circuit op-
eration. For master dimming, switching
the timer ON/OFF. For activating the eco
mode. For modifying light scenes after
entering PIN.
Weight 0.78kg

Graphic colour display, 5,7", with touch
screen (640x480 Pixel), 24bit colour
depth.
For operating a zone in scene mode:
recall of scenes, sequences or single-
circuit operation, zone changing.
For operating several zones in switch
mode: ON/OFF scene, single-circuit
operation.

06658.000
4-channel remote control for Light
System DALI
Transmitter with 4 push-buttons for the
recall of light scenes.
Weight 0.05kg

Transmitter for battery free remote con-
trol on the interference-free 868MHz
frequency. Maintenance-free.
Range of 30m with 2 brick walls. Max.
30 transmitters on one receiver.

Manual input devices
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06659.000
2-channel receiver for Light System
DALI
Receiver with 2 DALI push-button
functions, for switching light scenes.
Weight 0.04kg

Receiver for remote control.

06665.000 White
4-channel wall transmitter for Light
System DALI
Transmitter with 4 push-buttons for the
recall of light scenes.
Weight 0.06kg

Transmitter for battery free remote con-
trol on the interference-free 868MHz
frequency. Maintenance-free.
Range of 30m with 2 brick walls. Max.
30 transmitters on one receiver.
2 rocker switches. Combi frame. Other
combi frames to be ordered separately.
www.peha.de.

06667.000 Silver
4-channel wall transmitter for Light
System DALI
Transmitter with 4 push-buttons for the
recall of light scenes.
Weight 0.06kg

Transmitter for battery free remote con-
trol on the interference-free 868MHz
frequency. Maintenance-free.
Range of 30m with 2 brick walls. Max.
30 transmitters on one receiver.
2 rocker switches. Combi frame. Other
combi frames to be ordered separately.
www.peha.de.

06666.000 Graphit
4-channel wall transmitter for Light
System DALI
Transmitter with 4 push-buttons for the
recall of light scenes.
Weight 0.06kg

Transmitter for battery free remote con-
trol on the interference-free 868MHz
frequency. Maintenance-free.
Range of 30m with 2 brick walls. Max.
30 transmitters on one receiver.
2 rocker switches. Combi frame. Other
combi frames to be ordered separately.
www.peha.de.

Manual input devices
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83694.000
Control gear, switchable and DALI
Weight 0.56kg
for LED 220-240V, 50-60Hz. Max. 14W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.

83695.000
DALI control gear
Weight 0.65kg
for LED 220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.

83697.000
DALI control gear
Weight 0.65kg
for LED 220-240V, 50-60Hz. Max. 28W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.

83718.000
DALI control gear
Weight 1.00kg
for LED 220-240V, 50-60Hz. Max.
35/42W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.

83817.000
DALI transformer EN 61347
Weight 0.18kg
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing. For interfer-
ence suppression to VDE 0875, part 2,
secondary cable length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.

83829.000
DALI dimmer 1000W
Weight 0.18kg
for ohmic loads, conventional and
electronic transformers. Mounting on
DIN rail.

83816.000
DALI switch actuator, double, 16A
Weight 0.21kg
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses. Mounting on DIN rail.

83814.000
DALI analogue converter 230V ± 10%,
5A
Weight 0.22kg
for connection of luminaires with ECG
1-10V to Light System DALI.
Conversion of a DALI signal into a
1-10V signal.
Internal relay for inductive loads of
max. 5A. Mounting on DIN rail.

06671.000
Input box for Light System DALI. Version
5.
For implementing larger Light System
DALI installations by networking up
to 12 jointly controlled articles 06660,
06670 and 06671.
Weight 0.51kg
To expand Light System DALI networks
by 12 digital/switch inputs, six of which
are also for analogue sensors.
For the connection of up to 12 push-
buttons, switches, motion sensors,
twilight sensors, indoor or outdoor
sensors to be ordered separately.

06668.000
Indoor sensor for Light System DALI
Active sensor for automatically keeping
the illuminance constant on work
surfaces and illuminated objects in
indoor areas.
Weight 0.03kg

06661.000
External sensor for Light System DALI
Passive sensor to automatically recall
scenes or sequences dependent on the
brightness outdoors.
IP54
Weight 0.05kg

Electrical accessories
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06664.000
Recessed housing for Light System DALI
Weight 0.25kg
Recessed housing for the installation of
Light Changer+.

Mechanical accessories

Sieben-
Schwaben-
Apotheke Dr.
Rentschler
(pharmacy),
Laupheim. Ar-
chitect: Braunger
Wörtz Architek-
ten, Ulm; project
team Rentschler
Biotechnologie
GmbH, Laupheim.
Lighting design:
Braunger Wörtz
Architekten, Ulm.
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Light in the indoor area

Luminaires designed to enhance 
architecture are more  accurately 
described as lighting instruments. 
They result from intense con-
templation of the issues which 
relate to lighting engineering. 
ERCO’s range of indoor luminaires 
embraces a wide spectrum of dif-
ferent lighting tools: spotlights 
and wallwashers, track and light 
structures, recessed luminaires, 
ceiling washlights and floor wash-
lights. They all share a common 
guiding design principle of effi-
cient visual comfort.

Starbucks Coffee  
House at Alt-
markt, Dresden.  
Architect:  
Starbucks Coffee  
International  
Design, Erin Meyer.  
Planning and 
implementation: 
Starbucks Coffee  
Deutschland, 
Construction 
Management, 
Hanko Geissler.

Terminal T3, 
 Málaga. Architect:  
GOP Oficina de 
Proyectos, Bruce  
Fairbanks, Madrid.  
Electrical engi-
neering:  Ghesa 
Ingenieria, Madrid.

Bodegas Portia, 
Faustino Group, 
Gumiel de Izan, 
Ribera del  Duero. 
Architect:  
Foster + Partners, 
London. Lighting 
design: Claude R. 
Engle IV, Chevy 
Chase ML.

National Portrait 
Gallery, London.
Architect:  
Ewan Christian 
(1814–1895).
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Light in the indoor area

Tokyo Interna-
tional Forum, 
Tokyo (Relight-
ing). Architect: 
Rafael Viñoly, 
New York. Light-
ing design: 
Claude R. Engle,  
Chevy Chase; 
Lighting Planners  
Associates, Tokyo.

Neues Museum,  
Berlin. Architect:  
David Chipper-
field, London/
Berlin. Lighting 
design: Kardorff 
Ingenieure, Berlin. 
Historic preser-
vation planning: 
Julian Harrap 
Architects, Lon-
don. Construction 
 management: 
Lubic &  Woehrlin, 
Berlin. Restora-
tion planning: 
Pro Denkmal 
GmbH, Bamberg.

ZARA Palazzo 
Bocconi, Via del 
Corso, Rome.
Architect and 
lighting  designer: 
Duccio  Grassi 
Architects, Milan/
Reggio  Emilia; 
José Frojan, Mabel 
Segui, Estudio 
ZARA, La Coruña.
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No invention since the incandescent
lamp has created such a revolution in
lighting design as the track. The track
effectively liberates light and luminaires
from the constraints of rigid mounting.
It forms the basis for variable, flexible
lighting design that can be adapted to
the changing style and use of a space.
A comprehensive range of accessories
allows the track to be connected in
a linear sequence, or for right-angle
shapes to be constructed. Light struc-
tures combine the benefits of fixed and
movable luminaires.

ERCO track

54

Hi-trac track and light structure

72 73 74

Monopoll track and light structure

80 80 81 82

Track and light structures
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ERCO track provides a  flexible 
infrastructure for luminaires  
with different photometric char-
acteristics which can easily be 
replaced or moved on the track. 
The classic ERCO track with a 
cross-  section of 33.5 x 34mm is 
primarily designed for mount-
ing on ceilings or walls,  whereas 
the flanged track is designed 
for  suspended ceilings or flush 
mounted using a plaster trim 
 profile. Individual track lengths  
of up to 4 metres can be con-
nected in- line or joined to form 
rectangular shapes. ERCO track 
are available as 3- circuit instal-
lations or with DALI.

ERCO track

Structural elements
System used for the con-
nection of luminaires for 
track.

Track
For power supply to luminaires for 
track.

Flanged track
For power supply to luminaires for 
track with flanged sides as a surface 
for ceiling elements.
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FD
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FD
L

L

F2 F2

F1

1 m
20kg20kg

20kg

20kg

20kg
2 m

1 m

Σ 19kg Σ 19kg

Σ 11kg
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The earth conductor in ERCO track 
systems is set in the lower profile 
edge. When selecting live end, L-  and 
T- connectors, it must be ensured that 
the continuous line is not interrupted.  
The position of the earth conductor is 
established by the orientation of the 
track system.

Definitions
Live end
Earth conductor left: when looking  
up into the track towards the live end, 
the earth conductor is on the left. 
Earth conductor right: when looking 
up into the track towards the live end, 
the earth conductor is on the right.

T- connector
Earth conductor left: the earth con-
ductor is on the left when looking 
across the T towards the leg.
Earth conductor right: the earth 
conductor is on the right when look-
ing across the T towards the leg. 
The earth conductor is always posi-
tioned on the outside of the T- bar.

Live end  
Earth conductor  
left
Earth conductor 
right

L- connector
Earth conductor 
inside

L- connector
Earth conductor 
outside

T- connector
Earth conductor  
left

T- connector
Earth conductor 
right

X- connector

To begin with, all track and connec-
tors should be drawn without earth 
conductor. 

Starting from a T- connector, the 
earth conductor should be drawn as 
a continuous line.

All connectors shown in this cata-
logue are marked according to the 
above definitions of earth conductor 
left and right.

ERCO track 
L  (mm) 1000 2000 3000 4000
Fe (kg) 1.1 2.2 3.3  4.4
fe (mm) 0.07 1.09 5.50 17.40

FD  = 20kg
F1 (kg) 39 11 3 —
F2  (kg) 19 11 3 —

Permissible loading is calculated 
from the max. permissible profile 
 deflection and the max. permissible 
mechanical loading of the suspen-
sion devices. Load distribution takes 
both the weight of the system and 
the equally distributed point loads 
into consideration. 
 
L (mm) length
fe (mm)  deflection due to weight 

of profile
FD (kg)  max. loading of suspen-

sion device
Fe (kg) weight of the profile
F1 (kg)  maximum permissible load 

for two- point suspension 
and permissible deflection 
(L/250) of 4mm per metre 
length

F2  (kg)  maximum permissible load 
for series suspension and 
permissible deflection 
(L/250) of 4mm per metre 
length

Mechanical information
Horizontal ceiling mounting:
All luminaires that are approved for 
the ERCO track system can be used.

Horizontal mounting on walls:
Only luminaires weighing up to a 
maximum of 2kg may be used.

Vertical mounting on walls:
The guiding groove on the track pro-
file must be facing to the right. The 
luminaires must not weigh more 
than 3.5kg.

Other mounting positions:
Please contact us for detailed infor-
mation on the restricted use of 
 luminaires.

outside left left left

right  right

outside left outside

ERCO track
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ERCO track

ERCO track is designed for use in a 
variety of electrical installations. The 
same track profile is wired for either 
conventional 3- circuit, 1- circuit and 
for DALI installations.
Whereas in conventional 3- circuit 
installations all conductors are con-
nected to the network and are indi-
vidually protected by 3x16A circuit  
breakers, in the DALI installation only 
one circuit (1x16A) is required for 
supplying the mains voltage to the 
Light Client. The two remaining cop-
per conductors are used as DALI data 
lines.

ERCO track for 
3- circuit instal-
lation

ERCO track for 
DALI installation

When installing the 3- circuit adapter, 
the lever on the left is firstly locked 
in order to make the mechani cal con-
nection in the track, and then one 
of the three circuits is selected with 
the rotatable circuit selector switch. 
When inserting the DALI adapter, 
the left contact lever first locks it in 
place and then the necessary con-
tacts in the track are made by turn-
ing the DALI switch.  

With the 3- circuit adapter the   
actual usage is predetermined by 
 selecting the circuit, while with the 
DALI adapter the voltage is perma-
nently applied. It is the DALI signal  
that first triggers an action, e.g. 
switching on a luminaire.

Spotlights for mains voltage lamps 
are fitted with 3- circuit adapters; 
transformers or control gear for fluo-
rescent or high- pressure discharge 
lamps are frequently built into the 
transadapters. The various shapes 
and sizes depend on the dimensions 
of the internal equipment.
Where spotlights with DALI adapters 
are concerned, the DALI transformers 
or the DALI control gear are located 
either in the luminaires themselves 
or in a DALI transadapter. 
Every Light Client with DALI adapter 
or DALI transadapter is specially  
equipped to protect against overvolt-
age caused by running three circuits 
on one conductor.

ERCO flanged 
track for  
3- circuit instal-
lation

ERCO flanged 
track for  
DALI installation

3- circuit adapter DALI adapter DALI trans-
adapters in 
 various shapes 
and sizes

1 Circuit 1
2 Circuit 2
3 Circuit 3
N Neutral conductor
PE Earth conductor

1 Circuit 1
2 Circuit 2
3 Circuit 3
N Neutral  conductor
PE Earth conductor

DALI adapter

3- circuit adapter

DA DALI data line
DA DALI data line 
1 Circuit
N Neutral conductor
PE Earth conductor

DA DALI data line
DA DALI data line 
1 Circuit
N Neutral conductor
PE Earth conductor

All connector parts for the electri-
cal connection are available either 
for 3- circuit or for DALI installations. 
The various different applications 
or connection types are indicated 
on the articles themselves. Further-
more, every single piece of track in 
the DALI installation should be iden-
tified as DALI track using the clips 
provided.

Trans adapters in 
 various shapes 
and sizes
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4 isolated copper conductors and
pressed-in earth conductor.
When used as DALI track: one 16A cir-
cuit and two conductors for connecting
to the DALI data line.
When used as a 3-circuit track: three
separately switchable circuits 16A each.
The ERCO track system is approved to
IEC 60570 (EN 60570/VDE 0711 part
300).
Mounting surface with easy to remove
knockouts at 0.4m intervals.
Accessories page 56

78341.000 White (RAL9002)
78361.000 Black
Aluminium profile, powder-coated.

Weight 1.10kg
I0 q

78301.000 Silver
Aluminium profile, anodised.

Weight 1.10kg
I0 q

78342.000 White (RAL9002)
78362.000 Black
Aluminium profile, powder-coated.

Weight 2.20kg
I0 q

78302.000 Silver
Aluminium profile, anodised.

Weight 2.20kg
I0 q

78343.000 White (RAL9002)
78363.000 Black
Aluminium profile, powder-coated.

Weight 3.30kg
I0 q

78303.000 Silver
Aluminium profile, anodised.

Weight 3.30kg
I0 q

78344.000 White (RAL9002)
78364.000 Black
Aluminium profile, powder-coated.

Weight 4.40kg
I0 q

78304.000 Silver
Aluminium profile, anodised.

Weight 4.40kg
I0 q

ERCO track
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ERCO track

National Por-
trait Gallery, Lon-
don. Architect:
Ewan Christian
(1814-1895).
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79200.000 White
79220.000 Black
DALI
DALI live end
Plastic.
Earth conductor, right.
0 q

79201.000 White
79221.000 Black
DALI
DALI live end
Plastic.
Earth conductor, left.
0 q

79302.000 White
79322.000 Black
End plate
Plastic.
I0 q

79204.000 White
79224.000 Black
DALI
DALI coupler
Plastic.
Feeding possible. Through-wiring.
0 q

79206.000 White
79226.000 Black
DALI
DALI L-connector
Plastic.
Earth conductor inside. Feeding possible.
Through-wiring.
0 q

79207.000 White
79227.000 Black
DALI
DALI L-connector
Plastic.
Earth conductor outside. Feeding pos-
sible. Through-wiring.
0 q

79208.000 White
79228.000 Black
DALI
DALI T-connector
Plastic.
Earth conductor, right. Feeding possible.
Through-wiring.
0 q

79209.000 White
79229.000 Black
DALI
DALI T-connector
Plastic.
Earth conductor, left. Feeding possible.
Through-wiring.
0 q

79210.000 White
79230.000 Black
DALI
DALI X-connector
Plastic.
Feeding possible. Through-wiring.
0 q

79211.000 White
79231.000 Black
DALI
DALI Multiflex coupler
Plastic.
Feeding possible. Through-wiring.
0 q

79315.000 White
79335.000 Black
Coupler
for flush connection of ERCO track.
Plastic.
I0 q

ERCO track DALI installation: connectors
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79047.000 White
79048.000 Black
DALI
ERCO DALI ad-
apter
for 250V, 1A
pendant luminaire,
with strain relief.
Plastic.
Connection cable
5x0,75mm2,
L 1500mm.
Requirements
placed on DALI
control gear: DALI
input suitable for
mains voltage,
max. capacity
750pF.
Not suitable for
DALI singlet.
Weight 0.39kg

79094.000 White
79095.000 Black
DALI
DALI singlet
Recessed mounting/cast into concrete.
For spotlights with ERCO DALI adapter,
250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.32kg
0 q

79092.000 White
79093.000 Black
DALI
DALI singlet
Surface mounting. For spotlights with
ERCO DALI adapter, 250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.13kg
0 q

12693.000 White
5x1,5mm2

12691.000 Black
5x1,5mm2

Spiral cable
L 500/2,500mm.

ERCO track DALI installation: electrical accessories

Museum Kunst
Palast, Düsseldorf.
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79300.000 White
79320.000 Black
3-circuit live end
Plastic.
Earth conductor, right.
I0 q

79301.000 White
79321.000 Black
3-circuit live end
Plastic.
Earth conductor, left.
I0 q

79302.000 White
79322.000 Black
End plate
Plastic.
I0 q

79304.000 White
79324.000 Black
3-circuit coupler
Plastic.
Feeding possible. Through-wiring.
I0 q

79306.000 White
79326.000 Black
3-circuit L-connector
Plastic.
Earth conductor inside. Feeding possible.
Through-wiring.
I0 q

79307.000 White
79327.000 Black
3-circuit L-connector
Plastic.
Earth conductor outside. Feeding pos-
sible. Through-wiring.
I0 q

79308.000 White
79328.000 Black
3-circuit T-connector
Plastic.
Earth conductor, right. Feeding possible.
Through-wiring.
I0 q

79309.000 White
79329.000 Black
3-circuit T-connector
Plastic.
Earth conductor, left. Feeding possible.
Through-wiring.
I0 q

79310.000 White
79330.000 Black
3-circuit X-connector
Plastic.
Feeding possible. Through-wiring.
I0 q

79311.000 White
79331.000 Black
3-circuit Multiflex coupler
Plastic.
Feeding possible. Through-wiring.
I0 q

79315.000 White
79335.000 Black
Coupler
for flush connection of ERCO track.
Plastic.
I0 q

ERCO track 3-circuit installation: connectors

All Star Lanes
Boutique Bowl-
ing, Brick Lane,
London. Archi-
tect: Dan Evans,
London.
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79053.000 White
79052.000 Black
ERCO 3-circuit
adapter
with earthed
coupler. 250V, 6A.
Spiral cable
3x0,75mm2.
L 700/1400mm.

79023.000 White
79024.000 Black
ERCO 3-circuit
adapter
with earthed
socket outlet.
250V, 10A.
Plastic. Cover:
plastic, black.
L 71mm, B 56mm,
H 90mm.

79031.000 White
79030.000 Black
ERCO 3-circuit
adapter
Installation kit
for 250V, 10A
pendant luminaire,
with strain relief.
Plastic.
Connection cable
3 x 0.75mm2,
L 1500mm.
Load: 3.30kg.
Individual parts
to be assembled
on-site.
Weight 0.15kg
I

79055.000 White
79054.000 Black
ERCO 3-circuit
adapter
for pendant lu-
minaire, 250V,
10A, with hook
and terminal
block.
Plastic.
Load: 10kg.
L 71mm, B 32mm,
H 33mm.
I

79037.000 White
79036.000 Black
1-circuit singlet
Recessed mounting/cast into concrete.
For spotlights with ERCO 3-circuit
adapter, 250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.32kg
I0 q

79039.000 White
79038.000 Black
1-circuit singlet
Surface mounting. For spotlights with
ERCO 3-circuit adapter, 250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.12kg
I0 q

12692.000 White
3x1,5mm2

12693.000 White
5x1,5mm2

12690.000 Black
3x1,5mm2

12691.000 Black
5x1,5mm2

Spiral cable
L 500/2,500mm.

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

ERCO track 3-circuit installation: electrical accessories

Saatchi Gallery,
Duke of York’s HQ,
London. Archi-
tect: Allford Hall
Monaghan Morris,
London.
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79551.000 White
79550.000 Black
Mounting device
for suspension on live end.
Metal.
I

79556.000 White
79555.000 Black
Mounting device
for suspension on coupler with feeding.
Metal.
I

79561.000 White
79560.000 Black
Mounting device
for suspension on L-connector.
Metal.
I

79566.000 White
79565.000 Black
Mounting device
for suspension on T-connector.
Metal.
I

79571.000 White
79570.000 Black
Mounting device
for suspension on X-connector.
Metal.
I

78671.000 White
78670.000 Black
Mounting device
for suspension on
track.
Metal.
I

78652.000 White
78651.000 Black
Mounting device
for subsequent
mounting on
track.

12440.000
Wire rope
Load: 20kg.
ø 1.75mm, L 10m.

16910.000
Turnbuckle with
2 clamps
Metal, galvanised.
Load: 60kg.

78350.000
Plaster trim profile
Aluminium profile, silver anodised. For
flush mounting of track in plasterboard
ceilings.
B 40mm, H 52mm, L 3000mm.
Weight 3.00kg

79515.000
Mechanical bridge
for connection of plaster trim profiles.
I

78633.000
Mounting toggle
for fixing track in plaster trim profiles.

79500.000
Suspension device for track
Metal, galvanised.
Subsequent mounting of suspension
bridge in ERCO track possible.
Load: 15kg.
L 30mm, H 47mm.

79501.000
Suspension bridge
for direct track coupler connection.
Metal, galvanised.
Subsequent mounting of suspension
bridge in ERCO track possible.
Load: 20kg.
L 180mm, H 47mm.

ERCO track Mechanical accessories

Mpreis super-
market, Lans.
Architect: Werner
Kleon, Innsbruck.
Lighting design:
Manfred Draxl,
Conceptlicht.at,
Mils near Inns-
bruck.
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79503.000
Fixing clip
Spring steel, galvanised.
Load: 20kg.
L 33mm.
14mm.

79504.000
Junction
with two screws.
Aluminium, anodised.
Load 30kg.
L 50mm, H 26mm.
I

79530.000
Mounting device
for M5 screws, with retaining spring.
Cast aluminium.
Load: 10kg.

79527.000
Display hook
Plastic/steel.
Load: 10kg.
L 67mm.

79528.000
Mounting device
with M4 set screw
and two nuts.
Plastic/steel.
Load: 10kg.
L 55mm.

79548.000 White
79547.000 Black
Cover profile
Plastic.
L 10m.

79549.000
Cable nippers
for shortening the
copper conductors
in track.

ERCO track Mechanical accessories

Hanser+Leiber
Opel showrooms,
Ulm. Architect:
Werkgemeinschaft
Weinbrenner
Single Arabzadeh,
Nürtingen.
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12446.000 White
12445.000 Black
Pendant tube suspension
Pendant tube: metal, powder-coated.
ø 13mm, L 1,040mm.
Baldachin: plastic. ø 64mm, H 73mm.
Load: 20kg.
I

12671.000
Wire rope suspension
Wire rope: ø 1.50mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 105mm,
H 43mm.
Cable entry for 5x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 20kg.
I

12662.000
Wire rope suspension
Wire rope: ø 1.50mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 65mm,
H 63mm.
Cable entry for 3x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 20kg.
I

12561.000 White
12560.000 Black
Wire rope suspension
With rapid connector for adjustment
levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
powder-coated. ø 65mm, H 14mm.
Load: 20kg.
I

12557.000
Wire rope suspension
With single-point fixing and rapid
connector for adjustment levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
white powder-coated. ø 18mm,
H 49mm.
Load 20kg (with heavy load dowel).
I

ERCO flanged track
Flanges for ceiling panels.
4 isolated copper conductors and
pressed-in earth conductor.
When used as DALI track: one 16A cir-
cuit and two conductors for connecting
to the DALI data line.
When used as a 3-circuit track: three
separately switchable circuits 16A each.
The ERCO track system is approved to
IEC 60570 (EN 60570/VDE 0711 part
300).
Accessories page 64

78353.000 White (RAL9002)
Aluminium profile, powder-coated.

Weight 3.60kg
0 q

78323.000 Silver
Aluminium profile, anodised.

Weight 3.60kg
0 q

ERCO track Suspension equipment
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ERCO flanged track

Vitenfabrikken
(Science Fact-
ory), Sandnes.
Architect: Askim
& Lantto AS,
Oslo. Electrical
design: Cowi AS,
Stavanger.
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79240.000 White
79260.000 Black
DALI
DALI live end
Plastic.
Earth conductor, right.
0 q

79241.000 White
79261.000 Black
DALI
DALI live end
Plastic.
Earth conductor, left.
0 q

79302.000 White
79322.000 Black
End plate
Plastic.
I0 q

79243.000 White
79263.000 Black
DALI
DALI coupler
Plastic.
Through-wiring. Feeding possible.
0 q

79244.000 White
79264.000 Black
DALI
DALI L-connector
Plastic.
Earth conductor inside. Feeding possible.
Through-wiring.
0 q

79245.000 White
79265.000 Black
DALI
DALI L-connector
Plastic.
Earth conductor outside. Feeding pos-
sible. Through-wiring.
0 q

79246.000 White
79266.000 Black
DALI
DALI T-connector
Plastic.
Earth conductor, right. Feeding possible.
Through-wiring.
0 q

79247.000 White
79267.000 Black
DALI
DALI T-connector
Plastic.
Earth conductor, left. Feeding possible.
Through-wiring.
0 q

79248.000 White
79268.000 Black
DALI
DALI X-connector
Plastic.
Feeding possible. Through-wiring.
0 q

79315.000 White
79335.000 Black
Coupler
for flush connection of ERCO track.
Plastic.
I0 q

ERCO flanged track DALI installation: connectors
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79047.000 White
79048.000 Black
DALI
ERCO DALI ad-
apter
for 250V, 1A
pendant luminaire,
with strain relief.
Plastic.
Connection cable
5x0,75mm2,
L 1500mm.
Requirements
placed on DALI
control gear: DALI
input suitable for
mains voltage,
max. capacity
750pF.
Not suitable for
DALI singlet.
Weight 0.39kg

79094.000 White
79095.000 Black
DALI
DALI singlet
Recessed mounting/cast into concrete.
For spotlights with ERCO DALI adapter,
250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.32kg
0 q

79092.000 White
79093.000 Black
DALI
DALI singlet
Surface mounting. For spotlights with
ERCO DALI adapter, 250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.13kg
0 q

12693.000 White
5x1,5mm2

12691.000 Black
5x1,5mm2

Spiral cable
L 500/2,500mm.

ERCO flanged track DALI installation: electrical accessories

Fortnum & Mason
department store,
London. Architect:
Jestico & Whiles
Architects, London.
Lighting design:
DPA Lighting inc.,
Campbell Design,
London.
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79340.000 White
79360.000 Black
3-circuit live end
Plastic.
Earth conductor, right.
0 q

79341.000 White
79361.000 Black
3-circuit live end
Plastic.
Earth conductor, left.
0 q

79302.000 White
79322.000 Black
End plate
Plastic.
I0 q

79343.000 White
79363.000 Black
3-circuit coupler
Plastic.
Feeding possible. Through-wiring.
0 q

79344.000 White
79364.000 Black
3-circuit L-connector
Plastic.
Earth conductor inside. Feeding possible.
Through-wiring.
0 q

79345.000 White
79365.000 Black
3-circuit L-connector
Plastic.
Earth conductor outside. Feeding pos-
sible. Through-wiring.
0 q

79346.000 White
79366.000 Black
3-circuit T-connector
Plastic.
Earth conductor, right. Feeding possible.
Through-wiring.
0 q

79347.000 White
79367.000 Black
3-circuit T-connector
Plastic.
Earth conductor, left. Feeding possible.
Through-wiring.
0 q

79348.000 White
79368.000 Black
3-circuit X-connector
Plastic.
Feeding possible. Through-wiring.
0 q

79315.000 White
79335.000 Black
Coupler
for flush connection of ERCO track.
Plastic.
I0 q

ERCO flanged track 3-circuit installation: connectors

"Abpfiff! Faces
of Football" ex-
hibition, Mathias
Braschler and
Monika Fischer.
c/o Berlin at the
central post office
building, Orani-
enburger Straße,
Berlin. Architect:
Ingo Pott, Berlin.
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79053.000 White
79052.000 Black
ERCO 3-circuit
adapter
with earthed
coupler. 250V, 6A.
Spiral cable
3x0,75mm2.
L 700/1400mm.

79023.000 White
79024.000 Black
ERCO 3-circuit
adapter
with earthed
socket outlet.
250V, 10A.
Plastic. Cover:
plastic, black.
L 71mm, B 56mm,
H 90mm.

79031.000 White
79030.000 Black
ERCO 3-circuit
adapter
Installation kit
for 250V, 10A
pendant luminaire,
with strain relief.
Plastic.
Connection cable
3 x 0.75mm2,
L 1500mm.
Load: 3.30kg.
Individual parts
to be assembled
on-site.
Weight 0.15kg
I

79055.000 White
79054.000 Black
ERCO 3-circuit
adapter
for pendant lu-
minaire, 250V,
10A, with hook
and terminal
block.
Plastic.
Load: 10kg.
L 71mm, B 32mm,
H 33mm.
I

79037.000 White
79036.000 Black
1-circuit singlet
Recessed mounting/cast into concrete.
For spotlights with ERCO 3-circuit
adapter, 250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.32kg
I0 q

79039.000 White
79038.000 Black
1-circuit singlet
Surface mounting. For spotlights with
ERCO 3-circuit adapter, 250V, 6A.
Plastic. Strain relief.
Mechanical Load:
Ceiling mounting 8.00kg.
Wall mounting 3.50kg.
Weight 0.12kg
I0 q

12692.000 White
3x1,5mm2

12693.000 White
5x1,5mm2

12690.000 Black
3x1,5mm2

12691.000 Black
5x1,5mm2

Spiral cable
L 500/2,500mm.

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

ERCO flanged track 3-circuit installation: electrical accessories

Rembrandt Ex-
hibition, Culture
Forum of the
Berlin State Mu-
seums, Berlin.
Exhibitions ar-
chitecture and
lighting design:
Hansjörg Hartung,
Berlin; Berlin
State Museums.
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79551.000 White
79550.000 Black
Mounting device
for suspension on live end.
Metal.
I

79556.000 White
79555.000 Black
Mounting device
for suspension on coupler with feeding.
Metal.
I

79561.000 White
79560.000 Black
Mounting device
for suspension on L-connector.
Metal.
I

79566.000 White
79565.000 Black
Mounting device
for suspension on T-connector.
Metal.
I

79571.000 White
79570.000 Black
Mounting device
for suspension on X-connector.
Metal.
I

78671.000 White
78670.000 Black
Mounting device
for suspension on
track.
Metal.
I

78652.000 White
78651.000 Black
Mounting device
for subsequent
mounting on
track.

12440.000
Wire rope
Load: 20kg.
ø 1.75mm, L 10m.

16910.000
Turnbuckle with
2 clamps
Metal, galvanised.
Load: 60kg.

79500.000
Suspension device for track
Metal, galvanised.
Subsequent mounting of suspension
bridge in ERCO track possible.
Load: 15kg.
L 30mm, H 47mm.

79501.000
Suspension bridge
for direct track coupler connection.
Metal, galvanised.
Subsequent mounting of suspension
bridge in ERCO track possible.
Load: 20kg.
L 180mm, H 47mm.

79503.000
Fixing clip
Spring steel, galvanised.
Load: 20kg.
L 33mm.
14mm.

79504.000
Junction
with two screws.
Aluminium, anodised.
Load 30kg.
L 50mm, H 26mm.
I

79530.000
Mounting device
for M5 screws, with retaining spring.
Cast aluminium.
Load: 10kg.

79527.000
Display hook
Plastic/steel.
Load: 10kg.
L 67mm.

79528.000
Mounting device
with M4 set screw
and two nuts.
Plastic/steel.
Load: 10kg.
L 55mm.

79548.000 White
79547.000 Black
Cover profile
Plastic.
L 10m.

79549.000
Cable nippers
for shortening the
copper conductors
in track.

ERCO flanged track Mechanical accessories
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12446.000 White
12445.000 Black
Pendant tube suspension
Pendant tube: metal, powder-coated.
ø 13mm, L 1,040mm.
Baldachin: plastic. ø 64mm, H 73mm.
Load: 20kg.
I

12671.000
Wire rope suspension
Wire rope: ø 1.50mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 105mm,
H 43mm.
Cable entry for 5x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 20kg.
I

12662.000
Wire rope suspension
Wire rope: ø 1.50mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 65mm,
H 63mm.
Cable entry for 3x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 20kg.
I

12561.000 White
12560.000 Black
Wire rope suspension
With rapid connector for adjustment
levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
powder-coated. ø 65mm, H 14mm.
Load: 20kg.
I

12557.000
Wire rope suspension
With single-point fixing and rapid
connector for adjustment levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
white powder-coated. ø 18mm,
H 49mm.
Load 20kg (with heavy load dowel).
I

ERCO flanged track Suspension equipment
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70

The Hi- trac light structure is 
designed to support heavy 
loads and allows a wide spac-
ing  between the suspension 
points. Hi- trac is a 72mm high 
aluminium profile section with 
inte grated ERCO track in two 
 versions: either with an  empty 
upper compartment for cables 
or as an indirect luminaire for 
T16 fluorescent lamps. All lumi-
naires with ERCO adapter can 
be used on the track. Luminaires 
can also be fitted as uplights into 
the upper empty compartment. 
Hi- trac enables accentuation 
or washlighting to be combined 
with indirect lighting. 

Hi- trac track and light structure

Structural elements
System used for connecting 
luminaires for track.

Track
For power supply to luminaires  
for track.

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Luminaires, indirect
Wide beam, axially symmetrical light 
distribution emitting light upwards 
for indirect general lighting.

Fluorescent lamps
28W -  54W
2600lm -  4450lm
Optional: DALI

Uplights
Wide beam, asymmetrical light dis-
tribution emitting light upwards for 
indirect ambient lighting.

Tungsten halogen lamps
2x120W
4600lm
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Hi- trac track 
and light struc-
ture for 3- circuit 
 installation

Hi- trac track  
and light struc-
ture for DALI 
 installation

In addition to the classic ERCO 
track, the Hi- trac range of track 
and light structures is also 
 available for DALI installations. 
This means that both the track-
mounted spotlights as well as the 
light structure luminaires can be 
incorporated in a Light System 
DALI installation and can be indi-
vidually controlled using the 
Light Studio software. Instead of 
introducing an additional, incom-
patible track section, the proven 
5- conductor track from the light 
structures is used in a new way  
in a DALI installation. Whereas  
in conventional 3- circuit instal-
lations, all conductors are con-
nected to the network and are  
individually protected, the DALI 
installation only uses one circuit 
to supply the Light Clients with 
mains voltage. The two remain-
ing copper conductors are used as 
DALI data lines. The special DALI 
accessories for the electrical live 
end or connection are labelled 
accordingly.

Hi- trac track and 
light structures 
are 72mm high 
aluminium sec -  
tions. They are 
available in two 
versions: as a 
track with an 
empty upper 
compartment or 
as a track with 
an indirect T16 
fluorescent lamp.

1 Circuit 1
2 Circuit 2
3 Circuit 3
N Neutral conductor
PE Earth conductor

DA DALI data line
DA DALI data line 
1 Circuit
N Neutral conductor
PE Earth conductor

Hi- trac track and light structure
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Panel profile: aluminium, powder-
coated.
Upper part: empty compartment, for
fixing of uplights, through-wiring or
cover profile.
Lower part: track. 4 isolated copper con-
ductors and impressed earth conductor.
When used as DALI track: one 16A cir-
cuit and two conductors for connecting
to the DALI data line.
When used as a 3-circuit track: three
separately switchable circuits 16A each.
The ERCO track system is approved to
IEC 60570 (EN 60570/VDE 0711 part
300).

Accessories page 75

13400.000 White (RAL9002)
13440.000 Silver

Weight 4.00kg
0 q

13401.000 White (RAL9002)
13441.000 Silver

Weight 6.00kg
0 q

13402.000 White (RAL9002)
13442.000 Silver

Weight 8.00kg
0 q

ERCO Hi-trac track

Fundación Fran-
cisco Godia, Bar-
celona. Architect:
Jordi Garcés, Bar-
celona.

Fundación Fran-
cisco Godia, Bar-
celona. Architect:
Jordi Garcés, Bar-
celona.
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Panel profile: aluminium, powder-
coated.
Upper part: insert for T16 fluorescent
lamp.
3-pole terminal block. Covered elec-
tronic control gear. Fluorescent lamp
operation with one track circuit.
Lower part: track. 4 isolated copper con-
ductors and impressed earth conductor.
When used as DALI track: one 16A cir-
cuit and two conductors for connecting
to the DALI data line. Use DALI electrical
feeding 13491.000, 13492.000.
When used as a 3-circuit track: three
separately switchable circuits 16A

each. Use electrical feeding 12553.000,
12552.000.
The ERCO track system is approved to
IEC 60570 (EN 60570/VDE 0711 part
300).
Accessories page 75

13403.000 White (RAL9002) ECG
13408.000 Silver ECG
T16 28W G5 2600lm

Weight 5.00kg
LMF F
0 q6p

T16

LOR 0.59
DLOR 0.00
ULOR 0.59

13404.000 White (RAL9002) ECG
13409.000 Silver ECG
T16 54W G5 4450lm

Weight 5.00kg
LMF F
0 q6p

T16

LOR 0.59
DLOR 0.00
ULOR 0.59

Connected load
13403.000 P: 30 W
13408.000 P: 30 W
13404.000 P: 58 W
13409.000 P: 58 W

Connected load per 100lx
13403.000 P*: 3.78 W/m2

13408.000 P*: 3.78 W/m2

13404.000 P*: 4.27 W/m2

13409.000 P*: 4.27 W/m2

Number of luminaires per 100lx
13403.000 n*: 12.61 1/100m2

13408.000 n*: 12.61 1/100m2

13404.000 n*: 7.37 1/100m2

13409.000 n*: 7.37 1/100m2

Hi-trac Luminaire indirect lighting for fluorescent lamps

Hotel restaurant
niXe, Binz (Rügen).
Architect and
lighting designer:
Thomas Hummels,
Tauting.
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Panel profile: aluminium, powder-
coated.
Upper part: insert for T16 fluorescent
lamp.
5-pole terminal block. Covered elec-
tronic control gear, with plug and play
connectivity. Fluorescent lamp opera-
tion with one track circuit.
Lower part: track. 4 isolated copper con-
ductors and embedded earth conductor.
When using as DALI track: one 16A cir-
cuit and two conductors for connecting
to the DALI data line. Use DALI electrical
feeding 13491.000, 13492.000.
When using as 3-circuit track: three

separately switchable circuits of 16A
each. Use electrical feeding 12553.000,
12552.000.
The ERCO track system is approved to
IEC 60570 (EN 60570/VDE 0711 part
300).
Accessories page 75

13413.000 White (RAL9002) ECG DALI
13418.000 Silver ECG DALI
T16 28W G5 2600lm
T16 54W G5 4450lm

Weight 5.00kg
LMF F
0 qp

T16

LOR 0.59
DLOR 0.00
ULOR 0.59

T16

LOR 0.59
DLOR 0.00
ULOR 0.59

Connected load
13413.000 P: 30 W
13413.000 P: 58 W
13418.000 P: 30 W
13418.000 P: 58 W

Connected load per 100lx
13413.000 P*: 3.78 W/m2

13413.000 P*: 4.27 W/m2

13418.000 P*: 3.78 W/m2

13418.000 P*: 4.27 W/m2

Number of luminaires per 100lx
13413.000 n*: 12.61 1/100m2

13413.000 n*: 7.37 1/100m2

13418.000 n*: 12.61 1/100m2

13418.000 n*: 7.37 1/100m2

Hi-trac Uplights for tungsten halogen lamps

Housing for use on the upper com-
partment of Hi-trac profiles: cast alu-
minium, powder-coated. Insert: Metal,
powder-coated.
Through-wiring possible.
Reflectors: Aluminium, silver anodised.
Lamp cover: Safety glass.
Accessories page 75

13540.000 White (RAL9002)
2xQT-DE12-RE 120W 230V R7s L75mm
2300lm

Weight 2.60kg
LMF F
0 q8p

2xQT-DE12-RE

LOR 0.46
DLOR 0.00
ULOR 0.46

Connected load
13540.000 P: 240 W

Connected load per 100lx
13540.000 P*: 21.96 W/m2

Number of luminaires per 100lx
13540.000 n*: 9.15 1/100m2

Hi-trac Luminaire indirect lighting for fluorescent lamps
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Hi-trac track and light structure Accessories

13485.000 White
13486.000 Silver
Hi-trac End plate
Plastic.
Weight 0.02kg

13460.000 White
13461.000 Silver
Hi-trac Live-end housing
Cast aluminium with plastic cover.
Feeding and through-wiring to be
ordered separately.
Suspension possible.
Weight 0.25kg

13465.000 White
13466.000 Silver
Hi-trac Coupler housing
Cast aluminium with plastic cover.
Feeding and through-wiring to be
ordered separately.
Suspension possible.
Weight 0.30kg

13470.000 White
13471.000 Silver
Hi-trac L-connector
Cast aluminium with plastic cover.
Feeding and through-wiring to be
ordered separately.
Suspension possible.
Weight 0.30kg

13475.000 White
13476.000 Silver
Hi-trac T-connector
Cast aluminium with plastic cover.
Feeding and through-wiring to be
ordered separately.
Suspension possible.
Weight 0.40kg

13480.000 White
13481.000 Silver
Hi-trac X-connector
Cast aluminium with plastic cover.
Feeding and through-wiring to be
ordered separately.
Suspension possible.
Weight 0.60kg

13500.000 White
13501.000 Silver
Hi-trac Wall bracket
Cast aluminium with cover. Sliding
adjustment +/-5mm.
Feeding to be ordered separately.
Weight 0.30kg

12552.000
Electrical feeding
and through-wiring for ERCO 3-circuit
tracks. Plastic, white.
Earth conductor, left.
5-pole terminal block.
0 q

Hi-trac track and light structure
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12553.000
Electrical feeding
and through-wiring for ERCO 3-circuit
tracks. Plastic, white.
Earth conductor, right.
5-pole terminal block.
0 q

79315.000 White
Coupler
for flush connection of ERCO track.
Plastic.
I0 q

13491.000
DALI
DALI electrical feeding
and through-wiring for ERCO DALI
track systems. Plastic, white.
Earth conductor, left.
5-pole terminal block.

13492.000
DALI
DALI electrical feeding
and through-wiring for ERCO DALI
track systems. Plastic, white.
Earth conductor, right.
5-pole terminal block.

12693.000 White
5x1,5mm2

Spiral cable
L 500/2,500mm.

12692.000 White
3x1,5mm2

Spiral cable
L 500/2,500mm.

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

13490.000
Hi-trac Mounting device
for suspension of butt-jointed profile.
Cast aluminium.
Feeding not possible. Electrical coupler
79315 to be ordered separately.
Weight 0.10kg

12440.000
Wire rope
Load: 20kg.
ø 1.75mm, L 10m.

16910.000
Turnbuckle with
2 clamps
Metal, galvanised.
Load: 60kg.

79546.000
Cable nippers
for shortening the
copper conductors
in track.

13420.000 White L 1000mm.
13421.000 White L 2000mm.
13422.000 Silver L 1000mm.
13423.000 Silver L 2000mm.
Hi-trac Cover profile
for use on the upper compartment.
Aluminium, powder-coated. Fitted
without tools.

Hi-trac track and light structure Accessories
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12446.000 White
12445.000 Black
12447.000 Silver
Pendant tube suspension
Pendant tube: metal, powder-coated.
ø 13mm, L 1,040mm.
Baldachin: plastic. ø 64mm, H 73mm.
Load: 20kg.
I

12671.000
Wire rope suspension
Wire rope: ø 1.50mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 105mm,
H 43mm.
Cable entry for 5x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 20kg.
I

12662.000
Wire rope suspension
Wire rope: ø 1.50mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 65mm,
H 63mm.
Cable entry for 3x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 20kg.
I

12561.000 White
12560.000 Black
Wire rope suspension
With rapid connector for adjustment
levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
powder-coated. ø 65mm, H 14mm.
Load: 20kg.
I

12557.000
Wire rope suspension
With single-point fixing and rapid
connector for adjustment levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
white powder-coated. ø 18mm,
H 49mm.
Load 20kg (with heavy load dowel).
I

Hi-trac track and light structure Accessories

Ivory Press
Art+Books Space,
Madrid. Architect:
Norman Foster.
Lighting design:
Años Luz.
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As a filigree lighting system with 
a 50mm tube diameter,  Monopoll 
light structures comprise direct 
luminaires and wallwashers with 
T16 fluorescent lamps. For accent 
lighting, the Monopoll track can 
be fitted with spotlights for ERCO 
track. A large selection of con-
nectors, suspension devices and 
accessories make the creation of 
complex light structures possible. 
Through rotation of the  Monopoll 
profiles at 15° intervals, their 
direction can easily be adjusted 
for wallwashing.

Monopoll track and light structure

Structural elements
System used for connecting 
luminaires for track.

Track
For power supply to luminaires  
for track.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Fluorescent lamps
54W -  2x54W
4450lm -  8900lm

Luminaires, direct
Wide beam, axially symmetrical  
light distribution emitting light 
downwards for general lighting.

Fluorescent lamps
54W -  2x54W
4450lm -  8900lm

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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In addition to the classic ERCO 
track, the Monopoll range of 
track and light structures is also 
 available for DALI installations. 
This means that both the track-
mounted spotlights as well as the 
light structure luminaires can be 
incorporated in a Light System 
DALI installation and can be indi-
vidually controlled using the 
Light Studio software. Instead of 
introducing an additional, incom-
patible track section, the proven 
5- conductor track from the light 
structures is used in a new way  
in a DALI installation. Whereas  
in conventional 3- circuit instal-
lations, all conductors are con-
nected to the network and are  
individually protected, the DALI 
installation only uses one circuit 
to supply the Light Clients with 
mains voltage. The two remain-
ing copper conductors are used as 
DALI data lines. The special DALI 
accessories for the electrical live 
end or connection are labelled 
accordingly.

Monopoll track 
and light struc-
ture for 3- circuit 
 installation

Monopoll track 
and light struc-
tures are based 
on a 50mm diam-  
 eter round alu-
minium section.

Monopoll track  
and light struc-
ture for DALI 
 installation

1 Circuit 1
2 Circuit 2
3 Circuit 3
N Neutral conductor
PE Earth conductor

DA DALI data line
DA DALI data line 
1 Circuit
N Neutral conductor
PE Earth conductor

Monopoll track and light structure
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Extruded aluminium profile, powder-
coated.
4 isolated copper conductors and im-
pressed earth conductor.
When used as DALI track: one 16A cir-
cuit and two conductors for connecting
to the DALI data line.
When used as a 3-circuit track: three
separately switchable circuits 16A each.
The ERCO track system is approved to
IEC 60570 (EN 60570/VDE 0711 part
300).
Accessories page 84

12031.000 White (RAL9002) Weight 1.45kg
0 q

12032.000 White (RAL9002) Weight 2.90kg
0 q

12033.000 White (RAL9002) Weight 4.35kg
0 q

12034.000 White (RAL9002) Weight 5.80kg
0 q

Monopoll Empty profile, two-piece
Aluminium, powder-coated.
Accessories page 84

12079.000 White (RAL9002) Weight 0.95kg

ERCO Monopoll track
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Aluminium profile, powder-coated.
Lower lateral cover profiles: aluminium,
powder-coated.
Electronic control gear. 5-pole terminal
block. Through-wiring 5x1.5mm2.
Wallwasher reflector: aluminium, silver,
satin matt anodised.
Accessories page 84

12404.000 White (RAL9002) ECG
T16 54W G5 4450lm
Light aperture positioned asymmetric-
ally in profile.

Weight 3.00kg
LMF C
0 q6p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25
Luminaire spacing (m) 1.92 1.92
Illuminance En (lx) 464 425

12406.000 White (RAL9002) ECG
2xT16 54W G5 4450lm
Lamps positioned in series.

Weight 4.50kg
LMF C
0 q6p

2xT16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25
Luminaire spacing (m) 3.30 3.30
Illuminance En (lx) 539 495

Monopoll Wallwasher for fluorescent lamps

St. Peter’s Church,
Stavanger. Archi-
tect: Conrad Fre-
drik von der Lippe
(1833–1901);
Helge Schjeld-
erup, Stavanger
(restoration).
Lighting design:
Erik Selmer (ELDA),
Trondheim.
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Aluminium profile, powder-coated.
Lower lateral cover profiles: aluminium,
powder-coated.
Electronic control gear. 5-pole terminal
block. Through-wiring 5x1.5mm2.
Darklight reflector: plastic, silver, mir-
ror-finish aluminium vaporised. Scratch
resistant special coating. Cut-off angle
20° (C0, C90). Visible parts, silver mir-
ror-finish. For lamp replacement remov-
able without tools.
Upper reflector: metal, white powder-
coated.
Accessories page 84

12412.000 White (RAL9002) ECG
T16 54W G5 4450lm
Light aperture positioned asymmetric-
ally in profile.

Weight 3.50kg
LMF C
0 q6p

T16

LOR 0.58
UGR C0 24.1
UGR C90 23.5
75° < 200 cd/m2

12414.000 White (RAL9002) ECG
2xT16 54W G5 4450lm
Lamps positioned in series.

Weight 5.00kg
LMF C
0 q6p

2xT16

Connected load
12412.000 P: 58 W
12414.000 P: 116 W

Connected load per 100lx
12412.000 P*: 2.42 W/m2

12414.000 P*: 2.42 W/m2

Number of luminaires per 100lx
12412.000 n*: 4.17 1/100m2

12414.000 n*: 2.09 1/100m2

Monopoll Luminaire direct lighting for fluorescent lamps

Honda Car Show-
room, Festival City,
Dubai. Architect:
GHD, Dubai Office.
Lighting design:
Visual Terrain, Van
Nuys, CA.
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Monopoll track and light structure

Foyer of the
Musée Royaux
des Beaux Arts de
Belgique, Brus-
sels. Architect:
Cerau Architectes,
Brussels.
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12606.000
Monopoll End cap
for ERCO 3-circuit track and empty
profiles. Fixing plate and screw. Plastic,
white.

12612.000
Monopoll Live-end housing
Cast aluminium, white (RAL9002)
powder-coated. Rotatable fixing in-
sert, to adjust profiles in steps of 15°.
Feeding and through-wiring to be
ordered separately.
Weight 0.35kg

12617.000
Monopoll Coupler housing
Cast aluminium, white (RAL9002)
powder-coated. Rotatable fixing in-
sert, to adjust profiles in steps of 15°.
Feeding and through-wiring to be
ordered separately.
Weight 0.35kg

12527.000
Monopoll 90° connector
Cast aluminium, white (RAL9002)
powder-coated. Rotatable fixing in-
sert, to adjust profiles in steps of 15°.
Feeding and through-wiring to be
ordered separately.
Weight 0.20kg

12602.000
Monopoll L-connector
with mounting device 12567.000. Cast
aluminium, white (RAL9002) powder-
coated, 90°-180° tilt. Rotatable fixing
insert, to adjust profiles in steps of 15°.
Feeding not possible. Through-wiring to
be ordered separately.
Weight 0.50kg

12587.000
Monopoll Wall/ceiling fixing
Cast aluminium, white (RAL9002)
powder-coated. Rotatable fixing in-
sert, to adjust profiles in steps of 15°.
Feeding to be ordered separately.

12597.000
Monopoll Wall/ceiling fixing
Cast aluminium, white (RAL9002)
powder-coated.
Mounting device for connector or
intermediate suspension to be ordered
separately.
Load: 20kg.

12482.000
Monopoll Wall/ceiling cantilever
as end/intermediate fixing.
Cast aluminium, white (RAL9002)
powder-coated. One end plate: plastic,
white.
Feeding and through-wiring to be
ordered separately.
Load: 25kg.
Weight 0.82kg

12552.000
Electrical feeding
and through-wiring for ERCO 3-circuit
tracks. Plastic, white.
Earth conductor, left.
5-pole terminal block.
0 q

12553.000
Electrical feeding
and through-wiring for ERCO 3-circuit
tracks. Plastic, white.
Earth conductor, right.
5-pole terminal block.
0 q

12556.000
Electrical coupler
For through-wiring of ERCO 3-circuit
track on connectors. Plastic, white.
0 q

13491.000
DALI
DALI electrical feeding
and through-wiring for ERCO DALI
track systems. Plastic, white.
Earth conductor, left.
5-pole terminal block.

13492.000
DALI
DALI electrical feeding
and through-wiring for ERCO DALI
track systems. Plastic, white.
Earth conductor, right.
5-pole terminal block.

12693.000 White
5x1,5mm2

Spiral cable
L 500/2,500mm.

12692.000 White
3x1,5mm2

Spiral cable
L 500/2,500mm.

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

12567.000
Mounting device
for suspension
on connector.
Metal,white.

12572.000
Mounting device
for suspension on
profile. Profile to
be drilled on-site.
Metal, white.

Monopoll track and light structure Accessories

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:40

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0084_bild_erco_hk12.p1.pdf  Layer 2: 0084_gb-int_erco_hk12_kor2.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w84

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:40

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0084_bild_erco_hk12.p1.pdf  Layer 2: 0084_gb-int_erco_hk12_kor2.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w84



3 46666

3
4
6
6
6

3
4

6
6
6

60

20
70

34666
32

1 26666

3
46
6
6
6
6
6
6
6
6
6
6
63

4
6
6

3466

13∅

64∅

10
40

73

1266666

3
46
6
6
6
6
6
6
6
6
6
6
6

3466

3
4

6
6
6

1.50∅

65∅

25
00

14
1266666

3
46
6
6
6
6
6
6
6
6
6
6
6

346666

3
4
6

1
2

3∅

105∅

25
00

43

5+_
1266666

3
46
6
6
6
6
6
6
6
6
6
6
63

4
6
6

3466

1
2

1.50∅

65∅

63

25
00

5+±

12666666

3
46
6
6
6
6
6
6
6
6
6
6
6

3466

3
4

6
6
6

1.50∅

65∅

25
00

14

1266666

3
46
6
6
6
6
6
6
6
6
6
6
63

4
6

3 46666

1.50∅

18∅

49

25
00

1266666

3
46
6
6
6
6
6
6
6
6
6
6
63

4
6

3 46666

1.50∅

18∅

49

25
00

1266666

3
4
6
6
6
6
6
6
6
6
6

3
46
6
6
6

3466

346

3
4

6
6
6

1.50∅

65∅

51

90

25
50

14

85

12657.000
Mounting device
for suspension on
connector.
Metal.

12440.000
Wire rope
Load: 20kg.
ø 1.75mm, L 10m.

16910.000
Turnbuckle with
2 clamps
Metal, galvanised.
Load: 60kg.

12499.000
Monopoll Cable
nippers
for shortening the
copper conductors
in Monopoll track.

12099.000
Hole gauge
for on-site cutting of Monopoll track
and profiles.
Cast aluminium, with hardened sleeve.

12083.000
Monopoll Cover profile
Aluminium, white (RAL9002) powder-
coated.
B 32mm, L 500mm.

12446.000 White
Pendant tube suspension
Pendant tube: metal, powder-coated.
ø 13mm, L 1,040mm.
Baldachin: plastic. ø 64mm, H 73mm.
Load: 20kg.
I

12561.000 White
Wire rope suspension
With rapid connector for adjustment
levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
powder-coated. ø 65mm, H 14mm.
Load: 20kg.
I

12667.000
Wire rope suspension
Wire rope: ø 3mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 105mm,
H 43mm.
Cable entry for 5x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 60kg.

12681.000
Wire rope suspension
Wire rope: ø 1.50mm, L 2,500mm.
Mounting bush: metal.
Canopy: plastic, white, ø 65mm,
H 63mm.
Cable entry for 3x1.5mm2 plastic-
coated cable or spiral cable.
Strain relief. Terminal block.
Load: 20kg.

12563.000
Wire rope suspension
With rapid connector for adjustment
levelling. Also for suspension on profile.
Profile to be drilled on-site.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
white powder-coated. ø 65mm,
H 14mm.
Load: 20kg.

12558.000
Wire rope suspension
With single-point fixing. With rapid
connector for adjustment levelling. Also
for suspension on profile. Profile to be
drilled on-site.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
white powder-coated. ø 18mm,
H 49mm.
Load: 20kg (with heavy load dowel).

12557.000
Wire rope suspension
With single-point fixing and rapid
connector for adjustment levelling.
Wire rope: ø 1.50mm, L 2,500mm.
Ceiling fixture: cast aluminium/metal,
white powder-coated. ø 18mm,
H 49mm.
Load 20kg (with heavy load dowel).
I

12503.000
Monopoll Intermediate suspension
for 2-lamp luminaires.
Wire rope with mounting bush.
ø 1.50mm, L 2,550mm.
Canopy: metal, white powder-coated.
ø 65mm, H 14mm. Ceiling fixture:
cast aluminium/metal, white powder-
coated.
Subsequent installation.

Monopoll track and light structure Accessories
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Spotlights bring flexible light to archi-
tecture: The most important character-
istic is mobility, both when positioning
on track and when aligning. Its primary
application is accent lighting. The ERCO
spotlight ranges feature different power
ranges and detailed solutions for each
particular area of application. Each
range consists of luminaires with differ-
ent beam characteristics, types of lamps
and wattages while the design features
remain consistent. A wide range of
accessories is also available.

Light   Board LED 96 102 104

Opton LED 112 120 123
High-pressure discharge lamps 115 122 126

Logotec LED 131 139 141
Low-voltage halogen lamps 132 139 142
High-pressure discharge lamps 134 140 143

Cantax LED 150 160 164
Low-voltage halogen lamps 154 162 170 166
High-pressure discharge lamps 156 163 171 167

Emanon LED 178 200 204
Low-voltage halogen lamps 180 189 195 201 208 205
High-pressure discharge lamps 181 193 197 202 209 206

Parscan Low-voltage halogen lamps 213 220
PAR lamps 217 221
High-pressure discharge lamps 217

Spotlights, floodlights and wallwashers for track
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Domotec PAR lamps 224

Pollux Low-voltage halogen lamps 228 231 232
High-pressure discharge lamps 229 231 233

Oseris Low-voltage halogen lamps 235
High-pressure discharge lamps 236

Gimbal Low-voltage halogen lamps 239
High-pressure discharge lamps 239

Optec LED 243 252 254
Low-voltage halogen lamps 245 255 258
Tungsten halogen lamps 259
High-pressure discharge lamps 247 253 256 259
Fluorescent lamps 253 260

Stella Low-voltage halogen lamps 264 269 272
PAR lamps 265 273
High-pressure discharge lamps 266 271 274

New in the program

Light Board
93

Opton
108

Cantax
145

Spotlights, floodlights and wallwashers for track

www.erco.com 87ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:40

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Cyan, Magenta, Yellow, Black

0087_gb-int_erco_hk12_neg_kor.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w87



88

Spotlights, floodlights and wallwashers

The introduction of the track 
resulted in a new flexibility in 
architectural lighting. Arrang-
ing the luminaires is no longer 
restricted to individual singlets 
since power can now be distrib-
uted along the track. For chang-
ing exhibitions, the luminaires 
can be easily rearranged and 
re aligned. If a different light dis-
tribution is required, the spotlight 
can simply be replaced by  another 
type of luminaire. The design of 
each range of luminaires consists 
of common features to allow the 
combination of spotlights, flood-
lights and wallwashers without 
disturbing the overall appearance 
of the  ceiling.

Turning and 
 tilting
For adjustable 
focus on exhib-
its, spotlights, 
floodlights and 
wallwashers 
can be  rotated 
through 360°  
and tilted by up 
to 180°.

Quick adapter 
mounting
The locking lever 
on the adapter 
allows quick and 
easy mounting 
of the spotlights 
on the track. The 
electrical connec-
tion to the track 

is a further click 
away in the next 
step.

Changing light 
distribution 
patterns
The Spherolit 
technology is eas-
ily replaced with-
out tools, making 
it easy to change 
light distribution 
patterns to suit 
various lighting 
applications.

Lighting controls
Light System DALI 
opens up a wide 
range of possibili-
ties to  create light 
scenes and sceno-
graphic lighting 
effects to suit any 
situation while 
saving energy.

Light Clients
DALI- compatible 
spotlights, flood-  
lights and wall-
washers with 
a factory- set 
code can be fit-
ted to the DALI 
track and indi-
vidually dimmed 
as Light Clients. 
The  luminaires in 
the Light System 

Lockability
To maintain the 
luminaire orien-
tation  during 
lamp replace-
ment, the angle 
of rotation and 
tilt of some lumi-
naires can be 
locked. Locking 
the beam direc-
tion means that 

DALI can be con-
trolled centrally  
via the Light 
 Studio software.  
Compared with 
the 3- circuit  
installation, the 
DALI track has  
the advantage 
that each lumi-
naire can be 
adjusted sepa-
rately. The con-

the quality of 
a lighting set-
up can be main-
tained.

trol of luminaires 
on the track pro-
file with 3- cir-
cuit operation is 
limited to three 
different dimmer 
settings.
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Types of lighting and lighting technology

Projection
Projection of 
signs, contours, 
patterns and 
images using 
gobos or struc-
tured lenses for 
lighting effects.

Accentuation
Emphasis of 
objects or archi-
tectural elements 
produced by a 
narrow beam.

Spotlights
Very narrow to 
very wide beam, 
rotationally sym-
metrical light 
distribution for 
accent lighting.

Washlighting
Wide- beam illu-
mination of larger 
objects or  spatial 
zones.

Floodlights
Axially symmet-
rical light distri-
bution with flood 
characteristics 
produced by an 
oval beam for 
floodlighting.

Wallwashing
Vertical illumi-
nance for bright-
ening and dividing 
the space.

Spherolit 
 wallwashers
Asymmetrical 
light distribution 
for wall light-
ing with focal 
emphasis in the 
upper area.

Lens wallwashers
Asymmetrical 
light distribution 
for highly uniform 
wallwashing.

Projector 
 spotlights
Optical system 
with lens for the 
projection of 
images and pat-
terns from  gobos 
and for hard-
edged beams or 
contours using a 
framing attach-
ment.
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Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
For axially sym-
metrical light 
distribution with 
flood characteris-
tics producing an 
oval beam.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Beam characteristics with Spherolit technology

Spotlights, floodlights and wallwashers

LED technology
The quality of the optical  systems 
greatly affects the overall effi-
ciency of an LED luminaire. There-
fore, to produce directed light, 
ERCO uses collimating lenses and 
Spherolit lenses developed in-
house. At ERCO, the development 
and manufacturing processes, 
from complex computer simula-
tions to final production, all take 
place under one roof.

Tertiary lens
After focusing 
the beam, it is the 
Spherolit tertiary 
lens that then 
determines the 
light distribution. 
This ranges from 
narrow beams 
to wide beams 
and also includes 
asymmetrical 
light distributions 
for vertical illu-
minance.

Secondary lens
As the second-
ary lens, the col-
limator aligns the 
rays of light into 
a parallel beam, 
enabling different 
tertiary lenses to 
be added.

Primary lens
The primary 
lens is  mounted 
directly on the 
LED chip and 
 produces a hem-
ispherical beam 
emission.

Spherolit 
wallwashers
In terms of its 
 basic dimensions, 
the innovative 
Spherolit reflec-
tor, wallwash, is 
the same as  other 
spotlight reflec-
tors. A Softec lens 
 ensures a soft 
edge to the beam.
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Adapters and lighting technology

Taking system design to its logi-  
cal conclusion is a characteris-  
tic feature of the ERCO spotlight  
range. We never develop products  
in isolation but always design  
whole product groups that are  
clearly positioned within the 
well - defined structure of  the 
overall  product range.  This  
includes using versatile system 
accessories to adapt the lighting 
tools to suit particular require-
ments. The ability to interlink  
digitally controllable Light Clients 
using the Light System DALI and 
the incorporation of the Light 
Studio software as a user inter-
face for complex luminaire func-
tions is an equally important part 
of this concept.

3- circuit adapter
The locking lever on the adapter 
is used for mechanical mounting 
on the track and for making the 
 electrical connection to the neu-
tral conductor. The rotatable cir-
cuit selector switch is then used 
to make the electrical connec-
tion to the required phase. When 
turned by 90° to the right or left, 

the contact is switched to phase 
1 or 2. For phase 3, the selec-
tor switch is pulled out and then 
turned by 90° to position 3.

DALI adapters
When using a DALI adapter, the  
lever is initially locked and then 
the necessary contacts for power 
and DALI signal are made by 
turning the DALI switch. With 
the DALI adapter, the voltage is 
permanently applied. It  is  the 
DALI signal that first triggers 
an action, e.g. switching on a 
luminaire.

Transadapters
Luminaires with  transformers  
or control gear for fluorescent  
or high- pressure discharge lamps 
either have a transadapter or a 
DALI trans adapter. Every Light 
Client with DALI adapter or DALI 
transadapter is specially pro-
tected against  potential overvolt-
age associated with running three 
 circuits.

Dimming on  
the spotlight
The output of 
LED spotlights 
can be directly 
adjusted on the 
luminaire via the 
potentiometer.

Dimming via 
 circuit
The new  control 
gear can be 
dimmed using an 
external, trailing-  
edge dimmer. 
This allows exist-
ing systems with 
electronic trans-
formers for low-
voltage halogen 
lamps to be  

easily reequipped 
for LED spot-
lights  resulting 
in increased effi-
ciency.

Dimming LED spotlights
The optimum dimming behav-
iour of LEDs makes them ideal for 
use in lighting control systems. 
This can either be for differen-
tiated  brightness levels in quali-
tative lighting design or for effi-
cient visual comfort using sensor 
technology. From the technolog-
ical point of view, three  possible 
options exist. Firstly, they can 
be  integrated in a Light System 
DALI lighting control installation; 
 secondly, they can be used with  
an external,  trailing- edge  dimmer; 
thirdly, they can be dimmed 
through the potentiometer directly 
on the luminaire.
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Accessories

For optimal adjustment of  accent 
lighting to suit a particular light-
ing situation, the spotlights can 
be fitted with appropriate acces-
sories. These accessories can be 
mounted in two ways: they can be 
attached to the luminaire hous-  
 ing or fitted internally. The lenses  
or filters are easily and quickly   
attached or replaced. Attached  
to the outside, the accessories  
express the technical design, while 
the different lighting technologies 
are indicated on the luminaire.

Accessories which 
are contained 
within the lumi-
naire ensure a  
consistent appear-
ance of all lumi-
naires – irres pec-
tive of whether or 
not they contain 
accesso ries. This 
gives the ceiling  
a discreet, consist-
ent appearance 
with inconspicu-
ous luminaires.

Lenses  
Lenses allow the lighting designer 
to change the light distribution  
of luminaires, modify the beam 
angle or provide beams with  
softer edges. The light spectrum  
remains unchanged. Softec lenses  
used with reflector lamps elimi-
nate striations, while flood lenses  
distribute the light beam symmet-  
rically. Sculpture lenses extend 
the beam along one axis, while 
leaving it unchanged on the other.  
The oval light pattern is ideal for 
the illumination of sculptures.

Filters
Filters change the spectrum of  
the light. Colour filters are used 
for attraction or for decorative 
purposes. The effect of  correction 
filters is rather more subtle. They 
can be used to change the light 
spectrum to a small degree in 
 order, for example, to raise the 
colour temperature from warm 
white to daylight white. In case  
of sensitive exhibits, the works 
of art can be protected against 
harmful spectral components by 
using UV and IR filters. The food 
filter changes the composition of 
the spectrum so that meat and 
sausages in particular look fresh 
and appetising.

Visual comfort
The fascination of some lighting 
installations is their hidden light 
sources with appropriately glare-
free luminaires and exceptional  
visual comfort. Most spotlights 
include features to ensure glare 
protection. The anti- glare cap 
attached to the safety glass con-
ceals the lamp from direct view. 
The alternative is an internal anti-  
glare screen which reduces the 
glare by obscuring the view of 
the reflector and the lamp. Where 
 special situations require even 
higher visual comfort, ERCO pro-
vides honeycomb anti- glare 
screens, anti- glare rings or sep-
arately adjustable barn doors as 
accessories.

Gobos
ERCO provides a selection of 
 gobos with abstract structures  
as accessories. Since the gobos  
all have standard dimensions, a 
wide variety of other gobos can  
be  added from other suppliers.
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The outstanding features of Light 
Board include a system design 
that has been optimised for exhi-
bition and presentation lighting, 
with exchangeable characteris-
tics for a luminous flux ranging 
from low to high. The compact 
design with striking lines con-
tains the efficient  optoelectronic 
components required for cost-
effective lighting. The  integrated 
control gear and cables running 
inside contribute to the clear sty-
listic features of the range. The 
hinge is borrowed from note-
book technology to enable a soft, 
yet precise movement of the alu-
minium housing and securely 
align the luminaire as required. 
A potentiometer is provided for 
direct dimming. For recessed ceil-
ing situations, Light Board is also 
available as recessed luminaires.

Light Board for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

LED
5.4W -  54W
290lm -  4320lm
Narrow spot, spot, flood, wide flood
Optional: DALI

LED varychrome
30W
870lm
Spot, flood, wide flood
Optional: DALI, varychrome

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
13W -  54W
870lm -  4320lm
Optional: DALI

LED varychrome
30W
870lm
Optional: DALI, varychrome

LED
13W -  54W
870lm -  4320lm
Optional: DALI

LED varychrome
30W
870lm
Optional: DALI, varychrome
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LED technology
To ensure high 
efficiency and a 
good light quality, 
ERCO uses projec-
tion  lenses devel-
oped and pro-
duced in- house.  
A collimator, as 
a secondary lens, 
forms the inter-
face between the 
LED lens on the 
printed  circuit 

board and the 
interchangeable 
Spherolit lens act-
ing as the tertiary 
lens.

Design
A compact design with  integrated 
control gear and a modular struc-
ture for different luminous flux 
levels are characteristic for Light 
Board. The aluminium housing 
with its flat design offers excel-
lent thermal management for 
the LEDs. Slightly set back, the 
lens level with the slanting frame 
 edges gives the luminaire a strik-
ing appear ance from the front. 
Light Board is available in three 
sizes for different luminous flux 
levels. The Light Board spotlights 
with double front lens, in partic-
ular, are also suitable for accent 
 lighting across wide distances  
and in rooms with high  ceilings. 
For  ceiling- integrated  lighting 
concepts, Light Board is also avail-
able as a recessed luminaire.

Hinge
The hinge tech-
nology used for 
Light Board has 
hidden cables 
and is  consistent 
with the  sturdy 
and precisely 
adjustable  hinges 
of high- quality 
notebooks.

Glare control of 
spotlights
The black anti-
glare frame avail-
able as an acces-
sory reduces the 
view of the LEDs 
and improves the 
visual comfort.

Light Board  for track

Varychrome 
RGBW
The light of vary-
chrome RGBW 
luminaires is pro-
duced by individ-
ually addressed 
warm white, red, 
green and blue 
LEDs. This ensures 
a very good col-
our rendering, 
infinite adjust-
ment of the col-
our  temperature 

and coloured 
light with high 
colour satura-
tion.

Glare control of 
wallwashers
An anti- glare 
frame is also 
available for 
wallwashers. Its 
slanted cut facil-
itates the ori-
entation: when 
the frame’s front 
edge is vertical, 
the luminaire is 
correctly adjusted 
to 35°.

ww
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Light Board  for track

With  different 
lumen  outputs, 
the Light Board 
spotlights can 
illuminate rooms 
both with a low  
and a high ceil-
ing. Thanks to the 
wide spectrum 
of light distri-
bution patterns, 
exhibitions can 
be illuminated in 
 different ways.

Thermal 
 management
ERCO places par-
ticular impor-
tance on  thermal 
management. 
This ensures that 
LED modules 
operate within 
their prescribed 
temperature 
range,  achieving 
rated life and 

output for the 
specified power 
throughout their 
entire opera tional 
use.

Note:
Light Board 
recessed flood-
lights are shown 
from page 277.

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

The DALI- com-
patible lumi-
naires have digi-
tal control gear 
which allows 
each luminaire 
to be  individually 
 addressed, for 
 example by using 
the ERCO Light 
System DALI with 
integrated ERCO 
Light Studio soft-
ware.

Dimming on  
the spotlight
Light Board spot-
lights can be 
dimmed in var-
ious ways for 
 efficient visual 
comfort. The ver-
sions with elec-
tronic control 
gear developed 
by ERCO have  
an integrated 
potentiometer  
to adjust the 

Dimming via 
circuit or DALI
Light Board 
spotlights with 
potentiometer 
can also be oper-
ated by exter-
nal trailing- edge 
dimmers. This 
makes them  ideal 
for an energy-
efficient renova-
tion of existing 
lighting installa-
tions which are 

equipped with 
this widely used 
dimmer technol-
ogy. Alternatively, 
Light Board spot-
lights are also 
available as DALI-
compatible Light 
Clients.

luminous flux 
precisely and 
individually.
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 101

72801.000 White (RAL9002)
72803.000 Silver
LED 4.5W 360lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
5°

1 23392 0.09
2 5848 0.17
3 2599 0.26
4 1462 0.35
5 936 0.44

72800.000 White (RAL9002)
72802.000 Silver
LED 4.5W 290lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
5°

1 18843 0.09
2 4711 0.17
3 2094 0.26
4 1178 0.35
5 754 0.44

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 101

72805.000 White (RAL9002)
72807.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
14°

1 12916 0.25
2 3229 0.49
3 1435 0.74
4 807 0.98
5 517 1.23

72804.000 White (RAL9002)
72806.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
14°

1 10404 0.25
2 2601 0.49
3 1156 0.74
4 650 0.98
5 416 1.23

72809.000 White (RAL9002)
72811.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
27°

1 4172 0.48
2 1043 0.96
3 464 1.44
4 261 1.92
5 167 2.40

72808.000 White (RAL9002)
72810.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
27°

1 3361 0.48
2 840 0.96
3 373 1.44
4 210 1.92
5 134 2.40

72813.000 White (RAL9002)
72815.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
46°

1 1461 0.85
2 365 1.70
3 162 2.55
4 91 3.40
5 58 4.24

72812.000 White (RAL9002)
72814.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
46°

1 1177 0.85
2 294 1.70
3 131 2.55
4 74 3.40
5 47 4.24

Light Board Spotlight with LED
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 101

72825.000 White (RAL9002)
72827.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 1.40kg
LMF E
I

LED

h(m) E(lx) D(m)
5°

1 54218 0.09
2 13554 0.17
3 6024 0.26
4 3389 0.35
5 2169 0.44

72824.000 White (RAL9002)
72826.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 1.40kg
LMF E
I

LED

h(m) E(lx) D(m)
5°

1 43675 0.09
2 10919 0.17
3 4853 0.26
4 2730 0.35
5 1747 0.44

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 101

72829.000 White (RAL9002)
72831.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
15°

1 18837 0.26
2 4709 0.53
3 2093 0.79
4 1177 1.05
5 753 1.32

72828.000 White (RAL9002)
72830.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
15°

1 15175 0.26
2 3794 0.53
3 1686 0.79
4 948 1.05
5 607 1.32

72833.000 White (RAL9002)
72835.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
30°

1 6512 0.54
2 1628 1.07
3 724 1.61
4 407 2.14
5 260 2.68

72832.000 White (RAL9002)
72834.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
30°

1 5246 0.54
2 1311 1.07
3 583 1.61
4 328 2.14
5 210 2.68

72837.000 White (RAL9002)
72839.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
50°

1 2291 0.93
2 573 1.87
3 255 2.80
4 143 3.73
5 92 4.66

72836.000 White (RAL9002)
72838.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
50°

1 1846 0.93
2 461 1.87
3 205 2.80
4 115 3.73
5 74 4.66

Light Board Spotlight with LED
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI adapter rotatable through 360°.
Internal wiring.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Accessories page 101

72849.000 White (RAL9002) DALI
72851.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
15°

1 18837 0.26
2 4709 0.53
3 2093 0.79
4 1177 1.05
5 753 1.32

72848.000 White (RAL9002) DALI
72850.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
15°

1 15175 0.26
2 3794 0.53
3 1686 0.79
4 948 1.05
5 607 1.32

72853.000 White (RAL9002) DALI
72855.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
30°

1 6512 0.54
2 1628 1.07
3 724 1.61
4 407 2.14
5 260 2.68

72852.000 White (RAL9002) DALI
72854.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
30°

1 5246 0.54
2 1311 1.07
3 583 1.61
4 328 2.14
5 210 2.68

72857.000 White (RAL9002) DALI
72859.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
50°

1 2291 0.93
2 573 1.87
3 255 2.80
4 143 3.73
5 92 4.66

72856.000 White (RAL9002) DALI
72858.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
50°

1 1846 0.93
2 461 1.87
3 205 2.80
4 115 3.73
5 74 4.66

Light Board Spotlight with LED and DALI adapter
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
2 electronic control gear units, sep-
arately dimmable. Potentiometer for
brightness control 1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 101

72869.000 White (RAL9002)
72871.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 2.30kg
LMF E
I

LED

h(m) E(lx) D(m)
6°

1 113416 0.10
2 28354 0.21
3 12602 0.31
4 7089 0.42
5 4537 0.52

72868.000 White (RAL9002)
72870.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 2.30kg
LMF E
I

LED

h(m) E(lx) D(m)
6°

1 91363 0.10
2 22841 0.21
3 10151 0.31
4 5710 0.42
5 3655 0.52

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
2 electronic control gear units, sep-
arately dimmable. Potentiometer for
brightness control 1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 101

72873.000 White (RAL9002)
72875.000 Silver
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
15°

1 39678 0.26
2 9920 0.53
3 4409 0.79
4 2480 1.05
5 1587 1.32

72872.000 White (RAL9002)
72874.000 Silver
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
15°

1 31963 0.26
2 7991 0.53
3 3551 0.79
4 1998 1.05
5 1279 1.32

72877.000 White (RAL9002)
72879.000 Silver
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
29°

1 13355 0.52
2 3339 1.03
3 1484 1.55
4 835 2.07
5 534 2.59

72876.000 White (RAL9002)
72878.000 Silver
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
29°

1 10758 0.52
2 2690 1.03
3 1195 1.55
4 672 2.07
5 430 2.59

72881.000 White (RAL9002)
72883.000 Silver
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
50°

1 4648 0.93
2 1162 1.87
3 516 2.80
4 290 3.73
5 186 4.66

72880.000 White (RAL9002)
72882.000 Silver
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
50°

1 3744 0.93
2 936 1.87
3 416 2.80
4 234 3.73
5 150 4.66

Light Board Spotlight with LED
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Housing and bracket: cast alu-
minium/metal, powder-coated. 0°-90°
tilt. Bracket on DALI adapter rotatable
through 360°. Internal wiring.
Electronic control gear, plug and play
connectivity for ERCO RGBW vary-
chrome colour mixing.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Highly reflective colour
mixer. Collimating lens made of optical
polymer.
Front cover: plastic, black.
Only use with Light Server 64+, from

version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012
Accessories page 101

72794.000 White (RAL9002)
RGBW DALI
72795.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, spot
Colour compensation for precise light
colour.

Weight 2.40kg
LMF E

LED

h(m) E(lx) D(m)
18°

1 1331 0.32
2 333 0.63
3 148 0.95
4 83 1.27
5 53 1.58

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

72796.000 White (RAL9002)
RGBW DALI
72797.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, flood
Colour compensation for precise light
colour.

Weight 2.40kg
LMF E

LED

h(m) E(lx) D(m)
32°

1 612 0.57
2 153 1.15
3 68 1.72
4 38 2.29
5 24 2.87

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

72798.000 White (RAL9002)
RGBW DALI
72799.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, wide flood
Colour compensation for precise light
colour.

Weight 2.40kg
LMF E

LED

h(m) E(lx) D(m)
52°

1 270 0.98
2 67 1.95
3 30 2.93
4 17 3.90
5 11 4.88

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Light Board Spotlight RGBW varychrome LED with DALI adapter
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LightBoard Accessories
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

72817.000 White (RAL9002)
72819.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
56° 18°

1 2179 1.06 0.32
2 545 2.13 0.63
3 242 3.19 0.95
4 136 4.25 1.27
5 87 5.32 1.58

72816.000 White (RAL9002)
72818.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 0.90kg
LMF E

LED

h(m) E(lx) D(m)
56° 18°

1 1755 1.06 0.32
2 439 2.13 0.63
3 195 3.19 0.95
4 110 4.25 1.27
5 70 5.32 1.58

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

72841.000 White (RAL9002)
72843.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
59° 16°

1 4647 1.13 0.28
2 1162 2.26 0.56
3 516 3.39 0.84
4 290 4.53 1.12
5 186 5.66 1.41

72840.000 White (RAL9002)
72842.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 1.30kg
LMF E
I

LED

h(m) E(lx) D(m)
59° 16°

1 3744 1.13 0.28
2 936 2.26 0.56
3 416 3.39 0.84
4 234 4.53 1.12
5 150 5.66 1.41

Light Board Floodlight with LED
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI adapter rotatable through 360°.
Internal wiring.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, black.

72861.000 White (RAL9002) DALI
72863.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
59° 16°

1 4647 1.13 0.28
2 1162 2.26 0.56
3 516 3.39 0.84
4 290 4.53 1.12
5 186 5.66 1.41

72860.000 White (RAL9002) DALI
72862.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 1.30kg
LMF E

LED

h(m) E(lx) D(m)
59° 16°

1 3744 1.13 0.28
2 936 2.26 0.56
3 416 3.39 0.84
4 234 4.53 1.12
5 150 5.66 1.41

Light Board Floodlight with LED

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
2 electronic control gear units, sep-
arately dimmable. Potentiometer for
brightness control 1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

72885.000 White (RAL9002)
72887.000 Silver
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
60° 16°

1 9323 1.15 0.28
2 2331 2.31 0.56
3 1036 3.46 0.84
4 583 4.62 1.12
5 373 5.77 1.41

72884.000 White (RAL9002)
72886.000 Silver
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 2.20kg
LMF E
I

LED

h(m) E(lx) D(m)
60° 16°

1 7511 1.15 0.28
2 1878 2.31 0.56
3 835 3.46 0.84
4 469 4.62 1.12
5 300 5.77 1.41

Light Board Floodlight with LED and DALI adapter
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Housing and bracket: cast alu-
minium/metal, powder-coated. 0°-90°
tilt. Bracket on DALI adapter rotatable
through 360°. Internal wiring.
Electronic control gear, plug and play
connectivity for ERCO RGBW vary-
chrome colour mixing.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Highly reflective col-
our mixer. Collimating lens made of
optical polymer. Lens mountable turned
through 90°.
Front cover: plastic, black.

Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012

72892.000 White (RAL9002)
RGBW DALI
72893.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, oval flood
Colour compensation for precise light
colour.

Weight 2.40kg
LMF E

LED

h(m) E(lx) D(m)
62° 21°

1 408 1.20 0.37
2 102 2.40 0.74
3 45 3.61 1.11
4 25 4.81 1.48
5 16 6.01 1.85

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Light Board Lens wallwasher with LED

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 107

72821.000 White (RAL9002)
72823.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 0.90kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 222 178 148 124

72820.000 White (RAL9002)
72822.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 0.90kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 179 144 120 100

Light Board Floodlight RGBW varychrome LED with DALI adapter
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 107

72845.000 White (RAL9002)
72847.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 1.30kg
LMF E
I

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 225 193 127 102

72844.000 White (RAL9002)
72846.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 1.30kg
LMF E
I

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 181 155 102 82

Light Board Lens wallwasher with LED and DALI adapter

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI adapter rotatable through 360°.
Internal wiring.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Accessories page 107

72865.000 White (RAL9002) DALI
72867.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 1.30kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 225 193 127 102

72864.000 White (RAL9002) DALI
72866.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 1.30kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 181 155 102 82

Light Board Lens wallwasher with LED
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
3-circuit adapter rotatable through
360°. Internal wiring.
2 electronic control gear units, sep-
arately dimmable. Potentiometer for
brightness control 1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 107

72889.000 White (RAL9002)
72891.000 Silver
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 2.20kg
LMF E
I

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 8.0
Offset from wall (m) 2.50 2.50 3.00 3.00
Luminaire spacing (m) 2.75 3.00 3.00 3.50
Illuminance En (lx) 127 117 104 89

72888.000 White (RAL9002)
72890.000 Silver
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 2.20kg
LMF E
I

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 8.0
Offset from wall (m) 2.50 2.50 3.00 3.00
Luminaire spacing (m) 2.75 3.00 3.00 3.50
Illuminance En (lx) 103 94 83 72

Light Board Lens wallwasher RGBW varychrome LED with DALI adapter

Housing and bracket: cast alu-
minium/metal, powder-coated. 0°-90°
tilt. Bracket on DALI adapter rotatable
through 360°. Internal wiring.
Electronic control gear, plug and play
connectivity for ERCO RGBW vary-
chrome colour mixing.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Highly reflective colour
mixer. Collimating lens made of optical
polymer.
Front cover: plastic, black.
Only use with Light Server 64+, from

version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012
Accessories page 107

72894.000 White (RAL9002)
RGBW DALI
72895.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, wallwash
Colour compensation for precise light
colour.

Weight 2.40kg
LMF E

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Light Board Lens wallwasher with LED
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Anti-glare frame
Plastic, black.

LightBoard Accessories

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:42

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0107_bild_erco_hk12.p1.pdf  Layer 2: 0107_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w107

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:42

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0107_bild_erco_hk12.p1.pdf  Layer 2: 0107_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w107



108

Featuring ERCO’s exclusive 
Spherolit technology, which is 
easily replaced without tools, 
Opton produces different light 
distribution patterns for flexi-
ble lighting solutions. Thanks to 
its modular design, Opton is par-
ticularly suitable for situations 
with frequently changing light-
ing requirements, such as in shop 
windows. The horizontal posi-
tion of the compact control gear, 
in combination with the com-
pact luminaire head, reduces its 
height thereby making it par-
ticularly suitable for rooms with 
low ceilings. Innovative Spherolit 
technology and low operating 
costs make Opton an economi-
cal investment. Depending on 
the lamp used, Opton is availa-
ble either with a flat or a conical 
luminaire head.

Opton  for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
9W -  27W
580lm -  2160lm
Narrow spot, spot, flood, wide flood
Optional: DALI, varychrome

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm
Narrow spot, spot, flood, wide flood

LED
13W -  27W
870lm -  2160lm
Optional: DALI, varychrome

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm

LED
13W -  27W
870lm -  2160lm
Optional: DALI, varychrome

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm

Spherolit wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.
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Tertiary lens
After focusing 
the beam, it is 
the Spherolit ter-
tiary lens that 
then determines 
the light distribu-
tion. This  ranges 
from narrow 
beams to wide 
beams and also 
includes asym-
metrical light 
distributions for 
vertical illumi-
nance.

Secondary lens
As the second-
ary lens, the col-
limator aligns the 
rays of light into 
a parallel beam, 
enabling different 
tertiary l enses to 
be added.

Primary lens
The primary 
lens is  mounted 
directly on the 
LED chip and pro-
duces a hemi-
spherical beam 
emission.

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Beam characteristics with Spherolit lenses with LEDs

Opton for track

LED technology
The quality of the optical sys-
tem design has a major  influence 
on the overall efficiency of an 
LED. To produce directed light, 
ERCO uses optical projection sys-
tems that have been  specifically 
designed and built in- house. A 
 collimator, as a secondary lens, 
forms the interface between the 
LED lens on the printed  circuit 
board and the interchangeable 
Spherolit lens acting as the ter-
tiary lens. This system design gives 
the  designer of ERCO  installations 
a unique variety of light distri-
butions for professional lighting 
design applications. Decades of 
experience in injection- moulded 
polymers ensure the highest qual-
ity levels from our in- house pro-
duction plant.
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Opton for track

Spherolit lens 
identification
To help identify 
the various ter-
tiary  lenses, the 
name of the light 
distribution is 
inscribed around 
the edge of each 
Spherolit lens.

Dimming on  
the spotlight
Opton LED spot-
lights can be 
dimmed in var-
ious ways for 
 efficient visual 
comfort. The ver-
sions with elec-
tronic control 
gear developed 
by ERCO have  
an integrated 
potentiometer  
to adjust the 

Dimming via 
circuit or DALI
Opton LED spot-
lights with 
potentiometer 
can also be oper-
ated by exter-
nal trailing- edge 
dimmers. This 
makes them  ideal 
for an energy-
efficient renova-
tion of existing 
lighting installa-
tions which are 

Design
The horizontal 
control gear and 
the flat luminaire 
head result in a 
low luminaire 

150

200 (max.)

100

50

Flexibility
The  Spherolit 
technology is 
replaced  quickly 
and without 
tools, making it 
easy to change 

Housing colour
The luminaire 
housing is avail-
able in white or 
silver finish.

equipped with 
this widely used 
dimmer tech-
nology. Alter-
natively, Opton 
spotlights are 
also available as 
DALI- compatible 
Light Clients.

height. This has 
advantages par-
ticularly in rooms 
with low ceilings 
to ensure the 
 luminaires inte-

grate inconspic-
uously into the 
architecture.

light distribu-
tion patterns to 
suit changing 
shop window and 
product presen-
tations.

Thermal 
 management
ERCO places par-
ticular impor-
tance on  thermal 
management. 
This ensures that 
LED modules 
operate within 
their prescribed 
temperature 
range,  achieving 
rated life and 

output for the 
specified power 
throughout their 
entire opera tional 
use.

Effective light-
ing technology
The new LED wall-
washer technol-
ogy with a wall-
wash Spherolit 
lens  produces a 
light output ratio 
that is about a 
third higher than 
the one achieved 
with conven-
tional Spherolit 
wallwashers.

LED lens 
wallwashers
With wallwash 
Spherolit lens. 
Light output  
ratio (LOR): 
approx. 80%

luminous flux 
precisely and 
individually.

LOR

Colour temper-
ature
Light Clients with 
the RGBW LED 
module are dis-
played in Light 
Studio with the 
varychrome 
RGBW attribute. 
The colour tem-
perature can be 
adjusted infi-
nitely over a wide 

range using the 
relevant  slider 
control in the 
software.

Varychrome 
RGBW
The light of vary-
chrome RGBW 
luminaires is pro-
duced by individ-
ually addressed 
warm white, red, 
green and blue 
LEDs. This ensures 
a very good col-
our rendering, 
infinite adjust-
ment of the col-
our  temperature 

and coloured 
light with high 
colour satura-
tion.
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111

Design
The design of the Opton luminaire 
for high- pressure discharge lamps 
works with the contrast of squares 
and cones. To create optimal ther-
mal conditions for efficient opera-
tion, the luminaire head and con-
trol gear housing are separate. 
This arrangement results in a par-
ticuarly low height – an advan-
tage in rooms with low ceilings or 
shop windows. There are two  sizes 
available for different wattages. 
The black anti- glare ring improves 
the visual comfort.

Opton for track

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Floodlights
The oval flood 
Spherolit reflec-
tor has a wide-
beam,  axially 
symmetrical 
light distribu-
tion, producing 
an  oval- shaped 
beam with a 
beam angle of 
approx. 30° to 
approx. 90°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Spherolit 
wallwashers
In terms of its 
basic dimensions, 
the innovative 
Spherolit reflec-
tor wallwash is 
the same as other 
spotlight reflec-
tors. A Softec lens 
ensures soft tran-
sitions to the 
beam.

Hinge
Opton  luminaires 
have a  precise, 
self- locking hinge  
with an exception-
ally wide range 
of tilt: they can 
be tilted up to 
90° and rotated 
through 360°.

Lamp replace-
ment
Lamp replace-
ment is simplified 
as the anti- glare 
ring and reflec-
tor form a unit 
which is com-
pletely remov-
able. In the ver-
sions for metal 
halide lamps, this 
means that the 
reflector’s lamp 
aperture is opti-

mised for maxi-
mum luminous 
flux.

Spherolit 
 reflectors
The  innovative 
and patented 
Spherolit reflec-
tors are  ideal for 
creating  brilliant 
light with a 
 highly uniform 
progression of 
brightness across 
the beam. The 
surfaces of these 
reflectors con-
sist of computer-  
calculated, spher-
ically domed 
facets.

Beam characteristics with Spherolit reflectors for HIT

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 118

72629.000 White (RAL9002)
72631.000 Silver
LED 9W 720lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
7°

1 28469 0.12
2 7117 0.24
3 3163 0.37
4 1779 0.49
5 1139 0.61

72628.000 White (RAL9002)
72630.000 Silver
LED 9W 580lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
7°

1 22934 0.12
2 5733 0.24
3 2548 0.37
4 1433 0.49
5 917 0.61

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 118

72633.000 White (RAL9002)
72635.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
14°

1 12691 0.25
2 3173 0.49
3 1410 0.74
4 793 0.98
5 508 1.23

72632.000 White (RAL9002)
72634.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
14°

1 10223 0.25
2 2556 0.49
3 1136 0.74
4 639 0.98
5 409 1.23

72637.000 White (RAL9002)
72639.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
27°

1 4207 0.48
2 1052 0.96
3 467 1.44
4 263 1.92
5 168 2.40

72636.000 White (RAL9002)
72638.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
27°

1 3389 0.48
2 847 0.96
3 377 1.44
4 212 1.92
5 136 2.40

72641.000 White (RAL9002)
72643.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
46°

1 1437 0.85
2 359 1.70
3 160 2.55
4 90 3.40
5 57 4.24

72640.000 White (RAL9002)
72642.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
46°

1 1158 0.85
2 289 1.70
3 129 2.55
4 72 3.40
5 46 4.24

Opton Spotlight with LED
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 118

72653.000 White (RAL9002)
72655.000 Silver
LED 20W 1620lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
6°

1 65196 0.10
2 16299 0.21
3 7244 0.31
4 4075 0.42
5 2608 0.52

72652.000 White (RAL9002)
72654.000 Silver
LED 20W 1305lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
6°

1 52519 0.10
2 13130 0.21
3 5835 0.31
4 3282 0.42
5 2101 0.52

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 118

72657.000 White (RAL9002)
72659.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
15°

1 19659 0.26
2 4915 0.53
3 2184 0.79
4 1229 1.05
5 786 1.32

72656.000 White (RAL9002)
72658.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
15°

1 15837 0.26
2 3959 0.53
3 1760 0.79
4 990 1.05
5 633 1.32

72661.000 White (RAL9002)
72663.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
29°

1 6613 0.52
2 1653 1.03
3 735 1.55
4 413 2.07
5 265 2.59

72660.000 White (RAL9002)
72662.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
29°

1 5327 0.52
2 1332 1.03
3 592 1.55
4 333 2.07
5 213 2.59

72665.000 White (RAL9002)
72667.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
50°

1 2357 0.93
2 589 1.87
3 262 2.80
4 147 3.73
5 94 4.66

72664.000 White (RAL9002)
72666.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
50°

1 1899 0.93
2 475 1.87
3 211 2.80
4 119 3.73
5 76 4.66

Opton Spotlight with LED
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°. Scale for setting
the angle of tilt.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Accessories page 118

72677.000 White (RAL9002) DALI
72679.000 Silver DALI
LED 20W 1620lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
6°

1 65196 0.10
2 16299 0.21
3 7244 0.31
4 4075 0.42
5 2608 0.52

72676.000 White (RAL9002) DALI
72678.000 Silver DALI
LED 20W 1305lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
6°

1 52519 0.10
2 13130 0.21
3 5835 0.31
4 3282 0.42
5 2101 0.52

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°. Scale for setting
the angle of tilt.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Accessories page 118

72681.000 White (RAL9002) DALI
72683.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
15°

1 19659 0.26
2 4915 0.53
3 2184 0.79
4 1229 1.05
5 786 1.32

72680.000 White (RAL9002) DALI
72682.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
15°

1 15837 0.26
2 3959 0.53
3 1760 0.79
4 990 1.05
5 633 1.32

72685.000 White (RAL9002) DALI
72687.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
29°

1 6613 0.52
2 1653 1.03
3 735 1.55
4 413 2.07
5 265 2.59

72684.000 White (RAL9002) DALI
72686.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
29°

1 5327 0.52
2 1332 1.03
3 592 1.55
4 333 2.07
5 213 2.59

72689.000 White (RAL9002) DALI
72691.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
50°

1 2357 0.93
2 589 1.87
3 262 2.80
4 147 3.73
5 94 4.66

72688.000 White (RAL9002) DALI
72690.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
50°

1 1899 0.93
2 475 1.87
3 211 2.80
4 119 3.73
5 76 4.66

Opton Spotlight with LED and DALI adapter
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°. Scale for setting
the angle of tilt.
Electronic control gear, plug and play
connectivity for ERCO RGBW vary-
chrome colour mixing.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Highly reflective colour
mixer. Collimating lens made of optical
polymer.
Frame: plastic, black.

Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012
Accessories page 118

72704.000 White (RAL9002)
RGBW DALI
72705.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, spot
Colour compensation for precise light
colour.

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
17°

1 1339 0.30
2 335 0.60
3 149 0.90
4 84 1.20
5 54 1.49

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

72706.000 White (RAL9002)
RGBW DALI
72707.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, flood
Colour compensation for precise light
colour.

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
32°

1 599 0.57
2 150 1.15
3 67 1.72
4 37 2.29
5 24 2.87

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

72708.000 White (RAL9002)
RGBW DALI
72709.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, wide flood
Colour compensation for precise light
colour.

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
52°

1 266 0.98
2 67 1.95
3 30 2.93
4 17 3.90
5 11 4.88

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Opton Spotlight for metal halide lamps

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: plastic, black.
Accessories page 118

72722.000 White (RAL9002) ECG
72728.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, narrow spot

Weight 0.78kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
8°

1 26136 0.14
2 6534 0.28
3 2904 0.42
4 1634 0.56
5 1045 0.70

Opton Spotlight RGBW varychrome LED with DALI adapter
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72723.000 White (RAL9002) ECG
72729.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, spot

Weight 0.78kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 12227 0.26
2 3057 0.53
3 1359 0.79
4 764 1.05
5 489 1.32

72724.000 White (RAL9002) ECG
72730.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, flood

Weight 0.78kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 3209 0.57
2 802 1.15
3 357 1.72
4 201 2.29
5 128 2.87

72725.000 White (RAL9002) ECG
72731.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, wide flood

Weight 0.78kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
43°

1 1638 0.79
2 410 1.58
3 182 2.36
4 102 3.15
5 66 3.94

72734.000 White (RAL9002) ECG
72740.000 Silver ECG
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Weight 0.88kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
8°

1 49368 0.14
2 12342 0.28
3 5485 0.42
4 3086 0.56
5 1975 0.70

72735.000 White (RAL9002) ECG
72741.000 Silver ECG
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Weight 0.88kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 23096 0.26
2 5774 0.53
3 2566 0.79
4 1444 1.05
5 924 1.32

72736.000 White (RAL9002) ECG
72742.000 Silver ECG
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Weight 0.88kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
32° 32°

1 6062 0.57 0.57
2 1515 1.15 1.15
3 674 1.72 1.72
4 379 2.29 2.29
5 242 2.87 2.87

72737.000 White (RAL9002) ECG
72743.000 Silver ECG
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, wide flood

Weight 0.88kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
43°

1 3095 0.79
2 774 1.58
3 344 2.36
4 193 3.15
5 124 3.94

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: plastic, black.
Accessories page 119

72710.000 White (RAL9002) ECG
72716.000 Silver ECG
HIT-CE 50W G12 5400lm
Spherolit reflector, narrow spot

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
7°

1 98888 0.12
2 24722 0.24
3 10988 0.37
4 6180 0.49
5 3956 0.61

72711.000 White (RAL9002) ECG
72717.000 Silver ECG
HIT-CE 50W G12 5400lm
Spherolit reflector, spot

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
16°

1 31427 0.28
2 7857 0.56
3 3492 0.84
4 1964 1.12
5 1257 1.41

72712.000 White (RAL9002) ECG
72718.000 Silver ECG
HIT-CE 50W G12 5400lm
Spherolit reflector, flood

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
27°

1 12039 0.48
2 3010 0.96
3 1338 1.44
4 752 1.92
5 482 2.40

Opton Spotlight for metal halide lamps
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72713.000 White (RAL9002) ECG
72719.000 Silver ECG
HIT-CE 50W G12 5400lm
Spherolit reflector, wide flood

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
46°

1 4765 0.85
2 1191 1.70
3 529 2.55
4 298 3.40
5 191 4.24

72602.000 White (RAL9002) ECG
72616.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
9°

1 97366 0.16
2 24342 0.31
3 10818 0.47
4 6085 0.63
5 3895 0.79

72603.000 White (RAL9002) ECG
72617.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
16°

1 41149 0.28
2 10287 0.56
3 4572 0.84
4 2572 1.12
5 1646 1.41

72604.000 White (RAL9002) ECG
72618.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
28°

1 16528 0.50
2 4132 1.00
3 1836 1.50
4 1033 1.99
5 661 2.49

72605.000 White (RAL9002) ECG
72619.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
49°

1 6189 0.91
2 1547 1.82
3 688 2.73
4 387 3.65
5 248 4.56

Opton Spotlight for metal halide lamps
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Opton Accessories
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70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

70647.000
Food filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

74434.000
74458.000
Interference
colour filter
Night blue

70607.000
70609.000
Anti-glare frame
Plastic, black.

70620.000
70621.000
Filter holder
Plastic, black.
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Frame: plastic, black.

Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 123

72645.000 White (RAL9002)
72647.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
57° 17°

1 2393 1.09 0.30
2 598 2.17 0.60
3 266 3.26 0.90
4 150 4.34 1.20
5 96 5.43 1.49

72644.000 White (RAL9002)
72646.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 0.73kg
LMF E

LED

h(m) E(lx) D(m)
57° 17°

1 1928 1.09 0.30
2 482 2.17 0.60
3 214 3.26 0.90
4 120 4.34 1.20
5 77 5.43 1.49

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Frame: plastic, black.

Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 123

72669.000 White (RAL9002)
72671.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
59° 17°

1 4510 1.13 0.30
2 1127 2.26 0.60
3 501 3.39 0.90
4 282 4.53 1.20
5 180 5.66 1.49

72668.000 White (RAL9002)
72670.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
59° 17°

1 3633 1.13 0.30
2 908 2.26 0.60
3 404 3.39 0.90
4 227 4.53 1.20
5 145 5.66 1.49

Opton Floodlight with LED
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°. Scale for setting
the angle of tilt.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Frame: plastic, black.
Accessories page 123

72693.000 White (RAL9002) DALI
72695.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
59° 17°

1 4510 1.13 0.30
2 1127 2.26 0.60
3 501 3.39 0.90
4 282 4.53 1.20
5 180 5.66 1.49

72692.000 White (RAL9002) DALI
72694.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
59° 17°

1 3633 1.13 0.30
2 908 2.26 0.60
3 404 3.39 0.90
4 227 4.53 1.20
5 145 5.66 1.49

Opton Floodlight RGBW varychrome LED with DALI adapter

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°. Scale for setting
the angle of tilt.
Electronic control gear, plug and play
connectivity for ERCO RGBW vary-
chrome colour mixing.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Highly reflective col-
our mixer. Collimating lens made of
optical polymer. Lens mountable turned
through 90°.

Frame: plastic, black.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012

72700.000 White (RAL9002)
RGBW DALI
72701.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, oval flood
Colour compensation for precise light
colour.

Weight 1.17kg
LMF E

LED

h(m) E(lx) D(m)
62° 23°

1 380 1.20 0.41
2 95 2.40 0.81
3 42 3.61 1.22
4 24 4.81 1.63
5 15 6.01 2.03

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Opton Floodlight with LED and DALI adapter
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Accessories page 123

72726.000 White (RAL9002) ECG
72732.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, oval flood

Weight 0.78kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
79° 42°

1 1083 1.65 0.77
2 271 3.30 1.54
3 120 4.95 2.30
4 68 6.59 3.07
5 43 8.24 3.84

72738.000 White (RAL9002) ECG
72744.000 Silver ECG
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, oval flood

Weight 0.88kg
LMF D

HIT-TC-CE

h(m) E(lx) D(m)
79° 42°

1 2046 1.65 0.77
2 511 3.30 1.54
3 227 4.95 2.30
4 128 6.59 3.07
5 82 8.24 3.84

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Accessories page 123

72714.000 White (RAL9002) ECG
72720.000 Silver ECG
HIT-CE 50W G12 5400lm
Spherolit reflector, oval flood

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
79° 39°

1 3405 1.65 0.71
2 851 3.30 1.42
3 378 4.95 2.12
4 213 6.59 2.83
5 136 8.24 3.54

72606.000 White (RAL9002) ECG
72620.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, oval flood

Weight 1.19kg
LMF D

HIT-CE

h(m) E(lx) D(m)
80° 42°

1 4619 1.68 0.77
2 1155 3.36 1.54
3 513 5.03 2.30
4 289 6.71 3.07
5 185 8.39 3.84

Opton Floodlight for metal halide lamps
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70688.000
77198.000
UV filter

70607.000
70609.000
Anti-glare frame
Plastic, black.

70620.000
70621.000
Filter holder
Plastic, black.

Opton Lens wallwasher with LED

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 125

72649.000 White (RAL9002)
72651.000 Silver
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 0.73kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 233 187 157 131

72648.000 White (RAL9002)
72650.000 Silver
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 0.73kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 188 150 126 106

Opton Accessories
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 125

72673.000 White (RAL9002)
72675.000 Silver
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 1.17kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.00
Illuminance En (lx) 174 149 141 124

72672.000 White (RAL9002)
72674.000 Silver
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 1.17kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.00
Illuminance En (lx) 140 120 114 100

Opton Lens wallwasher with LED and DALI adapter

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°. Scale for setting
the angle of tilt.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, black.
Accessories page 125

72697.000 White (RAL9002) DALI
72699.000 Silver DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 1.17kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.00
Illuminance En (lx) 174 149 141 124

72696.000 White (RAL9002) DALI
72698.000 Silver DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 1.17kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.00
Illuminance En (lx) 142 122 114 100

Opton Lens wallwasher with LED
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°. Scale for setting
the angle of tilt.
Electronic control gear, plug and play
connectivity for ERCO RGBW vary-
chrome colour mixing.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Highly reflective colour
mixer. Collimating lens made of optical
polymer.
Frame: plastic, black.

Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012
Accessories see below

72702.000 White (RAL9002)
RGBW DALI
72703.000 Silver RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, wallwash
Colour compensation for precise light
colour.

Weight 1.17kg
LMF E

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Opton Accessories

70
60

8.0
00

70
61

0.0
00

72648.000 •
72649.000 •
72650.000 •
72651.000 •
72672.000 •
72673.000 •
72674.000 •
72675.000 •
72696.000 •
72697.000 •
72698.000 •
72699.000 •
72702.000 •
72703.000 •

70608.000
70610.000
Anti-glare frame
Plastic, black.

Opton Lens wallwasher RGBW varychrome LED with DALI adapter
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Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.

72727.000 White (RAL9002) ECG
72733.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, wallwash

Weight 0.78kg
LMF D

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25
Luminaire spacing (m) 1.00 1.25
Illuminance En (lx) 191 130

72739.000 White (RAL9002) ECG
72745.000 Silver ECG
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, wallwash

Weight 0.88kg
LMF D

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.50 1.75
Luminaire spacing (m) 1.25 1.50 1.75
Illuminance En (lx) 243 180 136

Light head: cast aluminium, powder-
coated. 0°-90° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter. Scale for setting
the angle of tilt.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.

72715.000 White (RAL9002) ECG
72721.000 Silver ECG
HIT-CE 50W G12 5400lm
Spherolit reflector, wallwash

Weight 1.19kg
LMF D

HIT-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.25
Illuminance En (lx) 219 176 155 128

72607.000 White (RAL9002) ECG
72621.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Weight 1.19kg
LMF D

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 8.0
Offset from wall (m) 1.75 1.75 2.00
Luminaire spacing (m) 1.75 2.00 2.00
Illuminance En (lx) 225 198 182

Opton Spherolit wallwasher for metal halide lamps
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The Logotec range of spotlights 
excels due to efficient  lighting 
technology, a clear use of forms, 
a sturdy design and excellent 
user- friendliness. The  innovative 
Spherolit technology has  resulted 
in highly uniform light beams with 
a slightly soft edge and a high 
light output ratio. The  Logotec 
system concept is  particularly 
optimised for the requirements  
of sales area lighting and is a 
cost- efficient option for effec-
tive planning and design. The 
modular Spherolit technology 
allows tool- free exchange of the 
 lenses, offering different charac-
teristics  suiting various  lighting 
tasks.  Logotec is also available as 
recessed spotlight for lighting 
solutions that are integrated into 
the ceiling.

Logotec for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

LED
4.5W -  13W
290lm -  1080lm
Narrow spot, spot, flood, wide flood

Low- voltage halogen lamps
50W -  100W
1200lm -  2200lm
Narrow spot, spot, flood, wide flood
Optional: DALI

High- pressure discharge lamps
20W -  70W
1000lm -  7750lm
Narrow spot, spot, flood, wide flood
Optional: DALI

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Spherolit wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm
Optional: DALI

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
13W
870lm -  1080lm

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm
Optional: DALI

LED
13W
870lm -  1080lm
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LED technology
The quality of the optical sys-
tems has a major influence on 
the overall efficiency of an LED. 
To produce directed light, ERCO 
therefore uses optical projection 
systems that have been designed 
and built in- house. A collimating 
lens, as a secondary lens, forms 
the interface between the LED 
lens on the printed circuit board 
and the interchangeable Spherolit 
lens acting as the tertiary lens. 
This system design gives the user 
of ERCO luminaires a unique vari-
ety of light distributions for pro-
fessional lighting design applica-
tions. Decades of experience in 
injection- moulded polymers 
ensure the highest quality  levels 
from our in- house production 
plant.

Tertiary lens
After focusing 
the beam, it is the 
Spherolit tertiary 
lens that then 
determines the 
light distribution. 
This ranges from 
narrow beams 
to wide beams 
and also includes 
asymmetric light 
distributions for 
vertical illumi-
nance.

Secondary lens
As the second-
ary lens, the col-
limator aligns 
the rays of light 
into a parallel 
beam, enabling 
different ter-
tiary  lenses to be 
added.

Primary lens
The primary 
lens is  mounted 
directly on the 
LED chip and 
 produces a hemi-
spherical beam 
emission.

ERCO LED module

ERCO collimator

ERCO Spherolit lens

Narrow spot
Used to accen-
tuate small 
objects with high 
light  intensity  
or to project  
over greater dis-
tances between 
the luminaire  
and the  target 
object. Beam 
angle: < 10°.

Spot
This is the stand-
ard character-
istic for accent 
lighting for 
objects of all 
kinds,  especially 
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Characteristics with Spherolit lenses

Logotec for track
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Logotec  for track

Spherolit lens 
identification
To identify the 
various ter-
tiary lenses, the 
name of the light 
 distribution is 
inscribed around 
the edge of each 
Spherolit lens.

Narrow spot
The two large col-
limators behind 
the Spherolit lens 
are characteristic 
for the Logotec 
LED spotlights 
with the narrow 
spot optical sys-
tem. The control 
gear is housed in 
the lower section.

Oval flood
The axially sym-
metrical  surface 
structure of 
the oval flood 
Spherolit lens 
gives a character-
istic appearance 
to the floodlight. 
The outline of six 
high- power LEDs 
with collimators  
is visible behind 
the Spherolit lens.

With the product 
range of Logotec 
LED spotlights 
and recessed 
 spotlights, a uni-
form solution 
can be found for 
complex lighting 
tasks that com-
bine accent light-
ing, floodlighting 
and vertical illu-
minance.

Dimming on  
the spotlight
Logotec LED 
spotlights can be 
dimmed in two 
ways, which can 
also be combined. 
Firstly, every 
luminaire has an 
 integrated poten-
tiometer to adjust 
the luminous 
flux pre cisely and 
individually.

Dimming a 
 circuit
Secondly, ERCO’s 
newly  developed 
control gear for 
the Logotec LED 
spotlights can 
also be  operated 
by external trail-
ing- edge dim-
mers. This makes 
them  ideal for an 
energy-  efficient 
renovation of 

existing light-
ing installa-
tions which are 
equipped with 
this widely used 
dimmer tech-
nology.

Heat manage-
ment
ERCO places 
 particular impor-
tance on heat 
management. This 
ensures that LED 
 modules oper-
ate within their 
safe temperature 
range, achiev-
ing rated life and 
output for the 

specified power 
throughout their 
entire  operational 
life.

Efficient 
 Spherolit lenses
The new LED wall-
washer technology 
with a wallwash 
Spherolit lens 
 produces double 
the illuminance 
 levels achieved 
with  conventional 
Spherolit wall-
washers.

LED lens 
wallwashers
With wallwash 
Spherolit lens. 
Light output  
ratio (LOR): 
approx. 80%

LOR

Note:
Logotec recessed 
spotlights begin 
on page 378.
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Design
The clean lines of the Logotec 
lumi naires emphasise their essen-
tial character as particularly eco-
nomical and uncomplicated light-
ing tools. They are, nevertheless, 
uncompromisingly designed in 
terms of lighting quality, function-
ality and durability. The balanced 
proportions and neutral, smooth-
surfaced design mean that the 
compact housings are ideal for 
every ambience. The sturdy hinges, 
powder- coated, cast- aluminium 
bracket and housing make Logotec 
a valuable investment.

Logotec  for track

Narrow spot
To cover  smaller 
objects with high 
illuminance or 
to cover consid-
erable  distances 
 between lumi-
naire and object. 
Beam angle < 10°.

Spot
The standard 
characteristic for 
accentuating all 
kinds of objects, 
especially for 
bringing out the 
three-  dimensional 
shape. Beam 
angle 10°–20°.

Flood
For efficient 
accent light on 
larger objects or 
for wider spread 
lighting of areas 
of a room. Beam 
angle 25°–35°.

Floodlights
The Spherolit 
reflector oval 
flood has a wide-
beam,  axially 
symmetrical 
light distribu-
tion,  producing 
an oval- shaped 
beam with a 
beam angle of 
approx. 30° to 
approx. 90°.

Wide flood
To provide flex-
ible floodlighting 
for surfaces and 
room areas, spe-
cifically for the 
presentation of 
merchandise. 
Beam angle > 45°.

Spherolit 
wallwashers
In terms of its 
basic dimensions, 
the innovative 
Spherolit reflec-
tor wallwash is 
the same as other 
spotlight reflec-
tors. A Softec lens 
ensures soft tran-
sitions to the 
beam.

Joint and 
 bracket
Logotec lumi-
naires have robust 
mechanisms and a 
particularly wide 
range of tilt: they 
can be  tilted up to 
90° and rotated 
through 360°. The 
track adapter and 
housing are elec-

Lamp 
 replacement
Lamp replace-
ment is simplified 
as the anti- glare 
ring and reflec-
tor form a unit 
which is com-
pletely removable. 
In the versions 
for metal halide 
lamps, this means 
that the reflec-
tor’s lamp aper-

ture is optimised 
for maximum 
luminous flux.

trically connected 
using an exposed 
cable.

Spherolit
reflectors
The innova-
tive, patented 
 Spherolit reflec-
tors are ideal for 
the creation of 
brilliant light with 
an evenly distrib-
uted brightness 
pattern. Their sur-
faces consist of 
computer- calcu-
lated, spherically 
domed segments.

Anti- glare ring
The black  plastic 
anti- glare ring  
provides  optimum 
visual comfort. 
Together with the 
reflector, it forms 
a single unit that 
attaches to the 
spotlight housing  
with a bayonet 
fixing.
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket
rotatable through 360° on 3-circuit
adapter.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 137

72521.000 White (RAL9002)
72523.000 Silver
LED 4.5W 360lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
7°

1 18635 0.12
2 4659 0.24
3 2071 0.37
4 1165 0.49
5 745 0.61

72520.000 White (RAL9002)
72522.000 Silver
LED 4.5W 290lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
7°

1 15012 0.12
2 3753 0.24
3 1668 0.37
4 938 0.49
5 600 0.61

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket
rotatable through 360° on 3-circuit
adapter.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 137

72505.000 White (RAL9002)
72515.000 Silver
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, spot

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
15°

1 11864 0.26
2 2966 0.53
3 1318 0.79
4 742 1.05
5 475 1.32

72500.000 White (RAL9002)
72510.000 Silver
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, spot

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
15°

1 9557 0.26
2 2389 0.53
3 1062 0.79
4 597 1.05
5 382 1.32

72506.000 White (RAL9002)
72516.000 Silver
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, flood

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
27°

1 4083 0.48
2 1021 0.96
3 454 1.44
4 255 1.92
5 163 2.40

72501.000 White (RAL9002)
72511.000 Silver
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, flood

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
27°

1 3289 0.48
2 822 0.96
3 365 1.44
4 206 1.92
5 132 2.40

72507.000 White (RAL9002)
72517.000 Silver
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
46°

1 1424 0.85
2 356 1.70
3 158 2.55
4 89 3.40
5 57 4.24

72502.000 White (RAL9002)
72512.000 Silver
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wide flood

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
46°

1 1147 0.85
2 287 1.70
3 127 2.55
4 72 3.40
5 46 4.24

Logotec Spotlight with LED
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised.
Anti-glare ring: plastic, black.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 137

72402.000 White (RAL9002)
72452.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, narrow spot
Anti-glare cap

Weight 0.80kg
LMF C
0 q6pig

QT12-ax-RE

h(m) E(lx) D(m)
10°

1 13308 0.17
2 3327 0.35
3 1479 0.52
4 832 0.70
5 532 0.87

72403.000 White (RAL9002)
72453.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, spot
Anti-glare cap

Weight 0.80kg
LMF C
0 q6pig

QT12-ax-RE

h(m) E(lx) D(m)
15°

1 7059 0.26
2 1765 0.53
3 784 0.79
4 441 1.05
5 282 1.32

72404.000 White (RAL9002)
72454.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, flood
Anti-glare cap

Weight 0.80kg
LMF C
0 q6pig

QT12-ax-RE

h(m) E(lx) D(m)
31°

1 1884 0.55
2 471 1.11
3 209 1.66
4 118 2.22
5 75 2.77

72405.000 White (RAL9002)
72455.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, wide flood

Weight 0.80kg
LMF C
0 q6pig

QT12-ax-RE

h(m) E(lx) D(m)
43°

1 1216 0.79
2 304 1.58
3 135 2.36
4 76 3.15
5 49 3.94

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Anti-glare ring: plastic, black. Softec
lens.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 137

72400.000 White (RAL9002)
72450.000 Silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.85kg
LMF E
0 q6pig

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 13500 0.17
2 3375 0.35
3 1500 0.52
4 844 0.70
5 540 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1287 1.15
2 322 2.31
3 143 3.46
4 80 4.62
5 51 5.77

Logotec Spotlight with transadapter for low-voltage halogen lamps
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised.
Anti-glare ring: plastic, black.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 138

72414.000 White (RAL9002)
72464.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap

Weight 1.45kg
LMF C
0 q6pig

QT12-ax

h(m) E(lx) D(m)
7°

1 58375 0.12
2 14594 0.24
3 6486 0.37
4 3648 0.49
5 2335 0.61

72415.000 White (RAL9002)
72465.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap

Weight 1.45kg
LMF C
0 q6pig

QT12-ax

h(m) E(lx) D(m)
15°

1 16765 0.26
2 4191 0.53
3 1863 0.79
4 1048 1.05
5 671 1.32

72416.000 White (RAL9002)
72466.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap

Weight 1.45kg
LMF C
0 q6pig

QT12-ax

h(m) E(lx) D(m)
28°

1 5194 0.50
2 1298 1.00
3 577 1.50
4 325 1.99
5 208 2.49

72417.000 White (RAL9002)
72467.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood

Weight 1.45kg
LMF C
0 q6pig

QT12-ax

h(m) E(lx) D(m)
47°

1 2105 0.87
2 526 1.74
3 234 2.61
4 132 3.48
5 84 4.35

Logotec Spotlight with DALI transadapter for low-voltage halogen lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°.
ERCO DALI Transadapter for DALI
track: plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector: aluminium, silver, mirror-
finish anodised.
Anti-glare ring: plastic, black.
Accessories page 138

72420.000 White (RAL9002) DALI
72470.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap

Weight 1.70kg
LMF C
0 q6pg

QT12-ax

h(m) E(lx) D(m)
7°

1 58375 0.12
2 14594 0.24
3 6486 0.37
4 3648 0.49
5 2335 0.61

72421.000 White (RAL9002) DALI
72471.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap

Weight 1.70kg
LMF C
0 q6pg

QT12-ax

h(m) E(lx) D(m)
15°

1 16765 0.26
2 4191 0.53
3 1863 0.79
4 1048 1.05
5 671 1.32

Logotec Spotlight with transadapter for low-voltage halogen lamps
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72422.000 White (RAL9002) DALI
72472.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap

Weight 1.70kg
LMF C
0 q6pg

QT12-ax

h(m) E(lx) D(m)
28°

1 5194 0.50
2 1298 1.00
3 577 1.50
4 325 1.99
5 208 2.49

72423.000 White (RAL9002) DALI
72473.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood

Weight 1.70kg
LMF C
0 q6pg

QT12-ax

h(m) E(lx) D(m)
47°

1 2105 0.87
2 526 1.74
3 234 2.61
4 132 3.48
5 84 4.35

Logotec Spotlight with transadapter for metal halide lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: plastic, black.
Accessories page 137

72408.000 White (RAL9002) ECG
72458.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, narrow spot

Weight 0.85kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
8°

1 26136 0.14
2 6534 0.28
3 2904 0.42
4 1634 0.56
5 1045 0.70

72409.000 White (RAL9002) ECG
72459.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, spot

Weight 0.85kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 12227 0.26
2 3057 0.53
3 1359 0.79
4 764 1.05
5 489 1.32

72410.000 White (RAL9002) ECG
72460.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, flood

Weight 0.85kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 3209 0.57
2 802 1.15
3 357 1.72
4 201 2.29
5 128 2.87

72411.000 White (RAL9002) ECG
72461.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, wide flood

Weight 0.85kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
43°

1 1638 0.79
2 410 1.58
3 182 2.36
4 102 3.15
5 66 3.94

Logotec Spotlight with DALI transadapter for low-voltage halogen lamps
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Anti-glare ring: plastic, black. Softec
lens.

72401.000 White (RAL9002) ECG
72451.000 Silver ECG
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Weight 0.85kg
LMF E
0 q6pg

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 8100 0.21
2 2025 0.42
3 900 0.63
4 506 0.84
5 324 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1350 0.73
2 338 1.46
3 150 2.18
4 84 2.91
5 54 3.64

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: plastic, black.
Accessories page 138

72426.000 White (RAL9002) ECG
72476.000 Silver ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, narrow spot

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
10°

1 54268 0.17
2 13567 0.35
3 6030 0.52
4 3392 0.70
5 2171 0.87

72427.000 White (RAL9002) ECG
72477.000 Silver ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, spot

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
17°

1 24407 0.30
2 6102 0.60
3 2712 0.90
4 1525 1.20
5 976 1.49

72428.000 White (RAL9002) ECG
72478.000 Silver ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, flood

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
30°

1 8602 0.54
2 2150 1.07
3 956 1.61
4 538 2.14
5 344 2.68

72429.000 White (RAL9002) ECG
72479.000 Silver ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, wide flood

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
50°

1 2948 0.93
2 737 1.87
3 328 2.80
4 184 3.73
5 118 4.66

72440.000 White (RAL9002) ECG
72490.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
9°

1 99563 0.16
2 24891 0.31
3 11063 0.47
4 6223 0.63
5 3983 0.79

72441.000 White (RAL9002) ECG
72491.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
17°

1 42476 0.30
2 10619 0.60
3 4720 0.90
4 2655 1.20
5 1699 1.49

Logotec Spotlight with transadapter for metal halide lamps
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72442.000 White (RAL9002) ECG
72492.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
29°

1 16280 0.52
2 4070 1.03
3 1809 1.55
4 1018 2.07
5 651 2.59

72443.000 White (RAL9002) ECG
72493.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
50°

1 5842 0.93
2 1461 1.87
3 649 2.80
4 365 3.73
5 234 4.66

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Anti-glare ring: plastic, black.

72438.000 White (RAL9002) ECG
72488.000 Silver ECG
HIR111-CE-P 35W GX8,5 10°
HIR111-CE-P 35W GX8,5 40°

Weight 1.80kg
LMF D
0 q6pg

HIR111-CE-P

h(m) E(lx) D(m)
10°

1 35000 0.17
2 8750 0.35
3 3889 0.52
4 2187 0.70
5 1400 0.87

HIR111-CE-P

h(m) E(lx) D(m)
40°

1 4000 0.73
2 1000 1.46
3 444 2.18
4 250 2.91
5 160 3.64

72439.000 White (RAL9002) ECG
72489.000 Silver ECG
HIR111-CE-P 70W GX8,5 10°
HIR111-CE-P 70W GX8,5 40°

Weight 1.80kg
LMF D
0 q6pg

HIR111-CE-P

h(m) E(lx) D(m)
10°

1 50000 0.17
2 12500 0.35
3 5556 0.52
4 3125 0.70
5 2000 0.87

HIR111-CE-P

h(m) E(lx) D(m)
40°

1 6500 0.73
2 1625 1.46
3 722 2.18
4 406 2.91
5 260 3.64

Logotec Spotlight with DALI transadapter for metal halide lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: plastic, black.
Accessories page 138

72432.000 White (RAL9002) ECG DALI
72482.000 Silver ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, narrow spot

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
10°

1 54268 0.17
2 13567 0.35
3 6030 0.52
4 3392 0.70
5 2171 0.87

Logotec Spotlight with transadapter for metal halide lamps
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72433.000 White (RAL9002) ECG DALI
72483.000 Silver ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, spot

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
17°

1 24407 0.30
2 6102 0.60
3 2712 0.90
4 1525 1.20
5 976 1.49

72434.000 White (RAL9002) ECG DALI
72484.000 Silver ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, flood

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
30°

1 8602 0.54
2 2150 1.07
3 956 1.61
4 538 2.14
5 344 2.68

72435.000 White (RAL9002) ECG DALI
72485.000 Silver ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, wide flood

Weight 1.80kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
50°

1 2948 0.93
2 737 1.87
3 328 2.80
4 184 3.73
5 118 4.66

Logotec Accessories
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72400.000 • •
72402.000 • • • • • • • • •
72403.000 • • • • • • • • •
72404.000 • •
72405.000 • •
72408.000 • • • • • • • • • •
72409.000 • • • • • • • • • •
72410.000 • • •
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72461.000 • • •

Logotec Spotlight with DALI transadapter for metal halide lamps
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72414.000 • • • • • • • • •
72415.000 • • • • • • • • •
72416.000 • •
72417.000 • •
72420.000 • • • • • • • • •
72421.000 • • • • • • • • •
72422.000 • •
72423.000 • •
72426.000 • • • • • • • • • •
72427.000 • • • • • • • • • •
72428.000 • • •
72429.000 • • •
72432.000 • • • • • • • • • •
72433.000 • • • • • • • • • •
72434.000 • • •
72435.000 • • •
72440.000 • • • • • • • • • •
72441.000 • • • • • • • • • •
72442.000 • • •
72443.000 • • •
72464.000 • • • • • • • • •
72465.000 • • • • • • • • •
72466.000 • •
72467.000 • •
72470.000 • • • • • • • • •
72471.000 • • • • • • • • •
72472.000 • •
72473.000 • •
72476.000 • • • • • • • • • •
72477.000 • • • • • • • • • •
72478.000 • • •
72479.000 • • •
72482.000 • • • • • • • • • •
72483.000 • • • • • • • • • •
72484.000 • • •
72485.000 • • •
72490.000 • • • • • • • • • •
72491.000 • • • • • • • • • •
72492.000 • • •
72493.000 • • •

70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

70647.000
70648.000
Food filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

74434.000
74458.000
Interference
colour filter
Night blue

70607.000
Anti-glare frame
Plastic, black.

70620.000
70621.000
Filter holder
Plastic, black.

Logotec Accessories
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket
rotatable through 360° on 3-circuit
adapter.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).

72508.000 White (RAL9002)
72518.000 Silver
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 2058 1.06 0.33
2 514 2.13 0.67
3 229 3.19 1.00
4 129 4.25 1.34
5 82 5.32 1.67

72503.000 White (RAL9002)
72513.000 Silver
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, oval flood

Weight 0.75kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 1658 1.06 0.33
2 414 2.13 0.67
3 184 3.19 1.00
4 104 4.25 1.34
5 66 5.32 1.67

Logotec Floodlight with transadapter for low-voltage halogen lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 141

72406.000 White (RAL9002)
72456.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, oval flood

Weight 0.85kg
LMF D
0 q6pig

QT12-ax-RE

h(m) E(lx) D(m)
83° 43°

1 744 1.77 0.79
2 186 3.54 1.58
3 83 5.31 2.36
4 47 7.08 3.15
5 30 8.85 3.94

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 141

72418.000 White (RAL9002)
72468.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Weight 1.50kg
LMF D
0 q6pig

QT12-ax

h(m) E(lx) D(m)
84° 39°

1 1430 1.80 0.71
2 357 3.60 1.42
3 159 5.40 2.12
4 89 7.20 2.83
5 57 9.00 3.54

Logotec Floodlight with LED
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°.
ERCO DALI Transadapter for DALI
track: plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Accessories page 141

72424.000 White (RAL9002) DALI
72474.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Weight 1.75kg
LMF D
0 q6pg

QT12-ax

h(m) E(lx) D(m)
84° 39°

1 1430 1.80 0.71
2 357 3.60 1.42
3 159 5.40 2.12
4 89 7.20 2.83
5 57 9.00 3.54

Logotec Floodlight with transadapter for metal halide lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Accessories page 141

72412.000 White (RAL9002) ECG
72462.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, oval flood

Weight 0.90kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
79° 42°

1 1083 1.65 0.77
2 271 3.30 1.54
3 120 4.95 2.30
4 68 6.59 3.07
5 43 8.24 3.84

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Accessories page 141

72430.000 White (RAL9002) ECG
72480.000 Silver ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, oval flood

Weight 1.85kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
84° 47°

1 2054 1.80 0.87
2 514 3.60 1.74
3 228 5.40 2.61
4 128 7.20 3.48
5 82 9.00 4.35

72444.000 White (RAL9002) ECG
72494.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, oval flood

Weight 1.85kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
80° 47°

1 4015 1.68 0.87
2 1004 3.36 1.74
3 446 5.03 2.61
4 251 6.71 3.48
5 161 8.39 4.35

Logotec Floodlight with DALI transadapter for low-voltage halogen lamps
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Accessories see below

72436.000 White (RAL9002) ECG DALI
72486.000 Silver ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, oval flood

Weight 1.85kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
84° 47°

1 2054 1.80 0.87
2 514 3.60 1.74
3 228 5.40 2.61
4 128 7.20 3.48
5 82 9.00 4.35

Logotec Accessories

70
68

8.0
00

77
19

8.0
00

70
64

7.0
00

70
64

8.0
00

70
62

0.0
00

70
62

1.0
00

72406.000 • •
72412.000 • • •
72418.000 • •
72424.000 • •
72430.000 • • •
72436.000 • • •
72444.000 • • •
72456.000 • •
72462.000 • • •
72468.000 • •
72474.000 • •
72480.000 • • •
72486.000 • • •
72494.000 • • •

70688.000
77198.000
UV filter

70647.000
70648.000
Food filter

70620.000
70621.000
Filter holder
Plastic, black.

Logotec Lens wallwasher with LED

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket
rotatable through 360° on 3-circuit
adapter.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, black.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 142

72509.000 White (RAL9002)
72519.000 Silver
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wallwash

Weight 0.75kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 211 169 139 116

72504.000 White (RAL9002)
72514.000 Silver
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wallwash

Weight 0.75kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 170 136 112 93

Logotec Floodlight with DALI transadapter for metal halide lamps
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72504.000 •
72509.000 •
72514.000 •
72519.000 • 70608.000

Anti-glare frame
Plastic, black.

Logotec Spherolit wallwasher with transadapter for low-voltage halogen lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.
Use dimmers for electronic transformers
(trailing edge).

72407.000 White (RAL9002)
72457.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, wallwash

Weight 0.85kg
LMF D
0 q6pig

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 25°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 159 109 91

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.
Use dimmers for electronic transformers
(trailing edge).

72419.000 White (RAL9002)
72469.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Weight 1.50kg
LMF D
0 q6pig

QT12-ax

Mean illuminance En (wall)
Angle of tilt 23°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 219 183 162 140

Logotec Accessories
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°.
ERCO DALI Transadapter for DALI
track: plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.

72425.000 White (RAL9002) DALI
72475.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Weight 1.75kg
LMF D
0 q6pg

QT12-ax

Mean illuminance En (wall)
Angle of tilt 23°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 219 183 162 140

Logotec Spherolit wallwasher with transadapter for metal halide lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.

72413.000 White (RAL9002) ECG
72463.000 Silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, wallwash

Weight 0.90kg
LMF D
0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25
Luminaire spacing (m) 1.00 1.25
Illuminance En (lx) 191 130

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.

72431.000 White (RAL9002) ECG
72481.000 Silver ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, wallwash

Weight 1.85kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 181 145 117

72445.000 White (RAL9002) ECG
72495.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Weight 1.85kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 8.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 213 172 141

Logotec Spherolit wallwasher with DALI transadapter for low-voltage halogen lamps
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.

72437.000 White (RAL9002) ECG DALI
72487.000 Silver ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, wallwash

Weight 1.85kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 181 145 117

Logotec Spherolit wallwasher with DALI transadapter for metal halide lamps

Douglas flagship
store, Mainz. Ar-
chitect: Lewang
Architekten, Mu-
nich.
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The Cantax spotlight range com-
bines advanced lighting tech-
nology with a design to produce 
distinctive architectural accent 
lighting. For these luminaires, 
the Japanese designer  Naoto 
 Fukasawa created stylistic fea-
tures that are both elegant and 
precise whilst consisting of sim-
ple  geometrical shapes such as 
cuboids and cylinders. The spa-
tial relationships of these basic 
shapes change depending on use 
resulting in an intriguing archi-
tectural impression. Cantax with 
the Spherolit technology pro-
duces a quality of light that meets 
the highest requirements from 
upmarket residences to shops, 
restaurants and galleries. The 
Spherolit technology allows tool-
free exchange of the optical unit 
depending on the task at hand.

Cantax for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

LED
9W -  27W
580lm -  2160lm
Narrow spot, spot, flood, wide flood
Optional: DALI, varychrome

Low- voltage halogen lamps
50W -  100W
1200lm -  2200lm
Narrow spot, spot, flood, wide flood
Optional: DALI

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm
Narrow spot, spot, flood, wide flood
Optional: DALI

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
13W -  27W
870lm -  2160lm
Optional: DALI, varychrome

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm
Optional: DALI

LED
13W -  27W
870lm -  2160lm
Optional: DALI, varychrome

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm
Optional: DALI
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Cantax for track

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm
Optional: DALI

Spherolit wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

DREIPUNKT  
furniture show-
room, Cologne. 
Architect: Bernd 
Schellenberg 
(DREIPUNKT Inter-
national). Lighting 
design: Stephan 
Haubner, Wesen-
licht, Stuttgart.
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Cantax for track

The specially  
designed joints  
of Cantax guar-
antee lasting pre-
cision, effortless 
alignment and 
a secure fit. The 
end positions are 
defined by stops.

Cantax design
The design of Cantax is character-
ised by a reduction to cubic and 
cylindrical forms, clear lines and 
a flat shape. The concept  devised 
by designer Naoto  Fukasawa 
distinctly embodies the Japa-
nese tradition with its minimal-
ist  approach and precision. The 
light head and bracket are flush 
with the transadapter for track 
mounting. 

Coloured light
For use with 
DALI- compati-
ble varychrome 
RGBW technol-
ogy luminaires, 
Light Studio fea-
tures a colour 
wheel  providing 
an intuitive and 
interactive means 
of selecting the 
light colours. 
The colour effect 
depends less on 

the illuminance 
than on colour 
saturation and 
different colour 
contrasts.

Colour 
 temperature
Light Clients with 
the RGBW LED 
module are dis-
played in Light 
Studio with the 
varychrome 
RGBW attribute. 
The colour tem-
perature can be 
infinitely  adjusted 

Varychrome 
RGBW
The modules of 
the varychrome 
RGBW luminaires 
consist of a com-
bination of warm 
white and col-
oured LEDs. This 
allows for excel-
lent colour ren-
dering and infi-
nite adjustment 
of the colour 
temperature. 

over a wide range 
using the relevant 
slider control in 
the software.

LED, 27W
Luminous flux 1740lm
Luminous efficacy 64lm/W
Illuminance 3m 1609lx
Beam diameter 0.79m
Efficiency 60lx/W

QT12- ax, 100W
Luminous flux 2200lm
Luminous efficacy 22lm/W
Illuminance 3m 1745lx 
Beam diameter 0.74m
Efficiency 17lx/W
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Cantax for track

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Efficient 
 Spherolit lenses
With a light out-
put ratio (LOR) 
of  approximately 
80%, LED wall-
washers with 
Spherolit  lenses 
are twice as effi-
cient as lens 
wall washers with 
 conventional 
lamps (approx. 
40%).

Heat manage-
ment
ERCO places 
 particular impor-
tance on heat 
management. This 
ensures that LED 
 modules oper-
ate within their 
safe temperature 
range, achiev-
ing rated life and 
output for the 

specified power 
throughout their 
entire  operational 
life.

Dimming via 
circuit
In addition, 
ERCO’s newly 
developed con-
trol gear for 
the Cantax LED 
 spotlights can 
also be  operated 
by  external 
 trailing- edge 
dimmers. This 
makes them 

ideal for an 
 energy- efficient 
renovation of 
existing light-
ing installa-
tions which are 
equipped with 
this widely  
used dimmer 
technology.

Dimming on  
the spotlight
Cantax LED 
 spotlights can 
be dimmed in 
two ways, which 
can also be com-
bined. Firstly, 
 every luminaire 
has an integrated 
 potentiometer  
to adjust the 
luminous flux 

precisely and 
individually.

Spherolit lenses 
for LED
To ensure high 
efficiency and 
excellent  lighting 
quality, ERCO 
uses optical pro-
jection  systems 
that have been 
designed and 
built in- house. 
The  collimating 
lenses act as a 
 secondary optical 
interface  between 

the LED lens  
and the Spherolit 
lens, as the ter-
tiary lens. The 
Spherolit  lenses 
are  easily replaced 
without tools, 
meaning that the 
light  distribution 
patterns can be 
changed to suit 
various lighting 
tasks.
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Cantax for track

Spherolit 
 reflectors
The  innovative 
and  patented 
Spherolit reflec-
tors are  ideal 
to produce bril-
liant light with 
a  highly uniform 
brightness pat-
tern. Their sur-
faces consist of 
computer- calcu-
lated, spherically 
domed segments. 

The Spherolit 
 reflectors are 
 deployed for use 
with low- voltage 
halogen lamps 
and metal halide 
lamps.

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Floodlights
The oval flood 
Spherolit reflec-
tor has a wide-
beam,  axially 
symmetrical 
light distribu-
tion, producing 
an  oval- shaped 
beam with a 
beam angle of 
approx. 30° to 
approx. 90°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Lens 
wallwashers
The scoop- shaped 
wall washer 
attach ment is a 
 characteristic fea-
ture of the classic 
lens wall washer 
technology.

Spherolit 
wallwashers
In terms of its 
basic dimensions, 
the innovative  
Spherolit wall-
wash reflector is 
the same as  other 
spotlight reflec-
tors. A Softec 
lens replaces  
the clear safety 
glass.
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 158

75785.000 White (RAL9002)
75787.000 Black
LED 9W 720lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
6°

1 33878 0.10
2 8469 0.21
3 3764 0.31
4 2117 0.42
5 1355 0.52

75784.000 White (RAL9002)
75786.000 Black
LED 9W 580lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
6°

1 27291 0.10
2 6823 0.21
3 3032 0.31
4 1706 0.42
5 1092 0.52

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 158

75803.000 White (RAL9002)
75805.000 Black
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
14°

1 13307 0.25
2 3327 0.49
3 1479 0.74
4 832 0.98
5 532 1.23

75802.000 White (RAL9002)
75804.000 Black
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
14°

1 10720 0.25
2 2680 0.49
3 1191 0.74
4 670 0.98
5 429 1.23

75807.000 White (RAL9002)
75809.000 Black
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
27°

1 4172 0.48
2 1043 0.96
3 464 1.44
4 261 1.92
5 167 2.40

75806.000 White (RAL9002)
75808.000 Black
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
27°

1 3361 0.48
2 840 0.96
3 373 1.44
4 210 1.92
5 134 2.40

75811.000 White (RAL9002)
75813.000 Black
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
45°

1 1456 0.83
2 364 1.66
3 162 2.49
4 91 3.31
5 58 4.14

75810.000 White (RAL9002)
75812.000 Black
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
45°

1 1173 0.83
2 293 1.66
3 130 2.49
4 73 3.31
5 47 4.14

Cantax Spotlight with LED and transadapter
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 158

75823.000 White (RAL9002)
75827.000 Black
LED 20W 1620lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 1.70kg
LMF E
Ip

LED

h(m) E(lx) D(m)
8°

1 44175 0.14
2 11044 0.28
3 4908 0.42
4 2761 0.56
5 1767 0.70

75822.000 White (RAL9002)
75824.000 Black
LED 20W 1305lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 1.70kg
LMF E
Ip

LED

h(m) E(lx) D(m)
8°

1 35586 0.14
2 8896 0.28
3 3954 0.42
4 2224 0.56
5 1423 0.70

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 158

75829.000 White (RAL9002)
75833.000 Black
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
15°

1 17972 0.26
2 4493 0.53
3 1997 0.79
4 1123 1.05
5 719 1.32

75828.000 White (RAL9002)
75832.000 Black
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
15°

1 14477 0.26
2 3619 0.53
3 1609 0.79
4 905 1.05
5 579 1.32

75835.000 White (RAL9002)
75837.000 Black
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
29°

1 6095 0.52
2 1524 1.03
3 677 1.55
4 381 2.07
5 244 2.59

75834.000 White (RAL9002)
75836.000 Black
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
29°

1 4910 0.52
2 1228 1.03
3 546 1.55
4 307 2.07
5 196 2.59

75839.000 White (RAL9002)
75841.000 Black
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
50°

1 2180 0.93
2 545 1.87
3 242 2.80
4 136 3.73
5 87 4.66

75838.000 White (RAL9002)
75840.000 Black
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
50°

1 1756 0.93
2 439 1.87
3 195 2.80
4 110 3.73
5 70 4.66

Cantax Spotlight with LED and transadapter
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, with
plug and play connectivity.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Accessories page 158

75891.000 White (RAL9002) DALI
75893.000 Black DALI
LED 20W 1620lm 4000K neutral white
Version 1
Spherolit lens, narrow spot

Weight 1.75kg
LMF E
p

LED

h(m) E(lx) D(m)
8°

1 44175 0.14
2 11044 0.28
3 4908 0.42
4 2761 0.56
5 1767 0.70

75890.000 White (RAL9002) DALI
75892.000 Black DALI
LED 20W 1305lm 3000K warm white
Version 1
Spherolit lens, narrow spot

Weight 1.75kg
LMF E
p

LED

h(m) E(lx) D(m)
8°

1 35586 0.14
2 8896 0.28
3 3954 0.42
4 2224 0.56
5 1423 0.70

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, with
plug and play connectivity.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Accessories page 158

75871.000 White (RAL9002) DALI
75873.000 Black DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, spot

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
15°

1 17972 0.26
2 4493 0.53
3 1997 0.79
4 1123 1.05
5 719 1.32

75870.000 White (RAL9002) DALI
75872.000 Black DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, spot

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
15°

1 14477 0.26
2 3619 0.53
3 1609 0.79
4 905 1.05
5 579 1.32

75875.000 White (RAL9002) DALI
75877.000 Black DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, flood

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
29°

1 6095 0.52
2 1524 1.03
3 677 1.55
4 381 2.07
5 244 2.59

75874.000 White (RAL9002) DALI
75876.000 Black DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, flood

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
29°

1 4910 0.52
2 1228 1.03
3 546 1.55
4 307 2.07
5 196 2.59

75879.000 White (RAL9002) DALI
75881.000 Black DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wide flood

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
50°

1 2180 0.93
2 545 1.87
3 242 2.80
4 136 3.73
5 87 4.66

75878.000 White (RAL9002) DALI
75880.000 Black DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wide flood

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
50°

1 1756 0.93
2 439 1.87
3 195 2.80
4 110 3.73
5 70 4.66

Cantax Spotlight with LED and DALI transadapter
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, plug
and play connectivity for ERCO RGBW
varychrome colour mixing.
LED module: high-power LEDs on
metal-core PCB. Highly reflective colour
mixer. Collimating lens made of optical
polymer.
Frame: plastic, painted.
Only use with Light Server 64+, from

version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012
Accessories page 158

75594.000 White (RAL9002)
RGBW DALI
75595.000 Black RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, spot
Colour compensation for precise light
colour.

Weight 1.75kg
LMF E
p

LED

h(m) E(lx) D(m)
17°

1 1326 0.30
2 332 0.60
3 147 0.90
4 83 1.20
5 53 1.49

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

75596.000 White (RAL9002)
RGBW DALI
75597.000 Black RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, flood
Colour compensation for precise light
colour.

Weight 1.75kg
LMF E
p

LED

h(m) E(lx) D(m)
32°

1 578 0.57
2 144 1.15
3 64 1.72
4 36 2.29
5 23 2.87

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

75598.000 White (RAL9002)
RGBW DALI
75599.000 Black RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, wide flood
Colour compensation for precise light
colour.

Weight 1.75kg
LMF E
p

LED

h(m) E(lx) D(m)
52°

1 256 0.98
2 64 1.95
3 28 2.93
4 16 3.90
5 10 4.88

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Cantax Spotlight RGBW varychrome LED with DALI transadapter

UPIM department
store, Milan. Archi-
tect: UPIM/Maria
Grazia Travo,
Milan.
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Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Anti-glare cone: aluminium, inside
black. Softec lens.
Use dimmers for electronic transformers
(trailing edge).

75650.000 White (RAL9002)
75651.000 Black
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.60kg
LMF E
0 q6pig

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 13500 0.17
2 3375 0.35
3 1500 0.52
4 844 0.70
5 540 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1287 1.15
2 322 2.31
3 143 3.46
4 80 4.62
5 51 5.77

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Anti-glare cap attached to safety
glass.

Anti-glare ring: cast aluminium, inside
black.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 158

75652.000 White (RAL9002)
75657.000 Black
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, narrow spot

Weight 0.82kg
LMF D
0 q6pi

QT12-ax-RE

h(m) E(lx) D(m)
9°

1 16041 0.16
2 4010 0.31
3 1782 0.47
4 1003 0.63
5 642 0.79

75653.000 White (RAL9002)
75658.000 Black
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, spot

Weight 0.82kg
LMF D
0 q6pi

QT12-ax-RE

h(m) E(lx) D(m)
15°

1 7064 0.26
2 1766 0.53
3 785 0.79
4 441 1.05
5 283 1.32

75654.000 White (RAL9002)
75659.000 Black
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, flood

Weight 0.82kg
LMF D
0 q6pi

QT12-ax-RE

h(m) E(lx) D(m)
31°

1 1796 0.55
2 449 1.11
3 200 1.66
4 112 2.22
5 72 2.77

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Anti-glare ring: cast aluminium, inside
black.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 159

75662.000 White (RAL9002)
75667.000 Black
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap attached to safety glass.

Weight 1.55kg
LMF D
0 q6pi

QT12-ax

h(m) E(lx) D(m)
7°

1 54234 0.12
2 13559 0.24
3 6026 0.37
4 3390 0.49
5 2169 0.61

Cantax Spotlight with transadapter for low-voltage halogen lamps
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75663.000 White (RAL9002)
75668.000 Black
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap attached to safety glass.

Weight 1.55kg
LMF D
0 q6pi

QT12-ax

h(m) E(lx) D(m)
14°

1 15709 0.25
2 3927 0.49
3 1745 0.74
4 982 0.98
5 628 1.23

75664.000 White (RAL9002)
75669.000 Black
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap attached to safety glass.

Weight 1.55kg
LMF D
0 q6pi

QT12-ax

h(m) E(lx) D(m)
29°

1 4573 0.52
2 1143 1.03
3 508 1.55
4 286 2.07
5 183 2.59

75665.000 White (RAL9002)
75670.000 Black
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood
Safety glass.

Weight 1.55kg
LMF D
0 q6pi

QT12-ax

h(m) E(lx) D(m)
53°

1 1761 1.00
2 440 1.99
3 196 2.99
4 110 3.99
5 70 4.99

Cantax Spotlight with DALI transadapter for low-voltage halogen lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessories.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI
track: plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Anti-glare ring: cast aluminium, inside
black.
Accessories page 159

75672.000 White (RAL9002) DALI
75677.000 Black DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap attached to safety glass.

Weight 1.60kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
7°

1 54234 0.12
2 13559 0.24
3 6026 0.37
4 3390 0.49
5 2169 0.61

75673.000 White (RAL9002) DALI
75678.000 Black DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap attached to safety glass.

Weight 1.60kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
14°

1 15709 0.25
2 3927 0.49
3 1745 0.74
4 982 0.98
5 628 1.23

75674.000 White (RAL9002) DALI
75679.000 Black DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap attached to safety glass.

Weight 1.60kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
29°

1 4573 0.52
2 1143 1.03
3 508 1.55
4 286 2.07
5 183 2.59

75675.000 White (RAL9002) DALI
75680.000 Black DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood
Safety glass.

Weight 1.60kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
53°

1 1761 1.00
2 440 1.99
3 196 2.99
4 110 3.99
5 70 4.99

Cantax Spotlight with transadapter for low-voltage halogen lamps
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Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Safety glass.
Anti-glare ring: cast aluminium, inside
black.
Accessories page 158

75600.000 White (RAL9002) ECG
75605.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, narrow spot

Weight 0.80kg
LMF D
0 q6pi

HIT-TC-CE

h(m) E(lx) D(m)
9°

1 23122 0.16
2 5781 0.31
3 2569 0.47
4 1445 0.63
5 925 0.79

75601.000 White (RAL9002) ECG
75606.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, spot

Weight 0.80kg
LMF D
0 q6pi

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 9795 0.26
2 2449 0.53
3 1088 0.79
4 612 1.05
5 392 1.32

75602.000 White (RAL9002) ECG
75607.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, flood

Weight 0.80kg
LMF D
0 q6pi

HIT-TC-CE

h(m) E(lx) D(m)
31°

1 2837 0.55
2 709 1.11
3 315 1.66
4 177 2.22
5 113 2.77

75603.000 White (RAL9002) ECG
75608.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, wide flood

Weight 0.80kg
LMF D
0 q6pi

HIT-TC-CE

h(m) E(lx) D(m)
49°

1 1323 0.91
2 331 1.82
3 147 2.73
4 83 3.65
5 53 4.56

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Safety glass.
Anti-glare ring: cast aluminium, inside
black.
Accessories page 159

75610.000 White (RAL9002) ECG
75615.000 Black ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, narrow spot

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
7°

1 79305 0.12
2 19826 0.24
3 8812 0.37
4 4957 0.49
5 3172 0.61

75611.000 White (RAL9002) ECG
75616.000 Black ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, spot

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
16°

1 22712 0.28
2 5678 0.56
3 2524 0.84
4 1420 1.12
5 908 1.41

75612.000 White (RAL9002) ECG
75617.000 Black ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
31°

1 6572 0.55
2 1643 1.11
3 730 1.66
4 411 2.22
5 263 2.77

75613.000 White (RAL9002) ECG
75618.000 Black ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, wide flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
58°

1 2312 1.11
2 578 2.22
3 257 3.33
4 144 4.43
5 92 5.54

Cantax Spotlight with transadapter for metal halide lamps
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75620.000 White (RAL9002) ECG
75625.000 Black ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
10°

1 80587 0.17
2 20147 0.35
3 8954 0.52
4 5037 0.70
5 3223 0.87

75621.000 White (RAL9002) ECG
75626.000 Black ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
17°

1 38574 0.30
2 9644 0.60
3 4286 0.90
4 2411 1.20
5 1543 1.49

75622.000 White (RAL9002) ECG
75627.000 Black ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
31°

1 13244 0.55
2 3311 1.11
3 1472 1.66
4 828 2.22
5 530 2.77

75623.000 White (RAL9002) ECG
75628.000 Black ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
55°

1 4927 1.04
2 1232 2.08
3 547 3.12
4 308 4.16
5 197 5.21

Cantax Spotlight with DALI transadapter for metal halide lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessories.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Safety glass.
Anti-glare ring: cast aluminium, inside
black.
Accessories page 159

75640.000 White (RAL9002) ECG DALI
75645.000 Black ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, narrow spot

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
7°

1 79305 0.12
2 19826 0.24
3 8812 0.37
4 4957 0.49
5 3172 0.61

75641.000 White (RAL9002) ECG DALI
75646.000 Black ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, spot

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
16°

1 22712 0.28
2 5678 0.56
3 2524 0.84
4 1420 1.12
5 908 1.41

75642.000 White (RAL9002) ECG DALI
75647.000 Black ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
31°

1 6572 0.55
2 1643 1.11
3 730 1.66
4 411 2.22
5 263 2.77

75643.000 White (RAL9002) ECG DALI
75648.000 Black ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, wide flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
58°

1 2312 1.11
2 578 2.22
3 257 3.33
4 144 4.43
5 92 5.54

Cantax Spotlight with transadapter for metal halide lamps
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COR Interlübke
works exhibition,
Rheda-Wieden-
brück. Architect:
kräling + lübke,
Hamburg. Lighting
consultant: LDE
Kober, Dortmund
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74420.000
74820.000
Sculpture lens

74425.000
74825.000
Flood lens

74406.000
74806.000
UV filter

74405.000
74805.000
IR filter

74484.000
74486.000
Skintone filter

74470.000
Food filter

74485.000
74487.000
Daylight conver-
sion filter

74447.000
74451.000
Interference
colour filter
Magenta

74448.000
74452.000
Interference
colour filter
Amber

74449.000
74453.000
Interference
colour filter
Sky blue

74450.000
74454.000
Interference
colour filter
Night blue

75825.000
75935.000
Anti-glare ring
Plastic, black.

70607.000
70609.000
Anti-glare frame
Plastic, black.

75831.000 White
75941.000 White
75830.000 Black
75940.000 Black
Barn doors
Metal, powder-
coated.

75801.000 White
75906.000 White
75800.000 Black
75905.000 Black
Mounting ring
Plastic.

Cantax Floodlight with LED and transadapter

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Frame: plastic, painted.

Dimming with external dimmers pos-
sible (trailing edge).

75815.000 White (RAL9002)
75817.000 Black
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
54° 18°

1 2278 1.02 0.32
2 569 2.04 0.63
3 253 3.06 0.95
4 142 4.08 1.27
5 91 5.10 1.58

75814.000 White (RAL9002)
75816.000 Black
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 0.75kg
LMF E
p

LED

h(m) E(lx) D(m)
54° 18°

1 1835 1.02 0.32
2 459 2.04 0.63
3 204 3.06 0.95
4 115 4.08 1.27
5 73 5.10 1.58

Cantax Accessories
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Frame: plastic, painted.

Dimming with external dimmers pos-
sible (trailing edge).

75863.000 White (RAL9002)
75865.000 Black
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
49° 17°

1 5062 0.91 0.30
2 1266 1.82 0.60
3 562 2.73 0.90
4 316 3.65 1.20
5 202 4.56 1.49

75862.000 White (RAL9002)
75864.000 Black
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 1.60kg
LMF E
Ip

LED

h(m) E(lx) D(m)
49° 17°

1 4078 0.91 0.30
2 1019 1.82 0.60
3 453 2.73 0.90
4 255 3.65 1.20
5 163 4.56 1.49

Cantax Floodlight with LED and DALI transadapter

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, with
plug and play connectivity.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Frame: plastic, painted.

75883.000 White (RAL9002) DALI
75885.000 Black DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
49° 17°

1 5062 0.91 0.30
2 1266 1.82 0.60
3 562 2.73 0.90
4 316 3.65 1.20
5 202 4.56 1.49

75882.000 White (RAL9002) DALI
75884.000 Black DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Weight 1.65kg
LMF E
p

LED

h(m) E(lx) D(m)
49° 17°

1 4078 0.91 0.30
2 1019 1.82 0.60
3 453 2.73 0.90
4 255 3.65 1.20
5 163 4.56 1.49

Cantax Floodlight with LED and transadapter
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, plug
and play connectivity for ERCO RGBW
varychrome colour mixing.
LED module: high-power LEDs on
metal-core PCB. Highly reflective col-
our mixer. Collimating lens made of
optical polymer. Lens mountable turned
through 90°.
Frame: plastic, painted.
Only use with Light Server 64+, from

version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012

75894.000 White (RAL9002)
RGBW DALI
75895.000 Black RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, oval flood
Colour compensation for precise light
colour.

Weight 1.75kg
LMF E
p

LED

h(m) E(lx) D(m)
53° 22°

1 442 1.00 0.39
2 111 1.99 0.78
3 49 2.99 1.17
4 28 3.99 1.56
5 18 4.99 1.94

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Cantax Floodlight with transadapter for low-voltage halogen lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.

Anti-glare ring: cast aluminium, inside
black.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 164

75706.000 White (RAL9002)
75707.000 Black
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, oval flood

Weight 0.82kg
LMF D
0 q6pi

QT12-ax-RE

h(m) E(lx) D(m)
82° 34°

1 788 1.74 0.61
2 197 3.48 1.22
3 88 5.22 1.83
4 49 6.95 2.45
5 32 8.69 3.06

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.

Anti-glare ring: cast aluminium, inside
black.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 164

75708.000 White (RAL9002)
75709.000 Black
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Weight 1.55kg
LMF D
0 q6pi

QT12-ax

h(m) E(lx) D(m)
77° 26°

1 1763 1.59 0.46
2 441 3.18 0.92
3 196 4.77 1.39
4 110 6.36 1.85
5 71 7.95 2.31

Cantax Floodlight RGBW varychrome LED with DALI transadapter
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Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessories.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI
track: plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium, inside
black.

Accessories page 164

75710.000 White (RAL9002) DALI
75711.000 Black DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Weight 1.60kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
77° 26°

1 1763 1.59 0.46
2 441 3.18 0.92
3 196 4.77 1.39
4 110 6.36 1.85
5 71 7.95 2.31

Cantax Floodlight with transadapter for metal halide lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium, inside
black.
Accessories page 164

75698.000 White (RAL9002) ECG
75699.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, oval flood

Weight 0.80kg
LMF D
0 q6pi

HIT-TC-CE

h(m) E(lx) D(m)
77° 40°

1 1003 1.59 0.73
2 251 3.18 1.46
3 111 4.77 2.18
4 63 6.36 2.91
5 40 7.95 3.64

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessor-
ies. Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium, inside
black.
Accessories page 164

75700.000 White (RAL9002) ECG
75701.000 Black ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, oval flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
89° 56°

1 1535 1.97 1.06
2 384 3.93 2.13
3 171 5.90 3.19
4 96 7.86 4.25
5 61 9.83 5.32

75704.000 White (RAL9002) ECG
75705.000 Black ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, oval flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
88° 56°

1 2987 1.93 1.06
2 747 3.86 2.13
3 332 5.79 3.19
4 187 7.73 4.25
5 119 9.66 5.32

Cantax Floodlight with DALI transadapter for low-voltage halogen lamps
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Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Peripheral groove for fixing accessories.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium, inside
black.
Accessories see below

75702.000 White (RAL9002) ECG DALI
75703.000 Black ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, oval flood

Weight 1.90kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
89° 56°

1 1535 1.97 1.06
2 384 3.93 2.13
3 171 5.90 3.19
4 96 7.86 4.25
5 61 9.83 5.32

Cantax Accessories

74
40

6.0
00

74
80

6.0
00

74
47

0.0
00

75
80

1.0
00

75
90

6.0
00

75
80

0.0
00

75
90

5.0
00

75698.000 • •
75699.000 • •
75700.000 • • •
75701.000 • • •
75702.000 • • •
75703.000 • • •
75704.000 • • •
75705.000 • • •
75706.000 • •
75707.000 • •
75708.000 • •
75709.000 • •
75710.000 • •
75711.000 • •

74406.000
74806.000
UV filter

74470.000
Food filter

75801.000 White
75906.000 White
75800.000 Black
75905.000 Black
Mounting ring
Plastic.

Cantax Lens wallwasher with LED and transadapter

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 169

75819.000 White (RAL9002)
75821.000 Black
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 0.75kg
LMF E
p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 149 124 109 93

75818.000 White (RAL9002)
75820.000 Black
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 0.75kg
LMF E
p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 120 100 87 75

Cantax Floodlight with DALI transadapter for metal halide lamps
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic control gear,
dimmable. Circuit pre-selection. Po-
tentiometer for brightness control
1%-100%.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Dimming with external dimmers pos-
sible (trailing edge).

Accessories page 169

75867.000 White (RAL9002)
75869.000 Black
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 1.60kg
LMF E
Ip

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.00 2.25
Illuminance En (lx) 127 112 103 92

75866.000 White (RAL9002)
75868.000 Black
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 1.60kg
LMF E
Ip

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.00 2.25
Illuminance En (lx) 103 90 83 74

Cantax Lens wallwasher with LED and DALI transadapter

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, with
plug and play connectivity.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Frame: plastic, painted.
Accessories page 169

75887.000 White (RAL9002) DALI
75889.000 Black DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Weight 1.65kg
LMF E
p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.00 2.25
Illuminance En (lx) 127 112 103 92

75886.000 White (RAL9002) DALI
75888.000 Black DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Weight 1.65kg
LMF E
p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.00 2.25
Illuminance En (lx) 103 90 83 74

Cantax Lens wallwasher with LED and transadapter
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
DALI transadapter rotatable through
360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, plug
and play connectivity for ERCO RGBW
varychrome colour mixing.
LED module: high-power LEDs on
metal-core PCB. Highly reflective colour
mixer. Collimating lens made of optical
polymer.
Frame: plastic, painted.
Only use with Light Server 64+, from

version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012
Accessories page 169

75896.000 White (RAL9002)
RGBW DALI
75897.000 Black RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, wallwash
Colour compensation for precise light
colour.

Weight 1.75kg
LMF E
p

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Cantax Lens wallwasher with transadapter for low-voltage halogen lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 169

75682.000 White (RAL9002)
75683.000 Black
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 1.12kg
LMF D
0 q6pi

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 101 81 65 54

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 169

75684.000 White (RAL9002)
75685.000 Black
QT12-ax 100W 12V GY6.35 2200lm

Weight 2.01kg
LMF D
0 q6pi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 182 146 123 103

Cantax Lens wallwasher RGBW varychrome LED with DALI transadapter
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Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI
track: plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 169

75686.000 White (RAL9002) DALI
75687.000 Black DALI
QT12-ax 100W 12V GY6.35 2200lm

Weight 2.06kg
LMF D
0 q6p

QT12-ax

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 182 146 123 103

Cantax Lens wallwasher with transadapter for metal halide lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 169

75688.000 White (RAL9002) ECG
75689.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 1.10kg
LMF D
0 q6pi

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 142 113 92 77

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 169

75690.000 White (RAL9002) ECG
75691.000 Black ECG
HIT-CE 35W G12 3900lm

Weight 2.36kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 239 192 162 135

75694.000 White (RAL9002) ECG
75695.000 Black ECG
HIT-CE 70W G12 7750lm

Weight 2.36kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 6.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 265 222 202 174

Cantax Lens wallwasher with DALI transadapter for low-voltage halogen lamps
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168

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 169

75692.000 White (RAL9002) ECG DALI
75693.000 Black ECG DALI
HIT-CE 35W G12 3900lm

Weight 2.36kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 239 192 162 135

Cantax Lens wallwasher with DALI transadapter for metal halide lamps

Combining the
latest devel-
opments from
ERCO’s lighting
technology with
the minimalist
design of Naoto
Fukasawa: the
Cantax spotlight
series.
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75682.000 • • • • • • • •
75683.000 • • • • • • • •
75684.000 • • • • • • • •
75685.000 • • • • • • • •
75686.000 • • • • • • • •
75687.000 • • • • • • • •
75688.000 • • • • • • • •
75689.000 • • • • • • • •
75690.000 • • • • • • • •
75691.000 • • • • • • • •
75692.000 • • • • • • • •
75693.000 • • • • • • • •
75694.000 • • • • • • • •
75695.000 • • • • • • • •
75818.000 •
75819.000 •
75820.000 •
75821.000 •
75866.000 •
75867.000 •
75868.000 •
75869.000 •
75886.000 •
75887.000 •
75888.000 •
75889.000 •
75896.000 •
75897.000 •

70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

74434.000
74458.000
Interference
colour filter
Night blue

70608.000
70610.000
Anti-glare frame
Plastic, black.

Cantax Accessories
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Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium, inside
black.

Use dimmers for electronic transformers
(trailing edge).

75656.000 White (RAL9002)
75661.000 Black
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, wallwash

Weight 0.82kg
LMF D
0 q6pi

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 22°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 123 89 67

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium, inside
black.

Use dimmers for electronic transformers
(trailing edge).

75666.000 White (RAL9002)
75671.000 Black
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Weight 1.55kg
LMF D
0 q6pi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 107 87 71

Cantax Spherolit wallwasher with DALI transadapter for low-voltage halogen lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI
track: plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium, inside
black.

75676.000 White (RAL9002) DALI
75681.000 Black DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Weight 1.60kg
LMF D
0 q6p

QT12-ax

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 107 87 71

Cantax Spherolit wallwasher with transadapter for low-voltage halogen lamps
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Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium, inside
black.

75604.000 White (RAL9002) ECG
75609.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, wallwash

Weight 0.80kg
LMF D
0 q6pi

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 22°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 216 151 108

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on transadapter rotatable
through 360°. Internal wiring.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium, inside
black.

75614.000 White (RAL9002) ECG
75619.000 Black ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, wallwash

Weight 1.90kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 152 123 102

75624.000 White (RAL9002) ECG
75629.000 Black ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Weight 1.90kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 8.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 215 176 145

Cantax Spherolit wallwasher with DALI transadapter for metal halide lamps

Cubic housing and bracket: cast alu-
minium, powder-coated. 0°-90° tilt.
Bracket on DALI transadapter rotatable
through 360°. Internal wiring.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium, inside
black.

75644.000 White (RAL9002) ECG DALI
75649.000 Black ECG DALI
HIT-CE 35W G12 3900lm
Spherolit reflector, wallwash

Weight 1.90kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 152 123 102

Cantax Spherolit wallwasher with transadapter for metal halide lamps
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Emanon combines innovative 
lighting technology with  digital 
control electronics resulting in 
creative scope for  scenographic 
lighting concepts. Spotlights 
with different beam angles, a 
wide range of accessories, high-
quality wallwashers and  digitally 
 addressable Goborotators turn 
shops and shop windows into a 
stage. The distinct shape, charac-
teristic of all Emanon spotlights, 
is the brainchild of designer Ives 
Béhar. The consistent element 
is a lighting technology mod-
ule of cast aluminium. This unit 
is  thermally separated from the 
 electronic control gear and con-
tained in housings made of two 
 polymeric shells. Optimal heat 
 dissipation is ensured by the con-
centric ventilation slots on the 
back of the housing.

Emanon for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

LED
13W -  16W
870lm -  1080lm
Spot, flood, wide flood
Optional: DALI, varychrome

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Narrow spot, spot, flood, wide flood
Optional: DALI

High- pressure discharge lamps
20W -  150W
1800lm -  15000lm
Narrow spot, spot, flood, wide flood
Optional: DALI

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

LED
13W
870lm -  1080lm
Optional: DALI

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  150W
1800lm -  15000lm
Optional: DALI

Projection
 Projection of signs, con-
tours, patterns and images 
using gobos or structured 
lenses for lighting effects.

Projector spotlights
Optical system with lens for the pro-
jection of images and patterns from 
gobos and for hard- edged beams or 
contours using a framing attachment.

Low- voltage halogen lamps
90W
1800lm
Optional: DALI

High- pressure discharge lamps
70W
7750lm
Optional: DALI
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Emanon for track

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Spherolit wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  150W
1800lm -  15000lm
Optional: DALI

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
13W
870lm -  1080lm
Optional: DALI

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  150W
1800lm -  15000lm
Optional: DALI
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Emanon design
The shape of Emanon is  defined 
by two rounded shells with  shadow 
gaps. Designer Yves Béhar and 
his Californian design  office, 
 fuseproject, devised soft stylistic 
features as  characteristic elements 
to  accentuate both the  lighting 
 effect and the shape of these 
 luminaires. Innovative  reflector 
technology and control gear with 
coded information  extend the 
scope in terms of light distribution 
and lighting control using Light 
System DALI.

Emanon  
spotlights

Emanon lens 
wallwashers

Emanon  
projector 
 spotlights
medium beam, 
soft- edged

narrow beam, 
sharp- edged

Emanon  
projector 
 spotlights with 
 Goborotator
medium beam, 
soft- edged

narrow beam, 
sharp- edged

Designer Yves 
Béhar used a 
structured sur-
face to indicate  
the handling 
zones on the 
spotlight. The 
heat generated  
by the lamp is  
dissipated through  
the ventilation 
grille on the back.
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Lighting control
The plastic colli-
mating lens  
designed and pro-
duced by ERCO 
creates a paral-
lel beam, while 
a further special 
lens produces  
the precise beam 
angle required.

LED spotlights 
varychrome
ERCO’s  special 
colour com-
pensation fea-
ture corrects the 
 manufacturing 
tolerances of 
coloured LEDs by 
calibrating the 
LED  module. The 
result is that the 
same DALI con-
trol values will 
give the user 

 exactly the same 
colour of light 
for all  luminaires 
of a specific type.

Spot
This is the stand-
ard character-
istic for accent 
lighting for 
objects of all 
kinds,  especially 
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Dimming a 
 circuit
The new  control 
gear can be 
dimmed using an 
external, trailing-  
edge dimmer. 
This allows exist-
ing systems with 
electronic trans-
formers for low-
voltage halogen 
lamps to be  

easily reequipped 
for LED spot-
lights  resulting 
in increased effi-
ciency.

Dimming on  
the spotlight
The output of 
LED luminaires 
can be directly 
adjusted on the 
luminaire via the 
potentiometer.

Neutral white 
and warm white
ERCO offers LED 
luminaires in 
neutral white  
and warm white. 
This allows light-
ing designers to 
select the colour 
of light to suit 
the material col-
ours and spatial 
atmosphere or to 
create cold- warm 
contrasts.
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Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Floodlights
The oval flood 
Spherolit reflec-
tor has a wide-
beam,  axially 
symmetrical 
light distribu-
tion, producing 
an  oval- shaped 
beam with a 
beam angle of 
approx. 30° to 
approx. 90°.

Spherolit 
wallwashers
In terms of its 
basic dimensions, 
the innovative  
Spherolit wall-
wash reflector is 
the same as  other 
spotlight reflec-
tors. A Softec 
lens replaces  
the clear safety 
glass.

Lens 
wallwashers
The scoop- shaped 
wall washer 
attach ment is a 
 characteristic fea-
ture of the classic 
lens wall washer 
technology.

Emanon for track

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0176_bild_erco_hk12.p1.pdf  Layer 2: 0176_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w176

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0176_bild_erco_hk12.p1.pdf  Layer 2: 0176_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w176



177

The projector 
spotlight with 
optical projec-
tion system 
means that pre-
cise  images can 
be produced. The 

The projector 
spotlight with 
optical imaging 
system has one 
lens with a wide 
beam angle for 
soft- edged light-

Four framing 
blades can shape 
the circular beam 
or the gobo pro-
jection into a 
square shape.

three lenses pro-
duce a narrow 
beam light dis-
tribution for a 
maximum of two 
gobos.

ing effects. Both 
projector spot-
lights are also 
available with a 
Goborotator.

Goborotator
The Emanon projector spot-
light with Goborotator can be 
 fitted with two metal gobos, 
glass  gobos or structure lenses 
(∅  66mm). The speed of rotation 
can be set from four seconds to 
four minutes. 
The gobos are easily exchanged. 
After removing the front part 
of the housing, the  Goborotator 
 attachment is swung to the side. 
The gobos can be  exchanged 
for other motifs without tools 
by  removing the fixing springs. 
The vibration- free bearings of 
the motors and toothed belt 
drives ensure low- noise, low-  
maintenance operation, which 
makes the Goborotator ideal for 
continuous use in architectural 
applications. 
Without a DALI lighting  control 
system it is possible to select 
twelve programs with different 
speeds and directions of  rotation 
using a rotary switch on the lumi-

naire itself. The Light System DALI 
with the Light Studio software 
gives the option of individ ual set-
tings.

ERCO provides  
a selection of 
 gobos with 
 abstract struc-
tures as accesso-
ries. Since the   
gobos all have 
standard dimen-
sions, a wide 
 variety of  other 
gobos can be 
added from other 
suppliers.

The direction of 
rotation of the 
gobos can be set 
separately.

The extensive 
range of gobo 
projection options 
can be controlled 
via the Light 
Studio software: 
speed, direction 
of rotation, and 
different dynamic 
progressions can 
all be adjusted to 
suit specific light-
ing requirements.

Emanon for track

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0177_bild_erco_hk12.p1.pdf  Layer 2: 0177_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w177

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0177_bild_erco_hk12.p1.pdf  Layer 2: 0177_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w177



346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

11000 cd

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

11000 cd

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201
25

6

14
2

∅

12
5

∅

30° 30°

60° 60°

5000 cd

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

5000 cd

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

2000 cd

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

2000 cd

DALI
PLUG+
PLAY

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

11000 cd

178

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 186

76619.000 White (RAL9002)
76623.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, spot

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
16°

1 9709 0.28
2 2427 0.56
3 1079 0.84
4 607 1.12
5 388 1.41

76618.000 White (RAL9002)
76622.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, spot

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
16°

1 7821 0.28
2 1955 0.56
3 869 0.84
4 489 1.12
5 313 1.41

76627.000 White (RAL9002)
76631.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, flood

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
29°

1 3726 0.52
2 931 1.03
3 414 1.55
4 233 2.07
5 149 2.59

76626.000 White (RAL9002)
76630.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, flood

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
29°

1 3001 0.52
2 750 1.03
3 333 1.55
4 188 2.07
5 120 2.59

76652.000 White (RAL9002)
76650.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wide flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
47°

1 1499 0.87
2 375 1.74
3 167 2.61
4 94 3.48
5 60 4.35

76653.000 White (RAL9002)
76651.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wide flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
47°

1 1207 0.87
2 302 1.74
3 134 2.61
4 75 3.48
5 48 4.35

Emanon Spotlight with LED and DALI adapter

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 186

76621.000 White (RAL9002) DALI
76625.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, spot

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
16°

1 9709 0.28
2 2427 0.56
3 1079 0.84
4 607 1.12
5 388 1.41

Emanon Spotlight with LED
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76620.000 White (RAL9002) DALI
76624.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, spot

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
16°

1 7821 0.28
2 1955 0.56
3 869 0.84
4 489 1.12
5 313 1.41

76629.000 White (RAL9002) DALI
76633.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, flood

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
29°

1 3726 0.52
2 931 1.03
3 414 1.55
4 233 2.07
5 149 2.59

76628.000 White (RAL9002) DALI
76632.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, flood

Weight 2.55kg
LMF D
0 q6p

LED

h(m) E(lx) D(m)
29°

1 3001 0.52
2 750 1.03
3 333 1.55
4 188 2.07
5 120 2.59

76656.000 White (RAL9002) DALI
76654.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wide flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
47°

1 1499 0.87
2 375 1.74
3 167 2.61
4 94 3.48
5 60 4.35

76657.000 White (RAL9002) DALI
76655.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wide flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
47°

1 1207 0.87
2 302 1.74
3 134 2.61
4 75 3.48
5 48 4.35

Emanon Spotlight RGB varychrome LED with DALI adapter

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on the DALI adapter through 360°.
Internal wiring.
Electronic control gear, plug and play
connectivity for ERCO RGB varychrome
colour mixing.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 185

76541.000 White (RAL9002) DALI
76542.000 Silver DALI
LED 16W 500lm red, green, blue
Version 2
Spherolit lens, spot
Colour compensation for precise light
colour.

Weight 2.55kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 2903 0.28
2 726 0.56
3 323 0.84
4 181 1.12
5 116 1.41

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 180 620-625 99
Green 240 525-530 77
Blue 80 465-470 97

Emanon Spotlight with LED and DALI adapter
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Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic transformer 220-240/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Anti-glare cap attached to safety
glass.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 187

76427.000 White (RAL9002)
76428.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, narrow spot

Weight 1.30kg
LMF D
I0 q6p

QT12-ax-RE

h(m) E(lx) D(m)
9°

1 16041 0.16
2 4010 0.31
3 1782 0.47
4 1003 0.63
5 642 0.79

76430.000 White (RAL9002)
76431.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, spot

Weight 1.30kg
LMF D
I0 q6p

QT12-ax-RE

h(m) E(lx) D(m)
15°

1 7064 0.26
2 1766 0.53
3 785 0.79
4 441 1.05
5 283 1.32

76433.000 White (RAL9002)
76434.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, flood

Weight 1.30kg
LMF D
I0 q6p

QT12-ax-RE

h(m) E(lx) D(m)
31°

1 1796 0.55
2 449 1.11
3 200 1.66
4 112 2.22
5 72 2.77

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 185

76469.000 White (RAL9002)
76470.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap attached to safety glass.

Weight 2.40kg
LMF D
I0 q6p

QT12-ax

h(m) E(lx) D(m)
7°

1 54234 0.12
2 13559 0.24
3 6026 0.37
4 3390 0.49
5 2169 0.61

76472.000 White (RAL9002)
76473.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap attached to safety glass.

Weight 2.40kg
LMF D
I0 q6p

QT12-ax

h(m) E(lx) D(m)
14°

1 15709 0.25
2 3927 0.49
3 1745 0.74
4 982 0.98
5 628 1.23

76475.000 White (RAL9002)
76476.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap attached to safety glass.

Weight 2.40kg
LMF D
I0 q6p

QT12-ax

h(m) E(lx) D(m)
29°

1 4573 0.52
2 1143 1.03
3 508 1.55
4 286 2.07
5 183 2.59

76478.000 White (RAL9002)
76479.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood
Safety glass.

Weight 2.40kg
LMF D
I0 q6p

QT12-ax

h(m) E(lx) D(m)
53°

1 1761 1.00
2 440 1.99
3 196 2.99
4 110 3.99
5 70 4.99

Emanon Spotlight for low-voltage halogen lamps
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Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 185

76499.000 White (RAL9002) DALI
76500.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap attached to safety glass.

Weight 2.45kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
7°

1 54234 0.12
2 13559 0.24
3 6026 0.37
4 3390 0.49
5 2169 0.61

76502.000 White (RAL9002) DALI
76503.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap attached to safety glass.

Weight 2.45kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
14°

1 15709 0.25
2 3927 0.49
3 1745 0.74
4 982 0.98
5 628 1.23

76505.000 White (RAL9002) DALI
76506.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap attached to safety glass.

Weight 2.45kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
29°

1 4573 0.52
2 1143 1.03
3 508 1.55
4 286 2.07
5 183 2.59

76508.000 White (RAL9002) DALI
76509.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood
Safety glass.

Weight 2.45kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
53°

1 1761 1.00
2 440 1.99
3 196 2.99
4 110 3.99
5 70 4.99

Emanon Spotlight for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Safety glass.
Anti-glare ring: cast aluminium,
powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 187

76400.000 White (RAL9002) ECG
76401.000 Silver ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, narrow spot

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
10°

1 17755 0.17
2 4439 0.35
3 1973 0.52
4 1110 0.70
5 710 0.87

76403.000 White (RAL9002) ECG
76404.000 Silver ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, spot

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 8983 0.28
2 2246 0.56
3 998 0.84
4 561 1.12
5 359 1.41

76406.000 White (RAL9002) ECG
76407.000 Silver ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, flood

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 2812 0.57
2 703 1.15
3 312 1.72
4 176 2.29
5 112 2.87

Emanon Spotlight with DALI adapter for low-voltage halogen lamps
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76539.000 White (RAL9002) ECG
76540.000 Silver ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, wide flood

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
47°

1 1399 0.87
2 350 1.74
3 155 2.61
4 87 3.48
5 56 4.35

76412.000 White (RAL9002) ECG
76413.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, narrow spot

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
10°

1 35166 0.17
2 8792 0.35
3 3907 0.52
4 2198 0.70
5 1407 0.87

76415.000 White (RAL9002) ECG
76416.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, spot

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 17503 0.28
2 4376 0.56
3 1945 0.84
4 1094 1.12
5 700 1.41

76418.000 White (RAL9002) ECG
76419.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, flood

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
31°

1 6476 0.55
2 1619 1.11
3 720 1.66
4 405 2.22
5 259 2.77

76421.000 White (RAL9002) ECG
76422.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, wide flood

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
46°

1 3284 0.85
2 821 1.70
3 365 2.55
4 205 3.40
5 131 4.24

Emanon Spotlight with DALI adapter for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Safety glass.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 187

76529.000 White (RAL9002) ECG DALI
76530.000 Silver ECG DALI
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, narrow spot

Weight 1.50kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
10°

1 35166 0.17
2 8792 0.35
3 3907 0.52
4 2198 0.70
5 1407 0.87

76531.000 White (RAL9002) ECG DALI
76532.000 Silver ECG DALI
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, spot

Weight 1.50kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 17503 0.28
2 4376 0.56
3 1945 0.84
4 1094 1.12
5 700 1.41

76533.000 White (RAL9002) ECG DALI
76534.000 Silver ECG DALI
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, flood

Weight 1.50kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
31°

1 6476 0.55
2 1619 1.11
3 720 1.66
4 405 2.22
5 259 2.77

76535.000 White (RAL9002) ECG DALI
76536.000 Silver ECG DALI
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, wide flood

Weight 1.50kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
46°

1 3284 0.85
2 821 1.70
3 365 2.55
4 205 3.40
5 131 4.24

Emanon Spotlight for metal halide lamps
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183

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Safety glass.
Anti-glare ring: cast aluminium,
powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 185

76439.000 White (RAL9002) ECG
76440.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Weight 2.50kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
10°

1 80587 0.17
2 20147 0.35
3 8954 0.52
4 5037 0.70
5 3223 0.87

76442.000 White (RAL9002) ECG
76443.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Weight 2.50kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
17°

1 38574 0.30
2 9644 0.60
3 4286 0.90
4 2411 1.20
5 1543 1.49

76445.000 White (RAL9002) ECG
76446.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Weight 2.50kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
31°

1 13244 0.55
2 3311 1.11
3 1472 1.66
4 828 2.22
5 530 2.77

76448.000 White (RAL9002) ECG
76449.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 2.50kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
55°

1 4927 1.04
2 1232 2.08
3 547 3.12
4 308 4.16
5 197 5.21

76454.000 White (RAL9002) ECG
76455.000 Silver ECG
HIT-CE 150W G12 15000lm
Spherolit reflector, narrow spot

Weight 3.00kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
12°

1 98398 0.21
2 24599 0.42
3 10933 0.63
4 6150 0.84
5 3936 1.05

76457.000 White (RAL9002) ECG
76458.000 Silver ECG
HIT-CE 150W G12 15000lm
Spherolit reflector, spot

Weight 3.00kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
18°

1 57512 0.32
2 14378 0.63
3 6390 0.95
4 3594 1.27
5 2300 1.58

76460.000 White (RAL9002) ECG
76461.000 Silver ECG
HIT-CE 150W G12 15000lm
Spherolit reflector, flood

Weight 3.00kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
31°

1 23794 0.55
2 5948 1.11
3 2644 1.66
4 1487 2.22
5 952 2.77

76463.000 White (RAL9002) ECG
76464.000 Silver ECG
HIT-CE 150W G12 15000lm
Spherolit reflector, wide flood

Weight 3.00kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
53°

1 9928 1.00
2 2482 1.99
3 1103 2.99
4 620 3.99
5 397 4.99

Emanon Spotlight for metal halide lamps
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Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Safety glass.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 185

76484.000 White (RAL9002) ECG DALI
76485.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Weight 2.55kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
10°

1 80587 0.17
2 20147 0.35
3 8954 0.52
4 5037 0.70
5 3223 0.87

76487.000 White (RAL9002) ECG DALI
76488.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Weight 2.55kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
17°

1 38574 0.30
2 9644 0.60
3 4286 0.90
4 2411 1.20
5 1543 1.49

76490.000 White (RAL9002) ECG DALI
76491.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Weight 2.55kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
31°

1 13244 0.55
2 3311 1.11
3 1472 1.66
4 828 2.22
5 530 2.77

76493.000 White (RAL9002) ECG DALI
76494.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 2.55kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
55°

1 4927 1.04
2 1232 2.08
3 547 3.12
4 308 4.16
5 197 5.21

Emanon Spotlight for high-pressure sodium vapour lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Anti-glare ring: cast aluminium,
powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 185

76608.000 White (RAL9002) ECG
76609.000 Silver ECG
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Weight 2.80kg
LMF C
0 q6p

HST

h(m) E(lx) D(m)
10°

1 37576 0.17
2 9394 0.35
3 4175 0.52
4 2349 0.70
5 1503 0.87

76610.000 White (RAL9002) ECG
76611.000 Silver ECG
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Weight 2.80kg
LMF C
0 q6p

HST

h(m) E(lx) D(m)
16°

1 20921 0.28
2 5230 0.56
3 2325 0.84
4 1308 1.12
5 837 1.41

Emanon Spotlight with DALI adapter for metal halide lamps
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76612.000 White (RAL9002) ECG
76613.000 Silver ECG
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Weight 2.80kg
LMF C
0 q6p

HST

h(m) E(lx) D(m)
29°

1 8578 0.52
2 2145 1.03
3 953 1.55
4 536 2.07
5 343 2.59

76614.000 White (RAL9002) ECG
76615.000 Silver ECG
HST 100W GX12-1 4900lm
Spherolit reflector, wide flood

Weight 2.80kg
LMF C
0 q6p

HST

h(m) E(lx) D(m)
49°

1 3844 0.91
2 961 1.82
3 427 2.73
4 240 3.65
5 154 4.56

Emanon Accessories
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76439.000 • • • • • • • • • • • • • •
76440.000 • • • • • • • • • • • • • •
76442.000 • • • • • • • • • • • • • •
76443.000 • • • • • • • • • • • • • •
76445.000 • • • •
76446.000 • • • •
76448.000 • • • •
76449.000 • • • •
76454.000 • • • • • • • • • • • • • •
76455.000 • • • • • • • • • • • • • •
76457.000 • • • • • • • • • • • • • •
76458.000 • • • • • • • • • • • • • •
76460.000 • • • •
76461.000 • • • •
76463.000 • • • •
76464.000 • • • •
76469.000 • • • • • • • • • • • • •
76470.000 • • • • • • • • • • • • •
76472.000 • • • • • • • • • • • • •
76473.000 • • • • • • • • • • • • •
76475.000 • • •
76476.000 • • •
76478.000 • • •
76479.000 • • •
76484.000 • • • • • • • • • • • • • •
76485.000 • • • • • • • • • • • • • •
76487.000 • • • • • • • • • • • • • •
76488.000 • • • • • • • • • • • • • •
76490.000 • • • •
76491.000 • • • •
76493.000 • • • •
76494.000 • • • •
76499.000 • • • • • • • • • • • • •
76500.000 • • • • • • • • • • • • •
76502.000 • • • • • • • • • • • • •
76503.000 • • • • • • • • • • • • •
76505.000 • • •
76506.000 • • •
76508.000 • • •
76509.000 • • •
76541.000 • •
76542.000 • •
76608.000 • • • • • • • • • • • • •
76609.000 • • • • • • • • • • • • •
76610.000 • • • • • • • • • • • • •
76611.000 • • • • • • • • • • • • •
76612.000 • • •

Emanon Spotlight for high-pressure sodium vapour lamps
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76620.000 • •
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Emanon Accessories

Diesel Flagship
Store, Piazza San
Babila, Milan.
Architect: Diesel
Interior Design
Department,
Molvena.
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Emanon Accessories

DREIPUNKT fur-
niture show-
room, Cologne.
Architect: Bernd
Schellenberg
(DREIPUNKT Inter-
national). Lighting
design: Stephan
Haubner, Wesen-
licht, Stuttgart.
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74420.000
74820.000
Sculpture lens

74425.000
74825.000
Flood lens

74406.000
74806.000
UV filter

74405.000
74805.000
IR filter

74484.000
74486.000
Skintone filter

74470.000
Food filter

74485.000
74487.000
Daylight conver-
sion filter

74447.000
74451.000
Interference
colour filter
Magenta

74448.000
74452.000
Interference
colour filter
Amber

74449.000
74453.000
Interference
colour filter
Sky blue

74450.000
74454.000
Interference
colour filter
Night blue

75825.000
75935.000
Anti-glare ring
Plastic, black.

75831.000 White
75941.000 White
75830.000 Black
75940.000 Black
Barn doors
Metal, powder-
coated.

75801.000 White
75906.000 White
75800.000 Black
75905.000 Black
Mounting ring
Plastic.

Emanon Accessories

Diesel Flagship
Store, Piazza San
Babila, Milan.
Architect: Diesel
Interior Design
Department,
Molvena.
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With projection lens for precise projec-
tion.
Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder- coated, on the
mechanical adapter rotatable through
360°.
Only for ceiling mounting.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Contour attachment: aluminium,
powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Lens 1:1. 7/100mm, focusing ±
10mm.

Contour attachment removable for
lamp replacement without tools.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 199

76568.000 White (RAL9002)
76569.000 Silver
QT12-ax 90W 12V GY6.35 1800lm

Weight 4.75kg
I0 qp

QT12-ax

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of 
square projection through framing 
attachment dependent on projection 
distance h (m)

Aperture 
mask h (m) E (lx) D (m)
(mm)
   16#
d  30 1 3006 0.30
 2 752 0.60
 3 334 0.90
 4 188 1.20
 5 120 1.50

   22#
d  40 1 2430 0.40
 2 608 0.80
 3 270 1.20
 4 152 1.60
 5 97 2.00

   26#
d  50 1 1890 0.50
 2 473 1.00
 3 210 1.50
 4 118 2.00
 5 76 2.50

h (m) E (lx) D (m)
  
1 1890 0.35
2 473 0.71
3 210 1.06
4 118 1.41
5 76 1.77

Emanon Projector spotlight for low-voltage halogen lamps

Dynamic pro-
jection effects
in architectural
lighting with the
Emanon Goboro-
tator.
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Projection lens for soft-edged effect
lighting.
Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder- coated, on the
mechanical adapter rotatable through
360°.
Only for ceiling mounting.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Contour attachment: aluminium,
powder-coated. Framing attachment
(opening 8x8mm) with holder for
aperture masks or gobo (ø 66mm).
3 aperture masks: metal, black, ø 50,
ø 40, ø 30. Projection lens, 50mm, Focal
length, focusable.

Contour attachment removable for
lamp replacement without tools.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 199

76562.000 White (RAL9002)
76563.000 Silver
QT12-ax 90W 12V GY6.35 1800lm

Weight 4.55kg
I0 qp

QT12-ax

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of 
square projection through framing 
attachment dependent on projection 
distance h (m)

Aperture 
mask h (m) E (lx) D (m)
(mm)
   33#
d  30 1 716 0.60
 2 179 1.20
 3 79 1.80
 4 45 2.40
 5 29 3.00

   44#
d  40 1 608 0.80
 2 152 1.60
 3 68 2.40
 4 38 3.20
 5 24 4.00

   53#
d  50 1 461 1.00
 2 115 2.00
 3 51 3.00
 4 29 4.00
 5 18 5.00

h (m) E (lx) D (m)
  
1 461 0.71
2 115 1.41
3 51 2.12
4 29 2.83
5 18 3.54

Emanon Projector spotlight for low-voltage halogen lamps

The spotlights,
projectors and
Goborotators
of the Emanon
product group
provide retail
architecture with
lighting effects fit
for the stage.
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DALI
PLUG+
PLAY

With projection lens for precise projec-
tion.
Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, on the
mechanical adapter rotatable through
360°.
Only for ceiling mounting.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter with cable for DALI
track: plastic.
Reflector: aluminium, silver anodised. IR
filter.

Contour attachment: aluminium,
powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Lens 1:1. 7/100mm, focusing ±
10mm.
Contour attachment removable for
lamp replacement without tools.
Accessories page 199

76576.000 White (RAL9002) DALI
76577.000 Silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Weight 4.80kg
0 qp
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QT12-ax

Measured illuminance levels (new
values) E (lx) and beam diameters D (m)
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of
square projection through framing
attachment dependent on projection
distance h (m)

Aperture
mask h (m) E (lx) D (m)
(mm)

16#
d 30 1 3006 0.30

2 752 0.60
3 334 0.90
4 188 1.20
5 120 1.50

22#
d 40 1 2430 0.40

2 608 0.80
3 270 1.20
4 152 1.60
5 97 2.00

26#
d 50 1 1890 0.50

2 473 1.00
3 210 1.50
4 118 2.00
5 76 2.50

h (m) E (lx) D (m)

1 1890 0.35
2 473 0.71
3 210 1.06
4 118 1.41
5 76 1.77

Emanon Projector spotlight with DALI adapter for low-voltage halogen lamps

Dynamic pro-
jection effects
in architectural
lighting with the
Emanon Goboro-
tator.
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DALI
PLUG+
PLAY

Projection lens for soft-edged effect
lighting.
Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder- coated, on the
mechanical adapter rotatable through
360°.
Only for ceiling mounting.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter with cable for DALI
track: plastic.
Reflector: aluminium, silver anodised. IR
filter.
Contour attachment: aluminium,
powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Projection lens with focal length
of 50mm, focusable.

Contour attachment removable for
lamp replacement without tools.
Accessories page 199

76574.000 White (RAL9002) DALI
76575.000 Silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Weight 4.60kg
0 qp
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QT12-ax

Measured illuminance levels (new
values) E (lx) and beam diameters D (m)
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of
square projection through framing
attachment dependent on projection
distance h (m)

Aperture
mask h (m) E (lx) D (m)
(mm)

33#
d 30 1 716 0.60

2 179 1.20
3 79 1.80
4 45 2.40
5 29 3.00

44#
d 40 1 608 0.80

2 152 1.60
3 68 2.40
4 38 3.20
5 24 4.00

53#
d 50 1 461 1.00

2 115 2.00
3 51 3.00
4 29 4.00
5 18 5.00

h (m) E (lx) D (m)

1 461 0.71
2 115 1.41
3 51 2.12
4 29 2.83
5 18 3.54

Emanon Projector spotlight with DALI adapter for low-voltage halogen lamps
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With projection lens for precise projec-
tion.
Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, on the
mechanical adapter rotatable through
360°.
Only for ceiling mounting.
Electronic control gear.
ERCO 3-circuit adapter with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Contour attachment: aluminium,

powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Lens 1:1. 7/100mm, focusing ±
10mm.
Contour attachment removable for
lamp replacement without tools.
Accessories page 199

76556.000 White (RAL9002) ECG
76557.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 4.85kg
I0 qp

HIT-CE

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of 
square projection through framing 
attachment dependent on projection 
distance h (m)

Aperture 
mask h (m) E (lx) D (m)
(mm)
   16#
d  30 1 5862 0,30
 2 1466 0,60
 3 651 0,90
 4 367 1,20
 5 234 1,50

   22#
d  40 1 5411 0,40
 2 1353 0,80
 3 601 1,20
 4 338 1,60
 5 216 2,00

   26#
d  50 1 4208 0,50
 2 1052 1,00
 3 467 1,50
 4 263 2,00
 5 169 2,50

h (m) E (lx) D (m)
  
1 4208 0,35
2 1052 0,71
3 467 1,06
4 263 1,41
5 169 1,77
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Projection lens for soft-edged effect
lighting.
Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder- coated, on the
mechanical adapter rotatable through
360°.
Only for ceiling mounting.
Electronic control gear.
ERCO 3-circuit adapter with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Contour attachment: aluminium,

powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Projection lens with focal length
of 50mm, focusable.
Contour attachment removable for
lamp replacement without tools.
Accessories page 199

76550.000 White (RAL9002) ECG
76551.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 4.65kg
I0 qp

HIT-CE

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of 
square projection through framing 
attachment dependent on projection 
distance h (m)

Aperture  
mask h (m) E (lx) D (m)
(mm)
   33#
d  30 1 1437 0,60
 2 359 1,20
 3 160 1,80
 4 90 2,40
 5 57 3,00

   44#
d  40 1 1393 0,80
 2 348 1,60
 3 155 2,40
 4 87 3,20
 5 56 4,00

   53#
d  50 1 1057 1,00
 2 264 2,00
 3 118 3,00
 4 66 4,00
 5 42 5,00

h (m) E (lx) D (m)
  
1 1057 0,71
2 264 1,41
3 118 2,12
4 66 2,83
5 42 3,54
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With projection lens for precise projec-
tions.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
2 ERCO 3-circuit adapters with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Lens 1:1,7/100mm, focusing
± 10mm.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors

for adjusting the gobos. Low-noise
toothed-belt drive.
Switch for calling up speed and rota-
tional direction (12 programs). Push-
button for setting the reference posi-
tion. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 199

76570.000 White (RAL9002)
76571.000 Silver
QT12-ax 90W 12V GY6.35 1800lm

Weight 6.50kg
0 qp

QT12-ax

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Aperture  
mask h (m) E (lx) D (m)
(mm)
   16#
d  30 1 3006 0.30
 2 752 0.60
 3 334 0.90
 4 188 1.20
 5 120 1.50

Aperture  
mask h (m) E (lx) D (m)
(mm)
   26#
d  50 1 1890 0.50
 2 473 1.00
 3 210 1.50
 4 118 2.00
 5 76 2.50

Aperture  
mask h (m) E (lx) D (m)
(mm)
   22#
d  40 1 2430 0.40
 2 608 0.80
 3 270 1.20
 4 152 1.60
 5 97 2.00

Projection lens for soft-edged effect
lighting.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
2 ERCO 3-circuit adapters with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Projection lens, 50mm focal
length, focusable.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors

for adjusting the gobos. Low-noise
toothed-belt drive.
Switch for calling up speed and rota-
tional direction (12 programs). Push-
button for setting the reference posi-
tion. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 199

76566.000 White (RAL9002)
76567.000 Silver
QT12-ax 90W 12V GY6.35 1800lm

Weight 6.30kg
0 qp

QT12-ax

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Aperture  
mask h (m) E (lx) D (m)
(mm)
   33#
d  30 1 716 0.60
 2 179 1.20
 3 79 1.80
 4 45 2.40
 5 29 3.00

Aperture  
mask h (m) E (lx) D (m)
(mm)
   53#
d  50 1 461 1.00
 2 115 2.00
 3 51 3.00
 4 29 4.00
 5 18 5.00

Aperture  
mask h (m) E (lx) D (m)
(mm)
   44#
d  40 1 608 0.80
 2 152 1.60
 3 68 2.40
 4 38 3.20
 5 24 4.00
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DALI
PLUG+
PLAY

With projection lens for precise projec-
tions.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
2 ERCO DALI adapters with cable for
DALI track: plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Lens 1:1,7/100mm, focusing
± 10mm.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors
for adjusting the gobos. Low-noise
toothed-belt drive.

The speed and rotational direction
are recalled via the Light System DALI
software. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Accessories page 199

76572.000 White (RAL9002) DALI
76573.000 Silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Weight 6.55kg
0 qp
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QT12-ax

Measured illuminance levels (new
values) E (lx) and beam diameters D (m)
dependent on aperture mask and pro-
jection distance h (m)

Aperture
mask h (m) E (lx) D (m)
(mm)

16#
d 30 1 3006 0.30

2 752 0.60
3 334 0.90
4 188 1.20
5 120 1.50

Aperture
mask h (m) E (lx) D (m)
(mm)

26#
d 50 1 1890 0.50

2 473 1.00
3 210 1.50
4 118 2.00
5 76 2.50

Aperture
mask h (m) E (lx) D (m)
(mm)

22#
d 40 1 2430 0.40

2 608 0.80
3 270 1.20
4 152 1.60
5 97 2.00

DALI
PLUG+
PLAY

Projection lens for soft-edged effect
lighting.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
2 ERCO DALI adapters with cable for
DALI track: plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Projection lens, 50mm focal
length, focusable.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors
for adjusting the gobos. Low-noise
toothed-belt drive.

The speed and rotational direction
are recalled via the Light System DALI
software. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Accessories page 199

76564.000 White (RAL9002) DALI
76565.000 Silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Weight 6.35kg
0 qp
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QT12-ax

Measured illuminance levels (new
values) E (lx) and beam diameters D (m)
dependent on aperture mask and pro-
jection distance h (m)

Aperture
mask h (m) E (lx) D (m)
(mm)

33#
d 30 1 716 0.60

2 179 1.20
3 79 1.80
4 45 2.40
5 29 3.00

Aperture
mask h (m) E (lx) D (m)
(mm)

53#
d 50 1 461 1.00

2 115 2.00
3 51 3.00
4 29 4.00
5 18 5.00

Aperture
mask h (m) E (lx) D (m)
(mm)

44#
d 40 1 608 0.80

2 152 1.60
3 68 2.40
4 38 3.20
5 24 4.00
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With projection lens for precise projec-
tions.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic control gear.
2 ERCO 3-circuit adapters with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Lens 1:1,7/100mm, focusing
± 10mm.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors
for adjusting the gobos. Low-noise
toothed-belt drive.
Switch for calling up speed and rota-

tional direction (12 programs). Push-
button for setting the reference posi-
tion. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Accessories page 199

76558.000 White (RAL9002) ECG
76559.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 6.60kg
0 qp

HIT-CE

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Aperture  
mask h (m) E (lx) D (m)
(mm)
   16#
d 30 1 5862 0,30
 2 1466 0,60
 3 651 0,90
 4 367 1,20
 5 234 1,50

Aperture  
mask h (m) E (lx) D (m)
(mm)
   26#
d  50 1 4208 0,50
 2 1052 1,00
 3 467 1,50
 4 263 2,00
 5 169 2,50

Aperture  
mask h (m) E (lx) D (m)
(mm)
   22#
d 40 1 5411 0,40
 2 1353 0,80
 3 601 1,20
 4 338 1,60
 5 216 2,00

Projection lens for soft-edged effect
lighting.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic control gear.
2 ERCO 3-circuit adapters with cable:
plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Projection lens, 50mm focal
length, focusable.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors
for adjusting the gobos. Low-noise
toothed-belt drive.
Switch for calling up speed and rota-

tional direction (12 programs). Push-
button for setting the reference posi-
tion. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Accessories page 199

76554.000 White (RAL9002) ECG
76555.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 6.40kg
0 qp

HIT-CE

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Aperture  
mask h (m) E (lx) D (m)
(mm)
   33#
d  30 1 1437 0,60
 2 359 1,20
 3 160 1,80
 4 90 2,40
 5 57 3,00

Aperture  
mask h (m) E (lx) D (m)
(mm)
   53#
d  50 1 1057 1,00
 2 264 2,00
 3 118 3,00
 4 66 4,00
 5 42 5,00

Aperture  
mask h (m) E (lx) D (m)
(mm)
   44#
d  40 1 1393 0,80
 2 348 1,60
 3 155 2,40
 4 87 3,20
 5 56 4,00
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198

DALI
PLUG+
PLAY

With projection lens for precise projec-
tions.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic control gear, switchable, with
plug and play connectivity.
2 ERCO DALI adapters with cable for
DALI track: plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Lens 1:1,7/100mm, focusing
± 10mm.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors
for adjusting the gobos. Low-noise
toothed-belt drive.

The speed and rotational direction are
recalled through the Light System DALI
software. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Accessories page 199

76560.000 White (RAL9002) ECG DALI
76561.000 Silver ECG DALI
HIT-CE 70W G12 7750lm

Weight 6.65kg
0 qp
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HIT-CE

Measured illuminance levels (new
values) E (lx) and beam diameters D (m)
dependent on aperture mask and pro-
jection distance h (m)

Aperture
mask h (m) E (lx) D (m)
(mm)

16#
d 30 1 5862 0,30

2 1466 0,60
3 651 0,90
4 367 1,20
5 234 1,50

Aperture
mask h (m) E (lx) D (m)
(mm)

26#
d 50 1 4208 0,50

2 1052 1,00
3 467 1,50
4 263 2,00
5 169 2,50

Aperture
mask h (m) E (lx) D (m)
(mm)

22#
d 40 1 5411 0,40

2 1353 0,80
3 601 1,20
4 338 1,60
5 216 2,00

DALI
PLUG+
PLAY

Projection lens for soft-edged effect
lighting.
Thermally optimised housing without
fan: high-temperature plastic. Non-slip
surface with geometrically arranged
dimples. 0°-90° tilt. Bracket: cast alu-
minium, powder- coated, on the mech-
anical adapter rotatable through 360°.
Only for ceiling mounting.
Electronic control gear, switchable, with
plug and play connectivity.
2 ERCO DALI adapters with cable for
DALI track: plastic.
Reflector: aluminium, silver anodised. IR
filter.
Goborotator attachment: plastic.
Two rotatable receptacles for gobos
(ø 66mm). Projection lens, 50mm focal
length, focusable.
Two elastically mounted stepping
motors, 4s/1 to 360s/1. Hall sensors
for adjusting the gobos. Low-noise
toothed-belt drive.

The speed and rotational direction
are recalled via the Light System DALI
software. LED function indicator.
Goborotator attachment removable for
lamp replacement without tools. Screw
fixing.
Accessories page 199

76552.000 White (RAL9002) ECG DALI
76553.000 Silver ECG DALI
HIT-CE 70W G12 7750lm

Weight 6.45kg
0 qp
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Measured illuminance levels (new
values) E (lx) and beam diameters D (m)
dependent on aperture mask and pro-
jection distance h (m)

Aperture
mask h (m) E (lx) D (m)
(mm)

33#
d 30 1 1437 0,60

2 359 1,20
3 160 1,80
4 90 2,40
5 57 3,00

Aperture
mask h (m) E (lx) D (m)
(mm)

53#
d 50 1 1057 1,00

2 264 2,00
3 118 3,00
4 66 4,00
5 42 5,00

Aperture
mask h (m) E (lx) D (m)
(mm)

44#
d 40 1 1393 0,80

2 348 1,60
3 155 2,40
4 87 3,20
5 56 4,00

Emanon Projector spotlight with Goborotator and DALI adapter for metal halide lamps
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76550.000 • • • • • • • • • • • • • • •
76551.000 • • • • • • • • • • • • • • •
76552.000 • • • • • • • • • • • • • • •
76553.000 • • • • • • • • • • • • • • •
76554.000 • • • • • • • • • • • • • • •
76555.000 • • • • • • • • • • • • • • •
76556.000 • • • • • • • • • • • • • • •
76557.000 • • • • • • • • • • • • • • •
76558.000 • • • • • • • • • • • • • • •
76559.000 • • • • • • • • • • • • • • •
76560.000 • • • • • • • • • • • • • • •
76561.000 • • • • • • • • • • • • • • •
76562.000 • • • • • • • • • • • • • • •
76563.000 • • • • • • • • • • • • • • •
76564.000 • • • • • • • • • • • • • • •
76565.000 • • • • • • • • • • • • • • •
76566.000 • • • • • • • • • • • • • • •
76567.000 • • • • • • • • • • • • • • •
76568.000 • • • • • • • • • • • • • • •
76569.000 • • • • • • • • • • • • • • •
76570.000 • • • • • • • • • • • • • • •
76571.000 • • • • • • • • • • • • • • •
76572.000 • • • • • • • • • • • • • • •
76573.000 • • • • • • • • • • • • • • •
76574.000 • • • • • • • • • • • • • • •
76575.000 • • • • • • • • • • • • • • •
76576.000 • • • • • • • • • • • • • • •
76577.000 • • • • • • • • • • • • • • •

74406.000
UV filter

74405.000
IR filter

74484.000
Skintone filter

74485.000
Daylight conver-
sion filter

74447.000
Interference
colour filter
Magenta

74448.000
Interference
colour filter
Amber

74449.000
Interference
colour filter
Sky blue

74450.000
Interference
colour filter
Night blue

75800.000 Black
Mounting ring
Plastic.

75926.000
Gobo
Metal, ø 66mm.

75927.000
Gobo
Metal, ø 66mm.

75928.000
Gobo
Metal, ø 66mm.

75929.000
Gobo
Metal, ø 66mm.

75930.000
Structured lens
Glass, ø 66mm.

75931.000
Structured lens
Glass, ø 66mm.

Emanon Accessories

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:50

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0199_bild_erco_hk12.p1.pdf  Layer 2: 0199_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w199

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:27:50

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto9a9ad50cb1ae374d978411713539955fSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0199_bild_erco_hk12.p1.pdf  Layer 2: 0199_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w199



346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

3500 cd

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

3500 cd

DALI
PLUG+
PLAY

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

3500 cd

346666666666346666666

3
46
6
6
6

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6

273201

25
6

14
2

∅

12
5

∅

30° 30°

60° 60°

3500 cd

200

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: cast aluminium,
powder-coated black.
Dimming with external dimmers pos-
sible (trailing edge).

76644.000 White (RAL9002)
76642.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, oval flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
51° 17°

1 2658 0.95 0.30
2 665 1.91 0.60
3 295 2.86 0.90
4 166 3.82 1.20
5 106 4.77 1.49

76645.000 White (RAL9002)
76643.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, oval flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
51° 17°

1 2142 0.95 0.30
2 535 1.91 0.60
3 238 2.86 0.90
4 134 3.82 1.20
5 86 4.77 1.49

Emanon Floodlight with LED and DALI adapter

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: cast aluminium,
powder-coated black.

76648.000 White (RAL9002) DALI
76646.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, oval flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
51° 17°

1 2658 0.95 0.30
2 665 1.91 0.60
3 295 2.86 0.90
4 166 3.82 1.20
5 106 4.77 1.49

76649.000 White (RAL9002) DALI
76647.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, oval flood

Weight 2.80kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
51° 17°

1 2142 0.95 0.30
2 535 1.91 0.60
3 238 2.86 0.90
4 134 3.82 1.20
5 86 4.77 1.49

Emanon Floodlight with LED
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201

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic transformer 220-240/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 204

76603.000 White (RAL9002)
76602.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, oval flood

Weight 1.30kg
LMF D
I0 q6p

QT12-ax-RE

h(m) E(lx) D(m)
82° 34°

1 788 1.74 0.61
2 197 3.48 1.22
3 88 5.22 1.83
4 49 6.95 2.45
5 32 8.69 3.06

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 204

76605.000 White (RAL9002)
76604.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Weight 2.40kg
LMF D
I0 q6p

QT12-ax

h(m) E(lx) D(m)
77° 26°

1 1763 1.59 0.46
2 441 3.18 0.92
3 196 4.77 1.39
4 110 6.36 1.85
5 71 7.95 2.31

Emanon Floodlight with DALI adapter for low-voltage halogen lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 204

76607.000 White (RAL9002) DALI
76606.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Weight 2.45kg
LMF D
0 q6p

QT12-ax

h(m) E(lx) D(m)
77° 26°

1 1763 1.59 0.46
2 441 3.18 0.92
3 196 4.77 1.39
4 110 6.36 1.85
5 71 7.95 2.31

Emanon Floodlight for low-voltage halogen lamps
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202

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,
powder-coated black. Peripheral groove
for fixing accessories.

Accessories page 204

76544.000 White (RAL9002) ECG
76543.000 Silver ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, oval flood

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
62° 31°

1 1374 1.20 0.55
2 343 2.40 1.11
3 153 3.61 1.66
4 86 4.81 2.22
5 55 6.01 2.77

76546.000 White (RAL9002) ECG
76545.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, oval flood

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
63° 36°

1 2678 1.23 0.65
2 670 2.45 1.30
3 298 3.68 1.95
4 167 4.90 2.60
5 107 6.13 3.25

Emanon Floodlight with DALI adapter for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 204

76548.000 White (RAL9002) ECG DALI
76547.000 Silver ECG DALI
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, oval flood

Weight 1.50kg
LMF D
0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
63° 36°

1 2678 1.23 0.65
2 670 2.45 1.30
3 298 3.68 1.95
4 167 4.90 2.60
5 107 6.13 3.25

Emanon Floodlight for metal halide lamps
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203

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,
powder-coated black. Peripheral groove
for fixing accessories.

Accessories page 204

76579.000 White (RAL9002) ECG
76578.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, oval flood

Weight 2.50kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
88° 56°

1 2987 1.93 1.06
2 747 3.86 2.13
3 332 5.79 3.19
4 187 7.73 4.25
5 119 9.66 5.32

76601.000 White (RAL9002) ECG
76600.000 Silver ECG
HIT-CE 150W G12 15000lm
Spherolit reflector, oval flood

Weight 3.00kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
88° 56°

1 5790 1.93 1.06
2 1448 3.86 2.13
3 643 5.79 3.19
4 362 7.73 4.25
5 232 9.66 5.32

Emanon Floodlight with DALI adapter for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,

powder-coated black. Peripheral groove
for fixing accessories.
Accessories page 204

76599.000 White (RAL9002) ECG DALI
76598.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Spherolit reflector, oval flood

Weight 2.55kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
88° 56°

1 2987 1.93 1.06
2 747 3.86 2.13
3 332 5.79 3.19
4 187 7.73 4.25
5 119 9.66 5.32

Emanon Floodlight for high-pressure sodium vapour lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised, adjustable through 90°. Softec
lens.
Anti-glare ring: cast aluminium,
powder-coated black. Peripheral groove
for fixing accessories.

Accessories page 204

76616.000 White (RAL9002) ECG
76617.000 Silver ECG
HST 100W GX12-1 4900lm
Spherolit reflector, oval flood

Weight 2.80kg
LMF D
0 q6p

HST

h(m) E(lx) D(m)
87° 45°

1 2005 1.90 0.83
2 501 3.80 1.66
3 223 5.69 2.49
4 125 7.59 3.31
5 80 9.49 4.14

Emanon Floodlight for metal halide lamps
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76543.000 • •
76544.000 • •
76545.000 • •
76546.000 • •
76547.000 • •
76548.000 • •
76578.000 • • •
76579.000 • • •
76598.000 • • •
76599.000 • • •
76600.000 • • •
76601.000 • • •
76602.000 • •
76603.000 • •
76604.000 • •
76605.000 • •
76606.000 • •
76607.000 • •
76616.000 • •
76617.000 • •

74406.000
74806.000
UV filter

74470.000
Food filter

75801.000 White
75906.000 White
75800.000 Black
75905.000 Black
Mounting ring
Plastic.

Emanon Lens wallwasher with LED

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium,
powder-coated black.

Dimming with external dimmers pos-
sible (trailing edge).

76636.000 White (RAL9002)
76634.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wallwash

Weight 2.80kg
LMF D
I0 qp

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 215 173 142 119

76637.000 White (RAL9002)
76635.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wallwash

Weight 2.80kg
LMF D
I0 qp

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 174 139 114 96

Emanon Accessories
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205

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium,
powder-coated black.

76640.000 White (RAL9002) DALI
76638.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wallwash

Weight 2.80kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 215 173 142 119

76641.000 White (RAL9002) DALI
76639.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wallwash

Weight 2.80kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 174 139 114 96

Emanon Lens wallwasher for low-voltage halogen lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic transformer 220-240/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens

with reflector: aluminium, silver anod-
ised.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 208

76592.000 White (RAL9002)
76593.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 1.60kg
LMF D
I0 q6p

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 101 81 65 54

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Only for ceiling mounting.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens

with reflector: aluminium, silver anod-
ised.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 208

76594.000 White (RAL9002)
76595.000 Silver
QT12-ax 100W 12V GY6.35 2200lm

Weight 2.86kg
LMF D
I0 q6p

QT12-ax

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 182 146 123 103

Emanon Lens wallwasher with LED and DALI adapter
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206

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Only for ceiling mounting.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens

with reflector: aluminium, silver anod-
ised.
Accessories page 208

76596.000 White (RAL9002) DALI
76597.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Weight 2.91kg
LMF D
0 q6p

QT12-ax

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 182 146 123 103

Emanon Lens wallwasher for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 208

76580.000 White (RAL9002) ECG
76581.000 Silver ECG
HIT-TC-CE 20W G8.5 1800lm

Weight 1.90kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 115 92 75 63

76582.000 White (RAL9002) ECG
76583.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm

Weight 1.80kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.25 1.50
Luminaire spacing (m) 1.00 1.00 1.25 1.25
Illuminance En (lx) 211 180 145 123

Emanon Lens wallwasher with DALI adapter for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens

with reflector: aluminium, silver anod-
ised.
Accessories page 208

76584.000 White (RAL9002) ECG DALI
76585.000 Silver ECG DALI
HIT-TC-CE 35W G8.5 3900lm

Weight 1.80kg
LMF D
0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.25 1.50
Luminaire spacing (m) 1.00 1.00 1.25 1.25
Illuminance En (lx) 211 180 145 123

Emanon Lens wallwasher with DALI adapter for low-voltage halogen lamps
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207

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Only for ceiling mounting.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.

Accessories page 208

76586.000 White (RAL9002) ECG
76587.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 2.96kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 6.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 265 222 202 174

76590.000 White (RAL9002) ECG
76591.000 Silver ECG
HIT-CE 150W G12 15000lm

Weight 3.46kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 10°
Wall height (m) 8.0
Offset from wall (m) 1.50 1.75 2.00 2.50
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 265 213 174 121

Emanon Lens wallwasher with DALI adapter for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Only for ceiling mounting.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Spherolit reflector, narrow spot: alu-
minium, silver, mirror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens

with reflector: aluminium, silver anod-
ised.
Accessories page 208

76588.000 White (RAL9002) ECG DALI
76589.000 Silver ECG DALI
HIT-CE 70W G12 7750lm

Weight 3.01kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 6.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 265 222 202 174

Emanon Lens wallwasher for metal halide lamps
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76580.000 • • • • • • • •
76581.000 • • • • • • • •
76582.000 • • • • • • • •
76583.000 • • • • • • • •
76584.000 • • • • • • • •
76585.000 • • • • • • • •
76586.000 • • • • • • • •
76587.000 • • • • • • • •
76588.000 • • • • • • • •
76589.000 • • • • • • • •
76590.000 • • • • • • • •
76591.000 • • • • • • • •
76592.000 • • • • • • • •
76593.000 • • • • • • • •
76594.000 • • • • • • • •
76595.000 • • • • • • • •
76596.000 • • • • • • • •
76597.000 • • • • • • • •

70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

74434.000
74458.000
Interference
colour filter
Night blue

Emanon Spherolit wallwasher for low-voltage halogen lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic transformer 220-240/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium,
powder-coated black.

Use dimmers for electronic transformers
(trailing edge).

76436.000 White (RAL9002)
76437.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, wallwash

Weight 1.30kg
LMF D
I0 q6p

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 22°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 123 89 67

Emanon Accessories
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209

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium,
powder-coated black.

Use dimmers for electronic transformers
(trailing edge).

76481.000 White (RAL9002)
76482.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Weight 2.40kg
LMF D
I0 q6p

QT12-ax

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 107 87 71

Emanon Spherolit wallwasher with DALI adapter for low-voltage halogen lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium,
powder-coated black.

76511.000 White (RAL9002) DALI
76512.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Weight 2.45kg
LMF D
0 q6p

QT12-ax

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 107 87 71

Emanon Spherolit wallwasher for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium,
powder-coated black.

76409.000 White (RAL9002) ECG
76410.000 Silver ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, wallwash

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 22°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 210 146 103

76424.000 White (RAL9002) ECG
76425.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, wallwash

Weight 1.50kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 178 140 112

Emanon Spherolit wallwasher for low-voltage halogen lamps
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210

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium,
powder-coated black.

76537.000 White (RAL9002) ECG DALI
76538.000 Silver ECG DALI
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, wallwash

Weight 1.50kg
LMF D
0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 178 140 112

Emanon Spherolit wallwasher for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, rotat-
able on 3-circuit adapter through 360°.
Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium,
powder-coated black.

76451.000 White (RAL9002) ECG
76452.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Weight 2.50kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 8.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 215 176 145

76466.000 White (RAL9002) ECG
76467.000 Silver ECG
HIT-CE 150W G12 15000lm
Spherolit reflector, wallwash

Weight 3.00kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 8°
Wall height (m) 10.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 249 205 171

Emanon Spherolit wallwasher with DALI adapter for metal halide lamps

Housing: high-temperature plastic.
Non-slip surface with geometrically
arranged dimples. 0°-90° tilt. Bracket:
cast aluminium, powder-coated, ro-
tatable on DALI adapter through 360°.
Internal wiring.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. Softec lens.
Anti-glare ring: cast aluminium,
powder-coated black.

76496.000 White (RAL9002) ECG DALI
76497.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Weight 2.55kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 8.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 215 176 145

Emanon Spherolit wallwasher with DALI adapter for metal halide lamps
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211

The design of the Parscan range 
is defined by a basic, plain cylin-
drical shape. Its functional char-
acteristics include integrated 
accessories and easy locking of 
the movement axes. The mini-
malist shape is suited for situa-
tions in which the luminaire 
should appear as unobtrusive as 
 possible – such as in museums or 
 places of worship. Tilt and rota-
tional angle can be locked by 
turning a  single clamping screw 
to prevent accidental changes 
to the aim of the luminaire dur-
ing re-  lamping. If the spotlight is 
directed  vertically downwards as 
a downlight, the support bracket 
merges into the cylindrical shape. 
The system design of the Parscan 
range also includes versions with 
cross-  baffles for improved  visual 
 comfort. 

Parscan for track

Accentuation
 Emphasis of objects or 
architectural elements 
 produced by a narrow 
beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Spot, flood
Optional: DALI

PAR lamps
50W -  100W
545lm -  1300lm

High- pressure discharge lamps
35W
3900lm
Spot, flood

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

PAR lamps
50W -  100W
545lm -  1300lm
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The anti- dazzle  
ring with cross-
baffle can accom-
modate two 
lenses or filters. 
When the sculp-
ture lens is fit-
ted, its orien-
tation can be 
locked with a 
single screw.

Parscan luminaires provide a 
highly advanced detailed solu-
tion to ensure a smooth opera-
tion despite potentially high lamp 
temperatures and make it easy to 
both align and replace the lamp. 
1. Lock screw to set the angle of 
rotation and tilt 
2. Scale to identify the installed 
lamp rating
3. Integral electronic control gear
4. Two- piece cylinder remova-
ble for lamp replacement, with 
safety cord
5. Reflector, silver anodised, 
mirror- finish 
6. Fixing ring for two lenses or 
 filters
7. Anti- glare ring with cross-
baffle for maximum visual com-
fort
8. Anti- glare ring fixing device for 
correct positioning of accessories

Depending on 
the type of spot-
light, the front 
cylindrical hous-
ing contains an 
anti- dazzle ring 
with or without a 
cross- baffle, or a 
wallwasher lens. 
The front cylin-
der is removed 
for lamp replace-
ment. A safety  
cord connects  
the two- part cyl-
inder for easier  
lamp replace-
ment.

The small “lock“ screw on the 
Parscan spotlights simultane-
ously locks the luminaire rota tion 
and the tilt with just one turn.  
This locks the position of the 
luminaire in situations where 
luminaire arrangements are fre-
quently changed. For wall washers, 
it ensures that the beam direction 
remains unaltered when a lamp 
is replaced; to ensure the quality 
of the lighting concept is main-
tained. 

Parscan for track
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Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.

Anti-glare ring: plastic, black. Retainer
for accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72101.000 White (RAL9002)
QT12-ax-RE 50W 12V GY6.35 1250lm
Spot reflector

Weight 1.30kg
LMF D
I56pi

QT12-ax-RE

h(m) E(lx) D(m)
7°

1 23628 0.12
2 5907 0.24
3 2625 0.37
4 1477 0.49
5 945 0.61

72100.000 White (RAL9002)
QT12-ax-RE 50W 12V GY6.35 1250lm
Flood reflector

Weight 1.30kg
LMF D
I56pi

QT12-ax-RE

h(m) E(lx) D(m)
25°

1 3527 0.44
2 882 0.89
3 392 1.33
4 220 1.77
5 141 2.22

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.

Anti-glare ring: plastic, black. Retainer
for accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72111.000 White (RAL9002)
QT12-ax 75W 12V GY6.35 1575lm
Spot reflector

Weight 1.65kg
LMF D
I56pi

QT12-ax

h(m) E(lx) D(m)
8°

1 33901 0.14
2 8475 0.28
3 3767 0.42
4 2119 0.56
5 1356 0.70

72110.000 White (RAL9002)
QT12-ax 75W 12V GY6.35 1575lm
Flood reflector

Weight 1.65kg
LMF D
I56pi

QT12-ax

h(m) E(lx) D(m)
26°

1 5040 0.46
2 1260 0.92
3 560 1.39
4 315 1.85
5 202 2.31

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.

Anti-glare ring: cast aluminium,
powder-coated black. Retainer for
accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72121.000 White (RAL9002)
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 2.20kg
LMF D
I56pi

QT12-ax

h(m) E(lx) D(m)
7°

1 44264 0.12
2 11066 0.24
3 4918 0.37
4 2767 0.49
5 1771 0.61

72120.000 White (RAL9002)
QT12-ax 100W 12V GY6.35 2200lm
Flood reflector

Weight 2.20kg
LMF D
I56pi

QT12-ax

h(m) E(lx) D(m)
26°

1 7040 0.46
2 1760 0.92
3 782 1.39
4 440 1.85
5 282 2.31

Parscan Spotlight for low-voltage halogen lamps
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Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Anti-glare ring: cast aluminium,
powder-coated black. Retainer for
accessories.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72130.000 White (RAL9002)
QR-111 75W 12V G53 8°
QR-111 75W 12V G53 45°

Weight 2.30kg
LMF D
I56pi

g

QR-111

h(m) E(lx) D(m)
8°

1 30000 0.14
2 7500 0.28
3 3333 0.42
4 1875 0.56
5 1200 0.70

QR-111

h(m) E(lx) D(m)
45°

1 1900 0.83
2 475 1.66
3 211 2.49
4 119 3.31
5 76 4.14

Parscan Spotlight with DALI adapter for low-voltage halogen lamps

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale to identify
the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the DALI adapter through 360°.
Adjustment screw to set the angle of
rotation and tilt. Internal wiring.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector: aluminium, silver, mirror-

finish anodised. Anti-glare cap attached
to safety glass.
Anti-glare ring: cast aluminium,
powder-coated black. Retainer for
accessories.
Accessories page 219

72132.000 White (RAL9002) DALI
QT12-ax 75W 12V GY6.35 1575lm
Spot reflector

Weight 2.20kg
LMF D
56p

QT12-ax

h(m) E(lx) D(m)
7°

1 31689 0.12
2 7922 0.24
3 3521 0.37
4 1981 0.49
5 1268 0.61

72133.000 White (RAL9002) DALI
QT12-ax 75W 12V GY6.35 1575lm
Flood reflector

Weight 2.20kg
LMF D
56p

QT12-ax

h(m) E(lx) D(m)
26°

1 5040 0.46
2 1260 0.92
3 560 1.39
4 315 1.85
5 202 2.31

Parscan Spotlight for low-voltage halogen lamps
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Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.
Anti-glare ring with cross-baffle: plastic,

metal, black. 2 concealed fixing rings
for accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72102.000 White (RAL9002)
QT12-ax-RE 50W 12V GY6.35 1250lm
Spot reflector

Weight 1.45kg
LMF D
I56pi

QT12-ax-RE

h(m) E(lx) D(m)
8°

1 21110 0.14
2 5277 0.28
3 2346 0.42
4 1319 0.56
5 844 0.70

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.

Anti-glare ring with cross-baffle: plastic,
metal, black. 2 concealed fixing rings
for accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72112.000 White (RAL9002)
QT12-ax 75W 12V GY6.35 1575lm
Spot reflector

Weight 1.80kg
LMF D
I56pi

QT12-ax

h(m) E(lx) D(m)
8°

1 31651 0.14
2 7913 0.28
3 3517 0.42
4 1978 0.56
5 1266 0.70

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.

Anti-glare ring with cross-baffle: cast
aluminium, metal, black. 2 concealed
fixing rings for accessories.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72122.000 White (RAL9002)
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 2.50kg
LMF D
I56pi

QT12-ax

h(m) E(lx) D(m)
7°

1 43238 0.12
2 10809 0.24
3 4804 0.37
4 2702 0.49
5 1730 0.61

Parscan Spotlight with cross-baffle for low-voltage halogen lamps
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Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Anti-glare ring with cross-baffle: cast
aluminium, metal, black. 2 concealed
fixing rings for accessories.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 219

72131.000 White (RAL9002)
QR-111 75W 12V G53 8°
QR-111 75W 12V G53 45°

Weight 2.60kg
LMF D
I56pi

g

QR-111

h(m) E(lx) D(m)
8°

1 28302 0.14
2 7076 0.28
3 3145 0.42
4 1769 0.56
5 1132 0.70

QR-111

h(m) E(lx) D(m)
45°

1 1792 0.83
2 448 1.66
3 199 2.49
4 112 3.31
5 72 4.14

Parscan Spotlight with cross-baffle and DALI adapter for low-voltage halogen lamps

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale to identify
the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the DALI adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector: aluminium, silver, mirror-

finish anodised. Anti-glare cap attached
to safety glass.
Anti-glare ring with cross-baffle: cast
aluminium, metal, black. 2 concealed
fixing rings for accessories.
Accessories page 219

72134.000 White (RAL9002) DALI
QT12-ax 75W 12V GY6.35 1575lm
Spot reflector

Weight 2.50kg
LMF D
56p

QT12-ax

h(m) E(lx) D(m)
7°

1 30954 0.12
2 7739 0.24
3 3439 0.37
4 1935 0.49
5 1238 0.61

Parscan Spotlight with cross-baffle for low-voltage halogen lamps

Neues Museum,
Berlin. Architect:
David Chipperfield,
London/Berlin.
Lighting design:
Kardorff In-
genieure, Berlin.
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Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
ERCO 3-circuit adapter: plastic.
Softec lens.
Anti-glare ring with cross-baffle: plastic,
metal, black. 2 concealed retainers for
accessories.
Accessories page 219

72106.000 White (RAL9002)
QPAR20 50W 230V E27 10°
QPAR20 50W 230V E27 30°

Weight 1.50kg
LMF E
I56p

QPAR20

h(m) E(lx) D(m)
10°

1 2909 0.17
2 727 0.35
3 323 0.52
4 182 0.70
5 116 0.87

QPAR20

h(m) E(lx) D(m)
30°

1 909 0.54
2 227 1.07
3 101 1.61
4 57 2.14
5 36 2.68

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
ERCO 3-circuit adapter: plastic.
Softec lens.
Anti-glare ring with cross-baffle: plastic,
metal, black. 2 concealed retainers for
accessories.
Accessories page 219

72116.000 White (RAL9002)
QPAR30 100W 230V E27 10°
QPAR30 100W 230V E27 30°

Weight 1.95kg
LMF E
I56p

QPAR30

h(m) E(lx) D(m)
10°

1 8182 0.17
2 2045 0.35
3 909 0.52
4 511 0.70
5 327 0.87

QPAR30

h(m) E(lx) D(m)
30°

1 2728 0.54
2 682 1.07
3 303 1.61
4 170 2.14
5 109 2.68

Parscan Spotlight for metal halide lamps

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp
replacement. 0°-90° tilt. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised.
Anti-glare ring: cast aluminium,
powder-coated black. Retainer for
accessories.

Accessories page 219

72136.000 White (RAL9002) ECG
HIT-CE 35W G12 3900lm
Spot reflector
Safety glass

Weight 2.00kg
LMF D
56p

HIT-CE

h(m) E(lx) D(m)
9°

1 39319 0.16
2 9830 0.31
3 4369 0.47
4 2457 0.63
5 1573 0.79

Parscan Spotlight with cross-baffle for PAR lamps
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72135.000 White (RAL9002) ECG
HIT-CE 35W G12 3900lm
Flood reflector
Safety glass

Weight 2.00kg
LMF D
56p

HIT-CE

h(m) E(lx) D(m)
29°

1 8415 0.52
2 2104 1.03
3 935 1.55
4 526 2.07
5 337 2.59

72104.000 White (RAL9002) ECG
HIT-CE 35W G12 3900lm
Spherolit reflector, wide flood
Softec lens

Weight 2.00kg
LMF D
6p

HIT-CE

h(m) E(lx) D(m)
48°

1 2418 0.89
2 604 1.78
3 269 2.67
4 151 3.56
5 97 4.45

Parscan Spotlight for metal halide lamps

Palazzo Massimo,
Rome. Lighting
design: Francesca
Storaro, Castel
Gandolfo.

Architecture
firm Studio Arch.
Fantoni, Milan.
Architect: Studio
Arch. Fantoni,
Milan.
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70692.000
74880.000
77185.000
Sculpture lens

70688.000
74882.000
77198.000
UV filter

70689.000
74881.000
77196.000
IR filter

74482.000
74488.000
74883.000
Skintone filter

74483.000
74489.000
74884.000
Daylight conver-
sion filter

74431.000
74455.000
74885.000
Interference
colour filter
Magenta

74432.000
74456.000
74886.000
Interference
colour filter
Amber

74433.000
74457.000
74887.000
Interference
colour filter
Sky blue

74434.000
74458.000
74888.000
Interference
colour filter
Night blue

Parscan Accessories
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220

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V.
ERCO 3-circuit adapter: plastic.
Spread lens with reflector: aluminium,
silver anodised.
Use dimmers for electronic transformers
(trailing edge).

Accessories page 222

72103.000 White (RAL9002)
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 1.50kg
LMF D
I56pi

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 136 109 87 73

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Spread lens with reflector: aluminium,
silver anodised.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 222

72113.000 White (RAL9002)
QT12-ax 75W 12V GY6.35 1575lm

Weight 1.90kg
LMF D
I56pi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 22°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 169 135 112 94

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer 230/12V, from
35W.
ERCO 3-circuit adapter: plastic.
Spread lens with reflector: aluminium,
silver anodised.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 222

72123.000 White (RAL9002)
QT12-ax 100W 12V GY6.35 2200lm

Weight 2.40kg
LMF D
I56pi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 222 179 149 125

Parscan Lens wallwasher for low-voltage halogen lamps
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Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale to identify
the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the DALI adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Spread lens with reflector: aluminium,
silver anodised.

Accessories page 222

72139.000 White (RAL9002) DALI
QT12-ax 75W 12V GY6.35 1575lm

Weight 2.40kg
LMF D
56p

QT12-ax

Mean illuminance En (wall)
Angle of tilt 22°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 172 137 108 90

Parscan Lens wallwasher for PAR lamps

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
ERCO 3-circuit adapter: plastic.
Spread lens with reflector: aluminium,
silver anodised.
Accessories page 222

72107.000 White (RAL9002)
QPAR20 50W 230V E27 10°

Weight 1.55kg
LMF E
I56p

QPAR20

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 0.75 1.00 1.00 1.25
Illuminance En (lx) 81 62 51 41

Housing: two-piece cylinder, aluminium,
powder-coated, removable for lamp re-
placement. 0°-90° tilt. Scale for identi-
fying the lamp power used. Safety cord.
Bracket integrated in the cylinder: cast
aluminium, powder-coated, rotatable
on the 3-circuit adapter through 360°.
Screw to set the angle of rotation and
of tilt. Internal wiring.
ERCO 3-circuit adapter: plastic.
Spread lens with reflector: aluminium,
silver anodised.
Accessories page 222

72117.000 White (RAL9002)
QPAR30 100W 230V E27 10°

Weight 2.00kg
LMF E
I56p

QPAR30

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 151 121 101 85

Parscan Lens wallwasher with DALI adapter for low-voltage halogen lamps
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UV filter

Parscan Accessories

Museum Ara Pacis,
Rome. Architect:
Richard Meier,
New York. Light-
ing design: Fisher
Marantz Stone,
New York.
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The timeless shapes of the 
Domotec spotlight family, made 
up of cylinder and sphere, were 
originally conceived for use in 
residential lighting. A  spherical 
sectional cut at 45° forms the 
basis of the pivot mechanism.  
The printed graduations facili-
tate the alignment of luminaire 
groups. These features ensure 
Domotec a place in the lighting 
concept of applications such as 
museums or shops. 

Domotec for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

PAR lamps
50W -  120W
545lm -  1300lm

Espai Liceu, 
Barcelona. 
Architecture/ 
lighting design: 
Ignasi de Sola-
Morales, Lluís 
Dilme, Xavier 
Fabre, Barcelona.
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224

Housing: aluminium, powder-coated.
Graduations for group alignment.
Bracket: plastic.
ERCO 3-circuit adapter: plastic. 360°
rotation, 90° tilt.
Accessories page 225

77201.000 White (RAL9002)
R95 100W 230V E27 35°
PAR38 120W 230V E27 12°
PAR38 120W 230V E27 30°

Weight 1.00kg
LMF E
0 q8pi

R95

h(m) E(lx) D(m)
35°

1 1350 0.63
2 338 1.26
3 150 1.89
4 84 2.52
5 54 3.15

PAR38

h(m) E(lx) D(m)
12°

1 9300 0.21
2 2325 0.42
3 1033 0.63
4 581 0.84
5 372 1.05

PAR38

h(m) E(lx) D(m)
30°

1 3100 0.54
2 775 1.07
3 344 1.61
4 194 2.14
5 124 2.68

Housing and bracket: cast aluminium,
powder-coated. Internally black
lacquered. Graduations for group align-
ment.
ERCO 3-circuit adapter: plastic. 360°
rotation, 90° tilt.

77231.000 White (RAL9002)
R63 60W 230V E27 30°
QPAR20 50W 230V E27 10°
QPAR20 50W 230V E27 30°

Weight 1.00kg
LMF E
0 q8p

R63

h(m) E(lx) D(m)
30°

1 960 0.54
2 240 1.07
3 107 1.61
4 60 2.14
5 38 2.68

QPAR20

h(m) E(lx) D(m)
10°

1 3200 0.17
2 800 0.35
3 356 0.52
4 200 0.70
5 128 0.87

QPAR20

h(m) E(lx) D(m)
30°

1 1000 0.54
2 250 1.07
3 111 1.61
4 62 2.14
5 40 2.68

Domotec Spotlight for R and PAR lamps
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225

Housing: metal, powder-coated. In-
ternally black lacquered. Graduations
for group alignment. Bracket: cast alu-
minium, powder-coated.
ERCO 3-circuit adapter: plastic. 360°
rotation, 90° tilt.

77246.000 White (RAL9002)
QPAR30 100W 230V E27 10°
QPAR30 100W 230V E27 30°

Weight 0.80kg
LMF E
0 q8p

QPAR30

h(m) E(lx) D(m)
10°

1 9000 0.17
2 2250 0.35
3 1000 0.52
4 562 0.70
5 360 0.87

QPAR30

h(m) E(lx) D(m)
30°

1 3000 0.54
2 750 1.07
3 333 1.61
4 188 2.14
5 120 2.68

Domotec Accessories

70
31

3.0
00

77201.000 •

70313.000
Luminaire attach-
ment for PAR38
Aluminium, white.
Inside: silver.

Domotec Spotlight for PAR lamps

Crossbar Cafe
in the National
Gallery of Vic-
toria, Melbourne.
Architect: Lab
Architecture Stu-
dios, Melbourne;
Bates Smart, Mel-
bourne. Lighting
design: Lighting
Design Partner-
ship, Darlinghurst.
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The Pollux product range solves 
lighting tasks with a shape of the 
luminaire that reveals its function. 
The component form of  Pollux 
makes it possible to create a vast 
range of light effects simply by 
adding accessories, producing a 
soft or defined light beam.  Colour 
filters and gobos create coloured 
light effects as well as the pro-
jection of patterns,  images and 
 logos. The compact format of the 
luminaire makes it perfect even 
for small rooms whether in sales 
areas, in the catering industry or 
in homes.  

Pollux for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Narrow to very wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

Low- voltage halogen lamps
35W -  50W
900lm -  1250lm
Vario reflector

High- pressure discharge lamps
20W
1650lm
Vario reflector

Projection
 Projection of signs, con-
tours, patterns and images 
using gobos or structured 
lenses for lighting effects.

Projector spotlights
Optical system with lens for the pro-
jection of images and patterns from 
gobos and for hard- edged beams or 
contours using a framing attachment.

Low- voltage halogen lamps
50W
1250lm

High- pressure discharge lamps
20W
1650lm

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Low- voltage halogen lamps
50W
1250lm

High- pressure discharge lamps
20W
1650lm
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The system philosophy behind 
these luminaires provides solu-
tions for different lighting con-
cepts in one luminaire range: 
narrow to medium light beams 
for accent lighting and lens wall-
washers for the uniform illumina-
tion of shelves or walls. The pro-
jection spotlights with framing 
attachments are suitable for the 
illumination of pictures to give 
the impression of the pictures  
being illuminated from within. 

Bordered patterns can be pro-
jected onto surfaces using gobos, 
while ribbed lenses produce soft-
edged patterns. Either element is 
inserted in the mounting ring (1) 
individually or together. To focus 
capsule lamps, the lampholder  
position can be adjusted using 
the rear knurled screw.

The framing attachment (2) 
 enables freely adjustable, square 
patches of light to be projected 
in order to accentuate pictures. 
Structured lenses can be used to 
create additional light effects on 
illuminated surfaces. By adjust-
ing the projection lens (3), soft 
effects can be produced. 

Light effects produced by gobos 
or structured lenses can be given 
additional coloured accents using 
filter foils. This is done by fitting 
one or more of the foils in front 
of the projection lens (3). The 
 filter holder supplied is mounted 
on the projection lens using the 
spring clip. Since the foils are heat 
sensitive, fitting an IR filter (4) 
between the mounting ring and 
the projection lens is necessary.

Pollux for track
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Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Focusing: adjustable lampholder,
knurled screw.
Anti-glare cone: metal, black powder-
coated, attached to the spotlight by

means of a circular spring; to be re-
moved for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 230

73759.000 White (RAL9002)
73758.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Vario reflector

Weight 0.35kg
LMF D
76pi

QT12-ax-RE

h(m) E(lx) D(m)
24°

1 2424 0.43
2 606 0.85
3 269 1.28
4 151 1.70
5 97 2.13

QT12-ax-RE

h(m) E(lx) D(m)
11°

1 4782 0.19
2 1196 0.39
3 531 0.58
4 299 0.77
5 191 0.96

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Anti-glare cone: metal, black powder-
coated, attached to the spotlight by
means of a circular spring; to be re-
moved for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 230

73756.000 Silver
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 60°

Weight 0.32kg
LMF E
76pig

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 11792 0.17
2 2948 0.35
3 1310 0.52
4 737 0.70
5 472 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1038 1.15
2 259 2.31
3 115 3.46
4 65 4.62
5 42 5.77

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Focusing: adjustable lampholder,
knurled screw.
Anti-glare ring: metal, black powder-
coated, attached to the spotlight by

means of a circular spring; to be re-
moved for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).

73753.000 White (RAL9002)
73752.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Vario reflector

Weight 0.35kg
LMF D
76pi

QT12-ax-RE

h(m) E(lx) D(m)
24°

1 3546 0.43
2 887 0.85
3 394 1.28
4 222 1.70
5 142 2.13

QT12-ax-RE

h(m) E(lx) D(m)
15°

1 6068 0.26
2 1517 0.53
3 674 0.79
4 379 1.05
5 243 1.32

Pollux Spotlight with transadapter for low-voltage halogen lamps
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229

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Anti-glare ring: metal, black powder-
coated, attached to the spotlight by
means of a circular spring; to be re-
moved for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).

73751.000 White (RAL9002)
73750.000 Silver
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 60°

Weight 0.32kg
LMF E
76pig

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 12500 0.17
2 3125 0.35
3 1389 0.52
4 781 0.70
5 500 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1100 1.15
2 275 2.31
3 122 3.46
4 69 4.62
5 44 5.77

Pollux Spotlight with transadapter for metal halide lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Focusing: adjustable lampholder,
knurled screw.
Anti-glare cone: metal, black powder-
coated, attached to the spotlight by
means of a circular spring; to be re-
moved for lamp replacement.
Accessories page 230

73821.000 White (RAL9002) ECG
73822.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Vario reflector

Weight 0.36kg
LMF D
76pi

HIT-TC-CE

h(m) E(lx) D(m)
13°

1 5809 0.23
2 1452 0.46
3 645 0.68
4 363 0.91
5 232 1.14

HIT-TC-CE

h(m) E(lx) D(m)
27°

1 3042 0.48
2 761 0.96
3 338 1.44
4 190 1.92
5 122 2.40

Pollux Spotlight with transadapter for low-voltage halogen lamps
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230

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Focusing: adjustable lampholder,
knurled screw.
Anti-glare ring: metal, black powder-
coated, attached to the spotlight by
means of a circular spring; to be re-
moved for lamp replacement.

73824.000 White (RAL9002) ECG
73825.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Vario reflector

Weight 0.36kg
LMF D
76pi

HIT-TC-CE

h(m) E(lx) D(m)
14°

1 9188 0.25
2 2297 0.49
3 1021 0.74
4 574 0.98
5 368 1.23

HIT-TC-CE

h(m) E(lx) D(m)
25°

1 4978 0.44
2 1244 0.89
3 553 1.33
4 311 1.77
5 199 2.22

Pollux Accessories

74
39

1.0
00

74
39

5.0
00

74
39

0.0
00

74
41

6.0
00

74
41

7.0
00

74
41

8.0
00

74
41

9.0
00

73756.000 • • • • •
73758.000 • • • • • • •
73759.000 • • • • • • •
73821.000 • • • • • • •
73822.000 • • • • • • •

74416.000
Interference
colour filter
Magenta

74417.000
Interference
colour filter
Amber

74418.000
Interference
colour filter
Sky blue

74419.000
Interference
colour filter
Night blue

74391.000
Pollux accessory carrier
with projection lens.
Mounting ring incl. aperture mask and
effect grating. Use of colour filter or
framing attachment possible.
Weight 0.10kg

74395.000
Pollux framing attachment
Baffles: stainless steel; adjustable.
Weight 0.05kg

74390.000
Pollux Accessory carrier
with mounting ring for colour filter.
Weight 0.05kg

Pollux Spotlight with transadapter for metal halide lamps
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231

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Focusing: adjustable lampholder,
knurled screw.
Vario reflector: aluminium, silver, mir-
ror-finish anodised. Safety glass.
Anti-glare cone: metal, black powder-
coated, attached to the spotlight by

means of a circular spring; to be re-
moved for lamp replacement.
Accessory carrier with projection lens
and mounting ring for gobos (ø 50mm)
and structure lenses (41x41mm). Perfor-
ated cover and effect grating.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 232

74759.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.45kg
76pi

QT12-ax-RE

Pollux Projector spotlight with transadapter for metal halide lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Focusing: adjustable lampholder,
knurled screw.
Vario reflector: aluminium, silver, mir-
ror-finish anodised. Safety glass.
Anti-glare cone: metal, black powder-
coated, attached to the spotlight by
means of a circular spring; to be re-
moved for lamp replacement.
Accessory carrier with projection lens

and mounting ring for gobos (ø 50mm)
and structure lenses (41x41mm). Perfor-
ated cover and effect grating.
Accessories page 232

73836.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 0.46kg
76pi

HIT-TC-CE

Pollux Projector spotlight with transadapter for low-voltage halogen lamps

Capital Museum,
Beijing. Architect:
AREP, Paris; Cuikai
Architect, CADRG,
Beijing. Lighting
design: Guang-
zhou Mingshi
Lighting Co., Ltd.;
Beijing, Zhongtai
Lighting Co., Ltd.
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74
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2.0
00
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5.0
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39

4.0
00

73836.000 • • • •
74759.000 • • • •

74392.000
IR filter
with mounting ring. Separate carrier for
filter foils.

74393.000
Filter foils set
15 foil strips of
various colours.
From each foil,
a maximum of
4 filters can be cut
individually or in
square shape.

74395.000
Pollux framing attachment
Baffles: stainless steel; adjustable.
Weight 0.05kg

74394.000
Light effects set
12 metal stencils
and 8 structured
lenses (41x41mm).
Different shapes
and structures to
create a variety
of light effects; in
DIN A4 files.

Pollux Lens wallwasher with transadapter for low-voltage halogen lamps

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Focusing: adjustable lampholder,
knurled screw.
Spread lens with reflector: aluminium,
silver anodised.
Anti-glare ring: metal, black powder-
coated, attached to the spotlight by

means of a circular spring; to be re-
moved for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).

73755.000 White (RAL9002)
73754.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.37kg
LMF D
76pi

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 0.75 1.00 1.00 1.25
Illuminance En (lx) 137 105 84 68

Pollux Accessories

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:15

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0232_bild_erco_hk12.p1.pdf  Layer 2: 0232_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w232

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:15

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0232_bild_erco_hk12.p1.pdf  Layer 2: 0232_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w232



346666666

3
46
6
6
6
6
6
6
6
6

3
4
6
6
6
6 19

6

160

10
2

233

Housing and bracket: cast aluminium,
powder-coated. 0°-90° tilt. Bracket on
transadapter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Focusing: adjustable lampholder,
knurled screw.
Spread lens with reflector: aluminium,
silver anodised.
Anti-glare ring: metal, black powder-
coated, attached to the spotlight by
means of a circular spring; to be re-
moved for lamp replacement.

73830.000 White (RAL9002) ECG
73831.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 0.38kg
LMF D
76pi

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 0.75 1.00 1.00 1.25
Illuminance En (lx) 166 129 107 87

Pollux Lens wallwasher with transadapter for metal halide lamps

Nordic Light
Hotel, Stockholm.
Architect: Rolf
Löfvenberg, Stock-
holm. Lighting de-
signer: Kai Pippo,
Ljusarkitektur,
Stockholm.
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234

The characteristic features of  
the Oseris group of spotlights 
include its system design with a 
comprehensive range of acces-
sories and the shape of the per-
forated hemisphere. The hemi-
spherical segment at the rear is 
sectioned at 45°, thus forming 
an oblique rotational surface to 
adjust the direction of the beam. 
Using the graduations  indicating 
the angle of tilt, the luminaire 
can be aligned exactly, making 
it highly suitable for museums 
and exhibitions. When using low-
voltage halogen lamps, the inte-
grated potentiometer dims the 
lamp between 10 and 100%. The 
Oseris system is rounded off by a 
comprehensive range of acces-
sories.

Oseris for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

Low- voltage halogen lamps
50W -  100W
1200lm -  2200lm
Spot

High- pressure discharge lamps
20W
1650lm
Spot

Open vaults at 
the Rietberg 
Museum, Zurich. 
Architect: Alfred 
 Grazioli and  Adolf 
 Krischanitz. Light-
ing design: d‘lite 
lichtdesign  Guido 
Grünhage, Pia 
Ziegler, Zurich; 
Rainer Wolfs-
berger (Rietberg 
Museum).
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235

Housing: perforated steel-plate,
powder-coated. 0°-90° tilt. Graduations
for group alignment. Bracket: plastic,
rotatable on transadapter through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised, focusable. Anti-glare
cap attached to safety glass.
Fixing ring: plastic, for clip-on accessor-
ies.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 236

73461.000 White (RAL9002)
73460.000 Black
QT12-ax-RE 50W 12V GY6.35 1250lm
Spot reflector

Weight 0.50kg
LMF D
76pi

QT12-ax-RE

h(m) E(lx) D(m)
5°

1 31826 0.09
2 7957 0.17
3 3536 0.26
4 1989 0.35
5 1273 0.44

Housing: perforated steel-plate,
powder-coated. 0°-90° tilt. Graduations
for group alignment. Bracket: plastic,
rotatable on transadapter through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 236

73463.000 White (RAL9002)
73462.000 Black
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.40kg
LMF E
76pig

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Housing: perforated steel-plate,
powder-coated. 0°-90° tilt. Graduations
for group alignment. Bracket: plastic,
rotatable on transadapter through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic transformer 230/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised, focusable. Safety glass.
Fixing ring: plastic, for clip-on accessor-
ies.
Use dimmers for electronic transformers
(trailing edge).

Accessories page 236

73465.000 White (RAL9002)
73464.000 Black
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 0.95kg
LMF D
76pi

QT12-ax

h(m) E(lx) D(m)
5°

1 57451 0.09
2 14363 0.17
3 6383 0.26
4 3591 0.35
5 2298 0.44

Oseris Spotlight with transadapter for low-voltage halogen lamps
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Housing: perforated steel-plate,
powder-coated. 0°-90° tilt. Graduations
for group alignment. Bracket: plastic,
rotatable on transadapter through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised, focusable. Safety glass.
Fixing ring: plastic, for clip-on accessor-
ies.
Accessories see below

73466.000 White (RAL9002) ECG
73467.000 Black ECG
HIT-TC-CE 20W PGJ5 1650lm
Spot reflector

Weight 0.50kg
LMF D
76p

HIT-TC-CE

h(m) E(lx) D(m)
10°

1 16308 0.17
2 4077 0.35
3 1812 0.52
4 1019 0.70
5 652 0.87

Oseris Accessories
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Oseris Spotlight with transadapter for metal halide lamps
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74420.000
74820.000
Sculpture lens

74425.000
74825.000
Flood lens

74406.000
74806.000
UV filter

74405.000
74805.000
IR filter

74484.000
74486.000
Skintone filter

74485.000
74487.000
Daylight conver-
sion filter

74447.000
74451.000
Interference
colour filter
Magenta

74448.000
74452.000
Interference
colour filter
Amber

74449.000
74453.000
Interference
colour filter
Sky blue

74450.000
74454.000
Interference
colour filter
Night blue

74436.000 White
74836.000 White
74435.000 Black
74835.000 Black
Multigroove baffle
Plastic.

74430.000
74830.000
Honeycomb anti-
glare screen
Metal, black.

74401.000 White
74801.000 White
74400.000 Black
74800.000 Black
Mounting ring
for filters, lenses
and honeycomb
anti-glare screens.
Plastic.

Oseris Accessories

Shop window
lighting with
Oseris spotlights
at Passeig de
Gracia, Barcelona.

Catedral de Santa
Ana, Las Palmas.
Architect: Sal-
vador Fabregas
(conversion).
Lighting designer:
Carlos Guerra.
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The Gimbal spotlight has a 
 functional design and t echnical 
 appearance. Cooling fins on 
the housing optimise the heat 
 management. The light head can 
be rotated and tilted to provide 
accurate alignment. This makes 
the spotlight a versatile and 
 economical instrument for high-
lighting. Lacquered black inside, 
the anti- glare ring improves the 
visual comfort.

Gimbal for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, 
 rotationally symmetrical light distri-
bution for accent lighting.

Low- voltage halogen lamps
50W
1200lm

High- pressure discharge lamps
20W
1650lm
Narrow spot, flood

Shanghai EXPO 
2010 – German 
Pavilion, Shang-
hai. Architect: 
Schmidhuber + 
Kaindl GmbH, 
Munich. Lighting 
design: E³ Inge-
nieurgesellschaft 
mbH, Altenbeken; 
Thomas Roscher, 
Bonn.
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Housing and bracket: plastic,
lacquered/cast aluminium, powder-
coated. 180° tilt. Bracket on transad-
apter rotatable through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Anti-glare ring: plastic, black.
Use dimmers for electronic transformers
(trailing edge).

73220.000 Silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.45kg
LMF E
76pig

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Gimbal Spotlight with transadapter for metal halide lamps

Housing and bracket: plastic,
lacquered/cast aluminium, powder-
coated. 180° tilt. Bracket on transad-
apter rotatable through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: cast aluminium,
powder-coated, inside plastic, black.

73273.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, narrow spot

Weight 0.45kg
LMF D
76pi

HIT-TC-CE

h(m) E(lx) D(m)
9°

1 23313 0.16
2 5828 0.31
3 2590 0.47
4 1457 0.63
5 933 0.79

73274.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, flood

Weight 0.45kg
LMF D
76pi

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 2791 0.57
2 698 1.15
3 310 1.72
4 174 2.29
5 112 2.87

Gimbal Spotlight with transadapter for low-voltage halogen lamps
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The key design feature of the 
Optec spotlight range is the sep-
aration of light head and con-
trol gear housing. The thermally 
separated mounting compart-
ment ensures excellent heat man-
agement for the electronic  control 
gear of the lamps. Because of the 
comprehensive system structure 
with its various lamp options and 
beam angles, Optec is particularly 
ideal for lighting sales  areas, res-
taurants or galleries. The relation-
ship between visual comfort and 
light output ratio is optimised for 
the wide range of applications  
of these spotlights. The  different 
characteristics and the robust 
aluminium luminaire housings 
have stood the test in many prac-
tical applications.

Optec for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

LED
13W -  16W
870lm -  1080lm
Spot, flood, wide flood
Optional: DALI, varychrome

Low- voltage halogen lamps
35W -  100W
900lm -  2200lm
Narrow spot, flood
Optional: DALI

High- pressure discharge lamps
20W -  150W
1650lm -  15000lm
Narrow spot, flood, wide flood
Optional: DALI

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

LED
13W
870lm -  1080lm
Optional: DALI

High- pressure discharge lamps
35W -  70W
3900lm -  7750lm
Optional: DALI

Fluorescent lamps
2x18W
2400lm

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
13W
870lm -  1080lm
Optional: DALI

Low- voltage halogen lamps
75W -  100W
1575lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  150W
1650lm -  15000lm
Optional: DALI
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Optec for track

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Low- voltage halogen lamps
50W
1250lm

Tungsten halogen lamps
120W
2300lm

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm
Optional: DALI

Fluorescent lamps
18W -  55W
1200lm -  4800lm

Student’s Union, 
University of 
Bath. Archi-
tect: Stubbs Rich 
Architects, Bath. 
Lighting design-
er: Hoare Lea and 
Partners, Bristol, 
Steve Bonser.
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LED spotlights Spot
For precise  
accent light  
on objects and 
details, specifi-
cally to model  
the three- dimen-
sional  shape. 
Beam angle:  
10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Lighting control
The plastic col-
limating lens  
designed and pro-
duced by ERCO 
creates a paral-
lel beam, while 
a further special 
lens produces  
the precise beam 
angle required.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

LED spotlights 
varychrome
ERCO’s  special 
colour com-
pensation fea-
ture corrects the 
 manufacturing 
tolerances of 
coloured LEDs by 
calibrating the 
LED  module. The 
result is that the 
same DALI con-
trol values will 
give the user 

 exactly the same 
colour of light 
for all  luminaires 
of a specific type.

Dimming via 
 circuit
The new  control 
gear can be 
dimmed using an 
external, trailing-  
edge dimmer. 
This allows exist-
ing systems with 
electronic trans-
formers for low-
voltage halogen 
lamps to be  

easily reequipped 
for LED spot-
lights  resulting 
in increased effi-
ciency.

Dimming on  
the spotlight
The output of 
LED spotlights 
can be directly 
adjusted on the 
luminaire via the 
potentiometer.

LED heat 
 management 
The LED module 
is  permanently 
bonded to the 
spotlight hous-
ing, creating 
 ideal conditions 
for excellent 
thermal manage-
ment. This is 
one fundamen-
tal advantage of 
such  integrated 
LED solutions 

over all other 
types of retrofit-
ted designs.

Optec for track
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Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable through 360°
on 3-circuit adapter.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 250

72077.000 White (RAL9002)
72081.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, spot

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
16°

1 9681 0.28
2 2420 0.56
3 1076 0.84
4 605 1.12
5 387 1.41

72076.000 White (RAL9002)
72080.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, spot

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
16°

1 7799 0.28
2 1950 0.56
3 867 0.84
4 487 1.12
5 312 1.41

72085.000 White (RAL9002)
72089.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, flood

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
29°

1 3644 0.52
2 911 1.03
3 405 1.55
4 228 2.07
5 146 2.59

72084.000 White (RAL9002)
72088.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, flood

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
29°

1 2935 0.52
2 734 1.03
3 326 1.55
4 183 2.07
5 117 2.59

72160.000 White (RAL9002)
72158.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wide flood

Weight 1.25kg
LMF D
I0 qpi

LED

h(m) E(lx) D(m)
47°

1 1484 0.87
2 371 1.74
3 165 2.61
4 93 3.48
5 59 4.35

72161.000 White (RAL9002)
72159.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wide flood

Weight 1.25kg
LMF D
I0 qpi

LED

h(m) E(lx) D(m)
47°

1 1195 0.87
2 299 1.74
3 133 2.61
4 75 3.48
5 48 4.35

Optec Spotlight with LED and DALI adapter

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable on DALI
adapter through 360°.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Accessories page 250

72079.000 White (RAL9002) DALI
72083.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, spot

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
16°

1 9681 0.28
2 2420 0.56
3 1076 0.84
4 605 1.12
5 387 1.41

Optec Spotlight with LED

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:15

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0243_bild_erco_hk12.p1.pdf  Layer 2: 0243_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w243

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:15

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0243_bild_erco_hk12.p1.pdf  Layer 2: 0243_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w243



34666666

3
4
6
6

3
46
6
6
6
6

34666

16
8

96

190

125∅

30° 30°

60° 60°

11000 cd

34666666

3
4
6
6

3
46
6
6
6
6

34666

16
8

96

190

125∅

30° 30°

60° 60°

5000 cd

34666666

3
4
6
6

3
46
6
6
6
6

34666

16
8

96

190

125∅

30° 30°

60° 60°

5000 cd

34666666

3
4
6
6

3
46
6
6
6
6

34666

16
8

96

190

125∅

30° 30°

60° 60°

2000 cd

34666666

3
4
6
6

3
46
6
6
6
6

34666

16
8

96

190

125∅

30° 30°

60° 60°

2000 cd

DALI
PLUG+
PLAY

34666666

3
4
6
6

3
46
6
6
6
6

34666

16
8

96

190

125∅

30° 30°

60° 60°

3000 cd

244

72078.000 White (RAL9002) DALI
72082.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, spot

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
16°

1 7799 0.28
2 1950 0.56
3 867 0.84
4 487 1.12
5 312 1.41

72087.000 White (RAL9002) DALI
72091.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, flood

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
29°

1 3644 0.52
2 911 1.03
3 405 1.55
4 228 2.07
5 146 2.59

72086.000 White (RAL9002) DALI
72090.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, flood

Weight 1.25kg
LMF D
0 q6pi

LED

h(m) E(lx) D(m)
29°

1 2935 0.52
2 734 1.03
3 326 1.55
4 183 2.07
5 117 2.59

72164.000 White (RAL9002) DALI
72162.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wide flood

Weight 1.25kg
LMF D
0 qpi

LED

h(m) E(lx) D(m)
47°

1 1484 0.87
2 371 1.74
3 165 2.61
4 93 3.48
5 59 4.35

72165.000 White (RAL9002) DALI
72163.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wide flood

Weight 1.25kg
LMF D
0 qpi

LED

h(m) E(lx) D(m)
47°

1 1195 0.87
2 299 1.74
3 133 2.61
4 75 3.48
5 48 4.35

Optec Spotlight RGB varychrome LED with DALI adapter

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable on DALI
adapter through 360°.
ERCO DALI adapter for DALI track:
plastic.
Electronic control gear, plug and play
connectivity for ERCO RGB varychrome
colour mixing.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Accessories page 250

72048.000 White (RAL9002) DALI
72049.000 Silver DALI
LED 16W 500lm red, green, blue
Version 2
Spherolit lens, spot
Colour compensation for precise light
colour.

Weight 1.25kg
LMF D
pi

LED

h(m) E(lx) D(m)
16°

1 2654 0.28
2 663 0.56
3 295 0.84
4 166 1.12
5 106 1.41

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 180 620-625 99
Green 240 525-530 77
Blue 80 465-470 97

Optec Spotlight with LED and DALI adapter
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Cylindrical light head: cast aluminium,
powder-coated, to be removed for lamp
replacement. 180° tilt.
Transformer housing: plastic, rotatable
on 3-circuit adapter through 360°.
Electronic transformer 220-240/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Softec lens.
Anti-glare cone: cast aluminium, black.
Use dimmers for electronic transformers
(trailing edge).

72003.000 White (RAL9002)
72004.000 Silver
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 60°

Weight 0.50kg
LMF D
I0 qpi

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 11363 0.17
2 2841 0.35
3 1263 0.52
4 710 0.70
5 455 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1000 1.15
2 250 2.31
3 111 3.46
4 62 4.62
5 40 5.77

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Transformer housing: plastic, rotatable
on 3-circuit adapter through 360°.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 251

72015.000 White (RAL9002)
72007.000 Silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow spot reflector

Weight 0.55kg
LMF D
I0 qpi

QT12-ax

h(m) E(lx) D(m)
9°

1 21544 0.16
2 5386 0.31
3 2394 0.47
4 1346 0.63
5 862 0.79

72016.000 White (RAL9002)
72008.000 Silver
QT12-ax 75W 12V GY6.35 1575lm
Flood reflector

Weight 0.55kg
LMF D
I0 qpi

QT12-ax

h(m) E(lx) D(m)
33°

1 2127 0.59
2 532 1.18
3 236 1.78
4 133 2.37
5 85 2.96

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Transformer housing: plastic, rotatable
on 3-circuit adapter through 360°.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 251

72058.000 White (RAL9002)
72059.000 Silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.80kg
LMF D
I0 qpi

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Optec Spotlight for low-voltage halogen lamps
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Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Transformer housing: plastic, rotatable
on 3-circuit adapter through 360°.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 250

72020.000 White (RAL9002)
72009.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow spot reflector

Weight 0.70kg
LMF D
I0 qpi

QT12-ax

h(m) E(lx) D(m)
7°

1 51884 0.12
2 12971 0.24
3 5765 0.37
4 3243 0.49
5 2075 0.61

72021.000 White (RAL9002)
72012.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Flood reflector

Weight 0.70kg
LMF D
I0 qpi

QT12-ax

h(m) E(lx) D(m)
26°

1 7040 0.46
2 1760 0.92
3 782 1.39
4 440 1.85
5 282 2.31

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt.
Transformer housing: plastic, rotatable
on 3-circuit adapter through 360°.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 250

72025.000 White (RAL9002)
72013.000 Silver
QR-111 100W 12V G53 8°
QR-111 100W 12V G53 45°

Weight 0.60kg
LMF C
I0 qpi

g

QR-111

h(m) E(lx) D(m)
8°

1 47999 0.14
2 12000 0.28
3 5333 0.42
4 3000 0.56
5 1920 0.70

QR-111

h(m) E(lx) D(m)
45°

1 2800 0.83
2 700 1.66
3 311 2.49
4 175 3.31
5 112 4.14

Optec Spotlight for low-voltage halogen lamps

National Gallery,
London. Architect:
Wilkins Building
- William Wilkins
(1778-1839),
Sainsbury Wing
- Robert Ven-
turi & Denise
Scott Brown, Phil-
adelphia.
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Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Transformer housing: plastic, rotatable
on DALI adapter through 360°.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Anti-glare cap attached
to safety glass.
Accessories page 250

72050.000 White (RAL9002) DALI
72051.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow spot reflector

Weight 0.86kg
LMF D
0 qpi

QT12-ax

h(m) E(lx) D(m)
7°

1 51884 0.12
2 12971 0.24
3 5765 0.37
4 3243 0.49
5 2075 0.61

72052.000 White (RAL9002) DALI
72053.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Flood reflector

Weight 0.86kg
LMF D
0 qpi

QT12-ax

h(m) E(lx) D(m)
26°

1 7040 0.46
2 1760 0.92
3 782 1.39
4 440 1.85
5 282 2.31

Optec Spotlight for metal halide lamps

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable on 3-circuit
adapter through 360°.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Accessories page 251

72042.000 White (RAL9002) ECG
72043.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, narrow spot

Weight 0.60kg
LMF D
I0 qp

HIT-TC-CE

h(m) E(lx) D(m)
9°

1 21167 0.16
2 5292 0.31
3 2352 0.47
4 1323 0.63
5 847 0.79

72044.000 White (RAL9002) ECG
72045.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, flood

Weight 0.60kg
LMF D
I0 qp

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 2776 0.57
2 694 1.15
3 308 1.72
4 174 2.29
5 111 2.87

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable on 3-circuit
adapter through 360°.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Accessories page 251

72030.000 White (RAL9002) ECG
72014.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, narrow spot

Weight 0.80kg
LMF D
I0 qp

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 31842 0.19
2 7960 0.39
3 3538 0.58
4 1990 0.77
5 1274 0.96

Optec Spotlight with DALI adapter for low-voltage halogen lamps
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72031.000 White (RAL9002) ECG
72018.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, flood

Weight 0.80kg
LMF D
I0 qp

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 6000 0.57
2 1500 1.15
3 667 1.72
4 375 2.29
5 240 2.87

72198.000 White (RAL9002) ECG
72199.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, wide flood

Weight 0.80kg
LMF D
I0 qp

HIT-TC-CE

h(m) E(lx) D(m)
48°

1 3026 0.89
2 757 1.78
3 336 2.67
4 189 3.56
5 121 4.45

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable on 3-circuit
adapter through 360°.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Accessories page 250

72035.000 White (RAL9002) ECG
72019.000 Silver ECG
HIT-CE 70W G12 7750lm
Narrow spot reflector

Weight 1.30kg
LMF D
I0 qp

HIT-CE

h(m) E(lx) D(m)
9°

1 91458 0.16
2 22864 0.31
3 10162 0.47
4 5716 0.63
5 3658 0.79

72038.000 White (RAL9002) ECG
72039.000 Silver ECG
HIT-CE 70W G12 7750lm
Flood reflector

Weight 1.30kg
LMF D
I0 qp

HIT-CE

h(m) E(lx) D(m)
20°

1 32733 0.35
2 8183 0.71
3 3637 1.06
4 2046 1.41
5 1309 1.76

72036.000 White (RAL9002) ECG
72023.000 Silver ECG
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 1.30kg
LMF D
I0 qp

HIT-CE

h(m) E(lx) D(m)
55°

1 4423 1.04
2 1106 2.08
3 491 3.12
4 276 4.16
5 177 5.21

72060.000 White (RAL9002) ECG
72061.000 Silver ECG
HIT-CE 150W G12 15000lm
Narrow spot reflector

Weight 1.70kg
LMF D
0 qp

HIT-CE

h(m) E(lx) D(m)
12°

2 23164 0.42
4 5791 0.84
6 2574 1.26
8 1448 1.68
10 927 2.10

72062.000 White (RAL9002) ECG
72063.000 Silver ECG
HIT-CE 150W G12 15000lm
Flood reflector

Weight 1.70kg
LMF D
0 qp

HIT-CE

h(m) E(lx) D(m)
22°

2 11731 0.78
4 2933 1.56
6 1303 2.33
8 733 3.11
10 469 3.89

72064.000 White (RAL9002) ECG
72065.000 Silver ECG
HIT-CE 150W G12 15000lm
Spherolit reflector, wide flood

Weight 1.70kg
LMF D
0 qp

HIT-CE

h(m) E(lx) D(m)
54°

2 2218 2.04
4 554 4.08
6 246 6.11
8 139 8.15
10 89 10.19

Optec Spotlight for metal halide lamps
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Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable on DALI
adapter through 360°.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Accessories page 250

72068.000 White (RAL9002) ECG DALI
72069.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Narrow spot reflector

Weight 1.40kg
LMF D
0 qp

HIT-CE

h(m) E(lx) D(m)
9°

1 91458 0.16
2 22864 0.31
3 10162 0.47
4 5716 0.63
5 3658 0.79

72070.000 White (RAL9002) ECG DALI
72071.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Flood reflector

Weight 1.40kg
LMF D
0 qp

HIT-CE

h(m) E(lx) D(m)
20°

1 32733 0.35
2 8183 0.71
3 3637 1.06
4 2046 1.41
5 1309 1.76

72072.000 White (RAL9002) ECG DALI
72073.000 Silver ECG DALI
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 1.40kg
LMF D
0 qp

HIT-CE

h(m) E(lx) D(m)
55°

1 4423 1.04
2 1106 2.08
3 491 3.12
4 276 4.16
5 177 5.21

Optec Spotlight for high-pressure sodium vapour lamps

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt. Peripheral
groove for fixing accessories.
Housing: plastic, rotatable on 3-circuit
adapter through 360°.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Reflector: aluminium, silver, mirror-
finish anodised.
Accessories page 250

72040.000 White (RAL9002) ECG
72024.000 Silver ECG
HST 100W GX12-1 4900lm
Narrow spot reflector

Weight 1.55kg
LMF C
0 qp

HST

h(m) E(lx) D(m)
9°

1 38440 0.16
2 9610 0.31
3 4271 0.47
4 2403 0.63
5 1538 0.79

72032.000 White (RAL9002) ECG
72033.000 Silver ECG
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Weight 1.55kg
LMF C
0 qp

HST

h(m) E(lx) D(m)
28°

1 8136 0.50
2 2034 1.00
3 904 1.50
4 509 1.99
5 325 2.49

72041.000 White (RAL9002) ECG
72026.000 Silver ECG
HST 100W GX12-1 4900lm
Spherolit reflector, wide flood

Weight 1.55kg
LMF C
0 qp

HST

h(m) E(lx) D(m)
51°

1 2616 0.95
2 654 1.91
3 291 2.86
4 164 3.82
5 105 4.77

Optec Spotlight with DALI adapter for metal halide lamps
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72013.000 • •
72019.000 • • • • • • • • • • • •
72020.000 • • • • • • • • • • •
72021.000 • • • • • • • • • •
72023.000 • • • • • • •
72024.000 • • • • • • • • • • •
72025.000 • •
72026.000 • • • • • •
72032.000 • • • • • • • • • •
72033.000 • • • • • • • • • •
72035.000 • • • • • • • • • • • •
72036.000 • • • • • • •
72038.000 • • • • • • • • • • •
72039.000 • • • • • • • • • • •
72040.000 • • • • • • • • • • •
72041.000 • • • • • •
72048.000 • • •
72049.000 • • •
72050.000 • • • • • • • • • • •
72051.000 • • • • • • • • • • •
72052.000 • • • • • • • • • •
72053.000 • • • • • • • • • •
72068.000 • • • • • • • • • • • •
72069.000 • • • • • • • • • • • •
72070.000 • • • • • • • • • • •
72071.000 • • • • • • • • • • •
72072.000 • • • • • • •
72073.000 • • • • • • •
72076.000 • • • •
72077.000 • • • •
72078.000 • • • •
72079.000 • • • •
72080.000 • • • •
72081.000 • • • •
72082.000 • • • •
72083.000 • • • •

Optec Accessories

Bonnefanten Mu-
seum, Maastricht.
Architect: Aldo
Rossi, Milan. Light-
ing design: John
van Tongeren,
Bonnefanten Mu-
seum, Maastricht.
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72007.000 • • • • • • • • • • • •
72008.000 • • • • • • • • • •
72014.000 • • • • • • • • • • •
72015.000 • • • • • • • • • • • •
72016.000 • • • • • • • • • •
72018.000 • • • • • •
72030.000 • • • • • • • • • • •
72031.000 • • • • • •
72042.000 • • • • • • • • • • •
72043.000 • • • • • • • • • • •
72044.000 • • • • • •
72045.000 • • • • • •
72058.000 • • • • • • • • • • • •
72059.000 • • • • • • • • • • • •
72198.000 • • • • • •
72199.000 • • • • • •

74420.000
74820.000
Sculpture lens

74825.000
Flood lens

74442.000
Softec lens

74406.000
74806.000
UV filter

74405.000
74805.000
IR filter

74484.000
74486.000
Skintone filter

74470.000
Food filter

74485.000
74487.000
Daylight conver-
sion filter

74447.000
74451.000
Interference
colour filter
Magenta

74448.000
74452.000
Interference
colour filter
Amber

74449.000
74453.000
Interference
colour filter
Sky blue

74450.000
74454.000
Interference
colour filter
Night blue

74430.000
74830.000
Honeycomb anti-
glare screen
Metal, black.

75801.000 White
75906.000 White
75800.000 Black
75905.000 Black
Mounting ring
Plastic.

Optec Accessories
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Cylindrical light head: cast aluminium,
powder-coated. 180° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Dimming with external dimmers pos-
sible (trailing edge).

72152.000 White (RAL9002)
72150.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, oval flood

Weight 1.25kg
LMF D
I0 qpi

LED

h(m) E(lx) D(m)
51° 17°

1 2632 0.95 0.30
2 658 1.91 0.60
3 292 2.86 0.90
4 165 3.82 1.20
5 105 4.77 1.49

72153.000 White (RAL9002)
72151.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, oval flood

Weight 1.25kg
LMF D
I0 qpi

LED

h(m) E(lx) D(m)
51° 17°

1 2120 0.95 0.30
2 530 1.91 0.60
3 236 2.86 0.90
4 133 3.82 1.20
5 85 4.77 1.49

Optec Floodlight with LED and DALI adapter

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

72156.000 White (RAL9002) DALI
72154.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, oval flood

Weight 1.25kg
LMF D
0 qpi

LED

h(m) E(lx) D(m)
51° 17°

1 2632 0.95 0.30
2 658 1.91 0.60
3 292 2.86 0.90
4 165 3.82 1.20
5 105 4.77 1.49

72157.000 White (RAL9002) DALI
72155.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, oval flood

Weight 1.25kg
LMF D
0 qpi

LED

h(m) E(lx) D(m)
51° 17°

1 2120 0.95 0.30
2 530 1.91 0.60
3 236 2.86 0.90
4 133 3.82 1.20
5 85 4.77 1.49

Optec Floodlight with LED
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Housing: aluminium, powder-coated.
0°-90° tiltable; rotatable on transad-
apter through 360°. End caps: plastic.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver anodised.
Frame: cast aluminium, black powder-
coated. Safety glass.
Accessories page 254

77748.000 White (RAL9002) ECG
77749.000 Silver ECG
HIT-CE 35W G12 3900lm

Weight 1.80kg
LMF D
7p

HIT-CE

h(m) E(lx) D(m)
78° 72°

1 1460 1.62 1.45
2 365 3.24 2.91
3 162 4.86 4.36
4 91 6.48 5.81
5 58 8.10 7.27

77752.000 White (RAL9002) ECG
77753.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 1.80kg
LMF D
7p

HIT-CE

h(m) E(lx) D(m)
81° 72°

1 2813 1.71 1.45
2 703 3.42 2.91
3 313 5.12 4.36
4 176 6.83 5.81
5 113 8.54 7.27

Optec Floodlight with DALI transadapter for metal halide lamps

Housing: aluminium, powder-coated.
0°-90° tiltable; 360° rotatable on DALI
transadapter. End caps: plastic.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector: aluminium, silver anodised.
Frame: cast aluminium, black powder-
coated. Safety glass.
Accessories page 254

77763.000 White (RAL9002) ECG DALI
77764.000 Silver ECG DALI
HIT-CE 35W G12 3900lm

Weight 2.00kg
LMF D
0 q6p

HIT-CE

h(m) E(lx) D(m)
78° 72°

1 1460 1.62 1.45
2 365 3.24 2.91
3 162 4.86 4.36
4 91 6.48 5.81
5 58 8.10 7.27

Optec Floodlight for compact fluorescent lamps

Housing: aluminium, powder-coated.
0°-90° tilt. End caps: plastic.
Electronic control gear.
ERCO 3-circuit adapter: plastic. 360°
rotation.
Reflector: aluminium, silver anodised.
Louvre: plastic, black.

77802.000 White (RAL9002) ECG
77809.000 Silver ECG
2xTC-L 18W 2G11 1200lm

Weight 1.70kg
LMF C
0 qp

2xTC-L

h(m) E(lx) D(m)
93° 83°

1 477 2.11 1.77
2 119 4.22 3.54
3 53 6.32 5.31
4 30 8.43 7.08
5 19 10.54 8.85

Optec Floodlight with transadapter for metal halide lamps
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77748.000 •
77749.000 •
77752.000 •
77753.000 •
77763.000 •
77764.000 •

77793.000 White
77792.000 Black
Barn doors
Metal, powder-
coated.

Optec Lens wallwasher with LED

Cylindrical light head: cast aluminium,
powder-coated. 180° tilt.
Housing: plastic, rotatable through 360°
on 3-circuit adapter.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
ERCO 3-circuit adapter: plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Dimming with external dimmers pos-
sible (trailing edge).

72094.000 White (RAL9002)
72092.000 Silver
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wallwash

Weight 1.25kg
LMF D
I0 qpi

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 216 173 143 119

72095.000 White (RAL9002)
72093.000 Silver
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wallwash

Weight 1.25kg
LMF D
I0 qpi

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 174 139 115 96

Optec Accessories

Stick’n’Sushi,
Sky Bar Tivoli
Hotel, Copenha-
gen, Architect:
Terese Engaard,
Diener & Diener
Architekten, Berlin,
Lighting design:
Licht Kunst Licht,
Berlin.
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Cylindrical light head: cast aluminium,
powder-coated. 180° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°.
Electronic control gear, with plug and
play connectivity.
ERCO DALI adapter for DALI track:
plastic.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

72098.000 White (RAL9002) DALI
72096.000 Silver DALI
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, wallwash

Weight 1.25kg
LMF D
0 qpi

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 216 173 143 119

72099.000 White (RAL9002) DALI
72097.000 Silver DALI
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, wallwash

Weight 1.25kg
LMF D
0 qpi

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 174 139 115 96

Optec Lens wallwasher for low-voltage halogen lamps

Cylindrical light head: cast aluminium,
powder-coated. 0°-90° tilt.
Transformer housing: plastic, rotatable
on 3-circuit adapter through 360°.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 258

72017.000 White (RAL9002)
72027.000 Silver
QT12-ax 75W 12V GY6.35 1575lm

Weight 0.70kg
LMF D
I0 qpi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 182 146 123 103

Cylindrical light head: cast aluminium,
powder-coated. 0°-90° tilt.
Transformer housing: plastic, rotatable
on 3-circuit adapter through 360°.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
ERCO 3-circuit adapter: plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 258

72022.000 White (RAL9002)
72028.000 Silver
QT12-ax 100W 12V GY6.35 2200lm

Weight 1.05kg
LMF D
I0 qpi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 227 183 157 131

Optec Lens wallwasher with LED and DALI adapter
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Cylindrical light head: cast aluminium,
powder-coated. 0°-90° tilt.
Transformer housing: plastic, rotatable
on DALI adapter through 360°.
Electronic transformer, 230-240/12V,
with plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 258

72054.000 White (RAL9002) DALI
72055.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Weight 1.20kg
LMF D
0 qpi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 227 183 157 131

Optec Lens wallwasher for metal halide lamps

Cylindrical light head: cast aluminium,
powder-coated. 0°-90° tilt.
Housing: plastic, rotatable on 3-circuit
adapter through 360°.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 258

72056.000 White (RAL9002) ECG
72057.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 0.80kg
LMF D
I0 qp

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.25 1.50
Luminaire spacing (m) 1.00 1.00 1.25 1.25
Illuminance En (lx) 140 116 93 77

Cylindrical light head: cast aluminium,
powder-coated. 0°-90° tilt.
Housing: plastic, rotatable on 3-circuit
adapter through 360°.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 258

72046.000 White (RAL9002) ECG
72047.000 Silver ECG
HIT-TC-CE 35W G8.5 3900lm

Weight 1.00kg
LMF D
I0 qp

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.25 1.50
Luminaire spacing (m) 1.00 1.00 1.25 1.25
Illuminance En (lx) 230 197 160 136

Optec Lens wallwasher with DALI adapter for low-voltage halogen lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:16

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0256_bild_erco_hk12.p1.pdf  Layer 2: 0256_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w256

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:16

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0256_bild_erco_hk12.p1.pdf  Layer 2: 0256_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w256



3466666

3
46
6
6
6
6
6
6

3 466666

3
46
6
6
6
6
63

46
6
6
6
6
6
6
6
6

20
0

23
4

195

125∅

29
0

3466666

3
46
6
6
6
6
6
6

3 466666

3
46
6
6
6
6
63

46
6
6
6
6
6
6
6
6

20
0

23
4

195

125∅

29
0

DALI
PLUG+
PLAY

3466666

3
46
6
6
6
6
6
6

3 466666

3
46
6
6
6
6
63

46
6
6
6
6
6
6
6
6

20
0

23
4

195

125∅

29
0

257

Cylindrical light head: cast aluminium,
powder-coated. 0°-90° tilt.
Housing: plastic, rotatable on 3-circuit
adapter through 360°.
Electronic control gear.
ERCO 3-circuit adapter: plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 258

72037.000 White (RAL9002) ECG
72029.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 1.60kg
LMF D
I0 qp

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.00
Illuminance En (lx) 324 279 254 223

72066.000 White (RAL9002) ECG
72067.000 Silver ECG
HIT-CE 150W G12 15000lm

Weight 2.00kg
LMF D
0 qp

HIT-CE

Mean illuminance En (wall)
Angle of tilt 12°
Wall height (m) 8.0
Offset from wall (m) 1.50 1.75 2.00 2.50
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 316 258 214 152

Optec Lens wallwasher with DALI adapter for metal halide lamps

Cylindrical light head: cast aluminium,
powder-coated. 0°-90° tilt.
Housing: plastic, rotatable on DALI
adapter through 360°.
Electronic control gear, switchable, with
plug and play connectivity.
ERCO DALI adapter for DALI track:
plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised.
Accessories page 258

72074.000 White (RAL9002) ECG DALI
72075.000 Silver ECG DALI
HIT-CE 70W G12 7750lm

Weight 1.70kg
LMF D
0 qp

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.00
Illuminance En (lx) 324 279 254 223

Optec Lens wallwasher for metal halide lamps

Levi’s flagship
store, Regent
Street, London. Ar-
chitect: Checkland
Kindleysides Retail
Design, London.
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72027.000 • •
72028.000 • •
72029.000 • • • • • • • •
72037.000 • • • • • • • •
72046.000 • • • • • • • •
72047.000 • • • • • • • •
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72056.000 • • • • • • • •
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70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

74434.000
74458.000
Interference
colour filter
Night blue

Optec Wallwasher with transadapter for low-voltage halogen lamps

Housing: cast aluminium, powder-
coated; rotatable on the transadapter
through 360°.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V. Potentiometer for bright-
ness control 10%-100%. LED function
indicator. Circuit pre-selection.
Reflector: aluminium, silver anodised.
Frame: cast aluminium, black powder-
coated. Safety glass.
Use dimmers for electronic transformers
(trailing edge).

73773.000 White (RAL9002)
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.55kg
LMF D
76pi

73768.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.55kg
LMF D
7pi

QT12-ax-RE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 186 153 132 112

Optec Accessories

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:16

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0258_bild_erco_hk12.p1.pdf  Layer 2: 0258_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w258

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:17

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0258_bild_erco_hk12.p1.pdf  Layer 2: 0258_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w258



34666

3
46
6
6
6
6

346666

4
3
6
6
6
6

124

16
0

126

93

34666

3
46
6
6
6
6
6

34666

4
3
6
6
6
6

124

18
0

126

93

34666666

3
46
6
6
6
6
6

3
46
6
6

346666
214

20
5

11
6

153

34666666

3
46
6
6
6
6
6

3
46
6
6

346666
214

20
5

11
6

153

259

Housing: aluminium, powder-coated.
ERCO 3-circuit adapter: plastic. 360°
rotation.
Reflector: aluminium, silver anodised.
Frame: cast aluminium, black powder-
coated. Safety glass.

77756.000 White (RAL9002)
77758.000 Silver
QT-DE12-RE 120W 230V R7s L75mm
2300lm

Weight 0.65kg
LMF C
I0 q8p

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 331 268 227 190

Optec Wallwasher with transadapter for metal halide lamps

Housing: aluminium, powder-coated;
rotatable on transadapter through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver anodised.
Frame: cast aluminium, black powder-
coated. Safety glass.

77743.000 White (RAL9002) ECG
77744.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 0.80kg
LMF D
7p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.50 1.50
Luminaire spacing (m) 1.00 1.25 1.50 1.75
Illuminance En (lx) 210 152 114 98

Housing: aluminium, powder-coated;
rotatable on transadapter through 360°.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Reflector: aluminium, silver anodised.
Frame: cast aluminium, black powder-
coated. Safety glass.
Accessories page 261

77738.000 White (RAL9002) ECG
77739.000 Silver ECG
HIT-CE 35W G12 3900lm

Weight 1.45kg
LMF D
7p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 284 245 174 140

77746.000 White (RAL9002) ECG
77747.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 1.45kg
LMF D
7p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 396 343 272 220

Optec Wallwasher for tungsten halogen lamps
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Housing: aluminium, powder-coated;
360° rotatable on DALI transadapter.
ERCO DALI Transadapter for DALI track:
plastic. Electronic control gear, switch-
able, with plug and play connectivity.
Reflector: aluminium, silver anodised.
Frame: cast aluminium, black powder-
coated. Safety glass.
Accessories page 261

77761.000 White (RAL9002) ECG DALI
77762.000 Silver ECG DALI
HIT-CE 35W G12 3900lm

Weight 1.60kg
LMF D
0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.50
Illuminance En (lx) 284 245 174 140

Optec Wallwasher for compact fluorescent lamps

Housing: aluminium, powder-coated.
Electronic control gear.
ERCO 3-circuit adapter: plastic. 360°
rotation.
Reflector: aluminium, silver anodised.
Louvre: plastic, black.

77707.000 White (RAL9002) ECG
TC-L 18W 2G11 1200lm

Weight 1.35kg
LMF C
76p

TC-L

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 130 106 94 79

Housing: aluminium, powder-coated.
Only for ceiling mounting.
Electronic control gear.
ERCO 3-circuit adapter and mechanical
adapter: plastic.
Reflector: aluminium, silver anodised.
Louvre: plastic, black.

77709.000 White (RAL9002) ECG
TC-L 36W 2G11 2900lm

Weight 2.60kg
LMF C
76p

TC-L

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 323 263 228 192

77712.000 White (RAL9002) ECG
TC-L 55W 2G11 4800lm

Weight 3.00kg
LMF C
76p

TC-L

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 535 435 378 318

Optec Wallwasher with DALI transadapter for metal halide lamps
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Housing: aluminium, powder-coated.
Only for ceiling mounting.
ERCO 3-circuit adapter and mechanical
adapter: plastic.
Electronic control gear.
Reflector: aluminium, silver anodised.
Louvre: plastic, black.

77722.000 White (RAL9002) ECG
T16 54W G5 4450lm

Weight 3.80kg
LMF C
76p

T16

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.00
Illuminance En (lx) 427 368 350 308

Optec Accessories

77
79

3.0
00

77
79

2.0
00

77738.000 •
77739.000 •
77746.000 •
77747.000 •
77761.000 •
77762.000 •

77793.000 White
77792.000 Black
Barn doors
Metal, powder-
coated.

Optec Wallwasher for fluorescent lamps

Mpreis super-
market, Lans.
Architect: Werner
Kleon, Innsbruck.
Lighting design:
Manfred Draxl,
Conceptlicht.at,
Mils near Inns-
bruck
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The Stella range is character-
ised by aspects including high-  
quality lighting technology, com-
fortable handling, and high visual 
comfort. Developed by  designer 
 Franco Clivio, Stella spotlights 
feature useful details for profes-
sional museum and presentation 
lighting. These include that the 
positions of tilt and rotation, the 
lamp focusing and even the angle 
of rotation of the optical acces-
sories can be set and locked with 
the Allen key attached to the spot-
light. This ensures that the light-
ing effect remains unchanged 
even after luminaire servicing or 
lamp replacement. The high vis-
ual comfort is ensured by an anti-
glare attachment with a cross-
baffle as luminaire cover, yet this 
can be enhanced with additional 
barn doors and honeycomb anti-
glare screens as accessories.

Stella for track

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Spotlights
Very narrow to wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Spot
Optional: DALI

PAR lamps
100W -  300W
1300lm -  3000lm

High- pressure discharge lamps
35W -  150W
3900lm -  14000lm
Spot

Projection
 Projection of signs, con-
tours, patterns and images 
using gobos or structured 
lenses for lighting effects.

Projector spotlights
Optical system with lens for the pro-
jection of images and patterns from 
gobos and for hard- edged beams or 
contours using a framing attachment.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Low- voltage halogen lamps
100W
2200lm
Optional: DALI

High- pressure discharge lamps
150W
14000lm

Low- voltage halogen lamps
100W
2200lm
Optional: DALI

PAR lamps
100W -  300W
1080lm -  3000lm

High- pressure discharge lamps
35W -  150W
3900lm -  14000lm
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Designed by Franco Clivio, the 
Stella spotlights are available in 
three sizes for low- voltage halo-
gen lamps, PAR lamps, and metal 
halide lamps. A special feature is 
that all the movable elements of 
the Stella spotlights can be set 
and locked – from the positions 
of tilt and rotation to the align-
ment of the sculptured lens. Since 
the filters and lenses fit within 
the luminaire, the appearance 
 remains the same despite the fact 
that the accessories within the 
luminaires may be meeting dif-
ferent lighting requirements.

The luminaire 
and the acces-
sories can be  
set and locked 
using the Allen 
key housed in 
the bracket.

Due to the extensive range of 
 accessories, lighting concepts can 
be matched to specific require-
ments.  High- quality interference  
colour filters are available to pro -  
vide coloured light. Sculpture 
lenses form the light beam into 
an ellipse, while flood lenses 
spread the light. UV and IR filters 
are available to protect sensitive 
 exhibits against harmful light. 
Honeycomb anti- glare screens 
and barn doors further improve 
the already excellent visual com-
fort of the Stella spotlight range, 
which all have integral cross-
baffles.

Stella for track
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Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic transformer, 220-240/12V.
Potentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector: aluminium, silver, mirror-fin-
ish anodised. Anti-glare cap attached to
safety glass. Rear of housing rotatable
for lamp focusing.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring wih cross-baffle,
rotatable, black lacquered. Un-clip
snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 267

73505.000 White (RAL9002)
73504.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spot reflector

Weight 2.80kg
LMF D
76pi

QT12-ax-RE

h(m) E(lx) D(m)
11°

1 20561 0.19
2 5140 0.39
3 2285 0.58
4 1285 0.77
5 822 0.96

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic transformer, 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring with cross-
baffle, rotatable, black lacquered. Un-
clip snoot for lamp replacement.

For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 267

73511.000 White (RAL9002)
73510.000 Silver
QR-111 100W 12V G53 8°
QR-111 100W 12V G53 45°

Weight 2.40kg
LMF C
76pig

QR-111

h(m) E(lx) D(m)
7°

1 43636 0.12
2 10909 0.24
3 4848 0.37
4 2727 0.49
5 1745 0.61

QR-111

h(m) E(lx) D(m)
47°

1 2545 0.87
2 636 1.74
3 283 2.61
4 159 3.48
5 102 4.35

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic transformer, 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector: aluminium, silver, mirror-fin-
ish anodised. Anti-glare cap attached to
safety glass. Rear of housing rotatable
for lamp focusing.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring wih cross-baffle,
rotatable, black lacquered. Un-clip
snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 267

73517.000 White (RAL9002)
73516.000 Silver
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 3.00kg
LMF D
76pi

QT12-ax

h(m) E(lx) D(m)
10°

1 39244 0.17
2 9811 0.35
3 4360 0.52
4 2453 0.70
5 1570 0.87

Stella Spotlight for low-voltage halogen lamps
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Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO DALI Transadapter with cable:
plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector: aluminium, silver, mirror-fin-
ish anodised. Anti-glare cap attached to
safety glass. Rear of housing rotatable
for lamp focusing.
Snoot: cast aluminium, powder-coated.

Internal anti-glare ring wih cross-baffle,
rotatable, black lacquered. Un-clip
snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Accessories page 267

73621.000 White (RAL9002) DALI
73622.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 3.10kg
LMF D
76pi

QT12-ax

h(m) E(lx) D(m)
10°

1 39244 0.17
2 9811 0.35
3 4360 0.52
4 2453 0.70
5 1570 0.87

Stella Spotlight for PAR lamps

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO 3-circuit adapter with cable:
plastic.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring with cross-
baffle, rotatable, black lacquered. Un-
clip snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

Accessories page 267

73501.000 White (RAL9002)
73500.000 Silver
QPAR30 100W 230V E27 10°
QPAR30 100W 230V E27 30°

Weight 2.40kg
LMF E
I78p

QPAR30

h(m) E(lx) D(m)
10°

1 8490 0.17
2 2123 0.35
3 943 0.52
4 531 0.70
5 340 0.87

QPAR30

h(m) E(lx) D(m)
30°

1 2831 0.54
2 708 1.07
3 315 1.61
4 177 2.14
5 113 2.68

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO 3-circuit adapter with cable:
plastic.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring with cross-
baffle, rotatable, black lacquered. Un-
clip snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

Accessories page 267

73513.000 White (RAL9002)
73512.000 Silver
PAR38 120W 230V E27 12°
PAR38 120W 230V E27 30°

Weight 3.40kg
LMF E
I78p

PAR38

h(m) E(lx) D(m)
12°

1 8774 0.21
2 2193 0.42
3 975 0.63
4 548 0.84
5 351 1.05

PAR38

h(m) E(lx) D(m)
30°

1 2924 0.54
2 731 1.07
3 325 1.61
4 183 2.14
5 117 2.68

Stella Spotlight with DALI transadapter for low-voltage halogen lamps
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Housing and stirrup: cast aluminium,
powder-coated. 80° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO 3-circuit adapter with cable:
plastic.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring with cross-
baffle, rotatable, black lacquered. Safety
glass. Un-clip snoot for lamp replace-
ment.
For service safety, all settings can be

fixed with the Allen-key located in the
stirrup.
Accessories page 268

73525.000 White (RAL9002)
73524.000 Silver
PAR56 300W 230V GX16d 9° 15°
PAR56 300W 230V GX16d 16° 40°

Weight 4.80kg
LMF E
I78p

PAR56

h(m) E(lx) D(m)
9° 15°

1 34482 0.16 0.26
2 8620 0.31 0.53
3 3831 0.47 0.79
4 2155 0.63 1.05
5 1379 0.79 1.32

PAR56

h(m) E(lx) D(m)
16° 40°

1 7759 0.28 0.73
2 1940 0.56 1.46
3 862 0.84 2.18
4 485 1.12 2.91
5 310 1.41 3.64

Stella Spotlight for metal halide lamps

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic control gear. Circuit pre-
selection.
Reflector: aluminium, silver, mirror-fin-
ish anodised. Anti-glare cap attached to
safety glass. Rear of housing rotatable
for lamp focusing.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring wih cross-baffle,

rotatable, black lacquered. Un-clip
snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Accessories page 267

73600.000 White (RAL9002) ECG
73601.000 Silver ECG
HIT-CE 35W G12 3900lm
Spot reflector

Weight 2.50kg
LMF D
76p

HIT-CE

h(m) E(lx) D(m)
12°

1 44078 0.21
2 11019 0.42
3 4898 0.63
4 2755 0.84
5 1763 1.05

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic control gear. Circuit pre-
selection.
Reflector: aluminium, silver, mirror-fin-
ish anodised. Anti-glare cap attached to
safety glass. Rear of housing rotatable
for lamp focusing.
Snoot: cast aluminium, powder-coated.
Internal anti-glare ring wih cross-baffle,

rotatable, black lacquered. Un-clip
snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Accessories page 267

73605.000 White (RAL9002) ECG
73606.000 Silver ECG
HIT-CE 70W G12 7750lm
Spot reflector

Weight 3.00kg
LMF D
76p

HIT-CE

h(m) E(lx) D(m)
13°

1 95852 0.23
2 23963 0.46
3 10650 0.68
4 5991 0.91
5 3834 1.14

Stella Spotlight for PAR lamps
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Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic,
cast aluminium. Circuit pre-selection.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor. Capa-
citor.
Reflector: aluminium, silver, mirror-fin-
ish anodised. Anti-glare cap attached to
safety glass. Rear of housing rotatable
for lamp focusing.

Snoot: cast aluminium, powder-coated.
Internal anti-glare ring wih cross-baffle,
rotatable, black lacquered. Un-clip
snoot for lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Accessories page 268

73531.000 White (RAL9002)
73530.000 Silver
HIT-CE 150W G12 14000lm
Spot reflector

Weight 7.80kg
LMF D
76p

HIT-CE

h(m) E(lx) D(m)
9°

1 234326 0.16
2 58581 0.31
3 26036 0.47
4 14645 0.63
5 9373 0.79

Stella Accessories
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5.0
00
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45

6.0
00
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45

7.0
00

74
45

8.0
00

75
85

7.0
00

75
94

0.0
00

73500.000 • • • • • • • • • • • •
73501.000 • • • • • • • • • • • •
73504.000 • • • • • • • • • • • •
73505.000 • • • • • • • • • • • •
73510.000 • • • • • • • • • • • •
73511.000 • • • • • • • • • • • •
73600.000 • • • • • • • • • • • •
73601.000 • • • • • • • • • • • •

74
47

3.0
00

74
47

5.0
00

74
47

7.0
00

74
47

9.0
00

74
47

1.0
00

74
46

8.0
00
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45

9.0
00

74
46

0.0
00

74
46

1.0
00

74
46

2.0
00
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94

2.0
00

75
86

0.0
00

75
85

8.0
00

73512.000 • • • • • • • • • • • • •
73513.000 • • • • • • • • • • • • •
73516.000 • • • • • • • • • • • • •
73517.000 • • • • • • • • • • • • •
73605.000 • • • • • • • • • • • • •
73606.000 • • • • • • • • • • • • •
73621.000 • • • • • • • • • • • • •
73622.000 • • • • • • • • • • • • •

Stella Spotlight for metal halide lamps
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73524.000 • • • • • • • • • • • •
73525.000 • • • • • • • • • • • •
73530.000 • • • • • • • • • • • • •
73531.000 • • • • • • • • • • • • •

70692.000
74473.000
74474.000
Sculpture lens

74475.000
74476.000
74481.000
Flood lens

70688.000
74477.000
74478.000
UV filter

70689.000
74479.000
74480.000
IR filter

74471.000
74472.000
74488.000
Skintone filter

74468.000
74469.000
74489.000
Daylight conver-
sion filter

74455.000
74459.000
74463.000
Interference
colour filter
Magenta

74456.000
74460.000
74464.000
Interference
colour filter
Amber

74457.000
74461.000
74465.000
Interference
colour filter
Sky blue

74458.000
74462.000
74466.000
Interference
colour filter
Night blue

75857.000
Attachment ring
with honeycomb
anti-glare screen

75858.000
75859.000
Honeycomb anti-
glare screen
Metal, black
powder-coated.

75940.000 Black
75942.000 Black
75943.000 Black
Barn doors
Metal, powder-
coated.

75860.000
75861.000
DIN attachment
Metal, black
powder-coated.

Stella Accessories

Augustinermu-
seum, Freiburg.
Architect: Prof.
Christoph Mäck-
ler Architekten,
Frankfurt am
Main. Lighting
design: Kress &
Adams Atelier
für Tages- und
Kunstlichtplanung,
Cologne.
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Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Reflector: aluminium, silver, mirror-
finish anodised. IR filter. Back part
of housing can be rotated for lamp
focusing.
Contour attachment: cast aluminium,
powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Lens 1:1,7/100mm, focusing ±
10mm.

Contour attachment hinges open to
allow lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Use dimmers for electronic transformers
(trailing edge).
Accessories page 272

73551.000 White (RAL9002)
73550.000 Silver
QT12-ax 100W 12V GY6.35 2200lm

Weight 3.60kg
76pi

QT12-ax

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of 
square projection through framing 
attachment dependent on projection 
distance h (m)

Aperture 
mask h (m) E (lx) D (m)
(mm)
   16#
d30 1 3675 0.30
 2 919 0.60
 3 408 0.90
 4 229 1.20
 5 147 1.50

   22#
d40 1 2970 0.40
 2 743 0.80
 3 330 1.20
 4 186 1.60
 5 119 2.00

   26#
d50 1 2310 0.50
 2 578 1.00
 3 257 1.50
 4 144 2.00
 5 92 2.50

h (m) E (lx) D (m)
  
1 2310 0.35
2 578 0.71
3 257 1.06
4 144 1.41
5 92 1.77

Stella Projector spotlight for low-voltage halogen lamps
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DALI
PLUG+
PLAY

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO DALI Transadapter with cable:
plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Reflector: aluminium, silver, mirror-
finish anodised. IR filter. Back part
of housing can be rotated for lamp
focusing.
Contour attachment: cast aluminium,

powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Lens 1:1,7/100mm, focusing ±
10mm.
Contour attachment hinges open to
allow lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Accessories page 272

73623.000 White (RAL9002) DALI
73624.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Weight 3.70kg
76pi
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QT12-ax

Measured illuminance levels (new
values) E (lx) and beam diameters D (m)
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of
square projection through framing
attachment dependent on projection
distance h (m)

Aperture
mask h (m) E (lx) D (m)
(mm)

16#
d30 1 3675 0.30

2 919 0.60
3 408 0.90
4 229 1.20
5 147 1.50

22#
d40 1 2970 0.40

2 743 0.80
3 330 1.20
4 186 1.60
5 119 2.00

26#
d50 1 2310 0.50

2 578 1.00
3 257 1.50
4 144 2.00
5 92 2.50

h (m) E (lx) D (m)

1 2310 0.35
2 578 0.71
3 257 1.06
4 144 1.41
5 92 1.77

Stella Projector spotlight with DALI transadapter for low-voltage halogen lamps

L’ Almoïna Archae-
ological Centre,
Valencia. Archi-
tect: José María
Herrera García,
Valencia. Light-
ing design: Julià
Colomer, Emb-
lemma, Barcelona.
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Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic,
cast aluminium. Circuit pre-selection.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor. Capa-
citor.
Reflector: aluminium, silver, mirror-
finish anodised. IR filter. Back part
of housing can be rotated for lamp
focusing.
Contour attachment: cast aluminium,
powder-coated. Framing attachment
(opening 8x8mm) with holder for aper-
ture masks or gobo (ø 66mm). 3 aper-
ture masks: metal, black, ø 50, ø 40,
ø 30. Lens 1:1,7/100mm, focusing ±
10mm.

Contour attachment hinges open to
allow lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Accessories page 272

73555.000 White (RAL9002)
73554.000 Silver
HIT-CE 150W G12 14000lm

Weight 6.50kg
76p

HIT-CE

Measured illuminance levels (new  
values) E (lx) and beam diameters D (m) 
dependent on aperture mask and pro-
jection distance h (m)

Maximum edge length D (m) of 
square projection through framing 
attachment dependent on projection 
distance h (m)

Aperture 
mask h (m) E (lx) D (m)
(mm)
   16#
d30 1 10920 0.30
 2 2730 0.60
 3 1213 0.90
 4 638 1.20
 5 437 1.50

   22#
d40 1 10080 0.40
 2 2520 0.80
 3 1120 1.20
 4 630 1.60
 5 403 2.00

   26#
d50 1 7840 0.50
 2 1960 1.00
 3 871 1.50
 4 490 2.00
 5 314 2.50

h (m) E (lx) D (m)
  
1 7840 0.35
2 1960 0.71
3 871 1.06
4 490 1.41
5 314 1.77

Stella Projector spotlight for metal halide lamps

“BMW Welt” vis-
itor and delivery
centre, Munich.
Architect: Coop
Himmelb(l)au,
Vienna. Lighting
designer: ag Licht,
Bonn.
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73550.000 • • • • • • •
73551.000 • • • • • • •
73554.000 • • • • • • •
73555.000 • • • • • • •
73623.000 • • • • • • •
73624.000 • • • • • • •

74484.000
Skintone filter

74485.000
Daylight conver-
sion filter

74447.000
Interference
colour filter
Magenta

74448.000
Interference
colour filter
Amber

74449.000
Interference
colour filter
Sky blue

74450.000
Interference
colour filter
Night blue

75801.000 White
75800.000 Black
Mounting ring
Plastic.

Stella Lens wallwasher for low-voltage halogen lamps

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic transformer 230/12V. Po-
tentiometer for brightness control
10%-100%. LED function indicator.
Circuit pre-selection.
Spot reflector: aluminium, silver, mir-
ror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens

with reflector: aluminium, silver anod-
ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.
Use dimmers for electronic transformers
(trailing edge).

73557.000 White (RAL9002)
73556.000 Silver
QT12-ax 100W 12V GY6.35 2200lm

Weight 3.20kg
LMF D
76pi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 18°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 173 139 119 99

Stella Accessories
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Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO DALI Transadapter with cable:
plastic. Electronic transformer,
230-240/12V, with plug and play con-
nectivity.
Spot reflector: aluminium, silver, mir-
ror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-

ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

73625.000 White (RAL9002) DALI
73626.000 Silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Weight 3.30kg
LMF D
76pi

QT12-ax

Mean illuminance En (wall)
Angle of tilt 18°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 173 139 119 99

Stella Lens wallwasher for PAR lamps

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO 3-circuit adapter with cable:
plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be

fixed with the Allen-key located in the
stirrup.

73541.000 White (RAL9002)
73540.000 Silver
QPAR30 100W 230V E27 10°

Weight 2.60kg
LMF E
I78p

QPAR30

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 152 122 101 84

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO 3-circuit adapter with cable:
plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be

fixed with the Allen-key located in the
stirrup.

73553.000 White (RAL9002)
73552.000 Silver
QPAR38 100W 230V E27 12°

Weight 3.60kg
LMF E
I78p

QPAR38

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 132 106 89 74

Stella Lens wallwasher with DALI transadapter for low-voltage halogen lamps
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Housing and stirrup: cast aluminium,
powder-coated. 80° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO 3-circuit adapter with cable:
plastic.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-
ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be

fixed with the Allen-key located in the
stirrup.

73565.000 White (RAL9002)
73564.000 Silver
PAR56 300W 230V GX16d 9° 15°

Weight 5.20kg
LMF E
I78p

PAR56

Mean illuminance En (wall)
Angle of tilt 18°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 201 167 145 124

Stella Lens wallwasher for metal halide lamps

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic control gear. Circuit pre-
selection.
Spot reflector: aluminium, silver, mir-
ror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-

ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

73611.000 White (RAL9002) ECG
73612.000 Silver ECG
HIT-CE 35W G12 3900lm

Weight 2.70kg
LMF D
76p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 312 250 218 182

Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic.
Electronic control gear. Circuit pre-
selection.
Spot reflector: aluminium, silver, mir-
ror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens
with reflector: aluminium, silver anod-

ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

73615.000 White (RAL9002) ECG
73616.000 Silver ECG
HIT-CE 70W G12 7750lm

Weight 3.20kg
LMF D
76p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 6.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 295 247 224 193

Stella Lens wallwasher for PAR lamps
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Housing and stirrup: cast aluminium,
powder-coated. 90° tilt, on the mech-
anical adapter rotatable through 360°.
Graduations for setting of group align-
ment.
Only for ceiling mounting.
ERCO Transadapter with cable: plastic,
cast aluminium. Circuit pre-selection.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor. Capa-
citor.
Spot reflector: aluminium, silver, mir-
ror-finish anodised.
Wallwasher attachment: cast alu-
minium, powder-coated. Spread lens

with reflector: aluminium, silver anod-
ised. Un-clip wallwasher attachment for
lamp replacement.
For service safety, all settings can be
fixed with the Allen-key located in the
stirrup.

73571.000 White (RAL9002)
73570.000 Silver
HIT-CE 150W G12 14000lm

Weight 8.20kg
LMF D
76p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 12°
Wall height (m) 8.0
Offset from wall (m) 2.00 2.00 2.50 2.50
Luminaire spacing (m) 2.00 2.50 2.50 3.00
Illuminance En (lx) 235 189 164 137

Stella Lens wallwasher for metal halide lamps

CAFA Art Museum,
Beijing. Architect:
Arata Isozaki &
Associates, Tokyo.
Lighting design:
Fisher Marantz
Stone Partners,
New York.

Sheikh Zayed
bin Sultan Al
Nahyan Mosque,
Abu Dhabi. Ar-
chitect: Yusef
Abdelki (design),
Halcrow, Dubai
Office (implement-
ation). Interior
design: Spatium
Architects, Milan.
Lighting design:
Speirs and Ma-
jor Associates,
Edinburgh.
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Recessed spotlights combine the flex-
ibility of spotlights with the discreet
appearance of recessed luminaires. Their
main application is accent lighting. Tilt
mechanisms allow the luminaires to
be aimed both at objects and vertical
surfaces. Recessed spotlights are incon-
spicuous architectural details and can
ideally be combined with downlights.

Light Board LED 280 279

Quintessence LED 285 317
Low-voltage halogen lamps 297
High-pressure discharge lamps 305

Logotec LED 391 381 388
Low-voltage halogen lamps 392 382 389
High-pressure discharge lamps 393 384 390

Compar LED 405 400 404
High-pressure discharge lamps 406 402

Gimbal Low-voltage halogen lamps 410
High-pressure discharge lamps 412

New in the program

Light Board
277

Quintessence
282

Compar
397

Recessed spotlights, recessed floodlights and recessed wallwashers
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The system design with differ-
ent characteristics makes Light 
Board recessed luminaires suited 
for cost-  effective lighting in sales 
 areas. The Spherolit technology 
with collimator and Spherolit lens 
used in Light Board ensures high 
efficiency, while the luminaires’ 
compact design  enables a low 
recess depth in  
the ceiling. For flexible arrange-
ments in the room, Light Board 
is also available as spotlights, 
floodlights and wallwashers for 
track.

Light Board Recessed floodlights, recessed wallwashers

LED
27W
1740lm -  2160lm
Optional: varychrome, DALI

LED varychrome
30W
870lm
Optional: DALI, varychrome

LED
27W
1740lm -  2160lm
Optional: varychrome, DALI

LED varychrome
30W
870lm
Optional: DALI, varychrome

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Recessed floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Recessed lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.
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Light Board Recessed floodlights, recessed wallwashers

Design
A compact design with  integrated 
control gear is characteristic for  
Light Board. The flat design assures 
optimal heat dissipation of the 
LEDs. Slightly set back, the lens 
level with the slanting frame 
 edges gives the luminaire a strik-
ing appearance from the front. 
For combination with track, Light  
Board is also available as spot-
lights, floodlights and lens wall-
washers.

Spherolit lens 
identification
To help identify 
the various ter-
tiary  lenses, the 
name of the light 
distribution is 
inscribed around 
the edge of each 
Spherolit lens.

Note:
Light Board spot-
lights are shown 
from page 93.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Coloured light
For use with DALI-  
compatible vary-
chrome technol-
ogy luminaires, 
Light Studio fea-
tures a colour 
wheel. This famil-
iar and user-
friendly control 
for infinite RGB 
colour mixing 
provides an intui-
tive and inter-
active means of 

selecting the 
light colours. It 
relieves the user 
from the tedious 
task of having to 
input separate 
dimmer settings 
for the individ-
ual colour com-
ponents.

Colour temper-
ature
Light Clients with 
the RGBW LED 
module are dis-
played in Light 
Studio with the 
varychrome 
RGBW attribute. 
The colour tem-
perature can be 
adjusted infi-
nitely over a wide 

range using the 
relevant  slider 
control in the 
software.

Tiltability
For flexible illu-
mination of 
objects on walls 
and shelves, 
Light Board can 
be  tilted from 
0°- 90°.

Varychrome 
RGBW
The light of vary-
chrome RGBW 
luminaires is pro-
duced by individ-
ually addressed 
warm white, red, 
green and blue 
LEDs. This ensures 
a very good col-
our rendering, 
infinite adjust-
ment of the col-
our  temperature 

and coloured 
light with high 
colour satura-
tion.
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Size 7
Recessed housing: metal, black, with
connection cable L 600mm. Flood-
lights: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt. Flush
mounting tray: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm.
Including electronic control gear, dim-
mable. Through-wiring possible. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, white.
Recess depth 100mm for electronic
control gear.
Dimming with external dimmers pos-
sible (trailing edge).

81451.000
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Covered mounting
detail
Weight 2.35kg
LMF E
I

LED

h(m) E(lx) D(m)
60° 17°

1 4430 1.15 0.30
2 1107 2.31 0.60
3 492 3.46 0.90
4 277 4.62 1.20
5 177 5.77 1.49

81450.000
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Covered mounting
detail
Weight 2.35kg
LMF E
I

LED

h(m) E(lx) D(m)
60° 17°

1 3568 1.15 0.30
2 892 2.31 0.60
3 396 3.46 0.90
4 223 4.62 1.20
5 143 5.77 1.49

Size 7
Recessed housing: metal, black, with
connection cable L 600mm. Flood-
lights: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt. Flush
mounting tray: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, white.
Recess depth 100mm for DALI control
gear.

81455.000 DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, oval flood

Covered mounting
detail
Weight 2.40kg
LMF E

LED

h(m) E(lx) D(m)
60° 17°

1 4430 1.15 0.30
2 1107 2.31 0.60
3 492 3.46 0.90
4 277 4.62 1.20
5 177 5.77 1.49

81454.000 DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, oval flood

Covered mounting
detail
Weight 2.40kg
LMF E

LED

h(m) E(lx) D(m)
60° 17°

1 3568 1.15 0.30
2 892 2.31 0.60
3 396 3.46 0.90
4 223 4.62 1.20
5 143 5.77 1.49

Light Board Recessed floodlight with LED
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Size 7
Recessed housing: metal, black, with
connection cable L 600mm. Flood-
lights: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt. Flush
mounting tray: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Highly reflective col-

our mixer. Collimating lens made of
optical polymer. Lens mountable turned
through 90°.
Front cover: plastic, white.
Recess depth 100mm for DALI control
gear.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012

81462.000 RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, oval flood
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 2.50kg
LMF E

LED

h(m) E(lx) D(m)
62° 21°

1 396 1.20 0.37
2 99 2.40 0.74
3 44 3.61 1.11
4 25 4.81 1.48
5 16 6.01 1.85

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Light Board Recessed lens wallwasher with LED

Size 7
Recessed housing: metal, black, with
connection cable L 600mm. Wallwash-
ers: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt. Flush
mounting tray: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm.
Including electronic control gear, dim-
mable. Through-wiring possible. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Front cover: plastic, white.
Recess depth 100mm for electronic
control gear.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 281

81453.000
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Covered mounting
detail
Weight 2.35kg
LMF E
I

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80 1.80
Illuminance En (lx) 244 208 173 146

81452.000
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Covered mounting
detail
Weight 2.35kg
LMF E
I

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80 1.80
Illuminance En (lx) 196 168 140 118

Light Board Recessed floodlight RGBW varychrome with LED

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:18

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0280_bild_erco_hk12.p1.pdf  Layer 2: 0280_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w280

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:18

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0280_bild_erco_hk12.p1.pdf  Layer 2: 0280_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w280



DALI
PLUG+
PLAY

Q206

Q221 158

19
1 81 52

255 x 113

Q206

Q221 158

19
1 81 52

255 x 113

DALI
PLUG+
PLAY

Q206

Q221 158

19
1 81 52

255 x 113

281

Size 7
Recessed housing: metal, black, with
connection cable L 600mm. Wallwash-
ers: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt. Flush
mounting tray: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Front cover: plastic, white.
Recess depth 100mm for DALI control
gear.
Accessories see below

81457.000 DALI
LED 27W 2160lm 4000K neutral white
Version 1
Spherolit lens, wallwash

Covered mounting
detail
Weight 2.40kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80 1.80
Illuminance En (lx) 244 208 173 146

81456.000 DALI
LED 27W 1740lm 3000K warm white
Version 1
Spherolit lens, wallwash

Covered mounting
detail
Weight 2.40kg
LMF E

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80 1.80
Illuminance En (lx) 196 168 140 118

Light Board Recessed lens wallwasher RGBW varychrome with LED

Size 7
Recessed housing: metal, black, with
connection cable L 600mm. Wallwash-
ers: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt. Flush
mounting tray: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Highly reflective colour

mixer. Collimating lens made of optical
polymer.
Front cover: plastic, white.
Recess depth 100mm for DALI control
gear.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Available from 2nd quarter 2012
Accessories see below

81463.000 RGBW DALI
LED 30W 870lm 3000K red, green, blue,
warm white
Version 1
Spherolit lens, wallwash
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 2.50kg
LMF E

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 300 620-640 99
Green 807 525-535 77
Blue 303 465-475 97
warm white 870 - -

Light Board Accessories

Recessed lens wallwashers
70

61
0.0

00

81452.000 •
81453.000 •
81456.000 •
81457.000 •
81463.000 •

70610.000
Anti-glare frame
Plastic, black.

Light Board Recessed lens wallwasher with LED
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Consistent system design is a 
characteristic feature of the 
 Quintessence recessed  spotlights. 
Perfect combination of the lamp, 
lens and control gear results in 
maximum efficiency. The high-
quality lighting technology and 
the anti- glare ring are based on 
the principles of efficient  visual 
comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design prin-
ciple for mounting rings, mean-
ing that the different lamp types 
and characteristics are not only 
easy to combine, but also to 
interchange.

Quintessence Recessed spotlights, recessed floodlights

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Recessed spotlights
Very narrow to wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

Recessed spotlights
Very narrow to wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

LED
2.2W -  20W
145lm -  1620lm
Narrow spot, spot, flood
Optional: DALI

Low- voltage halogen lamps
50W -  100W
1200lm -  2200lm
Narrow spot, spot, flood
Optional: DALI, shadow gap

High- pressure discharge lamps
20W -  100W
1000lm -  7750lm
Narrow spot, spot, flood
Optional: shadow gap

LED
2.2W -  20W
145lm -  1620lm
Narrow spot, spot, flood
Optional: DALI

Low- voltage halogen lamps
50W -  100W
1200lm -  2200lm
Narrow spot, spot, flood
Optional: DALI, shadow gap

High- pressure discharge lamps
20W -  100W
1000lm -  7750lm
Narrow spot, spot, flood
Optional: shadow gap

Recessed floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Recessed floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

LED
6.7W -  20W
435lm -  1620lm
Optional: DALI

LED
6.7W -  20W
435lm -  1620lm
Optional: DALI

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:18

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0282_bild_erco_hk12.p1.pdf  Layer 2: 0282_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w282

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:18

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0282_bild_erco_hk12.p1.pdf  Layer 2: 0282_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w282



283

Quintessence Recessed spotlights, recessed floodlights

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Design
The tiltable and rotatable 
 Quintessence recessed spotlights 
accentuate exhibits in the room 
or on walls and turn them into 
real eye- catchers. The Spherolit 
technology is quickly replaced 
without tools, making it easy to 
change light distribution patterns 
to suit various lighting applica-
tions. Accessories such as  lenses 
and filters allow the light to be 
adjusted to suit specific require-
ments. The incorporation of 
 digitally controllable DALI lumi-
naires in the Light System DALI 
makes convenient operation pos-
sible using the Light Studio soft-
ware. Since the Quintessence 
recessed spotlights feature the 
same mounting ring and mount-
ing frame as the recessed lumi-
naires, the two product  ranges 
work well in combination – for 
instance, when ambient lighting 
is required together with accent 
lighting. 

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Spherolit 
 technology
Spherolit lenses 
are used for LED 
recessed spot-
lights, Spherolit 
reflectors for 
conventional 
lamps.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:18

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0283_bild_erco_hk12.p1.pdf  Layer 2: 0283_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w283

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:18

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0283_bild_erco_hk12.p1.pdf  Layer 2: 0283_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w283



max. 40°

360°

DALI
PLUG+
PLAY

284

Quintessence Recessed spotlights, recessed floodlights

Outline of the versions
A characteristic feature of Quintes-
sence is the variety of  different 
mounting details. In addition to 
the option of round or square 
luminaire designs, the lighting 
designer can choose between a 
flush or regressed cassette. The 
edge of the luminaire can be a 
standard format or can have a 
shadow gap. The type of mount -
ing ring determines  whether  
the luminaire will be installed 

Mounting  
The Quintessence 
recessed spot-
lights are  noted 
for fast and easy 
mounting with-
out tools. The 
template which 
is supplied with 
each luminaire 
allows the ceil-
ing aperture 
to be marked 
out quickly and 
 accurately.

Adjustment
For variable set-
ting, the recessed 
spotlight can be 
rotated through 
360° and tilted by 
40°; its position is 
then fixed using 
two screws. This 
ensures that the 
predetermined 
beam direction 
is maintained 
even after lamp 
replacement.

DALI control
With Quintessence  
Light Clients, the  
Light Studio soft-
ware automati-
cally  recognises 
the luminaire type 
making the rele-
vant  information 
and functions 
available.

Directional 
 luminaires
For accent 
 lighting, which 
includes Dark-
light technology, 
the Quintessence 
directional lumi-
naires are avail-
able as recessed 
luminaires.

Colour filters 
and lenses
To enable individ-
ual adjustment to 
suit the specific 
lighting task, dif-
ferent filters and 
lenses are avail-
able.Double mount-

ing frame
The double 
mounting frame 
allows two char-
acteristics to be 
mounted in one 
unit. For instance, 
a directional 
luminaire “spot” 
and a wallwasher 
can be combined 
together. Possible 
combinations are 
shown on page 
XXX.

Luminaire 
design: round  
or square
Just as archi-
tecture uses 
round or square 
shapes, so too 
the Quintessence 
recessed spot-
lights offer the 
corresponding 
choice of round 
and square lumi-
naires.

Mounting:  
flush or covered
The choice 
between two 
mounting frames 
enables the 
mounting ring or 
mounting frame 
to be either flush 
mounted with 
the ceiling or to 
cover the edge.

Luminaire edge: 
standard or 
shadow gap
The options for 
the edge of the 
luminaire are a 
flowing transition 
or a subtle sep-
aration between 
ceiling and lumi-
naire using a 
shadow gap.

Luminaire: flush 
or regressed 
cassette
In contrast 
with the flush-  
mounted ver-
sion, the tilted 
luminaire head 
on the regressed 
version does not 
protrude below 
the line of the 
ceiling.

flush with the  ceiling or has a 
trim detail. The  structure of the 
product range is divided firstly 
into round and square lumi naires 
and then subdivided into flush 
or regressed cassette, into the 
luminaire edge options and into 
the mounting details.
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Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 322

46113.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

46112.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

47113.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

47112.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 322

46101.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

46100.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

47101.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

47100.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

Quintessence Recessed spotlight with LED and flush cassette
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46103.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

46102.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

47103.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

47102.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Recessed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 322

46115.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

46114.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

47115.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

47114.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Quintessence Recessed spotlight with LED and flush cassette
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Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Recessed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 322

46107.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

46106.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

47107.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

47106.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

46109.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

46108.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

47109.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

47108.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 323

46922.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

46921.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

47922.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

47921.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 323

46910.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

46909.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

47910.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

47909.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

Quintessence Recessed spotlight with LED and flush cassette
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46912.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

46911.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

47912.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

47911.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Recessed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 323

46924.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

46923.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

47924.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

47923.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Quintessence Recessed spotlight with LED and flush cassette
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Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Recessed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 323

46916.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

46915.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

47916.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

47915.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

46918.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

46917.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

47918.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

47917.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46724.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

46718.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

47717.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

47722.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46741.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

46740.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

47739.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

47738.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

Quintessence Recessed spotlight with LED and flush cassette
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46743.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

46742.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

47741.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

47740.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Regressed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46725.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

46719.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

47723.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

47716.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Quintessence Recessed spotlight with LED and flush cassette
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Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Regressed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46745.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

46744.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

47743.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

47742.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

46747.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

46746.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

47745.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

47744.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 323

46887.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

46885.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

47886.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

47888.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 323

46843.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

46842.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

47841.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

47840.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

Quintessence Recessed spotlight with LED and flush cassette
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46845.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

46844.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

47843.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

47842.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Regressed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 323

46888.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

46886.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

47887.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

47885.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Quintessence Recessed spotlight with LED and flush cassette
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Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Regressed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 323

46847.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

46846.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

47845.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

47844.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

46849.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

46848.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

47847.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

47846.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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Size 4
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46043.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.46kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

47044.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.46kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps

Douglas Flag-
ship Store, Mainz.
Architect and
lighting designer:
Lewang Architek-
ten, Munich.
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Size 4
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46041.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.46kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

47042.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.46kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps

Quintessence
recessed spot-
lights are used
for applications
involving ceiling-
integrated accent
lighting, e.g. in
top-rate sales
areas.
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Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white. Peripheral shadow gap:
plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46044.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

47045.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with flush cassette and shadow gap for low-voltage halogen lamps
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Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder car-
rier: plastic, white. Peripheral shadow
gap: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46042.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

47043.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46060.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

47061.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

46061.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

Quintessence Recessed spotlight with regressed cassette and shadow gap for low-voltage halogen lamps
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47062.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

46062.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

47063.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46057.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

47058.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

46058.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

47059.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

46059.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

47060.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.73kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps
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Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46066.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

47067.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

46067.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

47068.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

46068.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

47069.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 322

46063.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:19

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0302_bild_erco_hk12.p1.pdf  Layer 2: 0302_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w302

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:19

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0302_bild_erco_hk12.p1.pdf  Layer 2: 0302_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w302



3
4
6
6
6
6
6

346666666

126666666

6
4

15
7

208d

d210

10

30° 30°

60° 60°

75000 cd

346666666

126666666

3
4
6
6
6
6
6
6
4

15
5

221d

d206

10

30° 30°

60° 60°

25000 cd

3
4
6
6
6
6
6

346666666

126666666

6
4

15
7

208d

d210

10

30° 30°

60° 60°

25000 cd

346666666

126666666

3
4
6
6
6
6
6
6
4

15
5

221d

d206

10

30° 30°

60° 60°

9000 cd

3
4
6
6
6
6
6

346666666

126666666

6
4

15
7

208d

d210

10

30° 30°

60° 60°

9000 cd

DALI
PLUG+
PLAY

346666666

126666666

3
4
6
6
6
6
6
4

3
6
6
4

3466666
167 x 42

13
0

221d

d206

10

31

30° 30°

60° 60°

75000 cd

346666666

126666666

3
4
6
6
6
6
6
4

3
6
6
4

3466666

13
2

167 x 42208d

d210

10

31

30° 30°

60° 60°

75000 cd

346666666

126666666

3
4
6
6
6
6
6
4

3
6
6
4

3466666
167 x 42

13
0

221d

d206

10

31

30° 30°

60° 60°

25000 cd

346666666

126666666

3
4
6
6
6
6
6
4

3
6
6
4

3466666

13
2

167 x 42208d

d210

10

31

30° 30°

60° 60°

25000 cd

303

47064.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

46064.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

47065.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

46065.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

47066.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.03kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps

Size 7
Lampholder carrier: cast aluminium,
with connection cable L 500mm. 0°-40°
tilt, 360° rotation. Lockable angles of
tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.

Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-
ternal black lacquered, external white
(RAL9002) powder-coated.
Accessories page 323

46267.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

47267.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

46268.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

47268.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps
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46269.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

47269.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps

Size 7
Lampholder carrier: cast aluminium,
with connection cable L 500mm. 0°-40°
tilt, 360° rotation. Lockable angles of
tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.

Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-
ternal black lacquered, external white
(RAL9002) powder-coated.
Accessories page 322

46264.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

47264.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

46265.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

47265.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

46266.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

47266.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.21kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps
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305

Size 4
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Control gear to be ordered separately.
Accessories page 323

46467.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.61kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

47450.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.61kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Recessed spotlight with flush cassette for metal halide lamps
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306

Size 4
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Control gear to be ordered separately.
Accessories page 323

46465.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.61kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

47448.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.61kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Recessed spotlight with regressed cassette for metal halide lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:20

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0306_bild_erco_hk12.p1.pdf  Layer 2: 0306_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w306

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:20

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0306_bild_erco_hk12.p1.pdf  Layer 2: 0306_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w306



34666666

12666666

3
4
6
6
6
6
4

10
7

8

177d

168d

30° 30°

60° 60°

11000 cd

30° 30°

60° 60°

4500 cd

3
4
6
6
6
6
4

34666666

12666666

10
9

8

169d

172d

30° 30°

60° 60°

11000 cd

30° 30°

60° 60°

4500 cd

307

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white. Peripheral shadow gap:
plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Control gear to be ordered separately.
Accessories page 323

46468.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.72kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

47451.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.72kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Recessed spotlight with flush cassette and shadow gap for metal halide lamps
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308

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder car-
rier: plastic, white. Peripheral shadow
gap: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Control gear to be ordered separately.
Accessories page 323

46466.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.72kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

47449.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.72kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Recessed spotlight with flush cassette for metal halide lamps

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46457.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

Quintessence Recessed spotlight with regressed cassette and shadow gap for metal halide lamps
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47440.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

46458.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32

47441.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32

46459.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

47442.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

Quintessence Recessed spotlight with flush cassette for metal halide lamps
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Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46454.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

47437.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

46455.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32

47438.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32
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46456.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

47439.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.90kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

Quintessence Recessed spotlight with flush cassette for metal halide lamps

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46511.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79

47529.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79
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46512.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41

47530.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41

46513.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49

47531.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49
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Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46508.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79

47526.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79

46509.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41

47527.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41
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46510.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49

47528.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.25kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49

Quintessence Recessed spotlight with flush cassette for high-pressure sodium vapour lamps

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46529.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

47515.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

Quintessence Recessed spotlight with regressed cassette for metal halide lamps
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46530.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

47516.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

46531.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

47517.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

Quintessence Recessed spotlight with flush cassette for high-pressure sodium vapour lamps
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Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 323

46526.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

47512.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

46527.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

47513.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

Quintessence Recessed spotlight with regressed cassette for high-pressure sodium vapour lamps
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46528.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

47514.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.25kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

Quintessence Recessed floodlight with LED and flush cassette

Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 327

46105.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

46104.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

47105.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

47104.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed spotlight with regressed cassette for high-pressure sodium vapour lamps
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Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Recessed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 327

46111.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

46110.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

47111.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

47110.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.45kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and flush cassette

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 327

46914.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

46913.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and regressed cassette
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47914.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

47913.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and regressed cassette

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Recessed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 327

46920.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

46919.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

47920.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

47919.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.01kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and flush cassette
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Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 327

46710.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

46704.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

47708.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

47702.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and regressed cassette

Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Regressed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 327

46711.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

46705.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and flush cassette
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47709.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

47703.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and flush cassette

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 327

46883.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

46881.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

47883.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

47881.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and regressed cassette
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Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Regressed cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 327

46884.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

46882.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

47884.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

47882.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Accessories

Recessed spotlights, round
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46041.000 • • •
46042.000 • • •
46043.000 • • •
46044.000 • • •
46057.000 • • • • •
46058.000 • • • • • • • •
46059.000 • • • • • •
46060.000 • • • • • • • •
46061.000 • • • • • • • •
46062.000 • • • • • •
46063.000 • • • • • •
46064.000 • • • • • •
46065.000 • • • • •
46066.000 • • • • • •
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Recessed spotlights, round
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Recessed spotlights, round
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Recessed spotlights, round
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Recessed floodlights, round
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83692.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 14W.
Max. ambient temperature of 50°C.
Installation also in furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
overload protection.
Weight 0.08kg
iV SELV

83691.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.52kg
0 qV SELV

83693.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 30W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.52kg
0 qV SELV

83719.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 7/10W.
Max. ambient temperature of 50°C.
Housing: plastic. Short-circuit protec-
tion: electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.07kg
iV SELV

83694.000
DALI
Control gear, switchable and DALI
for LED
220-240V, 50-60Hz. Max. 14W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.56kg
0 qV SELV

83695.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.65kg
0 qV SELV

83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115
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83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

83669.000
Control gear
for HIT-TC-CE 20W, G8.5 and GU6.5 and
HIT-CE 20W, G12 and HIPAR51-CE-P
20W, GX10.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83659.000
Control gear
for HST 50W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83658.000
Control gear
for HST 100W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

70692.000
77185.000
Sculpture lens

70649.000
Softec lens

70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

70647.000
70648.000
Food filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

74434.000
74458.000
Interference
colour filter
Night blue
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83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83611.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83613.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg

83614.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83617.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.40kg

83595.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.07kg

83596.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.10kg

83597.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.15kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.
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Size 4
Housing: cast aluminium, 0°-30° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 369

36743.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

36742.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

37743.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

37742.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Size 4
Housing: cast aluminium, 0°-30° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 369

36786.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

36785.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

37786.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

37785.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

Quintessence Recessed spotlight with LED and flush cassette
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36788.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

36787.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

37788.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

37787.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Recessed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 369

36798.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

36797.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

37798.000
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

37797.000
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Quintessence Recessed spotlight with LED and flush cassette
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Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Recessed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 369

36792.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

36791.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

37792.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

37791.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

36794.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

36793.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

37794.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

37793.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-30° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 369

36898.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

36897.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

37898.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

37897.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-30° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 369

36886.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

36885.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

37886.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

37885.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

Quintessence Recessed spotlight with LED and flush cassette
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36888.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

36887.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

37888.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

37887.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Recessed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 369

36900.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

36899.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

37900.000 DALI
LED 2.2W 180lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 8205 0.10
2 2051 0.21
3 912 0.31
4 513 0.42
5 328 0.52

37899.000 DALI
LED 2.2W 145lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
6°

1 6610 0.10
2 1652 0.21
3 734 0.31
4 413 0.42
5 264 0.52

Quintessence Recessed spotlight with LED and flush cassette
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Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Recessed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 369

36892.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

36891.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

37892.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 4511 0.28
2 1128 0.56
3 501 0.84
4 282 1.12
5 180 1.41

37891.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
16°

1 3634 0.28
2 908 0.56
3 404 0.84
4 227 1.12
5 145 1.41

36894.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

36893.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

37894.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1845 0.50
2 461 1.00
3 205 1.50
4 115 1.99
5 74 2.49

37893.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
28°

1 1486 0.50
2 372 1.00
3 165 1.50
4 93 1.99
5 59 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36783.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

36781.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

37783.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

37781.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36716.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

36714.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

37716.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

37714.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

Quintessence Recessed spotlight with LED and flush cassette
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36720.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

36718.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

37720.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

37718.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Regressed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36784.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

36782.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

37784.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

37782.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Quintessence Recessed spotlight with LED and flush cassette
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Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Regressed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-

side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36717.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

36715.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

37717.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

37715.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

36721.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

36719.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

37721.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

37719.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 369

36863.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

36861.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

37863.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

37861.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 369

36819.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

36817.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

37831.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

37830.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

Quintessence Recessed spotlight with LED and flush cassette
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36823.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

36821.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

37833.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

37832.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Regressed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 369

36864.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

36862.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

37864.000 DALI
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 37086 0.10
2 9271 0.21
3 4121 0.31
4 2318 0.42
5 1483 0.52

37862.000 DALI
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.76kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
6°

1 29875 0.10
2 7469 0.21
3 3319 0.31
4 1867 0.42
5 1195 0.52

Quintessence Recessed spotlight with LED and flush cassette
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342

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Regressed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 369

36820.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

36818.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

37835.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 14514 0.28
2 3628 0.56
3 1613 0.84
4 907 1.12
5 581 1.41

37834.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 11692 0.28
2 2923 0.56
3 1299 0.84
4 731 1.12
5 468 1.41

36824.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

36822.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

37837.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 5527 0.50
2 1382 1.00
3 614 1.50
4 345 1.99
5 221 2.49

37836.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 4452 0.50
2 1113 1.00
3 495 1.50
4 278 1.99
5 178 2.49

Quintessence Recessed spotlight with LED and regressed cassette
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343

Size 4
Lampholder carrier: cast aluminium,
0°-30° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36036.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.51kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

37036.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.51kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps
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344

Size 4
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36034.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.51kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

37034.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.51kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps
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345

Size 5
Lampholder carrier: cast aluminium,
0°-30° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white. Peripheral shadow gap:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36037.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

37037.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with flush cassette and shadow gap for low-voltage halogen lamps
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346

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder car-
rier: plastic, white. Peripheral shadow
gap: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36035.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.62kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

37035.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.62kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36049.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

37049.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

36050.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

Quintessence Recessed spotlight with regressed cassette and shadow gap for low-voltage halogen lamps
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37050.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

36051.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

37051.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36046.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

37046.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
10°

1 23474 0.17
2 5869 0.35
3 2608 0.52
4 1467 0.70
5 939 0.87

36047.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

37047.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 12932 0.25
2 3233 0.49
3 1437 0.74
4 808 0.98
5 517 1.23

36048.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

37048.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.81kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
30°

1 2762 0.54
2 690 1.07
3 307 1.61
4 173 2.14
5 110 2.68

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps
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348

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36055.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

37055.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

36056.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

37056.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

36057.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

37057.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 368

36052.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps
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37052.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

36053.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

37053.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

36054.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

37054.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.13kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps

Size 7
Lampholder carrier: cast aluminium,
with connection cable L 500mm. 0°-40°
tilt, 360° rotation. Lockable angles of
tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.

Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-
ternal black lacquered, external white
(RAL9002) powder-coated.
Accessories page 368

36255.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

37255.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

36256.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

37256.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps
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36257.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

37257.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with regressed cassette for low-voltage halogen lamps

Size 7
Lampholder carrier: cast aluminium,
with connection cable L 500mm. 0°-40°
tilt, 360° rotation. Lockable angles of
tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.

Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-
ternal black lacquered, external white
(RAL9002) powder-coated.
Accessories page 368

36252.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

37252.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
7°

1 65941 0.12
2 16485 0.24
3 7327 0.37
4 4121 0.49
5 2638 0.61

36253.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

37253.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
14°

1 18586 0.25
2 4647 0.49
3 2065 0.74
4 1162 0.98
5 743 1.23

36254.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

37254.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.31kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 6119 0.46
2 1530 0.92
3 680 1.39
4 382 1.85
5 245 2.31

Quintessence Recessed spotlight with flush cassette for low-voltage halogen lamps
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351

Size 4
Lampholder carrier: cast aluminium,
0°-30° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Control gear to be ordered separately.
Accessories page 369

36444.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

37457.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence recessed spotlight with flush cassette for metal halide lamps
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352

Size 4
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.

Control gear to be ordered separately.
Accessories page 368

36442.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

37455.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Recessed spotlight with regressed cassette for metal halide lamps
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353

Size 5
Lampholder carrier: cast aluminium,
0°-30° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white. Peripheral shadow gap:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Control gear to be ordered separately.
Accessories page 369

36445.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

37458.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Recessed spotlight with flush cassette and shadow gap for metal halide lamps
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354

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder car-
rier: plastic, white. Peripheral shadow
gap: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Anti-glare ring: plastic, internal black

lacquered, external white (RAL9002)
lacquered.
Control gear to be ordered separately.
Accessories page 368

36443.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.77kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

37456.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.76kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Recessed spotlight with flush cassette for metal halide lamps

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 368

36432.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

Quintessence Recessed spotlight with regressed cassette and shadow gap for metal halide lamps
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37445.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

36433.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32

37446.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32

36434.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

37447.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

Quintessence Recessed spotlight with flush cassette for metal halide lamps
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356

Size 5
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 368

36429.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

37442.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 18011 0.19
2 4503 0.39
3 2001 0.58
4 1126 0.77
5 720 0.96

HIT-TC-CE

h(m) E(lx) D(m)
11°

1 30218 0.19
2 7554 0.39
3 3358 0.58
4 1889 0.77
5 1209 0.96

36430.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32

37443.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 9177 0.28
2 2294 0.56
3 1020 0.84
4 574 1.12
5 367 1.41

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 18810 0.26
2 4702 0.53
3 2090 0.79
4 1176 1.05
5 752 1.32

Quintessence Recessed spotlight with regressed cassette for metal halide lamps
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36431.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

37444.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.98kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 2979 0.54
2 745 1.07
3 331 1.61
4 186 2.14
5 119 2.68

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5574 0.54
2 1393 1.07
3 619 1.61
4 348 2.14
5 223 2.68

Quintessence Recessed spotlight with flush cassette for metal halide lamps

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36521.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79

37507.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79

Quintessence Recessed spotlight with regressed cassette for metal halide lamps
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36522.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41

37508.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41

36523.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49

37509.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49
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359

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36518.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79

37504.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
8°

1 60929 0.14
2 15232 0.28
3 6770 0.42
4 3808 0.56
5 2437 0.70

HIT-CE

h(m) E(lx) D(m)
9°

1 103436 0.16
2 25859 0.31
3 11493 0.47
4 6465 0.63
5 4137 0.79

36519.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41

37505.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
16°

1 21205 0.28
2 5301 0.56
3 2356 0.84
4 1325 1.12
5 848 1.41

HIT-CE

h(m) E(lx) D(m)
16°

1 39753 0.28
2 9938 0.56
3 4417 0.84
4 2485 1.12
5 1590 1.41

Quintessence Recessed spotlight with regressed cassette for metal halide lamps
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36520.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49

37506.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.35kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
27°

1 8215 0.48
2 2054 0.96
3 913 1.44
4 513 1.92
5 329 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 15885 0.50
2 3971 1.00
3 1765 1.50
4 993 1.99
5 635 2.49

Quintessence Recessed spotlight with flush cassette for high-pressure sodium vapour lamps

Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Flush cassette for lampholder carriers:
plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36511.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

37523.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

Quintessence Recessed spotlight with regressed cassette for metal halide lamps
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36512.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

37524.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

36513.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

37525.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

Quintessence Recessed spotlight with flush cassette for high-pressure sodium vapour lamps
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Size 7
Lampholder carrier: cast aluminium,
0°-40° tilt, 360° rotation. Lockable
angles of tilt and rotation.
Regressed cassette for lampholder
carrier: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: cast aluminium, in-

ternal black lacquered, external white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 369

36508.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

37520.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
8°

1 27993 0.14
2 6998 0.28
3 3110 0.42
4 1750 0.56
5 1120 0.70

HST

h(m) E(lx) D(m)
10°

1 31393 0.17
2 7848 0.35
3 3488 0.52
4 1962 0.70
5 1256 0.87

36509.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

37521.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
16°

1 11389 0.28
2 2847 0.56
3 1265 0.84
4 712 1.12
5 456 1.41

HST

h(m) E(lx) D(m)
17°

1 16867 0.30
2 4217 0.60
3 1874 0.90
4 1054 1.20
5 675 1.49

Quintessence Recessed spotlight with regressed cassette for high-pressure sodium vapour lamps
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36510.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

37522.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.35kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 4919 0.46
2 1230 0.92
3 547 1.39
4 307 1.85
5 197 2.31

HST

h(m) E(lx) D(m)
26°

1 8544 0.46
2 2136 0.92
3 949 1.39
4 534 1.85
5 342 2.31

Quintessence Recessed floodlight with LED and flush cassette

Size 4
Housing: cast aluminium, 0°-30° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 374

36790.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

36789.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

37790.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

37789.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed spotlight with regressed cassette for high-pressure sodium vapour lamps
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Size 4
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Recessed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 374

36796.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

36795.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

37796.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

37795.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 0.50kg
LMF D
Ipz

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and flush cassette

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-30° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 374

36890.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

36889.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and regressed cassette
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37890.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

37889.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and regressed cassette

Size 4
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Recessed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: plastic, internal black
lacquered, external white (RAL9002)
lacquered.
Recess depth 150mm for DALI control
gear.
Accessories page 374

36896.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

36895.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

37896.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 1205 0.81 0.30
2 301 1.62 0.60
3 134 2.42 0.90
4 75 3.23 1.20
5 48 4.04 1.49

37895.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.06kg
LMF D
p

LED

h(m) E(lx) D(m)
44° 17°

1 971 0.81 0.30
2 243 1.62 0.60
3 108 2.42 0.90
4 61 3.23 1.20
5 39 4.04 1.49

Quintessence Recessed floodlight with LED and flush cassette
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366

Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 374

36779.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

36777.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

37779.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

37777.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and regressed cassette

Size 7
Housing: cast aluminium, 0°-40° tilt,
360° rotation. Lockable angles of tilt
and rotation.
Regressed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 374

36780.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

36778.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and flush cassette
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367

37780.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

37778.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.20kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and flush cassette

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 374

36859.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

36857.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

37859.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

37857.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Recessed floodlight with LED and regressed cassette
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368

Size 7
Housing: cast aluminium, with connec-
tion cable L 500mm. 0°-40° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Regressed cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.
Anti-glare ring: cast aluminium, in-
side black lacquered, outside white
(RAL9002) powder-coated.
Accessories page 374

36860.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

36858.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

37860.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 4087 0.89 0.30
2 1022 1.78 0.60
3 454 2.67 0.90
4 255 3.56 1.20
5 163 4.45 1.49

37858.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.85kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
48° 17°

1 3293 0.89 0.30
2 823 1.78 0.60
3 366 2.67 0.90
4 206 3.56 1.20
5 132 4.45 1.49

Quintessence Accessories

Recessed spotlights, square
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36034.000 • • •
36035.000 • • •
36036.000 • • •
36037.000 • • •
36046.000 • • • • •
36047.000 • • • • • • • •
36048.000 • • • • • •
36049.000 • • • • • • • •
36050.000 • • • • • • • •
36051.000 • • • • • •
36052.000 • • • • • •
36053.000 • • • • • •
36054.000 • • • • •
36055.000 • • • • • •
36056.000 • • • • • •
36057.000 • • • • •
36252.000 • • •
36253.000 • • •
36254.000 • •
36255.000 • • •
36256.000 • • •
36257.000 • •
36429.000 • • • • • • •
36430.000 • • • • • • •
36431.000 • • • •
36432.000 • • • • • • •
36433.000 • • • • • • •
36434.000 • • • •
36442.000 •
36443.000 •

Quintessence Recessed floodlight with LED and regressed cassette
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Recessed spotlights, square
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36444.000 •
36445.000 •
36508.000 • •
36509.000 • •
36510.000 • •
36511.000 • • • •
36512.000 • • • •
36513.000 • • •
36518.000 • • • • • • •
36519.000 • • • • • • •
36520.000 • • • •
36521.000 • • • • • • •
36522.000 • • • • • • •
36523.000 • • • • •
36714.000 • • •
36715.000 • • •
36716.000 • • •
36717.000 • • •
36718.000 • • •
36719.000 • • •
36720.000 • • •
36721.000 • • •
36742.000 • •
36743.000 • •
36781.000 • • •
36782.000 • • •
36783.000 • • •
36784.000 • • •
36785.000 • • •
36786.000 • • •
36787.000 • • •
36788.000 • • •
36791.000 • • •
36792.000 • • •
36793.000 • • •
36794.000 • • •
36797.000 • •
36798.000 • •
36817.000
36818.000
36819.000
36820.000
36821.000
36822.000
36823.000
36824.000
36861.000
36862.000
36863.000
36864.000
36885.000
36886.000
36887.000
36888.000
36891.000
36892.000
36893.000
36894.000
36897.000
36898.000
36899.000
36900.000
37034.000 • • •
37035.000 • • •
37036.000 • • •
37037.000 • • •
37046.000 • • • • •
37047.000 • • • • • • • •
37048.000 • • • • • •
37049.000 • • • • • • • •
37050.000 • • • • • • • •
37051.000 • • • • • •
37052.000 • • • • • •
37053.000 • • • • • •
37054.000 • • • • •
37055.000 • • • • • •
37056.000 • • • • • •
37057.000 • • • • •
37252.000 • • •

Quintessence Accessories
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Recessed spotlights, square
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Recessed spotlights, square
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Recessed spotlights, square
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Recessed floodlights, square
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83692.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 14W.
Max. ambient temperature of 50°C.
Installation also in furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
overload protection.
Weight 0.08kg
iV SELV

83691.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.52kg
0 qV SELV

83693.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 30W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.52kg
0 qV SELV

83719.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 7/10W.
Max. ambient temperature of 50°C.
Housing: plastic. Short-circuit protec-
tion: electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.07kg
iV SELV

83694.000
DALI
Control gear, switchable and DALI
for LED
220-240V, 50-60Hz. Max. 14W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.56kg
0 qV SELV

83695.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.65kg
0 qV SELV

83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115

Quintessence Accessories

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:24

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0375_bild_erco_hk12.p1.pdf  Layer 2: 0375_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w375

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:25

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0375_bild_erco_hk12.p1.pdf  Layer 2: 0375_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w375



3 466634666666666

3
4

6
6
6
632

215 42 185

45

61 223

49

95 223

49

95

258

54

123 258

54

123

376

83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

83669.000
Control gear
for HIT-TC-CE 20W, G8.5 and GU6.5 and
HIT-CE 20W, G12 and HIPAR51-CE-P
20W, GX10.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83659.000
Control gear
for HST 50W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83658.000
Control gear
for HST 100W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

70692.000
77185.000
Sculpture lens

70649.000
Softec lens

70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

70647.000
70648.000
Food filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

74434.000
74458.000
Interference
colour filter
Night blue
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83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83631.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83633.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg

83634.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83637.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.40kg

83968.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting
without tools for ceiling thicknesses up
to 30mm. Covered mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg

83969.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting for
ceiling thicknesses of 12.5-25mm. Flush
mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg

83599.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.09kg

83619.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.14kg

83639.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.20kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83999.000
Cover frame
Metal, white. For
covering the gap
where ceiling
cut-outs are
too big. Please
state internal
and external
dimensions when
ordering.
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The Logotec range of recessed 
spotlights excels due to efficient 
lighting technology, a clear use of 
forms, a sturdy design and excel-
lent user- friendliness. The inno-
vative Spherolit technology has 
resulted in highly uniform light 
beams with a slightly soft edge 
and a high light output ratio. The 
Logotec system concept is opti-
mised for the special requirements 
of sales area lighting and is a cost-
efficient option for effective plan-
ning and design. The modular 
Spherolit technology allows tool-
free exchange of the lenses, offer-
ing different characteristics suit-
ing various lighting tasks. Logotec 
is also available as spotlight for 
track.

Logotec Recessed spotlights, recessed floodlights, recessed wallwashers

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Recessed spotlights
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

LED
4.5W -  13W
290lm -  1080lm
Narrow spot, spot, flood, wide flood

Low- voltage halogen lamps
50W -  100W
1200lm -  2200lm
Narrow spot, spot, flood, wide flood
Optional: DALI

High- pressure discharge lamps
20W -  100W
1000lm -  7750lm
Narrow spot, spot, flood, wide flood

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Recessed floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

LED
13W
870lm -  1080lm

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  100W
1800lm -  7750lm

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Recessed Spherolit wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

Recessed lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
13W
870lm -  1080lm

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Optional: DALI

High- pressure discharge lamps
20W -  100W
1800lm -  7750lm
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Logotec Recessed spotlights, recessed floodlights, recessed wallwashers

Design
The clean lines of the  Logotec 
recessed spotlight underline its 
essence: they are  particularly 
economical and  uncomplicated 
tools, which are still uncompro-
misingly designed for lighting 
quality, operation and  durability. 
 Depending on the requirement, 
the compact, neutral and smooth 
light head can be partially or 
 fully retracted inside the recessed 
installation housing. Thanks to 
the same mounting rings, the 
Logotec recessed spotlights can 
also easily be combined with the 
Quintessence downlight  system. 
Robust hinges together with a 
bracket and housing of powder-  
coated cast aluminium make 
 Logotec recessed spotlights a sus-
tainable investment.

Narrow spot
Beam angle:  
< 10°.

Spot
Beam angle:  
10°–20°.

Flood
Beam angle: 
25°–35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-

Wide flood
Beam angle: 
> 45°.

Wallwash
Highly uniform 
wallwashing.

ing an oval beam 
of approx. 20° 
to 60°.

Lighting control
The plastic colli-
mating lens  
designed and pro-
duced by ERCO 
creates a paral-
lel beam, while 
a further special 
lens produces  
the precise beam 
angle required.

Spherolit lens 
identification
To identify the 
various ter-
tiary lenses, the 
name of the light 
 distribution is 
inscribed around 
the edge of each 
Spherolit lens.

Design
Logotec LED 
recessed spot-
lights are avail-
able in round 
or square for-
mats, allowing 
its appear ance in 
the ceiling to be 
selected to suit 
the architecture 
and the style of 
the interior decor.

Mounting detail
Depending on  
the selected 
mounting ring, 
the installation 
can be finished 
flush with the 
ceiling or with 
an overlapping 
border.
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max. 40°max. 20°0° max. 90°

DALI
PLUG+
PLAY

380

Logotec Recessed spotlights, recessed floodlights, recessed wallwashers

Position 1
0° tiltable, for a 
vertically down-
ward, accentuat-
ing beam. Rotata-
ble through 360°. 

Position 2
< 20° tiltable.  
The 20° posi-
tion is the  ideal 
s etting for the 
use of recessed 
Spherolit wall-
washers. Rotata-
ble through 360°.

Position 3
< 40° tiltable, for 
general product 
presentation pur-
poses. Rotatable 
through 360°.

Position 4
< 90° tiltable, for 
special lighting 
tasks. Rotatable 
through 360°.

Mounting
The advantage 
of the ERCO sys-
tem design: the 
same mounting 
rings are used for 
 Logotec recessed 
spotlights as for 
the Quintessence 
range of recessed 
luminaires. They 
provide conven-
ient and logical 
manual mount-
ing.

Note:
Logotec spot-
lights are shown 
from page 127.

Logotec 
Light Clients
Many recessed 
spotlights in the 
Logotec product 
range are avail-
able as Light 
Clients, i.e. with 
DALI- compatible, 
factory encoded 
control gear. They 
are automati-
cally recognised 
by Light System 
DALI (plug and 
play).

Tilt positions
The spotlight 
head of the 
 Logotec recessed 
spotlight can 
be adjusted out 
of the recessed 
housing to a 
number of fixed 
positions. The 
various positions 
set a different 
angle of tilt.

Anti- glare ring
The black  plastic 
anti- glare ring  
provides  optimum 
visual comfort. 
Together with the 
reflector, it forms 
a single unit that 
attaches to the 
spotlight housing  
with a bayonet 
fixing.

Lamp 
 replacement
Lamp replace-
ment is simplified 
as the anti- glare 
ring and reflec-
tor form a unit 
which is com-
pletely removable. 
In the versions 
for metal halide 
lamps, this means 
that the reflec-
tor’s lamp aper-

ture is optimised 
for maximum 
luminous flux.

Joint and 
 bracket
Logotec recessed 
spotlights have 
robust mecha-
nisms and a par-
ticularly wide 
range of tilt. The 
black connection 
cable is  routed 
externally  between 
the spotlight head 
and the recessed 
housing.
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Size 7
Recessed housing: metal, black. Spot-
light: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt, 360° rota-
tion. Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
Cable, L 600mm.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, white.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 394

81290.000
LED 4.5W 360lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
7°

1 18635 0.12
2 4659 0.24
3 2071 0.37
4 1165 0.49
5 745 0.61

81291.000
LED 4.5W 290lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
7°

1 15012 0.12
2 3753 0.24
3 1668 0.37
4 938 0.49
5 600 0.61

81292.000
LED 4.5W 360lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
7°

1 18635 0.12
2 4659 0.24
3 2071 0.37
4 1165 0.49
5 745 0.61

81293.000
LED 4.5W 290lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
7°

1 15012 0.12
2 3753 0.24
3 1668 0.37
4 938 0.49
5 600 0.61

Size 7
Recessed housing: metal, black. Spot-
light: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt, 360° rota-
tion. Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
Cable, L 600mm.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, white.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 394

81242.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
15°

1 11864 0.26
2 2966 0.53
3 1318 0.79
4 742 1.05
5 475 1.32

81247.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
15°

1 9557 0.26
2 2389 0.53
3 1062 0.79
4 597 1.05
5 382 1.32

81258.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
15°

1 11864 0.26
2 2966 0.53
3 1318 0.79
4 742 1.05
5 475 1.32

81275.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
15°

1 9557 0.26
2 2389 0.53
3 1062 0.79
4 597 1.05
5 382 1.32

Logotec Recessed spotlight with LED
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81243.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
27°

1 4083 0.48
2 1021 0.96
3 454 1.44
4 255 1.92
5 163 2.40

81248.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
27°

1 3289 0.48
2 822 0.96
3 365 1.44
4 206 1.92
5 132 2.40

81259.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
27°

1 4083 0.48
2 1021 0.96
3 454 1.44
4 255 1.92
5 163 2.40

81276.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
27°

1 3289 0.48
2 822 0.96
3 365 1.44
4 206 1.92
5 132 2.40

81244.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
46°

1 1424 0.85
2 356 1.70
3 158 2.55
4 89 3.40
5 57 4.24

81249.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
46°

1 1147 0.85
2 287 1.70
3 127 2.55
4 72 3.40
5 46 4.24

81263.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
46°

1 1424 0.85
2 356 1.70
3 158 2.55
4 89 3.40
5 57 4.24

81277.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
46°

1 1147 0.85
2 287 1.70
3 127 2.55
4 72 3.40
5 46 4.24

Logotec Recessed spotlight for low-voltage halogen lamps

Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised.
Anti-glare ring: plastic, black.
Transformer to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 394

81204.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, narrow spot
Anti-glare cap

Covered mounting
detail
Weight 0.84kg
LMF D
I0 q6p

zg

QT12-ax-RE

h(m) E(lx) D(m)
10°

1 13308 0.17
2 3327 0.35
3 1479 0.52
4 832 0.70
5 532 0.87

Logotec Recessed spotlight with LED
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81205.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, spot
Anti-glare cap

Covered mounting
detail
Weight 0.84kg
LMF D
I0 q6p

zg

QT12-ax-RE

h(m) E(lx) D(m)
15°

1 7059 0.26
2 1765 0.53
3 784 0.79
4 441 1.05
5 282 1.32

81206.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, flood
Anti-glare cap

Covered mounting
detail
Weight 0.84kg
LMF D
I0 q6p

zg

QT12-ax-RE

h(m) E(lx) D(m)
31°

1 1884 0.55
2 471 1.11
3 209 1.66
4 118 2.22
5 75 2.77

81207.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, wide flood

Covered mounting
detail
Weight 0.84kg
LMF D
I0 q6p

zg

QT12-ax-RE

h(m) E(lx) D(m)
43°

1 1216 0.79
2 304 1.58
3 135 2.36
4 76 3.15
5 49 3.94

Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable, L 500mm.
Anti-glare ring: plastic, black. Softec
lens.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 394

81202.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Covered mounting
detail
Weight 0.84kg
LMF D
I0 q6p

zg

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 13500 0.17
2 3375 0.35
3 1500 0.52
4 844 0.70
5 540 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1287 1.15
2 322 2.31
3 143 3.46
4 80 4.62
5 51 5.77

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised.
Anti-glare ring: plastic, black.
Transformer to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 394

81216.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap

Covered mounting
detail
Weight 1.32kg
LMF D
I0 q6p

zg

QT12-ax

h(m) E(lx) D(m)
7°

1 58375 0.12
2 14594 0.24
3 6486 0.37
4 3648 0.49
5 2335 0.61

81217.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap

Covered mounting
detail
Weight 1.32kg
LMF D
I0 q6p

zg

QT12-ax

h(m) E(lx) D(m)
15°

1 16765 0.26
2 4191 0.53
3 1863 0.79
4 1048 1.05
5 671 1.32

Logotec Recessed spotlight for low-voltage halogen lamps
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81218.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap

Covered mounting
detail
Weight 1.32kg
LMF D
I0 q6p

zg

QT12-ax

h(m) E(lx) D(m)
28°

1 5194 0.50
2 1298 1.00
3 577 1.50
4 325 1.99
5 208 2.49

81219.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood

Covered mounting
detail
Weight 1.32kg
LMF D
I0 q6p

zg

QT12-ax

h(m) E(lx) D(m)
47°

1 2105 0.87
2 526 1.74
3 234 2.61
4 132 3.48
5 84 4.35

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated, with connec-
tion cable L 500mm. Remove spotlight
from the ceiling in three stages. 0°-90°
tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Reflector: aluminium, silver, mirror-
finish anodised.

Anti-glare ring: plastic, black.
Accessories page 394

81228.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Anti-glare cap

Covered mounting
detail
Weight 1.58kg
LMF D
0 q6pig

QT12-ax

h(m) E(lx) D(m)
7°

1 58375 0.12
2 14594 0.24
3 6486 0.37
4 3648 0.49
5 2335 0.61

81229.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Anti-glare cap

Covered mounting
detail
Weight 1.58kg
LMF D
0 q6pig

QT12-ax

h(m) E(lx) D(m)
15°

1 16765 0.26
2 4191 0.53
3 1863 0.79
4 1048 1.05
5 671 1.32

81230.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Anti-glare cap

Covered mounting
detail
Weight 1.58kg
LMF D
0 q6pig

QT12-ax

h(m) E(lx) D(m)
28°

1 5194 0.50
2 1298 1.00
3 577 1.50
4 325 1.99
5 208 2.49

81231.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood

Covered mounting
detail
Weight 1.58kg
LMF D
0 q6pig

QT12-ax

h(m) E(lx) D(m)
47°

1 2105 0.87
2 526 1.74
3 234 2.61
4 132 3.48
5 84 4.35

Logotec Recessed spotlight for metal halide lamps

Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.
Accessories page 394

81210.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 0.88kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
8°

1 26136 0.14
2 6534 0.28
3 2904 0.42
4 1634 0.56
5 1045 0.70

Logotec Recessed spotlight for low-voltage halogen lamps
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81211.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.88kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 12227 0.26
2 3057 0.53
3 1359 0.79
4 764 1.05
5 489 1.32

81212.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.88kg
LMF C
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 3209 0.57
2 802 1.15
3 357 1.72
4 201 2.29
5 128 2.87

81213.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, wide flood

Covered mounting
detail
Weight 0.88kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
43°

1 1638 0.79
2 410 1.58
3 182 2.36
4 102 3.15
5 66 3.94

Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Anti-glare ring: plastic, black. Softec
lens.
Control gear to be ordered separately.
Accessories page 394

81203.000
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Covered mounting
detail
Weight 1.32kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 8100 0.21
2 2025 0.42
3 900 0.63
4 506 0.84
5 324 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1350 0.73
2 338 1.46
3 150 2.18
4 84 2.91
5 54 3.64

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Safety glass.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.
Accessories page 394

81222.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.40kg
LMF C
I0 q6p

HIT-CE

h(m) E(lx) D(m)
10°

1 54268 0.17
2 13567 0.35
3 6030 0.52
4 3392 0.70
5 2171 0.87

HIT-CE

h(m) E(lx) D(m)
9°

1 99563 0.16
2 24891 0.31
3 11063 0.47
4 6223 0.63
5 3983 0.79

Logotec Recessed spotlight for metal halide lamps
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81223.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.40kg
LMF C
I0 q6p

HIT-CE

h(m) E(lx) D(m)
17°

1 24407 0.30
2 6102 0.60
3 2712 0.90
4 1525 1.20
5 976 1.49

HIT-CE

h(m) E(lx) D(m)
17°

1 42476 0.30
2 10619 0.60
3 4720 0.90
4 2655 1.20
5 1699 1.49

81224.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.40kg
LMF C
I0 q6p

HIT-CE

h(m) E(lx) D(m)
30°

1 8602 0.54
2 2150 1.07
3 956 1.61
4 538 2.14
5 344 2.68

HIT-CE

h(m) E(lx) D(m)
29°

1 16280 0.52
2 4070 1.03
3 1809 1.55
4 1018 2.07
5 651 2.59

81225.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Covered mounting
detail
Weight 1.40kg
LMF C
I0 q6p

HIT-CE

h(m) E(lx) D(m)
50°

1 2948 0.93
2 737 1.87
3 328 2.80
4 184 3.73
5 118 4.66

HIT-CE

h(m) E(lx) D(m)
50°

1 5842 0.93
2 1461 1.87
3 649 2.80
4 365 3.73
5 234 4.66

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.
Accessories page 394

81234.000
HIR111-CE-P 35W GX8,5 10°
HIR111-CE-P 35W GX8,5 40°
HIR111-CE-P 70W GX8,5 10°
HIR111-CE-P 70W GX8,5 40°

Covered mounting
detail
Weight 1.32kg
LMF D
I0 q6p

g

HIR111-CE-P

h(m) E(lx) D(m)
10°

1 35000 0.17
2 8750 0.35
3 3889 0.52
4 2187 0.70
5 1400 0.87

HIR111-CE-P

h(m) E(lx) D(m)
40°

1 4000 0.73
2 1000 1.46
3 444 2.18
4 250 2.91
5 160 3.64

HIR111-CE-P

h(m) E(lx) D(m)
10°

1 50000 0.17
2 12500 0.35
3 5556 0.52
4 3125 0.70
5 2000 0.87

HIR111-CE-P

h(m) E(lx) D(m)
40°

1 6500 0.73
2 1625 1.46
3 722 2.18
4 406 2.91
5 260 3.64

Logotec Recessed spotlight for metal halide lamps
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Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.
Accessories page 394

81235.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.34kg
LMF D
0 q6pg

HST

h(m) E(lx) D(m)
8°

1 31384 0.14
2 7846 0.28
3 3487 0.42
4 1961 0.56
5 1255 0.70

HST

h(m) E(lx) D(m)
11°

1 36776 0.19
2 9194 0.39
3 4086 0.58
4 2299 0.77
5 1471 0.96

81236.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.34kg
LMF D
0 q6pg

HST

h(m) E(lx) D(m)
16°

1 14134 0.28
2 3533 0.56
3 1570 0.84
4 883 1.12
5 565 1.41

HST

h(m) E(lx) D(m)
18°

1 19655 0.32
2 4914 0.63
3 2184 0.95
4 1228 1.27
5 786 1.58

81237.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.34kg
LMF D
0 q6pg

HST

h(m) E(lx) D(m)
26°

1 5670 0.46
2 1418 0.92
3 630 1.39
4 354 1.85
5 227 2.31

HST

h(m) E(lx) D(m)
28°

1 10008 0.50
2 2502 1.00
3 1112 1.50
4 625 1.99
5 400 2.49

81238.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, wide flood

Covered mounting
detail
Weight 1.34kg
LMF D
0 q6pg

HST

h(m) E(lx) D(m)
48°

1 1817 0.89
2 454 1.78
3 202 2.67
4 114 3.56
5 73 4.45

HST

h(m) E(lx) D(m)
47°

1 3451 0.87
2 863 1.74
3 383 2.61
4 216 3.48
5 138 4.35

Logotec Recessed spotlight for high-pressure sodium vapour lamps
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Size 5
Recessed housing: metal, black. Flood-
light: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt. Flush cas-
sette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
Cable, L 600mm.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, white.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 394

81282.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 2058 1.06 0.33
2 514 2.13 0.67
3 229 3.19 1.00
4 129 4.25 1.34
5 82 5.32 1.67

81284.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 1658 1.06 0.33
2 414 2.13 0.67
3 184 3.19 1.00
4 104 4.25 1.34
5 66 5.32 1.67

81286.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 2058 1.06 0.33
2 514 2.13 0.67
3 229 3.19 1.00
4 129 4.25 1.34
5 82 5.32 1.67

81288.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 1658 1.06 0.33
2 414 2.13 0.67
3 184 3.19 1.00
4 104 4.25 1.34
5 66 5.32 1.67

Size 7
Recessed housing: metal, black. Flood-
light: cast aluminium, white (RAL9002)
powder-coated. 0°-90° tilt, 360° rota-
tion. Flush cassette: plastic, white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
Cable, L 600mm.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.
Front cover: plastic, white.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 394

81245.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 2058 1.06 0.33
2 514 2.13 0.67
3 229 3.19 1.00
4 129 4.25 1.34
5 82 5.32 1.67

81253.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 1658 1.06 0.33
2 414 2.13 0.67
3 184 3.19 1.00
4 104 4.25 1.34
5 66 5.32 1.67

81264.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 2058 1.06 0.33
2 514 2.13 0.67
3 229 3.19 1.00
4 129 4.25 1.34
5 82 5.32 1.67

81278.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

h(m) E(lx) D(m)
56° 19°

1 1658 1.06 0.33
2 414 2.13 0.67
3 184 3.19 1.00
4 104 4.25 1.34
5 66 5.32 1.67

Logotec Recessed floodlight with LED
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Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 394

81208.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, oval flood

Covered mounting
detail
Weight 0.84kg
LMF D
I0 q6p

zg

QT12-ax-RE

h(m) E(lx) D(m)
83° 43°

1 744 1.77 0.79
2 186 3.54 1.58
3 83 5.31 2.36
4 47 7.08 3.15
5 30 8.85 3.94

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 394

81220.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Covered mounting
detail
Weight 1.32kg
LMF D
I0 q6p

zg

QT12-ax

h(m) E(lx) D(m)
84° 39°

1 1430 1.80 0.71
2 357 3.60 1.42
3 159 5.40 2.12
4 89 7.20 2.83
5 57 9.00 3.54

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated, with connec-
tion cable L 500mm. Remove spotlight
from the ceiling in three stages. 0°-90°
tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Reflector: aluminium, silver, mirror-

finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Accessories page 394

81232.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood

Covered mounting
detail
Weight 1.58kg
LMF D
0 q6pig

QT12-ax

h(m) E(lx) D(m)
84° 39°

1 1430 1.80 0.71
2 357 3.60 1.42
3 159 5.40 2.12
4 89 7.20 2.83
5 57 9.00 3.54

Logotec Recessed floodlight for low-voltage halogen lamps
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Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.

Accessories page 394

81214.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, oval flood

Covered mounting
detail
Weight 0.88kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
79° 42°

1 1083 1.65 0.77
2 271 3.30 1.54
3 120 4.95 2.30
4 68 6.59 3.07
5 43 8.24 3.84

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.

Accessories page 394

81226.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, oval flood

Covered mounting
detail
Weight 1.40kg
LMF C
I0 q6p

HIT-CE

h(m) E(lx) D(m)
84° 47°

1 2054 1.80 0.87
2 514 3.60 1.74
3 228 5.40 2.61
4 128 7.20 3.48
5 82 9.00 4.35

HIT-CE

h(m) E(lx) D(m)
80° 47°

1 4015 1.68 0.87
2 1004 3.36 1.74
3 446 5.03 2.61
4 251 6.71 3.48
5 161 8.39 4.35

Logotec Recessed floodlight for high-pressure sodium vapour lamps

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised, adjustable through 90°.
Softec lens.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.

Accessories page 394

81239.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, oval flood

Covered mounting
detail
Weight 1.34kg
LMF D
0 q6pg

HST

h(m) E(lx) D(m)
82° 44°

1 1150 1.74 0.81
2 288 3.48 1.62
3 128 5.22 2.42
4 72 6.95 3.23
5 46 8.69 4.04

HST

h(m) E(lx) D(m)
81° 48°

1 2147 1.71 0.89
2 537 3.42 1.78
3 239 5.12 2.67
4 134 6.83 3.56
5 86 8.54 4.45

Logotec Recessed floodlight for metal halide lamps
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Size 5
Recessed housing: metal, black.
Wallwasher: cast aluminium, white
(RAL9002) powder-coated. 0°-90° tilt.
Flush cassette: plastic, white.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
Cable, L 600mm.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, white.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 394

81283.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wallwash

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 260 163 107

81285.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wallwash

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 209 131 86

81287.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wallwash

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 260 163 107

81289.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wallwash

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 209 131 86

Size 7
Recessed housing: metal, black.
Wallwasher: cast aluminium, white
(RAL9002) powder-coated. 0°-90° tilt,
360° rotation. Flush cassette: plastic,
white.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Electronic control gear, dimmable. Po-
tentiometer for brightness control
1%-100%.
Cable, L 600mm.

LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front cover: plastic, white.
Dimming with external dimmers pos-
sible (trailing edge).
Accessories page 394

81246.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wallwash

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 260 163 107

81254.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wallwash

Covered mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 209 131 86

81268.000
LED 13W 1080lm 4000K neutral white
Version 2
Spherolit lens, wallwash

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 260 163 107

81279.000
LED 13W 870lm 3000K warm white
Version 2
Spherolit lens, wallwash

Flush mounting
detail
Weight 1.30kg
LMF E
0 q6p

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 209 131 86

Logotec Recessed lens wallwasher with LED
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392

Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.
Transformer to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 395

81209.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 0.84kg
LMF D
I0 q6p

zg

QT12-ax-RE

Mean illuminance En (wall)
Angle of tilt 25°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 159 109 91

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.
Transformer to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 395

81221.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 1.32kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Angle of tilt 23°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 219 183 162 140

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated, with connec-
tion cable L 500mm. Remove spotlight
from the ceiling in three stages. 0°-90°
tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.

Anti-glare ring: plastic, black.
Accessories page 395

81233.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 1.58kg
LMF D
0 q6pig

QT12-ax

Mean illuminance En (wall)
Angle of tilt 23°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 219 183 162 140

Logotec Recessed Spherolit wallwasher for low-voltage halogen lamps
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Size 5
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.
Accessories page 395

81215.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 0.88kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25
Luminaire spacing (m) 1.00 1.25
Illuminance En (lx) 191 130

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.
Accessories page 395

81227.000 Reflector silver
HIT-CE 35W G12 3900lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 1.40kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 181 145 117

81241.000 Reflector silver
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 1.40kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 8.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 213 172 141

Logotec Recessed Spherolit wallwasher for high-pressure sodium vapour lamps

Size 7
Recessed housing and spotlight
with bracket: cast aluminium, white
(RAL9002) powder-coated. Remove
spotlight from the ceiling in three
stages. 0°-90° tilt, 360° rotation.
Mounting ring: plastic, white (RAL9002).
Mounting without tools for ceiling
thicknesses up to 30mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Softec lens.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.
Accessories page 395

81240.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 1.34kg
LMF C
0 q6pg

HST

Mean illuminance En (wall)
Angle of tilt 20°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.75 2.00 1.20
Luminaire spacing (m) 1.50 1.75 2.00 1.50
Illuminance En (lx) 113 88 69 125

HST

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 8.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 142 114 93

Logotec Recessed Spherolit wallwasher for metal halide lamps
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Recessed lens wallwashers
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Recessed Spherolit wallwashers
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83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115

83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

83669.000
Control gear
for HIT-TC-CE 20W, G8.5 and GU6.5 and
HIT-CE 20W, G12 and HIPAR51-CE-P
20W, GX10.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83659.000
Control gear
for HST 50W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83658.000
Control gear
for HST 100W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

70688.000
77198.000
UV filter

70689.000
77196.000
IR filter

74482.000
74488.000
Skintone filter

70647.000
70648.000
Food filter

74483.000
74489.000
Daylight conver-
sion filter

74431.000
74455.000
Interference
colour filter
Magenta

74432.000
74456.000
Interference
colour filter
Amber

74433.000
74457.000
Interference
colour filter
Sky blue

Logotec Accessories
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74434.000
74458.000
Interference
colour filter
Night blue

70608.000
Anti-glare frame
Plastic, black.

70620.000
70621.000
Filter holder
Plastic, black.

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83634.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83617.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.40kg

Logotec Accessories

Logotec recessed
spotlights provide
energy-efficient
accent lighting
in sales areas
and are ideal for
combination with
the Quintessence
range.
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Compar recessed spotlights offer 
a combination of innovative light-
ing technology, intelligent detail 
solutions and flexible system 
design for salesrooms. The posi-
tionable and rotatable recessed 
spotlights are fitted with Spherolit 
technology to provide the highest 
quality of light. The lighting tech-
nology for the light distribution 
patterns can be replaced without 
tools making it ideal for  different 
applications. The oval- shaped 
beam of light is suitable particu-
larly for the efficient  illumination 
of product presentations with 
large luminaire spacings. Powerful 
lamps and control gear,  precisely 
tuned to these, contribute to pro-
viding cost- effective lighting 
solutions. The modular mounting 
ring makes it easy to combine the 
Compar recessed spotlights with 
Quintessence luminaires.

Compar Recessed spotlights, recessed floodlights, recessed wallwashers

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

LED
9W -  20W
580lm -  1620lm
Narrow spot, spot, flood, wide flood

High- pressure discharge lamps
35W -  70W
3900lm -  7750lm
Narrow spot, spot, flood, wide flood
Optional: display lens

LED
20W
1305lm -  1620lm

LED
20W
1305lm -  1620lm

High- pressure discharge lamps
35W -  70W
3900lm -  7750lm

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Recessed spotlights
Very narrow to wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

Recessed Spherolit wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Recessed floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Recessed lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.
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Compar Recessed spotlights, recessed floodlights, recessed wallwashers

Design
The development of the Compar 
recessed spotlights was based to 
a degree on the requirements of 
the retail sector in the area of shop 
lighting. The Compar range pro-
vides a combination of  innovative 
lighting technology,  rational 
 detail solutions and flexible sys-
tem  design. As a result, all the 
spotlights have Spherolit tech-
nology for a superior quality of 
light. The rotationally symmetrical 
light  distributions available include 
 narrow spot, spot, flood and wide 
flood along with the asymmetri-
cal light distribution wallwash for 
vertical illuminance. This is com-
plemented by the Compar recessed 
spotlight oval flood and the dis-

play lens for HIT lamps: the oval 
light beam is suitable for effective 
 accent lighting on product presen-
tations with large luminaire spac-
ings. The Compar range is availa-
ble with particularly efficient LEDs, 
and also for HIT lamps, both of 
which are economical with long-
rated life.

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard beam char-
acteristic for 
accent lighting 
for objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a com-
plete  spatial zone. 
Beam angle: 25°–
35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Oval flood
The “oval flood” 
 characteristic 
spreads the 
beam along one 
axis. It enables 
wide luminaire 
 spacings for the 
efficient illumi-
nation of  product 
tables or shop 
displays.

LED lighting 
control
The plastic col-
limating lens 
 designed and pro-
duced by ERCO 
creates a paral-
lel beam, while 
a  further  special 
lens produces 
the precise beam 
 angle required.

Beam characteristics with Spherolit lenses for LEDs
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30° 360°

399

The luminaires 
have  clamping 
mechanisms 
on the mount-
ing ring, allow-
ing them to be 
installed  quickly 
and without  
tools in dif-
ferent ceiling 
 thicknesses. The 
luminaires can 
be tilted up to 
30° and rotated 
through 360°.

Compar Recessed spotlights, recessed floodlights, recessed wallwashers

Spot with 
 display lens
To accentuate 
smaller  product 
displays, pro-
ducing an oval 
beam of about 
15° to 60°.

Flood with 
 display lens
To accentuate 
larger objects, 
producing an  
oval beam of 
about 25° to 60°.

Mounting detail
The  mounting 
detail can be 
 covered or flush 
depending on the 
mounting ring 
used. The  system 
design of the 
Compar recessed 
spotlights and 
Quintessence 
recessed ceiling 
luminaires makes 
it easy to com-
bine the product 

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
 emphasise a 
 complete  spatial 
zone. Beam  
angle: 25°–35°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash 
The light distri-
bution of the 
Spherolit wall-
washer is designed 
to produce very 
good uniformity. 

ranges using the 
same mounting 
rings.

Beam characteristics with Spherolit reflectors for HIT
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Size 7
Luminaire with heat sink: cast alu-
minium, white (RAL9002) powder-
coated. 0°-30° tilt, 360° rotation. Lock-
able angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Anti-glare ring: cast aluminium, ex-
ternal white (RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 407

88301.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
6°

1 38679 0.10
2 9670 0.21
3 4298 0.31
4 2417 0.42
5 1547 0.52

88300.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
6°

1 31158 0.10
2 7790 0.21
3 3462 0.31
4 1947 0.42
5 1246 0.52

88313.000
LED 9W 720lm 4000K neutral white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
6°

1 38679 0.10
2 9670 0.21
3 4298 0.31
4 2417 0.42
5 1547 0.52

88312.000
LED 9W 580lm 3000K warm white
Version 2
Spherolit lens, narrow spot

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
6°

1 31158 0.10
2 7790 0.21
3 3462 0.31
4 1947 0.42
5 1246 0.52

Size 7
Luminaire with heat sink: cast alu-
minium, white (RAL9002) powder-
coated. 0°-30° tilt, 360° rotation. Lock-
able angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Anti-glare ring: cast aluminium, ex-
ternal white (RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 407

88303.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
17°

1 12357 0.30
2 3089 0.60
3 1373 0.90
4 772 1.20
5 494 1.49

88302.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
17°

1 9955 0.30
2 2489 0.60
3 1106 0.90
4 622 1.20
5 398 1.49

88315.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
17°

1 12357 0.30
2 3089 0.60
3 1373 0.90
4 772 1.20
5 494 1.49

88314.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
17°

1 9955 0.30
2 2489 0.60
3 1106 0.90
4 622 1.20
5 398 1.49

Compar Recessed spotlight with LED

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:26

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0400_bild_erco_hk12.p1.pdf  Layer 2: 0400_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w400

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:32:26

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettocb1bcd870df5df4187c3e0db1aa7824aSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0400_bild_erco_hk12.p1.pdf  Layer 2: 0400_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w400



d206

d221

10
6

30° 30°

60° 60°

7500 cd

d206

d221

10
6

30° 30°

60° 60°

7500 cd

d210

d208

10
8

30° 30°

60° 60°

7500 cd

d210

d208
10

8
30° 30°

60° 60°

7500 cd

d206

d221

10
6

30° 30°

60° 60°

3000 cd

d206

d221

10
6

30° 30°

60° 60°

3000 cd

d210

d208

10
8

30° 30°

60° 60°

3000 cd

d210

d208

10
8

30° 30°

60° 60°

3000 cd

401

88305.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
29°

1 5422 0.52
2 1356 1.03
3 602 1.55
4 339 2.07
5 217 2.59

88304.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
29°

1 4368 0.52
2 1092 1.03
3 485 1.55
4 273 2.07
5 175 2.59

88317.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
29°

1 5422 0.52
2 1356 1.03
3 602 1.55
4 339 2.07
5 217 2.59

88316.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
29°

1 4368 0.52
2 1092 1.03
3 485 1.55
4 273 2.07
5 175 2.59

88307.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
46°

1 2291 0.85
2 573 1.70
3 255 2.55
4 143 3.40
5 92 4.24

88306.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
46°

1 1846 0.85
2 461 1.70
3 205 2.55
4 115 3.40
5 74 4.24

88319.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
46°

1 2291 0.85
2 573 1.70
3 255 2.55
4 143 3.40
5 92 4.24

88318.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
46°

1 1846 0.85
2 461 1.70
3 205 2.55
4 115 3.40
5 74 4.24

Compar Recessed spotlight with LED

Victorinox Flag-
ship Store, London.
Architect: Re-
tailpartners AG,
Wetzikon, Daniel
Wettstein. Light-
ing design: neuco
AG, Zurich.
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Size 7
Luminaire with heat sink: cast alu-
minium, white (RAL9002) powder-
coated. 0°-30° tilt, 360° rotation. Lock-
able angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, ex-
ternal white (RAL9002) powder-coated.

Control gear to be ordered separately.
Accessories page 407

88174.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Covered mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
7°

1 82341 0.12
2 20585 0.24
3 9149 0.37
4 5146 0.49
5 3294 0.61

HIT-CE

h(m) E(lx) D(m)
8°

1 102473 0.14
2 25618 0.28
3 11386 0.42
4 6405 0.56
5 4099 0.70

88181.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, narrow spot

Flush mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
7°

1 82341 0.12
2 20585 0.24
3 9149 0.37
4 5146 0.49
5 3294 0.61

HIT-CE

h(m) E(lx) D(m)
8°

1 102473 0.14
2 25618 0.28
3 11386 0.42
4 6405 0.56
5 4099 0.70

88175.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
15°

1 26161 0.26
2 6540 0.53
3 2907 0.79
4 1635 1.05
5 1046 1.32

HIT-CE

h(m) E(lx) D(m)
16°

1 43216 0.28
2 10804 0.56
3 4802 0.84
4 2701 1.12
5 1729 1.41

88182.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
15°

1 26161 0.26
2 6540 0.53
3 2907 0.79
4 1635 1.05
5 1046 1.32

HIT-CE

h(m) E(lx) D(m)
16°

1 43216 0.28
2 10804 0.56
3 4802 0.84
4 2701 1.12
5 1729 1.41

88176.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
27°

1 8670 0.48
2 2167 0.96
3 963 1.44
4 542 1.92
5 347 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 16133 0.50
2 4033 1.00
3 1793 1.50
4 1008 1.99
5 645 2.49

Compar Recessed spotlight for metal halide lamps
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88183.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
27°

1 8670 0.48
2 2167 0.96
3 963 1.44
4 542 1.92
5 347 2.40

HIT-CE

h(m) E(lx) D(m)
28°

1 16133 0.50
2 4033 1.00
3 1793 1.50
4 1008 1.99
5 645 2.49

88177.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Covered mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
42°

1 3111 0.77
2 778 1.54
3 346 2.30
4 194 3.07
5 124 3.84

HIT-CE

h(m) E(lx) D(m)
42°

1 6047 0.77
2 1512 1.54
3 672 2.30
4 378 3.07
5 242 3.84

88184.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Flush mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
42°

1 3111 0.77
2 778 1.54
3 346 2.30
4 194 3.07
5 124 3.84

HIT-CE

h(m) E(lx) D(m)
42°

1 6047 0.77
2 1512 1.54
3 672 2.30
4 378 3.07
5 242 3.84

Compar Recessed spotlight with display lens for metal halide lamps

Size 7
Luminaire with heat sink: cast alu-
minium, white (RAL9002) powder-
coated. 0°-30° tilt, 360° rotation. Lock-
able angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mir-
ror-finish. Anti-glare cap attached to
display lens.

Anti-glare ring: cast aluminium, ex-
ternal white (RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 407

88178.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot
Display lens

Covered mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
44° 14°

1 7515 0.81 0.25
2 1879 1.62 0.49
3 835 2.42 0.74
4 470 3.23 0.98
5 301 4.04 1.23

HIT-CE

h(m) E(lx) D(m)
59° 15°

1 12872 1.13 0.26
2 3218 2.26 0.53
3 1430 3.39 0.79
4 804 4.53 1.05
5 515 5.66 1.32

Compar Recessed spotlight for metal halide lamps
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88185.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot
Display lens

Flush mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
44° 14°

1 7515 0.81 0.25
2 1879 1.62 0.49
3 835 2.42 0.74
4 470 3.23 0.98
5 301 4.04 1.23

HIT-CE

h(m) E(lx) D(m)
59° 15°

1 12872 1.13 0.26
2 3218 2.26 0.53
3 1430 3.39 0.79
4 804 4.53 1.05
5 515 5.66 1.32

88179.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood
Display lens

Covered mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
61° 25°

1 3359 1.18 0.44
2 840 2.36 0.89
3 373 3.53 1.33
4 210 4.71 1.77
5 134 5.89 2.22

HIT-CE

h(m) E(lx) D(m)
60° 26°

1 6424 1.15 0.46
2 1606 2.31 0.92
3 714 3.46 1.39
4 401 4.62 1.85
5 257 5.77 2.31

88186.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood
Display lens

Flush mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

h(m) E(lx) D(m)
61° 25°

1 3359 1.18 0.44
2 840 2.36 0.89
3 373 3.53 1.33
4 210 4.71 1.77
5 134 5.89 2.22

HIT-CE

h(m) E(lx) D(m)
60° 26°

1 6424 1.15 0.46
2 1606 2.31 0.92
3 714 3.46 1.39
4 401 4.62 1.85
5 257 5.77 2.31

Compar Recessed floodlight with LED

Size 7
Luminaire with heat sink: cast alu-
minium, white (RAL9002) powder-
coated. 0°-30° tilt, 360° rotation. Lock-
able angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Anti-glare ring: cast aluminium, ex-
ternal white (RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 407

88309.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
50° 18°

1 3735 0.93 0.32
2 934 1.87 0.63
3 415 2.80 0.95
4 233 3.73 1.27
5 149 4.66 1.58

88308.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
50° 18°

1 3009 0.93 0.32
2 752 1.87 0.63
3 334 2.80 0.95
4 188 3.73 1.27
5 120 4.66 1.58

Compar Recessed spotlight with display lens for metal halide lamps
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88321.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
50° 18°

1 3735 0.93 0.32
2 934 1.87 0.63
3 415 2.80 0.95
4 233 3.73 1.27
5 149 4.66 1.58

88320.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, oval flood

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

h(m) E(lx) D(m)
50° 18°

1 3009 0.93 0.32
2 752 1.87 0.63
3 334 2.80 0.95
4 188 3.73 1.27
5 120 4.66 1.58

Compar Recessed lens wallwasher with LED

Size 7
Luminaire with heat sink: cast alu-
minium, white (RAL9002) powder-
coated. 0°-30° tilt, 360° rotation. Lock-
able angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Anti-glare ring: cast aluminium, ex-
ternal white (RAL9002) powder-coated.
Control gear to be ordered separately.
Accessories page 407

88311.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wallwash

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

Mean illuminance En (wall)
Angle of tilt 30°
Wall height (m) 3.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 211 169 139

88310.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wallwash

Covered mounting
detail
Weight 1.40kg
LMF D
Ii

LED

Mean illuminance En (wall)
Angle of tilt 30°
Wall height (m) 3.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 170 136 112

88323.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wallwash

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

Mean illuminance En (wall)
Angle of tilt 30°
Wall height (m) 3.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 211 169 139

88322.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wallwash

Flush mounting
detail
Weight 1.40kg
LMF D
Ii

LED

Mean illuminance En (wall)
Angle of tilt 30°
Wall height (m) 3.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 170 136 112

Compar Recessed floodlight with LED
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Size 7
Luminaire with heat sink: cast alu-
minium, white (RAL9002) powder-
coated. 0°-30° tilt, 360° rotation. Lock-
able angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.
Anti-glare ring: cast aluminium, ex-
ternal white (RAL9002) powder-coated.

Control gear to be ordered separately.
Accessories page 407

88180.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Covered mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 442 333 272 218

HIT-CE

Mean illuminance En (wall)
Angle of tilt 12°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.80 1.80 2.10
Luminaire spacing (m) 1.80 1.80 2.10 2.10
Illuminance En (lx) 216 185 159 136

88187.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, wallwash

Flush mounting
detail
Weight 1.50kg
LMF D
Ii

HIT-CE

Mean illuminance En (wall)
Angle of tilt 15°
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 442 333 272 218

HIT-CE

Mean illuminance En (wall)
Angle of tilt 12°
Wall height (m) 6.0
Offset from wall (m) 1.50 1.80 1.80 2.10
Luminaire spacing (m) 1.80 1.80 2.10 2.10
Illuminance En (lx) 216 185 159 136

Compar Recessed Spherolit wallwasher for metal halide lamps

UPIM department
store, Milan. Archi-
tect: UPIM/Maria
Grazia Travo,
Milan.
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83692.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 14W.
Max. ambient temperature of 50°C.
Installation also in furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
overload protection.
Weight 0.08kg
iV SELV

83691.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.52kg
0 qV SELV

83693.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 30W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.52kg
0 qV SELV

83694.000
DALI
Control gear, switchable and DALI
for LED
220-240V, 50-60Hz. Max. 14W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.56kg
0 qV SELV

83695.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.65kg
0 qV SELV

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83617.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.40kg

83597.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.15kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.
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The cardanic suspension of the 
Gimbal recessed spotlight makes  
it possible to angle the beam in 
any direction of up to 40° from  
the vertical. This invention, 
devised by Geronimo  Cardano in 
the 16th century, was  originally 
designed for keeping a ship’s 
compass horizontal regardless 
of wind or weather. Today, this 
method with the two crossed 
hinged axes finds use in count-
less other applications such as 
cardanic joints or cardanic shafts. 
This principle allows flexible 
accent lighting in exhibitions or 
sales areas. Cooling fins on the 
lampholder carrier contribute to 
optimum heat management.

Gimbal Recessed spotlights

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Recessed spotlights
Very narrow to very wide beam, 
 rotationally symmetrical light distri-
bution for accent lighting.

Low- voltage halogen lamps
20W -  100W
320lm -  2200lm
Size 3, 4, 5
Spot, flood

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm
Size 4, 5
Narrow spot, spot, flood

Carrasco 
 International 
Airport, Monte-
video. Architect: 
Rafael Viñoly, 
New York;  Carla 
 Bechelli Arqui-
tectos. Lighting 
design:  Ricardo 
 Hofstadter, 
 Montevideo.
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Size 3
Luminaire: cast aluminium, black
powder-coated. Heat sink: black.
Mounting ring: plastic, white (RAL9002),
with multigroove baffle, cast alu-
minium, black powder-coated. Fixing
springs for ceiling thickness max. 25mm.
Cardanic suspension of the luminaire
in the mounting ring. 0°-40° tilt. Pivots
are to be locked.
Cable, L 500mm.
Anti-glare ring as lamp retainer: plastic,
black.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 413

88100.000
QR-CBC35 20W 12V GU4 10°
QR-CBC35 20W 12V GU4 38°

Weight 0.25kg
LMF E
I0 qpz

g

QR-CBC35

h(m) E(lx) D(m)
10°

1 4500 0.17
2 1125 0.35
3 500 0.52
4 281 0.70
5 180 0.87

QR-CBC35

h(m) E(lx) D(m)
39°

1 700 0.71
2 175 1.42
3 78 2.12
4 44 2.83
5 28 3.54

Size 4
Luminaire: cast aluminium, black
powder-coated. Heat sink: black.
Mounting ring: plastic, white (RAL9002),
with multigroove baffle, cast alu-
minium, black powder-coated. Fixing
springs for ceiling thickness max. 25mm.
Cardanic suspension of the luminaire
in the mounting ring. 0°-40° tilt. Pivots
are to be locked.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Anti-glare ring: plastic, black.

Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 413

88110.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Spot reflector
Anti-glare cylinder: metal, black-
chromed.

Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax-RE

h(m) E(lx) D(m)
8°

1 19586 0.14
2 4897 0.28
3 2176 0.42
4 1224 0.56
5 783 0.70

88111.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Flood reflector

Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax-RE

h(m) E(lx) D(m)
33°

1 1688 0.59
2 422 1.18
3 188 1.78
4 105 2.37
5 68 2.96

Size 4
Luminaire: cast aluminium, black
powder-coated. Heat sink: black.
Mounting ring: plastic, white (RAL9002),
with multigroove baffle, cast alu-
minium, black powder-coated. Fixing
springs for ceiling thickness max. 25mm.
Cardanic suspension of the luminaire
in the mounting ring. 0°-40° tilt. Pivots
are to be locked.
Cable, L 500mm.
Anti-glare ring as lampholder: plastic,
black.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 413

88120.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.45kg
LMF E
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Gimbal Recessed spotlight for low-voltage halogen lamps
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Size 5
Luminaire with heat sink: cast alu-
minium, black powder-coated.
Mounting ring: plastic, white (RAL9002),
with multigroove baffle, cast alu-
minium, black powder-coated. Fixing
springs for ceiling thickness max. 25mm.
Cardanic suspension of the luminaire
in the mounting ring. 0°-40° tilt. Pivots
are to be locked.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Anti-glare cap attached to safety
glass.
Anti-glare ring: plastic, black.

Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 413

88130.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 0.95kg
LMF D
I0 qpz

QT12-ax

h(m) E(lx) D(m)
5°

1 50382 0.09
2 12596 0.17
3 5598 0.26
4 3149 0.35
5 2015 0.44

88131.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Flood reflector

Weight 0.95kg
LMF D
I0 qpz

QT12-ax

h(m) E(lx) D(m)
26°

1 6788 0.46
2 1697 0.92
3 754 1.39
4 424 1.85
5 272 2.31

Size 5
Luminaire with heat sink: cast alu-
minium, black powder-coated.
Mounting ring: plastic, white (RAL9002),
with multigroove baffle, cast alu-
minium, black powder-coated. Fixing
springs for ceiling thickness max. 25mm.
Cardanic suspension of the luminaire
in the mounting ring. 0°-40° tilt. Pivots
are to be locked.
Cable, L 500mm.
Anti-glare ring as lampholder: plastic,
black.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 413

88135.000
QR-111 50W 12V G53 4°
QR-111-RE 50W 12V G53 24°

Weight 0.95kg
LMF D
I0 qpz

g

QR-111

h(m) E(lx) D(m)
5°

1 40000 0.09
2 10000 0.17
3 4444 0.26
4 2500 0.35
5 1600 0.44

QR-111-RE

h(m) E(lx) D(m)
24°

1 5800 0.43
2 1450 0.85
3 644 1.28
4 362 1.70
5 232 2.13

Gimbal Recessed spotlight for low-voltage halogen lamps

Diesel Flagship
Store, Piazza San
Babila, Milan.
Architect: Diesel
Interior Design
Department,
Molvena.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0411_bild_erco_hk12.p1.pdf  Layer 2: 0411_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w411

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0411_bild_erco_hk12.p1.pdf  Layer 2: 0411_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w411



3
46
6
6
6
6

34666666

12666666

∅ 140

11
5

∅ 125

30° 30°

60° 60°

27500 cd

3
46
6
6
6
6

34666666

12666666

∅ 140

11
5

∅ 125

30° 30°

60° 60°

4000 cd

3
4

46
6
6
6
6
6
6

6

34666666666

1266666666

∅ 183

13
5

23

∅ 170

30° 30°

60° 60°

40000 cd

30° 30°

60° 60°

60000 cd

3
4

46
6
6
6
6
6
6

6

34666666666

1266666666

∅ 183

13
5

23

∅ 170

30° 30°

60° 60°

6500 cd

30° 30°

60° 60°

12000 cd

412

Size 4
Luminaire: cast aluminium, black
powder-coated. Heat sink: black.
Mounting ring: plastic, white (RAL9002),
with multigroove baffle, cast alu-
minium, black powder-coated. Fixing
springs for ceiling thickness max. 25mm.
Cardanic suspension of the luminaire
in the mounting ring. 0°-40° tilt. Pivots
are to be locked.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: plastic, black.
Control gear to be ordered separately.

Accessories page 413

88147.000 Reflector silver
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, narrow spot

Weight 0.60kg
LMF D
I0 qp

HIT-TC-CE

h(m) E(lx) D(m)
9°

1 23313 0.16
2 5828 0.31
3 2590 0.47
4 1457 0.63
5 933 0.79

88148.000 Reflector silver
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, flood

Weight 0.60kg
LMF D
I0 qp

HIT-TC-CE

h(m) E(lx) D(m)
32°

1 2791 0.57
2 698 1.15
3 310 1.72
4 174 2.29
5 112 2.87

Size 5
Luminaire with heat sink: cast alu-
minium, black powder-coated.
Mounting ring: plastic white (RAL9002),
with multigroove baffle, cast alu-
minium, black powder-coated. Fixing
springs for ceiling thickness max. 25mm.
Cardanic suspension of the luminaire
in the mounting ring. 0°-40° tilt. Pivots
are to be locked.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Anti-glare ring: cast aluminium, black

powder-coated, with anti-glare cylinder,
metal, black-chromed.
Control gear to be ordered separately.
Accessories page 413

88145.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spot reflector

Weight 1.20kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
11°

1 31595 0.19
2 7899 0.39
3 3511 0.58
4 1975 0.77
5 1264 0.96

HIT-CE

h(m) E(lx) D(m)
11°

1 62784 0.19
2 15696 0.39
3 6976 0.58
4 3924 0.77
5 2511 0.96

88146.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Flood reflector

Weight 1.20kg
LMF D
I0 q6p

HIT-CE

h(m) E(lx) D(m)
31°

1 5217 0.55
2 1304 1.11
3 580 1.66
4 326 2.22
5 209 2.77

HIT-CE

h(m) E(lx) D(m)
31°

1 10367 0.55
2 2592 1.11
3 1152 1.66
4 648 2.22
5 415 2.77

Gimbal Recessed spotlight for metal halide lamps
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Recessed spotlights
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88100.000 • • • • • • • • •
88110.000 • • • • • • • • • • •
88111.000 • • • • • • • • • • •
88120.000 • • • • • • • • • • •
88130.000 • • • • • • • • •
88131.000 • • • • • • • • •
88135.000 • • • • • • • • •
88145.000 • • • • • •
88146.000 • • • • • •
88147.000 • • • • • • •
88148.000 • • • • • • •

83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115

83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

83679.000
Control gear
for HIT-TC-CE 20W, PGJ5.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

Gimbal Accessories
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83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83579.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83580.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.60kg

83584.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.60kg

83956.000
83952.000
83959.000
Plaster ring
Metal, white.
Height 20mm.

83773.000
Mounting ring
Metal, white powder-coated. For flush-
mounting installation in plasterboard
ceilings.

83811.000
Spacer plate
Plastic.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.08kg

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Gimbal Accessories

Vertu Shop, Wafi
Mall, Dubai. Ar-
chitect/Lighting
designer: Vertu
Interior Design
Team.
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Recessed luminaires are completely sub-
ordinate to the light they emit. They are
so fully integrated in the ceiling that
they hardly register as a design feature.
The most important factor determin-
ing the effect created by space and
objects is the play of light on surfaces.
Light emitted by downlights can vary
from very narrow beams to diffuse wall
illumination.

Quintessence
round

LED 440 447 471 477 482 487

Quintessence
round

Low-voltage halogen lamps 509 510 522 524 526 528 530

Quintessence
round

High-pressure discharge lamps 541 541 567 572 577 582 587

Quintessence
round

Fluorescent lamps 604 609 611 615

Quintessence
square

LED 623 647 651

Quintessence
square

Low-voltage halogen lamps 670 671 683 684

Recessed luminaires
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Quintessence
square

High-pressure discharge lamps 694 694 720 722 724

Quintessence
square

Fluorescent lamps 738 743

Lightcast High-pressure discharge lamps 748

Compact HIT High-pressure discharge lamps 752 755 755

Starpoint Low-voltage halogen lamps 760 763

Compact 100 Fluorescent lamps 769

Panarc Fluorescent lamps 773 775

TFL Wallwasher Fluorescent lamps 779

New in the program

Quintessence
round
417

Recessed luminaires
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417

More than 1300 lighting tools 
for efficient visual comfort
The philosophers of the  ancient 
world referred to the omni present 
energy of life as the fifth  element 
or “quinta essentia”. Today, the term  
“quintessence” is understood as the 
synopsis of the essential, the end 
result. ERCO’s Quintessence prod-
uct range is literally the quintes-
sence of 40 years of experience in 
ceiling- integrated lighting; yet, 
at the same time, it also looks for-
ward, formulating a future- proof 
system framework for the  further 
development of recessed luminaires.

The energy requirements of  
the architecture of  tomorrow were 
an essential consideration when 
deciding on the  development of  
Quintessence. It is the first recessed 
luminaire  product range to be 
uncompromisingly designed for 
efficient visual comfort. The result 
is that Quintessence includes a 
particularly large variety of diffe-
rentiated tools for vertical illumi-
nance, the crucial factor for the 
impression of brightness in a room.  
The emphasis of this product range 
is placed on efficient, future- proof 
light sources. This is also apparent 
from the high proportion of arti-
cles with LEDs – over 600 in total. 
Innovative lighting engineering 
elements developed by ERCO such 
as Spherolit lenses and  reflectors 
direct the luminous flux of the 
modern light sources  effectively 
to the target surface.  Thermally 
optimised components help ensure 

Quintessence Recessed luminaires  Introduction

that well- established and  newly 
developed light sources all work 
to their optimum – for  maximum 
efficiency and functional life. Elec-
tronic control gear contribute to 
energy- efficiency and allow for 
other digital interfaces. This option 
enables Quintessence luminaires 
to be connected, via plug and play, 
to intelligent control systems, 
 providing additional potential for 
even greater efficiency.

Ceiling- integrated lighting con-
cepts, in which the light sources are 
simply inconspicuous details in the 
ceiling, are the epitome of ERCO’s 
philosophy of “Light, not lumi-
naires”. The Quintessence product 
range is able to  cover all the essen-
tial sub- tasks of a lighting concept 
– from vertical illuminance and 
ambient lighting to highlighting 
and scenographic effects. The con-
sistent system design and the logi-
cal structure of the product range 
 simplify planning and designing 
with Quintessence. Con sequently, 
installation and maintenance of 
the luminaires are easier and more 
logical than ever before.

Leonardo Glass 
Cube, Bad Driburg. 
Architect: 3deluxe, 
Wiesbaden. Light-
ing design:  Atelier 
Schiefer, Lever-
kusen.
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418

Quintessence Recessed luminaires  Design & inherent quality

System design consistency is a 
characteristic of Quintessence. 
Modular design allows many dif-
ferent variations to be made with 
identical mounting details. Sim-
ilarly, accessories such as lenses 
and filters are common and digi-
tally controllable Light Clients can 
be connected to Light System DALI. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting rings, meaning 
that the different lamp types and 
characteristics are not only easy  
to combine but also to interchange. 

Luminaire trim and mounting 
detail
Unique architecture requires 
unique lighting solutions – not 
just with respect to light distri-
bution but also the mounting 
detail. In addition to the option 
of a round or square luminaire, 
the extensive Quintessence range 
also offers two further distinc-
tive characteristics: the mount-
ing and luminaire trim details. The 
mounting ring or mounting frame 
options allow the installation to 
be finished with either a  covered 
or a flush mounting detail. Three 
variations exist for each lumi naire: 
standard, with a shadow gap and 
with a  varychrome ring for colour 
changing.

Luminaire trim: 
standard
The installation 
of Quintessence 
recessed lumi-
naires without 
a shadow gap 
or varychrome 
ring creates a 
direct  transition 
between ceiling 
and luminaire, 
reducing this 
detail to a min-
imum.

Luminaire trim: 
shadow gap
The dark gap 
between the ceil-
ing and the reflec-
tor  distinguishes 
the luminaire 
from the  ceiling. 
This black ring 
creates a defined 
contrast between 
the specular 
reflector and the 
ceiling.

Luminaire trim: 
varychrome ring
The coloured light 
from the LEDs in 
the trim detail 
of the luminaire 
 creates a decora-
tive effect in the 
ceiling’s appear-
ance and subtly 
shifts the colour 
tone in the room.

With high- quality 
design and perfect 
lighting technol-
ogy, Quintessence 
sets new stand-
ards for recessed 
luminaires. 
Whether round 
or square or fit-
ted with a special 
mounting detail, 
Quintessence 
suits all situations 
which relate to 
ceiling mounting 
details. 
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Spherolit 
technology
The design of 
the innovative 
 spherolites in 
the reflector is 
 ideal for produc-
ing brilliant light. 
In this photo, 
the diffuser has 
been removed to 
reveal the detail. 
The surface con-
sists of computer-  

Heat 
management
The heat man-
agement of 
Quintessence 
 creates the opti-
mum conditions 
for continuous 
operation. This 
enables the light 
source and heat-
sensitive compo-
nents to achieve 
their full  service 

Darklight 
reflector and 
diffuser for 
high visual 
comfort
The darklight 
reflector ensures 
maximum  visual 
comfort with 
optimum light 
output ratio. 
 Furthermore, to 
prevent glare,  
the high lumi-
nance of the  

light source is 
dispersed using 
the diffuser 
technology.

life and emit 
maximum lumi-
nous flux.

calculated, spher-
ically domed seg-
ments.

Quintessence is 
distinguished by 
its robust lumi-
naire housing, 
precise manufac-
turing and prac-
tical and  rational 
installation design 
solutions. 

The lighting 
technology of 
Quintessence is 
defined by inno-
vative technol-
ogies which are 
a  characteristic 
feature of ERCO 
luminaires: 
Spherolit  lenses, 
diffusers and 
darklight reflec-

tors all contrib-
uting to a unique 
light quality for 
efficient visual 
comfort.
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Downlight with narrow diffuser
The narrow diffuser focuses the 
light into a narrow, downwardly 
projected beam. It enables accent 
light to be projected from above 
in order to highlight objects in 
their surroundings using bright-
ness contrast.

Downlight with wide diffuser
The downlights with a wide dif-
fuser emit a conical beam of light 
downwards. They provide ambi-
ent lighting; ideal for rooms with 
ceiling heights of up to 3- 4m, 
achieving good and uniform hori-
zontal illuminance.

Downlight with focal diffuser
The clear centre of the focal dif-
fuser allows part of the light to 
pass through with high brilliance 
and intensity. The frosted edge 
creates a peripheral zone with 
a softly decreasing gradient for 
high visual comfort.

Quintessence Recessed luminaires  Photometric characteristics

The Quintessence range of lumi-
naires offers a comprehensive  
spectrum of characteristics, pro-
viding solutions for all the most 
important indoor lighting tasks. 
These photometrically  optimised 
lighting tools are suitable both 
for vertical and for horizontal 
visual tasks. The light distribu-
tions required for these tasks vary 
between narrow- symmetrical, 
wide- symmetrical and includes 
various asymmetrical patterns. 

Directional luminaire
Directional luminaires are used 
in applications where objects 
on walls or in the room are to be 
accentuated such as in exhibi-
tions or in shops. The beams can 
be tilted up to 30° from the verti-
cal axis and rotated through 360°.

The beam angle 
of the downlight 
with focal dif-
fuser is the same 
as that of the 
downlight with 
wide diffuser. 
Typical applica-
tions are shops  
or restaurants.

Downlights  
with narrow dif-
fusers are used, 
for example, for 
ambient  lighting 
in rooms with 
ceiling heights  
of more than 3m.

This results either in a high degree 
of uniformity or allows additional 
accentuation to be included in the 
washlight illumination produced 
with downlights or wallwashers. 
The result is that Quintessence 
provides a versatile palette of 
light, ranging from wallwashing 
and ambient lighting to accent 
lighting.

Double- focus downlight
The lighting technology of the 
double- focus downlights  produces 
a wide, downwardly projected 
light distribution. The double focus 
allows for good visual comfort in 
rooms with high ceilings. 
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Lens wallwasher
Special lens reflector systems 
ensure highly uniform wall illu-
mination. The darklight reflectors 
which are visible from below are 
glare- free. The lens wallwashers 
are ideal for numerous applica-
tions including lighting in muse-
ums, exhibitions or other pres-
tigious venues.

Focal lens wallwasher
The lens wallwashers with a 
focused section of the beam are 
designed for the illumination of 
walls in sales and presentation  
areas. They add an additional 
highlight in the upper third of  
the illuminated wall. One appli-
cation is the illumination of 
 displays above shelves.

Washlight
The integrated Spherolit reflec-
tor segment of the washlights 
directs the light uniformly onto 
the wall surface while retaining 
the downlight effect within the 
room. Washlights are frequently 
used in combination with down-
lights for the peripheral area of 
a room.

Double washlight
Double washlights are offered for 
uniform illumination of parallel 
walls as well as the floor area in 
hallways. The light is controlled 
using a darklight reflector which 
has two integral Spherolit reflec-
tor segments.

Quintessence wallwasher 
 characteristics
One emphasis of the Quintessence 
product range is on differentiated 
tools for energy- efficient vertical 
illuminance – for applications 
ranging from shops, admin build-
ings and circulation areas (e.g. 
corridors and aisles) to galleries 
and museums.
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ERCO developed the Quintessence 
recessed luminaires  especially 
for efficient visual comfort. As 
a result, this product range fea-
tures a particularly wide selection 
of articles for vertical illuminance. 
The scope ranges from luminaires 
satisfying high- quality require-
ments in museums to powerful 
wallwashers for shops. In  addition, 
the many characteristics and the 
wide range of varychrome lumi-
naires are ideal for a variety of 

Perception
Due to the align-
ment of the 
human field of 
vision, vertical 
surfaces consti-
tute a major part 
of our perception 
in indoor areas. 
This therefore 
has a considera-
ble influence on 
the impression of 
brightness. 

Efficiency
The false colour 
photo shows the 
uniformity of ver-
tical illuminance. 
The efficiency and 
quality of uni-
formity depend 
on the design of 
the wallwashers, 
their offset from 
the wall and 
spacing. 

concepts for qualitative lighting 
design. Effective lighting technol-
ogy optimally utilises the poten-
tial of the efficient light sources. 
While the incorporation into light-
ing control systems such as Light 
System DALI with energy manage-
ment makes an  additional contri-
bution to the economic  efficiency 
of Quintessence.

Vertical illuminance 
Through Quintes-
sence, ERCO offers 
a highly versatile 
range of luminaires 

for vertical illuminance. The spec-
trum extends from luminaires 
for extremely homogenous wall-
washing, as required for museums 
or exhibitions, through functional 
washlights to washlighting with a 
focal emphasis. The latter is used 
to provide an additional accent 
for applications such as retail dis-
plays. Vertical illuminance is far 
more important for the subjec-
tive impression of brightness than 
light on horizontal surfaces. For 
this reason, ERCO offers a wide 
range of lighting solutions for 
wall illumination, all of which are 
designed to save energy.

Qualitative lighting 
design
Perception-  orientated 
lighting design starts 
with the requirements  

of the users. Since  highly differen-
tiated requirements arise  within 
architecture, great importance was 
attached to giving Quintessence 
an extensive system design. The 
available light distributions and 
light sources are designed for uni-
form and economical ambient 
luminescence, an accentuating 
focal glow or a decorative play of  
brilliants using LED varychrome 
recessed luminaires.

Architecture
Vertical illumi-
nance makes 
 spatial propor-
tions visible due 
to the bright 
walls and gives 
the  observer a 
clear and open 
impression of 
the room. At 
the same time, 
objects on the 
walls can either 
be  accentuated 
or the  material 
nature of the 
walls can be 
emphasised.

Ambient 
luminescence 
This refers to the 
uniform general 
lighting of vertical 
or horizontal sur-
faces. This type of 
lighting enables 
users and observ-
ers to get their 
bearings and pro-
vides a feeling of 
safety.

Focal glow 
This typifies 
accent lighting 
used to empha-
sise objects, areas 
and specific zones 
in a space and to 
 create hierarchies 
of perception. It 
is a central means 
of attracting the 
observer’s atten-
tion.

Play of brilliants 
This is the deco-
rative light, the 
light that attracts 
attention; it is 
light as an aes-
thetic object. 
Light effects such 
as dynamic colour 
progressions are 
used to increase 
the quality of the 
visual experience.

Quintessence Recessed luminaires  Efficient visual comfort
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Hardware and 
software inter-
act smoothly and 
seamlessly in 
the Light System 
DALI. The Light 
Clients, i.e. the 
DALI- compati-
ble Quintessence 
luminaires, have 
a factory- pro-
grammed code in 
their DALI control 
gear. Combined 
with plug and 

Quintessence 
LEDs
LEDs have already 
attained high 
luminous effi cacy 
and hold still fur-
ther potential, 
which means that 
they will become 
firmly established 
as the sustain-
able light  sources 
of the future. 
To maximise the 
efficiency, ERCO 

Effective lighting 
technology
Modern lighting 
technology such as 
Spherolit reflectors 

and optoelectronic systems con-
tribute to Quintessence’s unique 
combination of high light out-
put ratio and visual comfort. The 
highly diversified toolbox of the 
Quintessence product range ena-
bles the lighting distribution to be 
tuned to suit the specific lighting 
task – an essential prerequisite for 
efficient lighting solutions. Light 
sources with exceptional lumi-
nous efficacy and long  functional 
life are available in the form of 
high- power LEDs, high- pressure 
discharge lamps and compact 
 fluorescent lamps. Quintessence’s 
innovative light guidance systems 
optimally exploit the potential of 
these light sources. 

Intelligent lighting 
control
Every Quintessence 
Light Client, i.e. 
 every Quintessence 

recessed luminaire with DALI 
control gear, is factory- encoded 
with a unique digital code in its 
DALI control gear. This luminaire 
ID contains the article  number 
and serial number, intrinsic to 
Light System DALI’s  special user-  
friendly functions. The Light 
 Studio software recognises the 
specific luminaire and relates 
this to specific information and 
 functions. 

Efficient light 
sources
The search for 
ever greater effi-
ciency finds expres-

sion in the large proportion of 
Quintessence LED products. The 
advantages of high- power LEDs 
include  excellent luminous effi-
cacy, long life, good colour rendi-
tion and optimum dimmability. The 
Quintessence range also includes 
well- proven, efficient light sources  
such as metal  halide lamps and 
compact fluorescent lamps. Excep-
tional heat management confirms 
that Quintessence luminaires are 
designed for optimum continuous 
operation. 

play technology, 
this code enables 
them to be dis-
played automati-
cally in the Light 
Studio and to 
be conveniently 
controlled.

produces special 
optoelectronic 
modules. 

Spherolit 
reflectors
ERCO’s  patented 
reflector tech-
nology  optimally 
combines visual 
comfort and 
 efficiency. They 
are used both 
as upper reflec-
tors and as wall-
washer segments 
in the darklight 
reflectors. The dif-
ferent geometries 

of the computer-
calculated sphe-
rolites on the 
reflector surface 
enable the reflec-
tor characteris-
tics to be exactly 
controlled over a 
wide range.

Spherolit lenses 
and collimating 
lenses
The lighting tech-
nology behind 
LED light  sources 
is within the 
ambit of ERCO’s 
core competences. 
The Quintessence 
directional lumi-
naires with LEDs 
feature lens sys-
tems designed 
and built by ERCO.

The collimat-
ing lens firstly 
directs the light 
into a parallel 
beam and then 
the Spherolit lens 
 precisely produces 
the required beam 
angle. 

Heat 
management
ERCO’s develop-
ment engineers 
use computer 
simulations to 
optimise the heat 
management of 
Quintessence. 
This is required  
to protect the 
heat- sensitive 
electronic compo-
nents even when 
used in contin-

uous operation 
and improves the 
performance and 
life of the light 
sources.
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Downlights
In Quintessence downlights there 
are three components used to 
guide the light: the light  mixer, 
the diffuser and the darklight 
reflector. The mirror- finished light 
mixer directs the light as  tightly 
as possible towards the  diffuser. 
The  diffuser improves the  visual 
 comfort and, depending on the 
degree of diffusion, produces a 
wide or less wide beam or a beam 
with a focused centre. Darklight 
reflectors with a 40° cut- off angle 
provide high glare control and 
good visual comfort.  Darklight 
reflectors with a 30° cut- off angle 
result in a wider light distribu -
tion, shallower recess depth and  
a higher light output ratio.

Narrow diffuser 
downlight
The narrow dif-
fuser produces 
a beam angle of 
about 50° to 60°. 
The  narrower 
beam allows the 
aspect of  visual 
comfort to be 
further improved. 
Since, in com-
parison with the 
downlight with 
wide diffuser, 

Wide diffuser 
downlights 
The  diffuser not 
only disperses the 
high luminance of 
the light source 
for better  visual 
comfort, but also 
produces a wide 
beam angle of 
about 70° to 80° 
depending on the 
lamp. A softly 
decreasing gradi-
ent at the edge of 

Focal diffuser 
downlights 
The clear centre 
of the focal dif-
fuser allows part 
of the light to 
pass through with 
high brilliance and 
intensity – for 
effective accent 
lighting on goods 
and materials. The 
frosted edge cre-
ates a peripheral 
zone with a softly 

Darklight reflector

the beam is per-
fect for ambient 
lighting in rooms 
with low ceilings.

decreasing gra-
dient, ensuring 
high visual com-
fort with a beam 
angle of around 
70° to 80°.

less light is emit-
ted to the sides, 
the possibility 
of  dazzling the 
observer is mini-
mised.

Quintessence Recessed luminaires  Downlight technology

Cut- off angle  
Using modern simulation pro-
grams, the Quintessence reflec-
tors have been optimised for effi-
cient visual comfort. The ERCO 
darklight reflectors combine max-
imum visual comfort, high light 
output ratio and a balanced rela-
tionship between the horizon-
tal and the vertical illuminance. 
As long as the light source lies 
 within the reflector’s cut- off 
area, there will be no high lumi-
nances on the darklight reflector 
and glare will not be experienced. 
For higher visual comfort, it is 
recommended that the  higher 
cut- off angle is selected, espe-
cially in high- ceilinged, prestig-
ious rooms or for desk activities, 
for instance.

30° cut- off 
angle
Quintessence 
lumi naires with 
a cut- off angle 
of 30° achieve 
high vertical illu-
minance with 
highly uniform 
illuminance on 
the floor even 
with low ceiling 
heights. This cut-
off angle provides 
sufficient glare 

40° cut- off 
angle
The recessed 
 luminaires with 
a cut- off angle 
of 40° provide a 
balanced ratio of 
horizontal and 
vertical illumi-
nances and good 
uniformity for 
the horizontal 
illuminance. The 
very good UGR 
values are docu-

control combined 
with a very high 
light output 
ratio.

mentary evidence 
of excellent  visual 
comfort.

Double- focus 
downlight 
Double- focus 
downlights 
achieve a cut- off 
angle of around 
40° to 60° (wide 
diffuser, con-
ventional lamps) 
and 30° to 40° 
(Spherolit lens, 
LED),  respectively. 
The lighting 
 technology with 
double focus 

ensures good 
 visual comfort 
for rooms with 
high ceilings  
and an incon-
spicuous ceiling 
appearance.

Wide diffuser

The small illus-
trations in the 
luminaire range 
help to find the 
required cut- off 
angle and indi-
cate the size of 
the reflector.

Size 5

Light mixer
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Washlights 
Washlights com-
bine horizontal 
and vertical illu-
minance for the 
peripheral area of 
rooms. Looking 
into the room, 
a classic down-
light effect can 
be seen, while 
the wall itself is 
given a uniform 
light distribution 
extending up to 
the ceiling.

Double 
washlights 
In double wash-
lights there are 
two opposing 
Spherolit reflec-
tor segments to 
produce uniform 
light on the walls 
of corridors.

Spherolit 
wallwasher segment

Light mixer

Washlights and double 
washlights
Quintessence washlights combine 
horizontal and vertical illumi-
nance for the peripheral area of 
rooms. The lighting technology is 
based on three components: the 
light mixer, the diffuser and the 
darklight reflector with Spherolit 
wallwasher segment. The light 
mixer directs the light towards 
the diffuser efficiently. The dif-
fuser and the darklight technol-
ogy ensure good visual comfort. 
To enhance the visual comfort, 
translucent diffusers reduce the 
high luminances of the lamp dis-
tributing it over the entire sur-
face of the diffuser. The darklight 
reflector beneath the diffuser 
prevents the observer from expe-
riencing glare as long as the dif-
fuser is shielded by the  reflector. 
This optical system results in a 
wide rotationally symmetrical 
light intensity distribution  ideal 
for ambient lighting in rooms. To 
achieve uniform brightness on 
the vertical plane as required for 
wallwashing, one segment of the 
darklight reflector has sphero-
lites. This patented reflector tech-
nology guides the beam so that 
it strikes the wall beginning just 
beneath the ceiling. In contrast 
to standard washlights, double 
washlights have two Spherolit 
wallwasher segments positioned 
opposite each other. This enables 
parallel walls in corridors to be 
illuminated uniformly and effi-
ciently. 

Diffuser

Darklight reflector

Quintessence Recessed luminaires  Wallwasher technology 
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Lens 
wallwashers
With its uni-
form brightness 
gradients, the 
lens wallwasher 
achieves a very 
high degree of 
uniformity on the 
vertical plane. 
This makes it  ideal 
for applications 
where the wall is 
to be presented 
as an entity, e.g. 
in entrance  areas, 
or where good 
homogeneity is 

Focal lens 
wallwashers 
In contrast to the 
lens wallwashers 
with their contin-
uous brightness 
gradient, the lens 
wallwashers with 
focal emphasis 
produce a high-
light in the upper 
third. This focal 
highlight can be 
used very effec-
tively to empha-
sise displays 
above shelves in 
retail outlets, for 
instance – this is 

Light mixer

Lens wallwashers
Lens wallwashers are designed 
to provide vertical illuminance 
exclusively. There are two effi-
cient lighting tools available for 
vertical illuminance: a lens wall-
washer for the uniform illumina-
tion of walls and, as an alterna-
tive, a lens wallwasher for a focal 
emphasis.  Depending on the dis-
tribution and  curvature of the 
spherolites, it is  possible either to 
obtain a very homogenous wall-
washing, e.g. for lighting  pictures 
in museums. The alternative is to 
produce focal emphasis on the 
upper third of the wall, as with 
lens wall washers. This would be 
used, for instance, to illuminate 
displays above shelves in retail 
outlets. 
The specially designed wall-
washer lens spreads the beam 
so that a high uniformity is vis-
ible over the breadth of the wall 
from lens wallwashers arranged 
in a row. The darklight reflec-
tor beneath the wallwasher lens 
inhibits glare provided the lens 
is not visible through the reflec-
tor aperture. This detail makes an 
important contribution to  visual 
comfort.
ERCO’s photometric experts have 
calculated the Spherolit  reflector 
so that the upper part of the beam 
meets the wall just beneath the 
ceiling and the beam extends all 
the way down to the floor. For 
optimum light distribution on  
the vertical surface, it is recom-
mended that the distance  between 
the wall and the luminaire is set 
at one third of the room height. 
Generally, this distance can also 
be used for the spacing between 
the individual Quintessence lens 
wallwashers.

Darklight reflector

Lens

demanded, e.g. 
for pictures in an 
exhibition.

a valuable detail 
of vertical illumi-
nance.

Quintessence Recessed luminaires  Wallwasher technology 
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Directional luminaires
Quintessence directional lumi-
naires are used for accent light-
ing. These directional luminaires 
can be rotated through 360° and 
tilted by up to 30° to provide 
high flexibility in exhibitions or 
product displays. The  directional 
luminaire for accent lighting is 
available in two beam angles,  
spot or flood. The Spherolit lens 
produces a highly homogenous 
light distribution within the  
beam and a softer gradient at 
the edge. The darklight reflector 
beneath the Spherolit lens pre-
vents glare as long as the lens is 
shielded through the reflector 
aperture – an important aspect 
when high visual comfort is 
required.

Recessed 
spotlights
As an alterna-
tive to direction-
al luminaires, 
the recessed 
spotlights 
range includes 
Quintessence 
recessed spot-
lights. These can 
be tilted by up 
to 40°.

LED module with 
collimator 
360° rotation
30° tilt

Spherolit lens

Darklight reflector

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Quintessence Recessed luminaires  Directional luminaire technology

Adjustment
Directional lumi-
naires can be 
rotated through 
360° and  tilted 
by up to 30°, 
after which the 
position of the 
luminaire can 
be permanently 
fixed.
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Quintessence Recessed luminaires  Control technology

The Light Changer 
is a control panel 
featuring touch 
screen technology 
providing access 
to the stored 
light scenes. The 
clear and conven-
ient user guid-
ance provides for 
easy daily opera-
tion.

With Quintessence 
Light Clients, the 
Light Studio soft-
ware automati-
cally  recognises 
the luminaire 
type and makes 
the correspond-
ing information 
and functions 
available. 

Separate 
control gear  
The required DALI 
control gear units 
can be ordered 
separately. In this 
case, they will 
still be encoded, 
but the assign-
ment of article or 
properties, which 
is required for 
improved over-
view in the Light 
Studio software, 

DALI switching 
actuator
The DALI switch-
ing actuator 
allows a group 
of Quintessence 
recessed lumi-
naires to be inte-
grated into the 
Light System 
DALI. The switch-
ing actuator has 
two independent 
addresses, ena-
bling two groups 

Luminaires with 
DALI control 
gear
Every luminaire 
with a DALI con-
trol gear pro-
vides the benefit 
of factory encod-
ing. Through this 
encoding, the 
Light Studio soft-
ware automati-
cally recognises 
the luminaire and 
makes luminaire-

Light System DALI
The requirements of professional 
lighting quite naturally include 
the ability to conveniently switch, 
dim or change the light colour of 
luminaires (depending on their 
lamp type). Since DALI ( Digitally 
Addressable Lighting  Interface) 
has developed into a  standard in 
architectural lighting, the vast 
majority of Quintessence recessed 
luminaires are already designed 
as DALI- compatible  luminaires, 
known as Light Clients. The ERCO 
Light System DALI lighting con-
trol system uses an innovative 
approach. Intelligently apply-
ing DALI technology to individu-
ally addressable recessed lumi-
naires is combined with the ERCO 
Light Studio software to form an 
integrated system for efficient 
visual comfort and scenographic 
lighting. The Light Clients result in 
 electricity savings being achieved 
via the Light Keeper. Similarly, 
scenographic lighting effects can 

be programmed, such as coloured 
light, dynamic progressions, light 
scenes and light sequences. This 
process has never been more eco-
nomical than it is now. The instal-
lation work has been reduced 
enormously compared to other 
lighting control  technology: DALI 
technology integrates the switch-
ing and dimming functions in the 
luminaire, i.e. in the control gear. 
The installer then  simply connects 
the two- core control line in any 
suitable  topology. 

specific informa-
tion and func-
tions available, 
enabling easy 
commissioning 
that fully exploits 
the advantages 
of networking.

must then be 
made manually. 
The control gear 
units will then 
perform as Light 
Clients.

of luminaires  
to be controlled. 
To differentiate 
 between several 
switching actua-
tors, names are 
assigned manu-
ally in the Light 
Studio software.

Control gear
All Quintessence recessed lumi-
naires require control gear and 
depending on the actual article, 
some control gear is connected to 
the luminaire. Luminaires which 
include control gear have the DALI 
control gear factory- encoded. This 
enables the installer to operate 
the luminaires via plug and play 
because of the automatic recog-
nition.

Attributes
In the Light 
 Studio sofware, 
the control 
options of the 
Quintessence 
 luminaires are 
represented by 
symbols.

Switching 
Recessed lumi-
naires for high-
pressure dis-
charge lamps 
can be switched 
on and off by a 
switching actu-
ator which 
provides this 
attribute. 

Varychrome
With LED vary-
chrome lumi-
naires such as 
the Quintessence 
varychrome lens 
wallwashers or 
luminaires with 
varychrome ring, 
the colour can 
be adjusted sim-
ply by using the 
colour wheel. 
With varychrome 
RGBW luminaires, 
the colour tem-
perature can 
also be  infinitely 
adjusted over a 
wide range. 

Dimming
Luminaires for 
LEDs in warm 
white or netural 
white, low-  
voltage halogen 
lamps and even 
fluorescent lamps 
can be dimmed 
easily, using  slider 
controls in the 
Light Studio soft-
ware.
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The Light Studio 
software permits 
intuitive opera-
tion of the vary-
chrome rings: 
from selection via 
preset colours, 
individual adjust-
ment via the col-
our wheel to 
dynamic progres-
sions for sceno-
graphic lighting.

Control of varychrome rings
Quintessence recessed lumi -
naires with varychrome rings  
can be conveniently programmed 
via the Light Studio software. 
Using the control gear con nected 
to the luminaire, the intensity or 
light colour of the lamp can be 
adjusted. The Light Server saves 
the light scene data and can be 
 connected with the Light  Studio 
software via Light Server net-
works for programming. The col-
our wheel allows the light col-
our of the varychrome ring to be 
 easily  adjusted and dynamic pro-
gressions can be programmed 
with a few mouse clicks.

Light Clients with 
the varychrome 
RGBW attribute 
allow the  colour 
temperature 
to be infinitely 
adjusted over a 
wide range.

Within the col-
oured area of 
the CIE diagram, 
the Planckian 
locus traces the 
whites of differ-
ent colour tem-
peratures – from 
 bluish cool white 
to reddish warm 
white.

Varychrome RGBW
In the Quintessence recessed 
luminaire range, ERCO presents 
luminaires with LEDs in vary-
chrome RGBW technology. By 
combining RGB colour mixing 
with white LEDs, these luminaires 
can optionally produce either 
white light with variable colour 
temperature at high luminous 
flux and good colour rendition or 
coloured light ranging from dif-
ferentiated pastel hues to  highly 
saturated colours. Light Studio 
has a corresponding attribute for 
controlling these luminaires. This 
consists either of a colour circle 
(which will be familiar to users 
of previous varychrome lumi-
naires) or a slider control to reg-
ulate the colour of white along 
the  Planckian locus from cool to 
warm. The varychrome RGBW 
control gear units comply with 
the standardised DALI type and 
therefore only require one DALI 
address in spite of having 4 con-
trol channels.

Light Server

DALI Luminaire   
control gear

Luminaire

Varychrome ring 
control gear
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Reflector
Reflectors for 
Quintessence 
range from  sizes 
3 to 8: from 
small openings 
for double-  focus 
downlights to 
the large formats 
for high lumen 
 packages.

Mounting detail  
The mounting 
detail can be 
covered or flush 
depending on the 
mounting ring 
used.

Covered Flush

Design 
Quintessence 
recessed lumi-
naires in round 
or square formats 
allow the ceiling 
appearance to 
suit the architec-
ture and the style 
of the interior.

Cut- off angle 
Depending on 
whether a high 
light output ratio 
or visual com-
fort takes prior-
ity, the designer 
can select a cut-
off angle of 30° 
or 40°.

Characteristics
Quintessence 
covers all techni-
cal lighting char-
acteristics for 
recessed lumi-
naires:  ambient 
lighting with 
downlights, verti-
cal lighting with 
washlights, dou-
ble washlights or 
lens wallwashers 
and accent light-
ing using direc-
tional luminaires.

In Quintessence, ERCO has 
 developed an extensive range of 
around 1300 different recessed 
luminaires. Seven design  criteria 
are used to identify the required 
luminaire from this extensive 
selection. Either lighting tech-
nology or aesthetic considera-
tions can provide the  starting 
point for a lighting design. The 
system design enables many 
 different combinations,  making 
Quintessence recessed lumi -
naires an important lighting  
tool for efficient visual comfort. 
The seven design criteria are: 
-  Design
-  Light source
-  Characteristics
-  Mounting detail
-  Cut- off angle
-  Reflector
-  Luminaire edge

Quintessence Recessed luminaires  Design criteria

3- 8“

Downlights
- wide diffuser
- focal diffuser
- narrow diffuser

Double- focus 
downlights

Washlights Double 
washlights

Wallwashers, 
lens wallwashers

Focal lens 
 wallwashers

Directional  
luminaires
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Luminaire trim
The standard 
 version of lumi-
naire trim with 
Quintessence cre-
ates a direct tran-
sition  between 
the ceiling and 
the luminaire. 
The shadow gap 
separates the 
luminaire from 
the ceiling sur-
face. The vary-
chrome ring 

Light sources
Compact and 
powerful LEDs, 
low- voltage hal-
ogen lamps for 
perfect colour 
rendition, effi-
cient high- pres-
sure discharge 
lamps and com-
pact fluorescent 

around the lumi-
naire produces a 
decorative effect 
for styling the 
ceiling appear-
ance.

lamps satisfy all 
requirements 
when it comes 
to selecting the 
light source.

Standard Shadow gap Varychrome ring

LED NV HIT/HST TC

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:45

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0431_bild_erco_hk12.p1.pdf  Layer 2: 0431_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w431

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:45

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0431_bild_erco_hk12.p1.pdf  Layer 2: 0431_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w431



432

Quintessence Recessed luminaires  Planning notes and mounting

Many luminaires 
have  clamping 
mechanisms 
on the mount-
ing ring, allow-
ing them to be 
installed  quickly 
and without tools 
in different ceil-
ing  thicknesses. 
To remove the 
luminaire  during 
renovation, sim-
ply pull open the 
outer locking 
lever.

With small 
recessed lumi-
naires with cover 
mounting detail, 
the  mounting 
without tools uses 
fixing springs. 
These springs are 
compressed onto 
the mounting ring 
and inserted and 
rotated into the 
ceiling aperture. 
A short counter-
 rotation clamps 
the mounting 
ring in place.

Clamping 
mechanism
The refined 
design of the 
Quintessence 
clamping mech-
anisms ensures 
quick installation 
by simply pressing 
the clamps down 
– and equally 
quick disassem-
bly for renovation 
work. The combi-
nation of ratchet  

For luminaires 
with flush mount-
ing detail, the 
installation uses 
mounting brack-
ets. These mount-
ing brackets can 
be adjusted to 
suit various ceil-
ing thicknesses 
simply by install-
ing them in a dif-
ferent slot.

Mounting without tools
The design brief for Quintessence 
recessed luminaires not only 
included excellent light quality 
but also simple and quick instal-
lation. The template enclosed 
with every luminaire allows the 
ceiling aperture to be marked out 
with speed and accuracy during 
dry construction. The separately  
enclosed mounting ring can be 
mounted quickly and efficiently  
without tools. In a subsequent 
building phase, the installer then 
inserts the luminaire housing and 
the light source – keeping the 
reflector dust- free throughout 
the dry construction phase. There 
are three mounting versions for 
the different luminaire sizes, each 
designed to allow the mounting 
ring or mounting frame to be 
removed from the ceiling aper-
ture without using tools, even 
when renovating the ceiling.

Flexibility
With a single mounting ring or 
frame, Quintessence’s  modular 
system allows for the installa-
tion of luminaires with different 
characteristics and light  sources. 
If plans change during instal-
lation or subsequent amend-
ments are required, these can 
be easily accommodated. With 
Quintessence it is, for instance, 
a simple matter to replace a 
 downlight with a directional 
luminaire.

Luminaire sizes
Whether round or square, the 
Quintessence product range 
 covers all reflector sizes from 3 
to 8. Choosing the shadow gap 
or vary chrome ring will require a 
ceiling aperture which is one size 
larger than the version without 
the gap/ring. 

Downlight Wallwasher Directional luminaire

Luminaire without 
gap/ring
Size 4

Luminaire with 
gap/ring
Size 4

Luminaire without 
gap/ring
Size 5

Mounting ring

and leaf spring 
ensures that 
the luminaire is 
 safely and per-
manently secured 
to ceilings of 
thicknesses from 
1- 30mm.
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12666666

221d

19
0

206d

Größe 7
30°

DALI
PLUG+
PLAY

Gehäuse und Befestigungsring: Kunst-
stoff, schwarz.
Einbauring: Kunststoff, weiß (RAL9002).
Befestigung für Deckendicken von
1-30mm bei überdeckendem Einbaude-
tail und 12,5-25mm bei deckenbündi-
gem Einbaudetail.
Anschlussdose zur Durchverdrahtung,
5polige Anschlussklemme, integrierte
Zugentlastung. Elektronisches Vorschalt-
gerät, in DALI Ausführung Plug and
Play-fähig.
Darklightreflektor: Aluminium, eloxiert,
glänzend. Abblendwinkel 30°.
Lieferbar ab 2. Quartal 2010

Zubehör

46679.000 Reflektor Silber EVG DALI
46678.000 Reflektor Silber EVG
TC-TEL 17W GR14q-1 1250lm

Überdeckendes
Einbaudetail
Gewicht 1,50kg 3
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6
6
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221d
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TC-TEL

47679.000 Reflektor Silber EVG DALI
47678.000 Reflektor Silber EVG
TC-TEL 17W GR14q-1 1250lm

Deckenbündiges
Einbaudetail
Gewicht 1,50kg 3
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6

34666666

12666666

208d

19
2

210d

TC-TEL

46669.000 Reflektor Silber EVG DALI
46666.000 Reflektor Silber EVG
TC-TELI 26W GX24q-3 1800lm

Überdeckendes
Einbaudetail
Gewicht 1,50kg
I
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6
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0
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TC-TELI

47669.000 Reflektor Silber EVG DALI
47666.000 Reflektor Silber EVG
TC-TELI 26W GX24q-3 1800lm

Deckenbündiges
Einbaudetail
Gewicht 1,50kg
I
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4
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6
6
6
6

34666666

12666666

208d

19
2

210d

TC-TELI

Quintessence Wandfluter für kompakte Leuchtstofflampen
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Quintessence Recessed luminaires  Planning notes, mounting and accessories

Colour filters 
and lenses
UV filters  provide 
protection for 
sensitive objects 
by limiting the 
spectral range. 
Skintone filters 
enhance warm, 
natural colours, 
especially skin 
colours. The food 
filter enhances  
the red and 
magenta spec-
trum of meat 
and cold cuts. To 
adapt halogen 
lamps to the col-
our temperature 
of daylight, the 
daylight conver-
sion filter is used. 

Mounting  
in concrete 
housing
When using 
recessed lumi-
naires in con-
crete housings, 
the housings 
must be orien-
tated towards 
the wall in the 
same direction as 
the beam direc-
tion of the lumi-

Illustrations as 
planning aids
All product pho-
tos and scale 
drawings in the 
Program and the 
product data 
sheets show the 
wallwashers in 
relation to the 
wall. The posi-
tion of the lamp-
holder housing 
or  control gear 
housing pro-

Concrete 
housing  
For the practi-
cal installation 
of  luminaires in 
concrete ceilings, 
concrete hous-
ings are avail-
able, which are 
attached to the 
formwork. To 
provide  better 
adhesion of the 
concrete, the 
undersides of 
the housings are 
undercut. Empty 
conduits for the 
connection cables 
simplify the sub-
sequent electrical 
installation of the 
luminaires. The 

Double mount-
ing frame
The double 
mounting frame 
allows two char-
acteristics to be  
mounted in one 
unit. For instance, 
a  directional 
luminaire “spot” 
and a wallwasher 
can be combined 
together.

Accessories
A wide range of accessories, 
including filters, concrete hous-
ings and mounting frames, 
are available for Quintessence 
recessed luminaires. These fur-
ther expand the already exten-
sive Quintessence system, for the 
realisation of highly individual-
ised lighting solutions that  places 
objects of all kinds in the right 
light.

Planning and mounting 
wallwashers
The wallwashers’ asymmetrical 
light intensity distribution makes 
correct orientation towards the 
wall essential. ERCO simplifies 
the planning process by includ-
ing in the Program scale drawings 
which are shown relative to the 
wall and giving the luminaires a 
corresponding identification for 
installation.

Orientation 
towards the 
wall
When insert-
ing the lumi-
naires into the 
mounting ring, 
the “This side 
to wall” mark-
ing on the ring 
helps to orien-
tate the luminaire 
cor rectly. A fine 
adjustment can 

naires.  Accurate 
information is 
contained in 
the luminaires’ 
installation 
instructions.

vides a reference 
point for the ori-
entation of the 
wallwasher.

In addition, vari-
ous interference 
colour filters in 
 magenta, amber, 
sky blue and 
night blue are 
available for col-
oured lighting.

control gear units 
are all designed 
to operate in con-
crete housings. In 
addition, a  spacer 
plate for the 
flush- mounting 
of downlights in 
fare face concrete 
is also available.

then be made 
by turning the 
luminaire in the 
mounting ring, 
after which the 
luminaire is then 
fixed in position 
in the mounting 
ring.

Variant luminaires 
may have differ-
ent dimensions 
and require the 
concrete hous-
ing to be aligned 
 differently.
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Quintessence Recessed luminaires  System design

The structure of the Program 
divides Quintessence firstly into 
round and square luminaires and 
then into the various light  sources. 
Within this grouping, the Program 
is arranged according to the fol-
lowing characteristics:  ambient 
lighting, vertical illuminance  
and accent lighting. This is then 
followed by the luminaires with 
 shadow gaps and varychrome 
rings. Finally, the designer will 
find the different light sources, 
 outputs, cut- off angles and con-
trol gear.

30°

30°

30°

30°

30°
40°

40°40°

40° 40°

40°

40°

40°

40°

40°

40°

40° 40°

40°

40°

40°

40°

30°
40°

30°
40°

Without 
gap/ring

LED QT HIT/HST TC

Shadow 
gap

Shadow 
gap

Shadow 
gap

Varychrome 
ring

Varychrome 
ring

Without 
gap/ring

Without 
gap/ring

Without 
gap/ring

Covered mountingFlush mounting

Downlights 

Double- focus 
downlights

Washlights

Double washlights

Wallwahers,
lens wallwashers

Focal lens 
 wallwashers

Directional 
luminaires

Recessed 
 spotlights,
recessed 
 floodlights

40°
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The Light Scout website at 
www.erco.com provides the light-
ing designer with a user- friendly 
search function in which the 
search order can be specified as 
required. This enables the correct 
luminaire from the extremely 
wide range of available products 
to be quickly located.

30°

30°50°

40°

50°

40°

40° 
50°

40°

30°
40°

30°
40°

30°
40°

Downlights 

Wallwashers,
lens wallwashers

Directional 
luminaires

Recessed 
 spotlights,
recessed 
 floodlights

40° 40°

Without 
gap/ring

LED QT HIT/HST TC

Shadow 
gap

Shadow 
gap

Shadow 
gap

Varychrome 
ring

Varychrome 
ring

Without 
gap/ring

Without 
gap/ring

Without 
gap/ring

Double- focus 
downlights

Focal lens 
 wallwashers

Covered mountingFlush mounting
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Quintessence Recessed luminaires Planning notes for double mounting frames

The double mounting frames  
can either be used, for instance, 
with luminaires which have the 
same photometric characteristics 
in order to double the luminous 
flux for high- ceilinged rooms. 
Alternatively two different char-
acteristics can be combined in 
order to link, for example, ambi-
ent  lighting with accent light-
ing. Generally, all LED luminaires 
can be combined. LED luminaires 
and luminaires with low- voltage 
or high- pressure discharge lamps 
cannot be combined. Which 
 combinations of luminaires with 
 low- voltage or high- pressure 
discharge lamps are approved is 
shown in the following tables.

Covered mounting detail 

Flush mounting detail
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Consistent system design is a 
characteristic feature of the 
Quintessence round recessed 
lumi naires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting rings, meaning 
that the different lamp types and 
 characteristics are not only easy to 
combine, but also to interchange.

Quintessence round Recessed luminaires with LED

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

LED
13W -  40W
870lm -  3240lm
Size 3, 4, 5, 7, 8
Wide diffuser
Optional: varychrome ring, 
shadow gap, DALI

LED varychrome
23W
870lm
Size 5
Wide diffusor
Optional: DALI, varychrome

Double- focus downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting. 
Good visual comfort for high rooms 
through double focus.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Washlights
Asymmetrical light distribution, 
directed downwards, combined with 
uniform illumination of walls.

LED
20W -  40W
1305lm -  3240lm
Size 4, 5, 7, 8
Wide diffuser
Optional: shadow gap, DALI

Double washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
20W -  40W
1305lm -  3240lm
Size 4, 5, 7, 8
Wide diffuser
Optional: shadow gap, DALI

LED
20W -  40W
1305lm -  3240lm
Size 4, 5, 7, 8
Optional: shadow gap, DALI

LED varychrome
23W
870lm
Size 5
Wide diffusor
Optional: DALI, varychrome

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

LED
6.7W -  27W
435lm -  2160lm
Size 3, 4, 5, 7
Spot, flood
Optional: shadow gap, DALI

LED
6.7W -  27W
435lm -  2160lm
Size 3, 5, 7
Flood, wide flood
Optional: DALI
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Quintessence round  Recessed luminaires with LED

LED Spherolit 
lens and colli-
mating lens
The  directional 
luminaires have 
lens systems 
designed and 
built by ERCO: 
the  collimating 
lens creates a 
parallel beam, 
while a Spherolit 
lens produces 
the precise beam 
angle required.

LED light mixer
For the  different 
downlight char-
acteristics and  
the lens wall-
washer, the light 
is  directed by an 
8- segment, mir-
ror- finish reflec-
tor. The inter-  
reflections within 
the light mixer, 
especially in the 
RGBW LED mod-
ules, result in 

the best possi-
ble colour mix-
ing beginning 
 directly beneath 
the luminaire.

Colour tempera-
ture and colour 
rendition
Quintessence 
recessed lumi-
naires are avail-
able in  neutral 
white and warm 
white and also 
as varychrome 
with RGBW col-
our mixing tech-
nology. The warm 
white version 
 produces a  higher 

colour  rendition 
quality than the 
neutral white 
model. 

Varychrome
With LED vary-
chrome lumi-
naires such as 
the Quintessence 
varychrome lens 
wallwashers or 
luminaires with 
varychrome ring, 
the colour can 
be adjusted sim-
ply by using the 
colour wheel in 
the Light Studio 
software. Simi-
larly, the vary-
chrome RGBW 
downlights also 
allow the col-
our temperature 
to be adjusted 
 infinitely over a 
wide range. 
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Light Clients with 
the varychrome 
RGBW attribute 
allow the colour 
temperature to 
be continuously 
adjusted over  
a wide range.

Heat management
Good heat management in the 
luminaire is crucial for continu-
ous operation, allowing the lamps 
to emit their full power through-
out their entire life. It is the design, 
construction and material of the 
housing that all contribute to opti-
mum heat management. Exten-
sive simulations and tests  during 
the development phase ensure 
the success of all the products in 
the range. 

Within the col-
oured area of 
the CIE diagram, 
the Planckian 
locus traces the 
whites of differ-
ent colour tem-
peratures – from 
 bluish cool white 
to reddish warm 
white.

Varychrome RGBW
In the Quintessence recessed 
luminaire product range, ERCO 
presents luminaires with LEDs in 
varychrome RGBW technology.  
By combining RGB colour mixing 
with white LEDs, these luminaires 
can optionally produce either 
white light with variable colour 
temperature at high luminous flux 
and good colour rendition or col-
oured light ranging from differen-
tiated pastel hues to highly satu-
rated colours. Light Studio has a 
corresponding attribute for con-
trolling these luminaires. This con-
sists either of a colour circle (which 
will be familiar to users of previ-
ous varychrome luminaires) or a 
slider control to regulate the col-
our of white along the  Planckian 
locus from cool to warm. The vary-
chrome RGBW control gear only 
requires one DALI address in spite  
of having four control channels.

Two aspects  
make a major 
contribution to 
the performance 
of Quintessence 
LED luminaires: 
the contact sur-
faces between 
the LED’s  printed 
circuit board 
and the  housing 
ensure good heat  
dissipation. The 
cooling fins on 
the housing fur-

ther dissipate the 
heat to achieve 
optimum condi-
tions for contin-
uous operation.

Quintessence round  Recessed luminaires with LED
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Size 3
Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare cone: aluminium, black
lacquered. Cut-off angle 40°.

Recess depth 180mm for control gear
83694.
Control gear to be ordered separately.
Accessories page 499

46117.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.79
UGR -10.5
55° < 200 cd/m2

46116.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.79
UGR -11.3
55° < 200 cd/m2

47117.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.79
UGR -10.5
55° < 200 cd/m2

47116.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.79
UGR -11.3
55° < 200 cd/m2

46123.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.69
UGR 1.2
55° < 200 cd/m2

46122.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.69
UGR 0.4
55° < 200 cd/m2

Quintessence Double-focus downlight with LED

Differentiated,
future-proof light-
ing concepts with
efficient visual
comfort: the
Quintessence LED
range provides the
right tools.
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47123.000
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.69
UGR 1.2
55° < 200 cd/m2

47122.000
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 0.40kg
LMF D
Iz

LED

LOR 0.69
UGR 0.4
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46117.000 6.7 W 22 43 64 107
46116.000 6.7 W 27 53 80 132
47117.000 6.7 W 22 43 64 107
47116.000 6.7 W 27 53 80 132
46123.000 6.7 W 25 49 74 123
46122.000 6.7 W 31 61 92 152
47123.000 6.7 W 25 49 74 123
47122.000 6.7 W 31 61 92 152

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46117.000 6.7 W 218 145 109 82
46116.000 6.7 W 176 117 88 66
47117.000 6.7 W 218 145 109 82
47116.000 6.7 W 176 117 88 66
46123.000 6.7 W 189 126 95 71
46122.000 6.7 W 152 102 76 57
47123.000 6.7 W 189 126 95 71
47122.000 6.7 W 152 102 76 57

Connected load
without control gear
46117.000 P: 7 W
46116.000 P: 7 W
47117.000 P: 7 W
47116.000 P: 7 W
46123.000 P: 7 W
46122.000 P: 7 W
47123.000 P: 7 W
47122.000 P: 7 W

Connected load per 100lx
without control gear
46117.000 P*: 1.42 W/m2

46116.000 P*: 1.77 W/m2

47117.000 P*: 1.42 W/m2

47116.000 P*: 1.77 W/m2

46123.000 P*: 1.64 W/m2

46122.000 P*: 2.03 W/m2

47123.000 P*: 1.64 W/m2

47122.000 P*: 2.03 W/m2

Number of luminaires per 100lx

46117.000 n*: 21.24 1/100m2

46116.000 n*: 26.37 1/100m2

47117.000 n*: 21.24 1/100m2

47116.000 n*: 26.37 1/100m2

46123.000 n*: 24.46 1/100m2

46122.000 n*: 30.36 1/100m2

47123.000 n*: 24.46 1/100m2

47122.000 n*: 30.36 1/100m2

Size 3
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Anti-glare cone: aluminium, black
lacquered. Cut-off angle 40°.
Recess depth 180mm for DALI control
gear.
Accessories page 499

46926.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.79
UGR -10.5
55° < 200 cd/m2

46925.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.79
UGR -11.3
55° < 200 cd/m2

47926.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.79
UGR -10.5
55° < 200 cd/m2

47925.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.79
UGR -11.3
55° < 200 cd/m2

46932.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.69
UGR 1.2
55° < 200 cd/m2

Quintessence Double-focus downlight with LED
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46931.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.69
UGR 0.4
55° < 200 cd/m2

47932.000 DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.69
UGR 1.2
55° < 200 cd/m2

47931.000 DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.00kg
LMF D

LED

LOR 0.69
UGR 0.4
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46926.000 6.7 W 22 43 64 107
46925.000 6.7 W 27 53 80 132
47926.000 6.7 W 22 43 64 107
47925.000 6.7 W 27 53 80 132
46932.000 6.7 W 25 49 74 123
46931.000 6.7 W 31 61 92 152
47932.000 6.7 W 25 49 74 123
47931.000 6.7 W 31 61 92 152

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46926.000 6.7 W 218 145 109 82
46925.000 6.7 W 176 117 88 66
47926.000 6.7 W 218 145 109 82
47925.000 6.7 W 176 117 88 66
46932.000 6.7 W 189 126 95 71
46931.000 6.7 W 152 102 76 57
47932.000 6.7 W 189 126 95 71
47931.000 6.7 W 152 102 76 57

Connected load
46926.000 P: 8 W
46925.000 P: 8 W
47926.000 P: 8 W
47925.000 P: 8 W
46932.000 P: 8 W
46931.000 P: 8 W
47932.000 P: 8 W
47931.000 P: 8 W

Connected load per 100lx
46926.000 P*: 1.64 W/m2

46925.000 P*: 2.03 W/m2

47926.000 P*: 1.64 W/m2

47925.000 P*: 2.03 W/m2

46932.000 P*: 1.88 W/m2

46931.000 P*: 2.34 W/m2

47932.000 P*: 1.88 W/m2

47931.000 P*: 2.34 W/m2

Number of luminaires per 100lx
46926.000 n*: 21.24 1/100m2

46925.000 n*: 26.37 1/100m2

47926.000 n*: 21.24 1/100m2

47925.000 n*: 26.37 1/100m2

46932.000 n*: 24.46 1/100m2

46931.000 n*: 30.36 1/100m2

47932.000 n*: 24.46 1/100m2

47931.000 n*: 30.36 1/100m2

Size 5
Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare cone: aluminium, black
lacquered. Cut-off angle 40°.
Control gear to be ordered separately.

Accessories page 499

46119.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.79
UGR -10.8
55° < 200 cd/m2

46118.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.79
UGR -11.6
55° < 200 cd/m2

47119.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.79
UGR -10.8
55° < 200 cd/m2

47118.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.79
UGR -11.6
55° < 200 cd/m2

Quintessence Double-focus downlight with LED
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46125.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.70
UGR 1.4
55° < 200 cd/m2

46124.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.70
UGR 0.6
55° < 200 cd/m2

47125.000
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.70
UGR 1.4
55° < 200 cd/m2

47124.000
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.00kg
LMF D
Iz

LED

LOR 0.70
UGR 0.6
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46119.000 20 W 7 15 22 36
46118.000 20 W 9 18 27 44
47119.000 20 W 7 15 22 36
47118.000 20 W 9 18 27 44
46125.000 20 W 8 17 25 41
46124.000 20 W 10 20 30 50
47125.000 20 W 8 17 25 41
47124.000 20 W 10 20 30 50

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46119.000 20 W 657 438 329 247
46118.000 20 W 530 353 265 199
47119.000 20 W 657 438 329 247
47118.000 20 W 530 353 265 199
46125.000 20 W 576 384 288 216
46124.000 20 W 464 309 232 174
47125.000 20 W 576 384 288 216
47124.000 20 W 464 309 232 174

Connected load
without control gear
46119.000 P: 20 W
46118.000 P: 20 W
47119.000 P: 20 W
47118.000 P: 20 W
46125.000 P: 20 W
46124.000 P: 20 W
47125.000 P: 20 W
47124.000 P: 20 W

Connected load per 100lx
without control gear
46119.000 P*: 1.41 W/m2

46118.000 P*: 1.75 W/m2

47119.000 P*: 1.41 W/m2

47118.000 P*: 1.75 W/m2

46125.000 P*: 1.61 W/m2

46124.000 P*: 2.00 W/m2

47125.000 P*: 1.61 W/m2

47124.000 P*: 2.00 W/m2

Number of luminaires per 100lx

46119.000 n*: 7.04 1/100m2

46118.000 n*: 8.74 1/100m2

47119.000 n*: 7.04 1/100m2

47118.000 n*: 8.74 1/100m2

46125.000 n*: 8.04 1/100m2

46124.000 n*: 9.98 1/100m2

47125.000 n*: 8.04 1/100m2

47124.000 n*: 9.98 1/100m2

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Anti-glare cone: aluminium, black
lacquered. Cut-off angle 40°.
Accessories page 499

46928.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.79
UGR -10.8
55° < 200 cd/m2

46927.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.79
UGR -11.6
55° < 200 cd/m2

47928.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.79
UGR -10.8
55° < 200 cd/m2

Quintessence Double-focus downlight with LED
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47927.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.79
UGR -11.6
55° < 200 cd/m2

46934.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.70
UGR 1.4
55° < 200 cd/m2

46933.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.70
UGR 0.6
55° < 200 cd/m2

47934.000 DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.70
UGR 1.4
55° < 200 cd/m2

47933.000 DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.65kg
LMF D

LED

LOR 0.70
UGR 0.6
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46928.000 20 W 7 15 22 36
46927.000 20 W 9 18 27 44
47928.000 20 W 7 15 22 36
47927.000 20 W 9 18 27 44
46934.000 20 W 8 17 25 41
46933.000 20 W 10 20 30 50
47934.000 20 W 8 17 25 41
47933.000 20 W 10 20 30 50

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46928.000 20 W 657 438 329 247
46927.000 20 W 530 353 265 199
47928.000 20 W 657 438 329 247
47927.000 20 W 530 353 265 199
46934.000 20 W 576 384 288 216
46933.000 20 W 464 309 232 174
47934.000 20 W 576 384 288 216
47933.000 20 W 464 309 232 174

Connected load
46928.000 P: 24 W
46927.000 P: 24 W
47928.000 P: 24 W
47927.000 P: 24 W
46934.000 P: 24 W
46933.000 P: 24 W
47934.000 P: 24 W
47933.000 P: 24 W

Connected load per 100lx
46928.000 P*: 1.69 W/m2

46927.000 P*: 2.10 W/m2

47928.000 P*: 1.69 W/m2

47927.000 P*: 2.10 W/m2

46934.000 P*: 1.93 W/m2

46933.000 P*: 2.40 W/m2

47934.000 P*: 1.93 W/m2

47933.000 P*: 2.40 W/m2

Number of luminaires per 100lx
46928.000 n*: 7.04 1/100m2

46927.000 n*: 8.74 1/100m2

47928.000 n*: 7.04 1/100m2

47927.000 n*: 8.74 1/100m2

46934.000 n*: 8.04 1/100m2

46933.000 n*: 9.98 1/100m2

47934.000 n*: 8.04 1/100m2

47933.000 n*: 9.98 1/100m2

Size 7
Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Anti-glare cone: aluminium, black
lacquered. Cut-off angle 40°.
Control gear to be ordered separately.

Accessories page 499

46121.000
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.81
UGR -9.9
55° < 200 cd/m2

46120.000
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.81
UGR -10.7
55° < 200 cd/m2

Quintessence Double-focus downlight with LED
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47121.000
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.81
UGR -9.9
55° < 200 cd/m2

47120.000
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.81
UGR -10.7
55° < 200 cd/m2

46127.000
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.72
UGR 1.9
55° < 200 cd/m2

46126.000
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.72
UGR 1.1
55° < 200 cd/m2

47127.000
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.72
UGR 1.9
55° < 200 cd/m2

47126.000
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 1.55kg
LMF D
Iz

LED

LOR 0.72
UGR 1.1
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46121.000 27 W 6 11 16 26
46120.000 27 W 7 13 20 33
47121.000 27 W 6 11 16 26
47120.000 27 W 7 13 20 33
46127.000 27 W 6 12 18 30
46126.000 27 W 8 15 22 37
47127.000 27 W 6 12 18 30
47126.000 27 W 8 15 22 37

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46121.000 27 W 896 597 448 336
46120.000 27 W 722 481 361 271
47121.000 27 W 896 597 448 336
47120.000 27 W 722 481 361 271
46127.000 27 W 787 525 393 295
46126.000 27 W 634 423 317 238
47127.000 27 W 787 525 393 295
47126.000 27 W 634 423 317 238

Connected load
without control gear
46121.000 P: 27 W
46120.000 P: 27 W
47121.000 P: 27 W
47120.000 P: 27 W
46127.000 P: 27 W
46126.000 P: 27 W
47127.000 P: 27 W
47126.000 P: 27 W

Connected load per 100lx
without control gear
46121.000 P*: 1.39 W/m2

46120.000 P*: 1.73 W/m2

47121.000 P*: 1.39 W/m2

47120.000 P*: 1.73 W/m2

46127.000 P*: 1.59 W/m2

46126.000 P*: 1.97 W/m2

47127.000 P*: 1.59 W/m2

47126.000 P*: 1.97 W/m2

Number of luminaires per 100lx

46121.000 n*: 5.17 1/100m2

46120.000 n*: 6.41 1/100m2

47121.000 n*: 5.17 1/100m2

47120.000 n*: 6.41 1/100m2

46127.000 n*: 5.88 1/100m2

46126.000 n*: 7.30 1/100m2

47127.000 n*: 5.88 1/100m2

47126.000 n*: 7.30 1/100m2

Size 7
Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Anti-glare cone: aluminium, black
lacquered. Cut-off angle 40°.
Accessories page 499

46930.000 DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.81
UGR -9.9
55° < 200 cd/m2

Quintessence Double-focus downlight with LED
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46929.000 DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.81
UGR -10.7
55° < 200 cd/m2

47930.000 DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.81
UGR -9.9
55° < 200 cd/m2

47929.000 DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.81
UGR -10.7
55° < 200 cd/m2

46936.000 DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.72
UGR 1.9
55° < 200 cd/m2

46935.000 DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, wide flood

Covered mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.72
UGR 1.1
55° < 200 cd/m2

47936.000 DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.72
UGR 1.9
55° < 200 cd/m2

47935.000 DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, wide flood

Flush mounting
detail
Weight 2.60kg
LMF D

LED

LOR 0.72
UGR 1.1
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46930.000 27 W 6 11 16 26
46929.000 27 W 7 13 20 33
47930.000 27 W 6 11 16 26
47929.000 27 W 7 13 20 33
46936.000 27 W 6 12 18 30
46935.000 27 W 8 15 22 37
47936.000 27 W 6 12 18 30
47935.000 27 W 8 15 22 37

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46930.000 27 W 896 597 448 336
46929.000 27 W 722 481 361 271
47930.000 27 W 896 597 448 336
47929.000 27 W 722 481 361 271
46936.000 27 W 787 525 393 295
46935.000 27 W 634 423 317 238
47936.000 27 W 787 525 393 295
47935.000 27 W 634 423 317 238

Connected load
46930.000 P: 31 W
46929.000 P: 31 W
47930.000 P: 31 W
47929.000 P: 31 W
46936.000 P: 31 W
46935.000 P: 31 W
47936.000 P: 31 W
47935.000 P: 31 W

Connected load per 100lx
46930.000 P*: 1.60 W/m2

46929.000 P*: 1.99 W/m2

47930.000 P*: 1.60 W/m2

47929.000 P*: 1.99 W/m2

46936.000 P*: 1.82 W/m2

46935.000 P*: 2.26 W/m2

47936.000 P*: 1.82 W/m2

47935.000 P*: 2.26 W/m2

Number of luminaires per 100lx
46930.000 n*: 5.17 1/100m2

46929.000 n*: 6.41 1/100m2

47930.000 n*: 5.17 1/100m2

47929.000 n*: 6.41 1/100m2

46936.000 n*: 5.88 1/100m2

46935.000 n*: 7.30 1/100m2

47936.000 n*: 5.88 1/100m2

47935.000 n*: 7.30 1/100m2

Quintessence Double-focus downlight with LED
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Size 3
30°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Recess depth 180mm for control gear
83693.000, 83694.000.
Control gear to be ordered separately.
Accessories page 499

46701.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

46700.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

47757.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

47756.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46701.000 13 W 13 27 40 66
46700.000 13 W 17 33 49 81
47757.000 13 W 13 27 40 66
47756.000 13 W 17 33 49 81

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46701.000 13 W 355 237 178 133
46700.000 13 W 286 191 143 107
47757.000 13 W 355 237 178 133
47756.000 13 W 286 191 143 107

Connected load
without control gear
46701.000 P: 13 W
46700.000 P: 13 W
47757.000 P: 13 W
47756.000 P: 13 W

Connected load per 100lx
without control gear
46701.000 P*: 1.69 W/m2

46700.000 P*: 2.10 W/m2

47757.000 P*: 1.69 W/m2

47756.000 P*: 2.10 W/m2

Number of luminaires per 100lx

46701.000 n*: 13.04 1/100m2

46700.000 n*: 16.18 1/100m2

47757.000 n*: 13.04 1/100m2

47756.000 n*: 16.18 1/100m2

Size 3
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Recess depth 180mm for DALI control
gear.
Accessories page 499

46803.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

46802.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

Quintessence Downlight with LED
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47860.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

47859.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46803.000 13 W 13 27 40 66
46802.000 13 W 17 33 49 81
47860.000 13 W 13 27 40 66
47859.000 13 W 17 33 49 81

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46803.000 13 W 355 237 178 133
46802.000 13 W 286 191 143 107
47860.000 13 W 355 237 178 133
47859.000 13 W 286 191 143 107

Connected load
46803.000 P: 16 W
46802.000 P: 16 W
47860.000 P: 16 W
47859.000 P: 16 W

Connected load per 100lx
46803.000 P*: 2.09 W/m2

46802.000 P*: 2.59 W/m2

47860.000 P*: 2.09 W/m2

47859.000 P*: 2.59 W/m2

Number of luminaires per 100lx
46803.000 n*: 13.04 1/100m2

46802.000 n*: 16.18 1/100m2

47860.000 n*: 13.04 1/100m2

47859.000 n*: 16.18 1/100m2

Size 3
40°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Recess depth 180mm for control gear
83693.000, 83694.000.
Control gear to be ordered separately.
Accessories page 499

46715.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

46714.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

47713.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

47712.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46715.000 13 W 14 28 41 68
46714.000 13 W 17 34 51 85
47713.000 13 W 14 28 41 68
47712.000 13 W 17 34 51 85

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46715.000 13 W 340 227 170 128
46714.000 13 W 274 183 137 103
47713.000 13 W 340 227 170 128
47712.000 13 W 274 183 137 103

Connected load
without control gear
46715.000 P: 13 W
46714.000 P: 13 W
47713.000 P: 13 W
47712.000 P: 13 W

Connected load per 100lx
without control gear
46715.000 P*: 1.77 W/m2

46714.000 P*: 2.20 W/m2

47713.000 P*: 1.77 W/m2

47712.000 P*: 2.20 W/m2

Number of luminaires per 100lx

46715.000 n*: 13.61 1/100m2

46714.000 n*: 16.89 1/100m2

47713.000 n*: 13.61 1/100m2

47712.000 n*: 16.89 1/100m2

Quintessence Downlight with LED
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449

Size 3
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Recess depth 180mm for DALI control
gear.
Accessories page 500

46817.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

46816.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

47815.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

47814.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46817.000 13 W 14 28 41 68
46816.000 13 W 17 34 51 85
47815.000 13 W 14 28 41 68
47814.000 13 W 17 34 51 85

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46817.000 13 W 340 227 170 128
46816.000 13 W 274 183 137 103
47815.000 13 W 340 227 170 128
47814.000 13 W 274 183 137 103

Connected load
46817.000 P: 16 W
46816.000 P: 16 W
47815.000 P: 16 W
47814.000 P: 16 W

Connected load per 100lx
46817.000 P*: 2.18 W/m2

46816.000 P*: 2.70 W/m2

47815.000 P*: 2.18 W/m2

47814.000 P*: 2.70 W/m2

Number of luminaires per 100lx
46817.000 n*: 13.61 1/100m2

46816.000 n*: 16.89 1/100m2

47815.000 n*: 13.61 1/100m2

47814.000 n*: 16.89 1/100m2

Quintessence Downlight with LED and shadow gap

Size 3
30°

Size 4
Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised. Reflector size 3, cut-off angle
30°.
Diffuser: glass, frosted.
Recess depth 150mm for control gear
83694.000.
Control gear to be ordered separately.
Accessories page 499

46703.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

Quintessence Downlight with LED
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46702.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

47701.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

47700.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46703.000 13 W 13 27 40 66
46702.000 13 W 17 33 49 81
47701.000 13 W 13 27 40 66
47700.000 13 W 17 33 49 81

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46703.000 13 W 355 237 178 133
46702.000 13 W 286 191 143 107
47701.000 13 W 355 237 178 133
47700.000 13 W 286 191 143 107

Connected load
without control gear
46703.000 P: 13 W
46702.000 P: 13 W
47701.000 P: 13 W
47700.000 P: 13 W

Connected load per 100lx
without control gear
46703.000 P*: 1.69 W/m2

46702.000 P*: 2.10 W/m2

47701.000 P*: 1.69 W/m2

47700.000 P*: 2.10 W/m2

Number of luminaires per 100lx

46703.000 n*: 13.04 1/100m2

46702.000 n*: 16.18 1/100m2

47701.000 n*: 13.04 1/100m2

47700.000 n*: 16.18 1/100m2

Size 3
30°

Size 4
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Reflector size 3, cut-off angle
30°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 499

46805.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

46804.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

Quintessence Downlight with LED and shadow gap
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47803.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.88kg
LMF D
0 qp

LED

LOR 0.68
UGR 19.0
65° < 200 cd/m2

47802.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.68
UGR 18.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46805.000 13 W 13 27 40 66
46804.000 13 W 17 33 49 81
47803.000 13 W 13 27 40 66
47802.000 13 W 17 33 49 81

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46805.000 13 W 355 237 178 133
46804.000 13 W 286 191 143 107
47803.000 13 W 355 237 178 133
47802.000 13 W 286 191 143 107

Connected load
46805.000 P: 16 W
46804.000 P: 16 W
47803.000 P: 16 W
47802.000 P: 16 W

Connected load per 100lx
46805.000 P*: 2.09 W/m2

46804.000 P*: 2.59 W/m2

47803.000 P*: 2.09 W/m2

47802.000 P*: 2.59 W/m2

Number of luminaires per 100lx
46805.000 n*: 13.04 1/100m2

46804.000 n*: 16.18 1/100m2

47803.000 n*: 13.04 1/100m2

47802.000 n*: 16.18 1/100m2

Size 3
40°

Size 4
Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised. Reflector size 3, cut-off angle
40°.
Diffuser: glass, frosted.
Recess depth 150mm for control gear
83694.000.
Control gear to be ordered separately.
Accessories page 499

46717.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

46716.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

47715.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

47714.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46717.000 13 W 14 28 41 68
46716.000 13 W 17 34 51 85
47715.000 13 W 14 28 41 68
47714.000 13 W 17 34 51 85

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46717.000 13 W 340 227 170 128
46716.000 13 W 274 183 137 103
47715.000 13 W 340 227 170 128
47714.000 13 W 274 183 137 103

Connected load
without control gear
46717.000 P: 13 W
46716.000 P: 13 W
47715.000 P: 13 W
47714.000 P: 13 W

Connected load per 100lx
without control gear
46717.000 P*: 1.77 W/m2

46716.000 P*: 2.20 W/m2

47715.000 P*: 1.77 W/m2

47714.000 P*: 2.20 W/m2

Number of luminaires per 100lx

46717.000 n*: 13.61 1/100m2

46716.000 n*: 16.89 1/100m2

47715.000 n*: 13.61 1/100m2

47714.000 n*: 16.89 1/100m2

Quintessence Downlight with LED and shadow gap
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Size 3
40°

Size 4
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Reflector size 3, cut-off angle
40°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 500

46819.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

46818.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

47817.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

47816.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46819.000 13 W 14 28 41 68
46818.000 13 W 17 34 51 85
47817.000 13 W 14 28 41 68
47816.000 13 W 17 34 51 85

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46819.000 13 W 340 227 170 128
46818.000 13 W 274 183 137 103
47817.000 13 W 340 227 170 128
47816.000 13 W 274 183 137 103

Connected load
46819.000 P: 16 W
46818.000 P: 16 W
47817.000 P: 16 W
47816.000 P: 16 W

Connected load per 100lx
46819.000 P*: 2.18 W/m2

46818.000 P*: 2.70 W/m2

47817.000 P*: 2.18 W/m2

47816.000 P*: 2.70 W/m2

Number of luminaires per 100lx
46819.000 n*: 13.61 1/100m2

46818.000 n*: 16.89 1/100m2

47817.000 n*: 13.61 1/100m2

47816.000 n*: 16.89 1/100m2

Quintessence Downlight with LED

Size 4
30°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Recess depth 150mm for control gear
83695.000.
Control gear to be ordered separately.
Accessories page 499

46721.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

Quintessence Downlight with LED and shadow gap
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46720.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

47719.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

47718.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46721.000 20 W 10 19 28 46
46720.000 20 W 12 23 34 57
47719.000 20 W 10 19 28 46
47718.000 20 W 12 23 34 57

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46721.000 20 W 511 341 256 192
46720.000 20 W 412 275 206 155
47719.000 20 W 511 341 256 192
47718.000 20 W 412 275 206 155

Connected load
without control gear
46721.000 P: 20 W
46720.000 P: 20 W
47719.000 P: 20 W
47718.000 P: 20 W

Connected load per 100lx
without control gear
46721.000 P*: 1.81 W/m2

46720.000 P*: 2.25 W/m2

47719.000 P*: 1.81 W/m2

47718.000 P*: 2.25 W/m2

Number of luminaires per 100lx

46721.000 n*: 9.05 1/100m2

46720.000 n*: 11.24 1/100m2

47719.000 n*: 9.05 1/100m2

47718.000 n*: 11.24 1/100m2

Size 4
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 500

46823.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

46822.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

Quintessence Downlight with LED
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47821.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

47820.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46823.000 20 W 10 19 28 46
46822.000 20 W 12 23 34 57
47821.000 20 W 10 19 28 46
47820.000 20 W 12 23 34 57

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46823.000 20 W 511 341 256 192
46822.000 20 W 412 275 206 155
47821.000 20 W 511 341 256 192
47820.000 20 W 412 275 206 155

Connected load
46823.000 P: 24 W
46822.000 P: 24 W
47821.000 P: 24 W
47820.000 P: 24 W

Connected load per 100lx
46823.000 P*: 2.17 W/m2

46822.000 P*: 2.70 W/m2

47821.000 P*: 2.17 W/m2

47820.000 P*: 2.70 W/m2

Number of luminaires per 100lx
46823.000 n*: 9.05 1/100m2

46822.000 n*: 11.24 1/100m2

47821.000 n*: 9.05 1/100m2

47820.000 n*: 11.24 1/100m2

Size 4
40°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Recess depth 150mm for control gear
83695.000.
Control gear to be ordered separately.
Accessories page 499

46707.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

46706.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

47705.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

47704.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46707.000 20 W 10 19 28 47
46706.000 20 W 12 23 35 58
47705.000 20 W 10 19 28 47
47704.000 20 W 12 23 35 58

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46707.000 20 W 502 335 251 188
46706.000 20 W 405 270 202 152
47705.000 20 W 502 335 251 188
47704.000 20 W 405 270 202 152

Connected load
without control gear
46707.000 P: 20 W
46706.000 P: 20 W
47705.000 P: 20 W
47704.000 P: 20 W

Connected load per 100lx
without control gear
46707.000 P*: 1.84 W/m2

46706.000 P*: 2.29 W/m2

47705.000 P*: 1.84 W/m2

47704.000 P*: 2.29 W/m2

Number of luminaires per 100lx

46707.000 n*: 9.21 1/100m2

46706.000 n*: 11.44 1/100m2

47705.000 n*: 9.21 1/100m2

47704.000 n*: 11.44 1/100m2

Quintessence Downlight with LED

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0454_bild_erco_hk12.p1.pdf  Layer 2: 0454_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w454

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0454_bild_erco_hk12.p1.pdf  Layer 2: 0454_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w454



DALI
PLUG+
PLAY

3466666666

3
4

3466666

126666

3
46
6
6
6
6
4
6

142d

d131

223 x 95

49

13
4

7

30° 30°

60° 60°

1800 cd

3466666666

3
4

3466666

126666

3
46
6
6
6
6
4
6

142d

d131

223 x 95

49

13
4

7
30° 30°

60° 60°

1800 cd

3466666666

3
4

346666

126666

3
46
6
6
6
6
4
6

134d

d137

223 x 95

49

13
6

7

30° 30°

60° 60°

1800 cd

3466666666

3
4

346666

126666

3
46
6
6
6
6
4
6

134d

d137

223 x 95

49

13
6

7

30° 30°

60° 60°

1800 cd

34666666

1266666

3
4
6
6
6
6
4
6

177d

12
4

d168

12

30° 30°

60° 60°

1500 cd

455

Size 4
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 499

46809.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

46808.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

47807.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

47806.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46809.000 20 W 10 19 28 47
46808.000 20 W 12 23 35 58
47807.000 20 W 10 19 28 47
47806.000 20 W 12 23 35 58

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46809.000 20 W 502 335 251 188
46808.000 20 W 405 270 202 152
47807.000 20 W 502 335 251 188
47806.000 20 W 405 270 202 152

Connected load
46809.000 P: 24 W
46808.000 P: 24 W
47807.000 P: 24 W
47806.000 P: 24 W

Connected load per 100lx
46809.000 P*: 2.21 W/m2

46808.000 P*: 2.75 W/m2

47807.000 P*: 2.21 W/m2

47806.000 P*: 2.75 W/m2

Number of luminaires per 100lx
46809.000 n*: 9.21 1/100m2

46808.000 n*: 11.44 1/100m2

47807.000 n*: 9.21 1/100m2

47806.000 n*: 11.44 1/100m2

Quintessence Downlight with LED and shadow gap

Size 4
30°

Size 5
Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised. Reflector size 4, cut-off angle
30°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 499

46723.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

Quintessence Downlight with LED
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46722.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

47721.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

47720.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46723.000 20 W 10 19 28 46
46722.000 20 W 12 23 34 57
47721.000 20 W 10 19 28 46
47720.000 20 W 12 23 34 57

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46723.000 20 W 511 341 256 192
46722.000 20 W 412 275 206 155
47721.000 20 W 511 341 256 192
47720.000 20 W 412 275 206 155

Connected load
without control gear
46723.000 P: 20 W
46722.000 P: 20 W
47721.000 P: 20 W
47720.000 P: 20 W

Connected load per 100lx
without control gear
46723.000 P*: 1.81 W/m2

46722.000 P*: 2.25 W/m2

47721.000 P*: 1.81 W/m2

47720.000 P*: 2.25 W/m2

Number of luminaires per 100lx

46723.000 n*: 9.05 1/100m2

46722.000 n*: 11.24 1/100m2

47721.000 n*: 9.05 1/100m2

47720.000 n*: 11.24 1/100m2

Size 4
30°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
30°.
Diffuser: glass, frosted.
Accessories page 500

46825.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

46824.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

Quintessence Downlight with LED and shadow gap
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47823.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

47822.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46825.000 20 W 10 19 28 46
46824.000 20 W 12 23 34 57
47823.000 20 W 10 19 28 46
47822.000 20 W 12 23 34 57

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46825.000 20 W 511 341 256 192
46824.000 20 W 412 275 206 155
47823.000 20 W 511 341 256 192
47822.000 20 W 412 275 206 155

Connected load
46825.000 P: 24 W
46824.000 P: 24 W
47823.000 P: 24 W
47822.000 P: 24 W

Connected load per 100lx
46825.000 P*: 2.17 W/m2

46824.000 P*: 2.70 W/m2

47823.000 P*: 2.17 W/m2

47822.000 P*: 2.70 W/m2

Number of luminaires per 100lx
46825.000 n*: 9.05 1/100m2

46824.000 n*: 11.24 1/100m2

47823.000 n*: 9.05 1/100m2

47822.000 n*: 11.24 1/100m2

Size 4
40°

Size 5
Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised. Reflector size 4, cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 499

46709.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

46708.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

47707.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

47706.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46709.000 20 W 10 19 28 47
46708.000 20 W 12 23 35 58
47707.000 20 W 10 19 28 47
47706.000 20 W 12 23 35 58

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46709.000 20 W 502 335 251 188
46708.000 20 W 405 270 202 152
47707.000 20 W 502 335 251 188
47706.000 20 W 405 270 202 152

Connected load
without control gear
46709.000 P: 20 W
46708.000 P: 20 W
47707.000 P: 20 W
47706.000 P: 20 W

Connected load per 100lx
without control gear
46709.000 P*: 1.84 W/m2

46708.000 P*: 2.29 W/m2

47707.000 P*: 1.84 W/m2

47706.000 P*: 2.29 W/m2

Number of luminaires per 100lx

46709.000 n*: 9.21 1/100m2

46708.000 n*: 11.44 1/100m2

47707.000 n*: 9.21 1/100m2

47706.000 n*: 11.44 1/100m2
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458

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 500

46811.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

46810.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

47809.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

47808.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46811.000 20 W 10 19 28 47
46810.000 20 W 12 23 35 58
47809.000 20 W 10 19 28 47
47808.000 20 W 12 23 35 58

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46811.000 20 W 502 335 251 188
46810.000 20 W 405 270 202 152
47809.000 20 W 502 335 251 188
47808.000 20 W 405 270 202 152

Connected load
46811.000 P: 24 W
46810.000 P: 24 W
47809.000 P: 24 W
47808.000 P: 24 W

Connected load per 100lx
46811.000 P*: 2.21 W/m2

46810.000 P*: 2.75 W/m2

47809.000 P*: 2.21 W/m2

47808.000 P*: 2.75 W/m2

Number of luminaires per 100lx
46811.000 n*: 9.21 1/100m2

46810.000 n*: 11.44 1/100m2

47809.000 n*: 9.21 1/100m2

47808.000 n*: 11.44 1/100m2
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459

Size 4
30°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral varychrome ring: plastic,
white (RAL9010). LED module with
connection cable, L 500mm. Including
DALI control gear with plug and play
connectivity for ERCO RGB varychrome
colour mixing. 4-pole terminal block.
Through-wiring possible.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
30°.
Diffuser: glass, frosted.
Accessories page 500

46827.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

46826.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

47825.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.65
UGR 18.0
65° < 200 cd/m2

47824.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.65
UGR 17.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46827.000 20 W 10 19 28 46
46826.000 20 W 12 23 34 57
47825.000 20 W 10 19 28 46
47824.000 20 W 12 23 34 57

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46827.000 20 W 511 341 256 192
46826.000 20 W 412 275 206 155
47825.000 20 W 511 341 256 192
47824.000 20 W 412 275 206 155

Connected load
46827.000 P: 24 W
46826.000 P: 24 W
47825.000 P: 24 W
47824.000 P: 24 W

Connected load per 100lx
46827.000 P*: 2.17 W/m2

46826.000 P*: 2.70 W/m2

47825.000 P*: 2.17 W/m2

47824.000 P*: 2.70 W/m2

Number of luminaires per 100lx
46827.000 n*: 9.05 1/100m2

46826.000 n*: 11.24 1/100m2

47825.000 n*: 9.05 1/100m2

47824.000 n*: 11.24 1/100m2

Quintessence Downlight with LED and varychrome ring
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460

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral varychrome ring: plastic,
white (RAL9010). LED module with
connection cable, L 500mm. Including
DALI control gear with plug and play
connectivity for ERCO RGB varychrome
colour mixing. 4-pole terminal block.
Through-wiring possible.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 500

46813.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

46812.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

47811.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

47810.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46813.000 20 W 10 19 28 47
46812.000 20 W 12 23 35 58
47811.000 20 W 10 19 28 47
47810.000 20 W 12 23 35 58

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46813.000 20 W 502 335 251 188
46812.000 20 W 405 270 202 152
47811.000 20 W 502 335 251 188
47810.000 20 W 405 270 202 152

Connected load
46813.000 P: 24 W
46812.000 P: 24 W
47811.000 P: 24 W
47810.000 P: 24 W

Connected load per 100lx
46813.000 P*: 2.21 W/m2

46812.000 P*: 2.75 W/m2

47811.000 P*: 2.21 W/m2

47810.000 P*: 2.75 W/m2

Number of luminaires per 100lx
46813.000 n*: 9.21 1/100m2

46812.000 n*: 11.44 1/100m2

47811.000 n*: 9.21 1/100m2

47810.000 n*: 11.44 1/100m2

Quintessence Downlight with LED and varychrome ring

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0460_bild_erco_hk12.p1.pdf  Layer 2: 0460_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w460

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0460_bild_erco_hk12.p1.pdf  Layer 2: 0460_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w460



34666666

12666666

3
4
6
6
6
6
6
6
4
6

177d

d168

16
0

7

30° 30°

60° 60°

2000 cd

34666666

12666666

3
4
6
6
6
6
6
6
4
6

177d

d168

16
0

7

30° 30°

60° 60°

2000 cd

34666666

12666666

3
4
6
6
6
6
6
6
4
6

169d

d172

16
2

7

30° 30°

60° 60°

2000 cd

34666666

12666666

3
4
6
6
6
6
6
6
4
6

169d

d172

16
2

7

30° 30°

60° 60°

2000 cd

DALI
PLUG+
PLAY

34666666

12666666

3
4
6
6
6
6
6
6
4
6

3466666666

3
4

177d

d168

16
0

7

223 x 95

49

30° 30°

60° 60°

2000 cd

34666666

12666666

3
4
6
6
6
6
6
6
4
6

3466666666

3
4

177d

d168

16
0

7

223 x 95

49

30° 30°

60° 60°

2000 cd

461

Size 5
30°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 499

46727.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR 17.8
65° < 200 cd/m2

46726.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR 17.1
65° < 200 cd/m2

47725.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR 17.8
65° < 200 cd/m2

47724.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR 17.1
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46727.000 27 W 7 13 19 32
46726.000 27 W 8 16 24 39
47725.000 27 W 7 13 19 32
47724.000 27 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46727.000 27 W 742 495 371 278
46726.000 27 W 598 399 299 224
47725.000 27 W 742 495 371 278
47724.000 27 W 598 399 299 224

Connected load
without control gear
46727.000 P: 27 W
46726.000 P: 27 W
47725.000 P: 27 W
47724.000 P: 27 W

Connected load per 100lx
without control gear
46727.000 P*: 1.68 W/m2

46726.000 P*: 2.09 W/m2

47725.000 P*: 1.68 W/m2

47724.000 P*: 2.09 W/m2

Number of luminaires per 100lx

46727.000 n*: 6.24 1/100m2

46726.000 n*: 7.74 1/100m2

47725.000 n*: 6.24 1/100m2

47724.000 n*: 7.74 1/100m2

Size 5
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 500

46829.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR 17.8
65° < 200 cd/m2

46828.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR 17.1
65° < 200 cd/m2

Quintessence Downlight with LED
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47827.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR 17.8
65° < 200 cd/m2

47826.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR 17.1
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46829.000 27 W 7 13 19 32
46828.000 27 W 8 16 24 39
47827.000 27 W 7 13 19 32
47826.000 27 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46829.000 27 W 742 495 371 278
46828.000 27 W 598 399 299 224
47827.000 27 W 742 495 371 278
47826.000 27 W 598 399 299 224

Connected load
46829.000 P: 31 W
46828.000 P: 31 W
47827.000 P: 31 W
47826.000 P: 31 W

Connected load per 100lx
46829.000 P*: 1.93 W/m2

46828.000 P*: 2.40 W/m2

47827.000 P*: 1.93 W/m2

47826.000 P*: 2.40 W/m2

Number of luminaires per 100lx
46829.000 n*: 6.24 1/100m2

46828.000 n*: 7.74 1/100m2

47827.000 n*: 6.24 1/100m2

47826.000 n*: 7.74 1/100m2

Size 5
40°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 499

46713.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR 16.7
55° < 200 cd/m2

46712.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR 16.0
55° < 200 cd/m2

47711.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR 16.7
55° < 200 cd/m2

47710.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR 16.0
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46713.000 27 W 7 13 19 32
46712.000 27 W 8 16 24 39
47711.000 27 W 7 13 19 32
47710.000 27 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46713.000 27 W 743 496 372 279
46712.000 27 W 599 399 299 225
47711.000 27 W 743 496 372 279
47710.000 27 W 599 399 299 225

Connected load
without control gear
46713.000 P: 27 W
46712.000 P: 27 W
47711.000 P: 27 W
47710.000 P: 27 W

Connected load per 100lx
without control gear
46713.000 P*: 1.68 W/m2

46712.000 P*: 2.09 W/m2

47711.000 P*: 1.68 W/m2

47710.000 P*: 2.09 W/m2

Number of luminaires per 100lx

46713.000 n*: 6.23 1/100m2

46712.000 n*: 7.73 1/100m2

47711.000 n*: 6.23 1/100m2

47710.000 n*: 7.73 1/100m2

Quintessence Downlight with LED
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Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 500

46815.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR 16.7
55° < 200 cd/m2

46814.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR 16.0
55° < 200 cd/m2

47813.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR 16.7
55° < 200 cd/m2

47812.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR 16.0
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46815.000 27 W 7 13 19 32
46814.000 27 W 8 16 24 39
47813.000 27 W 7 13 19 32
47812.000 27 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46815.000 27 W 743 496 372 279
46814.000 27 W 599 399 299 225
47813.000 27 W 743 496 372 279
47812.000 27 W 599 399 299 225

Connected load
46815.000 P: 31 W
46814.000 P: 31 W
47813.000 P: 31 W
47812.000 P: 31 W

Connected load per 100lx
46815.000 P*: 1.93 W/m2

46814.000 P*: 2.40 W/m2

47813.000 P*: 1.93 W/m2

47812.000 P*: 2.40 W/m2

Number of luminaires per 100lx
46815.000 n*: 6.23 1/100m2

46814.000 n*: 7.73 1/100m2

47813.000 n*: 6.23 1/100m2

47812.000 n*: 7.73 1/100m2

Quintessence Downlight with LED
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Size 5
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Accessories page 499

46800.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.68
UGR 16.1
65° < 200 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

47800.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Flush mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.68
UGR 16.1
65° < 200 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46800.000 23 W 17 33 49 82
47800.000 23 W 17 33 49 82

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46800.000 23 W 285 190 142 107
47800.000 23 W 285 190 142 107

Connected load
46800.000 P: 27 W
47800.000 P: 27 W

Connected load per 100lx
46800.000 P*: 4.39 W/m2

47800.000 P*: 4.39 W/m2

Number of luminaires per 100lx
46800.000 n*: 16.25 1/100m2

47800.000 n*: 16.25 1/100m2

Quintessence Downlight RGBW varychrome with LED
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465

Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Accessories page 499

46801.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.67
UGR 15.0
55° < 200 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

47801.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Flush mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.67
UGR 15.0
55° < 200 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46801.000 23 W 17 33 49 82
47801.000 23 W 17 33 49 82

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46801.000 23 W 284 189 142 106
47801.000 23 W 284 189 142 106

Connected load
46801.000 P: 27 W
47801.000 P: 27 W

Connected load per 100lx
46801.000 P*: 4.40 W/m2

47801.000 P*: 4.40 W/m2

Number of luminaires per 100lx
46801.000 n*: 16.30 1/100m2

47801.000 n*: 16.30 1/100m2

Quintessence Downlight with LED

Size 7
30°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 499

46765.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 17.6
65° < 200 cd/m2

Quintessence Downlight RGBW varychrome with LED
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46766.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 16.8
65° < 200 cd/m2

47765.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 17.6
65° < 200 cd/m2

47766.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 16.8
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46765.000 34 W 5 9 13 22
46766.000 34 W 6 11 16 27
47765.000 34 W 5 9 13 22
47766.000 34 W 6 11 16 27

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46765.000 34 W 1081 720 540 405
46766.000 34 W 871 580 435 326
47765.000 34 W 1081 720 540 405
47766.000 34 W 871 580 435 326

Connected load
without control gear
46765.000 P: 34 W
46766.000 P: 34 W
47765.000 P: 34 W
47766.000 P: 34 W

Connected load per 100lx
without control gear
46765.000 P*: 1.46 W/m2

46766.000 P*: 1.81 W/m2

47765.000 P*: 1.46 W/m2

47766.000 P*: 1.81 W/m2

Number of luminaires per 100lx

46765.000 n*: 4.28 1/100m2

46766.000 n*: 5.32 1/100m2

47765.000 n*: 4.28 1/100m2

47766.000 n*: 5.32 1/100m2

Size 7
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 500

46865.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.82
UGR 17.6
65° < 200 cd/m2

46866.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.82
UGR 16.8
65° < 200 cd/m2

Quintessence Downlight with LED
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47865.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.82
UGR 17.6
65° < 200 cd/m2

47866.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.82
UGR 16.8
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46865.000 34 W 5 9 13 22
46866.000 34 W 6 11 16 27
47865.000 34 W 5 9 13 22
47866.000 34 W 6 11 16 27

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46865.000 34 W 1081 720 540 405
46866.000 34 W 871 580 435 326
47865.000 34 W 1081 720 540 405
47866.000 34 W 871 580 435 326

Connected load
46865.000 P: 39 W
46866.000 P: 39 W
47865.000 P: 39 W
47866.000 P: 39 W

Connected load per 100lx
46865.000 P*: 1.67 W/m2

46866.000 P*: 2.07 W/m2

47865.000 P*: 1.67 W/m2

47866.000 P*: 2.07 W/m2

Number of luminaires per 100lx
46865.000 n*: 4.28 1/100m2

46866.000 n*: 5.32 1/100m2

47865.000 n*: 4.28 1/100m2

47866.000 n*: 5.32 1/100m2

Size 7
40°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 499

46769.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 16.6
55° < 200 cd/m2

46770.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 15.9
55° < 200 cd/m2

47769.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 16.6
55° < 200 cd/m2

47770.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

LOR 0.82
UGR 15.9
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46769.000 34 W 5 9 13 22
46770.000 34 W 6 11 16 27
47769.000 34 W 5 9 13 22
47770.000 34 W 6 11 16 27

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46769.000 34 W 1088 725 544 408
46770.000 34 W 877 584 438 329
47769.000 34 W 1088 725 544 408
47770.000 34 W 877 584 438 329

Connected load
without control gear
46769.000 P: 34 W
46770.000 P: 34 W
47769.000 P: 34 W
47770.000 P: 34 W

Connected load per 100lx
without control gear
46769.000 P*: 1.45 W/m2

46770.000 P*: 1.80 W/m2

47769.000 P*: 1.45 W/m2

47770.000 P*: 1.80 W/m2

Number of luminaires per 100lx

46769.000 n*: 4.25 1/100m2

46770.000 n*: 5.28 1/100m2

47769.000 n*: 4.25 1/100m2

47770.000 n*: 5.28 1/100m2

Quintessence Downlight with LED

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0467_bild_erco_hk12.p1.pdf  Layer 2: 0467_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w467

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0467_bild_erco_hk12.p1.pdf  Layer 2: 0467_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w467



DALI
PLUG+
PLAY

20
5

d221

d206

258x123

54

30° 30°

60° 60°

3000 cd

20
5

d221

d206

258x123

54

30° 30°

60° 60°

3000 cd

20
7

d208

d210

258x123
54

30° 30°

60° 60°

3000 cd

20
7

d208

d210

258x123

54

30° 30°

60° 60°

3000 cd

20
3

d255

d240

30° 30°

60° 60°

2500 cd

20
3

d255

d240

30° 30°

60° 60°

2500 cd

468

Size 7
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 500

46869.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.82
UGR 16.6
55° < 200 cd/m2

46870.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.82
UGR 15.9
55° < 200 cd/m2

47869.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.82
UGR 16.6
55° < 200 cd/m2

47870.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.82
UGR 15.9
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46869.000 34 W 5 9 13 22
46870.000 34 W 6 11 16 27
47869.000 34 W 5 9 13 22
47870.000 34 W 6 11 16 27

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46869.000 34 W 1088 725 544 408
46870.000 34 W 877 584 438 329
47869.000 34 W 1088 725 544 408
47870.000 34 W 877 584 438 329

Connected load
46869.000 P: 39 W
46870.000 P: 39 W
47869.000 P: 39 W
47870.000 P: 39 W

Connected load per 100lx
46869.000 P*: 1.66 W/m2

46870.000 P*: 2.06 W/m2

47869.000 P*: 1.66 W/m2

47870.000 P*: 2.06 W/m2

Number of luminaires per 100lx
46869.000 n*: 4.25 1/100m2

46870.000 n*: 5.28 1/100m2

47869.000 n*: 4.25 1/100m2

47870.000 n*: 5.28 1/100m2

Size 8
30°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 499

46761.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

LOR 0.78
UGR 18.2
65° < 200 cd/m2

46762.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

LOR 0.78
UGR 17.5
65° < 200 cd/m2

Quintessence Downlight with LED
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47761.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

LOR 0.78
UGR 18.2
65° < 200 cd/m2

47762.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

LOR 0.78
UGR 17.5
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46761.000 40 W 4 8 12 20
46762.000 40 W 5 10 15 24
47761.000 40 W 4 8 12 20
47762.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46761.000 40 W 1211 808 606 454
46762.000 40 W 976 651 488 366
47761.000 40 W 1211 808 606 454
47762.000 40 W 976 651 488 366

Connected load
without control gear
46761.000 P: 40 W
46762.000 P: 40 W
47761.000 P: 40 W
47762.000 P: 40 W

Connected load per 100lx
without control gear
46761.000 P*: 1.53 W/m2

46762.000 P*: 1.90 W/m2

47761.000 P*: 1.53 W/m2

47762.000 P*: 1.90 W/m2

Number of luminaires per 100lx

46761.000 n*: 3.82 1/100m2

46762.000 n*: 4.74 1/100m2

47761.000 n*: 3.82 1/100m2

47762.000 n*: 4.74 1/100m2

Size 8
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 500

46861.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR 18.2
65° < 200 cd/m2

46862.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR 17.5
65° < 200 cd/m2

47861.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR 18.2
65° < 200 cd/m2

47862.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR 17.5
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46861.000 40 W 4 8 12 20
46862.000 40 W 5 10 15 24
47861.000 40 W 4 8 12 20
47862.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46861.000 40 W 1211 808 606 454
46862.000 40 W 976 651 488 366
47861.000 40 W 1211 808 606 454
47862.000 40 W 976 651 488 366

Connected load
46861.000 P: 46 W
46862.000 P: 46 W
47861.000 P: 46 W
47862.000 P: 46 W

Connected load per 100lx
46861.000 P*: 1.76 W/m2

46862.000 P*: 2.18 W/m2

47861.000 P*: 1.76 W/m2

47862.000 P*: 2.18 W/m2

Number of luminaires per 100lx
46861.000 n*: 3.82 1/100m2

46862.000 n*: 4.74 1/100m2

47861.000 n*: 3.82 1/100m2

47862.000 n*: 4.74 1/100m2

Quintessence Downlight with LED
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470

Size 8
40°

Housing: cast aluminium, designed as
heat sink. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 499

46775.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.77
UGR 16.8
55° < 1000 cd/m2

46776.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.77
UGR 16.0
55° < 200 cd/m2

47775.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.77
UGR 16.8
55° < 1000 cd/m2

47776.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.77
UGR 16.0
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46775.000 40 W 4 8 12 20
46776.000 40 W 5 10 15 24
47775.000 40 W 4 8 12 20
47776.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46775.000 40 W 1211 807 605 454
46776.000 40 W 975 650 488 366
47775.000 40 W 1211 807 605 454
47776.000 40 W 975 650 488 366

Connected load
without control gear
46775.000 P: 40 W
46776.000 P: 40 W
47775.000 P: 40 W
47776.000 P: 40 W

Connected load per 100lx
without control gear
46775.000 P*: 1.53 W/m2

46776.000 P*: 1.90 W/m2

47775.000 P*: 1.53 W/m2

47776.000 P*: 1.90 W/m2

Number of luminaires per 100lx

46775.000 n*: 3.82 1/100m2

46776.000 n*: 4.75 1/100m2

47775.000 n*: 3.82 1/100m2

47776.000 n*: 4.75 1/100m2

Size 8
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. Fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 500

46875.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.77
UGR 16.8
55° < 1000 cd/m2

46876.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.77
UGR 16.0
55° < 200 cd/m2

Quintessence Downlight with LED
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47875.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.77
UGR 16.8
55° < 1000 cd/m2

47876.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.77
UGR 16.0
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46875.000 40 W 4 8 12 20
46876.000 40 W 5 10 15 24
47875.000 40 W 4 8 12 20
47876.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46875.000 40 W 1211 807 605 454
46876.000 40 W 975 650 488 366
47875.000 40 W 1211 807 605 454
47876.000 40 W 975 650 488 366

Connected load
46875.000 P: 46 W
46876.000 P: 46 W
47875.000 P: 46 W
47876.000 P: 46 W

Connected load per 100lx
46875.000 P*: 1.76 W/m2

46876.000 P*: 2.18 W/m2

47875.000 P*: 1.76 W/m2

47876.000 P*: 2.18 W/m2

Number of luminaires per 100lx
46875.000 n*: 3.82 1/100m2

46876.000 n*: 4.75 1/100m2

47875.000 n*: 3.82 1/100m2

47876.000 n*: 4.75 1/100m2

Quintessence Washlight with LED

Size 4
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-

nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Recess depth 150mm for control gear
83695.000.
Control gear to be ordered separately.
Accessories page 501

46729.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

46728.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

47731.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

47730.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

Quintessence Downlight with LED
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472

Size 4
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 501

46831.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

46830.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

47833.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

47832.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

Quintessence Washlight with LED and shadow gap

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Reflector size 4, cut-
off angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46737.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

46736.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

Quintessence Washlight with LED
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47727.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

47726.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on

metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Reflector size 4, cut-
off angle 40°.
Diffuser: glass, frosted.
Accessories page 501

46839.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

46838.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

47829.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 82 62

47828.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 93 66 50

Quintessence Washlight with LED

Size 5
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-

nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46733.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 119 91 72 58

Quintessence Washlight with LED and shadow gap
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46732.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 96 73 58 47

47735.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 119 91 72 58

47734.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 96 73 58 47

Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 501

46835.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 119 91 72 58

46834.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 96 73 58 47

47837.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 119 91 72 58

47836.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 96 73 58 47

Size 7
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-

nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46771.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 161 125 101 82

Quintessence Washlight with LED
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46772.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 130 100 82 66

47771.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 161 125 101 82

47772.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 130 100 82 66

Size 7
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 501

46871.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 161 125 101 82

46872.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 130 100 82 66

47871.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 161 125 101 82

47872.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 130 100 82 66

Size 8
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-

nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46777.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 118 95 78 65

Quintessence Washlight with LED
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46778.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 95 77 62 52

47777.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 118 95 78 65

47778.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 95 77 62 52

Size 8
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 501

46877.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 118 95 78 65

46878.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 95 77 62 52

47877.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 118 95 78 65

47878.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 95 77 62 52

Quintessence Washlight with LED
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477

Size 4
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Recess depth 150mm for control gear
83695.000.
Control gear to be ordered separately.
Accessories page 501

46731.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

46730.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

47733.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

47732.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

Size 4
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 501

46833.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

46832.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

47835.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

47834.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

Quintessence Double washlight with LED
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478

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Reflector size
4, cut-off angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46739.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

46738.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

47729.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

47728.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on

metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Reflector size
4, cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 501

46841.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

46840.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

47831.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 114 82 62

47830.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 92 66 50

Quintessence Double washlight with LED and shadow gap
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479

Size 5
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46735.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 125 96 75 61

46734.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 94 72 57

47737.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 125 96 75 61

47736.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 94 72 57

Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 501

46837.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 125 96 75 61

46836.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 94 72 57

47839.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 125 96 75 61

47838.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 94 72 57

Quintessence Double washlight with LED

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0479_bild_erco_hk12.p1.pdf  Layer 2: 0479_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w479

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:48

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0479_bild_erco_hk12.p1.pdf  Layer 2: 0479_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w479



20
5

d221

d206

20
5

d221

d206

20
7

d208

d210

20
7

d208

d210

DALI
PLUG+
PLAY

20
5

d221

d206

258x123

54

20
5

d221

d206

258x123

54

20
7

d208

d210

258x123

54

20
7

d208

d210

258x123

54

480

Size 7
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46767.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 164 126 103 83

46768.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 151 115 87 70

47767.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 164 126 103 83

47768.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 151 115 87 70

Size 7
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 501

46867.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 164 126 103 83

46868.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 151 115 87 70

47867.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 164 126 103 83

47868.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 151 115 87 70

Quintessence Double washlight with LED
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481

Size 8
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 501

46763.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 121 98 80 67

46764.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 98 79 65 54

47763.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 121 98 80 67

47764.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 98 79 65 54

Size 8
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 501

46863.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 121 98 80 67

46864.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 98 79 65 54

47863.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 121 98 80 67

47864.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 98 79 65 54

Quintessence Double washlight with LED
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482

Size 4
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Recess depth 150mm for control gear
83695.000.
Control gear to be ordered separately.
Accessories page 502

46749.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

46748.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

47747.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

47746.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

Size 4
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector

for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Recess depth 150mm for DALI control
gear.
Accessories page 502

46852.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

46851.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

47850.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

47849.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

Quintessence Lens wallwasher with LED
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483

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.

Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Reflector size
4, cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 502

46753.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

46752.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

47751.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

47750.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on

metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Reflector size
4, cut-off angle 40°.
Accessories page 502

46856.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

46855.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

47854.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 110 66

47853.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 88 54

Quintessence Lens wallwasher with LED and shadow gap
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484

Size 5
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 502

46751.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 147 96

46750.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 118 78

47749.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 147 96

47748.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 118 78

Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector

for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 502

46854.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 147 96

46853.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 118 78

47852.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 147 96

47851.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 118 78

Quintessence Lens wallwasher with LED

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:49

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0484_bild_erco_hk12.p1.pdf  Layer 2: 0484_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w484

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:49

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0484_bild_erco_hk12.p1.pdf  Layer 2: 0484_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w484



DALI
PLUG+
PLAY

d168

d177 255 x 113

52

15
6

d172

d169 255 x 113

52

15
8

18
7

d221

d206

18
7

d221

d206

485

Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Only use with Light Server 64+, from

version 5, and the Light Studio software,
from version 5.
Accessories page 502

46850.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 1.90kg
LMF D
p

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 75 46

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

47848.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Colour compensation for precise light
colour.

Flush mounting
detail
Weight 1.90kg
LMF D
p

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 75 46

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

Quintessence Lens wallwasher with LED

Size 7
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 502

46773.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 135 109 94

46774.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 108 88 75

Quintessence Lens wallwasher RGBW varychrome with LED
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47773.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 135 109 94

47774.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 108 88 75

Size 7
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector

for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 502

46873.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 135 109 94

46874.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2

Covered mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 108 88 75

47873.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 135 109 94

47874.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2

Flush mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 108 88 75

Size 8
40°

Housing: cast aluminium, designed
as heat sink. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 502

46779.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 152 124 106 89

46780.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 123 100 85 72

Quintessence Lens wallwasher with LED
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47779.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 152 124 106 89

47780.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 123 100 85 72

Size 8
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector

for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 502

46879.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 152 124 106 89

46880.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2

Covered mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 123 100 85 72

47879.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 152 124 106 89

47880.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2

Flush mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 123 100 85 72

Quintessence Directional luminaire with LED

Size 3
30°

Housing: cast aluminium, designed as
heat sink, 0°-30° tiltable. Fixing ring:
plastic, black, rotatable through 360°.
Lockable angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Anti-glare element:
aluminium, black.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Recess depth 180mm for control gear
83694.000.
Control gear to be ordered separately.
Accessories page 503

46786.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

Quintessence Lens wallwasher with LED
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46788.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

47786.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

47788.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

46785.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

46787.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

47785.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

47787.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.38kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

Size 3
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-30° tilt. Fixing ring: plastic,
black, rotatable through 360°. Lockable
angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Recess depth 180mm for DALI control
gear.
Accessories page 503

46894.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

46896.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

47894.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

Quintessence Directional luminaire with LED
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47896.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

46893.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

46895.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

47893.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

47895.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.94kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

Quintessence Directional luminaire with LED and shadow gap

Size 3
30°

Size 4
Housing: cast aluminium, designed as
heat sink, 0°-30° tiltable. Fixing ring:
plastic, black, rotatable through 360°.
Lockable angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Reflector size 3, cut-off angle
30°.
Recess depth 150mm for control gear
83694.000.
Control gear to be ordered separately.
Accessories page 503

46782.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

46784.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

47782.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

47784.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

Quintessence Directional luminaire with LED
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46781.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

46783.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

47781.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

47783.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.46kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

Size 3
30°

Size 4
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-30° tilt. Fixing ring: plastic,
black, rotatable through 360°. Lockable
angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.

LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Reflector size 3, cut-off angle
30°.
Recess depth 150mm for DALI control
gear.
Accessories page 503

46890.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

46892.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

47890.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3640 0.28
2 910 0.56
3 404 0.84
4 228 1.12
5 146 1.41

47892.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2932 0.28
2 733 0.56
3 326 0.84
4 183 1.12
5 117 1.41

46889.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

46891.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

Quintessence Directional luminaire with LED and shadow gap
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47889.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1751 0.44
2 438 0.89
3 195 1.33
4 109 1.77
5 70 2.22

47891.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.02kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
25°

1 1411 0.44
2 353 0.89
3 157 1.33
4 88 1.77
5 56 2.22

Quintessence Directional luminaire with LED

Size 4
40°

Housing: cast aluminium, designed as
heat sink, 0°-30° tiltable. Fixing ring:
plastic, black, rotatable through 360°.
Lockable angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Anti-glare element:
aluminium, black.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Recess depth 150mm for control gear
83694.000.
Control gear to be ordered separately.
Accessories page 503

46794.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

46796.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

47794.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

47796.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

46793.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

46795.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

Quintessence Directional luminaire with LED and shadow gap
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47793.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

47795.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.43kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

Size 4
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-30° tilt. Fixing ring: plastic,
black, rotatable through 360°. Lockable
angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Recess depth 150mm for DALI control
gear.
Accessories page 503

46902.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

46904.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

47902.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

47904.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

46901.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

46903.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

47901.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

47903.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.99kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

Quintessence Directional luminaire with LED
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Size 4
40°

Size 5
Housing: cast aluminium, designed as
heat sink, 0°-30° tiltable. Fixing ring:
plastic, black, rotatable through 360°.
Lockable angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 503

46790.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

46792.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

47790.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

47792.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

46789.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

46791.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

47789.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

47791.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

Quintessence Directional luminaire with LED and shadow gap
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494

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-30° tilt. Fixing ring: plastic,
black, rotatable through 360°. Lockable
angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.

LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Accessories page 503

46898.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

46900.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

47898.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 3606 0.28
2 902 0.56
3 401 0.84
4 225 1.12
5 144 1.41

47900.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 2905 0.28
2 726 0.56
3 323 0.84
4 182 1.12
5 116 1.41

46897.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

46899.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

47897.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1768 0.41
2 442 0.81
3 196 1.22
4 111 1.63
5 71 2.03

47899.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
23°

1 1425 0.41
2 356 0.81
3 158 1.22
4 89 1.63
5 57 2.03

Quintessence Directional luminaire with LED and shadow gap
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Size 5
40°

Housing: cast aluminium, designed as
heat sink, 0°-30° tiltable. Fixing ring:
plastic, black, rotatable through 360°.
Lockable angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Anti-glare element:
aluminium, black.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 503

46755.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
15°

1 11092 0.26
2 2773 0.53
3 1232 0.79
4 693 1.05
5 444 1.32

46754.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
15°

1 8935 0.26
2 2234 0.53
3 993 0.79
4 558 1.05
5 357 1.32

47753.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
15°

1 11092 0.26
2 2773 0.53
3 1232 0.79
4 693 1.05
5 444 1.32

47752.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
15°

1 8935 0.26
2 2234 0.53
3 993 0.79
4 558 1.05
5 357 1.32

46757.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 4039 0.46
2 1010 0.92
3 449 1.39
4 252 1.85
5 162 2.31

46756.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 3253 0.46
2 813 0.92
3 361 1.39
4 203 1.85
5 130 2.31

47755.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 4039 0.46
2 1010 0.92
3 449 1.39
4 252 1.85
5 162 2.31

47754.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.90kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 3253 0.46
2 813 0.92
3 361 1.39
4 203 1.85
5 130 2.31
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496

Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-30° tilt. Fixing ring: plastic,
black, rotatable through 360°. Lockable
angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Accessories page 503

46858.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
15°

1 11092 0.26
2 2773 0.53
3 1232 0.79
4 693 1.05
5 444 1.32

46857.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
15°

1 8935 0.26
2 2234 0.53
3 993 0.79
4 558 1.05
5 357 1.32

47856.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
15°

1 11092 0.26
2 2773 0.53
3 1232 0.79
4 693 1.05
5 444 1.32

47855.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
15°

1 8935 0.26
2 2234 0.53
3 993 0.79
4 558 1.05
5 357 1.32

46860.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 4039 0.46
2 1010 0.92
3 449 1.39
4 252 1.85
5 162 2.31

46859.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 3253 0.46
2 813 0.92
3 361 1.39
4 203 1.85
5 130 2.31

47858.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 4039 0.46
2 1010 0.92
3 449 1.39
4 252 1.85
5 162 2.31

47857.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.55kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 3253 0.46
2 813 0.92
3 361 1.39
4 203 1.85
5 130 2.31

Quintessence Directional luminaire with LED
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497

Size 7
40°

Housing: cast aluminium, designed as
heat sink, 0°-30° tiltable. Fixing ring:
plastic, black, rotatable through 360°.
Lockable angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Anti-glare element:
aluminium, black.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 503

46797.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 13035 0.28
2 3259 0.56
3 1448 0.84
4 815 1.12
5 521 1.41

46798.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 10500 0.28
2 2625 0.56
3 1167 0.84
4 656 1.12
5 420 1.41

47797.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 13035 0.28
2 3259 0.56
3 1448 0.84
4 815 1.12
5 521 1.41

47798.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
16°

1 10500 0.28
2 2625 0.56
3 1167 0.84
4 656 1.12
5 420 1.41

46758.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 6177 0.48
2 1544 0.96
3 686 1.44
4 386 1.92
5 247 2.40

46759.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 4976 0.48
2 1244 0.96
3 553 1.44
4 311 1.92
5 199 2.40

47758.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 6177 0.48
2 1544 0.96
3 686 1.44
4 386 1.92
5 247 2.40

47759.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.52kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 4976 0.48
2 1244 0.96
3 553 1.44
4 311 1.92
5 199 2.40

Quintessence Directional luminaire with LED
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498

Size 7
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. 0°-30° tilt. Fixing ring: plastic,
black, rotatable through 360°. Lockable
angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made

of optical polymer. Anti-glare element:
aluminium, black.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Accessories page 503

46907.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 13035 0.28
2 3259 0.56
3 1448 0.84
4 815 1.12
5 521 1.41

46908.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 10500 0.28
2 2625 0.56
3 1167 0.84
4 656 1.12
5 420 1.41

47907.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 13035 0.28
2 3259 0.56
3 1448 0.84
4 815 1.12
5 521 1.41

47908.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
16°

1 10500 0.28
2 2625 0.56
3 1167 0.84
4 656 1.12
5 420 1.41

46905.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 6177 0.48
2 1544 0.96
3 686 1.44
4 386 1.92
5 247 2.40

46906.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 4976 0.48
2 1244 0.96
3 553 1.44
4 311 1.92
5 199 2.40

47905.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 6177 0.48
2 1544 0.96
3 686 1.44
4 386 1.92
5 247 2.40

47906.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.17kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 4976 0.48
2 1244 0.96
3 553 1.44
4 311 1.92
5 199 2.40

Quintessence Directional luminaire with LED
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Lens wallwashers
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Directional luminaires
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504

83692.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 14W.
Max. ambient temperature of 50°C.
Installation also in furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
overload protection.
Weight 0.08kg
iV SELV

83691.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.52kg
0 qV SELV

83693.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 30W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.52kg
0 qV SELV

83696.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 28W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.52kg
0 qV SELV

83716.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 35/42W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 1.00kg
0 qV SELV

83719.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 7/10W.
Max. ambient temperature of 50°C.
Housing: plastic. Short-circuit protec-
tion: electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.07kg
iV SELV

83727.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 35/42W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Use dimmer in trailing edge technology.
Weight 1.00kg
0 qV SELV

83694.000
DALI
Control gear, switchable and DALI
for LED
220-240V, 50-60Hz. Max. 14W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.56kg
0 qV SELV

83695.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.65kg
0 qV SELV

83697.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 28W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.65kg
0 qV SELV

83718.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 35/42W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 1.00kg
0 qV SELV

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83610.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83611.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83613.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg

83614.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

Quintessence round Accessories
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83617.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.40kg

83577.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.04kg

83595.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.07kg

83596.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.10kg

83597.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.15kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Quintessence round Accessories
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506

Consistent system design is a 
characteristic feature of the 
 Quintessence round recessed 
 luminaires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting rings, meaning 
that the different lamp types and 
 characteristics are not only easy to 
combine, but also to interchange.

Quintessence round Recessed luminaires for low- voltage halogen lamps

Double- focus downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting. 
Good visual comfort for high rooms 
through double focus.

Low- voltage halogen lamps
90W
1800lm
Size 2
Optional: DALI

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Size 3, 4, 5
Focal, narrow, wide diffuser
Optional: varychrome ring, shadow 
gap, DALI

Low- voltage halogen reflector 
lamps
50W
1200lm
Size 3
Optional: shadow gap

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Washlights
Asymmetrical light distribution, 
directed downwards, combined with 
uniform illumination of walls.

Low- voltage halogen lamps
75W -  100W
1575lm -  2200lm
Size 4, 5
Optional: shadow gap, DALI

Double washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Focal lens wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

Low- voltage halogen lamps
75W -  100W
1575lm -  2200lm
Size 4, 5
Optional: shadow gap, DALI

Low- voltage halogen lamps
75W -  100W
1575lm -  2200lm
Size 4, 5
Optional: shadow gap, DALI

Low- voltage halogen lamps
75W -  100W
1575lm -  2200lm
Size 4, 5
Optional: shadow gap, DALI

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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507

Quintessence round Recessed luminaires for low- voltage halogen lamps

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam, rotationally 
symmetrical light distribution for 
accent lighting.

Low- voltage halogen lamps
75W -  100W
1575lm -  2200lm
Size 4, 5
Spot, flood
Optional: shadow gap, DALI

Low- voltage halogen reflector 
lamps
50W
1200lm
Size 3
Optional: shadow gap

Fitted with low-
voltage halo-
gen lamps, Quin-
tessence lens 
wallwashers, 
downlights and 
directional lu-
minaires ensure 
maximum visual 
comfort and opti-
mal colour ren-
dition.
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508

QT QR- CBC

The contact sur-
faces between 
the lampholder 
and the luminaire 
housing combined 
with the ther-
mally  conductive 
 metal plate on 
the lamp cap effi-
ciently conduct 
the heat of the 
low- voltage halo-
gen lamp, chan-
nelling it away to 
the housing. 

Colour tempera-
ture and colour 
rendition
The light from 
low- voltage hal-
ogen lamps pro-
duces a contin-
uous spectrum. 
These lamps are 
ideal for lighting 
tasks where opti-
mum colour ren-
dition is required, 
such as museums.

Heat manage-
ment
Good heat 
 management in 
the luminaire is 
crucial for con-
tinuous opera-
tion,  allowing the 
lamps to emit 
their full  power 
throughout their 
entire life. It is 
the design, con-
struction and 
material of the 
housing that 
all contribute 
to optimal heat 
management. 
 Extensive simu-

lations and tests 
during the devel-
opment phase 
ensure the suc-
cess of all the 
products in the 
range.

Quintessence round Recessed luminaires for low- voltage halogen lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:50

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0508_bild_erco_hk12.p1.pdf  Layer 2: 0508_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w508

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:50

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0508_bild_erco_hk12.p1.pdf  Layer 2: 0508_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w508



1266666

346666

3
4

4
6
6
6
6
6
6
6

142d

d131

16
2

43

30° 30°

60° 60°

2000 cd

346666

1266666

3
4

4
6
6
6
6
6
6
6

134d

d137

16
4

43

30° 30°

60° 60°

2000 cd

DALI
PLUG+
PLAY

346666 3466666

1266666

3
4

4
6
6
6
6
6
6
6

6
6

3
4

142d

31

16
2

43

131d

167x42 30° 30°

60° 60°

2000 cd

346666 3466666

3
4

4
6
6
6
6
6
6
6

1266666

6
6

3
4

167x42134d

31

d137

16
4

43

30° 30°

60° 60°

2000 cd

509

Size 2
40°

Size 4
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Ellipsoidal reflector: aluminium, bright
anodised. Diffuser: glass, frosted.
Darklight reflector: aluminium, bright
anodised. Reflector size 2, cut-off angle
40°.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46069.000 Reflector silver
QT12-ax 90W 12V GY6.35 1800lm

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.53
UGR 19.5

47029.000 Reflector silver
QT12-ax 90W 12V GY6.35 1800lm

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.53
UGR 19.5

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46069.000 90 W 10 20 30 49
47029.000 90 W 10 20 30 49

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46069.000 90 W 474 316 237 178
47029.000 90 W 474 316 237 178

Connected load
without control gear
46069.000 P: 90 W
47029.000 P: 90 W

Connected load per 100lx
without control gear
46069.000 P*: 8.79 W/m2

47029.000 P*: 8.79 W/m2

Number of luminaires per 100lx

46069.000 n*: 9.77 1/100m2

47029.000 n*: 9.77 1/100m2

Size 2
40°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Ellipsoidal reflector: aluminium, bright
anodised. Diffuser: glass, frosted.

Darklight reflector: aluminium, bright
anodised. Reflector size 2, cut-off angle
40°.
Accessories page 534

46229.000 Reflector silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Covered mounting
detail
Weight 0.73kg
LMF D
0 qpig

QT12-ax

LOR 0.53
UGR 19.5

47229.000 Reflector silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Flush mounting
detail
Weight 0.73kg
LMF D
0 qpig

QT12-ax

LOR 0.53
UGR 19.5

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46229.000 90 W 10 20 30 49
47229.000 90 W 10 20 30 49

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46229.000 90 W 474 316 237 178
47229.000 90 W 474 316 237 178

Connected load
46229.000 P: 95 W
47229.000 P: 95 W

Connected load per 100lx
46229.000 P*: 9.28 W/m2

47229.000 P*: 9.28 W/m2

Number of luminaires per 100lx
46229.000 n*: 9.77 1/100m2

47229.000 n*: 9.77 1/100m2

Quintessence Double-focus downlight for low-voltage halogen lamps
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510

Size 3
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46001.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.48
UGR 22.3
65° < 200 cd/m2

47001.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.48
UGR 22.3
65° < 200 cd/m2

46000.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.54
UGR 21.2
65° < 200 cd/m2

47000.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.54
UGR 21.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46001.000 50 W 17 33 49 82
47001.000 50 W 17 33 49 82
46000.000 50 W 15 29 44 72
47000.000 50 W 15 29 44 72

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46001.000 50 W 285 190 143 107
47001.000 50 W 285 190 143 107
46000.000 50 W 322 215 161 121
47000.000 50 W 322 215 161 121

Connected load
without control gear
46001.000 P: 50 W
47001.000 P: 50 W
46000.000 P: 50 W
47000.000 P: 50 W

Connected load per 100lx
without control gear
46001.000 P*: 8.11 W/m2

47001.000 P*: 8.11 W/m2

46000.000 P*: 7.19 W/m2

47000.000 P*: 7.19 W/m2

Number of luminaires per 100lx

46001.000 n*: 16.22 1/100m2

47001.000 n*: 16.22 1/100m2

46000.000 n*: 14.38 1/100m2

47000.000 n*: 14.38 1/100m2

Quintessence Downlight for low-voltage halogen lamps
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Size 3
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46002.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

47002.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Quintessence Downlight with shadow gap for low-voltage halogen lamps

Size 3
30°

Size 4
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright

anodised. Reflector size 3, cut-off angle
30°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46004.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.48
UGR 22.3
65° < 200 cd/m2

47004.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.48
UGR 22.3
65° < 200 cd/m2

Quintessence Downlight for low-voltage halogen lamps
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46003.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.54
UGR 21.2
65° < 200 cd/m2

47003.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.54
UGR 21.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46004.000 50 W 17 33 49 82
47004.000 50 W 17 33 49 82
46003.000 50 W 15 29 44 72
47003.000 50 W 15 29 44 72

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46004.000 50 W 285 190 143 107
47004.000 50 W 285 190 143 107
46003.000 50 W 322 215 161 121
47003.000 50 W 322 215 161 121

Connected load
without control gear
46004.000 P: 50 W
47004.000 P: 50 W
46003.000 P: 50 W
47003.000 P: 50 W

Connected load per 100lx
without control gear
46004.000 P*: 8.11 W/m2

47004.000 P*: 8.11 W/m2

46003.000 P*: 7.19 W/m2

47003.000 P*: 7.19 W/m2

Number of luminaires per 100lx

46004.000 n*: 16.22 1/100m2

47004.000 n*: 16.22 1/100m2

46003.000 n*: 14.38 1/100m2

47003.000 n*: 14.38 1/100m2

Size 3
30°

Size 4
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, bright
anodised. Reflector size 3, cut-off angle
30°.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46005.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

47005.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Quintessence Downlight with shadow gap for low-voltage halogen lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:51

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0512_bild_erco_hk12.p1.pdf  Layer 2: 0512_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w512

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:51

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0512_bild_erco_hk12.p1.pdf  Layer 2: 0512_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w512



3
3

4
6

6
6
6
6

3466666

666612

36
12

6

142d

131d

30° 30°

60° 60°

1500 cd

346666

6666612

3
3

4
6

6
6
6
6

134d

137d

36
12

8

30° 30°

60° 60°

1500 cd

3
3

4
6

6
6
6
6

3466666

666612

36
12

6

142d

131d

30° 30°

60° 60°

1500 cd

346666

6666612

3
3

4
6

6
6
6
6

134d

137d

36
12

8

30° 30°

60° 60°

1500 cd

3
3

4
6

6
6
6
6

3466666

666612

36
12

6

142d

131d

30° 30°

60° 60°

1500 cd

346666

6666612

3
3

4
6

6
6
6
6

134d

137d

36
12

8

30° 30°

60° 60°

1500 cd

513

Size 4
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46012.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 21.3
65° < 200 cd/m2

47012.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 21.3
65° < 200 cd/m2

46023.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 20.1
65° < 200 cd/m2

47023.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 20.1
65° < 200 cd/m2

46011.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.63
UGR 20.3
65° < 200 cd/m2

47011.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.63
UGR 20.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46012.000 100 W 8 16 23 38
47012.000 100 W 8 16 23 38
46023.000 100 W 8 15 22 37
47023.000 100 W 8 15 22 37
46011.000 100 W 7 14 21 35
47011.000 100 W 7 14 21 35

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46012.000 100 W 611 407 305 229
47012.000 100 W 611 407 305 229
46023.000 100 W 641 427 320 240
47023.000 100 W 641 427 320 240
46011.000 100 W 671 447 336 252
47011.000 100 W 671 447 336 252

Connected load
without control gear
46012.000 P: 100 W
47012.000 P: 100 W
46023.000 P: 100 W
47023.000 P: 100 W
46011.000 P: 100 W
47011.000 P: 100 W

Connected load per 100lx
without control gear
46012.000 P*: 7.58 W/m2

47012.000 P*: 7.58 W/m2

46023.000 P*: 7.23 W/m2

47023.000 P*: 7.23 W/m2

46011.000 P*: 6.90 W/m2

47011.000 P*: 6.90 W/m2

Number of luminaires per 100lx

46012.000 n*: 7.58 1/100m2

47012.000 n*: 7.58 1/100m2

46023.000 n*: 7.23 1/100m2

47023.000 n*: 7.23 1/100m2

46011.000 n*: 6.90 1/100m2

47011.000 n*: 6.90 1/100m2

Quintessence Downlight for low-voltage halogen lamps
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514

Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46014.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 19.1
55° < 1000 cd/m2

47014.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 19.1
55° < 1000 cd/m2

46024.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 17.8
55° < 1000 cd/m2

47024.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 17.8
55° < 1000 cd/m2

46013.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.62
UGR 17.9
55° < 1000 cd/m2

47013.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.62
UGR 17.9
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46014.000 75 W 11 22 32 53
47014.000 75 W 11 22 32 53
46024.000 75 W 11 21 31 51
47024.000 75 W 11 21 31 51
46013.000 75 W 10 20 30 49
47013.000 75 W 10 20 30 49

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46014.000 75 W 438 292 219 164
47014.000 75 W 438 292 219 164
46024.000 75 W 457 305 229 172
47024.000 75 W 457 305 229 172
46013.000 75 W 476 317 238 178
47013.000 75 W 476 317 238 178

Connected load
without control gear
46014.000 P: 75 W
47014.000 P: 75 W
46024.000 P: 75 W
47024.000 P: 75 W
46013.000 P: 75 W
47013.000 P: 75 W

Connected load per 100lx
without control gear
46014.000 P*: 7.93 W/m2

47014.000 P*: 7.93 W/m2

46024.000 P*: 7.59 W/m2

47024.000 P*: 7.59 W/m2

46013.000 P*: 7.30 W/m2

47013.000 P*: 7.30 W/m2

Number of luminaires per 100lx

46014.000 n*: 10.58 1/100m2

47014.000 n*: 10.58 1/100m2

46024.000 n*: 10.12 1/100m2

47024.000 n*: 10.12 1/100m2

46013.000 n*: 9.73 1/100m2

47013.000 n*: 9.73 1/100m2
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515

Size 4
30°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright

anodised. Reflector size 4, cut-off angle
30°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46016.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 21.3
65° < 200 cd/m2

47016.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 21.3
65° < 200 cd/m2

46025.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 20.1
65° < 200 cd/m2

47025.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 20.1
65° < 200 cd/m2

46015.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.63
UGR 20.3
65° < 200 cd/m2

47015.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.63
UGR 20.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46016.000 100 W 8 16 23 38
47016.000 100 W 8 16 23 38
46025.000 100 W 8 15 22 37
47025.000 100 W 8 15 22 37
46015.000 100 W 7 14 21 35
47015.000 100 W 7 14 21 35

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46016.000 100 W 611 407 305 229
47016.000 100 W 611 407 305 229
46025.000 100 W 641 427 320 240
47025.000 100 W 641 427 320 240
46015.000 100 W 671 447 336 252
47015.000 100 W 671 447 336 252

Connected load
without control gear
46016.000 P: 100 W
47016.000 P: 100 W
46025.000 P: 100 W
47025.000 P: 100 W
46015.000 P: 100 W
47015.000 P: 100 W

Connected load per 100lx
without control gear
46016.000 P*: 7.58 W/m2

47016.000 P*: 7.58 W/m2

46025.000 P*: 7.23 W/m2

47025.000 P*: 7.23 W/m2

46015.000 P*: 6.90 W/m2

47015.000 P*: 6.90 W/m2

Number of luminaires per 100lx

46016.000 n*: 7.58 1/100m2

47016.000 n*: 7.58 1/100m2

46025.000 n*: 7.23 1/100m2

47025.000 n*: 7.23 1/100m2

46015.000 n*: 6.90 1/100m2

47015.000 n*: 6.90 1/100m2
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516

Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright

anodised. Reflector size 4, cut-off angle
40°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46018.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 19.1
55° < 1000 cd/m2

47018.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.58
UGR 19.1
55° < 1000 cd/m2

46026.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 17.8
55° < 1000 cd/m2

47026.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR 17.8
55° < 1000 cd/m2

46017.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.62
UGR 17.9
55° < 1000 cd/m2

47017.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Flush mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.62
UGR 17.9
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46018.000 75 W 11 22 32 53
47018.000 75 W 11 22 32 53
46026.000 75 W 11 21 31 51
47026.000 75 W 11 21 31 51
46017.000 75 W 10 20 30 49
47017.000 75 W 10 20 30 49

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46018.000 75 W 438 292 219 164
47018.000 75 W 438 292 219 164
46026.000 75 W 457 305 229 172
47026.000 75 W 457 305 229 172
46017.000 75 W 476 317 238 178
47017.000 75 W 476 317 238 178

Connected load
without control gear
46018.000 P: 75 W
47018.000 P: 75 W
46026.000 P: 75 W
47026.000 P: 75 W
46017.000 P: 75 W
47017.000 P: 75 W

Connected load per 100lx
without control gear
46018.000 P*: 7.93 W/m2

47018.000 P*: 7.93 W/m2

46026.000 P*: 7.59 W/m2

47026.000 P*: 7.59 W/m2

46017.000 P*: 7.30 W/m2

47017.000 P*: 7.30 W/m2

Number of luminaires per 100lx

46018.000 n*: 10.58 1/100m2

47018.000 n*: 10.58 1/100m2

46026.000 n*: 10.12 1/100m2

47026.000 n*: 10.12 1/100m2

46017.000 n*: 9.73 1/100m2

47017.000 n*: 9.73 1/100m2
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517

Size 4
40°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Peripheral varychrome ring: plastic,
white (RAL9010). LED module with
connection cable, L 500mm. Including
DALI control gear with plug and play
connectivity for ERCO RGB varychrome
colour mixing. 4-pole terminal block.
Through-wiring possible.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 534

46022.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Wide diffuser

Covered mounting
detail
Weight 1.20kg
LMF D
0 qpig

QT12-ax

LOR 0.58
UGR 19.1
55° < 1000 cd/m2

47022.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Wide diffuser

Flush mounting
detail
Weight 1.20kg
LMF D
0 qpig

QT12-ax

LOR 0.58
UGR 19.1
55° < 1000 cd/m2

46028.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Focal diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
0 qpig

QT12-ax

LOR 0.60
UGR 17.8
55° < 1000 cd/m2

47028.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Focal diffuser

Flush mounting
detail
Weight 1.20kg
LMF D
0 qpig

QT12-ax

LOR 0.60
UGR 17.8
55° < 1000 cd/m2

46021.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Narrow diffuser

Covered mounting
detail
Weight 1.20kg
LMF D
0 qpig

QT12-ax

LOR 0.62
UGR 17.9
55° < 1000 cd/m2

47021.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Narrow diffuser

Flush mounting
detail
Weight 1.20kg
LMF D
0 qpig

QT12-ax

LOR 0.62
UGR 17.9
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46022.000 75 W 11 22 32 53
47022.000 75 W 11 22 32 53
46028.000 75 W 11 21 31 51
47028.000 75 W 11 21 31 51
46021.000 75 W 10 20 30 49
47021.000 75 W 10 20 30 49

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46022.000 75 W 438 292 219 164
47022.000 75 W 438 292 219 164
46028.000 75 W 457 305 229 172
47028.000 75 W 457 305 229 172
46021.000 75 W 476 317 238 178
47021.000 75 W 476 317 238 178

Connected load
46022.000 P: 83 W
47022.000 P: 83 W
46028.000 P: 83 W
47028.000 P: 83 W
46021.000 P: 83 W
47021.000 P: 83 W

Connected load per 100lx
46022.000 P*: 8.36 W/m2

47022.000 P*: 8.36 W/m2

46028.000 P*: 8.00 W/m2

47028.000 P*: 8.00 W/m2

46021.000 P*: 7.69 W/m2

47021.000 P*: 7.69 W/m2

Number of luminaires per 100lx
46022.000 n*: 10.58 1/100m2

47022.000 n*: 10.58 1/100m2

46028.000 n*: 10.12 1/100m2

47028.000 n*: 10.12 1/100m2

46021.000 n*: 9.73 1/100m2

47021.000 n*: 9.73 1/100m2
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518

Size 5
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46046.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.65
UGR 19.4
65° < 200 cd/m2

47047.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.65
UGR 19.4
65° < 200 cd/m2

46049.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.66
UGR 18.3
65° < 200 cd/m2

47050.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.66
UGR 18.3
65° < 200 cd/m2

46045.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.71
UGR 17.3
65° < 200 cd/m2

47046.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.71
UGR 17.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46046.000 100 W 7 14 21 34
47047.000 100 W 7 14 21 34
46049.000 100 W 7 14 20 33
47050.000 100 W 7 14 20 33
46045.000 100 W 7 13 19 31
47046.000 100 W 7 13 19 31

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46046.000 100 W 682 455 341 256
47047.000 100 W 682 455 341 256
46049.000 100 W 702 468 351 263
47050.000 100 W 702 468 351 263
46045.000 100 W 759 506 379 285
47046.000 100 W 759 506 379 285

Connected load
without control gear
46046.000 P: 100 W
47047.000 P: 100 W
46049.000 P: 100 W
47050.000 P: 100 W
46045.000 P: 100 W
47046.000 P: 100 W

Connected load per 100lx
without control gear
46046.000 P*: 6.79 W/m2

47047.000 P*: 6.79 W/m2

46049.000 P*: 6.59 W/m2

47050.000 P*: 6.59 W/m2

46045.000 P*: 6.10 W/m2

47046.000 P*: 6.10 W/m2

Number of luminaires per 100lx

46046.000 n*: 6.79 1/100m2

47047.000 n*: 6.79 1/100m2

46049.000 n*: 6.59 1/100m2

47050.000 n*: 6.59 1/100m2

46045.000 n*: 6.10 1/100m2

47046.000 n*: 6.10 1/100m2
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519

Size 5
30°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 534

46247.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

LOR 0.65
UGR 19.4
65° < 200 cd/m2

47247.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

LOR 0.65
UGR 19.4
65° < 200 cd/m2

46250.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

LOR 0.66
UGR 18.3
65° < 200 cd/m2

47250.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

LOR 0.66
UGR 18.3
65° < 200 cd/m2

46246.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

LOR 0.71
UGR 17.3
65° < 200 cd/m2

47246.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

LOR 0.71
UGR 17.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46247.000 100 W 7 14 21 34
47247.000 100 W 7 14 21 34
46250.000 100 W 7 14 20 33
47250.000 100 W 7 14 20 33
46246.000 100 W 7 13 19 31
47246.000 100 W 7 13 19 31

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46247.000 100 W 682 455 341 256
47247.000 100 W 682 455 341 256
46250.000 100 W 702 468 351 263
47250.000 100 W 702 468 351 263
46246.000 100 W 759 506 379 285
47246.000 100 W 759 506 379 285

Connected load
46247.000 P: 105 W
47247.000 P: 105 W
46250.000 P: 105 W
47250.000 P: 105 W
46246.000 P: 105 W
47246.000 P: 105 W

Connected load per 100lx
46247.000 P*: 7.12 W/m2

47247.000 P*: 7.12 W/m2

46250.000 P*: 6.92 W/m2

47250.000 P*: 6.92 W/m2

46246.000 P*: 6.41 W/m2

47246.000 P*: 6.41 W/m2

Number of luminaires per 100lx
46247.000 n*: 6.79 1/100m2

47247.000 n*: 6.79 1/100m2

46250.000 n*: 6.59 1/100m2

47250.000 n*: 6.59 1/100m2

46246.000 n*: 6.10 1/100m2

47246.000 n*: 6.10 1/100m2
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520

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 534

46048.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.64
UGR 18.4
55° < 200 cd/m2

47049.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.64
UGR 18.4
55° < 200 cd/m2

46050.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.66
UGR 17.3
55° < 200 cd/m2

47051.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.66
UGR 17.3
55° < 200 cd/m2

46047.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.71
UGR 16.2
55° < 200 cd/m2

47048.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.71
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46048.000 100 W 7 14 21 34
47049.000 100 W 7 14 21 34
46050.000 100 W 7 14 20 33
47051.000 100 W 7 14 20 33
46047.000 100 W 7 13 19 31
47048.000 100 W 7 13 19 31

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46048.000 100 W 685 457 343 257
47049.000 100 W 685 457 343 257
46050.000 100 W 706 471 353 265
47051.000 100 W 706 471 353 265
46047.000 100 W 764 509 382 286
47048.000 100 W 764 509 382 286

Connected load
without control gear
46048.000 P: 100 W
47049.000 P: 100 W
46050.000 P: 100 W
47051.000 P: 100 W
46047.000 P: 100 W
47048.000 P: 100 W

Connected load per 100lx
without control gear
46048.000 P*: 6.76 W/m2

47049.000 P*: 6.76 W/m2

46050.000 P*: 6.56 W/m2

47051.000 P*: 6.56 W/m2

46047.000 P*: 6.06 W/m2

47048.000 P*: 6.06 W/m2

Number of luminaires per 100lx

46048.000 n*: 6.76 1/100m2

47049.000 n*: 6.76 1/100m2

46050.000 n*: 6.56 1/100m2

47051.000 n*: 6.56 1/100m2

46047.000 n*: 6.06 1/100m2

47048.000 n*: 6.06 1/100m2
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521

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 534

46249.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

LOR 0.64
UGR 18.4
55° < 200 cd/m2

47249.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

LOR 0.64
UGR 18.4
55° < 200 cd/m2

46251.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

LOR 0.66
UGR 17.3
55° < 200 cd/m2

47251.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

LOR 0.66
UGR 17.3
55° < 200 cd/m2

46248.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

LOR 0.71
UGR 16.2
55° < 200 cd/m2

47248.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

LOR 0.71
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46249.000 100 W 7 14 21 34
47249.000 100 W 7 14 21 34
46251.000 100 W 7 14 20 33
47251.000 100 W 7 14 20 33
46248.000 100 W 7 13 19 31
47248.000 100 W 7 13 19 31

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46249.000 100 W 685 457 343 257
47249.000 100 W 685 457 343 257
46251.000 100 W 706 471 353 265
47251.000 100 W 706 471 353 265
46248.000 100 W 764 509 382 286
47248.000 100 W 764 509 382 286

Connected load
46249.000 P: 105 W
47249.000 P: 105 W
46251.000 P: 105 W
47251.000 P: 105 W
46248.000 P: 105 W
47248.000 P: 105 W

Connected load per 100lx
46249.000 P*: 7.10 W/m2

47249.000 P*: 7.10 W/m2

46251.000 P*: 6.88 W/m2

47251.000 P*: 6.88 W/m2

46248.000 P*: 6.37 W/m2

47248.000 P*: 6.37 W/m2

Number of luminaires per 100lx
46249.000 n*: 6.76 1/100m2

47249.000 n*: 6.76 1/100m2

46251.000 n*: 6.56 1/100m2

47251.000 n*: 6.56 1/100m2

46248.000 n*: 6.06 1/100m2

47248.000 n*: 6.06 1/100m2

Quintessence Downlight for low-voltage halogen lamps
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522

Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.

Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46029.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 86 65 48

47030.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 86 65 48

Quintessence Washlight with shadow gap for low-voltage halogen lamps

Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-

nology wallwasher segment: aluminium,
bright anodised. Reflector size 4, cut-
off angle 40°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46030.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 86 65 48

47031.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 86 65 48

Quintessence Washlight for low-voltage halogen lamps
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523

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.

Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46051.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 111 84 61 49

47052.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 111 84 61 49

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 535

46252.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 111 84 61 49

47252.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 111 84 61 49

Quintessence Washlight for low-voltage halogen lamps
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524

Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46031.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 112 85 64 47

47032.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 112 85 64 47

Quintessence Double washlight with shadow gap for low-voltage halogen lamps

Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-

nology wallwasher segments: alu-
minium, bright anodised. Reflector size
4, cut-off angle 40°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46032.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 112 85 64 47

47033.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 112 85 64 47

Quintessence Double washlight for low-voltage halogen lamps
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525

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46052.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 110 84 61 49

47053.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 110 84 61 49

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 535

46253.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 110 84 61 49

47253.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.88kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 110 84 61 49

Quintessence Double washlight for low-voltage halogen lamps
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526

Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46033.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 192 111

47034.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 192 111

Quintessence Lens wallwasher with shadow gap for low-voltage halogen lamps

Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised, with upper wallwasher lens
designed as safety glass. Reflector size
4, cut-off angle 40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46034.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 192 111

47035.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 192 111

Quintessence Lens wallwasher for low-voltage halogen lamps
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527

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46053.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm

Covered mounting
detail
Weight 0.70kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 234 178 145 116

47054.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm

Flush mounting
detail
Weight 0.70kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 234 178 145 116

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 535

46254.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 234 178 145 116

47254.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Flush mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 234 178 145 116

Quintessence Lens wallwasher for low-voltage halogen lamps
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Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46035.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 169 98

47036.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 169 98

Quintessence Focal lens wallwasher with shadow gap for low-voltage halogen lamps

Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised, with upper wallwasher lens
designed as safety glass. Reflector size
4, cut-off angle 40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46036.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 169 98

47037.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 169 98

Quintessence Focal lens wallwasher for low-voltage halogen lamps
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529

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46054.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm

Covered mounting
detail
Weight 0.70kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 219 167 143 116

47055.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm

Flush mounting
detail
Weight 0.70kg
LMF D
I0 qpz

g

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 219 167 143 116

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 535

46255.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 219 167 143 116

47255.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm

Flush mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 219 167 143 116

Quintessence Focal lens wallwasher for low-voltage halogen lamps
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530

Size 3
30°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angle of rota-
tion.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 535

46009.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.31kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

47009.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.31kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Directional luminaire for low-voltage halogen lamps
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531

Size 3
30°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angle of rota-
tion.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, bright

anodised. Reflector size 3, cut-off angle
30°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46010.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

47010.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.38kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Quintessence Directional luminaire for low-voltage halogen lamps

Size 4
40°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46037.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.52kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5390 0.33
2 1348 0.67
3 599 1.00
4 337 1.34
5 216 1.67

47038.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.52kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5390 0.33
2 1348 0.67
3 599 1.00
4 337 1.34
5 216 1.67

Quintessence Directional luminaire with shadow gap for low-voltage halogen lamps
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46039.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.52kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
29°

1 2553 0.52
2 638 1.03
3 284 1.55
4 160 2.07
5 102 2.59

47040.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.52kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
29°

1 2553 0.52
2 638 1.03
3 284 1.55
4 160 2.07
5 102 2.59

Quintessence Directional luminaire with shadow gap for low-voltage halogen lamps

Size 4
40°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.

Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46038.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.62kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5390 0.33
2 1348 0.67
3 599 1.00
4 337 1.34
5 216 1.67

47039.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.75kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5390 0.33
2 1348 0.67
3 599 1.00
4 337 1.34
5 216 1.67

46040.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.63kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
29°

1 2553 0.52
2 638 1.03
3 284 1.55
4 160 2.07
5 102 2.59

47041.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.62kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
29°

1 2553 0.52
2 638 1.03
3 284 1.55
4 160 2.07
5 102 2.59

Quintessence Directional luminaire for low-voltage halogen lamps
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533

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 535

46055.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.78kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
16°

1 12771 0.28
2 3193 0.56
3 1419 0.84
4 798 1.12
5 511 1.41

47056.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.78kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
16°

1 12771 0.28
2 3193 0.56
3 1419 0.84
4 798 1.12
5 511 1.41

46056.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.78kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 5103 0.46
2 1276 0.92
3 567 1.39
4 319 1.85
5 204 2.31

47057.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.78kg
LMF C
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
26°

1 5103 0.46
2 1276 0.92
3 567 1.39
4 319 1.85
5 204 2.31

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. 0°-30° tilt. Fixing ring:
plastic, black, rotatable through 360°.
Lockable angles of tilt and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Accessories page 535

46256.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.96kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
16°

1 12771 0.28
2 3193 0.56
3 1419 0.84
4 798 1.12
5 511 1.41

47256.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.96kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
16°

1 12771 0.28
2 3193 0.56
3 1419 0.84
4 798 1.12
5 511 1.41

46257.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.96kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 5103 0.46
2 1276 0.92
3 567 1.39
4 319 1.85
5 204 2.31

47257.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.96kg
LMF C
0 qpig

QT12-ax

h(m) E(lx) D(m)
26°

1 5103 0.46
2 1276 0.92
3 567 1.39
4 319 1.85
5 204 2.31

Quintessence Directional luminaire for low-voltage halogen lamps
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46005.000 • • • • • • • • •
46011.000 • • • • • • • • •
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83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115

83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

70650.000
70651.000
UV filter

70668.000
70669.000
Skintone filter

70672.000
70673.000
Food filter

70676.000
70677.000
Daylight conver-
sion filter

70656.000
70657.000
Interference
colour filter
Magenta

70659.000
70660.000
Interference
colour filter
Amber

70662.000
70663.000
Interference
colour filter
Sky blue

70665.000
70666.000
Interference
colour filter
Night blue

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83610.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83611.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83612.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.30kg
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83613.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg

83614.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83577.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.04kg

83595.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.07kg

83596.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.10kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.
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Consistent system design is a 
characteristic feature of the 
 Quintessence round recessed 
 luminaires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation.  
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting rings, meaning 
that the different lamp types and 
characteristics are not only easy to 
combine, but also to interchange.

Quintessence round Recessed luminaires for high- pressure discharge lamps

Double- focus downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting. 
Good visual comfort for high rooms 
through double focus.

Metal halide lamps
20W -  35W
1800lm -  3400lm
Size 2

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 3, 4, 5, 7
Focal, narrow, wide diffuser
Optional: shadow gap

Metal halide reflector lamps
20W
1000lm
Size 3
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5
Focal, narrow, wide diffuser

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Washlights
Asymmetrical light distribution, 
directed downwards, combined with 
uniform illumination of walls.

Double washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 4, 5, 7
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 4, 5, 7
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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539

Quintessence round Recessed luminaires for high- pressure discharge lamps

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Focal lens wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam, rotationally 
symmetrical light distribution for 
accent lighting.

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 4, 5, 7
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 4, 5, 7
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 4, 5, 7
Spot, flood
Optional: shadow gap

Metal halide reflector lamps
20W
1000lm
Size 3
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5
Spot, flood

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.
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400 500 700600 nm

HIT

400 500 700600 nm

HST

540

HIT

HST

Colour tempera-
ture and colour 
rendition
Metal halide 
lamps (HIT) pro-
vide a colour ren-
dition of more 
than 90, making 
them highly suit-
able for  lighting 
tasks where excel-
lent colour ren-
dition is required. 
The warm- col-
oured light of the 

Heat manage-
ment
Good heat 
 management in 
the luminaire is 
crucial for con-
tinuous opera-
tion,  allowing the 
lamps to emit 
their full  power 
throughout their 
entire life. It is 
the design, con-
struction and 
material of the 

housing that 
all contribute 
to optimal heat 
management. 
 Extensive simu-
lations and tests 
during the devel-
opment phase 
ensure the suc-
cess of all the 
products in the 
range.

high- pressure 
sodium vapour 
lamp (HST) shows 
certain types of 
merchandise to 
their best advan-
tage, such as bak-
ery  products and 
leather goods.

Quintessence round Recessed luminaires for high- pressure discharge lamps
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541

Size 2
40°

Size 4
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Ellipsoidal reflector: aluminium, bright
anodised. Diffuser: glass, frosted.
Darklight reflector: aluminium, bright
anodised. Reflector size 2, cut-off angle
40°.

Control gear to be ordered separately.
Accessories page 594

46441.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.60kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.42
UGR 19.6
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.44
UGR 21.6
55° < 1000 cd/m2

47424.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.60kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.42
UGR 19.6
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.44
UGR 21.6
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46441.000 20 W 13 25 38 63
46441.000 35 W 7 13 19 32
47424.000 20 W 13 25 38 63
47424.000 35 W 7 13 19 32

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46441.000 20 W 371 247 186 139
46441.000 35 W 745 496 372 279
47424.000 20 W 371 247 186 139
47424.000 35 W 745 496 372 279

Connected load
without control gear
46441.000 P: 20 W
46441.000 P: 35 W
47424.000 P: 20 W
47424.000 P: 35 W

Connected load per 100lx
without control gear
46441.000 P*: 2.49 W/m2

46441.000 P*: 2.18 W/m2

47424.000 P*: 2.49 W/m2

47424.000 P*: 2.18 W/m2

Number of luminaires per 100lx

46441.000 n*: 12.47 1/100m2

46441.000 n*: 6.22 1/100m2

47424.000 n*: 12.47 1/100m2

47424.000 n*: 6.22 1/100m2

Quintessence Downlight for metal halide lamps

Size 3
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46418.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.45
UGR 23.3
65° < 200 cd/m2

Quintessence Double-focus downlight for metal halide lamps
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47401.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.45
UGR 23.3
65° < 200 cd/m2

46417.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.50
UGR 22.2
65° < 200 cd/m2

47400.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.50
UGR 22.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46418.000 20 W 13 25 37 61
47401.000 20 W 13 25 37 61
46417.000 20 W 11 22 33 54
47400.000 20 W 11 22 33 54

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46418.000 20 W 384 256 192 144
47401.000 20 W 384 256 192 144
46417.000 20 W 433 289 216 162
47400.000 20 W 433 289 216 162

Connected load
without control gear
46418.000 P: 20 W
47401.000 P: 20 W
46417.000 P: 20 W
47400.000 P: 20 W

Connected load per 100lx
without control gear
46418.000 P*: 2.41 W/m2

47401.000 P*: 2.41 W/m2

46417.000 P*: 2.14 W/m2

47400.000 P*: 2.14 W/m2

Number of luminaires per 100lx

46418.000 n*: 12.06 1/100m2

47401.000 n*: 12.06 1/100m2

46417.000 n*: 10.70 1/100m2

47400.000 n*: 10.70 1/100m2

Size 3
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Control gear to be ordered separately.
Accessories page 595

46460.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Covered mounting
detail
Weight 0.45kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

47443.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Flush mounting
detail
Weight 0.45kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

Quintessence Downlight for metal halide lamps
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543

Size 3
30°

Size 4
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright

anodised. Reflector size 3, cut-off angle
30°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 595

46420.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Covered mounting
detail
Weight 0.53kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.45
UGR 23.3
65° < 200 cd/m2

47403.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Flush mounting
detail
Weight 0.53kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.45
UGR 23.3
65° < 200 cd/m2

46419.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Covered mounting
detail
Weight 0.53kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.50
UGR 22.2
65° < 200 cd/m2

47402.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Flush mounting
detail
Weight 0.53kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.50
UGR 22.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46420.000 20 W 13 25 37 61
47403.000 20 W 13 25 37 61
46419.000 20 W 11 22 33 54
47402.000 20 W 11 22 33 54

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46420.000 20 W 384 256 192 144
47403.000 20 W 384 256 192 144
46419.000 20 W 433 289 216 162
47402.000 20 W 433 289 216 162

Connected load
without control gear
46420.000 P: 20 W
47403.000 P: 20 W
46419.000 P: 20 W
47402.000 P: 20 W

Connected load per 100lx
without control gear
46420.000 P*: 2.41 W/m2

47403.000 P*: 2.41 W/m2

46419.000 P*: 2.14 W/m2

47402.000 P*: 2.14 W/m2

Number of luminaires per 100lx

46420.000 n*: 12.06 1/100m2

47403.000 n*: 12.06 1/100m2

46419.000 n*: 10.70 1/100m2

47402.000 n*: 10.70 1/100m2

Quintessence Downlight with shadow gap for metal halide lamps

With a wealth of
characteristics,
especially for ver-
tical illuminance,
the Quintessence
range provides
complete, energy-
efficient solutions
for ceiling-integ-
rated lighting.
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Size 3
30°

Size 4
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, bright
anodised. Reflector size 3, cut-off angle
30°.
Control gear to be ordered separately.

Accessories page 595

46461.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Covered mounting
detail
Weight 0.53kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

47444.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Flush mounting
detail
Weight 0.53kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

Quintessence Downlight for metal halide lamps

Size 4
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46424.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.57
UGR 22.9
65° < 1000 cd/m2

Quintessence Downlight with shadow gap for metal halide lamps
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47407.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.57
UGR 22.9
65° < 1000 cd/m2

46435.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR 21.8
65° < 1000 cd/m2

47418.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR 21.8
65° < 1000 cd/m2

Quintessence Downlight for metal halide lamps
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46423.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.59
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.62
UGR 22.0
65° < 1000 cd/m2

47406.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.59
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.62
UGR 22.0
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46424.000 20 W 10 20 30 50
46424.000 35 W 5 10 16 26
47407.000 20 W 10 20 30 50
47407.000 35 W 5 10 16 26
46435.000 20 W 10 19 28 47
46435.000 35 W 5 10 15 24
47418.000 20 W 10 19 28 47
47418.000 35 W 5 10 15 24
46423.000 20 W 9 18 28 46
46423.000 35 W 5 10 14 23
47406.000 20 W 9 18 28 46
47406.000 35 W 5 10 14 23

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46424.000 20 W 465 310 233 174
46424.000 35 W 923 615 461 346
47407.000 20 W 465 310 233 174
47407.000 35 W 923 615 461 346
46435.000 20 W 496 331 248 186
46435.000 35 W 970 647 485 364
47418.000 20 W 496 331 248 186
47418.000 35 W 970 647 485 364
46423.000 20 W 513 342 257 192
46423.000 35 W 1013 675 506 380
47406.000 20 W 513 342 257 192
47406.000 35 W 1013 675 506 380

Connected load
without control gear
46424.000 P: 20 W
46424.000 P: 35 W
47407.000 P: 20 W
47407.000 P: 35 W
46435.000 P: 20 W
46435.000 P: 35 W
47418.000 P: 20 W
47418.000 P: 35 W
46423.000 P: 20 W
46423.000 P: 35 W
47406.000 P: 20 W
47406.000 P: 35 W

Connected load per 100lx
without control gear
46424.000 P*: 1.99 W/m2

46424.000 P*: 1.76 W/m2

47407.000 P*: 1.99 W/m2

47407.000 P*: 1.76 W/m2

46435.000 P*: 1.87 W/m2

46435.000 P*: 1.67 W/m2

47418.000 P*: 1.87 W/m2

47418.000 P*: 1.67 W/m2

46423.000 P*: 1.80 W/m2

46423.000 P*: 1.60 W/m2

47406.000 P*: 1.80 W/m2

47406.000 P*: 1.60 W/m2

Number of luminaires per 100lx

46424.000 n*: 9.95 1/100m2

46424.000 n*: 5.02 1/100m2

47407.000 n*: 9.95 1/100m2

47407.000 n*: 5.02 1/100m2

46435.000 n*: 9.34 1/100m2

46435.000 n*: 4.77 1/100m2

47418.000 n*: 9.34 1/100m2

47418.000 n*: 4.77 1/100m2

46423.000 n*: 9.02 1/100m2

46423.000 n*: 4.57 1/100m2

47406.000 n*: 9.02 1/100m2

47406.000 n*: 4.57 1/100m2

Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46426.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR 19.3
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.56
UGR 21.8
55° < 1000 cd/m2

Quintessence Downlight for metal halide lamps
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47409.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR 19.3
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.56
UGR 21.8
55° < 1000 cd/m2

46436.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.55
UGR 18.0
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.58
UGR 20.5
55° < 1000 cd/m2

47419.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.55
UGR 18.0
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.58
UGR 20.5
55° < 1000 cd/m2

Quintessence Downlight for metal halide lamps
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46425.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.58
UGR 18.2
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.62
UGR 20.8
55° < 1000 cd/m2

47408.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.58
UGR 18.2
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.62
UGR 20.8
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46426.000 20 W 11 21 31 51
46426.000 35 W 6 11 16 26
47409.000 20 W 11 21 31 51
47409.000 35 W 6 11 16 26
46436.000 20 W 10 20 29 49
46436.000 35 W 5 10 15 25
47419.000 20 W 10 20 29 49
47419.000 35 W 5 10 15 25
46425.000 20 W 10 19 28 46
46425.000 35 W 5 10 14 23
47408.000 20 W 10 19 28 46
47408.000 35 W 5 10 14 23

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46426.000 20 W 459 306 229 172
46426.000 35 W 914 609 457 343
47409.000 20 W 459 306 229 172
47409.000 35 W 914 609 457 343
46436.000 20 W 478 319 239 179
46436.000 35 W 953 635 476 357
47419.000 20 W 478 319 239 179
47419.000 35 W 953 635 476 357
46425.000 20 W 507 338 254 190
46425.000 35 W 1018 678 509 382
47408.000 20 W 507 338 254 190
47408.000 35 W 1018 678 509 382

Connected load
without control gear
46426.000 P: 20 W
46426.000 P: 35 W
47409.000 P: 20 W
47409.000 P: 35 W
46436.000 P: 20 W
46436.000 P: 35 W
47419.000 P: 20 W
47419.000 P: 35 W
46425.000 P: 20 W
46425.000 P: 35 W
47408.000 P: 20 W
47408.000 P: 35 W

Connected load per 100lx
without control gear
46426.000 P*: 2.02 W/m2

46426.000 P*: 1.77 W/m2

47409.000 P*: 2.02 W/m2

47409.000 P*: 1.77 W/m2

46436.000 P*: 1.94 W/m2

46436.000 P*: 1.70 W/m2

47419.000 P*: 1.94 W/m2

47419.000 P*: 1.70 W/m2

46425.000 P*: 1.83 W/m2

46425.000 P*: 1.59 W/m2

47408.000 P*: 1.83 W/m2

47408.000 P*: 1.59 W/m2

Number of luminaires per 100lx

46426.000 n*: 10.10 1/100m2

46426.000 n*: 5.07 1/100m2

47409.000 n*: 10.10 1/100m2

47409.000 n*: 5.07 1/100m2

46436.000 n*: 9.68 1/100m2

46436.000 n*: 4.86 1/100m2

47419.000 n*: 9.68 1/100m2

47419.000 n*: 4.86 1/100m2

46425.000 n*: 9.13 1/100m2

46425.000 n*: 4.55 1/100m2

47408.000 n*: 9.13 1/100m2

47408.000 n*: 4.55 1/100m2

Quintessence Downlight for metal halide lamps
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Size 4
30°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright

anodised. Reflector size 4, cut-off angle
30°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 595

46428.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.57
UGR 22.9
65° < 1000 cd/m2

47411.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.56kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.57
UGR 22.9
65° < 1000 cd/m2

46437.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR 21.8
65° < 1000 cd/m2

47420.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR 21.8
65° < 1000 cd/m2
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46427.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.59
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.62
UGR 22.0
65° < 1000 cd/m2

47410.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.59
UGR 19.4
65° < 200 cd/m2

HIT-TC-CE

LOR 0.62
UGR 22.0
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46428.000 20 W 10 20 30 50
46428.000 35 W 5 10 16 26
47411.000 20 W 10 20 30 50
47411.000 35 W 5 10 16 26
46437.000 20 W 10 19 28 47
46437.000 35 W 5 10 15 24
47420.000 20 W 10 19 28 47
47420.000 35 W 5 10 15 24
46427.000 20 W 9 18 28 46
46427.000 35 W 5 10 14 23
47410.000 20 W 9 18 28 46
47410.000 35 W 5 10 14 23

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46428.000 20 W 465 310 233 174
46428.000 35 W 923 615 461 346
47411.000 20 W 465 310 233 174
47411.000 35 W 923 615 461 346
46437.000 20 W 496 331 248 186
46437.000 35 W 970 647 485 364
47420.000 20 W 496 331 248 186
47420.000 35 W 970 647 485 364
46427.000 20 W 513 342 257 192
46427.000 35 W 1013 675 506 380
47410.000 20 W 513 342 257 192
47410.000 35 W 1013 675 506 380

Connected load
without control gear
46428.000 P: 20 W
46428.000 P: 35 W
47411.000 P: 20 W
47411.000 P: 35 W
46437.000 P: 20 W
46437.000 P: 35 W
47420.000 P: 20 W
47420.000 P: 35 W
46427.000 P: 20 W
46427.000 P: 35 W
47410.000 P: 20 W
47410.000 P: 35 W

Connected load per 100lx
without control gear
46428.000 P*: 1.99 W/m2

46428.000 P*: 1.76 W/m2

47411.000 P*: 1.99 W/m2

47411.000 P*: 1.76 W/m2

46437.000 P*: 1.87 W/m2

46437.000 P*: 1.67 W/m2

47420.000 P*: 1.87 W/m2

47420.000 P*: 1.67 W/m2

46427.000 P*: 1.80 W/m2

46427.000 P*: 1.60 W/m2

47410.000 P*: 1.80 W/m2

47410.000 P*: 1.60 W/m2

Number of luminaires per 100lx

46428.000 n*: 9.95 1/100m2

46428.000 n*: 5.02 1/100m2

47411.000 n*: 9.95 1/100m2

47411.000 n*: 5.02 1/100m2

46437.000 n*: 9.34 1/100m2

46437.000 n*: 4.77 1/100m2

47420.000 n*: 9.34 1/100m2

47420.000 n*: 4.77 1/100m2

46427.000 n*: 9.02 1/100m2

46427.000 n*: 4.57 1/100m2

47410.000 n*: 9.02 1/100m2

47410.000 n*: 4.57 1/100m2

Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright

anodised. Reflector size 4, cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 595

46430.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR 19.3
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.56
UGR 21.8
55° < 1000 cd/m2
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47413.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR 19.3
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.56
UGR 21.8
55° < 1000 cd/m2

46438.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.55
UGR 18.0
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.58
UGR 20.5
55° < 1000 cd/m2

47421.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.55
UGR 18.0
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.58
UGR 20.5
55° < 1000 cd/m2
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46429.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.58
UGR 18.2
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.62
UGR 20.8
55° < 1000 cd/m2

47412.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.58
UGR 18.2
55° < 1000 cd/m2

HIT-TC-CE

LOR 0.62
UGR 20.8
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46430.000 20 W 11 21 31 51
46430.000 35 W 6 11 16 26
47413.000 20 W 11 21 31 51
47413.000 35 W 6 11 16 26
46438.000 20 W 10 20 29 49
46438.000 35 W 5 10 15 25
47421.000 20 W 10 20 29 49
47421.000 35 W 5 10 15 25
46429.000 20 W 10 19 28 46
46429.000 35 W 5 10 14 23
47412.000 20 W 10 19 28 46
47412.000 35 W 5 10 14 23

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46430.000 20 W 459 306 229 172
46430.000 35 W 914 609 457 343
47413.000 20 W 459 306 229 172
47413.000 35 W 914 609 457 343
46438.000 20 W 478 319 239 179
46438.000 35 W 953 635 476 357
47421.000 20 W 478 319 239 179
47421.000 35 W 953 635 476 357
46429.000 20 W 507 338 254 190
46429.000 35 W 1018 678 509 382
47412.000 20 W 507 338 254 190
47412.000 35 W 1018 678 509 382

Connected load
without control gear
46430.000 P: 20 W
46430.000 P: 35 W
47413.000 P: 20 W
47413.000 P: 35 W
46438.000 P: 20 W
46438.000 P: 35 W
47421.000 P: 20 W
47421.000 P: 35 W
46429.000 P: 20 W
46429.000 P: 35 W
47412.000 P: 20 W
47412.000 P: 35 W

Connected load per 100lx
without control gear
46430.000 P*: 2.02 W/m2

46430.000 P*: 1.77 W/m2

47413.000 P*: 2.02 W/m2

47413.000 P*: 1.77 W/m2

46438.000 P*: 1.94 W/m2

46438.000 P*: 1.70 W/m2

47421.000 P*: 1.94 W/m2

47421.000 P*: 1.70 W/m2

46429.000 P*: 1.83 W/m2

46429.000 P*: 1.59 W/m2

47412.000 P*: 1.83 W/m2

47412.000 P*: 1.59 W/m2

Number of luminaires per 100lx

46430.000 n*: 10.10 1/100m2

46430.000 n*: 5.07 1/100m2

47413.000 n*: 10.10 1/100m2

47413.000 n*: 5.07 1/100m2

46438.000 n*: 9.68 1/100m2

46438.000 n*: 4.86 1/100m2

47421.000 n*: 9.68 1/100m2

47421.000 n*: 4.86 1/100m2

46429.000 n*: 9.13 1/100m2

46429.000 n*: 4.55 1/100m2

47412.000 n*: 9.13 1/100m2

47412.000 n*: 4.55 1/100m2
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553

Size 5
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46401.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.60
UGR 19.0
65° < 200 cd/m2

HIT-CE

LOR 0.60
UGR 21.7
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR 24.1
65° < 1000 cd/m2

47453.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.60
UGR 19.0
65° < 200 cd/m2

HIT-CE

LOR 0.60
UGR 21.7
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR 24.1
65° < 1000 cd/m2

46404.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.63
UGR 20.6
65° < 200 cd/m2

HIT-CE

LOR 0.63
UGR 22.9
65° < 1000 cd/m2

47456.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.63
UGR 20.6
65° < 200 cd/m2

HIT-CE

LOR 0.63
UGR 22.9
65° < 1000 cd/m2
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46400.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.67
UGR 17.6
65° < 200 cd/m2

HIT-CE

LOR 0.67
UGR 20.3
65° < 200 cd/m2

HIT-CE

LOR 0.67
UGR 22.6
65° < 1000 cd/m2

47452.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.67
UGR 17.6
65° < 200 cd/m2

HIT-CE

LOR 0.67
UGR 20.3
65° < 200 cd/m2

HIT-CE

LOR 0.67
UGR 22.6
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46401.000 20 W 9 18 27 45
46401.000 35 W 5 9 13 21
46401.000 70 W 3 5 7 11
47453.000 20 W 9 18 27 45
47453.000 35 W 5 9 13 21
47453.000 70 W 3 5 7 11
46404.000 35 W 4 8 12 20
46404.000 70 W 2 4 6 10
47456.000 35 W 4 8 12 20
47456.000 70 W 2 4 6 10
46400.000 20 W 8 16 24 40
46400.000 35 W 4 8 12 19
46400.000 70 W 2 4 6 10
47452.000 20 W 8 16 24 40
47452.000 35 W 4 8 12 19
47452.000 70 W 2 4 6 10

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46401.000 20 W 516 344 258 193
46401.000 35 W 1118 745 559 419
46401.000 70 W - 1488 1116 837
47453.000 20 W 516 344 258 193
47453.000 35 W 1118 745 559 419
47453.000 70 W - 1488 1116 837
46404.000 35 W 1187 791 593 445
46404.000 70 W - 1566 1174 881
47456.000 35 W 1187 791 593 445
47456.000 70 W - 1566 1174 881
46400.000 20 W 579 386 290 217
46400.000 35 W 1256 837 628 471
46400.000 70 W - 1668 1251 939
47452.000 20 W 579 386 290 217
47452.000 35 W 1256 837 628 471
47452.000 70 W - 1668 1251 939

Connected load
without control gear
46401.000 P: 20 W
46401.000 P: 35 W
46401.000 P: 70 W
47453.000 P: 20 W
47453.000 P: 35 W
47453.000 P: 70 W
46404.000 P: 35 W
46404.000 P: 70 W
47456.000 P: 35 W
47456.000 P: 70 W
46400.000 P: 20 W
46400.000 P: 35 W
46400.000 P: 70 W
47452.000 P: 20 W
47452.000 P: 35 W
47452.000 P: 70 W

Connected load per 100lx
without control gear
46401.000 P*: 1.80 W/m2

46401.000 P*: 1.45 W/m2

46401.000 P*: 1.45 W/m2

47453.000 P*: 1.80 W/m2

47453.000 P*: 1.45 W/m2

47453.000 P*: 1.45 W/m2

46404.000 P*: 1.37 W/m2

46404.000 P*: 1.38 W/m2

47456.000 P*: 1.37 W/m2

47456.000 P*: 1.38 W/m2

46400.000 P*: 1.60 W/m2

46400.000 P*: 1.29 W/m2

46400.000 P*: 1.29 W/m2

47452.000 P*: 1.60 W/m2

47452.000 P*: 1.29 W/m2

47452.000 P*: 1.29 W/m2

Number of luminaires per 100lx

46401.000 n*: 8.98 1/100m2

46401.000 n*: 4.14 1/100m2

46401.000 n*: 2.07 1/100m2

47453.000 n*: 8.98 1/100m2

47453.000 n*: 4.14 1/100m2

47453.000 n*: 2.07 1/100m2

46404.000 n*: 3.90 1/100m2

46404.000 n*: 1.97 1/100m2

47456.000 n*: 3.90 1/100m2

47456.000 n*: 1.97 1/100m2

46400.000 n*: 7.99 1/100m2

46400.000 n*: 3.69 1/100m2

46400.000 n*: 1.85 1/100m2

47452.000 n*: 7.99 1/100m2

47452.000 n*: 3.69 1/100m2

47452.000 n*: 1.85 1/100m2
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555

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46403.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

LOR 0.60
UGR 17.7
55° < 200 cd/m2

HIT-CE

LOR 0.60
UGR 20.4
55° < 1000 cd/m2

HIT-CE

LOR 0.60
UGR 22.8
55° < 1000 cd/m2

47455.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

LOR 0.60
UGR 17.7
55° < 200 cd/m2

HIT-CE

LOR 0.60
UGR 20.4
55° < 1000 cd/m2

HIT-CE

LOR 0.60
UGR 22.8
55° < 1000 cd/m2

46405.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

LOR 0.62
UGR 19.2
55° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 21.5
55° < 1000 cd/m2

47457.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

LOR 0.62
UGR 19.2
55° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 21.5
55° < 1000 cd/m2
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46402.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

LOR 0.66
UGR 16.0
55° < 200 cd/m2

HIT-CE

LOR 0.66
UGR 18.7
55° < 1000 cd/m2

HIT-CE

LOR 0.66
UGR 21.0
55° < 1000 cd/m2

47454.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

LOR 0.66
UGR 16.0
55° < 200 cd/m2

HIT-CE

LOR 0.66
UGR 18.7
55° < 1000 cd/m2

HIT-CE

LOR 0.66
UGR 21.0
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46403.000 20 W 9 18 27 45
46403.000 35 W 5 9 13 21
46403.000 70 W 3 5 7 11
47455.000 20 W 9 18 27 45
47455.000 35 W 5 9 13 21
47455.000 70 W 3 5 7 11
46405.000 35 W 4 8 12 20
46405.000 70 W 2 4 6 10
47457.000 35 W 4 8 12 20
47457.000 70 W 2 4 6 10
46402.000 20 W 8 16 24 40
46402.000 35 W 4 8 11 19
46402.000 70 W 2 4 6 10
47454.000 20 W 8 16 24 40
47454.000 35 W 4 8 11 19
47454.000 70 W 2 4 6 10

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46403.000 20 W 519 346 260 195
46403.000 35 W 1126 751 563 422
46403.000 70 W - 1483 1112 834
47455.000 20 W 519 346 260 195
47455.000 35 W 1126 751 563 422
47455.000 70 W - 1483 1112 834
46405.000 35 W 1175 784 588 441
46405.000 70 W - 1567 1175 881
47457.000 35 W 1175 784 588 441
47457.000 70 W - 1567 1175 881
46402.000 20 W 583 389 292 219
46402.000 35 W 1265 843 632 474
46402.000 70 W - 1677 1258 943
47454.000 20 W 583 389 292 219
47454.000 35 W 1265 843 632 474
47454.000 70 W - 1677 1258 943

Connected load
without control gear
46403.000 P: 20 W
46403.000 P: 35 W
46403.000 P: 70 W
47455.000 P: 20 W
47455.000 P: 35 W
47455.000 P: 70 W
46405.000 P: 35 W
46405.000 P: 70 W
47457.000 P: 35 W
47457.000 P: 70 W
46402.000 P: 20 W
46402.000 P: 35 W
46402.000 P: 70 W
47454.000 P: 20 W
47454.000 P: 35 W
47454.000 P: 70 W

Connected load per 100lx
without control gear
46403.000 P*: 1.78 W/m2

46403.000 P*: 1.44 W/m2

46403.000 P*: 1.46 W/m2

47455.000 P*: 1.78 W/m2

47455.000 P*: 1.44 W/m2

47455.000 P*: 1.46 W/m2

46405.000 P*: 1.38 W/m2

46405.000 P*: 1.38 W/m2

47457.000 P*: 1.38 W/m2

47457.000 P*: 1.38 W/m2

46402.000 P*: 1.59 W/m2

46402.000 P*: 1.28 W/m2

46402.000 P*: 1.29 W/m2

47454.000 P*: 1.59 W/m2

47454.000 P*: 1.28 W/m2

47454.000 P*: 1.29 W/m2

Number of luminaires per 100lx

46403.000 n*: 8.91 1/100m2

46403.000 n*: 4.11 1/100m2

46403.000 n*: 2.08 1/100m2

47455.000 n*: 8.91 1/100m2

47455.000 n*: 4.11 1/100m2

47455.000 n*: 2.08 1/100m2

46405.000 n*: 3.94 1/100m2

46405.000 n*: 1.97 1/100m2

47457.000 n*: 3.94 1/100m2

47457.000 n*: 1.97 1/100m2

46402.000 n*: 7.94 1/100m2

46402.000 n*: 3.66 1/100m2

46402.000 n*: 1.84 1/100m2

47454.000 n*: 7.94 1/100m2

47454.000 n*: 3.66 1/100m2

47454.000 n*: 1.84 1/100m2
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Size 7
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46409.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.63
UGR 17.9
65° < 200 cd/m2

HIT-CE

LOR 0.63
UGR 20.6
65° < 200 cd/m2

HIT-CE

LOR 0.63
UGR 23.0
65° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 25.2
65° < 1000 cd/m2

47461.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.63
UGR 17.9
65° < 200 cd/m2

HIT-CE

LOR 0.63
UGR 20.6
65° < 200 cd/m2

HIT-CE

LOR 0.63
UGR 23.0
65° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 25.2
65° < 1000 cd/m2
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46412.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR 19.2
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR 21.7
65° < 1000 cd/m2

HIT-CE

LOR 0.63
UGR 24.0
65° < 1000 cd/m2

47464.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR 19.2
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR 21.7
65° < 1000 cd/m2

HIT-CE

LOR 0.63
UGR 24.0
65° < 1000 cd/m2

46408.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.69
UGR 16.2
65° < 200 cd/m2

HIT-CE

LOR 0.69
UGR 18.9
65° < 200 cd/m2

HIT-CE

LOR 0.70
UGR 21.4
65° < 1000 cd/m2

HIT-CE

LOR 0.67
UGR 23.6
65° < 1000 cd/m2
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47460.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.69
UGR 16.2
65° < 200 cd/m2

HIT-CE

LOR 0.69
UGR 18.9
65° < 200 cd/m2

HIT-CE

LOR 0.70
UGR 21.4
65° < 1000 cd/m2

HIT-CE

LOR 0.67
UGR 23.6
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46409.000 20 W 9 18 26 43
46409.000 35 W 4 8 12 20
46409.000 70 W 2 4 6 10
46409.000 150 W 1 3 4 6
47461.000 20 W 9 18 26 43
47461.000 35 W 4 8 12 20
47461.000 70 W 2 4 6 10
47461.000 150 W 1 3 4 6
46412.000 35 W 4 8 12 20
46412.000 70 W 2 4 6 10
46412.000 150 W 1 2 3 6
47464.000 35 W 4 8 12 20
47464.000 70 W 2 4 6 10
47464.000 150 W 1 2 3 6
46408.000 20 W 8 16 24 39
46408.000 35 W 4 8 11 18
46408.000 70 W 2 4 6 9
46408.000 150 W 1 2 3 5
47460.000 20 W 8 16 24 39
47460.000 35 W 4 8 11 18
47460.000 70 W 2 4 6 9
47460.000 150 W 1 2 3 5

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46409.000 20 W 542 361 271 203
46409.000 35 W 1175 783 588 441
46409.000 70 W - 1559 1170 877
46409.000 150 W - - - 1655
47461.000 20 W 542 361 271 203
47461.000 35 W 1175 783 588 441
47461.000 70 W - 1559 1170 877
47461.000 150 W - - - 1655
46412.000 35 W 1214 810 607 455
46412.000 70 W - 1610 1208 906
46412.000 150 W - - - 1709
47464.000 35 W 1214 810 607 455
47464.000 70 W - 1610 1208 906
47464.000 150 W - - - 1709
46408.000 20 W 598 399 299 224
46408.000 35 W 1297 865 649 487
46408.000 70 W - 1746 1309 982
46408.000 150 W - - - 1832
47460.000 20 W 598 399 299 224
47460.000 35 W 1297 865 649 487
47460.000 70 W - 1746 1309 982
47460.000 150 W - - - 1832

Connected load
without control gear
46409.000 P: 20 W
46409.000 P: 35 W
46409.000 P: 70 W
46409.000 P: 150 W
47461.000 P: 20 W
47461.000 P: 35 W
47461.000 P: 70 W
47461.000 P: 150 W
46412.000 P: 35 W
46412.000 P: 70 W
46412.000 P: 150 W
47464.000 P: 35 W
47464.000 P: 70 W
47464.000 P: 150 W
46408.000 P: 20 W
46408.000 P: 35 W
46408.000 P: 70 W
46408.000 P: 150 W
47460.000 P: 20 W
47460.000 P: 35 W
47460.000 P: 70 W
47460.000 P: 150 W

Connected load per 100lx
without control gear
46409.000 P*: 1.71 W/m2

46409.000 P*: 1.38 W/m2

46409.000 P*: 1.39 W/m2

46409.000 P*: 1.57 W/m2

47461.000 P*: 1.71 W/m2

47461.000 P*: 1.38 W/m2

47461.000 P*: 1.39 W/m2

47461.000 P*: 1.57 W/m2

46412.000 P*: 1.33 W/m2

46412.000 P*: 1.34 W/m2

46412.000 P*: 1.52 W/m2

47464.000 P*: 1.33 W/m2

47464.000 P*: 1.34 W/m2

47464.000 P*: 1.52 W/m2

46408.000 P*: 1.55 W/m2

46408.000 P*: 1.25 W/m2

46408.000 P*: 1.24 W/m2

46408.000 P*: 1.42 W/m2

47460.000 P*: 1.55 W/m2

47460.000 P*: 1.25 W/m2

47460.000 P*: 1.24 W/m2

47460.000 P*: 1.42 W/m2

Number of luminaires per 100lx

46409.000 n*: 8.54 1/100m2

46409.000 n*: 3.94 1/100m2

46409.000 n*: 1.98 1/100m2

46409.000 n*: 1.05 1/100m2

47461.000 n*: 8.54 1/100m2

47461.000 n*: 3.94 1/100m2

47461.000 n*: 1.98 1/100m2

47461.000 n*: 1.05 1/100m2

46412.000 n*: 3.81 1/100m2

46412.000 n*: 1.92 1/100m2

46412.000 n*: 1.02 1/100m2

47464.000 n*: 3.81 1/100m2

47464.000 n*: 1.92 1/100m2

47464.000 n*: 1.02 1/100m2

46408.000 n*: 7.74 1/100m2

46408.000 n*: 3.57 1/100m2

46408.000 n*: 1.77 1/100m2

46408.000 n*: 0.95 1/100m2

47460.000 n*: 7.74 1/100m2

47460.000 n*: 3.57 1/100m2

47460.000 n*: 1.77 1/100m2

47460.000 n*: 0.95 1/100m2
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560

Size 7
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46411.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.62
UGR 16.6
55° < 200 cd/m2

HIT-CE

LOR 0.62
UGR 19.2
55° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 21.6
55° < 1000 cd/m2

HIT-CE

LOR 0.61
UGR 23.9
55° < 1000 cd/m2

47463.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.62
UGR 16.6
55° < 200 cd/m2

HIT-CE

LOR 0.62
UGR 19.2
55° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 21.6
55° < 1000 cd/m2

HIT-CE

LOR 0.61
UGR 23.9
55° < 1000 cd/m2

Quintessence Downlight for metal halide lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:54

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0560_bild_erco_hk12.p1.pdf  Layer 2: 0560_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w560

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:36:54

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettodf5f49061edebf43bdb2e8420ca8af42Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0560_bild_erco_hk12.p1.pdf  Layer 2: 0560_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w560



3
46
6
6
6
6
6
6
3

126666666

346666666

17
9

43

206d

221d 30° 30°

60° 60°

6000 cd

30° 30°

60° 60°

10000 cd

30° 30°

60° 60°

15000 cd

34666666

3
4
6
6
6
6
6
6
63

126666666

208d
18

1
43

210d

30° 30°

60° 60°

6000 cd

30° 30°

60° 60°

10000 cd

30° 30°

60° 60°

15000 cd

3
46
6
6
6
6
6
6
3

126666666

346666666

17
9

43

206d

221d 30° 30°

60° 60°

4000 cd

30° 30°

60° 60°

6000 cd

30° 30°

60° 60°

10000 cd

30° 30°

60° 60°

15000 cd

561

46413.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.64
UGR 17.9
55° < 1000 cd/m2

HIT-CE

LOR 0.64
UGR 20.4
55° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 22.7
55° < 1000 cd/m2

47465.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.64
UGR 17.9
55° < 1000 cd/m2

HIT-CE

LOR 0.64
UGR 20.4
55° < 1000 cd/m2

HIT-CE

LOR 0.62
UGR 22.7
55° < 1000 cd/m2

46410.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.68
UGR 14.6
55° < 200 cd/m2

HIT-CE

LOR 0.68
UGR 17.3
55° < 200 cd/m2

HIT-CE

LOR 0.68
UGR 19.7
55° < 1000 cd/m2

HIT-CE

LOR 0.67
UGR 22.1
55° < 1000 cd/m2
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47462.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.68
UGR 14.6
55° < 200 cd/m2

HIT-CE

LOR 0.68
UGR 17.3
55° < 200 cd/m2

HIT-CE

LOR 0.68
UGR 19.7
55° < 1000 cd/m2

HIT-CE

LOR 0.67
UGR 22.1
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46411.000 20 W 9 18 26 44
46411.000 35 W 4 8 12 20
46411.000 70 W 2 4 6 10
46411.000 150 W 2 3 4 6
47463.000 20 W 9 18 26 44
47463.000 35 W 4 8 12 20
47463.000 70 W 2 4 6 10
47463.000 150 W 2 3 4 6
46413.000 35 W 4 8 12 19
46413.000 70 W 2 4 6 10
46413.000 150 W 1 2 3 6
47465.000 35 W 4 8 12 19
47465.000 70 W 2 4 6 10
47465.000 150 W 1 2 3 6
46410.000 20 W 8 16 24 39
46410.000 35 W 4 8 11 18
46410.000 70 W 2 4 6 9
46410.000 150 W 1 2 3 5
47462.000 20 W 8 16 24 39
47462.000 35 W 4 8 11 18
47462.000 70 W 2 4 6 9
47462.000 150 W 1 2 3 5

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46411.000 20 W 537 358 269 201
46411.000 35 W 1165 777 583 437
46411.000 70 W - 1546 1160 870
46411.000 150 W - - - 1653
47463.000 20 W 537 358 269 201
47463.000 35 W 1165 777 583 437
47463.000 70 W - 1546 1160 870
47463.000 150 W - - - 1653
46413.000 35 W 1219 813 610 457
46413.000 70 W - 1611 1208 906
46413.000 150 W - - - 1711
47465.000 35 W 1219 813 610 457
47465.000 70 W - 1611 1208 906
47465.000 150 W - - - 1711
46410.000 20 W 599 399 299 225
46410.000 35 W 1299 866 649 487
46410.000 70 W - 1727 1295 972
46410.000 150 W - - - 1843
47462.000 20 W 599 399 299 225
47462.000 35 W 1299 866 649 487
47462.000 70 W - 1727 1295 972
47462.000 150 W - - - 1843

Connected load
without control gear
46411.000 P: 20 W
46411.000 P: 35 W
46411.000 P: 70 W
46411.000 P: 150 W
47463.000 P: 20 W
47463.000 P: 35 W
47463.000 P: 70 W
47463.000 P: 150 W
46413.000 P: 35 W
46413.000 P: 70 W
46413.000 P: 150 W
47465.000 P: 35 W
47465.000 P: 70 W
47465.000 P: 150 W
46410.000 P: 20 W
46410.000 P: 35 W
46410.000 P: 70 W
46410.000 P: 150 W
47462.000 P: 20 W
47462.000 P: 35 W
47462.000 P: 70 W
47462.000 P: 150 W

Connected load per 100lx
without control gear
46411.000 P*: 1.72 W/m2

46411.000 P*: 1.39 W/m2

46411.000 P*: 1.40 W/m2

46411.000 P*: 1.58 W/m2

47463.000 P*: 1.72 W/m2

47463.000 P*: 1.39 W/m2

47463.000 P*: 1.40 W/m2

47463.000 P*: 1.58 W/m2

46413.000 P*: 1.33 W/m2

46413.000 P*: 1.34 W/m2

46413.000 P*: 1.52 W/m2

47465.000 P*: 1.33 W/m2

47465.000 P*: 1.34 W/m2

47465.000 P*: 1.52 W/m2

46410.000 P*: 1.55 W/m2

46410.000 P*: 1.25 W/m2

46410.000 P*: 1.25 W/m2

46410.000 P*: 1.41 W/m2

47462.000 P*: 1.55 W/m2

47462.000 P*: 1.25 W/m2

47462.000 P*: 1.25 W/m2

47462.000 P*: 1.41 W/m2

Number of luminaires per 100lx

46411.000 n*: 8.62 1/100m2

46411.000 n*: 3.97 1/100m2

46411.000 n*: 2.00 1/100m2

46411.000 n*: 1.05 1/100m2

47463.000 n*: 8.62 1/100m2

47463.000 n*: 3.97 1/100m2

47463.000 n*: 2.00 1/100m2

47463.000 n*: 1.05 1/100m2

46413.000 n*: 3.80 1/100m2

46413.000 n*: 1.92 1/100m2

46413.000 n*: 1.01 1/100m2

47465.000 n*: 3.80 1/100m2

47465.000 n*: 1.92 1/100m2

47465.000 n*: 1.01 1/100m2

46410.000 n*: 7.73 1/100m2

46410.000 n*: 3.56 1/100m2

46410.000 n*: 1.79 1/100m2

46410.000 n*: 0.94 1/100m2

47462.000 n*: 7.73 1/100m2

47462.000 n*: 3.56 1/100m2

47462.000 n*: 1.79 1/100m2

47462.000 n*: 0.94 1/100m2

Quintessence Downlight for metal halide lamps
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563

Size 5
30°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46515.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.58
UGR 19.8
65° < 200 cd/m2

HST

LOR 0.50
UGR 21.8
65° < 200 cd/m2

47501.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.58
UGR 19.8
65° < 200 cd/m2

HST

LOR 0.50
UGR 21.8
65° < 200 cd/m2

46518.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.60
UGR 18.6
65° < 200 cd/m2

HST

LOR 0.51
UGR 20.8
65° < 200 cd/m2

47504.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.60
UGR 18.6
65° < 200 cd/m2

HST

LOR 0.51
UGR 20.8
65° < 200 cd/m2

Quintessence Downlight for high-pressure sodium vapour lamps
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46514.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.64
UGR 18.4
65° < 200 cd/m2

HST

LOR 0.55
UGR 20.6
65° < 200 cd/m2

47500.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.64
UGR 18.4
65° < 200 cd/m2

HST

LOR 0.55
UGR 20.6
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46515.000 50 W 7 14 21 35
46515.000 100 W 4 8 12 20
47501.000 50 W 7 14 21 35
47501.000 100 W 4 8 12 20
46518.000 50 W 7 14 21 34
46518.000 100 W 4 8 12 20
47504.000 50 W 7 14 21 34
47504.000 100 W 4 8 12 20
46514.000 50 W 7 13 19 31
46514.000 100 W 4 8 11 18
47500.000 50 W 7 13 19 31
47500.000 100 W 4 8 11 18

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46515.000 50 W 668 446 334 251
46515.000 100 W 1156 771 578 434
47501.000 50 W 668 446 334 251
47501.000 100 W 1156 771 578 434
46518.000 50 W 687 458 344 258
46518.000 100 W 1212 808 606 454
47504.000 50 W 687 458 344 258
47504.000 100 W 1212 808 606 454
46514.000 50 W 746 497 373 280
46514.000 100 W 1306 871 653 490
47500.000 50 W 746 497 373 280
47500.000 100 W 1306 871 653 490

Connected load
without control gear
46515.000 P: 50 W
46515.000 P: 100 W
47501.000 P: 50 W
47501.000 P: 100 W
46518.000 P: 50 W
46518.000 P: 100 W
47504.000 P: 50 W
47504.000 P: 100 W
46514.000 P: 50 W
46514.000 P: 100 W
47500.000 P: 50 W
47500.000 P: 100 W

Connected load per 100lx
without control gear
46515.000 P*: 3.46 W/m2

46515.000 P*: 4.00 W/m2

47501.000 P*: 3.46 W/m2

47501.000 P*: 4.00 W/m2

46518.000 P*: 3.37 W/m2

46518.000 P*: 3.82 W/m2

47504.000 P*: 3.37 W/m2

47504.000 P*: 3.82 W/m2

46514.000 P*: 3.10 W/m2

46514.000 P*: 3.54 W/m2

47500.000 P*: 3.10 W/m2

47500.000 P*: 3.54 W/m2

Number of luminaires per 100lx

46515.000 n*: 6.93 1/100m2

46515.000 n*: 4.00 1/100m2

47501.000 n*: 6.93 1/100m2

47501.000 n*: 4.00 1/100m2

46518.000 n*: 6.74 1/100m2

46518.000 n*: 3.82 1/100m2

47504.000 n*: 6.74 1/100m2

47504.000 n*: 3.82 1/100m2

46514.000 n*: 6.21 1/100m2

46514.000 n*: 3.54 1/100m2

47500.000 n*: 6.21 1/100m2

47500.000 n*: 3.54 1/100m2

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 595

46517.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

LOR 0.57
UGR 18.5
55° < 200 cd/m2

HST

LOR 0.49
UGR 20.6
55° < 1000 cd/m2

Quintessence Downlight for high-pressure sodium vapour lamps
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47503.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

LOR 0.57
UGR 18.5
55° < 200 cd/m2

HST

LOR 0.49
UGR 20.6
55° < 1000 cd/m2

46519.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

LOR 0.59
UGR 17.3
55° < 200 cd/m2

HST

LOR 0.51
UGR 19.4
55° < 1000 cd/m2

47505.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

LOR 0.59
UGR 17.3
55° < 200 cd/m2

HST

LOR 0.51
UGR 19.4
55° < 1000 cd/m2

Quintessence Downlight for high-pressure sodium vapour lamps
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46516.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

LOR 0.63
UGR 16.7
55° < 200 cd/m2

HST

LOR 0.55
UGR 19.1
55° < 1000 cd/m2

47502.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

LOR 0.63
UGR 16.7
55° < 200 cd/m2

HST

LOR 0.55
UGR 19.1
55° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46517.000 50 W 7 14 21 35
46517.000 100 W 4 8 12 20
47503.000 50 W 7 14 21 35
47503.000 100 W 4 8 12 20
46519.000 50 W 7 14 20 34
46519.000 100 W 4 8 12 19
47505.000 50 W 7 14 20 34
47505.000 100 W 4 8 12 19
46516.000 50 W 7 13 19 32
46516.000 100 W 4 8 11 18
47502.000 50 W 7 13 19 32
47502.000 100 W 4 8 11 18

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46517.000 50 W 663 442 331 249
46517.000 100 W 1161 774 581 435
47503.000 50 W 663 442 331 249
47503.000 100 W 1161 774 581 435
46519.000 50 W 694 462 347 260
46519.000 100 W 1220 813 610 457
47505.000 50 W 694 462 347 260
47505.000 100 W 1220 813 610 457
46516.000 50 W 745 497 373 279
46516.000 100 W 1313 875 656 492
47502.000 50 W 745 497 373 279
47502.000 100 W 1313 875 656 492

Connected load
without control gear
46517.000 P: 50 W
46517.000 P: 100 W
47503.000 P: 50 W
47503.000 P: 100 W
46519.000 P: 50 W
46519.000 P: 100 W
47505.000 P: 50 W
47505.000 P: 100 W
46516.000 P: 50 W
46516.000 P: 100 W
47502.000 P: 50 W
47502.000 P: 100 W

Connected load per 100lx
without control gear
46517.000 P*: 3.49 W/m2

46517.000 P*: 3.99 W/m2

47503.000 P*: 3.49 W/m2

47503.000 P*: 3.99 W/m2

46519.000 P*: 3.34 W/m2

46519.000 P*: 3.80 W/m2

47505.000 P*: 3.34 W/m2

47505.000 P*: 3.80 W/m2

46516.000 P*: 3.11 W/m2

46516.000 P*: 3.53 W/m2

47502.000 P*: 3.11 W/m2

47502.000 P*: 3.53 W/m2

Number of luminaires per 100lx

46517.000 n*: 6.98 1/100m2

46517.000 n*: 3.99 1/100m2

47503.000 n*: 6.98 1/100m2

47503.000 n*: 3.99 1/100m2

46519.000 n*: 6.67 1/100m2

46519.000 n*: 3.80 1/100m2

47505.000 n*: 6.67 1/100m2

47505.000 n*: 3.80 1/100m2

46516.000 n*: 6.21 1/100m2

46516.000 n*: 3.53 1/100m2

47502.000 n*: 6.21 1/100m2

47502.000 n*: 3.53 1/100m2

Quintessence Downlight for high-pressure sodium vapour lamps
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Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.

Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46442.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 85 64

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 150 93 93 75

47425.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 85 64

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 150 93 93 75

Quintessence Washlight for metal halide lamps
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Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-

nology wallwasher segment: aluminium,
bright anodised. Reflector size 4, cut-
off angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46443.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 85 64

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 150 93 93 75

47426.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 85 64

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 150 93 93 75

Quintessence Washlight with shadow gap for metal halide lamps
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Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.

Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46406.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 100 76 57

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 195 150 122 99

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.80 1.50 2.10
Illuminance En (lx) 205 142 146 107

47458.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 100 76 57

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 195 150 122 99

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.80 1.50 2.10
Illuminance En (lx) 205 142 146 107

Quintessence Washlight for metal halide lamps
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Size 7
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.

Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46415.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 1.20 1.20
Illuminance En (lx) 72 54

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 198 152 122 98

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.80 1.50
Illuminance En (lx) 212 173 146 149

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.50 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.80 2.10 1.80
Illuminance En (lx) 237 202 175 180

47467.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 1.20 1.20
Illuminance En (lx) 72 54

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 198 152 122 98

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.80 1.50
Illuminance En (lx) 212 173 146 149

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.50 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.80 2.10 1.80
Illuminance En (lx) 237 202 175 180

Quintessence Washlight for metal halide lamps
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Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 40°.

Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46520.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 116 88 66 53

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 210 162 131 106

47506.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 116 88 66 53

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 210 162 131 106

Quintessence Washlight for high-pressure sodium vapour lamps
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Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46444.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 86 65

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 153 94 95 77

47427.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 86 65

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 153 94 95 77

Quintessence Double washlight for metal halide lamps
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Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-

nology wallwasher segments: alu-
minium, bright anodised. Reflector size
4, cut-off angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46445.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 86 65

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 153 94 95 77

47428.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 115 86 65

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.50 1.20 1.50
Illuminance En (lx) 153 94 95 77

Quintessence Double washlight with shadow gap for metal halide lamps
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574

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46407.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 99 75 57

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 190 146 120 97

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80 2.10
Illuminance En (lx) 203 166 123 106

47459.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 99 75 57

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 190 146 120 97

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80 2.10
Illuminance En (lx) 203 166 123 106

Quintessence Double washlight for metal halide lamps
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575

Size 7
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46416.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 1.20 1.20
Illuminance En (lx) 74 54

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 200 153 122 99

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.80 1.50
Illuminance En (lx) 215 176 148 151

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.50 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.80 2.10 1.80
Illuminance En (lx) 240 204 177 183

47468.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 1.20 1.20
Illuminance En (lx) 74 54

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 200 153 122 99

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.80 1.50
Illuminance En (lx) 215 176 148 151

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.50 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.80 2.10 1.80
Illuminance En (lx) 240 204 177 183

Quintessence Double washlight for metal halide lamps
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576

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-

minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 597

46521.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Covered mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 118 90 69 55

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 190 145 120 97

47507.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Flush mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 118 90 69 55

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 190 145 120 97

Quintessence Double washlight for high-pressure sodium vapour lamps
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577

Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46446.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.60kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 186 106

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 203 135

47429.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.60kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 186 106

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 203 135

Quintessence Lens wallwasher for metal halide lamps
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Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised, with upper wallwasher lens
designed as safety glass. Reflector size
4, cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 598

46447.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.71kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 186 106

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 203 135

47430.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.71kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 186 106

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 203 135

Quintessence Lens wallwasher with shadow gap for metal halide lamps
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579

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46500.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 187 107

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 233 154 128

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 383 276 203

47518.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 187 107

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 233 154 128

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 383 276 203

Quintessence Lens wallwasher for metal halide lamps
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580

Size 7
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46504.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm

Covered mounting
detail
Weight 0.88kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 171 107 70

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 252 165

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 404 292 215

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.80 1.80 2.10 2.10
Luminaire spacing (m) 1.80 2.10 2.10 2.40
Illuminance En (lx) 351 304 279 246

47522.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm

Flush mounting
detail
Weight 0.88kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 171 107 70

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 252 165

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 404 292 215

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.80 1.80 2.10 2.10
Luminaire spacing (m) 1.80 2.10 2.10 2.40
Illuminance En (lx) 351 304 279 246
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581

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46522.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm

Covered mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 261 152

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 244 162

47508.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm

Flush mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 261 152

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 244 162

Quintessence Lens wallwasher for high-pressure sodium vapour lamps
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Size 4
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46448.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.60kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 165 94

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 174 115

47431.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.60kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 165 94

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 174 115

Quintessence Focal lens wallwasher for metal halide lamps
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Size 4
40°

Size 5
Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised, with upper wallwasher lens
designed as safety glass. Reflector size
4, cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 598

46449.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.71kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 165 94

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 174 115

47432.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.71kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 165 94

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 174 115

Quintessence Focal lens wallwasher with shadow gap for metal halide lamps
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584

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46501.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 173 106

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 208 144 121

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 326 240 181

47519.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 173 106

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 208 144 121

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 326 240 181

Quintessence Focal lens wallwasher for metal halide lamps
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585

Size 7
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46505.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm

Covered mounting
detail
Weight 0.88kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 146 95 65

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 215 148

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 338 248 187

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.80 1.80 2.10 2.10
Luminaire spacing (m) 1.80 2.10 2.10 2.40
Illuminance En (lx) 321 278 258 228

47523.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm

Flush mounting
detail
Weight 0.88kg
LMF D
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.50
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 146 95 65

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 215 148

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.80
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 338 248 187

HIT-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 1.80 1.80 2.10 2.10
Luminaire spacing (m) 1.80 2.10 2.10 2.40
Illuminance En (lx) 321 278 258 228

Quintessence Focal lens wallwasher for metal halide lamps
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586

Size 5
40°

Lampholder carrier: cast aluminium, de-
signed as heat sink. Fixing ring: plastic,
black. Fixing of beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens

designed as safety glass. Cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 598

46523.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm

Covered mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 214 132

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 218 151

47509.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm

Flush mounting
detail
Weight 0.80kg
LMF D
0 q6pi

HST

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 214 132

HST

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50
Luminaire spacing (m) 1.20 1.50
Illuminance En (lx) 218 151

Quintessence Focal lens wallwasher for high-pressure sodium vapour lamps
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587

Size 3
30°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angle of rota-
tion.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Control gear to be ordered separately.
Accessories page 599

46463.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.46kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

47446.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.46kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Directional luminaire for metal halide lamps
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588

Size 3
30°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angle of rota-
tion.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, bright

anodised. Reflector size 3, cut-off angle
30°.
Control gear to be ordered separately.
Accessories page 599

46464.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.54kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

47447.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.54kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
25°

1 2900 0.44
2 725 0.89
3 322 1.33
4 181 1.77
5 116 2.22

Quintessence Directional luminaire for metal halide lamps

Size 4
40°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-25mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.

Control gear to be ordered separately.
Accessories page 599

46450.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
21°

1 5085 0.37
2 1271 0.74
3 565 1.11
4 318 1.48
5 203 1.85

HIT-TC-CE

h(m) E(lx) D(m)
22°

1 9552 0.39
2 2388 0.78
3 1061 1.17
4 597 1.56
5 382 1.94

Quintessence Directional luminaire with shadow gap for metal halide lamps
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47433.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
21°

1 5085 0.37
2 1271 0.74
3 565 1.11
4 318 1.48
5 203 1.85

HIT-TC-CE

h(m) E(lx) D(m)
22°

1 9552 0.39
2 2388 0.78
3 1061 1.17
4 597 1.56
5 382 1.94

46452.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 2838 0.52
2 710 1.03
3 315 1.55
4 177 2.07
5 114 2.59

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5105 0.54
2 1276 1.07
3 567 1.61
4 319 2.14
5 204 2.68

47435.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 2838 0.52
2 710 1.03
3 315 1.55
4 177 2.07
5 114 2.59

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5105 0.54
2 1276 1.07
3 567 1.61
4 319 2.14
5 204 2.68

Quintessence Directional luminaire with shadow gap for metal halide lamps

Size 4
40°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.

Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Control gear to be ordered separately.
Accessories page 599

46451.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
21°

1 5085 0.37
2 1271 0.74
3 565 1.11
4 318 1.48
5 203 1.85

HIT-TC-CE

h(m) E(lx) D(m)
22°

1 9552 0.39
2 2388 0.78
3 1061 1.17
4 597 1.56
5 382 1.94

Quintessence Directional luminaire for metal halide lamps
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47434.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
21°

1 5085 0.37
2 1271 0.74
3 565 1.11
4 318 1.48
5 203 1.85

HIT-TC-CE

h(m) E(lx) D(m)
22°

1 9552 0.39
2 2388 0.78
3 1061 1.17
4 597 1.56
5 382 1.94

46453.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 2838 0.52
2 710 1.03
3 315 1.55
4 177 2.07
5 114 2.59

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5105 0.54
2 1276 1.07
3 567 1.61
4 319 2.14
5 204 2.68

47436.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.80kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 2838 0.52
2 710 1.03
3 315 1.55
4 177 2.07
5 114 2.59

HIT-TC-CE

h(m) E(lx) D(m)
30°

1 5105 0.54
2 1276 1.07
3 567 1.61
4 319 2.14
5 204 2.68

Quintessence Directional luminaire for metal halide lamps

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.

Control gear to be ordered separately.
Accessories page 599

46502.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.00kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
17°

1 15533 0.30
2 3883 0.60
3 1726 0.90
4 971 1.20
5 621 1.49

HIT-CE

h(m) E(lx) D(m)
18°

1 26064 0.32
2 6516 0.63
3 2896 0.95
4 1629 1.27
5 1043 1.58

Quintessence Directional luminaire with shadow gap for metal halide lamps
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47520.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.00kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
17°

1 15533 0.30
2 3883 0.60
3 1726 0.90
4 971 1.20
5 621 1.49

HIT-CE

h(m) E(lx) D(m)
18°

1 26064 0.32
2 6516 0.63
3 2896 0.95
4 1629 1.27
5 1043 1.58

46503.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.00kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
28°

1 6260 0.50
2 1565 1.00
3 696 1.50
4 391 1.99
5 250 2.49

HIT-CE

h(m) E(lx) D(m)
28°

1 11873 0.50
2 2968 1.00
3 1319 1.50
4 742 1.99
5 475 2.49

47521.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.00kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
28°

1 6260 0.50
2 1565 1.00
3 696 1.50
4 391 1.99
5 250 2.49

HIT-CE

h(m) E(lx) D(m)
28°

1 11873 0.50
2 2968 1.00
3 1319 1.50
4 742 1.99
5 475 2.49

Size 7
40°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.

Control gear to be ordered separately.
Accessories page 599

46506.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, spot
When using filters or lenses max. HIT-
CE 70W.

Covered mounting
detail
Weight 1.17kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
17°

1 19007 0.30
2 4752 0.60
3 2112 0.90
4 1188 1.20
5 760 1.49

HIT-CE

h(m) E(lx) D(m)
19°

1 29920 0.33
2 7480 0.67
3 3324 1.00
4 1870 1.34
5 1197 1.67

HIT-CE

h(m) E(lx) D(m)
20°

1 50407 0.35
2 12602 0.71
3 5601 1.06
4 3150 1.41
5 2016 1.76

Quintessence Directional luminaire for metal halide lamps
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47524.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, spot
When using filters or lenses max. HIT-
CE 70W.

Flush mounting
detail
Weight 1.17kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
17°

1 19007 0.30
2 4752 0.60
3 2112 0.90
4 1188 1.20
5 760 1.49

HIT-CE

h(m) E(lx) D(m)
19°

1 29920 0.33
2 7480 0.67
3 3324 1.00
4 1870 1.34
5 1197 1.67

HIT-CE

h(m) E(lx) D(m)
20°

1 50407 0.35
2 12602 0.71
3 5601 1.06
4 3150 1.41
5 2016 1.76

46507.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, flood
When using filters or lenses max. HIT-
CE 70W.

Covered mounting
detail
Weight 1.17kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
28°

1 7697 0.50
2 1924 1.00
3 855 1.50
4 481 1.99
5 308 2.49

HIT-CE

h(m) E(lx) D(m)
29°

1 14536 0.52
2 3634 1.03
3 1615 1.55
4 909 2.07
5 581 2.59

HIT-CE

h(m) E(lx) D(m)
28°

1 27519 0.50
2 6880 1.00
3 3058 1.50
4 1720 1.99
5 1101 2.49

47525.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, flood
When using filters or lenses max. HIT-
CE 70W.

Flush mounting
detail
Weight 1.17kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
28°

1 7697 0.50
2 1924 1.00
3 855 1.50
4 481 1.99
5 308 2.49

HIT-CE

h(m) E(lx) D(m)
29°

1 14536 0.52
2 3634 1.03
3 1615 1.55
4 909 2.07
5 581 2.59

HIT-CE

h(m) E(lx) D(m)
28°

1 27519 0.50
2 6880 1.00
3 3058 1.50
4 1720 1.99
5 1101 2.49

Quintessence Directional luminaire for metal halide lamps
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Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, 0°-30° tiltable.
Fixing ring: plastic, black, rotatable
through 360°. Lockable angles of tilt
and rotation.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Softec lens.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.

Control gear to be ordered separately.
Accessories page 599

46524.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.00kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
18°

1 8172 0.32
2 2043 0.63
3 908 0.95
4 511 1.27
5 327 1.58

HST

h(m) E(lx) D(m)
19°

1 11716 0.33
2 2929 0.67
3 1302 1.00
4 732 1.34
5 469 1.67

47510.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.00kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
18°

1 8172 0.32
2 2043 0.63
3 908 0.95
4 511 1.27
5 327 1.58

HST

h(m) E(lx) D(m)
19°

1 11716 0.33
2 2929 0.67
3 1302 1.00
4 732 1.34
5 469 1.67

46525.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.00kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 3773 0.46
2 943 0.92
3 419 1.39
4 236 1.85
5 151 2.31

HST

h(m) E(lx) D(m)
26°

1 6933 0.46
2 1733 0.92
3 770 1.39
4 433 1.85
5 277 2.31

47511.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.00kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
26°

1 3773 0.46
2 943 0.92
3 419 1.39
4 236 1.85
5 151 2.31

HST

h(m) E(lx) D(m)
26°

1 6933 0.46
2 1733 0.92
3 770 1.39
4 433 1.85
5 277 2.31
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83669.000
Control gear
for HIT-TC-CE 20W, G8.5 and GU6.5 and
HIT-CE 20W, G12 and HIPAR51-CE-P
20W, GX10.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83657.000
Control gear
for HIT-CE 150W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83659.000
Control gear
for HST 50W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83658.000
Control gear
for HST 100W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

70650.000
70651.000
UV filter

70653.000
70654.000
IR filter

70668.000
70669.000
Skintone filter

70671.000
70672.000
70673.000
Food filter

70675.000
70676.000
70677.000
Daylight conver-
sion filter

70656.000
70657.000
Interference
colour filter
Magenta

70659.000
70660.000
Interference
colour filter
Amber

70662.000
70663.000
Interference
colour filter
Sky blue

70665.000
70666.000
Interference
colour filter
Night blue

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83610.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83611.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83612.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.30kg

83613.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg
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83614.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83577.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.04kg

83595.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.07kg

83596.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.10kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.
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Consistent system design is a 
characteristic feature of the 
 Quintessence round recessed 
 luminaires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting rings, meaning 
that the different lamp types and 
 characteristics are not only easy to 
combine, but also to interchange.

Quintessence round Recessed luminaires for compact fluorescent lamps

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Compact fluorescent lamps
14W -  2x32W
1050lm -  4800lm
Size 5, 7, 8
Wide diffuser
Optional: DALI

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Washlights
Asymmetrical light distribution, 
directed downwards, combined with 
uniform illumination of walls.

Double washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Compact fluorescent lamps
14W -  2x32W
1050lm -  4800lm
Size 5, 7, 8
Optional: DALI

Compact fluorescent lamps
14W -  2x32W
1050lm -  4800lm
Size 5, 7, 8
Optional: DALI

Compact fluorescent lamps
14W -  2x32W
1050lm -  4800lm
Size 5, 7, 8
Optional: DALI

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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603

With Quintes-
sence, the heat 
management for 
the compact fluo-
rescent lamps has 
been designed so 
as to ensure that 
the lamp  operates 
within the opti-
mum  temperature 
range and the rel-
ative luminous 
flux is above 90%.

Colour tempera-
ture and colour 
rendition
Compact fluores-
cent lamps have 
already  proven 
themselves to 
be efficient light 
sources. They are 
available in warm 
white, daylight 
white and  neutral 
white. This makes 
it possible for the 
colour tempera-
ture to be selected  
to suit  specific 
situations. Their 
multi- band spec-
trum allows com-

pact fluorescent 
lamps to achieve 
colour rendition 
index values of 
approximately 80.

Heat manage-
ment
Good heat 
 management in 
the luminaire is 
crucial for con-
tinuous opera-
tion,  allowing the 
lamps to emit 
their full  power 
throughout their 
entire life. It is 
the design, con-
struction and 
material of the 
housing that 
all contribute 
to optimal heat 
management. 
 Extensive simu-

lations and tests 
during the devel-
opment phase 
ensure the suc-
cess of all the 
products in the 
range.

TC- TELTC- TELI

Quintessence round Recessed luminaires for compact fluorescent lamps
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Size 5
30°

Housing and fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.
Accessories page 617

46626.000 Reflector silver ECG DALI
46624.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

LOR 0.55
UGR C0 18.7
UGR C90 18.5
65° < 200 cd/m2

47626.000 Reflector silver ECG DALI
47624.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

LOR 0.55
UGR C0 18.7
UGR C90 18.5
65° < 200 cd/m2

46602.000 Reflector silver ECG DALI
46600.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

LOR 0.59
UGR C0 19.4
UGR C90 19.2
65° < 200 cd/m2

47602.000 Reflector silver ECG DALI
47600.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

LOR 0.59
UGR C0 19.4
UGR C90 19.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46626.000 14 W 17 34 51 85
46624.000 14 W 17 34 51 85
47626.000 14 W 17 34 51 85
47624.000 14 W 17 34 51 85
46602.000 18 W 14 28 42 70
46600.000 18 W 14 28 42 70
47602.000 18 W 14 28 42 70
47600.000 18 W 14 28 42 70

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46626.000 14 W 272 182 136 102
46624.000 14 W 272 182 136 102
47626.000 14 W 272 182 136 102
47624.000 14 W 272 182 136 102
46602.000 18 W 330 220 165 124
46600.000 18 W 330 220 165 124
47602.000 18 W 330 220 165 124
47600.000 18 W 330 220 165 124

Connected load
46626.000 P: 17 W
46624.000 P: 15 W
47626.000 P: 17 W
47624.000 P: 15 W
46602.000 P: 18 W
46600.000 P: 18 W
47602.000 P: 18 W
47600.000 P: 18 W

Connected load per 100lx
46626.000 P*: 2.89 W/m2

46624.000 P*: 2.55 W/m2

47626.000 P*: 2.89 W/m2

47624.000 P*: 2.55 W/m2

46602.000 P*: 2.52 W/m2

46600.000 P*: 2.52 W/m2

47602.000 P*: 2.52 W/m2

47600.000 P*: 2.52 W/m2

Number of luminaires per 100lx
46626.000 n*: 16.99 1/100m2

46624.000 n*: 16.99 1/100m2

47626.000 n*: 16.99 1/100m2

47624.000 n*: 16.99 1/100m2

46602.000 n*: 14.01 1/100m2

46600.000 n*: 14.01 1/100m2

47602.000 n*: 14.01 1/100m2

47600.000 n*: 14.01 1/100m2

Size 5
30°

Housing and fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Accessories page 617

46627.000 Reflector silver ECG DALI
46625.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm

Covered mounting
detail
Weight 1.30kg
LMF C
0 q6p

TC-TEL

LOR 0.61
UGR C0 19.3
UGR C90 19.1
65° < 200 cd/m2

Quintessence Downlight for compact fluorescent lamps
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47627.000 Reflector silver ECG DALI
47625.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm

Flush mounting
detail
Weight 1.30kg
LMF C
0 q6p

TC-TEL

LOR 0.61
UGR C0 19.3
UGR C90 19.1
65° < 200 cd/m2

46603.000 Reflector silver ECG DALI
46601.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm

Covered mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TELI

LOR 0.64
UGR C0 20.1
UGR C90 19.9
65° < 200 cd/m2

47603.000 Reflector silver ECG DALI
47601.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm

Flush mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TELI

LOR 0.64
UGR C0 20.1
UGR C90 19.9
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46627.000 14 W 16 32 47 78
46625.000 14 W 16 32 47 78
47627.000 14 W 16 32 47 78
47625.000 14 W 16 32 47 78
46603.000 18 W 13 26 39 65
46601.000 18 W 13 26 39 65
47603.000 18 W 13 26 39 65
47601.000 18 W 13 26 39 65

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46627.000 14 W 297 198 148 111
46625.000 14 W 297 198 148 111
47627.000 14 W 297 198 148 111
47625.000 14 W 297 198 148 111
46603.000 18 W 359 239 180 135
46601.000 18 W 359 239 180 135
47603.000 18 W 359 239 180 135
47601.000 18 W 359 239 180 135

Connected load
46627.000 P: 17 W
46625.000 P: 15 W
47627.000 P: 17 W
47625.000 P: 15 W
46603.000 P: 18 W
46601.000 P: 18 W
47603.000 P: 18 W
47601.000 P: 18 W

Connected load per 100lx
46627.000 P*: 2.65 W/m2

46625.000 P*: 2.34 W/m2

47627.000 P*: 2.65 W/m2

47625.000 P*: 2.34 W/m2

46603.000 P*: 2.32 W/m2

46601.000 P*: 2.32 W/m2

47603.000 P*: 2.32 W/m2

47601.000 P*: 2.32 W/m2

Number of luminaires per 100lx
46627.000 n*: 15.61 1/100m2

46625.000 n*: 15.61 1/100m2

47627.000 n*: 15.61 1/100m2

47625.000 n*: 15.61 1/100m2

46603.000 n*: 12.89 1/100m2

46601.000 n*: 12.89 1/100m2

47603.000 n*: 12.89 1/100m2

47601.000 n*: 12.89 1/100m2

Size 7
30°

Housing and fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.
Accessories page 617

46630.000 Reflector silver ECG DALI
46628.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TEL

LOR 0.66
UGR C0 18.1
UGR C90 18.0
65° < 200 cd/m2

47630.000 Reflector silver ECG DALI
47628.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TEL

LOR 0.66
UGR C0 18.1
UGR C90 18.0
65° < 200 cd/m2

46610.000 Reflector silver ECG DALI
46604.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

LOR 0.54
UGR C0 18.7
UGR C90 18.6
65° < 200 cd/m2

47610.000 Reflector silver ECG DALI
47604.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

LOR 0.54
UGR C0 18.7
UGR C90 18.6
65° < 200 cd/m2

Quintessence Downlight for compact fluorescent lamps

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:38

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0605_bild_erco_hk12.p1.pdf  Layer 2: 0605_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w605

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:38

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0605_bild_erco_hk12.p1.pdf  Layer 2: 0605_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w605



3
46
6
6
6
6
6

346666666

12666666

221d

18
6

206d

30° 30°

60° 60°

1000 cd

3
46
6
6
6
6
6

346666666

12666666

208d

18
8

210d

30° 30°

60° 60°

1000 cd

3
46
6
6
6
6
6

346666666

12666666

221d

18
6

206d

30° 30°

60° 60°

1400 cd

3
46
6
6
6
6
6

346666666

12666666

208d

18
8

210d

30° 30°

60° 60°

1400 cd

DALI
PLUG+
PLAY

3
46
6
6
6
6
6

346666666

12666666

221d

18
6

206d

30° 30°

60° 60°

1000 cd

606

46612.000 Reflector silver ECG DALI
46606.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.49
UGR C0 20.2
UGR C90 19.4
65° < 200 cd/m2

47612.000 Reflector silver ECG DALI
47606.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.49
UGR C0 20.2
UGR C90 19.4
65° < 200 cd/m2

46614.000 Reflector silver ECG DALI
46608.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.50
UGR C0 21.6
UGR C90 20.6
65° < 200 cd/m2

47614.000 Reflector silver ECG DALI
47608.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.50
UGR C0 21.6
UGR C90 20.6
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46630.000 17 W 12 24 36 60
46628.000 17 W 12 24 36 60
47630.000 17 W 12 24 36 60
47628.000 17 W 12 24 36 60
46610.000 26 W 11 21 31 51
46604.000 26 W 11 21 31 51
47610.000 26 W 11 21 31 51
47604.000 26 W 11 21 31 51
46612.000 2x18 W 9 17 26 42
46606.000 2x18 W 9 17 26 42
47612.000 2x18 W 9 17 26 42
47606.000 2x18 W 9 17 26 42
46614.000 2x26 W 6 12 17 28
46608.000 2x26 W 6 12 17 28
47614.000 2x26 W 6 12 17 28
47608.000 2x26 W 6 12 17 28

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46630.000 17 W 388 258 194 145
46628.000 17 W 388 258 194 145
47630.000 17 W 388 258 194 145
47628.000 17 W 388 258 194 145
46610.000 26 W 460 307 230 173
46604.000 26 W 460 307 230 173
47610.000 26 W 460 307 230 173
47604.000 26 W 460 307 230 173
46612.000 2x18 W 553 369 277 207
46606.000 2x18 W 553 369 277 207
47612.000 2x18 W 553 369 277 207
47606.000 2x18 W 553 369 277 207
46614.000 2x26 W 831 554 415 312
46608.000 2x26 W 831 554 415 312
47614.000 2x26 W 831 554 415 312
47608.000 2x26 W 831 554 415 312

Connected load
46630.000 P: 21 W
46628.000 P: 18 W
47630.000 P: 21 W
47628.000 P: 18 W
46610.000 P: 26 W
46604.000 P: 26 W
47610.000 P: 26 W
47604.000 P: 26 W
46612.000 P: 36 W
46606.000 P: 36 W
47612.000 P: 36 W
47606.000 P: 36 W
46614.000 P: 52 W
46608.000 P: 52 W
47614.000 P: 52 W
47608.000 P: 52 W

Connected load per 100lx
46630.000 P*: 2.51 W/m2

46628.000 P*: 2.15 W/m2

47630.000 P*: 2.51 W/m2

47628.000 P*: 2.15 W/m2

46610.000 P*: 2.62 W/m2

46604.000 P*: 2.62 W/m2

47610.000 P*: 2.62 W/m2

47604.000 P*: 2.62 W/m2

46612.000 P*: 3.01 W/m2

46606.000 P*: 3.01 W/m2

47612.000 P*: 3.01 W/m2

47606.000 P*: 3.01 W/m2

46614.000 P*: 2.90 W/m2

46608.000 P*: 2.90 W/m2

47614.000 P*: 2.90 W/m2

47608.000 P*: 2.90 W/m2

Number of luminaires per 100lx
46630.000 n*: 11.95 1/100m2

46628.000 n*: 11.95 1/100m2

47630.000 n*: 11.95 1/100m2

47628.000 n*: 11.95 1/100m2

46610.000 n*: 10.06 1/100m2

46604.000 n*: 10.06 1/100m2

47610.000 n*: 10.06 1/100m2

47604.000 n*: 10.06 1/100m2

46612.000 n*: 8.37 1/100m2

46606.000 n*: 8.37 1/100m2

47612.000 n*: 8.37 1/100m2

47606.000 n*: 8.37 1/100m2

46614.000 n*: 5.57 1/100m2

46608.000 n*: 5.57 1/100m2

47614.000 n*: 5.57 1/100m2

47608.000 n*: 5.57 1/100m2

Size 7
30°

Housing and fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Accessories page 617

46631.000 Reflector silver ECG DALI
46629.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm

Covered mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TEL

LOR 0.71
UGR C0 18.5
UGR C90 18.5
65° < 200 cd/m2

Quintessence Downlight for compact fluorescent lamps
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47631.000 Reflector silver ECG DALI
47629.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm

Flush mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TEL

LOR 0.71
UGR C0 18.5
UGR C90 18.5
65° < 200 cd/m2

46611.000 Reflector silver ECG DALI
46605.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm

Covered mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TELI

LOR 0.56
UGR C0 19.0
UGR C90 19.0
65° < 200 cd/m2

47611.000 Reflector silver ECG DALI
47605.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm

Flush mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TELI

LOR 0.56
UGR C0 19.0
UGR C90 19.0
65° < 200 cd/m2

46613.000 Reflector silver ECG DALI
46607.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.53
UGR C0 20.9
UGR C90 19.7
65° < 200 cd/m2

47613.000 Reflector silver ECG DALI
47607.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.53
UGR C0 20.9
UGR C90 19.7
65° < 200 cd/m2

46615.000 Reflector silver ECG DALI
46609.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.53
UGR C0 22.1
UGR C90 20.8
65° < 200 cd/m2

47615.000 Reflector silver ECG DALI
47609.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.53
UGR C0 22.1
UGR C90 20.8
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46631.000 17 W 12 23 34 56
46629.000 17 W 12 23 34 56
47631.000 17 W 12 23 34 56
47629.000 17 W 12 23 34 56
46611.000 26 W 10 20 30 49
46605.000 26 W 10 20 30 49
47611.000 26 W 10 20 30 49
47605.000 26 W 10 20 30 49
46613.000 2x18 W 8 16 24 39
46607.000 2x18 W 8 16 24 39
47613.000 2x18 W 8 16 24 39
47607.000 2x18 W 8 16 24 39
46615.000 2x26 W 6 11 16 26
46609.000 2x26 W 6 11 16 26
47615.000 2x26 W 6 11 16 26
47609.000 2x26 W 6 11 16 26

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46631.000 17 W 415 277 208 156
46629.000 17 W 415 277 208 156
47631.000 17 W 415 277 208 156
47629.000 17 W 415 277 208 156
46611.000 26 W 476 317 238 178
46605.000 26 W 476 317 238 178
47611.000 26 W 476 317 238 178
47605.000 26 W 476 317 238 178
46613.000 2x18 W 594 396 297 223
46607.000 2x18 W 594 396 297 223
47613.000 2x18 W 594 396 297 223
47607.000 2x18 W 594 396 297 223
46615.000 2x26 W 894 596 447 335
46609.000 2x26 W 894 596 447 335
47615.000 2x26 W 894 596 447 335
47609.000 2x26 W 894 596 447 335

Connected load
46631.000 P: 21 W
46629.000 P: 18 W
47631.000 P: 21 W
47629.000 P: 18 W
46611.000 P: 26 W
46605.000 P: 26 W
47611.000 P: 26 W
47605.000 P: 26 W
46613.000 P: 36 W
46607.000 P: 36 W
47613.000 P: 36 W
47607.000 P: 36 W
46615.000 P: 52 W
46609.000 P: 52 W
47615.000 P: 52 W
47609.000 P: 52 W

Connected load per 100lx
46631.000 P*: 2.34 W/m2

46629.000 P*: 2.01 W/m2

47631.000 P*: 2.34 W/m2

47629.000 P*: 2.01 W/m2

46611.000 P*: 2.53 W/m2

46605.000 P*: 2.53 W/m2

47611.000 P*: 2.53 W/m2

47605.000 P*: 2.53 W/m2

46613.000 P*: 2.81 W/m2

46607.000 P*: 2.81 W/m2

47613.000 P*: 2.81 W/m2

47607.000 P*: 2.81 W/m2

46615.000 P*: 2.69 W/m2

46609.000 P*: 2.69 W/m2

47615.000 P*: 2.69 W/m2

47609.000 P*: 2.69 W/m2

Number of luminaires per 100lx
46631.000 n*: 11.15 1/100m2

46629.000 n*: 11.15 1/100m2

47631.000 n*: 11.15 1/100m2

47629.000 n*: 11.15 1/100m2

46611.000 n*: 9.73 1/100m2

46605.000 n*: 9.73 1/100m2

47611.000 n*: 9.73 1/100m2

47605.000 n*: 9.73 1/100m2

46613.000 n*: 7.80 1/100m2

46607.000 n*: 7.80 1/100m2

47613.000 n*: 7.80 1/100m2

47607.000 n*: 7.80 1/100m2

46615.000 n*: 5.18 1/100m2

46609.000 n*: 5.18 1/100m2

47615.000 n*: 5.18 1/100m2

47609.000 n*: 5.18 1/100m2

Quintessence Downlight for compact fluorescent lamps
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Size 8
30°

Housing and fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.
Accessories page 617

46622.000 Reflector silver ECG DALI
46618.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.80kg
LMF D
0 q6p

TC-TELI

LOR 0.67
UGR C0 18.6
UGR C90 18.3
65° < 200 cd/m2

47622.000 Reflector silver ECG DALI
47618.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.80kg
LMF D
0 q6p

TC-TELI

LOR 0.67
UGR C0 18.6
UGR C90 18.3
65° < 200 cd/m2

46620.000 Reflector silver ECG DALI
46616.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.80kg
LMF D
0 q6p

2xTC-TELI

LOR 0.56
UGR C0 21.0
UGR C90 20.0
65° < 200 cd/m2

47620.000 Reflector silver ECG DALI
47616.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.80kg
LMF D
0 q6p

2xTC-TELI

LOR 0.56
UGR C0 21.0
UGR C90 20.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46622.000 32 W 7 13 19 31
46618.000 32 W 7 13 19 31
47622.000 32 W 7 13 19 31
47618.000 32 W 7 13 19 31
46620.000 2x32 W 4 8 11 19
46616.000 2x32 W 4 8 11 19
47620.000 2x32 W 4 8 11 19
47616.000 2x32 W 4 8 11 19

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46622.000 32 W 761 507 380 285
46618.000 32 W 761 507 380 285
47622.000 32 W 761 507 380 285
47618.000 32 W 761 507 380 285
46620.000 2x32 W 1265 843 632 474
46616.000 2x32 W 1265 843 632 474
47620.000 2x32 W 1265 843 632 474
47616.000 2x32 W 1265 843 632 474

Connected load
46622.000 P: 35 W
46618.000 P: 35 W
47622.000 P: 35 W
47618.000 P: 35 W
46620.000 P: 66 W
46616.000 P: 66 W
47620.000 P: 66 W
47616.000 P: 66 W

Connected load per 100lx
46622.000 P*: 2.13 W/m2

46618.000 P*: 2.13 W/m2

47622.000 P*: 2.13 W/m2

47618.000 P*: 2.13 W/m2

46620.000 P*: 2.42 W/m2

46616.000 P*: 2.42 W/m2

47620.000 P*: 2.42 W/m2

47616.000 P*: 2.42 W/m2

Number of luminaires per 100lx
46622.000 n*: 6.09 1/100m2

46618.000 n*: 6.09 1/100m2

47622.000 n*: 6.09 1/100m2

47618.000 n*: 6.09 1/100m2

46620.000 n*: 3.66 1/100m2

46616.000 n*: 3.66 1/100m2

47620.000 n*: 3.66 1/100m2

47616.000 n*: 3.66 1/100m2

Size 8
30°

Housing and fixing ring: plastic, black.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Accessories page 617

46623.000 Reflector silver ECG DALI
46619.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm

Covered mounting
detail
Weight 1.70kg
LMF C
0 q6p

TC-TELI

LOR 0.71
UGR C0 18.7
UGR C90 18.7
65° < 200 cd/m2

Quintessence Downlight for compact fluorescent lamps
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47623.000 Reflector silver ECG DALI
47619.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm

Flush mounting
detail
Weight 1.70kg
LMF C
0 q6p

TC-TELI

LOR 0.71
UGR C0 18.7
UGR C90 18.7
65° < 200 cd/m2

46621.000 Reflector silver ECG DALI
46617.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Covered mounting
detail
Weight 1.80kg
LMF C
0 q6p

2xTC-TELI

LOR 0.60
UGR C0 21.4
UGR C90 20.0
65° < 200 cd/m2

47621.000 Reflector silver ECG DALI
47617.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Flush mounting
detail
Weight 1.80kg
LMF C
0 q6p

2xTC-TELI

LOR 0.60
UGR C0 21.4
UGR C90 20.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

46623.000 32 W 6 12 18 29
46619.000 32 W 6 12 18 29
47623.000 32 W 6 12 18 29
47619.000 32 W 6 12 18 29
46621.000 2x32 W 4 7 11 18
46617.000 2x32 W 4 7 11 18
47621.000 2x32 W 4 7 11 18
47617.000 2x32 W 4 7 11 18

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

46623.000 32 W 801 534 401 301
46619.000 32 W 801 534 401 301
47623.000 32 W 801 534 401 301
47619.000 32 W 801 534 401 301
46621.000 2x32 W 1355 903 677 508
46617.000 2x32 W 1355 903 677 508
47621.000 2x32 W 1355 903 677 508
47617.000 2x32 W 1355 903 677 508

Connected load
46623.000 P: 35 W
46619.000 P: 35 W
47623.000 P: 35 W
47619.000 P: 35 W
46621.000 P: 66 W
46617.000 P: 66 W
47621.000 P: 66 W
47617.000 P: 66 W

Connected load per 100lx
46623.000 P*: 2.02 W/m2

46619.000 P*: 2.02 W/m2

47623.000 P*: 2.02 W/m2

47619.000 P*: 2.02 W/m2

46621.000 P*: 2.26 W/m2

46617.000 P*: 2.26 W/m2

47621.000 P*: 2.26 W/m2

47617.000 P*: 2.26 W/m2

Number of luminaires per 100lx
46623.000 n*: 5.78 1/100m2

46619.000 n*: 5.78 1/100m2

47623.000 n*: 5.78 1/100m2

47619.000 n*: 5.78 1/100m2

46621.000 n*: 3.42 1/100m2

46617.000 n*: 3.42 1/100m2

47621.000 n*: 3.42 1/100m2

47617.000 n*: 3.42 1/100m2

Quintessence Washlight for compact fluorescent lamps

Size 5
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.

Accessories page 618

46657.000 Reflector silver ECG DALI
46656.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 2.5
Offset from wall (m) 0.90 0.90
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 59 45

47657.000 Reflector silver ECG DALI
47656.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 2.5
Offset from wall (m) 0.90 0.90
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 59 45

Quintessence Downlight for compact fluorescent lamps
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46633.000 Reflector silver ECG DALI
46632.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 51 39

47633.000 Reflector silver ECG DALI
47632.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 51 39

Size 7
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.

Accessories page 618

46661.000 Reflector silver ECG DALI
46660.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 95 75 58

47661.000 Reflector silver ECG DALI
47660.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 95 75 58

46639.000 Reflector silver ECG DALI
46636.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 84 65 52

47639.000 Reflector silver ECG DALI
47636.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 84 65 52

46640.000 Reflector silver ECG DALI
46637.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 100 77 63 51

47640.000 Reflector silver ECG DALI
47637.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 100 77 63 51

46641.000 Reflector silver ECG DALI
46638.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 161 125 99 81

47641.000 Reflector silver ECG DALI
47638.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 161 125 99 81

Quintessence Washlight for compact fluorescent lamps
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611

Size 8
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector with Spherolit tech-
nology wallwasher segment: aluminium,
bright anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.

Accessories page 618

46651.000 Reflector silver ECG DALI
46649.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.80kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 155 119 94 76

47651.000 Reflector silver ECG DALI
47649.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.80kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 155 119 94 76

46650.000 Reflector silver ECG DALI
46648.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.80kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 227 178 148 122

47650.000 Reflector silver ECG DALI
47648.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.80kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 227 178 148 122

Quintessence Double washlight for compact fluorescent lamps

Size 5
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
30°.

Diffuser: plastic, translucent.
Accessories page 618

46659.000 Reflector silver ECG DALI
46658.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 2.5
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 83 64 49

Quintessence Washlight for compact fluorescent lamps
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47659.000 Reflector silver ECG DALI
47658.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 2.5
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 83 64 49

46635.000 Reflector silver ECG DALI
46634.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 69 56 43

47635.000 Reflector silver ECG DALI
47634.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 69 56 43

Size 7
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
30°.

Diffuser: plastic, translucent.
Accessories page 618

46663.000 Reflector silver ECG DALI
46662.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 98 78 60 48

47663.000 Reflector silver ECG DALI
47662.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 98 78 60 48

Quintessence Double washlight for compact fluorescent lamps
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46645.000 Reflector silver ECG DALI
46642.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 94 73 58 47

47645.000 Reflector silver ECG DALI
47642.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 94 73 58 47

46646.000 Reflector silver ECG DALI
46643.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 117 90 72 59

47646.000 Reflector silver ECG DALI
47643.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 117 90 72 59

46647.000 Reflector silver ECG DALI
46644.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 174 133 107 87

47647.000 Reflector silver ECG DALI
47644.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 174 133 107 87

Quintessence Double washlight for compact fluorescent lamps

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:39

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0613_bild_erco_hk12.p1.pdf  Layer 2: 0613_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w613

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:39

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0613_bild_erco_hk12.p1.pdf  Layer 2: 0613_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w613



DALI
PLUG+
PLAY

3
4
6
6
6
6
6
6

3466666666

1266666666

255d

20
0

240d

3
46
6
6
6
6
6

3466666666

1266666666

255d

20
0

240d

3
4
6
6
6
6
6
6

3466666666

1266666666

242d

20
2

244d

3
4
6
6
6
6
6
6

3466666666

1266666666

242d

20
2

244d

3
4
6
6
6
6
6
6

3466666666

1266666666

255d

20
0

240d

3
46
6
6
6
6
6

3466666666

1266666666

255d

20
0

240d

3
4
6
6
6
6
6
6

3466666666

1266666666

242d

20
2

244d

3
4
6
6
6
6
6
6

3466666666

1266666666

242d

20
2

244d

614

Size 8
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
30°.

Diffuser: plastic, translucent.
Accessories page 618

46655.000 Reflector silver ECG DALI
46653.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.80kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 162 124 99 80

47655.000 Reflector silver ECG DALI
47653.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.80kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 162 124 99 80

46654.000 Reflector silver ECG DALI
46652.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.80kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20
Luminaire spacing (m) 1.20 1.20 1.50
Illuminance En (lx) 178 152 124

47654.000 Reflector silver ECG DALI
47652.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.80kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20
Luminaire spacing (m) 1.20 1.20 1.50
Illuminance En (lx) 178 152 124

Quintessence Double washlight for compact fluorescent lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:39

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0614_bild_erco_hk12.p1.pdf  Layer 2: 0614_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w614

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:39

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0614_bild_erco_hk12.p1.pdf  Layer 2: 0614_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w614



DALI
PLUG+
PLAY

34666666

12666666

3
4
6
6
6
6
6

15
8

177d

d168

34666666

12666666

3
4
6
6
6
6
6

16
0

169d

d172

34666666

12666666

3
4
6
6
6
6
6

15
8

177d

d168

34666666

12666666

3
4
6
6
6
6
6

16
0

169d

d172

DALI
PLUG+
PLAY

3
4
6
6
6
6
6
6

346666666

12666666

221d

19
0

206d

3
4
6
6
6
6
6
6

34666666

12666666

208d

19
2

210d

3
4
6
6
6
6
6
6

346666666

12666666

221d

19
0

206d

3
4
6
6
6
6
6
6

34666666

12666666

208d

19
2

210d

615

Size 5
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Accessories page 619

46677.000 Reflector silver ECG DALI
46676.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm

Covered mounting
detail
Weight 1.30kg
LMF C
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 2.5
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 99 76 59

47677.000 Reflector silver ECG DALI
47676.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm

Flush mounting
detail
Weight 1.30kg
LMF C
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 2.5
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 99 76 59

46665.000 Reflector silver ECG DALI
46664.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm

Covered mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 110 84 69 56

47665.000 Reflector silver ECG DALI
47664.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm

Flush mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 110 84 69 56

Size 7
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Accessories page 619

46679.000 Reflector silver ECG DALI
46678.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm

Covered mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 141 119 92 76

47679.000 Reflector silver ECG DALI
47678.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm

Flush mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90 1.20
Luminaire spacing (m) 0.90 0.90 1.20 1.20
Illuminance En (lx) 141 119 92 76

46669.000 Reflector silver ECG DALI
46666.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm

Covered mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 158 122 100

47669.000 Reflector silver ECG DALI
47666.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm

Flush mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20
Luminaire spacing (m) 0.90 1.20 1.20
Illuminance En (lx) 158 122 100

Quintessence Wallwasher for compact fluorescent lamps
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46670.000 Reflector silver ECG DALI
46667.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 154 120 97 79

47670.000 Reflector silver ECG DALI
47667.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 154 120 97 79

46671.000 Reflector silver ECG DALI
46668.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 276 214 177 145

47671.000 Reflector silver ECG DALI
47668.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 276 214 177 145

Size 8
30°

Housing and fixing ring: plastic, black.
Fixing of the beam direction.
Mounting ring: plastic, white (RAL9002).
Mounting for ceiling thicknesses of
1-30mm with covered mounting detail
and 12.5-25mm with flush mounting
detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Accessories page 619

46675.000 Reflector silver ECG DALI
46673.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm

Covered mounting
detail
Weight 1.70kg
LMF C
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 258 200 165 135

47675.000 Reflector silver ECG DALI
47673.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm

Flush mounting
detail
Weight 1.70kg
LMF C
0 q6p

TC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 258 200 165 135

46674.000 Reflector silver ECG DALI
46672.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Covered mounting
detail
Weight 1.80kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20
Luminaire spacing (m) 1.20 1.20 1.50
Illuminance En (lx) 307 269 221

47674.000 Reflector silver ECG DALI
47672.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Flush mounting
detail
Weight 1.80kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20
Luminaire spacing (m) 1.20 1.20 1.50
Illuminance En (lx) 307 269 221

Quintessence Wallwasher for compact fluorescent lamps
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Quintessence round Accessories

First-class light
even for Eco-
nomy passengers:
Quintessence
wallwashers and
downlights for
compact fluor-
escent lamps
provide efficient
visual comfort
in cost-effective
form.
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83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83615.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.20kg

83618.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.60kg

83596.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.10kg

83597.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.15kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Quintessence round Accessories
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Consistent system design is a 
characteristic feature of the 
 Quintessence square recessed 
 luminaires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting frames, meaning 
that the different lamp types and 
characteristics are not only easy to 
combine, but also to interchange.

Quintessence square Recessed  luminaires with LED

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

LED
13W -  40W
870lm -  3240lm
Size 3, 4, 5, 7, 8
Wide diffuser
Optional: varychrome ring, shadow 
gap, DALI

LED varychrome
23W
870lm
Size 5
Wide diffuser
Optional: DALI, varychrome

LED
27W -  40W
1740lm -  3240lm
Size 5, 7, 8
Optional: DALI

LED varychrome
23W
870lm
Size 5
Optional: DALI, varychrome

LED
6,7W -  27W
435lm -  2160lm
Size 3, 4, 5, 7
Spot, flood
Optional: shadow gap, DALI
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621

LED Spherolit 
lens and colli-
mating lens
The  directional 
luminaires fea-
ture lens systems 
designed and 
built by ERCO. The 
 collimating lens 
first directs the 
light into a par-
allel beam and 
a Spherolit lens 
then  produces 
the required beam 
angle with pre-
cision.

LED light mixer
For the  different 
downlight char-
acteristics and  
the lens wall-
washers, the  
light is  directed 
by an 8- segment, 
 mirror- finish 
reflector. The 
inter-  reflections 
within the light 
mixer, especially 
in the RGBW LED 
modules, result 

in the best pos-
sible colour mix-
ing beginning 
 directly beneath 
the luminaire.

Varychrome
With LED vary-
chrome lumi-
naires such as 
the Quintessence 
varychrome lens 
wallwashers or 
luminaires with 
varychrome ring, 
the colour can be 
adjusted simply by 
using the colour 
wheel. Similarly, 
the varychrome 
RGBW downlights 

also allow the col-
our temperature 
to be adjusted 
infinitely over a 
wide range. 

Quintessence square Recessed  luminaires with LED
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Light Clients with 
the varychrome 
RGBW attribute 
allow the colour 
temperature to 
be continuously 
adjusted over  
a wide range.

Within the col-
oured area of 
the CIE diagram, 
the Planckian 
locus traces the 
whites of differ-
ent colour tem-
peratures – from 
 bluish cool white 
to reddish warm 
white.

Varychrome RGBW
In the Quintessence recessed 
 luminaires product range, ERCO 
presents luminaires with LEDs and 
varychrome RGBW technology. 
By combining RGB  colour mixing 
with white LEDs, these  luminaires 
can optionally produce either 
white light with variable colour 
 temperature at high luminous 
flux and good colour rendition or 
 coloured light ranging from dif-
ferentiated pastel hues to  highly 
saturated colours. Light Studio 
has a  corresponding attribute for 
controlling these luminaires. This 
consists either of a colour circle 
(which will be familiar to users of 
previous varychrome luminaires) 
or a  slider control to regulate the 
colour of white along the Planck-
ian locus from cool to warm. The 
varychrome RGBW control gear 
units conform to the new, stand-
ardised DALI type and so only 
require one DALI address despite 
having four control channels.

Heat management
Good heat management in the 
luminaire is crucial for continu-
ous operation, allowing the lamps 
to emit their full power through-
out their entire life. It is the design, 
construction and material of the 
housing that all contribute to opti-
mum heat management. Exten-
sive simulations and tests  during 
the development phase ensure 
the success of all the products in 
the range. 

Two aspects  
make a major 
contribution to 
the performance 
of Quintessence 
LED luminaires: 
the contact sur-
faces between 
the LED’s  printed 
circuit board 
and the  housing 
ensure good heat  
dissipation. The 
cooling fins on 
the housing fur-

ther dissipate the 
heat to achieve 
optimum condi-
tions for contin-
uous operation.

Quintessence square Recessed luminaires with LED
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623

Size 3
30°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Recess depth 180mm for installation
units 83693.000, 83694.000.
Control gear to be ordered separately.
Accessories page 663

36701.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

36700.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

37701.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

37700.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36701.000 13 W 14 28 42 70
36700.000 13 W 18 35 52 86
37701.000 13 W 14 28 42 70
37700.000 13 W 18 35 52 86

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36701.000 13 W 335 223 168 126
36700.000 13 W 270 180 135 101
37701.000 13 W 335 223 168 126
37700.000 13 W 270 180 135 101

Connected load
without control gear
36701.000 P: 13 W
36700.000 P: 13 W
37701.000 P: 13 W
37700.000 P: 13 W

Connected load per 100lx
without control gear
36701.000 P*: 1.80 W/m2

36700.000 P*: 2.23 W/m2

37701.000 P*: 1.80 W/m2

37700.000 P*: 2.23 W/m2

Number of luminaires per 100lx

36701.000 n*: 13.82 1/100m2

36700.000 n*: 17.15 1/100m2

37701.000 n*: 13.82 1/100m2

37700.000 n*: 17.15 1/100m2

Size 3
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Recess depth 180mm for DALI control
gear.
Accessories page 663

36804.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

36803.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

Quintessence Downlight with LED
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37803.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

37802.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36804.000 13 W 14 28 42 70
36803.000 13 W 18 35 52 86
37803.000 13 W 14 28 42 70
37802.000 13 W 18 35 52 86

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36804.000 13 W 335 223 168 126
36803.000 13 W 270 180 135 101
37803.000 13 W 335 223 168 126
37802.000 13 W 270 180 135 101

Connected load
36804.000 P: 16 W
36803.000 P: 16 W
37803.000 P: 16 W
37802.000 P: 16 W

Connected load per 100lx
36804.000 P*: 2.21 W/m2

36803.000 P*: 2.74 W/m2

37803.000 P*: 2.21 W/m2

37802.000 P*: 2.74 W/m2

Number of luminaires per 100lx
36804.000 n*: 13.82 1/100m2

36803.000 n*: 17.15 1/100m2

37803.000 n*: 13.82 1/100m2

37802.000 n*: 17.15 1/100m2

Size 3
40°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Recess depth 180mm for installation
units 83693.000, 83694.000.
Control gear to be ordered separately.
Accessories page 663

36725.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

36724.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

37725.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

37724.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36725.000 13 W 16 32 48 79
36724.000 13 W 20 40 59 98
37725.000 13 W 16 32 48 79
37724.000 13 W 20 40 59 98

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36725.000 13 W 293 195 147 110
36724.000 13 W 236 157 118 89
37725.000 13 W 293 195 147 110
37724.000 13 W 236 157 118 89

Connected load
without control gear
36725.000 P: 13 W
36724.000 P: 13 W
37725.000 P: 13 W
37724.000 P: 13 W

Connected load per 100lx
without control gear
36725.000 P*: 2.05 W/m2

36724.000 P*: 2.55 W/m2

37725.000 P*: 2.05 W/m2

37724.000 P*: 2.55 W/m2

Number of luminaires per 100lx

36725.000 n*: 15.80 1/100m2

36724.000 n*: 19.61 1/100m2

37725.000 n*: 15.80 1/100m2

37724.000 n*: 19.61 1/100m2

Quintessence Downlight with LED
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625

Size 3
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Recess depth 180mm for DALI control
gear.
Accessories page 663

36828.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

36827.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

37817.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

37816.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36828.000 13 W 16 32 48 79
36827.000 13 W 20 40 59 98
37817.000 13 W 16 32 48 79
37816.000 13 W 20 40 59 98

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36828.000 13 W 293 195 147 110
36827.000 13 W 236 157 118 89
37817.000 13 W 293 195 147 110
37816.000 13 W 236 157 118 89

Connected load
36828.000 P: 16 W
36827.000 P: 16 W
37817.000 P: 16 W
37816.000 P: 16 W

Connected load per 100lx
36828.000 P*: 2.53 W/m2

36827.000 P*: 3.14 W/m2

37817.000 P*: 2.53 W/m2

37816.000 P*: 3.14 W/m2

Number of luminaires per 100lx
36828.000 n*: 15.80 1/100m2

36827.000 n*: 19.61 1/100m2

37817.000 n*: 15.80 1/100m2

37816.000 n*: 19.61 1/100m2

Quintessence Downlight with LED and shadow gap

Size 3
30°

Size 4
Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 3, cut-off
angle 30°.
Diffuser: glass, frosted.
Recess depth 150mm for installation
unit 83695.000
Control gear to be ordered separately.
Accessories page 663

36703.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

Quintessence Downlight with LED
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36702.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

37703.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

37702.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36703.000 13 W 14 28 42 70
36702.000 13 W 18 35 52 86
37703.000 13 W 14 28 42 70
37702.000 13 W 18 35 52 86

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36703.000 13 W 335 223 168 126
36702.000 13 W 270 180 135 101
37703.000 13 W 335 223 168 126
37702.000 13 W 270 180 135 101

Connected load
without control gear
36703.000 P: 13 W
36702.000 P: 13 W
37703.000 P: 13 W
37702.000 P: 13 W

Connected load per 100lx
without control gear
36703.000 P*: 1.80 W/m2

36702.000 P*: 2.23 W/m2

37703.000 P*: 1.80 W/m2

37702.000 P*: 2.23 W/m2

Number of luminaires per 100lx

36703.000 n*: 13.82 1/100m2

36702.000 n*: 17.15 1/100m2

37703.000 n*: 13.82 1/100m2

37702.000 n*: 17.15 1/100m2

Size 3
30°

Size 4
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 3, cut-off
angle 30°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.

Accessories page 663

36806.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

36805.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

Quintessence Downlight with LED and shadow gap
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37805.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.9
UGR C90 18.8
65° < 1000 cd/m2

37804.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.64
UGR C0 18.2
UGR C90 18.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36806.000 13 W 14 28 42 70
36805.000 13 W 18 35 52 86
37805.000 13 W 14 28 42 70
37804.000 13 W 18 35 52 86

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36806.000 13 W 335 223 168 126
36805.000 13 W 270 180 135 101
37805.000 13 W 335 223 168 126
37804.000 13 W 270 180 135 101

Connected load
36806.000 P: 16 W
36805.000 P: 16 W
37805.000 P: 16 W
37804.000 P: 16 W

Connected load per 100lx
36806.000 P*: 2.21 W/m2

36805.000 P*: 2.74 W/m2

37805.000 P*: 2.21 W/m2

37804.000 P*: 2.74 W/m2

Number of luminaires per 100lx
36806.000 n*: 13.82 1/100m2

36805.000 n*: 17.15 1/100m2

37805.000 n*: 13.82 1/100m2

37804.000 n*: 17.15 1/100m2

Size 3
40°

Size 4
Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 3, cut-off
angle 40°.
Diffuser: glass, frosted.
Recess depth 150mm for installation
unit 83695.000
Control gear to be ordered separately.
Accessories page 663

36727.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

36726.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

37727.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

37726.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.48kg
LMF D
I0 qpz

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36727.000 13 W 16 32 48 79
36726.000 13 W 20 40 59 98
37727.000 13 W 16 32 48 79
37726.000 13 W 20 40 59 98

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36727.000 13 W 293 195 147 110
36726.000 13 W 236 157 118 89
37727.000 13 W 293 195 147 110
37726.000 13 W 236 157 118 89

Connected load
without control gear
36727.000 P: 13 W
36726.000 P: 13 W
37727.000 P: 13 W
37726.000 P: 13 W

Connected load per 100lx
without control gear
36727.000 P*: 2.05 W/m2

36726.000 P*: 2.55 W/m2

37727.000 P*: 2.05 W/m2

37726.000 P*: 2.55 W/m2

Number of luminaires per 100lx

36727.000 n*: 15.80 1/100m2

36726.000 n*: 19.61 1/100m2

37727.000 n*: 15.80 1/100m2

37726.000 n*: 19.61 1/100m2

Quintessence Downlight with LED and shadow gap
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628

Size 3
40°

Size 4
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 3, cut-off
angle 40°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.

Accessories page 663

36830.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

36829.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

37819.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 17.2
UGR C90 17.5
65° < 1000 cd/m2

37818.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.10kg
LMF D
0 qp

LED

LOR 0.56
UGR C0 16.4
UGR C90 16.8
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36830.000 13 W 16 32 48 79
36829.000 13 W 20 40 59 98
37819.000 13 W 16 32 48 79
37818.000 13 W 20 40 59 98

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36830.000 13 W 293 195 147 110
36829.000 13 W 236 157 118 89
37819.000 13 W 293 195 147 110
37818.000 13 W 236 157 118 89

Connected load
36830.000 P: 16 W
36829.000 P: 16 W
37819.000 P: 16 W
37818.000 P: 16 W

Connected load per 100lx
36830.000 P*: 2.53 W/m2

36829.000 P*: 3.14 W/m2

37819.000 P*: 2.53 W/m2

37818.000 P*: 3.14 W/m2

Number of luminaires per 100lx
36830.000 n*: 15.80 1/100m2

36829.000 n*: 19.61 1/100m2

37819.000 n*: 15.80 1/100m2

37818.000 n*: 19.61 1/100m2

Quintessence Downlight with LED and shadow gap
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629

Size 4
30°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Recess depth 150mm for installation
unit 83695.000
Control gear to be ordered separately.
Accessories page 663

36731.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

36730.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

37731.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

37730.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36731.000 20 W 10 20 30 50
36730.000 20 W 13 25 37 62
37731.000 20 W 10 20 30 50
37730.000 20 W 13 25 37 62

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36731.000 20 W 467 311 233 175
36730.000 20 W 376 251 188 141
37731.000 20 W 467 311 233 175
37730.000 20 W 376 251 188 141

Connected load
without control gear
36731.000 P: 20 W
36730.000 P: 20 W
37731.000 P: 20 W
37730.000 P: 20 W

Connected load per 100lx
without control gear
36731.000 P*: 1.98 W/m2

36730.000 P*: 2.46 W/m2

37731.000 P*: 1.98 W/m2

37730.000 P*: 2.46 W/m2

Number of luminaires per 100lx

36731.000 n*: 9.92 1/100m2

36730.000 n*: 12.31 1/100m2

37731.000 n*: 9.92 1/100m2

37730.000 n*: 12.31 1/100m2

Size 4
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 663

36834.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

36833.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

Quintessence Downlight with LED
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37823.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

37822.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36834.000 20 W 10 20 30 50
36833.000 20 W 13 25 37 62
37823.000 20 W 10 20 30 50
37822.000 20 W 13 25 37 62

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36834.000 20 W 467 311 233 175
36833.000 20 W 376 251 188 141
37823.000 20 W 467 311 233 175
37822.000 20 W 376 251 188 141

Connected load
36834.000 P: 24 W
36833.000 P: 24 W
37823.000 P: 24 W
37822.000 P: 24 W

Connected load per 100lx
36834.000 P*: 2.38 W/m2

36833.000 P*: 2.96 W/m2

37823.000 P*: 2.38 W/m2

37822.000 P*: 2.96 W/m2

Number of luminaires per 100lx
36834.000 n*: 9.92 1/100m2

36833.000 n*: 12.31 1/100m2

37823.000 n*: 9.92 1/100m2

37822.000 n*: 12.31 1/100m2

Size 4
40°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Recess depth 150mm for installation
unit 83695.000
Control gear to be ordered separately.
Accessories page 663

36707.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

36706.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

37707.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

37706.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36707.000 20 W 10 20 30 49
36706.000 20 W 13 25 37 61
37707.000 20 W 10 20 30 49
37706.000 20 W 13 25 37 61

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36707.000 20 W 472 315 236 177
36706.000 20 W 380 253 190 143
37707.000 20 W 472 315 236 177
37706.000 20 W 380 253 190 143

Connected load
without control gear
36707.000 P: 20 W
36706.000 P: 20 W
37707.000 P: 20 W
37706.000 P: 20 W

Connected load per 100lx
without control gear
36707.000 P*: 1.96 W/m2

36706.000 P*: 2.44 W/m2

37707.000 P*: 1.96 W/m2

37706.000 P*: 2.44 W/m2

Number of luminaires per 100lx

36707.000 n*: 9.81 1/100m2

36706.000 n*: 12.18 1/100m2

37707.000 n*: 9.81 1/100m2

37706.000 n*: 12.18 1/100m2

Quintessence Downlight with LED
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631

Size 4
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Recess depth 150mm for DALI control
gear.
Accessories page 663

36810.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

36809.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

37809.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

37808.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.25kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36810.000 20 W 10 20 30 49
36809.000 20 W 13 25 37 61
37809.000 20 W 10 20 30 49
37808.000 20 W 13 25 37 61

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36810.000 20 W 472 315 236 177
36809.000 20 W 380 253 190 143
37809.000 20 W 472 315 236 177
37808.000 20 W 380 253 190 143

Connected load
36810.000 P: 24 W
36809.000 P: 24 W
37809.000 P: 24 W
37808.000 P: 24 W

Connected load per 100lx
36810.000 P*: 2.35 W/m2

36809.000 P*: 2.92 W/m2

37809.000 P*: 2.35 W/m2

37808.000 P*: 2.92 W/m2

Number of luminaires per 100lx
36810.000 n*: 9.81 1/100m2

36809.000 n*: 12.18 1/100m2

37809.000 n*: 9.81 1/100m2

37808.000 n*: 12.18 1/100m2

Quintessence Downlight with LED and shadow gap

Size 4
30°

Size 5
Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 4, cut-off
angle 30°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 663

36733.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

Quintessence Downlight with LED
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36732.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

37733.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

37732.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36733.000 20 W 10 20 30 50
36732.000 20 W 13 25 37 62
37733.000 20 W 10 20 30 50
37732.000 20 W 13 25 37 62

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36733.000 20 W 467 311 233 175
36732.000 20 W 376 251 188 141
37733.000 20 W 467 311 233 175
37732.000 20 W 376 251 188 141

Connected load
without control gear
36733.000 P: 20 W
36732.000 P: 20 W
37733.000 P: 20 W
37732.000 P: 20 W

Connected load per 100lx
without control gear
36733.000 P*: 1.98 W/m2

36732.000 P*: 2.46 W/m2

37733.000 P*: 1.98 W/m2

37732.000 P*: 2.46 W/m2

Number of luminaires per 100lx

36733.000 n*: 9.92 1/100m2

36732.000 n*: 12.31 1/100m2

37733.000 n*: 9.92 1/100m2

37732.000 n*: 12.31 1/100m2

Size 4
30°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 4, cut-off
angle 30°.
Diffuser: glass, frosted.
Accessories page 663

36836.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

36835.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

Quintessence Downlight with LED and shadow gap
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633

37825.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

37824.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36836.000 20 W 10 20 30 50
36835.000 20 W 13 25 37 62
37825.000 20 W 10 20 30 50
37824.000 20 W 13 25 37 62

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36836.000 20 W 467 311 233 175
36835.000 20 W 376 251 188 141
37825.000 20 W 467 311 233 175
37824.000 20 W 376 251 188 141

Connected load
36836.000 P: 24 W
36835.000 P: 24 W
37825.000 P: 24 W
37824.000 P: 24 W

Connected load per 100lx
36836.000 P*: 2.38 W/m2

36835.000 P*: 2.96 W/m2

37825.000 P*: 2.38 W/m2

37824.000 P*: 2.96 W/m2

Number of luminaires per 100lx
36836.000 n*: 9.92 1/100m2

36835.000 n*: 12.31 1/100m2

37825.000 n*: 9.92 1/100m2

37824.000 n*: 12.31 1/100m2

Size 4
40°

Size 5
Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 4, cut-off
angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 663

36709.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

36708.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

37709.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

37708.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 0.71kg
LMF D
I0 qpz

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36709.000 20 W 10 20 30 49
36708.000 20 W 13 25 37 61
37709.000 20 W 10 20 30 49
37708.000 20 W 13 25 37 61

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36709.000 20 W 472 315 236 177
36708.000 20 W 380 253 190 143
37709.000 20 W 472 315 236 177
37708.000 20 W 380 253 190 143

Connected load
without control gear
36709.000 P: 20 W
36708.000 P: 20 W
37709.000 P: 20 W
37708.000 P: 20 W

Connected load per 100lx
without control gear
36709.000 P*: 1.96 W/m2

36708.000 P*: 2.44 W/m2

37709.000 P*: 1.96 W/m2

37708.000 P*: 2.44 W/m2

Number of luminaires per 100lx

36709.000 n*: 9.81 1/100m2

36708.000 n*: 12.18 1/100m2

37709.000 n*: 9.81 1/100m2

37708.000 n*: 12.18 1/100m2

Quintessence Downlight with LED and shadow gap
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Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 4, cut-off
angle 40°.
Diffuser: glass, frosted.
Accessories page 663

36812.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

36811.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

37811.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

37810.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.37kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36812.000 20 W 10 20 30 49
36811.000 20 W 13 25 37 61
37811.000 20 W 10 20 30 49
37810.000 20 W 13 25 37 61

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36812.000 20 W 472 315 236 177
36811.000 20 W 380 253 190 143
37811.000 20 W 472 315 236 177
37810.000 20 W 380 253 190 143

Connected load
36812.000 P: 24 W
36811.000 P: 24 W
37811.000 P: 24 W
37810.000 P: 24 W

Connected load per 100lx
36812.000 P*: 2.35 W/m2

36811.000 P*: 2.92 W/m2

37811.000 P*: 2.35 W/m2

37810.000 P*: 2.92 W/m2

Number of luminaires per 100lx
36812.000 n*: 9.81 1/100m2

36811.000 n*: 12.18 1/100m2

37811.000 n*: 9.81 1/100m2

37810.000 n*: 12.18 1/100m2

Quintessence Downlight with LED and shadow gap

Fitted with en-
ergy-efficient LED
lamps, the Quint-
essence recessed
luminaires pro-
duce both white
light for ambient
luminescence and
coloured, highly
effective light for
a focal glow.
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635

Size 4
30°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral varychrome ring: plastic,
white (RAL9010). LED module with
connection cable, L 500mm. Including
DALI control gear with plug and play
connectivity for ERCO RGB varychrome
colour mixing. 4-pole terminal block.
Through-wiring possible.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Reflector size 4, cut-off
angle 30°.
Diffuser: glass, frosted.
Accessories page 663

36838.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

36837.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

37827.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 17.7
UGR C90 17.9
65° < 1000 cd/m2

37826.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.9
UGR C90 17.1
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36838.000 20 W 10 20 30 50
36837.000 20 W 13 25 37 62
37827.000 20 W 10 20 30 50
37826.000 20 W 13 25 37 62

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36838.000 20 W 467 311 233 175
36837.000 20 W 376 251 188 141
37827.000 20 W 467 311 233 175
37826.000 20 W 376 251 188 141

Connected load
36838.000 P: 24 W
36837.000 P: 24 W
37827.000 P: 24 W
37826.000 P: 24 W

Connected load per 100lx
36838.000 P*: 2.38 W/m2

36837.000 P*: 2.96 W/m2

37827.000 P*: 2.38 W/m2

37826.000 P*: 2.96 W/m2

Number of luminaires per 100lx
36838.000 n*: 9.92 1/100m2

36837.000 n*: 12.31 1/100m2

37827.000 n*: 9.92 1/100m2

37826.000 n*: 12.31 1/100m2

Quintessence Downlight with LED and varychrome ring
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636

Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral varychrome ring: plastic,
white (RAL9010). LED module with
connection cable, L 500mm. Including
DALI control gear with plug and play
connectivity for ERCO RGB varychrome
colour mixing. 4-pole terminal block.
Through-wiring possible.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Reflector size 4, cut-off
angle 40°.
Diffuser: glass, frosted.
Accessories page 663

36814.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

36813.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

37813.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 16.7
UGR C90 16.8
65° < 1000 cd/m2

37812.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.71kg
LMF D
0 qp

LED

LOR 0.60
UGR C0 15.9
UGR C90 16.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36814.000 20 W 10 20 30 49
36813.000 20 W 13 25 37 61
37813.000 20 W 10 20 30 49
37812.000 20 W 13 25 37 61

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36814.000 20 W 472 315 236 177
36813.000 20 W 380 253 190 143
37813.000 20 W 472 315 236 177
37812.000 20 W 380 253 190 143

Connected load
36814.000 P: 24 W
36813.000 P: 24 W
37813.000 P: 24 W
37812.000 P: 24 W

Connected load per 100lx
36814.000 P*: 2.35 W/m2

36813.000 P*: 2.92 W/m2

37813.000 P*: 2.35 W/m2

37812.000 P*: 2.92 W/m2

Number of luminaires per 100lx
36814.000 n*: 9.81 1/100m2

36813.000 n*: 12.18 1/100m2

37813.000 n*: 9.81 1/100m2

37812.000 n*: 12.18 1/100m2

Quintessence Downlight with LED and varychrome ring
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637

Size 5
30°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 663

36737.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR C0 17.8
UGR C90 17.9
65° < 200 cd/m2

36736.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR C0 17.1
UGR C90 17.2
65° < 200 cd/m2

37737.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR C0 17.8
UGR C90 17.9
65° < 200 cd/m2

37736.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.70
UGR C0 17.1
UGR C90 17.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36737.000 27 W 7 13 20 33
36736.000 27 W 8 16 24 40
37737.000 27 W 7 13 20 33
37736.000 27 W 8 16 24 40

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36737.000 27 W 722 481 361 271
36736.000 27 W 582 388 291 218
37737.000 27 W 722 481 361 271
37736.000 27 W 582 388 291 218

Connected load
without control gear
36737.000 P: 27 W
36736.000 P: 27 W
37737.000 P: 27 W
37736.000 P: 27 W

Connected load per 100lx
without control gear
36737.000 P*: 1.73 W/m2

36736.000 P*: 2.15 W/m2

37737.000 P*: 1.73 W/m2

37736.000 P*: 2.15 W/m2

Number of luminaires per 100lx

36737.000 n*: 6.41 1/100m2

36736.000 n*: 7.96 1/100m2

37737.000 n*: 6.41 1/100m2

37736.000 n*: 7.96 1/100m2

Size 5
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 663

36840.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR C0 17.8
UGR C90 17.9
65° < 200 cd/m2

36839.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR C0 17.1
UGR C90 17.2
65° < 200 cd/m2

Quintessence Downlight with LED
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37829.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR C0 17.8
UGR C90 17.9
65° < 200 cd/m2

37828.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.70
UGR C0 17.1
UGR C90 17.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36840.000 27 W 7 13 20 33
36839.000 27 W 8 16 24 40
37829.000 27 W 7 13 20 33
37828.000 27 W 8 16 24 40

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36840.000 27 W 722 481 361 271
36839.000 27 W 582 388 291 218
37829.000 27 W 722 481 361 271
37828.000 27 W 582 388 291 218

Connected load
36840.000 P: 31 W
36839.000 P: 31 W
37829.000 P: 31 W
37828.000 P: 31 W

Connected load per 100lx
36840.000 P*: 1.99 W/m2

36839.000 P*: 2.47 W/m2

37829.000 P*: 1.99 W/m2

37828.000 P*: 2.47 W/m2

Number of luminaires per 100lx
36840.000 n*: 6.41 1/100m2

36839.000 n*: 7.96 1/100m2

37829.000 n*: 6.41 1/100m2

37828.000 n*: 7.96 1/100m2

Size 5
40°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 663

36713.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR C0 15.8
UGR C90 15.9
65° < 200 cd/m2

36712.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR C0 15.1
UGR C90 15.2
65° < 200 cd/m2

37713.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR C0 15.8
UGR C90 15.9
65° < 200 cd/m2

37712.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

LOR 0.71
UGR C0 15.1
UGR C90 15.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36713.000 27 W 7 13 19 31
36712.000 27 W 8 16 24 39
37713.000 27 W 7 13 19 31
37712.000 27 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36713.000 27 W 748 498 374 280
36712.000 27 W 602 402 301 226
37713.000 27 W 748 498 374 280
37712.000 27 W 602 402 301 226

Connected load
without control gear
36713.000 P: 27 W
36712.000 P: 27 W
37713.000 P: 27 W
37712.000 P: 27 W

Connected load per 100lx
without control gear
36713.000 P*: 1.67 W/m2

36712.000 P*: 2.08 W/m2

37713.000 P*: 1.67 W/m2

37712.000 P*: 2.08 W/m2

Number of luminaires per 100lx

36713.000 n*: 6.19 1/100m2

36712.000 n*: 7.69 1/100m2

37713.000 n*: 6.19 1/100m2

37712.000 n*: 7.69 1/100m2

Quintessence Downlight with LED
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Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 663

36816.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR C0 15.8
UGR C90 15.9
65° < 200 cd/m2

36815.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR C0 15.1
UGR C90 15.2
65° < 200 cd/m2

37815.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR C0 15.8
UGR C90 15.9
65° < 200 cd/m2

37814.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
0 qp

LED

LOR 0.71
UGR C0 15.1
UGR C90 15.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36816.000 27 W 7 13 19 31
36815.000 27 W 8 16 24 39
37815.000 27 W 7 13 19 31
37814.000 27 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36816.000 27 W 748 498 374 280
36815.000 27 W 602 402 301 226
37815.000 27 W 748 498 374 280
37814.000 27 W 602 402 301 226

Connected load
36816.000 P: 31 W
36815.000 P: 31 W
37815.000 P: 31 W
37814.000 P: 31 W

Connected load per 100lx
36816.000 P*: 1.92 W/m2

36815.000 P*: 2.38 W/m2

37815.000 P*: 1.92 W/m2

37814.000 P*: 2.38 W/m2

Number of luminaires per 100lx
36816.000 n*: 6.19 1/100m2

36815.000 n*: 7.69 1/100m2

37815.000 n*: 6.19 1/100m2

37814.000 n*: 7.69 1/100m2

Quintessence Downlight with LED
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Size 5
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Accessories page 663

36801.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.67
UGR C0 15.9
UGR C90 16.2
65° < 200 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

37800.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Flush mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.67
UGR C0 15.9
UGR C90 16.2
65° < 200 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36801.000 23 W 17 34 51 85
37800.000 23 W 17 34 51 85

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36801.000 23 W 274 183 137 103
37800.000 23 W 274 183 137 103

Connected load
36801.000 P: 27 W
37800.000 P: 27 W

Connected load per 100lx
36801.000 P*: 4.56 W/m2

37800.000 P*: 4.56 W/m2

Number of luminaires per 100lx
36801.000 n*: 16.89 1/100m2

37800.000 n*: 16.89 1/100m2

Quintessence Downlight RGBW varychrome with LED
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Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Accessories page 663

36802.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.66
UGR C0 14.4
UGR C90 14.9
55° < 1000 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

37801.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Wide diffuser
Colour compensation for precise light
colour.

Flush mounting
detail
Weight 1.90kg
LMF D
p

LED

LOR 0.66
UGR C0 14.4
UGR C90 14.9
55° < 1000 cd/m2

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36802.000 23 W 17 34 51 84
37801.000 23 W 17 34 51 84

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36802.000 23 W 276 184 138 103
37801.000 23 W 276 184 138 103

Connected load
36802.000 P: 27 W
37801.000 P: 27 W

Connected load per 100lx
36802.000 P*: 4.53 W/m2

37801.000 P*: 4.53 W/m2

Number of luminaires per 100lx
36802.000 n*: 16.78 1/100m2

37801.000 n*: 16.78 1/100m2

Quintessence Downlight with LED

Size 7
30°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 663

36745.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qpz

LED

LOR 0.80
UGR C0 18.0
UGR C90 18.0
65° < 200 cd/m2

Quintessence Downlight RGBW varychrome with LED
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36746.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.65kg
LMF D
0 qpz

LED

LOR 0.80
UGR C0 17.3
UGR C90 17.2
65° < 200 cd/m2

37745.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

LOR 0.80
UGR C0 18.0
UGR C90 18.0
65° < 200 cd/m2

37746.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.65kg
LMF D
I0 qpz

LED

LOR 0.80
UGR C0 17.3
UGR C90 17.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36745.000 34 W 5 9 14 23
36746.000 34 W 6 12 17 28
37745.000 34 W 5 9 14 23
37746.000 34 W 6 12 17 28

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36745.000 34 W 1040 693 520 390
36746.000 34 W 837 558 419 314
37745.000 34 W 1040 693 520 390
37746.000 34 W 837 558 419 314

Connected load
without control gear
36745.000 P: 34 W
36746.000 P: 34 W
37745.000 P: 34 W
37746.000 P: 34 W

Connected load per 100lx
without control gear
36745.000 P*: 1.51 W/m2

36746.000 P*: 1.88 W/m2

37745.000 P*: 1.51 W/m2

37746.000 P*: 1.88 W/m2

Number of luminaires per 100lx

36745.000 n*: 4.45 1/100m2

36746.000 n*: 5.53 1/100m2

37745.000 n*: 4.45 1/100m2

37746.000 n*: 5.53 1/100m2

Size 7
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 663

36845.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.80
UGR C0 18.0
UGR C90 18.0
65° < 200 cd/m2

36846.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.80
UGR C0 17.3
UGR C90 17.2
65° < 200 cd/m2

Quintessence Downlight with LED
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37845.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.80
UGR C0 18.0
UGR C90 18.0
65° < 200 cd/m2

37846.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.65kg
LMF D
0 qp

LED

LOR 0.80
UGR C0 17.3
UGR C90 17.2
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36845.000 34 W 5 9 14 23
36846.000 34 W 6 12 17 28
37845.000 34 W 5 9 14 23
37846.000 34 W 6 12 17 28

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36845.000 34 W 1040 693 520 390
36846.000 34 W 837 558 419 314
37845.000 34 W 1040 693 520 390
37846.000 34 W 837 558 419 314

Connected load
36845.000 P: 39 W
36846.000 P: 39 W
37845.000 P: 39 W
37846.000 P: 39 W

Connected load per 100lx
36845.000 P*: 1.74 W/m2

36846.000 P*: 2.16 W/m2

37845.000 P*: 1.74 W/m2

37846.000 P*: 2.16 W/m2

Number of luminaires per 100lx
36845.000 n*: 4.45 1/100m2

36846.000 n*: 5.53 1/100m2

37845.000 n*: 4.45 1/100m2

37846.000 n*: 5.53 1/100m2

Size 7
40°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 663

36747.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
pz

LED

LOR 0.83
UGR C0 17.3
UGR C90 17.1
65° < 200 cd/m2

36748.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.69kg
LMF D
Ipz

LED

LOR 0.83
UGR C0 16.5
UGR C90 16.3
65° < 200 cd/m2

37747.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

LOR 0.83
UGR C0 17.3
UGR C90 17.1
65° < 200 cd/m2

37748.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.69kg
LMF D
I0 qpz

LED

LOR 0.83
UGR C0 16.5
UGR C90 16.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36747.000 34 W 5 9 13 22
36748.000 34 W 6 11 16 27
37747.000 34 W 5 9 13 22
37748.000 34 W 6 11 16 27

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36747.000 34 W 1087 724 543 408
36748.000 34 W 875 584 438 328
37747.000 34 W 1087 724 543 408
37748.000 34 W 875 584 438 328

Connected load
without control gear
36747.000 P: 34 W
36748.000 P: 34 W
37747.000 P: 34 W
37748.000 P: 34 W

Connected load per 100lx
without control gear
36747.000 P*: 1.45 W/m2

36748.000 P*: 1.80 W/m2

37747.000 P*: 1.45 W/m2

37748.000 P*: 1.80 W/m2

Number of luminaires per 100lx

36747.000 n*: 4.26 1/100m2

36748.000 n*: 5.29 1/100m2

37747.000 n*: 4.26 1/100m2

37748.000 n*: 5.29 1/100m2

Quintessence Downlight with LED
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Size 7
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 663

36847.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.83
UGR C0 17.3
UGR C90 17.1
65° < 200 cd/m2

36848.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.83
UGR C0 16.5
UGR C90 16.3
65° < 200 cd/m2

37847.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.83
UGR C0 17.3
UGR C90 17.1
65° < 200 cd/m2

37848.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.69kg
LMF D
0 qp

LED

LOR 0.83
UGR C0 16.5
UGR C90 16.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36847.000 34 W 5 9 13 22
36848.000 34 W 6 11 16 27
37847.000 34 W 5 9 13 22
37848.000 34 W 6 11 16 27

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36847.000 34 W 1087 724 543 408
36848.000 34 W 875 584 438 328
37847.000 34 W 1087 724 543 408
37848.000 34 W 875 584 438 328

Connected load
36847.000 P: 39 W
36848.000 P: 39 W
37847.000 P: 39 W
37848.000 P: 39 W

Connected load per 100lx
36847.000 P*: 1.66 W/m2

36848.000 P*: 2.06 W/m2

37847.000 P*: 1.66 W/m2

37848.000 P*: 2.06 W/m2

Number of luminaires per 100lx
36847.000 n*: 4.26 1/100m2

36848.000 n*: 5.29 1/100m2

37847.000 n*: 4.26 1/100m2

37848.000 n*: 5.29 1/100m2

Size 8
30°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 663

36751.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

LOR 0.78
UGR C0 18.5
UGR C90 18.3
65° < 200 cd/m2

36752.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.86kg
LMF D
0 qpz

LED

LOR 0.78
UGR C0 17.7
UGR C90 17.5
65° < 200 cd/m2

Quintessence Downlight with LED
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37751.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

LOR 0.78
UGR C0 18.5
UGR C90 18.3
65° < 200 cd/m2

37752.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.86kg
LMF D
I0 qpz

LED

LOR 0.78
UGR C0 17.7
UGR C90 17.5
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36751.000 40 W 4 8 12 20
36752.000 40 W 5 10 15 24
37751.000 40 W 4 8 12 20
37752.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36751.000 40 W 1198 799 599 449
36752.000 40 W 965 644 483 362
37751.000 40 W 1198 799 599 449
37752.000 40 W 965 644 483 362

Connected load
without control gear
36751.000 P: 40 W
36752.000 P: 40 W
37751.000 P: 40 W
37752.000 P: 40 W

Connected load per 100lx
without control gear
36751.000 P*: 1.55 W/m2

36752.000 P*: 1.92 W/m2

37751.000 P*: 1.55 W/m2

37752.000 P*: 1.92 W/m2

Number of luminaires per 100lx

36751.000 n*: 3.86 1/100m2

36752.000 n*: 4.80 1/100m2

37751.000 n*: 3.86 1/100m2

37752.000 n*: 4.80 1/100m2

Size 8
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 663

36851.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 18.5
UGR C90 18.3
65° < 200 cd/m2

36852.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 17.7
UGR C90 17.5
65° < 200 cd/m2

37851.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 18.5
UGR C90 18.3
65° < 200 cd/m2

37852.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.86kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 17.7
UGR C90 17.5
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36851.000 40 W 4 8 12 20
36852.000 40 W 5 10 15 24
37851.000 40 W 4 8 12 20
37852.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36851.000 40 W 1198 799 599 449
36852.000 40 W 965 644 483 362
37851.000 40 W 1198 799 599 449
37852.000 40 W 965 644 483 362

Connected load
36851.000 P: 46 W
36852.000 P: 46 W
37851.000 P: 46 W
37852.000 P: 46 W

Connected load per 100lx
36851.000 P*: 1.78 W/m2

36852.000 P*: 2.21 W/m2

37851.000 P*: 1.78 W/m2

37852.000 P*: 2.21 W/m2

Number of luminaires per 100lx
36851.000 n*: 3.86 1/100m2

36852.000 n*: 4.80 1/100m2

37851.000 n*: 3.86 1/100m2

37852.000 n*: 4.80 1/100m2

Quintessence Downlight with LED
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646

Size 8
40°

Housing: cast aluminium, designed as
heat sink. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 663

36753.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.78
UGR C0 16.9
UGR C90 16.7
65° < 200 cd/m2

36754.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.78
UGR C0 16.1
UGR C90 15.9
65° < 200 cd/m2

37753.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.78
UGR C0 16.9
UGR C90 16.7
65° < 200 cd/m2

37754.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 1.90kg
LMF D
I0 qpz

LED

LOR 0.78
UGR C0 16.1
UGR C90 15.9
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36753.000 40 W 4 8 12 19
36754.000 40 W 5 10 15 24
37753.000 40 W 4 8 12 19
37754.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36753.000 40 W 1219 813 610 457
36754.000 40 W 982 655 491 368
37753.000 40 W 1219 813 610 457
37754.000 40 W 982 655 491 368

Connected load
without control gear
36753.000 P: 40 W
36754.000 P: 40 W
37753.000 P: 40 W
37754.000 P: 40 W

Connected load per 100lx
without control gear
36753.000 P*: 1.52 W/m2

36754.000 P*: 1.89 W/m2

37753.000 P*: 1.52 W/m2

37754.000 P*: 1.89 W/m2

Number of luminaires per 100lx

36753.000 n*: 3.80 1/100m2

36754.000 n*: 4.71 1/100m2

37753.000 n*: 3.80 1/100m2

37754.000 n*: 4.71 1/100m2

Size 8
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. Fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 663

36853.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 16.9
UGR C90 16.7
65° < 200 cd/m2

36854.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Covered mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 16.1
UGR C90 15.9
65° < 200 cd/m2

Quintessence Downlight with LED
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37853.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 16.9
UGR C90 16.7
65° < 200 cd/m2

37854.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2
Wide diffuser

Flush mounting
detail
Weight 2.90kg
LMF D
0 qp

LED

LOR 0.78
UGR C0 16.1
UGR C90 15.9
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36853.000 40 W 4 8 12 19
36854.000 40 W 5 10 15 24
37853.000 40 W 4 8 12 19
37854.000 40 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36853.000 40 W 1219 813 610 457
36854.000 40 W 982 655 491 368
37853.000 40 W 1219 813 610 457
37854.000 40 W 982 655 491 368

Connected load
36853.000 P: 46 W
36854.000 P: 46 W
37853.000 P: 46 W
37854.000 P: 46 W

Connected load per 100lx
36853.000 P*: 1.75 W/m2

36854.000 P*: 2.17 W/m2

37853.000 P*: 1.75 W/m2

37854.000 P*: 2.17 W/m2

Number of luminaires per 100lx
36853.000 n*: 3.80 1/100m2

36854.000 n*: 4.71 1/100m2

37853.000 n*: 3.80 1/100m2

37854.000 n*: 4.71 1/100m2

Quintessence Lens wallwasher with LED

Size 5
50°

Housing: cast aluminium, designed as
heat sink.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.

Control gear to be ordered separately.
Accessories page 664

36723.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 258 197 167 135

36722.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 208 159 135 109

37723.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 258 197 167 135

37722.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.00kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 208 159 135 109

Quintessence Downlight with LED
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Size 5
50°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.
Accessories page 664

36826.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 258 197 167 135

36825.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 208 159 135 109

37840.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 258 197 167 135

37839.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.90kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 208 159 135 109

Quintessence Lens wallwasher with LED
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Size 5
50°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity for ERCO RGBW
varychrome colour mixing. Through-
wiring possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing

light: aluminium, silver, mirror-finish
anodised.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.
Only use with Light Server 64+, from
version 5, and the Light Studio software,
from version 5.
Accessories page 664

36800.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Colour compensation for precise light
colour.

Covered mounting
detail
Weight 1.90kg
LMF D
p

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 128 98 83 67

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

37838.000 Reflector silver
RGBW DALI
LED 23W 870lm red, green, blue, warm
white
Version 2
Colour compensation for precise light
colour.

Flush mounting
detail
Weight 1.90kg
LMF D
p

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 128 98 83 67

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 100 620-640 99
Green 269 525-535 77
Blue 101 465-475 97
warm white 870 - -

Quintessence Lens wallwasher with LED

Size 7
50°

Housing: cast aluminium, designed as
heat sink.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.

Control gear to be ordered separately.
Accessories page 664

36749.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.60kg
LMF D
Ipz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 281 252 203 180

36750.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 226 203 164 145

Quintessence Lens wallwasher RGBW varychrome with LED
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37749.000 Reflector silver
LED 34W 2700lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 281 252 203 180

37750.000 Reflector silver
LED 34W 2175lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.60kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 226 203 164 145

Size 7
50°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.
Accessories page 664

36849.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 2.60kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 281 252 203 180

36850.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2

Covered mounting
detail
Weight 2.60kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 226 203 164 145

37849.000 Reflector silver DALI
LED 34W 2700lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 2.60kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 281 252 203 180

37850.000 Reflector silver DALI
LED 34W 2175lm 3000K warm white
Version 2

Flush mounting
detail
Weight 2.60kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 226 203 164 145

Size 8
50°

Housing: cast aluminium, designed as
heat sink.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.

Control gear to be ordered separately.
Accessories page 664

36755.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 1.81kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 298 241 211 177

36756.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2

Covered mounting
detail
Weight 1.81kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 240 194 170 143

Quintessence Lens wallwasher with LED
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37755.000 Reflector silver
LED 40W 3240lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 1.81kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 298 241 211 177

37756.000 Reflector silver
LED 40W 2610lm 3000K warm white
Version 2

Flush mounting
detail
Weight 1.81kg
LMF D
I0 qpz

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 240 194 170 143

Size 8
50°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.
Accessories page 664

36855.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2

Covered mounting
detail
Weight 2.81kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 298 241 211 177

36856.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2

Covered mounting
detail
Weight 2.81kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 240 194 170 143

37855.000 Reflector silver DALI
LED 40W 3240lm 4000K neutral white
Version 2

Flush mounting
detail
Weight 2.81kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 298 241 211 177

37856.000 Reflector silver DALI
LED 40W 2610lm 3000K warm white
Version 2

Flush mounting
detail
Weight 2.81kg
LMF D
0 qp

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 240 194 170 143

Quintessence Directional luminaire with LED

Size 3
30°

Housing: cast aluminium, designed
as heat sink, 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Recess depth 180mm for control gear
83694.000.
Control gear to be ordered separately.
Accessories page 665

36762.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

Quintessence Lens wallwasher with LED

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:41

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0651_bild_erco_hk12.p1.pdf  Layer 2: 0651_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w651

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:41

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0651_bild_erco_hk12.p1.pdf  Layer 2: 0651_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w651



14
4

Q104

Q113 30° 30°

60° 60°

3500 cd

14
6

Q108

Q107
30° 30°

60° 60°

3500 cd

14
6

Q108

Q107
30° 30°

60° 60°

3500 cd

14
4

Q104

Q113 30° 30°

60° 60°

2500 cd

14
4

Q104

Q113 30° 30°

60° 60°

2500 cd

14
6

Q108

Q107
30° 30°

60° 60°

2500 cd

14
6

Q108

Q107
30° 30°

60° 60°

2500 cd

DALI
PLUG+
PLAY

234x79

45

14
4

Q104

Q113 30° 30°

60° 60°

3500 cd

234x79

45

14
4

Q104

Q113 30° 30°

60° 60°

3500 cd

234x79

45

14
6

Q108

Q107 30° 30°

60° 60°

3500 cd

652

36764.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

37762.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

37764.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

36761.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

36763.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

37761.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

37763.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

Size 3
30°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Recess depth 180mm for DALI control
gear.
Accessories page 665

36870.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

36872.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

37870.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

Quintessence Directional luminaire with LED
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37872.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

36869.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

36871.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

37869.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

37871.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.11kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

Quintessence Directional luminaire with LED and shadow gap

Size 3
30°

Size 4
Housing: cast aluminium, designed
as heat sink, 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 3, cut-off
angle 30°.
Recess depth 150mm for control gear
83694.000.
Control gear to be ordered separately.
Accessories page 665

36758.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

36760.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

37758.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

37760.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

Quintessence Directional luminaire with LED
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36757.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

36759.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

37757.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

37759.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.66kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

Size 3
30°

Size 4
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 3, cut-off
angle 30°.

Recess depth 150mm for DALI control
gear.
Accessories page 665

36866.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

36868.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

37866.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2607 0.35
2 652 0.71
3 290 1.06
4 163 1.41
5 104 1.76

37868.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2100 0.35
2 525 0.71
3 233 1.06
4 131 1.41
5 84 1.76

36865.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

Quintessence Directional luminaire with LED and shadow gap
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36867.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

37865.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1605 0.46
2 401 0.92
3 178 1.39
4 100 1.85
5 64 2.31

37867.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.22kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
26°

1 1293 0.46
2 323 0.92
3 144 1.39
4 81 1.85
5 52 2.31

Quintessence Directional luminaire with LED

Size 4
40°

Housing: cast aluminium, designed
as heat sink, 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 665

36770.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

36772.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

37770.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

37772.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

36769.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

36771.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

Quintessence Directional luminaire with LED and shadow gap
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37769.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

37771.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.75kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

Size 4
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Accessories page 665

36878.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

36880.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

37878.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

37880.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

36877.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

36879.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

37877.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

37879.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.31kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

Quintessence Directional luminaire with LED
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Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 4, cut-off
angle 40°.
Control gear to be ordered separately.
Accessories page 665

36766.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

36768.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

37766.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

37768.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

36765.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

36767.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

37765.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

37767.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 0.89kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

Quintessence Directional luminaire with LED and shadow gap
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Size 4
40°

Size 5
Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.

Peripheral shadow gap: plastic, black.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 4, cut-off
angle 40°.
Accessories page 665

36874.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.45kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

36876.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.45kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

37874.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.45kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2793 0.35
2 698 0.71
3 310 1.06
4 175 1.41
5 112 1.76

37876.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.45kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
20°

1 2250 0.35
2 562 0.71
3 250 1.06
4 141 1.41
5 90 1.76

36873.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.45kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

36875.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.45kg
LMF D
0 q8p

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

37873.000 Reflector silver DALI
LED 6.7W 540lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.45kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 1673 0.50
2 418 1.00
3 186 1.50
4 105 1.99
5 67 2.49

37875.000 Reflector silver DALI
LED 6.7W 435lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.45kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 1347 0.50
2 337 1.00
3 150 1.50
4 84 1.99
5 54 2.49

Quintessence Directional luminaire with LED and shadow gap
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Size 5
40°

Housing: cast aluminium, designed
as heat sink, 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 665

36739.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
17°

1 10208 0.30
2 2552 0.60
3 1134 0.90
4 638 1.20
5 408 1.49

36738.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
17°

1 8223 0.30
2 2056 0.60
3 914 0.90
4 514 1.20
5 329 1.49

37739.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
17°

1 10208 0.30
2 2552 0.60
3 1134 0.90
4 638 1.20
5 408 1.49

37738.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
17°

1 8223 0.30
2 2056 0.60
3 914 0.90
4 514 1.20
5 329 1.49

36741.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 3608 0.50
2 902 1.00
3 401 1.50
4 226 1.99
5 144 2.49

36740.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 2907 0.50
2 727 1.00
3 323 1.50
4 182 1.99
5 116 2.49

37741.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 3608 0.50
2 902 1.00
3 401 1.50
4 226 1.99
5 144 2.49

37740.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 1.35kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
28°

1 2907 0.50
2 727 1.00
3 323 1.50
4 182 1.99
5 116 2.49

Quintessence Directional luminaire with LED
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660

Size 5
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 500mm. 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Accessories page 665

36842.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
17°

1 10208 0.30
2 2552 0.60
3 1134 0.90
4 638 1.20
5 408 1.49

36841.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
17°

1 8223 0.30
2 2056 0.60
3 914 0.90
4 514 1.20
5 329 1.49

37842.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
17°

1 10208 0.30
2 2552 0.60
3 1134 0.90
4 638 1.20
5 408 1.49

37841.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
17°

1 8223 0.30
2 2056 0.60
3 914 0.90
4 514 1.20
5 329 1.49

36844.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 3608 0.50
2 902 1.00
3 401 1.50
4 226 1.99
5 144 2.49

36843.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 2907 0.50
2 727 1.00
3 323 1.50
4 182 1.99
5 116 2.49

37844.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 3608 0.50
2 902 1.00
3 401 1.50
4 226 1.99
5 144 2.49

37843.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.00kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
28°

1 2907 0.50
2 727 1.00
3 323 1.50
4 182 1.99
5 116 2.49

Quintessence Directional luminaire with LED
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661

Size 7
40°

Housing: cast aluminium, designed
as heat sink, 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 800mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 665

36775.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
21°

1 9450 0.37
2 2363 0.74
3 1050 1.11
4 591 1.48
5 378 1.85

36776.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
21°

1 7613 0.37
2 1903 0.74
3 846 1.11
4 476 1.48
5 305 1.85

37775.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
21°

1 9450 0.37
2 2363 0.74
3 1050 1.11
4 591 1.48
5 378 1.85

37776.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
21°

1 7613 0.37
2 1903 0.74
3 846 1.11
4 476 1.48
5 305 1.85

36773.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 6207 0.48
2 1552 0.96
3 690 1.44
4 388 1.92
5 248 2.40

36774.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 5000 0.48
2 1250 0.96
3 556 1.44
4 313 1.92
5 200 2.40

37773.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 6207 0.48
2 1552 0.96
3 690 1.44
4 388 1.92
5 248 2.40

37774.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.30kg
LMF D
I0 qpz

LED

h(m) E(lx) D(m)
27°

1 5000 0.48
2 1250 0.96
3 556 1.44
4 313 1.92
5 200 2.40

Quintessence Directional luminaire with LED

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:42

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0661_bild_erco_hk12.p1.pdf  Layer 2: 0661_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w661

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:42

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0661_bild_erco_hk12.p1.pdf  Layer 2: 0661_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w661



DALI
PLUG+
PLAY

28
4

Q206

Q221 223x95

49

30° 30°

60° 60°

12500 cd

28
4

Q206

Q221 223x95

49

30° 30°

60° 60°

12500 cd

28
6

Q210

Q209 223x95

49

30° 30°

60° 60°

12500 cd

28
6

Q210

Q209 223x95

49

30° 30°

60° 60°

12500 cd

28
4

Q206

Q221 223x95

49

30° 30°

60° 60°

10000 cd

28
4

Q206

Q221 223x95

49

30° 30°

60° 60°

10000 cd

28
6

Q210

Q209 223x95

49

30° 30°

60° 60°

10000 cd

28
6

Q210

Q209 223x95

49

30° 30°

60° 60°

10000 cd

662

Size 7
40°

Housing: cast aluminium, designed
as heat sink, with connection cable
L 800mm. 0°-20° tilt, 360° rotation.
Lockable angles of tilt and rotation. Fix-
ing frame: plastic/metal, black powder-
coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including DALI control gear with plug
and play connectivity. Through-wiring
possible. 5-pole terminal block.
LED module: high-power LEDs on

metal-core PCB. Collimating lens made
of optical polymer.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Accessories page 665

36883.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
21°

1 9450 0.37
2 2363 0.74
3 1050 1.11
4 591 1.48
5 378 1.85

36884.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Covered mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
21°

1 7613 0.37
2 1903 0.74
3 846 1.11
4 476 1.48
5 305 1.85

37883.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
21°

1 9450 0.37
2 2363 0.74
3 1050 1.11
4 591 1.48
5 378 1.85

37884.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, spot

Flush mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
21°

1 7613 0.37
2 1903 0.74
3 846 1.11
4 476 1.48
5 305 1.85

36881.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 6207 0.48
2 1552 0.96
3 690 1.44
4 388 1.92
5 248 2.40

36882.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Covered mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 5000 0.48
2 1250 0.96
3 556 1.44
4 313 1.92
5 200 2.40

37881.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 6207 0.48
2 1552 0.96
3 690 1.44
4 388 1.92
5 248 2.40

37882.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2
Spherolit lens, flood

Flush mounting
detail
Weight 2.95kg
LMF D
0 qp

LED

h(m) E(lx) D(m)
27°

1 5000 0.48
2 1250 0.96
3 556 1.44
4 313 1.92
5 200 2.40

Quintessence Directional luminaire with LED
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36755.000 • • • • • •
36756.000 • • • • • •
36800.000 • • • •
36825.000 • • • •
36826.000 • • • •
36849.000 • • • •
36850.000 • • • •
36855.000 • •
36856.000 • •
37722.000 • • • •
37723.000 • • • •
37749.000 • • • •
37750.000 • • • •
37755.000 • • • •
37756.000 • • • •
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Directional luminaires
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36738.000 • • • • • •
36739.000 • • • • • •
36740.000 • • • • • •
36741.000 • • • • • •
36757.000 • • • • • • •
36758.000 • • • • • • •
36759.000 • • • • • • •
36760.000 • • • • • • •
36761.000 • • • • • • •
36762.000 • • • • • • •
36763.000 • • • • • • •
36764.000 • • • • • • •
36765.000 • • • • • • •
36766.000 • • • • • • •
36767.000 • • • • • • •
36768.000 • • • • • • •
36769.000 • • • • • • • •
36770.000 • • • • • • • •
36771.000 • • • • • • • •
36772.000 • • • • • • • •
36773.000 • • • • •
36774.000 • • • • •
36775.000 • • • • •
36776.000 • • • • •
36841.000 • •
36842.000 • •
36843.000 • •
36844.000 • •
36865.000 • • • •
36866.000 • • • •
36867.000 • • • •
36868.000 • • • •
36869.000 • • • •
36870.000 • • • •
36871.000 • • • •
36872.000 • • • •
36873.000 • • • •
36874.000 • • • •
36875.000 • • • •
36876.000 • • • •
36877.000 • • • • •
36878.000 • • • • •
36879.000 • • • • •
36880.000 • • • • •
36881.000 • •
36882.000 • •
36883.000 • •
36884.000 • •
37738.000 • • • •
37739.000 • • • •
37740.000 • • • •
37741.000 • • • •
37757.000 • • •
37758.000 • • •
37759.000 • • •
37760.000 • • •
37761.000 • • •
37762.000 • • •
37763.000 • • •
37764.000 • • •
37765.000 • • •
37766.000 • • •
37767.000 • • •
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37877.000 •
37878.000 •
37879.000 •
37880.000 •
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83692.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 14W.
Max. ambient temperature of 50°C.
Installation also in furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
overload protection.
Weight 0.08kg
iV SELV

83691.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.52kg
0 qV SELV

83693.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 30W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.52kg
0 qV SELV

83696.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 28W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.52kg
0 qV SELV

83716.000
Control gear, switchable
for LED
220-240V, 50-60Hz. Max. 35/42W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 1.00kg
0 qV SELV

83719.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 7/10W.
Max. ambient temperature of 50°C.
Housing: plastic. Short-circuit protec-
tion: electronic overload protection.
Use dimmer in trailing edge technology.
Weight 0.07kg
iV SELV

83727.000
Control gear, dimmable
for LED
220-240V, 50-60Hz. Max. 35/42W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Use dimmer in trailing edge technology.
Weight 1.00kg
0 qV SELV

83694.000
DALI
Control gear, switchable and DALI
for LED
220-240V, 50-60Hz. Max. 14W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.56kg
0 qV SELV

83695.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 21W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.65kg
0 qV SELV

83697.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 28W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 0.65kg
0 qV SELV

83718.000
DALI
DALI control gear
for LED
220-240V, 50-60Hz. Max. 35/42W.
Housing: metal, black, powder-coated.
5-pole terminal block. Through-wir-
ing possible. Short-circuit protection:
electronic overload protection.
Weight 1.00kg
0 qV SELV

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83630.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83643.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83631.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83632.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.30kg
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83633.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg

83634.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83637.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.40kg

83968.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting
without tools for ceiling thicknesses up
to 30mm. Covered mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg

83969.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting for
ceiling thicknesses of 12.5-25mm. Flush
mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg

83598.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.05kg

83599.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.09kg

83619.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.14kg

83639.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.20kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83999.000
Cover frame
Metal, white. For
covering the gap
where ceiling
cut-outs are
too big. Please
state internal
and external
dimensions when
ordering.
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668

Consistent system design is a 
characteristic feature of the 
 Quintessence square recessed 
 luminaires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting frames, meaning 
that the different lamp types and 
characteristics are not only easy to 
combine, but also to interchange.

Quintessence square Recessed luminaires for low- voltage halogen lamps

Double- focus downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting. 
Good visual comfort for high rooms 
through double focus.

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

Low- voltage halogen lamps
90W
1800lm
Size 2
Optional: DALI

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Size 3, 4, 5
Focal, narrow, wide diffuser
Optional: varychrome ring, shadow 
gap, DALI

Low- voltage halogen reflector 
lamps
50W
1200lm
Size 3
Optional: shadow gap

Low- voltage halogen lamps
75W
1575lm
Size 5
Optional: DALI

Low- voltage halogen reflector 
lamps
50W
1200lm
Size 5

Low- voltage halogen lamps
75W -  100W
1575lm -  2200lm
Size 4, 5
Spot, flood
Optional: shadow gap, DALI

Low- voltage halogen reflector 
lamps
50W
1200lm
Size 3
Optional: shadow gap

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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QT QR- CBC

Colour tempera-
ture and colour 
rendition
The light from 
low- voltage hal-
ogen lamps pro-
duces a contin-
uous spectrum. 
These lamps are 
ideal for lighting 
tasks where opti-
mum colour ren-
dition is required, 
such as museums.

Heat manage-
ment
Good heat 
 management in 
the luminaire is 
crucial for con-
tinuous opera-
tion,  allowing the 
lamps to emit 
their full  power 
throughout their 
entire life. It is 
the design, con-
struction and 
material of the 
housing that 
all contribute 
to optimal heat 
management. 
 Extensive simu-

lations and tests 
during the devel-
opment phase 
ensure the suc-
cess of all the 
products in the 
range.

The contact sur-
faces between 
the lampholder 
and the luminaire 
housing combined 
with the ther-
mally conductive 
metal plate on 
the lamp cap effi-
ciently conduct 
the heat of the 
low- voltage halo-
gen lamp, chan-
nelling it away to 
the housing. 

Quintessence square Recessed luminaires for low- voltage halogen lamps
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670

Size 2
40°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Ellipsoidal reflector: aluminium, bright
anodised. Diffuser: glass, frosted.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 2, cut-off
angle 40°.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36029.000 Reflector silver
QT12-ax 90W 12V GY6.35 1800lm

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.51
UGR C0 19.5
UGR C90 19.5
65° < 1000 cd/m2

37029.000 Reflector silver
QT12-ax 90W 12V GY6.35 1800lm

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.51
UGR C0 19.5
UGR C90 19.5
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36029.000 90 W 11 21 31 52
37029.000 90 W 11 21 31 52

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36029.000 90 W 451 301 226 169
37029.000 90 W 451 301 226 169

Connected load
without control gear
36029.000 P: 90 W
37029.000 P: 90 W

Connected load per 100lx
without control gear
36029.000 P*: 9.23 W/m2

37029.000 P*: 9.23 W/m2

Number of luminaires per 100lx

36029.000 n*: 10.25 1/100m2

37029.000 n*: 10.25 1/100m2

Size 2
40°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing frame: plastic,
black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Ellipsoidal reflector: aluminium, bright
anodised. Diffuser: glass, frosted.

Darklight reflector: aluminium, satin
matt anodised. Reflector size 2, cut-off
angle 40°.
Accessories page 688

36229.000 Reflector silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Covered mounting
detail
Weight 0.78kg
LMF D
0 qpig

QT12-ax

LOR 0.51
UGR C0 19.5
UGR C90 19.5
65° < 1000 cd/m2

37229.000 Reflector silver DALI
QT12-ax 90W 12V GY6.35 1800lm

Flush mounting
detail
Weight 0.78kg
LMF D
0 qpig

QT12-ax

LOR 0.51
UGR C0 19.5
UGR C90 19.5
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36229.000 90 W 11 21 31 52
37229.000 90 W 11 21 31 52

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36229.000 90 W 451 301 226 169
37229.000 90 W 451 301 226 169

Connected load
36229.000 P: 95 W
37229.000 P: 95 W

Connected load per 100lx
36229.000 P*: 9.74 W/m2

37229.000 P*: 9.74 W/m2

Number of luminaires per 100lx
36229.000 n*: 10.25 1/100m2

37229.000 n*: 10.25 1/100m2

Quintessence Double-focus downlight for low-voltage halogen lamps
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671

Size 3
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36001.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.51
UGR C0 22.2
UGR C90 22.2
65° < 200 cd/m2

37001.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.51
UGR C0 22.2
UGR C90 22.2
65° < 200 cd/m2

36000.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Covered mounting
detail
Weight 0.53kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.57
UGR C0 21.4
UGR C90 21.3
65° < 200 cd/m2

37000.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.57
UGR C0 21.4
UGR C90 21.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36001.000 50 W 16 31 47 78
37001.000 50 W 16 31 47 78
36000.000 50 W 14 28 41 69
37000.000 50 W 14 28 41 69

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36001.000 50 W 299 200 150 112
37001.000 50 W 299 200 150 112
36000.000 50 W 339 226 169 127
37000.000 50 W 339 226 169 127

Connected load
without control gear
36001.000 P: 50 W
37001.000 P: 50 W
36000.000 P: 50 W
37000.000 P: 50 W

Connected load per 100lx
without control gear
36001.000 P*: 7.73 W/m2

37001.000 P*: 7.73 W/m2

36000.000 P*: 6.83 W/m2

37000.000 P*: 6.83 W/m2

Number of luminaires per 100lx

36001.000 n*: 15.46 1/100m2

37001.000 n*: 15.46 1/100m2

36000.000 n*: 13.66 1/100m2

37000.000 n*: 13.66 1/100m2

Quintessence Downlight for low-voltage halogen lamps

Quintessence is
a comprehensive
range of vari-
ous wallwashers,
downlights and
directional lu-
minaires with
the superior light
quality of low-
voltage halogen
lamps.
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Size 3
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36002.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Covered mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

37002.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Flush mounting
detail
Weight 0.40kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Quintessence Downlight with shadow gap for low-voltage halogen lamps

Size 3
30°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 3, cut-off
angle 30°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36004.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Covered mounting
detail
Weight 0.56kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.51
UGR C0 22.2
UGR C90 22.2
65° < 200 cd/m2

37004.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Wide diffuser

Flush mounting
detail
Weight 0.53kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.51
UGR C0 22.2
UGR C90 22.2
65° < 200 cd/m2

Quintessence Downlight for low-voltage halogen lamps
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673

36003.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.57
UGR C0 21.4
UGR C90 21.3
65° < 200 cd/m2

37003.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Narrow diffuser

Flush mounting
detail
Weight 0.53kg
LMF D
I0 qpz

g

QT12-ax-RE

LOR 0.57
UGR C0 21.4
UGR C90 21.3
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36004.000 50 W 16 31 47 78
37004.000 50 W 16 31 47 78
36003.000 50 W 14 28 41 69
37003.000 50 W 14 28 41 69

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36004.000 50 W 299 200 150 112
37004.000 50 W 299 200 150 112
36003.000 50 W 339 226 169 127
37003.000 50 W 339 226 169 127

Connected load
without control gear
36004.000 P: 50 W
37004.000 P: 50 W
36003.000 P: 50 W
37003.000 P: 50 W

Connected load per 100lx
without control gear
36004.000 P*: 7.73 W/m2

37004.000 P*: 7.73 W/m2

36003.000 P*: 6.83 W/m2

37003.000 P*: 6.83 W/m2

Number of luminaires per 100lx

36004.000 n*: 15.46 1/100m2

37004.000 n*: 15.46 1/100m2

36003.000 n*: 13.66 1/100m2

37003.000 n*: 13.66 1/100m2

Size 3
30°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 3, cut-off
angle 30°.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36005.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Covered mounting
detail
Weight 0.51kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

37005.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Flush mounting
detail
Weight 0.51kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77
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674

Size 4
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36012.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 20.9
UGR C90 21.2
65° < 200 cd/m2

37012.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 20.9
UGR C90 21.2
65° < 200 cd/m2

36023.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 19.8
UGR C90 20.0
65° < 200 cd/m2

37023.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 19.8
UGR C90 20.0
65° < 200 cd/m2

36011.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.59
UGR C0 20.3
UGR C90 20.6
65° < 200 cd/m2

37011.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.45kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.59
UGR C0 20.3
UGR C90 20.6
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36012.000 100 W 9 17 25 41
37012.000 100 W 9 17 25 41
36023.000 100 W 8 16 24 40
37023.000 100 W 8 16 24 40
36011.000 100 W 8 15 23 38
37011.000 100 W 8 15 23 38

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36012.000 100 W 575 383 287 216
37012.000 100 W 575 383 287 216
36023.000 100 W 582 388 291 218
37023.000 100 W 582 388 291 218
36011.000 100 W 622 415 311 233
37011.000 100 W 622 415 311 233

Connected load
without control gear
36012.000 P: 100 W
37012.000 P: 100 W
36023.000 P: 100 W
37023.000 P: 100 W
36011.000 P: 100 W
37011.000 P: 100 W

Connected load per 100lx
without control gear
36012.000 P*: 8.05 W/m2

37012.000 P*: 8.05 W/m2

36023.000 P*: 7.96 W/m2

37023.000 P*: 7.96 W/m2

36011.000 P*: 7.44 W/m2

37011.000 P*: 7.44 W/m2

Number of luminaires per 100lx

36012.000 n*: 8.05 1/100m2

37012.000 n*: 8.05 1/100m2

36023.000 n*: 7.96 1/100m2

37023.000 n*: 7.96 1/100m2

36011.000 n*: 7.44 1/100m2

37011.000 n*: 7.44 1/100m2
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675

Size 4
40°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36014.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.54
UGR C0 18.5
UGR C90 18.4
65° < 200 cd/m2

37014.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.54
UGR C0 18.5
UGR C90 18.4
65° < 200 cd/m2

36024.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.56
UGR C0 17.3
UGR C90 17.3
65° < 200 cd/m2

37024.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.56
UGR C0 17.3
UGR C90 17.3
65° < 200 cd/m2

36013.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

37013.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36014.000 75 W 12 23 34 57
37014.000 75 W 12 23 34 57
36024.000 75 W 11 22 33 55
37024.000 75 W 11 22 33 55
36013.000 75 W 11 21 31 52
37013.000 75 W 11 21 31 52

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36014.000 75 W 409 273 205 154
37014.000 75 W 409 273 205 154
36024.000 75 W 425 283 212 159
37024.000 75 W 425 283 212 159
36013.000 75 W 452 301 226 170
37013.000 75 W 452 301 226 170

Connected load
without control gear
36014.000 P: 75 W
37014.000 P: 75 W
36024.000 P: 75 W
37024.000 P: 75 W
36013.000 P: 75 W
37013.000 P: 75 W

Connected load per 100lx
without control gear
36014.000 P*: 8.48 W/m2

37014.000 P*: 8.48 W/m2

36024.000 P*: 8.17 W/m2

37024.000 P*: 8.17 W/m2

36013.000 P*: 7.68 W/m2

37013.000 P*: 7.68 W/m2

Number of luminaires per 100lx

36014.000 n*: 11.31 1/100m2

37014.000 n*: 11.31 1/100m2

36024.000 n*: 10.90 1/100m2

37024.000 n*: 10.90 1/100m2

36013.000 n*: 10.24 1/100m2

37013.000 n*: 10.24 1/100m2
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676

Size 4
30°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 4, cut-off
angle 30°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36016.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.59kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 20.9
UGR C90 21.2
65° < 200 cd/m2

37016.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.59kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 20.9
UGR C90 21.2
65° < 200 cd/m2

36025.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.59kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 19.8
UGR C90 20.0
65° < 200 cd/m2

37025.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.59kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.55
UGR C0 19.8
UGR C90 20.0
65° < 200 cd/m2

36015.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.59kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.59
UGR C0 20.3
UGR C90 20.6
65° < 200 cd/m2

37015.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.59kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.59
UGR C0 20.3
UGR C90 20.6
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36016.000 100 W 9 17 25 41
37016.000 100 W 9 17 25 41
36025.000 100 W 8 16 24 40
37025.000 100 W 8 16 24 40
36015.000 100 W 8 15 23 38
37015.000 100 W 8 15 23 38

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36016.000 100 W 575 383 287 216
37016.000 100 W 575 383 287 216
36025.000 100 W 582 388 291 218
37025.000 100 W 582 388 291 218
36015.000 100 W 622 415 311 233
37015.000 100 W 622 415 311 233

Connected load
without control gear
36016.000 P: 100 W
37016.000 P: 100 W
36025.000 P: 100 W
37025.000 P: 100 W
36015.000 P: 100 W
37015.000 P: 100 W

Connected load per 100lx
without control gear
36016.000 P*: 8.05 W/m2

37016.000 P*: 8.05 W/m2

36025.000 P*: 7.96 W/m2

37025.000 P*: 7.96 W/m2

36015.000 P*: 7.44 W/m2

37015.000 P*: 7.44 W/m2

Number of luminaires per 100lx

36016.000 n*: 8.05 1/100m2

37016.000 n*: 8.05 1/100m2

36025.000 n*: 7.96 1/100m2

37025.000 n*: 7.96 1/100m2

36015.000 n*: 7.44 1/100m2

37015.000 n*: 7.44 1/100m2
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Size 4
40°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 4, cut-off
angle 40°.
Diffuser: glass, frosted.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36018.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.54
UGR C0 18.5
UGR C90 18.4
65° < 200 cd/m2

37018.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Wide diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.54
UGR C0 18.5
UGR C90 18.4
65° < 200 cd/m2

36026.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.56
UGR C0 17.3
UGR C90 17.3
65° < 200 cd/m2

37026.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Focal diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.56
UGR C0 17.3
UGR C90 17.3
65° < 200 cd/m2

36017.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

37017.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Narrow diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.60
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36018.000 75 W 12 23 34 57
37018.000 75 W 12 23 34 57
36026.000 75 W 11 22 33 55
37026.000 75 W 11 22 33 55
36017.000 75 W 11 21 31 52
37017.000 75 W 11 21 31 52

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36018.000 75 W 409 273 205 154
37018.000 75 W 409 273 205 154
36026.000 75 W 425 283 212 159
37026.000 75 W 425 283 212 159
36017.000 75 W 452 301 226 170
37017.000 75 W 452 301 226 170

Connected load
without control gear
36018.000 P: 75 W
37018.000 P: 75 W
36026.000 P: 75 W
37026.000 P: 75 W
36017.000 P: 75 W
37017.000 P: 75 W

Connected load per 100lx
without control gear
36018.000 P*: 8.48 W/m2

37018.000 P*: 8.48 W/m2

36026.000 P*: 8.17 W/m2

37026.000 P*: 8.17 W/m2

36017.000 P*: 7.68 W/m2

37017.000 P*: 7.68 W/m2

Number of luminaires per 100lx

36018.000 n*: 11.31 1/100m2

37018.000 n*: 11.31 1/100m2

36026.000 n*: 10.90 1/100m2

37026.000 n*: 10.90 1/100m2

36017.000 n*: 10.24 1/100m2

37017.000 n*: 10.24 1/100m2
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Size 4
40°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing frame: plastic,
black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Peripheral varychrome ring: plastic,
white (RAL9010). LED module with
connection cable, L 500mm. Including
DALI control gear with plug and play
connectivity for ERCO RGB varychrome
colour mixing. 4-pole terminal block.
Through-wiring possible.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector: aluminium, satin
matt anodised. Reflector size 4, cut-off
angle 40°.
Diffuser: glass, frosted.
Accessories page 688

36022.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Wide diffuser

Covered mounting
detail
Weight 1.45kg
LMF D
0 qpig

QT12-ax

LOR 0.54
UGR C0 18.5
UGR C90 18.4
65° < 200 cd/m2

37022.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Wide diffuser

Flush mounting
detail
Weight 1.45kg
LMF D
0 qpig

QT12-ax

LOR 0.54
UGR C0 18.5
UGR C90 18.4
65° < 200 cd/m2

36028.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Focal diffuser

Covered mounting
detail
Weight 1.45kg
LMF D
0 qpig

QT12-ax

LOR 0.56
UGR C0 17.3
UGR C90 17.3
65° < 200 cd/m2

37028.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Focal diffuser

Flush mounting
detail
Weight 1.45kg
LMF D
0 qpig

QT12-ax

LOR 0.56
UGR C0 17.3
UGR C90 17.3
65° < 200 cd/m2

36021.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Narrow diffuser

Covered mounting
detail
Weight 1.45kg
LMF D
0 qpig

QT12-ax

LOR 0.60
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

37021.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm
LED 1.4W 24V DC red, green, blue
Narrow diffuser

Flush mounting
detail
Weight 1.45kg
LMF D
0 qpig

QT12-ax

LOR 0.60
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36022.000 75 W 12 23 34 57
37022.000 75 W 12 23 34 57
36028.000 75 W 11 22 33 55
37028.000 75 W 11 22 33 55
36021.000 75 W 11 21 31 52
37021.000 75 W 11 21 31 52

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36022.000 75 W 409 273 205 154
37022.000 75 W 409 273 205 154
36028.000 75 W 425 283 212 159
37028.000 75 W 425 283 212 159
36021.000 75 W 452 301 226 170
37021.000 75 W 452 301 226 170

Connected load
36022.000 P: 83 W
37022.000 P: 83 W
36028.000 P: 83 W
37028.000 P: 83 W
36021.000 P: 83 W
37021.000 P: 83 W

Connected load per 100lx
36022.000 P*: 8.93 W/m2

37022.000 P*: 8.93 W/m2

36028.000 P*: 8.61 W/m2

37028.000 P*: 8.61 W/m2

36021.000 P*: 8.09 W/m2

37021.000 P*: 8.09 W/m2

Number of luminaires per 100lx
36022.000 n*: 11.31 1/100m2

37022.000 n*: 11.31 1/100m2

36028.000 n*: 10.90 1/100m2

37028.000 n*: 10.90 1/100m2

36021.000 n*: 10.24 1/100m2

37021.000 n*: 10.24 1/100m2

Quintessence Downlight with varychrome ring for low-voltage halogen lamps
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Size 5
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36039.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.64
UGR C0 19.4
UGR C90 19.5
65° < 200 cd/m2

37039.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.64
UGR C0 19.4
UGR C90 19.5
65° < 200 cd/m2

36042.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.65
UGR C0 18.8
UGR C90 18.9
65° < 200 cd/m2

37042.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.65
UGR C0 18.8
UGR C90 18.9
65° < 200 cd/m2

36038.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.68
UGR C0 17.6
UGR C90 17.5
65° < 200 cd/m2

37038.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.68
UGR C0 17.6
UGR C90 17.5
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36039.000 100 W 7 14 21 35
37039.000 100 W 7 14 21 35
36042.000 100 W 7 14 21 35
37042.000 100 W 7 14 21 35
36038.000 100 W 7 13 20 32
37038.000 100 W 7 13 20 32

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36039.000 100 W 664 443 332 249
37039.000 100 W 664 443 332 249
36042.000 100 W 677 452 339 254
37042.000 100 W 677 452 339 254
36038.000 100 W 725 483 363 272
37038.000 100 W 725 483 363 272

Connected load
without control gear
36039.000 P: 100 W
37039.000 P: 100 W
36042.000 P: 100 W
37042.000 P: 100 W
36038.000 P: 100 W
37038.000 P: 100 W

Connected load per 100lx
without control gear
36039.000 P*: 6.97 W/m2

37039.000 P*: 6.97 W/m2

36042.000 P*: 6.83 W/m2

37042.000 P*: 6.83 W/m2

36038.000 P*: 6.38 W/m2

37038.000 P*: 6.38 W/m2

Number of luminaires per 100lx

36039.000 n*: 6.97 1/100m2

37039.000 n*: 6.97 1/100m2

36042.000 n*: 6.83 1/100m2

37042.000 n*: 6.83 1/100m2

36038.000 n*: 6.38 1/100m2

37038.000 n*: 6.38 1/100m2
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Size 5
30°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing frame: plastic,
black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Accessories page 688

36239.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.64
UGR C0 19.4
UGR C90 19.5
65° < 200 cd/m2

37239.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.64
UGR C0 19.4
UGR C90 19.5
65° < 200 cd/m2

36242.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.65
UGR C0 18.8
UGR C90 18.9
65° < 200 cd/m2

37242.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.65
UGR C0 18.8
UGR C90 18.9
65° < 200 cd/m2

36238.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.68
UGR C0 17.6
UGR C90 17.5
65° < 200 cd/m2

37238.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.68
UGR C0 17.6
UGR C90 17.5
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36239.000 100 W 7 14 21 35
37239.000 100 W 7 14 21 35
36242.000 100 W 7 14 21 35
37242.000 100 W 7 14 21 35
36238.000 100 W 7 13 20 32
37238.000 100 W 7 13 20 32

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36239.000 100 W 664 443 332 249
37239.000 100 W 664 443 332 249
36242.000 100 W 677 452 339 254
37242.000 100 W 677 452 339 254
36238.000 100 W 725 483 363 272
37238.000 100 W 725 483 363 272

Connected load
36239.000 P: 105 W
37239.000 P: 105 W
36242.000 P: 105 W
37242.000 P: 105 W
36238.000 P: 105 W
37238.000 P: 105 W

Connected load per 100lx
36239.000 P*: 7.32 W/m2

37239.000 P*: 7.32 W/m2

36242.000 P*: 7.18 W/m2

37242.000 P*: 7.18 W/m2

36238.000 P*: 6.70 W/m2

37238.000 P*: 6.70 W/m2

Number of luminaires per 100lx
36239.000 n*: 6.97 1/100m2

37239.000 n*: 6.97 1/100m2

36242.000 n*: 6.83 1/100m2

37242.000 n*: 6.83 1/100m2

36238.000 n*: 6.38 1/100m2

37238.000 n*: 6.38 1/100m2
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681

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 688

36041.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.64
UGR C0 18.0
UGR C90 18.2
65° < 200 cd/m2

37041.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.64
UGR C0 18.0
UGR C90 18.2
65° < 200 cd/m2

36043.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.65
UGR C0 17.2
UGR C90 17.3
65° < 200 cd/m2

37043.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.65
UGR C0 17.2
UGR C90 17.3
65° < 200 cd/m2

36040.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.70
UGR C0 16.0
UGR C90 16.1
65° < 200 cd/m2

37040.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.65kg
LMF D
I0 qpz

g

QT12-ax

LOR 0.70
UGR C0 16.0
UGR C90 16.1
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36041.000 100 W 7 14 21 35
37041.000 100 W 7 14 21 35
36043.000 100 W 7 14 21 34
37043.000 100 W 7 14 21 34
36040.000 100 W 7 13 19 31
37040.000 100 W 7 13 19 31

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36041.000 100 W 677 451 338 254
37041.000 100 W 677 451 338 254
36043.000 100 W 692 462 346 260
37043.000 100 W 692 462 346 260
36040.000 100 W 747 498 374 280
37040.000 100 W 747 498 374 280

Connected load
without control gear
36041.000 P: 100 W
37041.000 P: 100 W
36043.000 P: 100 W
37043.000 P: 100 W
36040.000 P: 100 W
37040.000 P: 100 W

Connected load per 100lx
without control gear
36041.000 P*: 6.84 W/m2

37041.000 P*: 6.84 W/m2

36043.000 P*: 6.69 W/m2

37043.000 P*: 6.69 W/m2

36040.000 P*: 6.20 W/m2

37040.000 P*: 6.20 W/m2

Number of luminaires per 100lx

36041.000 n*: 6.84 1/100m2

37041.000 n*: 6.84 1/100m2

36043.000 n*: 6.69 1/100m2

37043.000 n*: 6.69 1/100m2

36040.000 n*: 6.20 1/100m2

37040.000 n*: 6.20 1/100m2
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682

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm. Fixing frame: plastic,
black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.

Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 688

36241.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.64
UGR C0 18.0
UGR C90 18.2
65° < 200 cd/m2

37241.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Wide diffuser

Flush mounting
detail
Weight 0.90kg
LMF D
0 q8pig

QT12-ax

LOR 0.64
UGR C0 18.0
UGR C90 18.2
65° < 200 cd/m2

36243.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.65
UGR C0 17.2
UGR C90 17.3
65° < 200 cd/m2

37243.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Focal diffuser

Flush mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.65
UGR C0 17.2
UGR C90 17.3
65° < 200 cd/m2

36240.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Covered mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.70
UGR C0 16.0
UGR C90 16.1
65° < 200 cd/m2

37240.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Narrow diffuser

Flush mounting
detail
Weight 0.90kg
LMF D
0 qpig

QT12-ax

LOR 0.70
UGR C0 16.0
UGR C90 16.1
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36241.000 100 W 7 14 21 35
37241.000 100 W 7 14 21 35
36243.000 100 W 7 14 21 34
37243.000 100 W 7 14 21 34
36240.000 100 W 7 13 19 31
37240.000 100 W 7 13 19 31

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36241.000 100 W 677 451 338 254
37241.000 100 W 677 451 338 254
36243.000 100 W 692 462 346 260
37243.000 100 W 692 462 346 260
36240.000 100 W 747 498 374 280
37240.000 100 W 747 498 374 280

Connected load
36241.000 P: 105 W
37241.000 P: 105 W
36243.000 P: 105 W
37243.000 P: 105 W
36240.000 P: 105 W
37240.000 P: 105 W

Connected load per 100lx
36241.000 P*: 7.18 W/m2

37241.000 P*: 7.18 W/m2

36243.000 P*: 7.02 W/m2

37243.000 P*: 7.02 W/m2

36240.000 P*: 6.51 W/m2

37240.000 P*: 6.51 W/m2

Number of luminaires per 100lx
36241.000 n*: 6.84 1/100m2

37241.000 n*: 6.84 1/100m2

36243.000 n*: 6.69 1/100m2

37243.000 n*: 6.69 1/100m2

36240.000 n*: 6.20 1/100m2

37240.000 n*: 6.20 1/100m2

Quintessence Downlight for low-voltage halogen lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0682_bild_erco_hk12.p1.pdf  Layer 2: 0682_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w682

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0682_bild_erco_hk12.p1.pdf  Layer 2: 0682_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w682



3

12666666

34666666

3

4
6
6
6
6
6
6

13
0

168Q

177Q

45

12666666

34666666

3

3

4
6
6
6
6
66
6

172

171Q

Q

13
2

45

12666666

34666666

3
3

4
6
6
6
6
6

13
4

168Q

177Q

30

12666666

34666666

3
4
6
6
6
6
36

13
6

171Q

30

172Q

DALI
PLUG+
PLAY

3

3

12666666

4
6
6
6
6
6

34666666

6
6

34666666

3
4

6
6

168

13
0

Q

177Q

45

167 x 42

31

3

3

12666666

4
6
6
6
6
6

34666666

6
6

34666666

3
4

6
6

172

13
2

Q

171Q

45

167 x 42

31

683

Size 5
50°

Lampholder carrier: cast aluminium,
designed as heat sink.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 689

36059.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Covered mounting
detail
Weight 0.71kg
LMF D
0 qpzg

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 201 153 125 101

37059.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm

Flush mounting
detail
Weight 0.71kg
LMF D
0 qpzg

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 201 153 125 101

36058.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°

Covered mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QR-CBC51-RE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 180 137 105 85

37058.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°

Flush mounting
detail
Weight 0.60kg
LMF D
I0 qpz

g

QR-CBC51-RE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 180 137 105 85

Size 5
50°

Lampholder carrier: cast aluminium,
designed as heat sink, with connection
cable L 500mm.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.
Accessories page 689

36258.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm

Covered mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 201 153 125 101

37258.000 Reflector silver DALI
QT12-ax 75W 12V GY6.35 1575lm

Flush mounting
detail
Weight 0.86kg
LMF D
0 qpig

QT12-ax

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 201 153 125 101
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684

Size 3
30°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Darklight reflector: aluminium, satin
matt anodised, with upper Softec lens.
Cut-off angle 30°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.

Accessories page 689

36009.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.43kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
15°

1 7247 0.26
2 1812 0.53
3 805 0.79
4 453 1.05
5 290 1.32

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2139 0.65
2 535 1.30
3 238 1.95
4 134 2.60
5 86 3.25

37009.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.43kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
15°

1 7247 0.26
2 1812 0.53
3 805 0.79
4 453 1.05
5 290 1.32

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2139 0.65
2 535 1.30
3 238 1.95
4 134 2.60
5 86 3.25

Quintessence Directional luminaire for low-voltage halogen lamps
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685

Size 3
30°

Size 4
Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, satin
matt anodised, with upper Softec lens.
Reflector size 3, cut-off angle 30°.

Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 689

36010.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Covered mounting
detail
Weight 0.53kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
15°

1 7247 0.26
2 1812 0.53
3 805 0.79
4 453 1.05
5 290 1.32

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2139 0.65
2 535 1.30
3 238 1.95
4 134 2.60
5 86 3.25

37010.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Flush mounting
detail
Weight 0.53kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
15°

1 7247 0.26
2 1812 0.53
3 805 0.79
4 453 1.05
5 290 1.32

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2139 0.65
2 535 1.30
3 238 1.95
4 134 2.60
5 86 3.25

Quintessence Directional luminaire for low-voltage halogen lamps

Size 4
40°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Darklight reflector: aluminium, satin

matt anodised, with upper Softec lens.
Cut-off angle 40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 689

36030.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.75kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5785 0.33
2 1446 0.67
3 643 1.00
4 362 1.34
5 231 1.67

37030.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.75kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5785 0.33
2 1446 0.67
3 643 1.00
4 362 1.34
5 231 1.67

Quintessence Directional luminaire with shadow gap for low-voltage halogen lamps
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36032.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.75kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
31°

1 2258 0.55
2 565 1.11
3 251 1.66
4 141 2.22
5 90 2.77

37032.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.75kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
31°

1 2258 0.55
2 565 1.11
3 251 1.66
4 141 2.22
5 90 2.77

Quintessence Directional luminaire with shadow gap for low-voltage halogen lamps

Size 4
40°

Size 5
Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Peripheral shadow gap: plastic, black.
Reflector: aluminium, anodised, mirror-
finish.

Darklight reflector: aluminium, satin
matt anodised, with upper Softec lens.
Reflector size 4, cut-off angle 40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 689

36031.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.88kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5785 0.33
2 1446 0.67
3 643 1.00
4 362 1.34
5 231 1.67

37031.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.88kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
19°

1 5785 0.33
2 1446 0.67
3 643 1.00
4 362 1.34
5 231 1.67

36033.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.88kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
31°

1 2258 0.55
2 565 1.11
3 251 1.66
4 141 2.22
5 90 2.77

37033.000 Reflector silver
QT12-ax 75W 12V GY6.35 1575lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.88kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
31°

1 2258 0.55
2 565 1.11
3 251 1.66
4 141 2.22
5 90 2.77

Quintessence Directional luminaire for low-voltage halogen lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0686_bild_erco_hk12.p1.pdf  Layer 2: 0686_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w686

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0686_bild_erco_hk12.p1.pdf  Layer 2: 0686_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w686



346666

12666

3
4
6
6
6
6
6
6
4
6

25
4

177Q

Q168

11

30° 30°

60° 60°

11000 cd

12666

3
4
6
6
6
6
6
6
4
6

34666

25
6

171Q

Q172

11

30° 30°

60° 60°

11000 cd

346666

12666

3
4
6
6
6
6
6
6
4
6

25
4

177Q

Q168
11

30° 30°

60° 60°

7500 cd

12666

3
4
6
6
6
6
6
6
4
6

34666

25
6

171Q

Q172

11

30° 30°

60° 60°

7500 cd

DALI
PLUG+
PLAY

346666

12666

3
4
6
6
6
6
6
6
4
6

34666

3
4
6

25
4

177Q

Q168

11

31

167 x 42 30° 30°

60° 60°

11000 cd

34666

12666

3
4
6
6
6
6
6
6
4
6

34666

3
4
6

25
6

171Q

Q172

11

31

167 x 42 30° 30°

60° 60°

11000 cd

346666

12666

3
4
6
6
6
6
6
6
4
6

34666

3
4
6

25
4

177Q

Q168

11

31

167 x 42 30° 30°

60° 60°

7500 cd

34666

12666

3
4
6
6
6
6
6
6
4
6

34666

3
4
6

25
6

171Q

Q172

11

31

167 x 42 30° 30°

60° 60°

7500 cd

687

Size 5
40°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable, L 500mm.
Reflector: aluminium, anodised, mirror-
finish.
Darklight reflector: aluminium, satin

matt anodised, with upper Softec lens.
Cut-off angle 40°.
Transformer to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 689

36044.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.12kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
20°

1 8603 0.35
2 2151 0.71
3 956 1.06
4 538 1.41
5 344 1.76

37044.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.12kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
20°

1 8603 0.35
2 2151 0.71
3 956 1.06
4 538 1.41
5 344 1.76

36045.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.12kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
28°

1 4361 0.50
2 1090 1.00
3 485 1.50
4 273 1.99
5 174 2.49

37045.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.12kg
LMF D
I0 qpz

g

QT12-ax

h(m) E(lx) D(m)
28°

1 4361 0.50
2 1090 1.00
3 485 1.50
4 273 1.99
5 174 2.49

Size 5
40°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, with connec-
tion cable L 500mm. 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Including 230-240/12V DALI trans-
former, with plug and play connectivity.
Terminal block with strain relief.

Reflector: aluminium, anodised, mirror-
finish.
Darklight reflector: aluminium, satin
matt anodised, with upper Softec lens.
Cut-off angle 40°.
Accessories page 689

36244.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.30kg
LMF D
0 qpig

QT12-ax

h(m) E(lx) D(m)
20°

1 8603 0.35
2 2151 0.71
3 956 1.06
4 538 1.41
5 344 1.76

37244.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.30kg
LMF D
0 qpig

QT12-ax

h(m) E(lx) D(m)
20°

1 8603 0.35
2 2151 0.71
3 956 1.06
4 538 1.41
5 344 1.76

36245.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.30kg
LMF D
0 qpig

QT12-ax

h(m) E(lx) D(m)
28°

1 4361 0.50
2 1090 1.00
3 485 1.50
4 273 1.99
5 174 2.49

37245.000 Reflector silver DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.30kg
LMF D
0 qpig

QT12-ax

h(m) E(lx) D(m)
28°

1 4361 0.50
2 1090 1.00
3 485 1.50
4 273 1.99
5 174 2.49

Quintessence Directional luminaire for low-voltage halogen lamps
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36000.000 • • • • • • • • •
36001.000 • • • • • • • • •
36002.000 • • • • • • • • •
36003.000 • • • • • • • • •
36004.000 • • • • • • • • •
36005.000 • • • • • • • • •
36011.000 • • • • • • • • •
36012.000 • • • • • • • • •
36013.000 • • • • • • • • • •
36014.000 • • • • • • • • • •
36015.000 • • • • • • • • •
36016.000 • • • • • • • • •
36017.000 • • • • • • • • •
36018.000 • • • • • • • • •
36021.000 • • • •
36022.000 • • • •
36023.000 • • • • • • • • •
36024.000 • • • • • • • • • •
36025.000 • • • • • • • • •
36026.000 • • • • • • • • •
36028.000 • • • •
36038.000 • • • • • • • • •
36039.000 • • • • • • • • •
36040.000 • • • • • • • • •
36041.000 • • • • • • • • •
36042.000 • • • • • • • • •
36043.000 • • • • • • • • •
36238.000 • • • •
36239.000 • • • •
36240.000 • • • •
36241.000 • • • •
36242.000 • • • •
36243.000 • • • •
37000.000 • • • • •
37001.000 • • • • •
37002.000 • • • • •
37003.000 • • • • •
37004.000 • • • • •
37005.000 • • • • •
37011.000 • • • • •
37012.000 • • • • •
37013.000 • • • • • •
37014.000 • • • • • •
37015.000 • • • • •
37016.000 • • • • •
37017.000 • • • • •
37018.000 • • • • •
37023.000 • • • • •
37024.000 • • • • • •
37025.000 • • • • •
37026.000 • • • • •
37038.000 • • • • •
37039.000 • • • • •
37040.000 • • • • •
37041.000 • • • • •
37042.000 • • • • •
37043.000 • • • • •
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Lens wallwashers
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36058.000 • • • • • • • • •
36059.000 • • • • • • • •
36258.000 • • • •
37058.000 • • • • •
37059.000 • • • •

Directional luminaires
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36009.000 • • • • • • • • •
36010.000 • • • • • • • • •
36030.000 • • • • • • • •
36031.000 • • • • • • •
36032.000 • • • • • • • •
36033.000 • • • • • • •
36044.000 • • • • • • •
36045.000 • • • • • • •
36244.000 • •
36245.000 • •
37009.000 • • • • •
37010.000 • • • • •
37030.000 • • • • • •
37031.000 • • • • •
37032.000 • • • • • •
37033.000 • • • • •
37044.000 • • • • •
37045.000 • • • • •

83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115

83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

Quintessence square Accessories

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0689_bild_erco_hk12.p1.pdf  Layer 2: 0689_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w689

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:44

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0689_bild_erco_hk12.p1.pdf  Layer 2: 0689_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w689



3
4

6
6

346

3 4666346636 6

3
6
6
4
6

3 6666466

3466

260

15
0

24023590

20

CO 104

345

3
4

6
6
6

346

3 46663466 636

3
6
6

4
6

3 466

3466

260

20
0

24023590

20

CO 104

345

3
4

6
6
6

3466

3 46666346636666

3
4

6
6
6

3 4666

34666

380

17
0

36033486

20

CO 133
440

3
4

6
6

346

3 466663466 6366

3
6
6

4
6

3 4666

34666

290

17
0

270295115

20

CO 168

430

3
4

6
6
6

346

3 466663466 6366

3
6
6
4
6

3 4666

34666

290

20
0

270295115

20

CO 168

430
4 36666666

2 16666666

6
6
6
3
4

3
46
6
6
6

4
6
6

1-
30

22
0

40

142 x 266

133 x 254
2 16666666

4 3666666

6
6
6
6
3
4

3
46
6
6
6

4
6
6

12
.5

-2
5

22
0

40

137 x 261

136 x 260

34666

114 x 114
346666

143 x 143
34666666

178 x 178

690

83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83630.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83643.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83631.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83633.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg

83634.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83968.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting
without tools for ceiling thicknesses up
to 30mm. Covered mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg

83969.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting for
ceiling thicknesses of 12.5-25mm. Flush
mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg

83598.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.05kg

83599.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.09kg

83619.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.14kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83999.000
Cover frame
Metal, white. For
covering the gap
where ceiling
cut-outs are
too big. Please
state internal
and external
dimensions when
ordering.
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691

Consistent system design is a 
characteristic feature of the 
 Quintessence square recessed 
 luminaires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting frames, meaning 
that the different lamp types and 
characteristics are not only easy to 
combine, but also to interchange.

Quintessence square Recessed luminaires for high- pressure discharge lamps

Double- focus downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting. 
Good visual comfort for high rooms 
through double focus.

Metal halide lamps
20W -  35W
1800lm -  3400lm
Size 2

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Focal lens wallwashers
Asymmetrical light distribution for 
wall lighting with focal emphasis in 
the upper area.

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 3, 4, 5, 7
Focal, narrow, wide diffuser
Optional: shadow gap

Metal halide reflector lamps
20W
1000lm
Size 3
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5
Focal, narrow, wide diffuser

Metal halide lamps
20W -  70W
1800lm -  7750lm
Size 5, 7

Metal halide lamps
20W -  70W
1800lm -  7750lm
Size 5, 7

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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692

Quintessence square Recessed luminaires for high- pressure discharge lamps

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

Metal halide lamps
20W -  150W
1800lm -  15000lm
Size 4, 5, 7
Spot, flood
Optional: shadow gap

Metal halide reflector lamps
20W
1000lm
Size 3
Optional: shadow gap

High- pressure sodium vapour 
lamps
50W -  100W
2400lm -  4900lm
Size 5
Spot, flood

From vertical 
illuminance to 
accent and ambi-
ent lighting, the 
Quintessence 
recessed lumi-
naires for met-
al halide lamps 
put efficient vis-
ual comfort into 
practice.
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HIT

HST

Colour tempera-
ture and colour 
rendition
Metal halide 
lamps (HIT) pro-
vide a colour ren-
dition of more 
than 90, making 
them highly suit-
able for  lighting 
tasks where excel-
lent colour ren-
dition is required. 
The warm- col-
oured light of the 

Heat manage-
ment
Good heat 
 management in 
the luminaire is 
crucial for con-
tinuous opera-
tion,  allowing the 
lamps to emit 
their full  power 
throughout their 
entire life. It is 
the design, con-
struction and 
material of the 

housing that 
all contribute 
to optimal heat 
management. 
 Extensive simu-
lations and tests 
during the devel-
opment phase 
ensure the suc-
cess of all the 
products in the 
range.

high- pressure 
sodium vapour 
lamp (HST) shows 
certain types of 
merchandise to 
their best advan-
tage, such as bak-
ery  products and 
leather goods.

Quintessence square Recessed luminaires for high- pressure discharge lamps
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Size 2
40°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Ellipsoidal reflector: aluminium, bright
anodised. Diffuser: glass, frosted.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 2, cut-off
angle 40°.

Control gear to be ordered separately.
Accessories page 731

36424.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.44
UGR C0 19.5
UGR C90 19.5

HIT-TC-CE

LOR 0.41
UGR C0 21.4
UGR C90 21.3

37437.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.44
UGR C0 19.5
UGR C90 19.5

HIT-TC-CE

LOR 0.41
UGR C0 21.4
UGR C90 21.3

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36424.000 20 W 12 24 36 60
36424.000 35 W 7 14 21 34
37437.000 20 W 12 24 36 60
37437.000 35 W 7 14 21 34

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36424.000 20 W 386 258 193 145
36424.000 35 W 680 453 340 255
37437.000 20 W 386 258 193 145
37437.000 35 W 680 453 340 255

Connected load
without control gear
36424.000 P: 20 W
36424.000 P: 35 W
37437.000 P: 20 W
37437.000 P: 35 W

Connected load per 100lx
without control gear
36424.000 P*: 2.40 W/m2

36424.000 P*: 2.38 W/m2

37437.000 P*: 2.40 W/m2

37437.000 P*: 2.38 W/m2

Number of luminaires per 100lx

36424.000 n*: 11.98 1/100m2

36424.000 n*: 6.81 1/100m2

37437.000 n*: 11.98 1/100m2

37437.000 n*: 6.81 1/100m2

Quintessence Downlight for metal halide lamps

Size 3
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36401.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.42
UGR C0 22.7
UGR C90 22.8
65° < 200 cd/m2

Quintessence Double-focus downlight for metal halide lamps
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695

37414.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.42
UGR C0 22.7
UGR C90 22.8
65° < 200 cd/m2

36400.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.48
UGR C0 21.7
UGR C90 21.8
65° < 200 cd/m2

37413.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.48
UGR C0 21.7
UGR C90 21.8
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36401.000 20 W 13 26 39 66
37414.000 20 W 13 26 39 66
36400.000 20 W 12 23 34 57
37413.000 20 W 12 23 34 57

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36401.000 20 W 356 237 178 133
37414.000 20 W 356 237 178 133
36400.000 20 W 410 273 205 154
37413.000 20 W 410 273 205 154

Connected load
without control gear
36401.000 P: 20 W
37414.000 P: 20 W
36400.000 P: 20 W
37413.000 P: 20 W

Connected load per 100lx
without control gear
36401.000 P*: 2.60 W/m2

37414.000 P*: 2.60 W/m2

36400.000 P*: 2.26 W/m2

37413.000 P*: 2.26 W/m2

Number of luminaires per 100lx

36401.000 n*: 13.02 1/100m2

37414.000 n*: 13.02 1/100m2

36400.000 n*: 11.29 1/100m2

37413.000 n*: 11.29 1/100m2

Size 3
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Control gear to be ordered separately.
Accessories page 732

36437.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Covered mounting
detail
Weight 0.45kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

37450.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Flush mounting
detail
Weight 0.45kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

Quintessence Downlight for metal halide lamps
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696

Size 3
30°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 3, cut-off
angle 30°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 732

36403.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.42
UGR C0 22.7
UGR C90 22.8
65° < 200 cd/m2

37416.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Wide diffuser

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.42
UGR C0 22.7
UGR C90 22.8
65° < 200 cd/m2

36402.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Covered mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.48
UGR C0 21.7
UGR C90 21.8
65° < 200 cd/m2

37415.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
Narrow diffuser

Flush mounting
detail
Weight 0.66kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.48
UGR C0 21.7
UGR C90 21.8
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36403.000 20 W 13 26 39 66
37416.000 20 W 13 26 39 66
36402.000 20 W 12 23 34 57
37415.000 20 W 12 23 34 57

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36403.000 20 W 356 237 178 133
37416.000 20 W 356 237 178 133
36402.000 20 W 410 273 205 154
37415.000 20 W 410 273 205 154

Connected load
without control gear
36403.000 P: 20 W
37416.000 P: 20 W
36402.000 P: 20 W
37415.000 P: 20 W

Connected load per 100lx
without control gear
36403.000 P*: 2.60 W/m2

37416.000 P*: 2.60 W/m2

36402.000 P*: 2.26 W/m2

37415.000 P*: 2.26 W/m2

Number of luminaires per 100lx

36403.000 n*: 13.02 1/100m2

37416.000 n*: 13.02 1/100m2

36402.000 n*: 11.29 1/100m2

37415.000 n*: 11.29 1/100m2

Quintessence Downlight with shadow gap for metal halide lamps
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697

Size 3
30°

Size 4
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, satin
matt anodised. Reflector size 3, cut-off
angle 30°.
Control gear to be ordered separately.

Accessories page 732

36438.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Covered mounting
detail
Weight 0.56kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

37451.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 40°

Flush mounting
detail
Weight 0.56kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
12°

1 9000 0.21
2 2250 0.42
3 1000 0.63
4 562 0.84
5 360 1.05

HIPAR51-CE-P

h(m) E(lx) D(m)
40°

1 1500 0.73
2 375 1.46
3 167 2.18
4 94 2.91
5 60 3.64

Quintessence Downlight for metal halide lamps

Size 4
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36407.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 22.5
UGR C90 22.7
65° < 200 cd/m2

Quintessence Downlight with shadow gap for metal halide lamps
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37420.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 22.5
UGR C90 22.7
65° < 200 cd/m2

36418.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.56
UGR C0 19.2
UGR C90 19.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 21.4
UGR C90 21.8
65° < 200 cd/m2

37431.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.56
UGR C0 19.2
UGR C90 19.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 21.4
UGR C90 21.8
65° < 200 cd/m2

Quintessence Downlight for metal halide lamps
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36406.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.60
UGR C0 19.5
UGR C90 19.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.60
UGR C0 21.8
UGR C90 22.1
65° < 200 cd/m2

37419.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.60
UGR C0 19.5
UGR C90 19.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.60
UGR C0 21.8
UGR C90 22.1
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36407.000 20 W 10 20 30 49
36407.000 35 W 6 11 16 27
37420.000 20 W 10 20 30 49
37420.000 35 W 6 11 16 27
36418.000 20 W 10 20 29 49
36418.000 35 W 6 11 16 26
37431.000 20 W 10 20 29 49
37431.000 35 W 6 11 16 26
36406.000 20 W 9 18 27 45
36406.000 35 W 5 10 15 24
37419.000 20 W 9 18 27 45
37419.000 35 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36407.000 20 W 475 317 238 178
36407.000 35 W 887 591 444 333
37420.000 20 W 475 317 238 178
37420.000 35 W 887 591 444 333
36418.000 20 W 478 319 239 179
36418.000 35 W 913 608 456 342
37431.000 20 W 478 319 239 179
37431.000 35 W 913 608 456 342
36406.000 20 W 517 345 259 194
36406.000 35 W 968 645 484 363
37419.000 20 W 517 345 259 194
37419.000 35 W 968 645 484 363

Connected load
without control gear
36407.000 P: 20 W
36407.000 P: 35 W
37420.000 P: 20 W
37420.000 P: 35 W
36418.000 P: 20 W
36418.000 P: 35 W
37431.000 P: 20 W
37431.000 P: 35 W
36406.000 P: 20 W
36406.000 P: 35 W
37419.000 P: 20 W
37419.000 P: 35 W

Connected load per 100lx
without control gear
36407.000 P*: 1.95 W/m2

36407.000 P*: 1.83 W/m2

37420.000 P*: 1.95 W/m2

37420.000 P*: 1.83 W/m2

36418.000 P*: 1.94 W/m2

36418.000 P*: 1.78 W/m2

37431.000 P*: 1.94 W/m2

37431.000 P*: 1.78 W/m2

36406.000 P*: 1.79 W/m2

36406.000 P*: 1.67 W/m2

37419.000 P*: 1.79 W/m2

37419.000 P*: 1.67 W/m2

Number of luminaires per 100lx

36407.000 n*: 9.74 1/100m2

36407.000 n*: 5.22 1/100m2

37420.000 n*: 9.74 1/100m2

37420.000 n*: 5.22 1/100m2

36418.000 n*: 9.68 1/100m2

36418.000 n*: 5.07 1/100m2

37431.000 n*: 9.68 1/100m2

37431.000 n*: 5.07 1/100m2

36406.000 n*: 8.95 1/100m2

36406.000 n*: 4.78 1/100m2

37419.000 n*: 8.95 1/100m2

37419.000 n*: 4.78 1/100m2

Size 4
40°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36409.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR C0 18.9
UGR C90 19.0
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 21.2
UGR C90 21.3
65° < 200 cd/m2
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37422.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR C0 18.9
UGR C90 19.0
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 21.2
UGR C90 21.3
65° < 200 cd/m2

36419.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR C0 17.7
UGR C90 17.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.2
65° < 200 cd/m2

37432.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR C0 17.7
UGR C90 17.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.2
65° < 200 cd/m2

Quintessence Downlight for metal halide lamps
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36408.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR C0 18.0
UGR C90 18.1
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR C0 20.6
UGR C90 20.7
65° < 200 cd/m2

37421.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.55kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR C0 18.0
UGR C90 18.1
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR C0 20.6
UGR C90 20.7
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36409.000 20 W 10 21 31 51
36409.000 35 W 6 11 16 26
37422.000 20 W 10 21 31 51
37422.000 35 W 6 11 16 26
36419.000 20 W 10 20 30 51
36419.000 35 W 6 11 16 26
37432.000 20 W 10 20 30 51
37432.000 35 W 6 11 16 26
36408.000 20 W 10 19 28 47
36408.000 35 W 5 10 15 24
37421.000 20 W 10 19 28 47
37421.000 35 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36409.000 20 W 461 307 230 173
36409.000 35 W 893 595 446 335
37422.000 20 W 461 307 230 173
37422.000 35 W 893 595 446 335
36419.000 20 W 462 308 231 173
36419.000 35 W 916 610 458 343
37432.000 20 W 462 308 231 173
37432.000 35 W 916 610 458 343
36408.000 20 W 496 331 248 186
36408.000 35 W 969 646 485 363
37421.000 20 W 496 331 248 186
37421.000 35 W 969 646 485 363

Connected load
without control gear
36409.000 P: 20 W
36409.000 P: 35 W
37422.000 P: 20 W
37422.000 P: 35 W
36419.000 P: 20 W
36419.000 P: 35 W
37432.000 P: 20 W
37432.000 P: 35 W
36408.000 P: 20 W
36408.000 P: 35 W
37421.000 P: 20 W
37421.000 P: 35 W

Connected load per 100lx
without control gear
36409.000 P*: 2.01 W/m2

36409.000 P*: 1.82 W/m2

37422.000 P*: 2.01 W/m2

37422.000 P*: 1.82 W/m2

36419.000 P*: 2.00 W/m2

36419.000 P*: 1.77 W/m2

37432.000 P*: 2.00 W/m2

37432.000 P*: 1.77 W/m2

36408.000 P*: 1.87 W/m2

36408.000 P*: 1.67 W/m2

37421.000 P*: 1.87 W/m2

37421.000 P*: 1.67 W/m2

Number of luminaires per 100lx

36409.000 n*: 10.04 1/100m2

36409.000 n*: 5.19 1/100m2

37422.000 n*: 10.04 1/100m2

37422.000 n*: 5.19 1/100m2

36419.000 n*: 10.01 1/100m2

36419.000 n*: 5.06 1/100m2

37432.000 n*: 10.01 1/100m2

37432.000 n*: 5.06 1/100m2

36408.000 n*: 9.33 1/100m2

36408.000 n*: 4.78 1/100m2

37421.000 n*: 9.33 1/100m2

37421.000 n*: 4.78 1/100m2
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Size 4
30°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 4, cut-off
angle 30°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 732

36411.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 22.5
UGR C90 22.7
65° < 200 cd/m2

37424.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 22.5
UGR C90 22.7
65° < 200 cd/m2

36420.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 qp

HIT-TC-CE

LOR 0.56
UGR C0 19.2
UGR C90 19.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 21.4
UGR C90 21.8
65° < 200 cd/m2

37433.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.56
UGR C0 19.2
UGR C90 19.5
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 21.4
UGR C90 21.8
65° < 200 cd/m2
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36410.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.60
UGR C0 19.5
UGR C90 19.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.60
UGR C0 21.8
UGR C90 22.1
65° < 200 cd/m2

37423.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.60
UGR C0 19.5
UGR C90 19.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.60
UGR C0 21.8
UGR C90 22.1
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36411.000 20 W 10 20 30 49
36411.000 35 W 6 11 16 27
37424.000 20 W 10 20 30 49
37424.000 35 W 6 11 16 27
36420.000 20 W 10 20 29 49
36420.000 35 W 6 11 16 26
37433.000 20 W 10 20 29 49
37433.000 35 W 6 11 16 26
36410.000 20 W 9 18 27 45
36410.000 35 W 5 10 15 24
37423.000 20 W 9 18 27 45
37423.000 35 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36411.000 20 W 475 317 238 178
36411.000 35 W 887 591 444 333
37424.000 20 W 475 317 238 178
37424.000 35 W 887 591 444 333
36420.000 20 W 478 319 239 179
36420.000 35 W 913 608 456 342
37433.000 20 W 478 319 239 179
37433.000 35 W 913 608 456 342
36410.000 20 W 517 345 259 194
36410.000 35 W 968 645 484 363
37423.000 20 W 517 345 259 194
37423.000 35 W 968 645 484 363

Connected load
without control gear
36411.000 P: 20 W
36411.000 P: 35 W
37424.000 P: 20 W
37424.000 P: 35 W
36420.000 P: 20 W
36420.000 P: 35 W
37433.000 P: 20 W
37433.000 P: 35 W
36410.000 P: 20 W
36410.000 P: 35 W
37423.000 P: 20 W
37423.000 P: 35 W

Connected load per 100lx
without control gear
36411.000 P*: 1.95 W/m2

36411.000 P*: 1.83 W/m2

37424.000 P*: 1.95 W/m2

37424.000 P*: 1.83 W/m2

36420.000 P*: 1.94 W/m2

36420.000 P*: 1.78 W/m2

37433.000 P*: 1.94 W/m2

37433.000 P*: 1.78 W/m2

36410.000 P*: 1.79 W/m2

36410.000 P*: 1.67 W/m2

37423.000 P*: 1.79 W/m2

37423.000 P*: 1.67 W/m2

Number of luminaires per 100lx

36411.000 n*: 9.74 1/100m2

36411.000 n*: 5.22 1/100m2

37424.000 n*: 9.74 1/100m2

37424.000 n*: 5.22 1/100m2

36420.000 n*: 9.68 1/100m2

36420.000 n*: 5.07 1/100m2

37433.000 n*: 9.68 1/100m2

37433.000 n*: 5.07 1/100m2

36410.000 n*: 8.95 1/100m2

36410.000 n*: 4.78 1/100m2

37423.000 n*: 8.95 1/100m2

37423.000 n*: 4.78 1/100m2

Size 4
40°

Size 5
Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin

matt anodised. Reflector size 4, cut-off
angle 40°.
Diffuser: glass, frosted.
Control gear to be ordered separately.
Accessories page 732

36413.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR C0 18.9
UGR C90 19.0
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 21.2
UGR C90 21.3
65° < 200 cd/m2
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37426.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Wide diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.54
UGR C0 18.9
UGR C90 19.0
65° < 200 cd/m2

HIT-TC-CE

LOR 0.55
UGR C0 21.2
UGR C90 21.3
65° < 200 cd/m2

36421.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR C0 17.7
UGR C90 17.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.2
65° < 200 cd/m2

37434.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Focal diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.53
UGR C0 17.7
UGR C90 17.8
65° < 200 cd/m2

HIT-TC-CE

LOR 0.56
UGR C0 20.2
UGR C90 20.2
65° < 200 cd/m2
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36412.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Covered mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR C0 18.0
UGR C90 18.1
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR C0 20.6
UGR C90 20.7
65° < 200 cd/m2

37425.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Narrow diffuser

Flush mounting
detail
Weight 0.69kg
LMF D
I0 q6p

HIT-TC-CE

LOR 0.57
UGR C0 18.0
UGR C90 18.1
65° < 200 cd/m2

HIT-TC-CE

LOR 0.59
UGR C0 20.6
UGR C90 20.7
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36413.000 20 W 10 21 31 51
36413.000 35 W 6 11 16 26
37426.000 20 W 10 21 31 51
37426.000 35 W 6 11 16 26
36421.000 20 W 10 20 30 51
36421.000 35 W 6 11 16 26
37434.000 20 W 10 20 30 51
37434.000 35 W 6 11 16 26
36412.000 20 W 10 19 28 47
36412.000 35 W 5 10 15 24
37425.000 20 W 10 19 28 47
37425.000 35 W 5 10 15 24

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36413.000 20 W 461 307 230 173
36413.000 35 W 893 595 446 335
37426.000 20 W 461 307 230 173
37426.000 35 W 893 595 446 335
36421.000 20 W 462 308 231 173
36421.000 35 W 916 610 458 343
37434.000 20 W 462 308 231 173
37434.000 35 W 916 610 458 343
36412.000 20 W 496 331 248 186
36412.000 35 W 969 646 485 363
37425.000 20 W 496 331 248 186
37425.000 35 W 969 646 485 363

Connected load
without control gear
36413.000 P: 20 W
36413.000 P: 35 W
37426.000 P: 20 W
37426.000 P: 35 W
36421.000 P: 20 W
36421.000 P: 35 W
37434.000 P: 20 W
37434.000 P: 35 W
36412.000 P: 20 W
36412.000 P: 35 W
37425.000 P: 20 W
37425.000 P: 35 W

Connected load per 100lx
without control gear
36413.000 P*: 2.01 W/m2

36413.000 P*: 1.82 W/m2

37426.000 P*: 2.01 W/m2

37426.000 P*: 1.82 W/m2

36421.000 P*: 2.00 W/m2

36421.000 P*: 1.77 W/m2

37434.000 P*: 2.00 W/m2

37434.000 P*: 1.77 W/m2

36412.000 P*: 1.87 W/m2

36412.000 P*: 1.67 W/m2

37425.000 P*: 1.87 W/m2

37425.000 P*: 1.67 W/m2

Number of luminaires per 100lx

36413.000 n*: 10.04 1/100m2

36413.000 n*: 5.19 1/100m2

37426.000 n*: 10.04 1/100m2

37426.000 n*: 5.19 1/100m2

36421.000 n*: 10.01 1/100m2

36421.000 n*: 5.06 1/100m2

37434.000 n*: 10.01 1/100m2

37434.000 n*: 5.06 1/100m2

36412.000 n*: 9.33 1/100m2

36412.000 n*: 4.78 1/100m2

37425.000 n*: 9.33 1/100m2

37425.000 n*: 4.78 1/100m2
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706

Size 5
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36447.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.60
UGR C0 18.9
UGR C90 18.8
65° < 200 cd/m2

HIT-CE

LOR 0.60
UGR C0 21.5
UGR C90 21.5
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR C0 24.0
UGR C90 23.9
65° < 200 cd/m2

37401.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.60
UGR C0 18.9
UGR C90 18.8
65° < 200 cd/m2

HIT-CE

LOR 0.60
UGR C0 21.5
UGR C90 21.5
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR C0 24.0
UGR C90 23.9
65° < 200 cd/m2

36450.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.61
UGR C0 21.0
UGR C90 20.8
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR C0 23.4
UGR C90 23.3
65° < 200 cd/m2

37404.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.61
UGR C0 21.0
UGR C90 20.8
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR C0 23.4
UGR C90 23.3
65° < 200 cd/m2
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36446.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.66
UGR C0 18.0
UGR C90 17.5
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 20.7
UGR C90 20.2
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 23.0
UGR C90 22.6
65° < 200 cd/m2

37400.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.66
UGR C0 18.0
UGR C90 17.5
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 20.7
UGR C90 20.2
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 23.0
UGR C90 22.6
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36447.000 20 W 10 19 28 46
36447.000 35 W 5 9 13 21
36447.000 70 W 3 5 7 11
37401.000 20 W 10 19 28 46
37401.000 35 W 5 9 13 21
37401.000 70 W 3 5 7 11
36450.000 35 W 5 9 13 21
36450.000 70 W 2 5 7 11
37404.000 35 W 5 9 13 21
37404.000 70 W 2 5 7 11
36446.000 20 W 9 17 25 41
36446.000 35 W 4 8 12 19
36446.000 70 W 2 4 6 10
37400.000 20 W 9 17 25 41
37400.000 35 W 4 8 12 19
37400.000 70 W 2 4 6 10

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36447.000 20 W 511 341 255 192
36447.000 35 W 1107 738 553 415
36447.000 70 W - 1476 1107 830
37401.000 20 W 511 341 255 192
37401.000 35 W 1107 738 553 415
37401.000 70 W - 1476 1107 830
36450.000 35 W 1137 758 569 427
36450.000 70 W - 1507 1131 848
37404.000 35 W 1137 758 569 427
37404.000 70 W - 1507 1131 848
36446.000 20 W 572 381 286 214
36446.000 35 W 1239 826 619 465
36446.000 70 W - 1640 1230 922
37400.000 20 W 572 381 286 214
37400.000 35 W 1239 826 619 465
37400.000 70 W - 1640 1230 922

Connected load
without control gear
36447.000 P: 20 W
36447.000 P: 35 W
36447.000 P: 70 W
37401.000 P: 20 W
37401.000 P: 35 W
37401.000 P: 70 W
36450.000 P: 35 W
36450.000 P: 70 W
37404.000 P: 35 W
37404.000 P: 70 W
36446.000 P: 20 W
36446.000 P: 35 W
36446.000 P: 70 W
37400.000 P: 20 W
37400.000 P: 35 W
37400.000 P: 70 W

Connected load per 100lx
without control gear
36447.000 P*: 1.81 W/m2

36447.000 P*: 1.46 W/m2

36447.000 P*: 1.46 W/m2

37401.000 P*: 1.81 W/m2

37401.000 P*: 1.46 W/m2

37401.000 P*: 1.46 W/m2

36450.000 P*: 1.42 W/m2

36450.000 P*: 1.43 W/m2

37404.000 P*: 1.42 W/m2

37404.000 P*: 1.43 W/m2

36446.000 P*: 1.62 W/m2

36446.000 P*: 1.31 W/m2

36446.000 P*: 1.32 W/m2

37400.000 P*: 1.62 W/m2

37400.000 P*: 1.31 W/m2

37400.000 P*: 1.32 W/m2

Number of luminaires per 100lx

36447.000 n*: 9.06 1/100m2

36447.000 n*: 4.18 1/100m2

36447.000 n*: 2.09 1/100m2

37401.000 n*: 9.06 1/100m2

37401.000 n*: 4.18 1/100m2

37401.000 n*: 2.09 1/100m2

36450.000 n*: 4.07 1/100m2

36450.000 n*: 2.05 1/100m2

37404.000 n*: 4.07 1/100m2

37404.000 n*: 2.05 1/100m2

36446.000 n*: 8.10 1/100m2

36446.000 n*: 3.74 1/100m2

36446.000 n*: 1.88 1/100m2

37400.000 n*: 8.10 1/100m2

37400.000 n*: 3.74 1/100m2

37400.000 n*: 1.88 1/100m2
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Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36449.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.59
UGR C0 17.3
UGR C90 17.4
65° < 200 cd/m2

HIT-CE

LOR 0.59
UGR C0 20.0
UGR C90 20.0
65° < 200 cd/m2

HIT-CE

LOR 0.59
UGR C0 22.3
UGR C90 22.4
65° < 200 cd/m2

37403.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Wide diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.59
UGR C0 17.3
UGR C90 17.4
65° < 200 cd/m2

HIT-CE

LOR 0.59
UGR C0 20.0
UGR C90 20.0
65° < 200 cd/m2

HIT-CE

LOR 0.59
UGR C0 22.3
UGR C90 22.4
65° < 200 cd/m2

36451.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.61
UGR C0 19.5
UGR C90 19.4
65° < 200 cd/m2

HIT-CE

LOR 0.60
UGR C0 21.8
UGR C90 21.8
65° < 200 cd/m2

37405.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Focal diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.61
UGR C0 19.5
UGR C90 19.4
65° < 200 cd/m2

HIT-CE

LOR 0.60
UGR C0 21.8
UGR C90 21.8
65° < 200 cd/m2
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36448.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 16.0
UGR C90 15.7
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 18.7
UGR C90 18.4
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 20.9
UGR C90 20.7
65° < 200 cd/m2

37402.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Narrow diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 16.0
UGR C90 15.7
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 18.7
UGR C90 18.4
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 20.9
UGR C90 20.7
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36449.000 20 W 9 19 28 46
36449.000 35 W 5 9 13 21
36449.000 70 W 3 5 7 11
37403.000 20 W 9 19 28 46
37403.000 35 W 5 9 13 21
37403.000 70 W 3 5 7 11
36451.000 35 W 4 9 13 21
36451.000 70 W 3 5 7 11
37405.000 35 W 4 9 13 21
37405.000 70 W 3 5 7 11
36448.000 20 W 9 17 25 41
36448.000 35 W 4 8 12 19
36448.000 70 W 2 4 6 10
37402.000 20 W 9 17 25 41
37402.000 35 W 4 8 12 19
37402.000 70 W 2 4 6 10

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36449.000 20 W 512 342 256 192
36449.000 35 W 1109 740 555 416
36449.000 70 W - 1461 1095 822
37403.000 20 W 512 342 256 192
37403.000 35 W 1109 740 555 416
37403.000 70 W - 1461 1095 822
36451.000 35 W 1150 766 575 431
36451.000 70 W - 1484 1113 835
37405.000 35 W 1150 766 575 431
37405.000 70 W - 1484 1113 835
36448.000 20 W 568 379 284 213
36448.000 35 W 1231 821 616 462
36448.000 70 W - 1646 1234 926
37402.000 20 W 568 379 284 213
37402.000 35 W 1231 821 616 462
37402.000 70 W - 1646 1234 926

Connected load
without control gear
36449.000 P: 20 W
36449.000 P: 35 W
36449.000 P: 70 W
37403.000 P: 20 W
37403.000 P: 35 W
37403.000 P: 70 W
36451.000 P: 35 W
36451.000 P: 70 W
37405.000 P: 35 W
37405.000 P: 70 W
36448.000 P: 20 W
36448.000 P: 35 W
36448.000 P: 70 W
37402.000 P: 20 W
37402.000 P: 35 W
37402.000 P: 70 W

Connected load per 100lx
without control gear
36449.000 P*: 1.81 W/m2

36449.000 P*: 1.46 W/m2

36449.000 P*: 1.48 W/m2

37403.000 P*: 1.81 W/m2

37403.000 P*: 1.46 W/m2

37403.000 P*: 1.48 W/m2

36451.000 P*: 1.41 W/m2

36451.000 P*: 1.46 W/m2

37405.000 P*: 1.41 W/m2

37405.000 P*: 1.46 W/m2

36448.000 P*: 1.63 W/m2

36448.000 P*: 1.32 W/m2

36448.000 P*: 1.31 W/m2

37402.000 P*: 1.63 W/m2

37402.000 P*: 1.32 W/m2

37402.000 P*: 1.31 W/m2

Number of luminaires per 100lx

36449.000 n*: 9.04 1/100m2

36449.000 n*: 4.17 1/100m2

36449.000 n*: 2.11 1/100m2

37403.000 n*: 9.04 1/100m2

37403.000 n*: 4.17 1/100m2

37403.000 n*: 2.11 1/100m2

36451.000 n*: 4.03 1/100m2

36451.000 n*: 2.08 1/100m2

37405.000 n*: 4.03 1/100m2

37405.000 n*: 2.08 1/100m2

36448.000 n*: 8.14 1/100m2

36448.000 n*: 3.76 1/100m2

36448.000 n*: 1.88 1/100m2

37402.000 n*: 8.14 1/100m2

37402.000 n*: 3.76 1/100m2

37402.000 n*: 1.88 1/100m2
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710

Size 7
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36453.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.64
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

HIT-CE

LOR 0.64
UGR C0 20.5
UGR C90 20.4
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 22.8
UGR C90 22.8
65° < 200 cd/m2

HIT-CE

LOR 0.62
UGR C0 25.1
UGR C90 25.1
65° < 200 cd/m2

37407.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.64
UGR C0 17.8
UGR C90 17.7
65° < 200 cd/m2

HIT-CE

LOR 0.64
UGR C0 20.5
UGR C90 20.4
65° < 200 cd/m2

HIT-CE

LOR 0.66
UGR C0 22.8
UGR C90 22.8
65° < 200 cd/m2

HIT-CE

LOR 0.62
UGR C0 25.1
UGR C90 25.1
65° < 200 cd/m2
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36456.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 19.4
UGR C90 19.1
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 21.9
UGR C90 21.7
65° < 200 cd/m2

HIT-CE

LOR 0.62
UGR C0 24.1
UGR C90 23.9
65° < 200 cd/m2

37410.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 19.4
UGR C90 19.1
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 21.9
UGR C90 21.7
65° < 200 cd/m2

HIT-CE

LOR 0.62
UGR C0 24.1
UGR C90 23.9
65° < 200 cd/m2

36452.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Covered mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.71
UGR C0 16.5
UGR C90 16.1
65° < 200 cd/m2

HIT-CE

LOR 0.71
UGR C0 19.2
UGR C90 18.8
65° < 200 cd/m2

HIT-CE

LOR 0.71
UGR C0 21.5
UGR C90 21.3
65° < 200 cd/m2

HIT-CE

LOR 0.68
UGR C0 23.9
UGR C90 23.6
65° < 200 cd/m2
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37406.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Flush mounting
detail
Weight 0.95kg
LMF D
I0 q6p

HIT-CE

LOR 0.71
UGR C0 16.5
UGR C90 16.1
65° < 200 cd/m2

HIT-CE

LOR 0.71
UGR C0 19.2
UGR C90 18.8
65° < 200 cd/m2

HIT-CE

LOR 0.71
UGR C0 21.5
UGR C90 21.3
65° < 200 cd/m2

HIT-CE

LOR 0.68
UGR C0 23.9
UGR C90 23.6
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36453.000 20 W 9 17 26 43
36453.000 35 W 4 8 12 20
36453.000 70 W 2 4 6 10
36453.000 150 W 2 3 4 6
37407.000 20 W 9 17 26 43
37407.000 35 W 4 8 12 20
37407.000 70 W 2 4 6 10
37407.000 150 W 2 3 4 6
36456.000 35 W 4 8 12 19
36456.000 70 W 2 4 6 10
36456.000 150 W 1 3 4 6
37410.000 35 W 4 8 12 19
37410.000 70 W 2 4 6 10
37410.000 150 W 1 3 4 6
36452.000 20 W 8 16 23 38
36452.000 35 W 4 7 11 18
36452.000 70 W 2 4 6 9
36452.000 150 W 1 2 3 5
37406.000 20 W 8 16 23 38
37406.000 35 W 4 7 11 18
37406.000 70 W 2 4 6 9
37406.000 150 W 1 2 3 5

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36453.000 20 W 547 364 273 205
36453.000 35 W 1184 789 592 444
36453.000 70 W - 1599 1199 899
36453.000 150 W - - - 1650
37407.000 20 W 547 364 273 205
37407.000 35 W 1184 789 592 444
37407.000 70 W - 1599 1199 899
37407.000 150 W - - - 1650
36456.000 35 W 1220 813 610 457
36456.000 70 W - 1612 1209 907
36456.000 150 W - - - 1662
37410.000 35 W 1220 813 610 457
37410.000 70 W - 1612 1209 907
37410.000 150 W - - - 1662
36452.000 20 W 610 406 305 229
36452.000 35 W 1320 880 660 495
36452.000 70 W - 1765 1324 993
36452.000 150 W - - - 1821
37406.000 20 W 610 406 305 229
37406.000 35 W 1320 880 660 495
37406.000 70 W - 1765 1324 993
37406.000 150 W - - - 1821

Connected load
without control gear
36453.000 P: 20 W
36453.000 P: 35 W
36453.000 P: 70 W
36453.000 P: 150 W
37407.000 P: 20 W
37407.000 P: 35 W
37407.000 P: 70 W
37407.000 P: 150 W
36456.000 P: 35 W
36456.000 P: 70 W
36456.000 P: 150 W
37410.000 P: 35 W
37410.000 P: 70 W
37410.000 P: 150 W
36452.000 P: 20 W
36452.000 P: 35 W
36452.000 P: 70 W
36452.000 P: 150 W
37406.000 P: 20 W
37406.000 P: 35 W
37406.000 P: 70 W
37406.000 P: 150 W

Connected load per 100lx
without control gear
36453.000 P*: 1.69 W/m2

36453.000 P*: 1.37 W/m2

36453.000 P*: 1.35 W/m2

36453.000 P*: 1.58 W/m2

37407.000 P*: 1.69 W/m2

37407.000 P*: 1.37 W/m2

37407.000 P*: 1.35 W/m2

37407.000 P*: 1.58 W/m2

36456.000 P*: 1.33 W/m2

36456.000 P*: 1.34 W/m2

36456.000 P*: 1.57 W/m2

37410.000 P*: 1.33 W/m2

37410.000 P*: 1.34 W/m2

37410.000 P*: 1.57 W/m2

36452.000 P*: 1.52 W/m2

36452.000 P*: 1.23 W/m2

36452.000 P*: 1.22 W/m2

36452.000 P*: 1.43 W/m2

37406.000 P*: 1.52 W/m2

37406.000 P*: 1.23 W/m2

37406.000 P*: 1.22 W/m2

37406.000 P*: 1.43 W/m2

Number of luminaires per 100lx

36453.000 n*: 8.47 1/100m2

36453.000 n*: 3.91 1/100m2

36453.000 n*: 1.93 1/100m2

36453.000 n*: 1.05 1/100m2

37407.000 n*: 8.47 1/100m2

37407.000 n*: 3.91 1/100m2

37407.000 n*: 1.93 1/100m2

37407.000 n*: 1.05 1/100m2

36456.000 n*: 3.80 1/100m2

36456.000 n*: 1.91 1/100m2

36456.000 n*: 1.04 1/100m2

37410.000 n*: 3.80 1/100m2

37410.000 n*: 1.91 1/100m2

37410.000 n*: 1.04 1/100m2

36452.000 n*: 7.59 1/100m2

36452.000 n*: 3.51 1/100m2

36452.000 n*: 1.75 1/100m2

36452.000 n*: 0.95 1/100m2

37406.000 n*: 7.59 1/100m2

37406.000 n*: 3.51 1/100m2

37406.000 n*: 1.75 1/100m2

37406.000 n*: 0.95 1/100m2
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Size 7
40°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36455.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Covered mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 16.2
UGR C90 16.3
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 18.9
UGR C90 19.0
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 21.2
UGR C90 21.3
65° < 200 cd/m2

HIT-CE

LOR 0.62
UGR C0 23.5
UGR C90 23.6
65° < 200 cd/m2

37409.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Wide diffuser

Flush mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 16.2
UGR C90 16.3
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 18.9
UGR C90 19.0
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 21.2
UGR C90 21.3
65° < 200 cd/m2

HIT-CE

LOR 0.62
UGR C0 23.5
UGR C90 23.6
65° < 200 cd/m2

Quintessence Downlight for metal halide lamps

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:46

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0713_bild_erco_hk12.p1.pdf  Layer 2: 0713_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w713

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:46

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0713_bild_erco_hk12.p1.pdf  Layer 2: 0713_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w713



3
46
6
6
6
6
6
6
3

126666666

346666666

17
9

43

206Q

221Q 30° 30°

60° 60°

6000 cd

30° 30°

60° 60°

10000 cd

30° 30°

60° 60°

14000 cd

34666666

3
46
6
6
6
6
6
6
3

126666666

209Q

18
1

43

210Q

30° 30°

60° 60°

6000 cd

30° 30°

60° 60°

10000 cd

30° 30°

60° 60°

14000 cd

3
46
6
6
6
6
6
6
3

126666666

346666666

17
9

43

206Q

221Q 30° 30°

60° 60°

3000 cd

30° 30°

60° 60°

5000 cd

30° 30°

60° 60°

8000 cd

30° 30°

60° 60°

12500 cd

714

36457.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Covered mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 17.8
UGR C90 17.6
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 20.2
UGR C90 20.2
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR C0 22.4
UGR C90 22.4
65° < 200 cd/m2

37411.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Focal diffuser

Flush mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-CE

LOR 0.65
UGR C0 17.8
UGR C90 17.6
65° < 200 cd/m2

HIT-CE

LOR 0.65
UGR C0 20.2
UGR C90 20.2
65° < 200 cd/m2

HIT-CE

LOR 0.61
UGR C0 22.4
UGR C90 22.4
65° < 200 cd/m2

36454.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Covered mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-CE

LOR 0.70
UGR C0 14.8
UGR C90 14.6
65° < 200 cd/m2

HIT-CE

LOR 0.70
UGR C0 17.5
UGR C90 17.3
65° < 200 cd/m2

HIT-CE

LOR 0.71
UGR C0 19.7
UGR C90 19.6
65° < 200 cd/m2

HIT-CE

LOR 0.67
UGR C0 22.1
UGR C90 22.0
65° < 200 cd/m2
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37408.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Narrow diffuser

Flush mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-CE

LOR 0.70
UGR C0 14.8
UGR C90 14.6
65° < 200 cd/m2

HIT-CE

LOR 0.70
UGR C0 17.5
UGR C90 17.3
65° < 200 cd/m2

HIT-CE

LOR 0.71
UGR C0 19.7
UGR C90 19.6
65° < 200 cd/m2

HIT-CE

LOR 0.67
UGR C0 22.1
UGR C90 22.0
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36455.000 20 W 9 17 25 42
36455.000 35 W 4 8 12 20
36455.000 70 W 2 4 6 10
36455.000 150 W 1 3 4 6
37409.000 20 W 9 17 25 42
37409.000 35 W 4 8 12 20
37409.000 70 W 2 4 6 10
37409.000 150 W 1 3 4 6
36457.000 35 W 4 8 12 19
36457.000 70 W 2 4 6 10
36457.000 150 W 1 3 4 6
37411.000 35 W 4 8 12 19
37411.000 70 W 2 4 6 10
37411.000 150 W 1 3 4 6
36454.000 20 W 8 16 23 38
36454.000 35 W 4 7 11 18
36454.000 70 W 2 4 6 9
36454.000 150 W 1 2 3 5
37408.000 20 W 8 16 23 38
37408.000 35 W 4 7 11 18
37408.000 70 W 2 4 6 9
37408.000 150 W 1 2 3 5

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36455.000 20 W 557 372 279 209
36455.000 35 W 1207 804 603 453
36455.000 70 W - 1605 1204 903
36455.000 150 W - - - 1655
37409.000 20 W 557 372 279 209
37409.000 35 W 1207 804 603 453
37409.000 70 W - 1605 1204 903
37409.000 150 W - - - 1655
36457.000 35 W 1221 814 611 458
36457.000 70 W - 1616 1212 909
36457.000 150 W - - - 1669
37411.000 35 W 1221 814 611 458
37411.000 70 W - 1616 1212 909
37411.000 150 W - - - 1669
36454.000 20 W 612 408 306 230
36454.000 35 W 1326 884 663 497
36454.000 70 W - 1774 1330 998
36454.000 150 W - - - 1816
37408.000 20 W 612 408 306 230
37408.000 35 W 1326 884 663 497
37408.000 70 W - 1774 1330 998
37408.000 150 W - - - 1816

Connected load
without control gear
36455.000 P: 20 W
36455.000 P: 35 W
36455.000 P: 70 W
36455.000 P: 150 W
37409.000 P: 20 W
37409.000 P: 35 W
37409.000 P: 70 W
37409.000 P: 150 W
36457.000 P: 35 W
36457.000 P: 70 W
36457.000 P: 150 W
37411.000 P: 35 W
37411.000 P: 70 W
37411.000 P: 150 W
36454.000 P: 20 W
36454.000 P: 35 W
36454.000 P: 70 W
36454.000 P: 150 W
37408.000 P: 20 W
37408.000 P: 35 W
37408.000 P: 70 W
37408.000 P: 150 W

Connected load per 100lx
without control gear
36455.000 P*: 1.66 W/m2

36455.000 P*: 1.34 W/m2

36455.000 P*: 1.35 W/m2

36455.000 P*: 1.57 W/m2

37409.000 P*: 1.66 W/m2

37409.000 P*: 1.34 W/m2

37409.000 P*: 1.35 W/m2

37409.000 P*: 1.57 W/m2

36457.000 P*: 1.33 W/m2

36457.000 P*: 1.34 W/m2

36457.000 P*: 1.56 W/m2

37411.000 P*: 1.33 W/m2

37411.000 P*: 1.34 W/m2

37411.000 P*: 1.56 W/m2

36454.000 P*: 1.51 W/m2

36454.000 P*: 1.22 W/m2

36454.000 P*: 1.22 W/m2

36454.000 P*: 1.43 W/m2

37408.000 P*: 1.51 W/m2

37408.000 P*: 1.22 W/m2

37408.000 P*: 1.22 W/m2

37408.000 P*: 1.43 W/m2

Number of luminaires per 100lx

36455.000 n*: 8.30 1/100m2

36455.000 n*: 3.84 1/100m2

36455.000 n*: 1.92 1/100m2

36455.000 n*: 1.05 1/100m2

37409.000 n*: 8.30 1/100m2

37409.000 n*: 3.84 1/100m2

37409.000 n*: 1.92 1/100m2

37409.000 n*: 1.05 1/100m2

36457.000 n*: 3.79 1/100m2

36457.000 n*: 1.91 1/100m2

36457.000 n*: 1.04 1/100m2

37411.000 n*: 3.79 1/100m2

37411.000 n*: 1.91 1/100m2

37411.000 n*: 1.04 1/100m2

36454.000 n*: 7.56 1/100m2

36454.000 n*: 3.49 1/100m2

36454.000 n*: 1.74 1/100m2

36454.000 n*: 0.96 1/100m2

37408.000 n*: 7.56 1/100m2

37408.000 n*: 3.49 1/100m2

37408.000 n*: 1.74 1/100m2

37408.000 n*: 0.96 1/100m2

Quintessence Downlight for metal halide lamps

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:46

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0715_bild_erco_hk12.p1.pdf  Layer 2: 0715_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w715

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:46

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0715_bild_erco_hk12.p1.pdf  Layer 2: 0715_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w715



34666666

12666666

3
4
6
6
6
6
6

4
6
6

177Q

Q168

14
1

23

30° 30°

60° 60°

1250 cd

30° 30°

60° 60°

1750 cd

34666666

12666666

3
4
6
6
6
6
6

4
6
6

171Q

Q172

14
3

23

30° 30°

60° 60°

1250 cd

30° 30°

60° 60°

1750 cd

34666666

12666666

3
4
6
6
6
6
6

4
6
6

177Q

Q168

14
1

23

30° 30°

60° 60°

2000 cd

30° 30°

60° 60°

2500 cd

34666666

12666666

3
4
6
6
6
6
6

4
6
6

171Q

Q172

14
3

23

30° 30°

60° 60°

2000 cd

30° 30°

60° 60°

2500 cd

716

Size 5
30°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36501.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.55
UGR C0 19.6
UGR C90 19.5
65° < 200 cd/m2

HST

LOR 0.48
UGR C0 21.6
UGR C90 21.6
65° < 200 cd/m2

37513.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.55
UGR C0 19.6
UGR C90 19.5
65° < 200 cd/m2

HST

LOR 0.48
UGR C0 21.6
UGR C90 21.6
65° < 200 cd/m2

36504.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.56
UGR C0 19.0
UGR C90 18.7
65° < 200 cd/m2

HST

LOR 0.49
UGR C0 21.1
UGR C90 20.9
65° < 200 cd/m2

37516.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.56
UGR C0 19.0
UGR C90 18.7
65° < 200 cd/m2

HST

LOR 0.49
UGR C0 21.1
UGR C90 20.9
65° < 200 cd/m2

Quintessence Downlight for high-pressure sodium vapour lamps
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36500.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.61
UGR C0 18.7
UGR C90 18.1
65° < 200 cd/m2

HST

LOR 0.53
UGR C0 20.9
UGR C90 20.4
65° < 200 cd/m2

37512.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.61
UGR C0 18.7
UGR C90 18.1
65° < 200 cd/m2

HST

LOR 0.53
UGR C0 20.9
UGR C90 20.4
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36501.000 50 W 8 15 23 38
36501.000 100 W 5 9 13 22
37513.000 50 W 8 15 23 38
37513.000 100 W 5 9 13 22
36504.000 50 W 8 15 22 36
36504.000 100 W 5 9 13 21
37516.000 50 W 8 15 22 36
37516.000 100 W 5 9 13 21
36500.000 50 W 7 14 20 34
36500.000 100 W 4 8 12 19
37512.000 50 W 7 14 20 34
37512.000 100 W 4 8 12 19

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36501.000 50 W 623 415 311 233
36501.000 100 W 1095 730 548 411
37513.000 50 W 623 415 311 233
37513.000 100 W 1095 730 548 411
36504.000 50 W 644 430 322 242
36504.000 100 W 1131 754 565 424
37516.000 50 W 644 430 322 242
37516.000 100 W 1131 754 565 424
36500.000 50 W 695 463 348 261
36500.000 100 W 1231 821 615 462
37512.000 50 W 695 463 348 261
37512.000 100 W 1231 821 615 462

Connected load
without control gear
36501.000 P: 50 W
36501.000 P: 100 W
37513.000 P: 50 W
37513.000 P: 100 W
36504.000 P: 50 W
36504.000 P: 100 W
37516.000 P: 50 W
37516.000 P: 100 W
36500.000 P: 50 W
36500.000 P: 100 W
37512.000 P: 50 W
37512.000 P: 100 W

Connected load per 100lx
without control gear
36501.000 P*: 3.72 W/m2

36501.000 P*: 4.23 W/m2

37513.000 P*: 3.72 W/m2

37513.000 P*: 4.23 W/m2

36504.000 P*: 3.59 W/m2

36504.000 P*: 4.09 W/m2

37516.000 P*: 3.59 W/m2

37516.000 P*: 4.09 W/m2

36500.000 P*: 3.33 W/m2

36500.000 P*: 3.76 W/m2

37512.000 P*: 3.33 W/m2

37512.000 P*: 3.76 W/m2

Number of luminaires per 100lx

36501.000 n*: 7.44 1/100m2

36501.000 n*: 4.23 1/100m2

37513.000 n*: 7.44 1/100m2

37513.000 n*: 4.23 1/100m2

36504.000 n*: 7.19 1/100m2

36504.000 n*: 4.09 1/100m2

37516.000 n*: 7.19 1/100m2

37516.000 n*: 4.09 1/100m2

36500.000 n*: 6.66 1/100m2

36500.000 n*: 3.76 1/100m2

37512.000 n*: 6.66 1/100m2

37512.000 n*: 3.76 1/100m2

Size 5
40°

Lampholder carrier: cast aluminium,
designed as heat sink. Fixing frame:
plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Spherolit technology upper reflector:
aluminium, silver, mirror-finish anod-
ised.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 40°.
Diffuser: glass, frosted.

Control gear to be ordered separately.
Accessories page 732

36503.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.55
UGR C0 18.1
UGR C90 18.1
65° < 200 cd/m2

HST

LOR 0.47
UGR C0 20.1
UGR C90 20.2
65° < 200 cd/m2

Quintessence Downlight for high-pressure sodium vapour lamps
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37515.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Wide diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.55
UGR C0 18.1
UGR C90 18.1
65° < 200 cd/m2

HST

LOR 0.47
UGR C0 20.1
UGR C90 20.2
65° < 200 cd/m2

36505.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.56
UGR C0 17.5
UGR C90 17.3
65° < 200 cd/m2

HST

LOR 0.48
UGR C0 19.5
UGR C90 19.4
65° < 200 cd/m2

37517.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Focal diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.56
UGR C0 17.5
UGR C90 17.3
65° < 200 cd/m2

HST

LOR 0.48
UGR C0 19.5
UGR C90 19.4
65° < 200 cd/m2

Quintessence Downlight for high-pressure sodium vapour lamps
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36502.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Covered mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.60
UGR C0 16.8
UGR C90 16.5
65° < 200 cd/m2

HST

LOR 0.52
UGR C0 18.9
UGR C90 18.7
65° < 200 cd/m2

37514.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Narrow diffuser

Flush mounting
detail
Weight 0.75kg
LMF D
0 q6pi

HST

LOR 0.60
UGR C0 16.8
UGR C90 16.5
65° < 200 cd/m2

HST

LOR 0.52
UGR C0 18.9
UGR C90 18.7
65° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36503.000 50 W 8 15 22 37
36503.000 100 W 5 9 13 22
37515.000 50 W 8 15 22 37
37515.000 100 W 5 9 13 22
36505.000 50 W 8 15 22 36
36505.000 100 W 5 9 13 21
37517.000 50 W 8 15 22 36
37517.000 100 W 5 9 13 21
36502.000 50 W 7 14 20 33
36502.000 100 W 4 8 12 19
37514.000 50 W 7 14 20 33
37514.000 100 W 4 8 12 19

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36503.000 50 W 635 423 317 238
36503.000 100 W 1097 731 548 411
37515.000 50 W 635 423 317 238
37515.000 100 W 1097 731 548 411
36505.000 50 W 651 434 325 244
36505.000 100 W 1134 756 567 425
37517.000 50 W 651 434 325 244
37517.000 100 W 1134 756 567 425
36502.000 50 W 703 469 352 264
36502.000 100 W 1235 823 618 463
37514.000 50 W 703 469 352 264
37514.000 100 W 1235 823 618 463

Connected load
without control gear
36503.000 P: 50 W
36503.000 P: 100 W
37515.000 P: 50 W
37515.000 P: 100 W
36505.000 P: 50 W
36505.000 P: 100 W
37517.000 P: 50 W
37517.000 P: 100 W
36502.000 P: 50 W
36502.000 P: 100 W
37514.000 P: 50 W
37514.000 P: 100 W

Connected load per 100lx
without control gear
36503.000 P*: 3.65 W/m2

36503.000 P*: 4.22 W/m2

37515.000 P*: 3.65 W/m2

37515.000 P*: 4.22 W/m2

36505.000 P*: 3.56 W/m2

36505.000 P*: 4.08 W/m2

37517.000 P*: 3.56 W/m2

37517.000 P*: 4.08 W/m2

36502.000 P*: 3.29 W/m2

36502.000 P*: 3.75 W/m2

37514.000 P*: 3.29 W/m2

37514.000 P*: 3.75 W/m2

Number of luminaires per 100lx

36503.000 n*: 7.29 1/100m2

36503.000 n*: 4.22 1/100m2

37515.000 n*: 7.29 1/100m2

37515.000 n*: 4.22 1/100m2

36505.000 n*: 7.11 1/100m2

36505.000 n*: 4.08 1/100m2

37517.000 n*: 7.11 1/100m2

37517.000 n*: 4.08 1/100m2

36502.000 n*: 6.58 1/100m2

36502.000 n*: 3.75 1/100m2

37514.000 n*: 6.58 1/100m2

37514.000 n*: 3.75 1/100m2

Quintessence Downlight for high-pressure sodium vapour lamps
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Size 5
50°

Lampholder carrier: cast aluminium,
designed as heat sink.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 50°. Up-
per side with wallwasher lens.
Control gear to be ordered separately.
Accessories page 733

36436.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 169 128 100 81

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 223 192 155 130

37449.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 169 128 100 81

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.20 1.50 1.50
Illuminance En (lx) 223 192 155 130
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Size 7
40°

Housing: metal, black powder-coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Wallwasher reflector: aluminium, satin
matt anodised. Cut-off angle 40°. Up-
per side with wallwasher lens.
Control gear to be ordered separately.
Accessories page 733

36525.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Covered mounting
detail
Weight 1.10kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 206 156 126 101

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 249 201 170 143

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80 1.80
Illuminance En (lx) 328 300 252 228

37511.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Flush mounting
detail
Weight 1.10kg
LMF D
I0 qp

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 206 156 126 101

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 249 201 170 143

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80 1.80
Illuminance En (lx) 328 300 252 228

Quintessence Lens wallwasher for metal halide lamps
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Size 5
Housing: metal, black powder-coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Wallwasher reflector: aluminium, satin
matt anodised. Vertical diffuser as
safety glass.
Control gear to be ordered separately.
Accessories page 733

36435.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Covered mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 212 163 143 116

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 234 191 173 146

37448.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm

Flush mounting
detail
Weight 0.65kg
LMF D
I0 q6p

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 212 163 143 116

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 234 191 173 146

Quintessence Focal lens wallwasher for metal halide lamps
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Size 7
Housing: metal, black powder-coated.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Wallwasher reflector: aluminium, satin
matt anodised. Vertical diffuser as
safety glass.
Control gear to be ordered separately.
Accessories page 733

36524.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Covered mounting
detail
Weight 1.00kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 266 179 146

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 320 261 235

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80
Illuminance En (lx) 356 356 286

37510.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm

Flush mounting
detail
Weight 1.00kg
LMF D
I0 q6p

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.50
Illuminance En (lx) 266 179 146

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 320 261 235

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.50 1.50 1.80
Luminaire spacing (m) 1.50 1.50 1.80
Illuminance En (lx) 356 356 286

Quintessence Focal lens wallwasher for metal halide lamps
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Size 3
30°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Darklight reflector: aluminium, satin
matt anodised, with upper Softec lens.
Cut-off angle 30°.
Control gear to be ordered separately.
Accessories page 733

36440.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.58kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
17°

1 4725 0.30
2 1181 0.60
3 525 0.90
4 295 1.20
5 189 1.49

HIPAR51-CE-P

h(m) E(lx) D(m)
28°

1 2492 0.50
2 623 1.00
3 277 1.50
4 156 1.99
5 100 2.49

37453.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.58kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
17°

1 4725 0.30
2 1181 0.60
3 525 0.90
4 295 1.20
5 189 1.49

HIPAR51-CE-P

h(m) E(lx) D(m)
28°

1 2492 0.50
2 623 1.00
3 277 1.50
4 156 1.99
5 100 2.49

Quintessence Directional luminaire for metal halide lamps
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Size 3
30°

Size 4
Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Darklight reflector: aluminium, satin
matt anodised, with upper Softec lens.
Reflector size 3, cut-off angle 30°.

Control gear to be ordered separately.
Accessories page 733

36441.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Covered mounting
detail
Weight 0.68kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
17°

1 4725 0.30
2 1181 0.60
3 525 0.90
4 295 1.20
5 189 1.49

HIPAR51-CE-P

h(m) E(lx) D(m)
28°

1 2492 0.50
2 623 1.00
3 277 1.50
4 156 1.99
5 100 2.49

37454.000 Reflector silver
HIPAR51-CE-P 20W GX10 12°
HIPAR51-CE-P 20W GX10 25°

Flush mounting
detail
Weight 0.68kg
LMF D
I0 q6p

g

HIPAR51-CE-P

h(m) E(lx) D(m)
17°

1 4725 0.30
2 1181 0.60
3 525 0.90
4 295 1.20
5 189 1.49

HIPAR51-CE-P

h(m) E(lx) D(m)
28°

1 2492 0.50
2 623 1.00
3 277 1.50
4 156 1.99
5 100 2.49

Quintessence Directional luminaire for metal halide lamps

Size 4
40°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Darklight reflector: aluminium, satin

matt anodised, with upper Softec lens.
Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 733

36425.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 0.92kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 4945 0.35
2 1236 0.71
3 549 1.06
4 309 1.41
5 198 1.76

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 9192 0.35
2 2298 0.71
3 1021 1.06
4 575 1.41
5 368 1.76

Quintessence Directional luminaire with shadow gap for metal halide lamps
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37438.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 0.92kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 4945 0.35
2 1236 0.71
3 549 1.06
4 309 1.41
5 198 1.76

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 9192 0.35
2 2298 0.71
3 1021 1.06
4 575 1.41
5 368 1.76

36427.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 0.92kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
28°

1 2263 0.50
2 566 1.00
3 251 1.50
4 141 1.99
5 91 2.49

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 4340 0.52
2 1085 1.03
3 482 1.55
4 271 2.07
5 174 2.59

37440.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 0.92kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
28°

1 2263 0.50
2 566 1.00
3 251 1.50
4 141 1.99
5 91 2.49

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 4340 0.52
2 1085 1.03
3 482 1.55
4 271 2.07
5 174 2.59

Quintessence Directional luminaire with shadow gap for metal halide lamps

Size 4
40°

Size 5
Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 500mm.
Peripheral shadow gap: plastic, black.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.

Darklight reflector: aluminium, satin
matt anodised, with upper Softec lens.
Reflector size 4, cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 733

36426.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 4945 0.35
2 1236 0.71
3 549 1.06
4 309 1.41
5 198 1.76

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 9192 0.35
2 2298 0.71
3 1021 1.06
4 575 1.41
5 368 1.76

Quintessence Directional luminaire for metal halide lamps
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37439.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 4945 0.35
2 1236 0.71
3 549 1.06
4 309 1.41
5 198 1.76

HIT-TC-CE

h(m) E(lx) D(m)
20°

1 9192 0.35
2 2298 0.71
3 1021 1.06
4 575 1.41
5 368 1.76

36428.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
28°

1 2263 0.50
2 566 1.00
3 251 1.50
4 141 1.99
5 91 2.49

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 4340 0.52
2 1085 1.03
3 482 1.55
4 271 2.07
5 174 2.59

37441.000 Reflector silver
HIT-TC-CE 20W GU6.5 1800lm
HIT-TC-CE 35W GU6.5 3400lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.05kg
LMF D
I0 q6p

HIT-TC-CE

h(m) E(lx) D(m)
28°

1 2263 0.50
2 566 1.00
3 251 1.50
4 141 1.99
5 91 2.49

HIT-TC-CE

h(m) E(lx) D(m)
29°

1 4340 0.52
2 1085 1.03
3 482 1.55
4 271 2.07
5 174 2.59

Quintessence Directional luminaire for metal halide lamps

Size 5
40°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Darklight reflector: aluminium, satin

matt anodised, with upper Softec lens.
Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 733

36514.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.34kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
20°

1 11057 0.35
2 2764 0.71
3 1229 1.06
4 691 1.41
5 442 1.76

HIT-CE

h(m) E(lx) D(m)
21°

1 18580 0.37
2 4645 0.74
3 2064 1.11
4 1161 1.48
5 743 1.85

Quintessence Directional luminaire with shadow gap for metal halide lamps
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37500.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.34kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
20°

1 11057 0.35
2 2764 0.71
3 1229 1.06
4 691 1.41
5 442 1.76

HIT-CE

h(m) E(lx) D(m)
21°

1 18580 0.37
2 4645 0.74
3 2064 1.11
4 1161 1.48
5 743 1.85

36515.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.34kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
29°

1 5026 0.52
2 1257 1.03
3 558 1.55
4 314 2.07
5 201 2.59

HIT-CE

h(m) E(lx) D(m)
29°

1 9516 0.52
2 2379 1.03
3 1057 1.55
4 595 2.07
5 381 2.59

37501.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.34kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
29°

1 5026 0.52
2 1257 1.03
3 558 1.55
4 314 2.07
5 201 2.59

HIT-CE

h(m) E(lx) D(m)
29°

1 9516 0.52
2 2379 1.03
3 1057 1.55
4 595 2.07
5 381 2.59

Size 7
40°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish. Safety glass.
Darklight reflector: aluminium, satin

matt anodised, with upper Softec lens.
Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 733

36516.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.68kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
19°

1 13437 0.33
2 3359 0.67
3 1493 1.00
4 840 1.34
5 537 1.67

HIT-CE

h(m) E(lx) D(m)
20°

1 23073 0.35
2 5768 0.71
3 2564 1.06
4 1442 1.41
5 923 1.76

HIT-CE

h(m) E(lx) D(m)
22°

1 37574 0.39
2 9393 0.78
3 4175 1.17
4 2348 1.56
5 1503 1.94

Quintessence Directional luminaire for metal halide lamps
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37502.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.68kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
19°

1 13437 0.33
2 3359 0.67
3 1493 1.00
4 840 1.34
5 537 1.67

HIT-CE

h(m) E(lx) D(m)
20°

1 23073 0.35
2 5768 0.71
3 2564 1.06
4 1442 1.41
5 923 1.76

HIT-CE

h(m) E(lx) D(m)
22°

1 37574 0.39
2 9393 0.78
3 4175 1.17
4 2348 1.56
5 1503 1.94

36517.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.68kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
30°

1 5865 0.54
2 1466 1.07
3 652 1.61
4 367 2.14
5 235 2.68

HIT-CE

h(m) E(lx) D(m)
30°

1 11329 0.54
2 2832 1.07
3 1259 1.61
4 708 2.14
5 453 2.68

HIT-CE

h(m) E(lx) D(m)
31°

1 20964 0.55
2 5241 1.11
3 2329 1.66
4 1310 2.22
5 839 2.77

37503.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.68kg
LMF D
I0 q6p

i

HIT-CE

h(m) E(lx) D(m)
30°

1 5865 0.54
2 1466 1.07
3 652 1.61
4 367 2.14
5 235 2.68

HIT-CE

h(m) E(lx) D(m)
30°

1 11329 0.54
2 2832 1.07
3 1259 1.61
4 708 2.14
5 453 2.68

HIT-CE

h(m) E(lx) D(m)
31°

1 20964 0.55
2 5241 1.11
3 2329 1.66
4 1310 2.22
5 839 2.77

Quintessence Directional luminaire for metal halide lamps
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Size 5
40°

Housing: metal, black powder-coated.
Lampholder carrier: cast aluminium,
designed as heat sink, 0°-20° tilt, 360°
rotation. Lockable angles of tilt and
rotation.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Cable with plug, L 750mm.
Reflector: aluminium, anodised, mirror-
finish.
Darklight reflector: aluminium, satin

matt anodised, with upper Softec lens.
Cut-off angle 40°.
Control gear to be ordered separately.
Accessories page 733

36506.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Covered mounting
detail
Weight 1.34kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
20°

1 7198 0.35
2 1800 0.71
3 800 1.06
4 450 1.41
5 288 1.76

HST

h(m) E(lx) D(m)
21°

1 10880 0.37
2 2720 0.74
3 1209 1.11
4 680 1.48
5 435 1.85

37518.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, spot

Flush mounting
detail
Weight 1.34kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
20°

1 7198 0.35
2 1800 0.71
3 800 1.06
4 450 1.41
5 288 1.76

HST

h(m) E(lx) D(m)
21°

1 10880 0.37
2 2720 0.74
3 1209 1.11
4 680 1.48
5 435 1.85

36507.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Covered mounting
detail
Weight 1.34kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
27°

1 3679 0.48
2 920 0.96
3 409 1.44
4 230 1.92
5 147 2.40

HST

h(m) E(lx) D(m)
28°

1 6547 0.50
2 1637 1.00
3 727 1.50
4 409 1.99
5 262 2.49

37519.000 Reflector silver
HST 50W GX12-1 2400lm
HST 100W GX12-1 4900lm
Spherolit reflector, flood

Flush mounting
detail
Weight 1.34kg
LMF D
0 q6pi

HST

h(m) E(lx) D(m)
27°

1 3679 0.48
2 920 0.96
3 409 1.44
4 230 1.92
5 147 2.40

HST

h(m) E(lx) D(m)
28°

1 6547 0.50
2 1637 1.00
3 727 1.50
4 409 1.99
5 262 2.49

Quintessence Directional luminaire for high-pressure sodium vapour lamps

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0730_bild_erco_hk12.p1.pdf  Layer 2: 0730_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w730

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0730_bild_erco_hk12.p1.pdf  Layer 2: 0730_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w730



731

Double-focus downlights
83

66
9.0

00

83
65

5.0
00

83
65

6.0
00

83
65

7.0
00

83
65

9.0
00

83
65

8.0
00

83
81

6.0
00

83
63

0.0
00

83
64

3.0
00

83
63

1.0
00

83
63

2.0
00

83
63

3.0
00

83
63

4.0
00

83
63

7.0
00

83
96

8.0
00

83
96

9.0
00

83
59

8.0
00

83
59

9.0
00

83
61

9.0
00

83
63

9.0
00

82
95

0.0
00

83
99

9.0
00

36424.000 • • • • • • •
37437.000 • • •

Quintessence square Accessories

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0731_bild_erco_hk12.p1.pdf  Layer 2: 0731_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w731

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:47

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0731_bild_erco_hk12.p1.pdf  Layer 2: 0731_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w731



732

Downlights
83

66
9.0

00

83
65

5.0
00

83
65

6.0
00

83
65

7.0
00

83
65

9.0
00

83
65

8.0
00

83
81

6.0
00

83
63

0.0
00

83
64

3.0
00

83
63

1.0
00

83
63

2.0
00

83
63

3.0
00

83
63

4.0
00

83
63

7.0
00

83
96

8.0
00

83
96

9.0
00

83
59

8.0
00

83
59

9.0
00

83
61

9.0
00

83
63

9.0
00

82
95

0.0
00

83
99

9.0
00

36400.000 • • • • • •
36401.000 • • • • • •
36402.000 • • • • • •
36403.000 • • • • • •
36406.000 • • • • • • • •
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36413.000 • • • • • • •
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36419.000 • • • • • • • •
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36502.000 • • • • • • •
36503.000 • • • • • • •
36504.000 • • • • • • •
36505.000 • • • • • • •
37400.000 • • • •
37401.000 • • • •
37402.000 • • • •
37403.000 • • • •
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37407.000 • • • • •
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Directional luminaires
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37518.000 • • •
37519.000 • • •

83669.000
Control gear
for HIT-TC-CE 20W, G8.5 and GU6.5 and
HIT-CE 20W, G12 and HIPAR51-CE-P
20W, GX10.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83657.000
Control gear
for HIT-CE 150W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q
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83659.000
Control gear
for HST 50W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83658.000
Control gear
for HST 100W.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83630.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83643.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83631.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.10kg

83632.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.30kg

83633.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.00kg

83634.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.20kg

83637.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.40kg

83968.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting
without tools for ceiling thicknesses up
to 30mm. Covered mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg

83969.000
Mounting frame, 2x
Plastic, white (RAL9002). Mounting for
ceiling thicknesses of 12.5-25mm. Flush
mounting detail.
Recess depth: 260mm for directional
luminaires and 220mm for downlights
and recessed spotlights.
Weight 0.30kg
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83598.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.05kg

83599.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.09kg

83619.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.14kg

83639.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.20kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83999.000
Cover frame
Metal, white. For
covering the gap
where ceiling
cut-outs are
too big. Please
state internal
and external
dimensions when
ordering.

Quintessence square Accessories
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736

Consistent system design is a 
characteristic feature of the 
 Quintessence square recessed 
 luminaires. Perfect combination 
of the lamp, lens and control gear 
results in maximum efficiency.  
The high- quality lighting technol-
ogy and the glare protection with 
darklight technology are based 
on the principles of efficient vis-
ual comfort. The modular struc-
ture allows many different vari-
ations to be made with identical 
mounting detail and luminaire 
edge. Simple mounting makes for 
a highly economical installation. 
All Quintessence recessed lumi-
naires use the same design princi-
ple for mounting frames, meaning 
that the different lamp types and 
characteristics are not only easy to 
combine, but also to interchange.

Quintessence square Recessed luminaires for compact fluorescent lamps

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Compact fluorescent lamps
14W -  2x32W
1050lm -  4800lm
Size 5, 7, 8
Wide diffuser
Optional: DALI

Compact fluorescent lamps
2x18W -  2x32W
2400lm -  4800lm
Size 7, 8
Optional: DALI

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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737

TC- TELI TC- TEL

With Quintes-
sence, the heat 
management for 
the compact fluo-
rescent lamps has 
been designed so 
as to ensure that 
the lamp operates 
within the opti-
mum temperature 
range and the rel-
ative luminous 
flux is above 90%.

Colour tempera-
ture and colour 
rendition
Compact fluores-
cent lamps have 
already  proven 
themselves to 
be efficient light 
sources. They are 
available in warm 
white, daylight 
white and  neutral 
white. This makes 
it possible for the 
colour tempera-
ture to be selected  
to suit  specific 
situations. Their 
multi- band spec-
trum allows com-

pact fluorescent 
lamps to achieve 
colour rendition 
index values of 
approximately 80.

Heat manage-
ment
Good heat 
 management in 
the luminaire is 
crucial for con-
tinuous opera-
tion,  allowing the 
lamps to emit 
their full  power 
throughout their 
entire life. It is 
the design, con-
struction and 
material of the 
housing that 
all contribute 
to optimal heat 
management. 
 Extensive simu-

lations and tests 
during the devel-
opment phase 
ensure the suc-
cess of all the 
products in the 
range.

Quintessence square Recessed luminaires for compact fluorescent lamps
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Size 5
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.
Accessories page 745

36626.000 Reflector silver ECG DALI
36624.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

LOR 0.70
UGR C0 19.8
UGR C90 18.2
65° < 1000 cd/m2

37626.000 Reflector silver ECG DALI
37624.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TEL

LOR 0.70
UGR C0 19.8
UGR C90 18.2
65° < 1000 cd/m2

36602.000 Reflector silver ECG DALI
36600.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

LOR 0.64
UGR C0 19.9
UGR C90 18.6
65° < 1000 cd/m2

37602.000 Reflector silver ECG DALI
37600.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.30kg
LMF D
0 q6p

TC-TELI

LOR 0.64
UGR C0 19.9
UGR C90 18.6
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36626.000 14 W 14 28 41 68
36624.000 14 W 14 28 41 68
37626.000 14 W 14 28 41 68
37624.000 14 W 14 28 41 68
36602.000 18 W 13 27 40 66
36600.000 18 W 13 27 40 66
37602.000 18 W 13 27 40 66
37600.000 18 W 13 27 40 66

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36626.000 14 W 341 227 170 128
36624.000 14 W 341 227 170 128
37626.000 14 W 341 227 170 128
37624.000 14 W 341 227 170 128
36602.000 18 W 355 237 177 133
36600.000 18 W 355 237 177 133
37602.000 18 W 355 237 177 133
37600.000 18 W 355 237 177 133

Connected load
36626.000 P: 17 W
36624.000 P: 15 W
37626.000 P: 17 W
37624.000 P: 15 W
36602.000 P: 18 W
36600.000 P: 18 W
37602.000 P: 18 W
37600.000 P: 18 W

Connected load per 100lx
36626.000 P*: 2.31 W/m2

36624.000 P*: 2.04 W/m2

37626.000 P*: 2.31 W/m2

37624.000 P*: 2.04 W/m2

36602.000 P*: 2.35 W/m2

36600.000 P*: 2.35 W/m2

37602.000 P*: 2.35 W/m2

37600.000 P*: 2.35 W/m2

Number of luminaires per 100lx
36626.000 n*: 13.58 1/100m2

36624.000 n*: 13.58 1/100m2

37626.000 n*: 13.58 1/100m2

37624.000 n*: 13.58 1/100m2

36602.000 n*: 13.04 1/100m2

36600.000 n*: 13.04 1/100m2

37602.000 n*: 13.04 1/100m2

37600.000 n*: 13.04 1/100m2

Size 5
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Accessories page 745

36627.000 Reflector silver ECG DALI
36625.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm

Covered mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TEL

LOR 0.75
UGR C0 20.7
UGR C90 18.4
75° < 200 cd/m2

Quintessence Downlight for compact fluorescent lamps
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37627.000 Reflector silver ECG DALI
37625.000 Reflector silver ECG
TC-TEL 14W GR14q-1 1050lm

Flush mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TEL

LOR 0.75
UGR C0 20.7
UGR C90 18.4
75° < 200 cd/m2

36603.000 Reflector silver ECG DALI
36601.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm

Covered mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TELI

LOR 0.63
UGR C0 20.5
UGR C90 18.5
75° < 200 cd/m2

37603.000 Reflector silver ECG DALI
37601.000 Reflector silver ECG
TC-TELI 18W GX24q-2 1200lm

Flush mounting
detail
Weight 1.20kg
LMF C
0 q6p

TC-TELI

LOR 0.63
UGR C0 20.5
UGR C90 18.5
75° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36627.000 14 W 13 26 39 64
36625.000 14 W 13 26 39 64
37627.000 14 W 13 26 39 64
37625.000 14 W 13 26 39 64
36603.000 18 W 14 27 40 67
36601.000 18 W 14 27 40 67
37603.000 18 W 14 27 40 67
37601.000 18 W 14 27 40 67

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36627.000 14 W 364 242 182 136
36625.000 14 W 364 242 182 136
37627.000 14 W 364 242 182 136
37625.000 14 W 364 242 182 136
36603.000 18 W 348 232 174 130
36601.000 18 W 348 232 174 130
37603.000 18 W 348 232 174 130
37601.000 18 W 348 232 174 130

Connected load
36627.000 P: 17 W
36625.000 P: 15 W
37627.000 P: 17 W
37625.000 P: 15 W
36603.000 P: 18 W
36601.000 P: 18 W
37603.000 P: 18 W
37601.000 P: 18 W

Connected load per 100lx
36627.000 P*: 2.16 W/m2

36625.000 P*: 1.91 W/m2

37627.000 P*: 2.16 W/m2

37625.000 P*: 1.91 W/m2

36603.000 P*: 2.40 W/m2

36601.000 P*: 2.40 W/m2

37603.000 P*: 2.40 W/m2

37601.000 P*: 2.40 W/m2

Number of luminaires per 100lx
36627.000 n*: 12.73 1/100m2

36625.000 n*: 12.73 1/100m2

37627.000 n*: 12.73 1/100m2

37625.000 n*: 12.73 1/100m2

36603.000 n*: 13.32 1/100m2

36601.000 n*: 13.32 1/100m2

37603.000 n*: 13.32 1/100m2

37601.000 n*: 13.32 1/100m2

Size 7
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.
Accessories page 745

36630.000 Reflector silver ECG DALI
36628.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Covered mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TEL

LOR 0.78
UGR C0 18.9
UGR C90 17.4
65° < 1000 cd/m2

37630.000 Reflector silver ECG DALI
37628.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm
Wide diffuser

Flush mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TEL

LOR 0.78
UGR C0 18.9
UGR C90 17.4
65° < 1000 cd/m2

36610.000 Reflector silver ECG DALI
36604.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TELI

LOR 0.68
UGR C0 19.8
UGR C90 18.2
75° < 1000 cd/m2

37610.000 Reflector silver ECG DALI
37604.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.50kg
LMF D
0 q6p

TC-TELI

LOR 0.68
UGR C0 19.8
UGR C90 18.2
75° < 1000 cd/m2

Quintessence Downlight for compact fluorescent lamps
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36612.000 Reflector silver ECG DALI
36606.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.62
UGR C0 20.7
UGR C90 19.2
65° < 1000 cd/m2

37612.000 Reflector silver ECG DALI
37606.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.62
UGR C0 20.7
UGR C90 19.2
65° < 1000 cd/m2

36614.000 Reflector silver ECG DALI
36608.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.57
UGR C0 21.8
UGR C90 20.1
75° < 1000 cd/m2

37614.000 Reflector silver ECG DALI
37608.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

2xTC-TELI

LOR 0.57
UGR C0 21.8
UGR C90 20.1
75° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36630.000 17 W 11 21 31 51
36628.000 17 W 11 21 31 51
37630.000 17 W 11 21 31 51
37628.000 17 W 11 21 31 51
36610.000 26 W 9 17 25 41
36604.000 26 W 9 17 25 41
37610.000 26 W 9 17 25 41
37604.000 26 W 9 17 25 41
36612.000 2x18 W 7 14 21 34
36606.000 2x18 W 7 14 21 34
37612.000 2x18 W 7 14 21 34
37606.000 2x18 W 7 14 21 34
36614.000 2x26 W 5 10 15 25
36608.000 2x26 W 5 10 15 25
37614.000 2x26 W 5 10 15 25
37608.000 2x26 W 5 10 15 25

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36630.000 17 W 456 304 228 171
36628.000 17 W 456 304 228 171
37630.000 17 W 456 304 228 171
37628.000 17 W 456 304 228 171
36610.000 26 W 573 382 287 215
36604.000 26 W 573 382 287 215
37610.000 26 W 573 382 287 215
37604.000 26 W 573 382 287 215
36612.000 2x18 W 689 459 344 258
36606.000 2x18 W 689 459 344 258
37612.000 2x18 W 689 459 344 258
37606.000 2x18 W 689 459 344 258
36614.000 2x26 W 947 631 473 355
36608.000 2x26 W 947 631 473 355
37614.000 2x26 W 947 631 473 355
37608.000 2x26 W 947 631 473 355

Connected load
36630.000 P: 21 W
36628.000 P: 18 W
37630.000 P: 21 W
37628.000 P: 18 W
36610.000 P: 26 W
36604.000 P: 26 W
37610.000 P: 26 W
37604.000 P: 26 W
36612.000 P: 36 W
36606.000 P: 36 W
37612.000 P: 36 W
37606.000 P: 36 W
36614.000 P: 52 W
36608.000 P: 52 W
37614.000 P: 52 W
37608.000 P: 52 W

Connected load per 100lx
36630.000 P*: 2.13 W/m2

36628.000 P*: 1.83 W/m2

37630.000 P*: 2.13 W/m2

37628.000 P*: 1.83 W/m2

36610.000 P*: 2.10 W/m2

36604.000 P*: 2.14 W/m2

37610.000 P*: 2.10 W/m2

37604.000 P*: 2.10 W/m2

36612.000 P*: 2.42 W/m2

36606.000 P*: 2.42 W/m2

37612.000 P*: 2.42 W/m2

37606.000 P*: 2.42 W/m2

36614.000 P*: 2.54 W/m2

36608.000 P*: 2.54 W/m2

37614.000 P*: 2.54 W/m2

37608.000 P*: 2.54 W/m2

Number of luminaires per 100lx
36630.000 n*: 10.16 1/100m2

36628.000 n*: 10.16 1/100m2

37630.000 n*: 10.16 1/100m2

37628.000 n*: 10.16 1/100m2

36610.000 n*: 8.08 1/100m2

36604.000 n*: 8.23 1/100m2

37610.000 n*: 8.08 1/100m2

37604.000 n*: 8.08 1/100m2

36612.000 n*: 6.72 1/100m2

36606.000 n*: 6.72 1/100m2

37612.000 n*: 6.72 1/100m2

37606.000 n*: 6.72 1/100m2

36614.000 n*: 4.89 1/100m2

36608.000 n*: 4.89 1/100m2

37614.000 n*: 4.89 1/100m2

37608.000 n*: 4.89 1/100m2

Size 7
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Accessories page 745

36631.000 Reflector silver ECG DALI
36629.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm

Covered mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TEL

LOR 0.83
UGR C0 19.8
UGR C90 17.8
75° < 1000 cd/m2
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37631.000 Reflector silver ECG DALI
37629.000 Reflector silver ECG
TC-TEL 17W GR14q-1 1250lm

Flush mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TEL

LOR 0.83
UGR C0 19.8
UGR C90 17.8
75° < 1000 cd/m2

36611.000 Reflector silver ECG DALI
36605.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm

Covered mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TELI

LOR 0.61
UGR C0 20.2
UGR C90 18.1
75° < 1000 cd/m2

37611.000 Reflector silver ECG DALI
37605.000 Reflector silver ECG
TC-TELI 26W GX24q-3 1800lm

Flush mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TELI

LOR 0.61
UGR C0 20.2
UGR C90 18.1
75° < 1000 cd/m2

36613.000 Reflector silver ECG DALI
36607.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.66
UGR C0 21.4
UGR C90 19.7
75° < 1000 cd/m2

37613.000 Reflector silver ECG DALI
37607.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.66
UGR C0 21.4
UGR C90 19.7
75° < 1000 cd/m2

36615.000 Reflector silver ECG DALI
36609.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.61
UGR C0 22.5
UGR C90 20.4
75° < 1000 cd/m2

37615.000 Reflector silver ECG DALI
37609.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.61
UGR C0 22.5
UGR C90 20.4
75° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36631.000 17 W 10 20 29 49
36629.000 17 W 10 20 29 49
37631.000 17 W 10 20 29 49
37629.000 17 W 10 20 29 49
36611.000 26 W 10 19 28 46
36605.000 26 W 10 19 28 46
37611.000 26 W 10 19 28 46
37605.000 26 W 10 19 28 46
36613.000 2x18 W 7 13 19 32
36607.000 2x18 W 7 13 19 32
37613.000 2x18 W 7 13 19 32
37607.000 2x18 W 7 13 19 32
36615.000 2x26 W 5 10 14 23
36609.000 2x26 W 5 10 14 23
37615.000 2x26 W 5 10 14 23
37609.000 2x26 W 5 10 14 23

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36631.000 17 W 481 321 241 180
36629.000 17 W 481 321 241 180
37631.000 17 W 481 321 241 180
37629.000 17 W 481 321 241 180
36611.000 26 W 508 338 254 190
36605.000 26 W 508 338 254 190
37611.000 26 W 508 338 254 190
37605.000 26 W 508 338 254 190
36613.000 2x18 W 734 490 367 275
36607.000 2x18 W 734 490 367 275
37613.000 2x18 W 734 490 367 275
37607.000 2x18 W 734 490 367 275
36615.000 2x26 W 1011 674 505 379
36609.000 2x26 W 1011 674 505 379
37615.000 2x26 W 1011 674 505 379
37609.000 2x26 W 1011 674 505 379

Connected load
36631.000 P: 21 W
36629.000 P: 18 W
37631.000 P: 21 W
37629.000 P: 18 W
36611.000 P: 26 W
36605.000 P: 26 W
37611.000 P: 26 W
37605.000 P: 26 W
36613.000 P: 36 W
36607.000 P: 36 W
37613.000 P: 36 W
37607.000 P: 36 W
36615.000 P: 52 W
36609.000 P: 52 W
37615.000 P: 52 W
37609.000 P: 52 W

Connected load per 100lx
36631.000 P*: 2.02 W/m2

36629.000 P*: 1.73 W/m2

37631.000 P*: 2.02 W/m2

37629.000 P*: 1.73 W/m2

36611.000 P*: 2.37 W/m2

36605.000 P*: 2.37 W/m2

37611.000 P*: 2.37 W/m2

37605.000 P*: 2.37 W/m2

36613.000 P*: 2.27 W/m2

36607.000 P*: 2.27 W/m2

37613.000 P*: 2.27 W/m2

37607.000 P*: 2.27 W/m2

36615.000 P*: 2.38 W/m2

36609.000 P*: 2.38 W/m2

37615.000 P*: 2.38 W/m2

37609.000 P*: 2.38 W/m2

Number of luminaires per 100lx
36631.000 n*: 9.62 1/100m2

36629.000 n*: 9.62 1/100m2

37631.000 n*: 9.62 1/100m2

37629.000 n*: 9.62 1/100m2

36611.000 n*: 9.12 1/100m2

36605.000 n*: 9.12 1/100m2

37611.000 n*: 9.12 1/100m2

37605.000 n*: 9.12 1/100m2

36613.000 n*: 6.30 1/100m2

36607.000 n*: 6.30 1/100m2

37613.000 n*: 6.30 1/100m2

37607.000 n*: 6.30 1/100m2

36615.000 n*: 4.58 1/100m2

36609.000 n*: 4.58 1/100m2

37615.000 n*: 4.58 1/100m2

37609.000 n*: 4.58 1/100m2

Quintessence Downlight for compact fluorescent lamps
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Size 8
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.
Accessories page 745

36622.000 Reflector silver ECG DALI
36618.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

LOR 0.80
UGR C0 19.5
UGR C90 17.9
65° < 1000 cd/m2

37622.000 Reflector silver ECG DALI
37618.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.60kg
LMF D
0 q6p

TC-TELI

LOR 0.80
UGR C0 19.5
UGR C90 17.9
65° < 1000 cd/m2

36620.000 Reflector silver ECG DALI
36616.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Covered mounting
detail
Weight 1.70kg
LMF D
0 q6p

2xTC-TELI

LOR 0.62
UGR C0 21.3
UGR C90 19.2
65° < 1000 cd/m2

37620.000 Reflector silver ECG DALI
37616.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm
Wide diffuser

Flush mounting
detail
Weight 1.70kg
LMF D
0 q6p

2xTC-TELI

LOR 0.62
UGR C0 21.3
UGR C90 19.2
65° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36622.000 32 W 6 11 16 26
36618.000 32 W 6 11 16 26
37622.000 32 W 6 11 16 26
37618.000 32 W 6 11 16 26
36620.000 2x32 W 4 7 10 17
36616.000 2x32 W 4 7 10 17
37620.000 2x32 W 4 7 10 17
37616.000 2x32 W 4 7 10 17

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36622.000 32 W 900 600 450 337
36618.000 32 W 900 600 450 337
37622.000 32 W 900 600 450 337
37618.000 32 W 900 600 450 337
36620.000 2x32 W 1403 935 702 526
36616.000 2x32 W 1403 935 702 526
37620.000 2x32 W 1403 935 702 526
37616.000 2x32 W 1403 935 702 526

Connected load
36622.000 P: 35 W
36618.000 P: 35 W
37622.000 P: 35 W
37618.000 P: 35 W
36620.000 P: 66 W
36616.000 P: 66 W
37620.000 P: 66 W
37616.000 P: 66 W

Connected load per 100lx
36622.000 P*: 1.80 W/m2

36618.000 P*: 1.80 W/m2

37622.000 P*: 1.80 W/m2

37618.000 P*: 1.80 W/m2

36620.000 P*: 2.18 W/m2

36616.000 P*: 2.18 W/m2

37620.000 P*: 2.18 W/m2

37616.000 P*: 2.18 W/m2

Number of luminaires per 100lx
36622.000 n*: 5.15 1/100m2

36618.000 n*: 5.15 1/100m2

37622.000 n*: 5.15 1/100m2

37618.000 n*: 5.15 1/100m2

36620.000 n*: 3.30 1/100m2

36616.000 n*: 3.30 1/100m2

37620.000 n*: 3.30 1/100m2

37616.000 n*: 3.30 1/100m2

Size 8
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Accessories page 745

36623.000 Reflector silver ECG DALI
36619.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

TC-TELI

LOR 0.82
UGR C0 20.0
UGR C90 17.9
75° < 200 cd/m2

Quintessence Downlight for compact fluorescent lamps
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37623.000 Reflector silver ECG DALI
37619.000 Reflector silver ECG
TC-TELI 32W GX24q-3 2400lm

Flush mounting
detail
Weight 1.50kg
LMF C
0 q6p

TC-TELI

LOR 0.82
UGR C0 20.0
UGR C90 17.9
75° < 200 cd/m2

36621.000 Reflector silver ECG DALI
36617.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.64
UGR C0 21.8
UGR C90 19.3
75° < 200 cd/m2

37621.000 Reflector silver ECG DALI
37617.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

LOR 0.64
UGR C0 21.8
UGR C90 19.3
75° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

36623.000 32 W 6 11 16 26
36619.000 32 W 6 11 16 26
37623.000 32 W 6 11 16 26
37619.000 32 W 6 11 16 26
36621.000 2x32 W 4 7 10 16
36617.000 2x32 W 4 7 10 16
37621.000 2x32 W 4 7 10 16
37617.000 2x32 W 4 7 10 16

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

36623.000 32 W 915 610 458 343
36619.000 32 W 915 610 458 343
37623.000 32 W 915 610 458 343
37619.000 32 W 915 610 458 343
36621.000 2x32 W 1446 964 723 542
36617.000 2x32 W 1446 964 723 542
37621.000 2x32 W 1446 964 723 542
37617.000 2x32 W 1446 964 723 542

Connected load
36623.000 P: 35 W
36619.000 P: 35 W
37623.000 P: 35 W
37619.000 P: 35 W
36621.000 P: 66 W
36617.000 P: 66 W
37621.000 P: 66 W
37617.000 P: 66 W

Connected load per 100lx
36623.000 P*: 1.77 W/m2

36619.000 P*: 1.77 W/m2

37623.000 P*: 1.77 W/m2

37619.000 P*: 1.77 W/m2

36621.000 P*: 2.11 W/m2

36617.000 P*: 2.11 W/m2

37621.000 P*: 2.11 W/m2

37617.000 P*: 2.11 W/m2

Number of luminaires per 100lx
36623.000 n*: 5.06 1/100m2

36619.000 n*: 5.06 1/100m2

37623.000 n*: 5.06 1/100m2

37619.000 n*: 5.06 1/100m2

36621.000 n*: 3.20 1/100m2

36617.000 n*: 3.20 1/100m2

37621.000 n*: 3.20 1/100m2

37617.000 n*: 3.20 1/100m2

Quintessence Wallwasher for compact fluorescent lamps

Size 7
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Accessories page 745

36638.000 Reflector silver ECG DALI
36635.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 257 197 163 132

37638.000 Reflector silver ECG DALI
37635.000 Reflector silver ECG
2xTC-TELI 18W GX24q-2 1200lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 257 197 163 132

Quintessence Downlight for compact fluorescent lamps
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36639.000 Reflector silver ECG DALI
36636.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 333 255 211 170

37639.000 Reflector silver ECG DALI
37636.000 Reflector silver ECG
2xTC-TELI 26W GX24q-3 1800lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 333 255 211 170

Size 8
30°

Housing and fixing frame: plastic, black.
Mounting frame: plastic, white
(RAL9002). Mounting for ceiling thick-
nesses of 1-30mm with covered mount-
ing detail and 12.5-25mm with flush
mounting detail.
Junction box for through-wiring, 5-pole
terminal block, integrated strain relief.
Electronic control gear, plug and play
connectivity with DALI version.
Darklight reflector: aluminium, satin
matt anodised. Cut-off angle 30°.
Accessories page 745

36642.000 Reflector silver ECG DALI
36640.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Covered mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 283 231 200 168

37642.000 Reflector silver ECG DALI
37640.000 Reflector silver ECG
2xTC-TELI 32W GX24q-3 2400lm

Flush mounting
detail
Weight 1.60kg
LMF C
0 q6p

2xTC-TELI

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 283 231 200 168

Quintessence Wallwasher for compact fluorescent lamps

Lighting concepts
become cost-ef-
fective solutions
when using wall-
washing as an
energy-efficient
design approach
and Quintessence
recessed lumin-
aires for compact
fluorescent lamps.
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Quintessence square Accessories
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83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83635.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.20kg

83638.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.60kg

83619.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.14kg

83639.000
Spacer plate
Aluminium.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.20kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83999.000
Cover frame
Metal, white. For
covering the gap
where ceiling
cut-outs are
too big. Please
state internal
and external
dimensions when
ordering.

Quintessence square Accessories
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747

The Lightcast recessed luminaires 
for general lighting have cast alu-
minium housings. The Darklight 
technology combines the maxi-
mum visual comfort with the 
maximum light output ratio. This 
results in the darklight reflector 
having consistent cut- off angles 
for a variety of lamps and aper-
ture sizes. Within the cut- off angle 
there is no disturbing glare.

Lightcast  Recessed luminaires for high- pressure discharge lamps

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Double- focus downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting. 
Good visual comfort for high rooms 
through double focus.

Metal halide lamps
35W -  150W
3900lm -  15000lm
Size 4

Uniqlo Flagship 
Store SoHo, New 
York.  Architect: 
Masamichi 
Katayama, Won-
derwall, Tokyo. 
Lighting design: 
Masaki Yasuhara, 
Plus Y Lighting 
Planning Office, 
Osaka.
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Size 4
40°

Housing: metal, black powder-coated.
Mounting ring: cast aluminium, white
(RAL9002) powder-coated. Fixing for
ceiling thicknesses 1-30mm.
Cable with plug, L 500mm.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°. Safety
glass above the Darklight reflector.
Control gear to be ordered separately.
Accessories page 749

81271.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Mounting of mounting ring from below.
Luminaire mounting from above. Lamp
replacement from above.

Weight 1.40kg
LMF D
0 q6p

HIT-CE

LOR 0.59
UGR 22.0
55° < 200 cd/m2

HIT-CE

LOR 0.59
UGR 24.4
55° < 200 cd/m2

HIT-CE

LOR 0.59
UGR 26.7
55° < 200 cd/m2

81281.000 Reflector silver
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
HIT-CE 150W G12 15000lm
Mounting from below. Lamp replace-
ment from below or above. For installa-
tion in horizontal and inclined ceilings
up to 25°.

Weight 1.75kg
LMF D
0 q6p

HIT-CE

LOR 0.59
UGR 22.0
55° < 200 cd/m2

HIT-CE

LOR 0.59
UGR 24.4
55° < 200 cd/m2

HIT-CE

LOR 0.59
UGR 26.7
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

81271.000 35 W 5 9 13 21
81271.000 70 W 3 5 7 11
81271.000 150 W 2 3 4 6
81281.000 35 W 5 9 13 21
81281.000 70 W 3 5 7 11
81281.000 150 W 2 3 4 6

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

81271.000 35 W 1132 755 566 424
81271.000 70 W - 1499 1125 843
81271.000 150 W - - - 1632
81281.000 35 W 1132 755 566 424
81281.000 70 W - 1499 1125 843
81281.000 150 W - - - 1632

Connected load
without control gear
81271.000 P: 35 W
81271.000 P: 70 W
81271.000 P: 150 W
81281.000 P: 35 W
81281.000 P: 70 W
81281.000 P: 150 W

Connected load per 100lx
without control gear
81271.000 P*: 1.43 W/m2

81271.000 P*: 1.44 W/m2

81271.000 P*: 1.60 W/m2

81281.000 P*: 1.43 W/m2

81281.000 P*: 1.44 W/m2

81281.000 P*: 1.60 W/m2

Number of luminaires per 100lx

81271.000 n*: 4.09 1/100m2

81271.000 n*: 2.06 1/100m2

81271.000 n*: 1.06 1/100m2

81281.000 n*: 4.09 1/100m2

81281.000 n*: 2.06 1/100m2

81281.000 n*: 1.06 1/100m2

Lightcast Double-focus downlight for metal halide lamps
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Double-focus downlights
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81271.000 • • • • • •
81281.000 • • • • • • •

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83657.000
Control gear
for HIT-CE 150W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.90kg
0 q

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83954.000
Plaster ring
Metal, white.
Height 20mm.

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Lightcast Accessories
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750

The Spherolit technology in the 
Compact HIT produces a light 
beam that meets the highest uni-
formity requirements, while the 
specular effects of the  reflector 
give the ceiling an attractive 
 appearance. The photometrics  
of the luminaire range have been 
optimised in terms of efficient 
visual comfort by using an anti-
glare cap and a cut- off angle  
of 30°. This combination of eco-
nomic ambient light, interest-
ing appearance and  particularly 
shallow recess depth make the 
 Compact HIT a truly unique lumi-
naire. The Compact HIT is an  ideal 
lighting tool for  promotional 
areas in shops or  administrative 
buildings, where  economical solu-
tions and brilliance are required 
for the illumination of merchan-
dise, objects and material.

Compact HIT Recessed luminaires

Downlights
Rotationally symmetrical or axially 
symmetrical, wide beam light distri-
bution for general lighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Washlights
Asymmetrical light distribution, 
directed downwards, combined with 
uniform illumination of walls.

Double washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Metal halide lamps
20W -  70W
1650lm -  7750lm
Size 3, 4, 5
Wide flood, oval flood

Metal halide lamps
20W -  35W
1800lm -  3900lm
Size 4, 5

Metal halide lamps
20W -  35W
1800lm -  3900lm
Size 4, 5

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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Downlights
The use of the patented Spherolit 
technology for Compact HIT down-  
lights has resulted in new aes-
thetics in terms of downlight 
lighting. The spherolites produce 
bright reflections in the reflector 
to  increase the contrast between 
luminaire aperture and ceiling. 
Compared with the conventional  
Darklight technology, Compact 
HIT have a cut- off angle of 30°  
to ensure high visual comfort.  
The luminance distribution on  
the individual spherolites results 
in a comfortable brightness dis-
tribution in the reflector. 

The mirror- finish  
coating of the 
metallic anti-
glare cap helps 
to produce a very 
high light out-
put ratio as does 
the optimised 
Spherolit reflec-

tor. The output  
ratio is further 
enhanced by the  
coated safety  
glass of the 
Compact HIT  
due to its very 
high transmis-
sion factor.

Modern  metal 
 halide lamps with 
 ceramic  discharge 
tubes combine 
brilliant light and  
extreme  luminous 
efficacy with  
good colour sta-
bility and  colour 
rendi tion. The  
low  energy con-
sumption and 
high lumi nous flux 
make this lamp  
a  highly efficient 
light source.

The cut- off angle  
of  30° of  the 
Compact HIT  
increases the vis-
ual comfort and 
prevents direct 
glare. Consider-
ing the shallow 
recess depth, the 
quality of light 
produced is par-
ticularly impres-
sive. Easy mount-
ing and the 
compact dimen-

sions of Compact 
HIT are aspects 
which can have 
a positive effect 
on the overall 
cost- effective-
ness of a build-
ing project.

The Compact HIT 
recessed ceiling  
luminaires as 
washlights with 
a Spherolit wash-
light reflector, 
and as double 
washlights with 
a Spherolit double 
washlight reflec-
tor, add a verti-
cal component 
to the horizon-
tal lighting – for 
efficient visual  

comfort, e.g. 
in retail or in 
 administrative 
buildings.

Double 
 washlights
This type of 
luminaire uni-
formly illumi-
nates parallel 
walls in hallways 
and corridors in 
addition to the 
floor. 

Washlights
These recessed 
ceiling lumi-
naires uniformly  
illuminate wall 
surfaces from 
the ceiling to  

the floor and  
appear in the 
room just as 
if they were 
downlights.

Compact HIT Recessed luminaires
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Size 3
Housing and mounting ring: plastic,
white (RAL9002), with fixing springs for
ceiling thickness up to 25mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Cut-off angle 30°. Anti-
glare cap: aluminium, silver anodised,
mirror-finish, fixed to non-reflecting
safety glass.
Control gear to be ordered separately.
Accessories page 756

83266.000 Reflector silver
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, wide flood

Weight 0.29kg
LMF E
I0 q6p

i

HIT-TC-CE

LOR 0.56
UGR 19.0
75° < 200 cd/m2

83287.000 Reflector silver
HIT-TC-CE 20W PGJ5 1650lm
Spherolit reflector, oval flood

Weight 0.29kg
LMF E
I0 qpi

HIT-TC-CE

LOR 0.50
UGR C0 21.9
UGR C90 18.1

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83266.000 20 W 11 21 31 51
83287.000 20 W 12 24 36 60

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83266.000 20 W 457 305 228 171
83287.000 20 W 392 261 196 147

Connected load
without control gear
83266.000 P: 20 W
83287.000 P: 20 W

Connected load per 100lx
without control gear
83266.000 P*: 2.03 W/m2

83287.000 P*: 2.36 W/m2

Number of luminaires per 100lx

83266.000 n*: 10.13 1/100m2

83287.000 n*: 11.82 1/100m2

Compact HIT Downlight for metal halide lamps

Sony Style flag-
ship store, Paris.
Architect: Saguez
& Partners, Saint-
Ouen (F) / Versions,
Versailles.
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Size 4
Housing and mounting ring: plastic,
white (RAL9002), with fixing springs for
ceiling thickness up to 25mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Cut-off angle 30°. Anti-
glare cap: aluminium, silver anodised,
mirror-finish, fixed to non-reflecting
safety glass.
Control gear to be ordered separately.
Accessories page 756

83267.000 Reflector silver
HIT-TC-CE 20W G8.5 1800lm
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, wide flood

Weight 0.50kg
LMF E
I0 q6p

i

HIT-TC-CE

LOR 0.69
UGR 18.1

HIT-TC-CE

LOR 0.68
UGR 20.5
75° < 200 cd/m2

83288.000 Reflector silver
HIT-TC-CE 20W G8.5 1800lm
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, oval flood

Weight 0.50kg
LMF E
I0 qpi

HIT-TC-CE

LOR 0.67
UGR C0 24.9
UGR C90 19.4

HIT-TC-CE

LOR 0.64
UGR C0 27.9
UGR C90 22.1

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83267.000 20 W 8 16 24 39
83267.000 35 W 4 8 11 18
83288.000 20 W 9 17 25 42
83288.000 35 W 4 8 12 20

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83267.000 20 W 602 401 301 226
83267.000 35 W 1299 866 650 487
83288.000 20 W 563 375 282 211
83288.000 35 W 1177 785 589 441

Connected load
without control gear
83267.000 P: 20 W
83267.000 P: 35 W
83288.000 P: 20 W
83288.000 P: 35 W

Connected load per 100lx
without control gear
83267.000 P*: 1.54 W/m2

83267.000 P*: 1.25 W/m2

83288.000 P*: 1.64 W/m2

83288.000 P*: 1.38 W/m2

Number of luminaires per 100lx

83267.000 n*: 7.69 1/100m2

83267.000 n*: 3.56 1/100m2

83288.000 n*: 8.22 1/100m2

83288.000 n*: 3.93 1/100m2

Compact HIT Downlight for metal halide lamps

Cafeteria of the
integrated com-
prehensive school
in Kelsterbach.
Architect: Elmar
Krebber & Partner,
Wiesbaden.
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Size 5
Housing and mounting ring: plastic,
white (RAL9002), with fixing springs for
ceiling thickness up to 25mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Cut-off angle 30°. Anti-
glare cap: aluminium, silver anodised,
mirror-finish, fixed to non-reflecting
safety glass.
Control gear to be ordered separately.
Accessories page 756

83276.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, wide flood

Weight 0.79kg
LMF E
I0 q6p

i

HIT-CE

LOR 0.70
UGR 18.6

HIT-CE

LOR 0.70
UGR 20.8
75° < 200 cd/m2

HIT-CE

LOR 0.70
UGR 23.2
75° < 200 cd/m2

83289.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
HIT-CE 70W G12 7750lm
Spherolit reflector, oval flood

Weight 0.79kg
LMF E
I0 qpi

HIT-CE

LOR 0.75
UGR C0 25.9
UGR C90 20.1

HIT-CE

LOR 0.67
UGR C0 28.0
UGR C90 23.5

HIT-CE

LOR 0.67
UGR C0 30.0
UGR C90 25.1

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83276.000 20 W 8 16 23 38
83276.000 35 W 4 7 11 18
83276.000 70 W 2 4 6 9
83289.000 20 W 8 15 23 37
83289.000 35 W 4 8 12 20
83289.000 70 W 2 4 6 10

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83276.000 20 W 613 408 306 230
83276.000 35 W 1329 886 664 498
83276.000 70 W - 1760 1320 990
83289.000 20 W 627 418 314 235
83289.000 35 W 1202 802 601 451
83289.000 70 W - 1606 1204 903

Connected load
without control gear
83276.000 P: 20 W
83276.000 P: 35 W
83276.000 P: 70 W
83289.000 P: 20 W
83289.000 P: 35 W
83289.000 P: 70 W

Connected load per 100lx
without control gear
83276.000 P*: 1.51 W/m2

83276.000 P*: 1.22 W/m2

83276.000 P*: 1.23 W/m2

83289.000 P*: 1.48 W/m2

83289.000 P*: 1.35 W/m2

83289.000 P*: 1.35 W/m2

Number of luminaires per 100lx

83276.000 n*: 7.56 1/100m2

83276.000 n*: 3.48 1/100m2

83276.000 n*: 1.75 1/100m2

83289.000 n*: 7.38 1/100m2

83289.000 n*: 3.85 1/100m2

83289.000 n*: 1.92 1/100m2

Compact HIT Downlight for metal halide lamps
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Size 4
Housing and mounting ring: plastic,
white (RAL9002), with fixing springs for
ceiling thickness up to 25mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Cut-off angle 30°. Anti-
glare cap: aluminium, silver, mirror-
finish anodised, fixed to Softec lens.
Control gear to be ordered separately.
Accessories page 756

83280.000 Reflector silver
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, washlight

Weight 0.50kg
LMF E
I0 q6p

i

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 125 95 71 57

Size 5
Housing and mounting ring: plastic,
white (RAL9002), with fixing springs for
ceiling thickness up to 25mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Cut-off angle 30°. Anti-
glare cap: aluminium, silver, mirror-
finish anodised, fixed to Softec lens.
Control gear to be ordered separately.
Accessories page 756

83282.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
Spherolit reflector, washlight

Weight 0.80kg
LMF E
I0 q6p

i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 151 115 91 73

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 174 142 119 100

Compact HIT Double washlight for metal halide lamps

Size 4
Housing and mounting ring: plastic,
white (RAL9002), with fixing springs for
ceiling thickness up to 25mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Cut-off angle 30°. Anti-
glare cap: aluminium, silver, mirror-
finish anodised, fixed to Softec lens.
Control gear to be ordered separately.
Accessories page 756

83281.000 Reflector silver
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, double washlight

Weight 0.50kg
LMF E
I0 q6p

i

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 133 101 78 63

Compact HIT Washlight for metal halide lamps

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:49

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0755_bild_erco_hk12.p1.pdf  Layer 2: 0755_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w755

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:49

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0755_bild_erco_hk12.p1.pdf  Layer 2: 0755_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w755



d157

d170

13
2

19

756

Size 5
Housing and mounting ring: plastic,
white (RAL9002), with fixing springs for
ceiling thickness up to 25mm.
Cable with plug, L 500mm.
Reflector: aluminium, silver, mirror-
finish anodised. Cut-off angle 30°. Anti-
glare cap: aluminium, silver, mirror-
finish anodised, fixed to Softec lens.
Control gear to be ordered separately.
Accessories see below

83283.000 Reflector silver
HIT-CE 20W G12 1800lm
HIT-CE 35W G12 3900lm
Spherolit reflector, double washlight

Weight 0.80kg
LMF E
I0 q6i

HIT-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 152 117 94 76

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.50 1.80
Illuminance En (lx) 196 160 136 114

Compact HIT Accessories
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83289.000 • • • • • • • • • • •
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Compact HIT Double washlight for metal halide lamps
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83679.000
Control gear
for HIT-TC-CE 20W, PGJ5.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83669.000
Control gear
for HIT-TC-CE 20W, G8.5 and GU6.5 and
HIT-CE 20W, G12 and HIPAR51-CE-P
20W, GX10.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

83655.000
Control gear
for HIT-TC-CE 35W, G8.5 and GU6.5 and
HIT-CE 35W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83656.000
Control gear
for HIT-CE 70W, G12.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. 5-pole terminal block. Strain
relief. Through-wiring possible. Connec-
tion cable with plug, L 200mm.
Weight 0.65kg
0 q

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83579.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83580.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.60kg

83582.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.60kg

Compact HIT Accessories

"Pleats Please"
Issey Miyake Store,
Bangkok. Interior
design: Keisuke
Fujiwara Design
Office, Tokyo.
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83956.000
83952.000
83951.000
Plaster ring
Metal, white.
Height 20mm.

83773.000
Mounting ring
Metal, white powder-coated. For flush-
mounting installation in plasterboard
ceilings.

83774.000
Mounting ring
Metal, white powder-coated. For flush-
mounting installation in plasterboard
ceilings.

83811.000
Spacer plate
Plastic.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.08kg

83812.000
Spacer plate
Plastic.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.11kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

82952.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Module 100
(85/15, 84/16).
For downlights
with ceiling aper-
ture ø 157mm.
Recessing dimen-
sion 187x187mm.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Compact HIT Accessories

Compact HIT
downlights fea-
ture high lumin-
ous flux and
their appear-
ance provides an
attractive alternat-
ive to downlights
with low bright-
ness reflectors,
while boasting
good visual com-
fort.
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759

The downlight function of the 
Starpoint recessed  luminaires or 
their use as directional luminaires 
is clear, but they are also a dec-
orative eye- catcher.  Additional 
 brilliance is achieved by etched 
glass rings or glass cylinders to 
 liven up the ceiling. The beam 
characteristics of the lamps are 
only minimally  affected by the 
decorative attachments. The com-
pact dimensions of low-  voltage 
halogen lamps  enable small 
luminaire dimensions. The direc-
tional luminaires can be  tilted by 
up to 30° from the vertical. The 
appearance of downlights and 
directional luminaires is the same 
when mounted in the  ceiling.

Starpoint Recessed luminaires

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Low- voltage halogen lamps
20W
320lm
Size 2

Low- voltage halogen reflector 
lamps
20W -  50W
320lm -  1200lm
Size 2, 3, 4

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

Low- voltage halogen reflector 
lamps
20W -  50W
320lm -  1200lm
Size 2, 3, 4

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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Size 2
Lampholder carrier: cast aluminium.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Cover: metal, silver, mirror-finish. Re-
movable for lamp replacement.
Glass cylinder: clear, ø 30mm, H 28mm.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89341.000
QR-CBC35 20W 12V GU4 10°
QR-CBC35 20W 12V GU4 38°

Weight 0.20kg
LMF E
I0 qpz

g

QR-CBC35

h(m) E(lx) D(m)
10°

1 4500 0.17
2 1125 0.35
3 500 0.52
4 281 0.70
5 180 0.87

QR-CBC35

h(m) E(lx) D(m)
39°

1 700 0.71
2 175 1.42
3 78 2.12
4 44 2.83
5 28 3.54

Size 3
Lampholder carrier: plastic.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Cover: metal, silver, mirror-finish. Re-
movable for lamp replacement.
Glass cylinder: clear, ø 40mm, H 40mm.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89361.000
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 60°

Weight 0.25kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 12500 0.17
2 3125 0.35
3 1389 0.52
4 781 0.70
5 500 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1100 1.15
2 275 2.31
3 122 3.46
4 69 4.62
5 44 5.77

Size 4
Lampholder carrier: cast aluminium.
Concealed mounting ring: plastic, with
fixing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Cover: metal, silver, mirror-finish. Re-
movable for lamp replacement.
Glass cylinder: clear, ø 40mm, H 35mm.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89221.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.65kg
LMF E
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Starpoint Downlight for low-voltage halogen lamps
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Size 2
Lampholder carrier: cast aluminium.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Cover ring: metal, silver, mirror-finish.
Removable for lamp replacement.
Glass ring: frosted, aperture diameter
30mm.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89351.000
QR-CBC35 20W 12V GU4 10°
QR-CBC35 20W 12V GU4 38°

Weight 0.20kg
LMF D
I0 qpz

g

QR-CBC35

h(m) E(lx) D(m)
10°

1 4500 0.17
2 1125 0.35
3 500 0.52
4 281 0.70
5 180 0.87

QR-CBC35

h(m) E(lx) D(m)
39°

1 700 0.71
2 175 1.42
3 78 2.12
4 44 2.83
5 28 3.54

Size 3
Lampholder carrier: plastic.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Cover ring: metal, silver, mirror-finish.
Removable for lamp replacement.
Glass ring: frosted, aperture diameter
40mm.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89371.000
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 60°

Weight 0.25kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 12500 0.17
2 3125 0.35
3 1389 0.52
4 781 0.70
5 500 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1100 1.15
2 275 2.31
3 122 3.46
4 69 4.62
5 44 5.77

Size 4
Lampholder carrier: cast aluminium.
Concealed mounting ring: plastic, with
fixing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Cover ring: metal silver, mirror-finish.
Removable for lamp replacement.
Glass ring: frosted, aperture diameter
40mm.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89226.000
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.65kg
LMF D
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Starpoint Downlight for low-voltage halogen lamps
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762

Size 2
Lampholder carrier: cast aluminium.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Reflector: metal, mirror-finish. Remov-
able for lamp replacement.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89225.000 Reflector silver
QT9-ax 20W 12V G4 320lm

Weight 0.15kg
LMF C
I0 qpz

g

QT9-ax

h(m) E(lx) D(m)
7°

1 6649 0.12
2 1662 0.24
3 739 0.37
4 416 0.49
5 266 0.61

Size 2
Lampholder carrier: cast aluminium.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Reflector: metal, mirror-finish. Remov-
able for lamp replacement.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89218.000 Reflector silver
QR-CBC35 20W 12V GU4 10°
QR-CBC35 20W 12V GU4 38°

Weight 0.15kg
LMF E
I0 qpz

g

QR-CBC35

h(m) E(lx) D(m)
10°

1 4500 0.17
2 1125 0.35
3 500 0.52
4 281 0.70
5 180 0.87

QR-CBC35

h(m) E(lx) D(m)
39°

1 700 0.71
2 175 1.42
3 78 2.12
4 44 2.83
5 28 3.54

Size 3
Lampholder carrier: plastic.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Reflector: metal, mirror-finish. Remov-
able for lamp replacement.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89217.000 Reflector silver
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 60°

Weight 0.20kg
LMF E
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 12500 0.17
2 3125 0.35
3 1389 0.52
4 781 0.70
5 500 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1100 1.15
2 275 2.31
3 122 3.46
4 69 4.62
5 44 5.77

Starpoint Downlight for low-voltage halogen lamps
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763

Size 4
Lampholder carrier: cast aluminium.
Concealed mounting ring: plastic, with
fixing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Reflector: metal, mirror-finish. Remov-
able for lamp replacement.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89216.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 0.65kg
LMF E
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1430 1.15
2 357 2.31
3 159 3.46
4 89 4.62
5 57 5.77

Starpoint Directional luminaire for low-voltage halogen lamps

Size 2
Lampholder carrier: cast aluminium.
0°-30° tilt, 360° rotation.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Reflector: metal, mirror-finish. Remov-
able for lamp replacement.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89203.000 Reflector silver
QR-CBC35 20W 12V GU4 10°
QR-CBC35 20W 12V GU4 38°

Weight 0.20kg
LMF E
I0 qpz

g

QR-CBC35

h(m) E(lx) D(m)
10°

1 4500 0.17
2 1125 0.35
3 500 0.52
4 281 0.70
5 180 0.87

QR-CBC35

h(m) E(lx) D(m)
39°

1 700 0.71
2 175 1.42
3 78 2.12
4 44 2.83
5 28 3.54

Starpoint Downlight for low-voltage halogen lamps
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764

Size 3
Lampholder carrier: plastic. 0°-30° tilt,
360° rotation.
Mounting ring: plastic, silver, mirror-
finish aluminium vaporised, with fix-
ing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Reflector: metal, mirror-finish. Remov-
able for lamp replacement.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89202.000 Reflector silver
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 36°

Weight 0.20kg
LMF E
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 12500 0.17
2 3125 0.35
3 1389 0.52
4 781 0.70
5 500 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2200 0.65
2 550 1.30
3 244 1.95
4 137 2.60
5 88 3.25

Size 4
Lampholder carrier: cast aluminium.
0°-30° tilt, 360° rotation.
Concealed mounting ring: plastic, with
fixing springs for ceiling thickness max.
25mm.
Cable, L 500mm.
Reflector: metal, mirror-finish. Remov-
able for lamp replacement.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 765

89201.000 Reflector silver
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 36°

Weight 0.55kg
LMF E
I0 qpz

g

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 15000 0.17
2 3750 0.35
3 1667 0.52
4 937 0.70
5 600 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2850 0.65
2 712 1.30
3 317 1.95
4 178 2.60
5 114 3.25

Starpoint Directional luminaire for low-voltage halogen lamps

Hotel Lago, Ulm.
Architect: Nething
Generalplaner
Ulm/Neu-Ulm.
Lighting design:
Conplaning
GmbH.
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83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115

83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

Starpoint Accessories
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83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83578.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 1.80kg

83579.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83580.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.60kg

83956.000
83952.000
Plaster ring
Metal, white.
Height 20mm.

83773.000
Mounting ring
Metal, white powder-coated. For flush-
mounting installation in plasterboard
ceilings.

83811.000
Spacer plate
Plastic.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.08kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Starpoint Accessories
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767

For standard applications, the 
Compact 100 recessed luminaires 
are ideal due to their outstand-
ing price to performance ratio. 
Designed for the ambient lighting 
of sales and commercial rooms 
with heights of up to 3m, the 
Compact 100 luminaires combine 
economical lighting, quality and 
visual comfort. The number ”one 
hundred“ in the product name 
indicates its shallow recess depth 
of 100mm. In two ways, these 
 luminaires provide ERCO’s char-
acteristically high visual comfort 
which is shown by a cut- off angle 
> 30°: both with the microprism 
lens, which is visible in the ceiling 
creating subtle luminance, or the 
darklight reflector, which is sur-
rounded by a diffuse light ring.

Compact 100 Recessed luminaires

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting 
with light rings or microprism lens.

Compact fluorescent lamps
2x10W -  2x26W
1200lm -  3600lm
Optional: DALI

Cafeteria of 
the integrated 
comprehensive 
school, Kelster-
bach. Architect: 
Elmar Krebber & 
Partner, Wies-
baden.
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The number 100 in the product  
name indicates the extremely  
low recess depth of 100mm. The 
hinged control gear housing 
 allows ceiling mounting even  
in confined spaces.

The version with 
the microprism 
lens as diffuser  
gives a visibly   
different appear-
ance in the ceil-
ing while provid-
ing comparable 
visual comfort.

Compact 100 
with darklight 
technology: a dif-
fused light aper-
ture looking like 
a row of windows 
surrounds the 
mirror- finished, 
four- cell reflector 
which has a cut-
off angle of 30°.

Compact 100 Recessed luminaires

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:50

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0768_bild_erco_hk12.p1.pdf  Layer 2: 0768_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w768

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:41:50

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_nettobaf7b402b9cf10840a841bed21eadd35b4c88Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0768_bild_erco_hk12.p1.pdf  Layer 2: 0768_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w768



3
4
6
6
6

34666666666

1266666666

∅ 200

90

∅ 185

30° 30°

60° 60°

500 cd

30° 30°

60° 60°

600 cd

DALI
PLUG+
PLAY

3
46
6
6
6

34666666666666

1266666666666

∅ 254

98

∅ 242

30° 30°

60° 60°

750 cd

769

Size 5
30°

Size 6
Housing with mounting ring: plastic,
white (RAL9016). Fitting without tools
with spring clips, for ceiling thicknesses
of 1-25mm.
Junction box with cable clamp.
Through-wiring possible. 5-pole ter-
minal block. Electronic control gear.
4-cell Darklight reflector: plastic, mir-
ror-finish aluminium vaporised, outside
white. Reflector size 5, cut-off angle
30°.
Circular light ring: plastic, clear, ribbed.
Accessories page 771

83261.000 Reflector silver ECG
2xTC-DEL 10W G24q-1 600lm
2xTC-DEL 13W G24q-1 900lm

Weight 1.00kg
LMF C
0 q6pi

2xTC-DEL

LOR 0.51
UGR C0 20.4
UGR C90 19.7
85° < 200 cd/m2

2xTC-DEL

LOR 0.51
UGR C0 21.8
UGR C90 21.1
85° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83261.000 2x10 W 17 33 49 82
83261.000 2x13 W 11 22 33 55

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83261.000 2x10 W 285 190 142 107
83261.000 2x13 W 427 285 213 160

Connected load
83261.000 P: 20 W
83261.000 P: 26 W

Connected load per 100lx
83261.000 P*: 3.25 W/m2

83261.000 P*: 2.82 W/m2

Number of luminaires per 100lx
83261.000 n*: 16.27 1/100m2

83261.000 n*: 10.85 1/100m2

Size 7
30°

Size 8
Housing with mounting ring: plastic,
white (RAL9016). Fitting without tools
with spring clips, for ceiling thicknesses
of 1-25mm.
Junction box with cable clamp.
Through-wiring possible. 5-pole ter-
minal block. Electronic control gear,
plug and play connectivity with DALI
version.
4-cell Darklight reflector: plastic, mir-
ror-finish aluminium vaporised, outside
white. Reflector size 7, cut-off angle
30°.
Circular light ring: plastic, clear, ribbed.

Accessories page 771

83265.000 Reflector silver ECG
2xTC-DEL 18W G24q-2 1200lm

Weight 1.20kg
LMF C
0 q6pi

2xTC-DEL

LOR 0.50
UGR C0 18.6
UGR C90 18.6
65° < 1000 cd/m2

Compact 100 Downlight with light ring
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83273.000 Reflector silver ECG DALI
2xTC-DEL 26W G24q-3 1800lm

Weight 1.35kg
LMF C
0 q6pi

2xTC-DEL

LOR 0.43
UGR C0 19.6
UGR C90 19.3
75° < 1000 cd/m2

83275.000 Reflector silver ECG 1-10V
83271.000 Reflector silver ECG
2xTC-DEL 26W G24q-3 1800lm

Weight 1.20kg
LMF C
0 q6pi

2xTC-DEL

LOR 0.43
UGR C0 19.6
UGR C90 19.3
75° < 1000 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83265.000 2x18 W 9 17 25 42
83273.000 2x26 W 7 13 20 33
83275.000 2x26 W 7 13 20 33
83271.000 2x26 W 7 13 20 33

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83265.000 2x18 W 557 372 279 209
83273.000 2x26 W 721 481 360 270
83275.000 2x26 W 721 481 360 270
83271.000 2x26 W 721 481 360 270

Connected load
83265.000 P: 36 W
83273.000 P: 52 W
83275.000 P: 52 W
83271.000 P: 52 W

Connected load per 100lx
83265.000 P*: 2.99 W/m2

83273.000 P*: 3.34 W/m2

83275.000 P*: 3.34 W/m2

83271.000 P*: 3.34 W/m2

Number of luminaires per 100lx
83265.000 n*: 8.30 1/100m2

83273.000 n*: 6.42 1/100m2

83275.000 n*: 6.42 1/100m2

83271.000 n*: 6.42 1/100m2

Compact 100 Downlight with microprism lens

Size 6
Housing with mounting ring: plastic,
white (RAL9016). Fitting without tools
with spring clips, for ceiling thicknesses
of 1-25mm.
Junction box with cable clamp.
Through-wiring possible. 5-pole ter-
minal block. Electronic control gear.
Microprism lens, plastic, clear.
Accessories page 771

83260.000 ECG
2xTC-DEL 10W G24q-1 600lm
2xTC-DEL 13W G24q-1 900lm

Weight 1.00kg
LMF D
0 q6pi

2xTC-DEL

LOR 0.53
UGR 23.2

2xTC-DEL

LOR 0.53
UGR 24.6

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83260.000 2x10 W 17 33 49 81
83260.000 2x13 W 11 22 33 54

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83260.000 2x10 W 286 191 143 107
83260.000 2x13 W 429 286 215 161

Connected load
83260.000 P: 20 W
83260.000 P: 26 W

Connected load per 100lx
83260.000 P*: 3.23 W/m2

83260.000 P*: 2.80 W/m2

Number of luminaires per 100lx
83260.000 n*: 16.17 1/100m2

83260.000 n*: 10.78 1/100m2

Compact 100 Downlight with light ring
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Size 8
Housing with mounting ring: plastic,
white (RAL9016). Fitting without tools
with spring clips, for ceiling thicknesses
of 1-25mm.
Junction box with strain relief.
Through-wiring possible. 5-pole ter-
minal block. Electronic control gear.
Microprism lens, plastic, clear.
Accessories see below

83264.000 ECG
2xTC-DEL 18W G24q-2 1200lm

Weight 1.20kg
LMF D
0 q6pi

2xTC-DEL

LOR 0.53
UGR 21.9

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83264.000 2x18 W 9 17 25 41

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83264.000 2x18 W 567 378 284 213

Connected load
83264.000 P: 36 W

Connected load per 100lx
83264.000 P*: 2.94 W/m2

Number of luminaires per 100lx
83264.000 n*: 8.16 1/100m2

Compact 100 Accessories

83
81

6.0
00

83
81

4.0
00

83
58

9.0
00

82
95

0.0
00

83
98

0.0
00

83260.000 • • •
83261.000 • • •
83264.000 • • • •
83265.000 • • • •
83271.000 • • • •
83273.000 • • •
83275.000 • • • •

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83814.000
DALI
DALI analogue converter 230V ± 10%,
5A
for connection of luminaires with ECG
1-10V to Light System DALI.
Conversion of a DALI signal into a
1-10V signal.
Internal relay for inductive loads of
max. 5A.
Mounting on DIN rail.
Weight 0.22kg

83589.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.60kg

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Compact 100 Downlight with microprism lens
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772

Panarc recessed luminaires are 
designed to provide  economical 
and high- quality lighting of 
adjoining areas and hallways. Due 
to their wide beam, the down-
lights with flood lenses  provide 
uniform, horizontal ambient 
 lighting. The versions with white 
diffuser are suitable as a creative 
architectural feature particularly 
when arranged in rows or groups. 
Double washlights with prism lens, 
on the other hand, are ideal for 
hallways: they illuminate the walls 
along a hallway from the ceiling 
right down to the floor, making 
the room look bright and welcom-
ing. The solid, splash- proof con-
struction and minimal recessed 
depth of only 68mm make  Panarc 
luminaires suitable for use in 
almost any type of building.

Panarc Recessed luminaires

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Compact fluorescent lamps
2x9W -  36W
1200lm -  2800lm

Double washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Compact fluorescent lamps
2x9W -  36W
1200lm -  2800lm

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.
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773

Housing with mounting ring: plastic,
white (RAL9002). Fixing for ceiling
thicknesses of 1-25mm.
2 sets of electronic control gear. 2 cable
entries, through-wiring possible. 5-pole
terminal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Flood lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories page 776

83481.000 ECG
2xTC-SEL 9W 2G7 600lm

Weight 1.00kg
LMF D
0 q6p

rIP44

2xTC-SEL

LOR 0.58

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83481.000 2x9 W 15 30 45 74

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83481.000 2x9 W 314 209 157 118

Connected load
83481.000 P: 22 W

Connected load per 100lx
83481.000 P*: 3.24 W/m2

Number of luminaires per 100lx
83481.000 n*: 14.75 1/100m2

Housing with mounting ring: plastic,
white (RAL9002). Fixing for ceiling
thicknesses of 1-25mm.
Electronic control gear. 2 cable entries,
through-wiring possible. 5-pole ter-
minal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Flood lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories page 776

83474.000 ECG
2xTC-L 18W 2G11 1200lm

Weight 1.95kg
LMF D
0 q6p

rIP44

2xTC-L

LOR 0.45

83478.000 ECG
TC-F 36W 2G10 2800lm

Weight 1.95kg
LMF D
0 q6p

rIP44

TC-F

LOR 0.47

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83474.000 2x18 W 10 19 29 48
83478.000 36 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83474.000 2x18 W 490 327 245 184
83478.000 36 W 597 398 299 224

Connected load
83474.000 P: 40 W
83478.000 P: 39 W

Connected load per 100lx
83474.000 P*: 3.78 W/m2

83478.000 P*: 3.02 W/m2

Number of luminaires per 100lx
83474.000 n*: 9.44 1/100m2

83478.000 n*: 7.75 1/100m2

Panarc Downlight with flood lens
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774

Housing with mounting ring: plastic,
silver. Fixing for ceiling thicknesses of
1-25mm.
2 sets of electronic control gear. 2 cable
entries, through-wiring possible. 5-pole
terminal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Diffuser, plastic, white.
Approved as IP44 only for ceiling
mounting.
Accessories page 776

83484.000 ECG
2xTC-SEL 9W 2G7 600lm

Weight 0.80kg
LMF D
0 q6p

rIP44

2xTC-SEL

LOR 0.36

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83484.000 2x9 W 26 52 77 128

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83484.000 2x9 W 181 121 91 68

Connected load
83484.000 P: 22 W

Connected load per 100lx
83484.000 P*: 5.63 W/m2

Number of luminaires per 100lx
83484.000 n*: 25.58 1/100m2

Housing with mounting ring: plastic,
silver. Fixing for ceiling thicknesses of
1-25mm.
Electronic control gear. 2 cable entries,
through-wiring possible. 5-pole ter-
minal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Diffuser, plastic, white.
Approved as IP44 only for ceiling
mounting.
Accessories page 776

83489.000 ECG
2xTC-L 18W 2G11 1200lm

Weight 1.90kg
LMF D
0 q6p

rIP44

2xTC-L

LOR 0.36

83493.000 ECG
TC-F 36W 2G10 2800lm

Weight 1.90kg
LMF D
0 q6p

rIP44

TC-F

LOR 0.36

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

83489.000 2x18 W 13 26 39 64
83493.000 36 W 11 22 33 55

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

83489.000 2x18 W 362 241 181 136
83493.000 36 W 422 282 211 158

Connected load
83489.000 P: 40 W
83493.000 P: 39 W

Connected load per 100lx
83489.000 P*: 5.12 W/m2

83493.000 P*: 4.27 W/m2

Number of luminaires per 100lx
83489.000 n*: 12.79 1/100m2

83493.000 n*: 10.96 1/100m2

Panarc Downlight with diffuser
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775

Housing with mounting ring: plastic,
white (RAL9002). Fixing for ceiling
thicknesses of 1-25mm.
2 sets of electronic control gear. 2 cable
entries, through-wiring possible. 5-pole
terminal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Prism lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories page 776

83482.000 ECG
2xTC-SEL 9W 2G7 600lm

Weight 1.00kg
LMF D
0 q6p

rIP44

2xTC-SEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 0.90 1.20
Luminaire spacing (m) 0.60 0.90 1.20 1.20
Illuminance En (lx) 155 108 82 74

Housing with mounting ring: plastic,
white (RAL9002). Fixing for ceiling
thicknesses of 1-25mm.
Electronic control gear. 2 cable entries,
through-wiring possible. 5-pole ter-
minal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Prism lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories page 776

83475.000 ECG
2xTC-L 18W 2G11 1200lm

Weight 1.95kg
LMF D
0 q6p

rIP44

2xTC-L

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 145 111 99 80

83479.000 ECG
TC-F 36W 2G10 2800lm

Weight 1.95kg
LMF D
0 q6p

rIP44

TC-F

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 182 139 125 101

Panarc Double washlight with prism lens

Sinnet Tennis Club,
Warsaw. Architect:
Michal Borowski,
Jakub Bazylak,
Dom Architektury,
Warsaw.
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83474.000 • • • • •
83475.000 • • • • •
83478.000 • • • • •
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83481.000 • • • • •
83482.000 • • • • •
83484.000 • • • • •
83489.000 • • • • •
83493.000 • • • • •

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83569.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.

83572.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.

83955.000
83967.000
Plaster ring
Metal, white.
Height 20mm.

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Panarc Accessories

Panarc luminaires
are an economical
and convenient
lighting solution
for places such as
thoroughfares in
commercial and
administrative
buildings.
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The specially designed  reflector 
of the TFL Wallwasher provides 
highly uniform illumination of 
the vertical plane. To achieve a 
uniform brightness distribution 
on the wall, the recessed lumi-
naires can be attached directly to 
one another. The use of fluores-
cent lamps ensures economical 
lighting of walls in museums and 
equally in sales and pro motional 
areas. The illumination of walls 
can be used, for example, for ver-
tical visual tasks in exhibitions 
or simply to reveal the wall as a 
surface delineating the room, as 
in foyers. Due to the reflections 
from the wall, indirect  ambient 
lighting will produce uniform, dif-
fuse light and a bright and wel-
coming atmosphere in the room. 

TFL Wallwasher Recessed luminaires

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Compact fluorescent lamps
18W -  26W
1200lm -  1800lm

Fluorescent lamps
28W -  54W
700lm -  4450lm
Optional: DALI, varychrome

Biblioteca Foral 
de Bizkaia,  Bilbao. 
 Architect and 
lighting designer: 
IMB Arquitectos, 
Bilbao.
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The coloured light from the TFL 
wallwasher is produced by three 
coloured 28W T16 fluorescent 
lamps. A light colour mixer con-
sisting of a combined reflector-
diffuser system ensures an even, 
totally mixed light which is pro-
jected onto the cover glass with-
out any coloured shadows. Due 
to the spectral properties of col-
oured fluorescent lamps, all the 
colours of light produced have a 
pastel character.

Each luminaire 
has removable 
end plates to  
allow a row of 
wallwashers to 
be mounted as  
a continuous  
arrange ment 
without gaps.

To achieve a uni-
form brightness  
distribution on 
the wall, the 
lumi naires can 
be attached 
 directly to one 
another.

The TFL Wallwasher varychrome 
allows tool- free lamp replace-
ment. The diffuser can be con-
veniently opened by unlocking 
the accessible latches on the side 
and hinging it down. To ensure 
the coloured fluorescent lamps 
are replaced correctly, the colours 
red, green and blue are marked on 
the lampholders.

The DALI- compat-
ible luminaires 
have  digitally 
address able con-
trol gear which 
means that each 
luminaire can be 
individually con-
trolled – for in-
stance using the 
ERCO Light Sys-
tem DALI with 
its integral ERCO 
Light Studio 
software.

TFL Wallwasher Recessed luminaires
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Housing with mounting frame: metal,
white (RAL9002) powder-coated.
Mounting bracket with screw fix-
ing: metal, for ceiling thicknesses of
1-30mm.
2 cable entries, through-wiring possible.
5-pole terminal block. Electronic control
gear.
Wallwasher reflector: aluminium, anod-
ised, satin matt.
Accessories page 781

83516.000 Reflector silver ECG
TC-DEL 18W G24q-2 1200lm

Weight 1.40kg
LMF C
0 q6p

TC-DEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 125 98 79 65

83517.000 Reflector silver ECG
TC-DEL 26W G24q-3 1800lm

Weight 1.40kg
LMF C
0 q6p

TC-DEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 188 146 119 97

TFL Wallwasher for fluorescent lamps

Housing: metal, white (RAL9002)
powder-coated. Screw-fastened end
plates. Arrangement as continuous
band of light possible. Mounting
bracket with screw fixing: metal, for
ceiling thicknesses of 12.5-25mm.
Electronic control gear, plug and play
connectivity with DALI version. 2 cable
entries. Through-wiring possible.
Wallwasher reflector: aluminium, an-
odised, satin matt. Hinged baffle to
simplify lamp replacement.
Accessories page 781

65080.000 Reflector silver ECG DALI
T16 28W G5 2600lm
7-pole terminal block.

Weight 4.00kg
LMF C
7p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 463 391 417 307

65040.000 Reflector silver ECG
T16 28W G5 2600lm
5-pole terminal block.

Weight 4.00kg
LMF C
I76p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 463 391 417 307

TFL Wallwasher for compact fluorescent lamps
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65081.000 Reflector silver ECG DALI
T16 54W G5 4450lm
7-pole terminal block.

Weight 4.00kg
LMF C
7

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 792 670 713 525

65041.000 Reflector silver ECG
T16 54W G5 4450lm
5-pole terminal block.

Weight 4.00kg
LMF C
I76p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 792 670 713 525

65082.000 Reflector silver ECG DALI
T16 35W G5 3300lm
7-pole terminal block.

Weight 5.00kg
LMF C
7p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.50 1.75 1.50 2.00
Illuminance En (lx) 497 429 450 343

65042.000 Reflector silver ECG
T16 35W G5 3300lm
5-pole terminal block.

Weight 5.00kg
LMF C
I76p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.50 1.75 1.50 2.00
Illuminance En (lx) 497 429 450 343

TFL Wallwasher for fluorescent lamps

Dreipunkt fur-
niture showroom
at the Stilwerk
mall, Stuttgart.
Architect: Bernd
Schellenberg
(DREIPUNKT Inter-
national). Lighting
design: Stephan
Haubner, Wesen-
licht, Stuttgart.
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Housing: metal, white (RAL9002)
powder-coated. Screw-fastened end
plates. Arrangement as continuous
band of light possible. Mounting
bracket with screw fixing: metal, for
ceiling thicknesses of 12.5-25mm.
Three electronic control gear units, plug
and play connectivity for ERCO RGB
varychrome colour mixing. Two cable
entries 5-pole terminal block. Through-
wiring with plug.
Wallwasher reflector: aluminium, anod-
ised, satin matt.
Light colour mixer: the reflector-dif-
fuser system ensures that the separate

light colours are thoroughly mixed and
emitted from the light aperture without
any coloured shadows. Hinges open for
lamp replacement without tools.

65059.000 Reflector silver ECG DALI
T16 28W G5 700lm blue
T16 28W G5 2100lm red
T16 28W G5 3500lm green

Weight 9.50kg
LMF D
7p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.25 1.50
Luminaire spacing (m) 1.25 1.25 1.50 1.50
Illuminance En (lx) 79 71 60 53

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.25 1.50
Luminaire spacing (m) 1.25 1.25 1.50 1.50
Illuminance En (lx) 256 230 196 175

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.25 1.50
Luminaire spacing (m) 1.25 1.25 1.50 1.50
Illuminance En (lx) 362 322 274 241

TFL Wallwasher Accessories

83
81

6.0
00

65040.000 •
65041.000 •
65042.000 •
83516.000 •
83517.000 •

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

TFL Wallwasher RGB varychrome for fluorescent lamps
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The use of surface-mounted downlights
is often determined by practical consid-
erations: For example, there might not
be sufficient room to install recessed
downlights in the ceiling. The con-
scious decision to use surface-mounted
downlights in a lighting concept can
considerably reduce installation costs,
for example in buildings with solid ceil-
ings or in existing buildings, the layout
can be easily adapted to meet existing
conditions.

Starpoint Low-voltage halogen lamps 784 784
High-pressure discharge lamps 784

Cylinder LED 790 793 794

Panarc Fluorescent lamps 798 799

TFL Wallwasher Fluorescent lamps 801

New in the program

Cylinder
787

Surface-mounted luminaires
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783

The downlight function of the 
Starpoint surface- mounted lumi-
naires is clear, but they are also a 
decorative eye- catcher. The glass 
cover diffuses a small proportion 
of the light and results not only 
in bright light on the  horizontal 
 surface, but also comfortable 
ambient brightness. The compact 
dimensions of low- voltage halo-
gen lamps enable small luminaire 
dimensions. 

Starpoint Surface- mounted luminaires

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Low- voltage halogen lamps
50W
1250lm

High- pressure discharge lamps
20W
1650lm

Surface- mounted downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Low- voltage halogen lamps
50W
1250lm

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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784

Frosted glass cover for indirect light
emission.
Lampholder carrier: cast aluminium,
silver powder-coated.
Mounting ring: plastic, aluminium
vaporised, silver mirror-finish. Scratch-
resistant special coating. Fixing springs
for ceiling thickness up to 25mm.
Cable, L 500mm.
Darklight reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
30°. For lamp replacement, removable
from the lampholder carrier without
tools.
Diffuser: glass, frosted.

Cover: metal, silver mirror-finish.
Transformer according to EN 61558 or
EN 61347 to be ordered separately.
Accessories page 785

87600.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.70kg
LMF D
I7pz

QT12-ax-RE

h(m) E(lx) D(m)
17°

1 2823 0.30
2 706 0.60
3 314 0.90
4 176 1.20
5 113 1.49

Starpoint Downlight for metal halide lamps

Frosted glass cover for indirect light
emission.
Lampholder carrier: cast aluminium,
silver powder-coated.
Mounting ring: plastic, aluminium
vaporised, silver mirror-finish. Scratch-
resistant special coating. Fixing springs
for ceiling thickness up to 25mm.
Connection cable with plug, L 500mm.
Darklight reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
30°. For lamp replacement, removable
from the lampholder carrier without
tools.
Diffuser: glass, frosted.

Cover: metal, silver mirror-finish.
Control gear to be ordered separately.
Accessories page 785

87640.000 Silver
HIT-TC-CE 20W PGJ5 1650lm

Weight 0.70kg
LMF D
I7p

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 6482 0.26
2 1620 0.53
3 720 0.79
4 405 1.05
5 259 1.32

Starpoint Surface-mounted downlight for low-voltage halogen lamps

Frosted glass cover for indirect light
emission.
Lampholder carrier: cast aluminium,
silver powder-coated.
Transformer housing: plastic, silver.
Electronic transformer 230/12V, 50W.
Darklight reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
30°. For lamp replacement, removable
from the lampholder carrier without
tools.
Diffuser: glass, frosted.
Accessories page 785

87602.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.65kg
LMF D
76pi

QT12-ax-RE

h(m) E(lx) D(m)
17°

1 2823 0.30
2 706 0.60
3 314 0.90
4 176 1.20
5 113 1.49

Starpoint Downlight for low-voltage halogen lamps
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83817.000
DALI
DALI transformer EN 61347
230/240/12V, 50-60Hz. 20-105W at
max 60°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 90mm.
Weight 0.18kg
!itV SELV MMTS-115

83831.000
Electronic transformer EN 61347
230/12V, 50-60Hz. 20-105W at max
50°C ambient temperature.
Secondary voltage 11.8V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
Use dimmers for electronic transformers
(trailing edge).
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 70mm.
Weight 0.19kg
0 qiStV SELV MMTS-115

83833.000
Electronic transformer EN 61347
230/12V, 50Hz. 20-105W at max. 50°C
ambient temperature, 1V-10V control-
lable.
Secondary voltage 11.7V.
Installation in ceiling voids, showcases,
furniture.
Plastic housing. Primary and secondary
cable clamps and terminal blocks.
Short-circuit protection: electronic
cut-out, reconnect once short-circuit is
cleared.
Overload and overheat protection:
automatic load-sensing.
For interference suppression to
VDE 0875, part 2, secondary cable
length 2m max.
For ceiling aperture ø 80mm, recessed
depth 125mm.
Weight 0.20kg
0 qiSV SELV MMTS-115

83679.000
Control gear
for HIT-TC-CE 20W, PGJ5.
Metal, black powder-coated.
Electronic control gear 220-240V,
50-60Hz. Strain relief. Through-wir-
ing possible. 5-pole terminal block.
Luminaire connection cable with plug
connection, L 200mm.
Weight 0.36kg
0 q

Starpoint Accessories

Hotel restaurant
niXe, Binz (Rügen).
Architect and
lighting designer:
Thomas Hummels,
Tauting.
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83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

83819.000
Overvoltage pro-
tection device
for max. 10 elec-
tronic trans-
formers.
L 45mm, B 25mm,
H 22mm.
2x1,5mm2,
L 80mm.
Weight 0.05kg

83579.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 2.80kg

83956.000
Plaster ring
Metal, white.
Height 20mm.

82950.000
Mounting plate
for panelled ceil-
ings
Metal, white
(RAL9002)
powder-coated.
Individual design
of mounting
plates according
to ceiling type and
luminaire. Quote
ceiling type and
dimensions.

83980.000
Cover ring
Metal, white. For
covering the gap
where ceiling cut-
outs are too big.
Inner and outer
diameter to be
specified when
placing order.

Starpoint Accessories

Domus interna-
tional furniture
store, Atlanta.
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787

The simple form of Cylinder sur-
face- mounted luminaires means 
it can be integrated inconspicu-
ously into architecture. Appropri-
ate accessories transform  Cylinder 
into a pendant luminaire. Perfect 
matching of the lamp, lens and 
control gear guarantees maximum 
efficiency. The high- quality light-
ing technology and the glare pro-
tection with Darklight technology 
are based on the principles of effi-
cient visual comfort. The Cylinder 
surface- mounted downlights fol-
low a consistent principle, mean-
ing that the different characteris-
tics are easy to combine and to 
interchange.

Cylinder Surface- mounted luminaires and pendant luminaires

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

LED
13W -  34W
870lm -  2700lm
Size 3, 4, 5, 7
Wide diffuser
Optional: varychrome ring, DALI

LED
20W -  34W
1305lm -  2700lm
Size 4, 5, 7

LED
20W -  34W
1305lm -  2700lm
Size 4, 5, 7

Surface- mounted downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Surface- mounted double  washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Surface- mounted lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.
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788

Cylinder Surface- mounted luminaires and pendant luminaires

Design
The simple cylindrical form of 
the surface- mounted downlights 
means Cylinder can be inte grated 
inconspicuously in many differ-
ent types of architecture. For a 
 stronger presence of the lumi-
naires in the room, Cylinder is also 
available with varychrome ring. It 
adds a coloured accent to the main 
light as ambient lighting,  emitted 
diffusely from a gap along the 
reflector edge. This creates a dec-
orative effect that subtly changes 
the colour in the room. The good 
colour rendering of the white LED 
light from the downlight is not 
affected by the varychrome ring.

Downlight with wide diffuser
The downlights with a wide dif-
fuser emit a conical beam of light 
downwards. They provide ambi-
ent lighting; ideal for rooms with 
ceiling heights of up to 3- 4m, 
achieving good and uniform hori-
zontal illuminance.

Double washlights
Double washlights are suggested 
for uniform illumination of paral-
lel walls as well as the floor area 
in hallways. The light is controlled 
using a darklight reflector which 
has two integrated Spherolit 
reflector segments.

Varychrome ring
In luminaires with  
varychrome ring, 
the main light 
and the light for 
the varychrome 
ring is  adjusted 
separately. For 
instance, dimmed 
light can be 
selected for the 
ambient  lighting 
effect and a ring 
of coloured light 

as a decorative 
attraction. The 
coloured light is 
produced by LEDs 
with RGB tech-
nology, allowing 
an infinite and 
dynamic adjust-
ment of hue.

Lens wallwashers
Special lens reflector  systems 
ensure highly uniform wall illu-
mination. The darklight reflectors 
which are visible from below are 
glare- free. The lens wallwashers 
are ideal for numerous applica-
tions including lighting in muse-
ums, exhibitions or other pres-
tigious venues.
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789

Orientation 
towards the wall
The wallwasher 
characteristics 
of Cylinder make 
correct orien-
tation towards 
the wall crucial 
for optimal light 
effect. The ceil -
ing fixtures are 
therefore marked 
 appropriately 
to aid correct 
mounting.

Cylinder Surface- mounted luminaires and pendant luminaires

Suspensions
Using the acces-
sory options 
available,  Cylinder 
surface-  mounted 
luminaires can 
also be  suspended 
as pendant lumi-
naires. The cable 
can be installed 
on a ceiling can-
opy or on ERCO’s 
track. For light 
intensity distribu-
tions that require 

correct align-
ment, e.g. for 
wallwashers, it 
is  recommended 
that the pen-
dant tube be used 
to prevent the 
luminaire from 
turning.

Cylinder with 
varychrome ring
The light colour 
is easy to adjust 
using the colour 
wheel in the Light 
Studio software. 
This allows the 
lighting  designer 
to match the 
 varychrome ring 
to the ambient 
colours. 
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790

Size 3
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 795

86032.000 White (RAL9002)
LED 13W 1080lm 4000K neutral white
Version 1
Wide diffuser

Weight 1.65kg
LMF D
Ip

LED

LOR 0.64
UGR 17.3
55° < 200 cd/m2

86029.000 White (RAL9002)
LED 13W 870lm 3000K warm white
Version 1
Wide diffuser

Weight 1.65kg
LMF D
Ip

LED

LOR 0.64
UGR 16.5
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

86032.000 13 W 14 28 41 68
86029.000 13 W 17 34 51 85

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

86032.000 13 W 340 227 170 128
86029.000 13 W 274 183 137 103

Connected load
86032.000 P: 16 W
86029.000 P: 16 W

Connected load per 100lx
86032.000 P*: 2.18 W/m2

86029.000 P*: 2.70 W/m2

Number of luminaires per 100lx
86032.000 n*: 13.61 1/100m2

86029.000 n*: 16.89 1/100m2

Size 4
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 795

86009.000 White (RAL9002)
LED 20W 1620lm 4000K neutral white
Version 1
Wide diffuser

Weight 2.60kg
LMF D
Ip

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

86008.000 White (RAL9002)
LED 20W 1305lm 3000K warm white
Version 1
Wide diffuser

Weight 2.60kg
LMF D
Ip

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

86009.000 20 W 10 19 28 47
86008.000 20 W 12 23 35 58

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

86009.000 20 W 502 335 251 188
86008.000 20 W 405 270 202 152

Connected load
86009.000 P: 24 W
86008.000 P: 24 W

Connected load per 100lx
86009.000 P*: 2.21 W/m2

86008.000 P*: 2.75 W/m2

Number of luminaires per 100lx
86009.000 n*: 9.21 1/100m2

86008.000 n*: 11.44 1/100m2

Cylinder Surface-mounted downlight with LED
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Size 4
40°

Size 5
Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
DALI control gear, with plug and play
connectivity. 1 cable entry. Through-
wiring possible. 5 terminals.
Peripheral varychrome ring: plastic,
white (RAL9010). LED module. DALI
control gear, with plug and play con-
nectivity for ERCO RGB varychrome
colour mixing. Through-wiring possible.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.

Darklight reflector: aluminium, bright
anodised. Reflector size 4, cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 795

86028.000 White (RAL9002) DALI
LED 20W 1620lm 4000K neutral white
LED 1.4W 24V DC red, green, blue
Version 1
Wide diffuser

Weight 3.90kg
LMF D
p

LED

LOR 0.63
UGR 16.9
55° < 200 cd/m2

86027.000 White (RAL9002) DALI
LED 20W 1305lm 3000K warm white
LED 1.4W 24V DC red, green, blue
Version 1
Wide diffuser

Weight 3.90kg
LMF D
p

LED

LOR 0.63
UGR 16.2
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

86028.000 20 W 10 19 28 47
86027.000 20 W 12 23 35 58

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

86028.000 20 W 502 335 251 188
86027.000 20 W 405 270 202 152

Connected load
86028.000 P: 24 W
86027.000 P: 24 W

Connected load per 100lx
86028.000 P*: 2.21 W/m2

86027.000 P*: 2.75 W/m2

Number of luminaires per 100lx
86028.000 n*: 9.21 1/100m2

86027.000 n*: 11.44 1/100m2

Cylinder Surface-mounted downlight with LED

Size 5
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 795

86015.000 White (RAL9002)
LED 27W 2160lm 4000K neutral white
Version 1
Wide diffuser

Weight 3.75kg
LMF D
Ip

LED

LOR 0.70
UGR 16.7
55° < 200 cd/m2

86014.000 White (RAL9002)
LED 27W 1740lm 3000K warm white
Version 1
Wide diffuser

Weight 3.75kg
LMF D
Ip

LED

LOR 0.70
UGR 16.0
55° < 200 cd/m2

Cylinder Surface-mounted downlight with LED and varychrome ring
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86034.000 White (RAL9002)
LED 27W 2160lm 4000K neutral white
Version 1
Wide diffuser
Dimming with external dimmers pos-
sible (trailing edge).

Weight 3.75kg
LMF D
p

LED

LOR 0.70
UGR 16.7
55° < 200 cd/m2

86033.000 White (RAL9002)
LED 27W 1740lm 3000K warm white
Version 1
Wide diffuser
Dimming with external dimmers pos-
sible (trailing edge).

Weight 3.75kg
LMF D
p

LED

LOR 0.70
UGR 16.0
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

86015.000 27 W 7 13 19 32
86014.000 27 W 8 16 24 39
86034.000 27 W 7 13 19 32
86033.000 27 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

86015.000 27 W 743 496 372 279
86014.000 27 W 599 399 299 225
86034.000 27 W 743 496 372 279
86033.000 27 W 599 399 299 225

Connected load
86015.000 P: 31 W
86014.000 P: 31 W
86034.000 P: 31 W
86033.000 P: 31 W

Connected load per 100lx
86015.000 P*: 1.93 W/m2

86014.000 P*: 2.40 W/m2

86034.000 P*: 1.93 W/m2

86033.000 P*: 2.40 W/m2

Number of luminaires per 100lx
86015.000 n*: 6.23 1/100m2

86014.000 n*: 7.73 1/100m2

86034.000 n*: 6.23 1/100m2

86033.000 n*: 7.73 1/100m2

Size 7
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Accessories page 795

86022.000 White (RAL9002)
LED 34W 2700lm 4000K neutral white
Version 1
Wide diffuser

Weight 4.60kg
LMF D
Ip

LED

LOR 0.82
UGR 16.6
55° < 200 cd/m2

86023.000 White (RAL9002)
LED 34W 2175lm 3000K warm white
Version 1
Wide diffuser

Weight 4.60kg
LMF D
Ip

LED

LOR 0.82
UGR 15.9
55° < 200 cd/m2

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

86022.000 34 W 5 9 13 22
86023.000 34 W 6 11 16 27

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

86022.000 34 W 1088 725 544 408
86023.000 34 W 877 584 438 329

Connected load
86022.000 P: 39 W
86023.000 P: 39 W

Connected load per 100lx
86022.000 P*: 1.66 W/m2

86023.000 P*: 2.06 W/m2

Number of luminaires per 100lx
86022.000 n*: 4.25 1/100m2

86023.000 n*: 5.28 1/100m2

Cylinder Surface-mounted downlight with LED
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Size 4
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 795

86011.000 White (RAL9002)
LED 20W 1620lm 4000K neutral white
Version 1
Wide diffuser

Weight 2.60kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 108 73 55

86010.000 White (RAL9002)
LED 20W 1305lm 3000K warm white
Version 1
Wide diffuser

Weight 2.60kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.60 0.90 0.90
Luminaire spacing (m) 0.90 0.90 1.20
Illuminance En (lx) 87 59 45

Size 5
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 795

86019.000 White (RAL9002)
LED 27W 2160lm 4000K neutral white
Version 1
Wide diffuser

Weight 3.75kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 122 93 70 56

86018.000 White (RAL9002)
LED 27W 1740lm 3000K warm white
Version 1
Wide diffuser

Weight 3.75kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 98 75 56 45

Size 7
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector with Spherolit tech-
nology wallwasher segments: alu-
minium, bright anodised. Cut-off angle
40°.
Diffuser: glass, frosted.
Accessories page 795

86020.000 White (RAL9002)
LED 34W 2700lm 4000K neutral white
Version 1
Wide diffuser

Weight 4.60kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 164 126 103 83

86021.000 White (RAL9002)
LED 34W 2175lm 3000K warm white
Version 1
Wide diffuser

Weight 4.60kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 132 102 83 67

Cylinder Surface-mounted double washlight with LED
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Size 4
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 795

86013.000 White (RAL9002)
LED 20W 1620lm 4000K neutral white
Version 1

Weight 2.60kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 102 59

86012.000 White (RAL9002)
LED 20W 1305lm 3000K warm white
Version 1

Weight 2.60kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 82 48

Size 5
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 795

86017.000 White (RAL9002)
LED 27W 2160lm 4000K neutral white
Version 1

Weight 3.80kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 177 108

86016.000 White (RAL9002)
LED 27W 1740lm 3000K warm white
Version 1

Weight 3.80kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 1.20
Luminaire spacing (m) 0.90 1.20
Illuminance En (lx) 143 87

Size 7
40°

Cylinder: aluminium profile, powder-
coated. Ceiling fixture: metal.
Electronic control gear. 1 cable entry.
Through-wiring possible. 3 terminals.
LED module: high-power LEDs on
metal-core PCB. Wallwasher reflector
for mixing light: aluminium, silver, mir-
ror-finish anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens
designed as safety glass. Cut-off angle
40°.
Accessories page 795

86024.000 White (RAL9002)
LED 34W 2700lm 4000K neutral white
Version 1

Weight 4.70kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 141 114 94

86025.000 White (RAL9002)
LED 34W 2175lm 3000K warm white
Version 1

Weight 4.70kg
LMF D
Ip

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.20 1.50
Luminaire spacing (m) 1.20 1.50 1.50
Illuminance En (lx) 103 83 70

Cylinder Surface-mounted lens wallwasher with LED
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Cylinder Accessories

Darmstadt Evan-
gelical Church,
Darmstadt. Light-
ing design: Prof.
Harald Hofmann,
Lüdenscheid.
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83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

86039.000
Pendant tube
suspension
Pendant tube:
metal, powder-
coated. ø 13mm,
L 1,040mm.
Canopy: plastic.
2-pole terminal
block. ø 64mm,
H 73mm.
Fixing plate:
metal.
Cable.
Load: 5.00kg.
The cable must be
connected on site.
Weight 0.66kg
I

86035.000
Cable suspension
Canopy: plastic.
2 terminal
blocks. ø 105mm,
H 43mm.
Fixing plate:
metal.
Connection cable
3x1,50mm2, L 4m.
Strain relief.
Through-wiring
possible.
Load: 5.00kg.
Weight 0.68kg
I

86036.000
DALI cable suspen-
sion
Canopy: plastic.
2 terminal
blocks. ø 105mm,
H 43mm.
Fixing plate:
metal.
Connection cable
5x0,75mm2, L 4m.
Strain relief.
Through-wiring
possible.
Load: 5.00kg.
Weight 0.70kg

86037.000
Cable suspension
with 3-circuit
adapter
3-circuit adapter:
plastic.
Fixing plate:
metal.
Connection cable
3x1,50mm2, L 4m.
Strain relief.
Load: 5.00kg.
Not suitable for
1-circuit singlet.
Weight 0.70kg
I

86038.000
Cable suspension
with DALI adapter
DALI adapter:
plastic.
Fixing plate:
metal.
Connection cable
5x0,75mm2, L 4m.
Strain relief.
Load: 5.00kg.
Not suitable for
DALI singlet.
Weight 0.72kg

Cylinder Accessories

Representat-
ive offices of
Lower-Saxony
& Schleswig-
Holstein, Berlin.
Architect: Cor-
nelsen + Seelinger,
Seelinger + Vogels,
Darmstadt.
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Panarc surface- mounted lumi-
naires are designed to provide 
 economical and high-  quality 
lighting of adjoining areas and 
hallways. Due to their wide beam, 
the down lights with flood  lenses 
 provide uniform, horizontal ambi-
ent  lighting. Double washlights 
with prism lens, on the  other hand,  
are ideal for hallways: they illu-
minate the walls along a  hallway 
from the ceiling right down to 
the floor, making the room look 
bright and welcoming. The  solid, 
 splash- proof construction and  
a unit height of only 68mm make 
 Panarc luminaires  suitable for use 
in almost any type of building.

Panarc Surface- mounted luminaires

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Surface- mounted downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

Compact fluorescent lamps
2x9W -  36W
1200lm -  2800lm

Surface- mounted double  washlights
Axially symmetrical light distribution, 
directed downwards, combined with 
illumination of parallel walls for cor-
ridors and hallways.

Compact fluorescent lamps
2x9W -  36W
1200lm -  2800lm

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.
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798

Housing for surface mounting: plastic.
2 electronic control gear units. 2 cable
entries, through-wiring possible. 5-pole
terminal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Flood lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories page 799

85594.000 White (RAL9002) ECG
2xTC-SEL 9W 2G7 600lm

Weight 1.00kg
LMF D
0 q6p

rIP44

2xTC-SEL

LOR 0.58

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

85594.000 2x9 W 15 30 45 74

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

85594.000 2x9 W 314 209 157 118

Connected load
85594.000 P: 22 W

Connected load per 100lx
85594.000 P*: 3.24 W/m2

Number of luminaires per 100lx
85594.000 n*: 14.75 1/100m2

Housing for surface mounting: plastic.
Electronic control gear. 2 cable entries,
through-wiring possible. 5-pole ter-
minal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Flood lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories page 799

85588.000 White (RAL9002) ECG
2xTC-L 18W 2G11 1200lm

Weight 1.90kg
LMF D
0 q6p

rIP44

2xTC-L

LOR 0.45

85592.000 White (RAL9002) ECG
TC-F 36W 2G10 2800lm

Weight 1.90kg
LMF D
0 q6p

rIP44

TC-F

LOR 0.47

Number of luminaires per 100m2 for
100lx 200lx 300lx 500lx

85588.000 2x18 W 10 19 29 48
85592.000 36 W 8 16 24 39

Illuminance En (lx) for module (m)
1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4

85588.000 2x18 W 490 327 245 184
85592.000 36 W 597 398 299 224

Connected load
85588.000 P: 40 W
85592.000 P: 39 W

Connected load per 100lx
85588.000 P*: 3.78 W/m2

85592.000 P*: 3.02 W/m2

Number of luminaires per 100lx
85588.000 n*: 9.44 1/100m2

85592.000 n*: 7.75 1/100m2

Panarc Surface-mounted downlight with flood lens
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799

Housing for surface mounting: plastic.
2 electronic control gear units. 2 cable
entries, through-wiring possible. 5-pole
terminal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Prism lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories see below

85595.000 White (RAL9002) ECG
2xTC-SEL 9W 2G7 600lm

Weight 1.00kg
LMF D
0 q6p

rIP44

2xTC-SEL

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 0.90 1.20
Luminaire spacing (m) 0.60 0.90 1.20 1.20
Illuminance En (lx) 155 108 82 74

Housing for surface mounting: plastic.
Electronic control gear. 2 cable entries,
through-wiring possible. 5-pole ter-
minal block.
Upper reflector: aluminium, white
(RAL9010) powder-coated.
Prism lens, plastic, clear.
Approved as IP44 only for ceiling
mounting.
Accessories see below

85589.000 White (RAL9002) ECG
2xTC-L 18W 2G11 1200lm

Weight 1.90kg
LMF D
0 q6p

rIP44

2xTC-L

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 145 111 99 80

85593.000 White (RAL9002) ECG
TC-F 36W 2G10 2800lm

Weight 1.90kg
LMF D
0 q6p

rIP44

TC-F

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 182 139 125 101

Panarc Accessories

83
81

6.0
00

85588.000 •
85589.000 •
85592.000 •
85593.000 •
85594.000 •
85595.000 •

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

Panarc Surface-mounted double washlight with prism lens
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800

The specially designed  reflector 
of the TFL Wallwasher provides 
homogenous illumination of the 
vertical plane. To achieve a uni-
form brightness distribution on 
the wall, the surface-  mounted 
downlights can be attached 
directly to one another. The use 
of fluorescent lamps ensures 
economical lighting of walls in 
 museums and equally in sales  
and promotional areas. The illu-
mination of walls can be used, for 
example, for vertical visual tasks 
in exhibitions or simply to reveal 
the wall as a surface  delineating 
the room, as in foyers. Due to the 
reflections from the wall, indi-
rect ambient lighting will produce 
 uniform, diffuse light and a bright 
and welcoming atmosphere in the 
room. 

TFL Wallwasher Surface- mounted luminaires

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Surface- mounted wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Fluorescent lamps
28W -  54W
2600lm -  4450lm

“Stern”  editorial 
office,  Gruner + 
Jahr,  Hamburg. 
Architects: 
Steidle &  Partner, 
Kiessler & Partner.
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Housing: aluminium profile, powder-
coated.
1 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Wallwasher reflector: aluminium, silver,
satin matt anodised. Hinged cover for
lamp replacement.
Accessories see below

65043.000 White (RAL9002) ECG
T16 28W G5 2600lm

Weight 4.00kg
LMF C
76p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 463 391 417 307

65044.000 White (RAL9002) ECG
T16 54W G5 4450lm

Weight 4.00kg
LMF C
76p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 792 670 713 525

65045.000 White (RAL9002) ECG
T16 35W G5 3300lm

Weight 5.00kg
LMF C
I76p

T16

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.50 1.75 1.50 2.00
Illuminance En (lx) 497 429 450 343

TFL Wallwasher Accessories

83
81

6.0
00

65043.000 •
65044.000 •
65045.000 •

83816.000
DALI
DALI switch actuator, double, 16A
Two voltage-free contacts for switching
ohmic, inductive and capacitive loads
max 16A.
DALI interface with two independent
addresses.
Mounting on DIN rail.
Weight 0.21kg

TFL Wallwasher for fluorescent lamps
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Pendant downlights provide econom-
ical ambient lighting with high visual
comfort and are seen as succinct ar-
chitectural details. They are often used
to highlight particular areas or focal
points in a room but also in situations
where the luminaire itself assumes the
role of an architectural element. Addi-
tionally, the Pendant suspension system
allows the exact height of the lumin-
aire to be selected, giving optimum
glare control. This ensures a high level
of visual comfort, for example, when
lighting tables or bars.

Starpoint Low-voltage halogen lamps 804
High-pressure discharge lamps 805

Pendant luminaires
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803

The speciality of Starpoint pen-
dant downlights is their matt 
frosted glass cover. The shimmer-
ing surface is more than just  
a decorative effect: it diffuses  
a small proportion of the light 
and results not only in bright 
light on the horizontal surface, 
but also comfortable ambient 
brightness. Starpoint pendant 
downlights make for an interest-
ing eye- catcher with  additional 
accentuation of tables or coun-
ters. The aluminium  lampholder 
housing has a ribbed heat sink 
which dissipates the heat of the 
lamp effectively.

Starpoint Pendant luminaires

Accentuation
Emphasis of objects pro-
duced by a narrow light 
beam.

Pendant downlights
Narrow beam, rotationally symmet-
rical light distribution for accent 
 lighting.

Low- voltage halogen lamps
50W
1250lm

High- pressure discharge lamps
20W
1650lm

Showroom  
Dutry & Co. 
 fireplaces and 
stoves, Vichte. 
 Architect: 
Lecluyse Ont-
werpbureau, 
 Waregem.
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804

Lampholder carrier: cast aluminium,
powder-coated, designed as heat sink.
Cable with strain relief, black.
ERCO Transadapter for 3-circuit
track: plastic. Electronic transformer
220-240/12V, 20-50W. Potentiometer
for brightness control 10%-100%. LED
function indicator. Circuit pre-selection.
Frosted glass cover for indirect light
emission.
Darklight reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
30°.
Diffuser: glass, frosted.

Use dimmers for electronic transformers
(trailing edge).

73233.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.72kg
LMF D
76pi

QT12-ax-RE

h(m) E(lx) D(m)
17°

1 2823 0.30
2 706 0.60
3 314 0.90
4 176 1.20
5 113 1.49

Starpoint Pendant downlight for low-voltage halogen lamps

Lampholder carrier: cast aluminium,
powder-coated, designed as heat sink.
Cable with strain relief, black.
Ceiling fixture: plastic, with electronic
transformer 230/12V, 20-50W. 2-pole
terminal block.
Frosted glass cover for indirect light
emission.
Darklight reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
30°.
Diffuser: glass, frosted.
Use dimmers for electronic transformers
(trailing edge).

73270.000 Silver
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.80kg
LMF D
76pi

QT12-ax-RE

h(m) E(lx) D(m)
17°

1 2823 0.30
2 706 0.60
3 314 0.90
4 176 1.20
5 113 1.49

Starpoint Pendant downlight with transadapter for low-voltage halogen lamps
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805

Lampholder carrier: cast aluminium,
powder-coated, designed as heat sink.
Cable with strain relief, black.
ERCO Transadapter for 3-circuit track:
plastic. Electronic control gear. Circuit
pre-selection.
Frosted glass cover for indirect light
emission.
Darklight reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
30°.
Diffuser: glass, frosted.

73275.000 Silver ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 0.72kg
LMF D
7pi

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 6482 0.26
2 1620 0.53
3 720 0.79
4 405 1.05
5 259 1.32

Starpoint Pendant downlight with transadapter for metal halide lamps

Färdig Betong
Conference
Centre, Mör-
rum. Architect:
Anders Törnqvist
Arkitektkontor AB,
Karlshamn.
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Wall mounted downlights can perform
many different functions. Ceiling wash-
lights provide an illumination of the
ceiling with a high degree of uniformity.
Additional adjustable cut-off shields
restrict the projected beam to the pre-
cise section of ceiling to be illuminated.
Uplights are designed for optimum ef-
ficiency and light distribution. As such,
they are ideal for economical indirect
lighting especially with metal halide
or compact fluorescent lamps. Floor
washlights are designed to provide safe
illumination of traffic routes.

Trion Low-voltage halogen lamps 810
Tungsten halogen lamps 809
High-pressure discharge lamps 809
Fluorescent lamps 812 813

Atrium Tungsten halogen lamps 815
High-pressure discharge lamps 815
Fluorescent lamps 816

Floor washlights LED 820
Low-voltage halogen lamps 820
High-pressure discharge lamps 821

Wall-mounted luminaires
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807

The stylistic simplicity of Trion 
has been designed to ensure 
unobtrusive integration of the 
wall- mounted luminaire into 
architectural interiors for  ceiling 
lighting. The range comprises 
 ceiling washlights for ceiling illu-
mination of exceptional uniform-
ity and uplights for economical 
indirect lighting. Two adjustable 
cut- off shields restrict the pro-
jected beam to the precise area 
to be illuminated, while the wall 
area is not illuminated. The ceil-
ing washlight is ideal for increas-
ing the effect of rooms with high 
ceilings and vaulting. A  priority 
of the design process was to 
 maximise the light output ratio 
of the Trion Uplight for indirect 
workplace lighting. 

Trion Wall- mounted luminaires

Washlighting
Wide- beam illumination of 
spatial zones.

Ceiling washlights
Asymmetrical washlighting for uni-
form illumination of the ceiling.

Tungsten halogen lamps
400W
9000lm

High- pressure discharge lamps
70W -  150W
6500lm -  14200lm

Uplights
Wide beam, asymmetrical light dis-
tribution emitting light upwards for 
indirect ambient lighting.

Low- voltage halogen lamps
50W
1250lm

Tungsten halogen lamps
120W -  400W
2300lm -  9000lm

High- pressure discharge lamps
70W -  150W
6500lm -  14200lm

Fluorescent lamps
24W -  54W
1750lm -  4450lm

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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808

Trion ceiling washlights
The Trion ceiling washlight has a 
light distribution system which 
combines two features: while 
large areas of the ceiling are illu-
minated, the walls are not. Two 
cut- off shields provide adjustable 
control on the main axis of the 
beam. Ceiling washlights are ideal 
for the lighting of rooms with 
either high or vaulted ceilings.

Trion uplights
Uplights are often preferred for 
indirect lighting in rooms. The 
basic distinguishing feature in 
contrast to ceiling washlights  
is that their reflector geometry 
provides a defined light distri-
bution and a higher light output 
ratio. The reflector geometry of 
the Trion uplights was designed 
specifically to maximise the light 
output ratio for indirect work-
place lighting.

Trion ceiling 
 washlights ensure 
ceiling illumina-
tion of excep-
tional uniformity.  
Two adjustable 
cut- off shields  
restrict the pro-
jected beam to 
the precise area 
to be illuminated.  
If both cut- off 
shields are closed, 
the beam angle  
is 35°. The angle  

If the rear cut-
off shield is accu-
rately adjusted, 
the ceiling can  
be illuminated 
beyond the Trion 
luminaire without 
light spilling on 
the wall.

If the front  
cut- off shield 
is  adjusted, the 
ceiling is illu-
minated up 
to a width of 
well over 12m. 
Depend ing on 
the size of the 
room, it can 
make sense to  
illuminate the 
ceiling from both 
opposite walls. 

For uniform ceil-
ing illumination, 
the mounting 
distance below 
the ceiling is  
recommended  
to be a third of 
the ceiling to be 
illuminated. 

between the 
wall on which 
the luminaire is 
mounted and  
the edge of the 
beam on the 
ceiling is adjust-
able.

Trion Wall- mounted luminaires
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809

Housing and wall plate: cast aluminium,
powder-coated.
2-pole terminal block.
Reflector: aluminium, silver anodised.
2 cut-off shields: metal, black powder-
coated.
Safety glass.
With max. wattage, the safety distance
to the surface above must not be less
than 0.4m.
Accessories page 813

33498.000 White (RAL9002)
QT-DE12-RE 400W 230V R7s L114mm
9000lm

Weight 2.20kg
LMF F
I78p

QT-DE12-RE

Trion Ceiling washlight for metal halide lamps

Housing and wall plate: cast aluminium,
powder-coated.
3-pole terminal block. Electronic control
gear.
Reflector: aluminium, silver anodised.
2 cut-off shields: metal, black powder-
coated.
Safety glass.
With max. wattage, the safety distance
to the surface above must not be less
than 0.4m.

33479.000 White (RAL9002) ECG
HIT-DE-CE 70W RX7s 6500lm

Weight 3.90kg
LMF F
p

HIT-DE-CE

HIT-DE-CE

33478.000 White (RAL9002) ECG
HIT-DE-CE 150W RX7s 14200lm

Weight 4.10kg
LMF F
p

HIT-DE-CE

HIT-DE-CE

Trion Ceiling washlight for tungsten halogen lamps
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810

Housing: cast aluminium, powder-
coated. Wall plate: cast aluminium,
plastic.
2-pole terminal block. Electronic trans-
former 230/12V, 20-50W.
Reflector: aluminium, silver anodised.
Towards the wall: adjustable cut-off
shield.
Cover frame: cast aluminium, black
powder-coated. Safety glass.
With max. wattage, the safety distance
to the surface above must not be less
than 0.4m.
Use dimmers for electronic transformers
(trailing edge).

Accessories page 813

33445.000 White (RAL9002)
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 0.55kg
LMF F
0 q6pi

QT12-ax-RE

LOR 0.36
DLOR 0.00
ULOR 0.36

Connected load
33445.000 P: 53 W

Connected load per 100lx
33445.000 P*: 22.84 W/m2

Number of luminaires per 100lx
33445.000 n*: 43.09 1/100m2

Trion Uplight for tungsten halogen lamps

Housing: cast aluminium, powder-
coated. Wall plate: cast aluminium,
plastic.
2-pole terminal block.
Reflector: aluminium, silver anodised.
Towards the wall: adjustable cut-off
shield.
Cover frame: cast aluminium, black
powder-coated. Safety glass.
With max. wattage, the safety distance
to the surface above must not be less
than 0.4m.
Accessories page 813

33440.000 White (RAL9002)
QT-DE12-RE 120W 230V R7s L75mm
2300lm

Weight 1.20kg
LMF F
I0 q8p

QT-DE12-RE

LOR 0.44
DLOR 0.00
ULOR 0.44

Connected load
33440.000 P: 120 W

Connected load per 100lx
33440.000 P*: 22.82 W/m2

Number of luminaires per 100lx
33440.000 n*: 19.01 1/100m2

Trion Uplight for low-voltage halogen lamps
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811

Housing and wall plate: cast aluminium,
powder-coated.
2-pole terminal block.
Reflector: aluminium, silver anodised.
Cover frame: cast aluminium, black
powder-coated.
Safety glass.
With max. wattage, the safety distance
to the surface above must not be less
than 0.4m.
Accessories page 813

33486.000 White (RAL9002)
QT-DE12-RE 400W 230V R7s L114mm
9000lm

Weight 2.30kg
LMF F
I78p

QT-DE12-RE

LOR 0.62
DLOR 0.00
ULOR 0.62

Connected load
33486.000 P: 400 W

Connected load per 100lx
33486.000 P*: 13.91 W/m2

Number of luminaires per 100lx
33486.000 n*: 3.48 1/100m2

Trion Uplight for metal halide lamps

Housing and wall plate: cast aluminium,
powder-coated.
3-pole terminal block. Electronic control
gear.
Reflector: aluminium, silver anodised.
Cover frame: cast aluminium, black
powder-coated. Safety glass.
With max. wattage, the safety distance
to the surface above must not be less
than 0.4m.

33494.000 White (RAL9002) ECG
HIT-DE-CE 70W RX7s 6500lm

Weight 3.90kg
LMF F
76p

HIT-DE-CE

LOR 0.52
DLOR 0.00
ULOR 0.52

33489.000 White (RAL9002) ECG
HIT-DE-CE 150W RX7s 14200lm

Weight 4.10kg
LMF F
76p

HIT-DE-CE

LOR 0.52
DLOR 0.00
ULOR 0.52

Connected load
33494.000 P: 79 W
33489.000 P: 160 W

Connected load per 100lx
33494.000 P*: 4.50 W/m2

33489.000 P*: 4.17 W/m2

Number of luminaires per 100lx
33494.000 n*: 5.70 1/100m2

33489.000 n*: 2.61 1/100m2

Trion Uplight for tungsten halogen lamps
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Housing: cast aluminium, powder-
coated. Wall plate: cast aluminium,
plastic.
2-pole terminal block. Electronic control
gear.
Reflector: aluminium, silver anodised.
Cover frame: cast aluminium, black
powder-coated.
Accessories page 813

33483.000 White (RAL9002) ECG
TC-TELI 26W GX24q-3 1800lm
TC-TELI 32W GX24q-3 2400lm

Weight 2.10kg
LMF F
I76p

TC-TELI

LOR 0.60
DLOR 0.00
ULOR 0.60

TC-TELI

LOR 0.60
DLOR 0.00
ULOR 0.60

33482.000 White (RAL9002) ECG
TC-TELI 42W GX24q-4 3200lm

Weight 2.10kg
LMF F
76p

TC-TELI

LOR 0.60
DLOR 0.00
ULOR 0.60

Connected load
33483.000 P: 26 W
33483.000 P: 35 W
33482.000 P: 45 W

Connected load per 100lx
33483.000 P*: 4.60 W/m2

33483.000 P*: 4.64 W/m2

33482.000 P*: 4.48 W/m2

Number of luminaires per 100lx
33483.000 n*: 17.69 1/100m2

33483.000 n*: 13.27 1/100m2

33482.000 n*: 9.95 1/100m2

Trion Uplight for compact fluorescent lamps

CITLAB Can Suris,
Cornellà del
Llobregat (Bar-
celona). Architect:
Josep Maria Julià,
Barcelona.
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813

Housing: aluminium profile, powder-
coated.
1 cable entry. 3-pole terminal block.
Electronic control gear.
Reflector: aluminium, silver, bright
anodised. Aperture hinged to facilitate
lamp replacement.

65046.000 White (RAL9002) ECG
T16 24W G5 1750lm

Weight 2.00kg
LMF F
76p

T16

LOR 0.59
DLOR 0.00
ULOR 0.59

65048.000 White (RAL9002) ECG
T16 54W G5 4450lm

Weight 4.00kg
LMF F
76p

T16

LOR 0.59
DLOR 0.00
ULOR 0.59

Connected load
65046.000 P: 27 W
65048.000 P: 58 W

Connected load per 100lx
65046.000 P*: 5.11 W/m2

65048.000 P*: 4.32 W/m2

Number of luminaires per 100lx
65046.000 n*: 18.94 1/100m2

65048.000 n*: 7.45 1/100m2

Trion Accessories

33
42

9.0
00

83
82

9.0
00

33440.000 •
33445.000 •
33482.000 •
33483.000 •
33486.000 •
33498.000 •

33429.000
Acrylic cover

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

Trion Uplight for fluorescent lamps
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814

The flush- plastered Atrium 
Uplight delivers a highly  aesthetic 
suggestion and illuminates large 
areas of the ceiling. A horizon-
tal diffuser improves the quality 
of light, producing a high degree 
of uniformity on the ceiling. The 
luminaire appeals with excel-
lent glare control of the darklight 
reflector. Atrium can be used in 
such places as foyers and in corri-
dor areas to emphasise the  ceiling 
height. 

Atrium Wall- mounted luminaires

Uplights
Wide beam, asymmetrical light dis-
tribution emitting light upwards for 
indirect ambient lighting.

Tungsten halogen lamps
80W -  120W
1450lm -  2300lm

High- pressure discharge lamps
35W -  70W
3900lm -  7750lm

Fluorescent lamps
26W
1800lm

Headquarters of 
the CETIB asso-
ciation of engi-
neers, Barcelona. 
Lighting design: 
Biosca y Botey, 
Barcelona.

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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815

Size 5
Housing for mounting in dry-wall
partitions: metal, black powder-coated.
Mounting bracket with screw fixing.
Clamp extension 10-25mm.
2 cable entries, through-wiring possible.
5-pole terminal block.
Front cover: cast aluminium, white
(RAL9002) powder-coated.
Darklight reflector: aluminium, anod-
ised. Horizontal diffuser as safety glass.
Accessories page 817

33510.000 Reflector silver
QT-DE12-RE 80W 230V R7s L75mm
1450lm

Weight 1.70kg
LMF F
I5p

QT-DE12-RE

Size 7
Housing for mounting in dry-wall
partitions: metal, black powder-coated.
Mounting bracket with screw fixing.
Clamp extension 10-25mm.
2 cable entries, through-wiring possible.
5-pole terminal block.
Front cover: cast aluminium, white
(RAL9002) powder-coated.
Darklight reflector: aluminium, anod-
ised. Horizontal diffuser as safety glass.
Accessories page 817

33512.000 Reflector silver
QT-DE12-RE 120W 230V R7s L114mm
2300lm

Weight 2.50kg
LMF F
I5p

QT-DE12-RE

Atrium Uplight for metal halide lamps

Size 5
Housing for mounting in dry-wall
partitions: metal, black powder-coated.
Mounting bracket with screw fixing.
Clamp extension 10-25mm.
Electronic control gear. 2 cable entries,
through-wiring possible. 5-pole ter-
minal block.
Front cover: cast aluminium, white
(RAL9002) powder-coated.
Darklight reflector: aluminium, anod-
ised. Horizontal diffuser as safety glass.
Accessories page 817

33511.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm

Weight 1.90kg
LMF F
I5p

HIT-TC-CE

Atrium Uplight for tungsten halogen lamps
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Size 7
Housing for mounting in dry-wall
partitions: metal, black powder-coated.
Mounting bracket with screw fixing.
Clamp extension 10-25mm.
Electronic control gear. 2 cable entries,
through-wiring possible. 5-pole ter-
minal block.
Front cover: cast aluminium, white
(RAL9002) powder-coated.
Darklight reflector: aluminium, anod-
ised. Horizontal diffuser as safety glass.
Accessories page 817

33513.000 Reflector silver ECG
HIT-CE 70W G12 7750lm

Weight 2.70kg
LMF F
5p

HIT-CE

Atrium Uplight for compact fluorescent lamps

Size 7
Housing for mounting in dry-wall
partitions: metal, black powder-coated.
Mounting bracket with screw fixing.
Clamp extension 10-25mm.
Electronic control gear.
Front cover: cast aluminium, white
(RAL9002) powder-coated.
Darklight reflector: aluminium, anod-
ised. Horizontal diffuser.
Accessories page 817

33514.000 Reflector silver ECG
TC-DEL 26W G24q-3 1800lm
2 cable entries, through-wiring possible.
5-pole terminal block.

Weight 2.70kg
LMF F
I5p

TC-DEL

33515.000 Reflector silver ECG 1-10V
TC-DEL 26W G24q-3 1800lm
4 cable entries, through-wiring possible.
2-pole and 5-pole terminal block.

Weight 2.75kg
LMF F
5p

TC-DEL

Atrium Uplight for metal halide lamps

Atrium Uplight:
precise lighting
tool and highqual-
ity architectural
detail all in one.
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83
82

9.0
00

83
81

4.0
00

33
51

7.0
00

33
51

8.0
00

33510.000 • •
33511.000 •
33512.000 • •
33513.000 •
33514.000 •
33515.000 • •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83814.000
DALI
DALI analogue converter 230V ± 10%,
5A
for connection of luminaires with ECG
1-10V to Light System DALI.
Conversion of a DALI signal into a
1-10V signal.
Internal relay for inductive loads of
max. 5A.
Mounting on DIN rail.
Weight 0.22kg

33517.000
Housing for recessed mounting
Flush-mounting in brickwork or in dry-
wall partitions. Metal, white (RAL9010)
powder-coated.
Mounting bracket: metal. Clamp exten-
sion 10-25mm.
2 cable entries.
Weight 1.00kg

33518.000
Housing for recessed mounting
Flush-mounting in brickwork or in dry-
wall partitions. Metal, white (RAL9010)
powder-coated.
Mounting bracket: metal. Clamp exten-
sion 10-25mm.
4 cable entries.
Weight 1.50kg

Atrium Accessories
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818

The floor washlights are designed 
to provide safe lighting for traf-
fic routes such as corridors and 
hallways or stairs. The  reflector 
system produces a wide beam 
light distribution with a soft pro-
gression of the luminance gra-
dient.  Passers- by receive opti-
mal orientation by way of the 
illuminated surface and the dis-
creet luminance of the satin-
matt outer reflector. The reflec-
tor has a scratch- proof coating 
which ensures a lasting, high-
quality  appearance even in pub-
lic areas. The safety glass in front 
of the inner reflector prevents the 
ingress of dust, thereby improv-
ing the luminaires’ maintenance 
factor. The floor washlights with 
mounting frame for double-  sided 
use can be mounted both with an 
overlapping recessed edge and 
flush with the wall.

Floor washlights Wall- mounted luminaires

Washlighting
Wide- beam illumination of 
pathways.

Washlighting
Wide- beam illumination of 
pathways.

Floor washlights
Asymmetrical washlighting with a 
wide beam for the illumination of 
pathways.

Floor washlights
Asymmetrical washlighting with a 
wide beam for the illumination of 
pathways.

LED
3,2W -  6,7W
240lm -  540lm

Low- voltage halogen lamps
20W
320lm

High- pressure discharge lamps
20W
1800lm

LED
3,2W -  6,7W
240lm -  540lm

Low- voltage halogen lamps
20W
320lm

High- pressure discharge lamps
20W
1800lm
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819

The floor washlights produce a 
wide beam light distribution to 
provide safe orientation for stairs 
and walkways. The front cover 
consisting of silver- coated cover 
plate and reflector is available in 
round or square version in order 
that the luminaire performs tech-
nically and can be correlated with 
the architecture. The upper baf-
fle covers a silver anodised alu-
minium reflector. For a uniform 
luminance gradient and a high 
luminaire maintenance factor, 
the design includes a diffuser as 
safety glass.

To cater for dif-
ferent styles of 
architecture, the 
floor washlight is 
available in two 
versions – square 
and round.

In LED technol-
ogy, the floor 
washlights are 
highly energy-
efficient with 
a long life that 
makes them 
 effectively main-
tenance- free.

The floor washlight luminaires 
have a reversible mounting 
frame for two different mount-
ing  options. This allows the floor 
washlight to be mounted in the 
usual fashion with the mounting 
frame covering the wall edge and 
hiding any irregularities in the 
wall cutout. 

Turning the mounting frame 
 reveals the other option of a flush 
wall mounting detail that allows 
the frame to be plastered flush 
into gypsum plasterboard walls. 
The position of the angle brackets 
can be adjusted to suit all com-
mon plasterboard thicknesses. 
This option of mounting recessed 
luminaires allows a fine, architec-
turally aesthetic installation.

Shielding the 
LEDs results in 
good visual com-
fort. The orienta-
tion of passers-
by is aided by  
the illu minated 
floor surface and  
by the discreet 
luminance of  
the  satin matt 
reflector.

Floor washlights Wall- mounted luminaires
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820

Housing for recessed mounting in dry-
wall partitions: plastic.
Double-sided reversible mounting ring,
for covering the wall cut-out or for use
as plastered-in flush wall, mounting
detail: plastic, white. Mounting bracket:
metal. Clamp range 8-22mm.
Electronic control gear. 5-pole terminal
block. Through-wiring possible.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Cover plate with reflector: plastic, sur-
face-coated silver. Horizontal Softec
lens as safety glass.

Wall cut-out ø 157mm with flush wall,
mounting detail.

44597.000 Reflector silver
LED 3.2W 300lm 4000K neutral white
Version 3

Weight 0.64kg
LMF C
I56p

LED

44595.000 Reflector silver
LED 3.2W 240lm 3000K warm white
Version 3

Weight 0.64kg
LMF C
I56p

LED

44604.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 3

Weight 0.64kg
LMF C
I56p

LED

44603.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 3

Weight 0.64kg
LMF C
I56p

LED

Floor washlight for low-voltage halogen lamps

Housing for recessed mounting in dry-
wall partitions: plastic.
Double-sided reversible mounting ring,
for covering the wall cut-out or for use
as plastered-in flush wall, mounting
detail: plastic, white. Mounting bracket:
metal. Clamp range 8-22mm.
Electronic transformer 230/240/12V.
5-pole terminal block. Through-wiring
possible.
Cover plate with reflector: plastic, sur-
face-coated silver. Horizontal Softec
lens as safety glass.
Wall cut-out ø 157mm with flush wall,
mounting detail.

Use dimmers for electronic transformers
(trailing edge).
Accessories page 822

44584.000 Reflector silver
QT9-ax 20W 12V G4 320lm

Weight 0.76kg
LMF C
I56pi

QT9-ax

Floor washlight with LED
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821

Housing for recessed mounting in dry-
wall partitions: plastic.
Double-sided reversible mounting ring,
for covering the wall cut-out or for use
as plastered-in flush wall, mounting
detail: plastic, white. Mounting bracket:
metal. Clamp range 8-22mm.
Electronic control gear. 5-pole terminal
block. Through-wiring possible.
Cover plate with reflector: plastic, sur-
face-coated silver. Horizontal Softec
lens as safety glass.
Wall cut-out ø 157mm with flush wall,
mounting detail.

44593.000 Reflector silver ECG
HIT-TC-CE 20W GU6.5 1800lm

Weight 0.76kg
LMF C
I56p

HIT-TC-CE

Floor washlight with LED

Housing for recessed mounting in dry-
wall partitions: plastic.
Double-sided reversible mounting
frame, for covering the wall cut-
out or for use as plastered-in flush
wall, mounting detail: plastic, white.
Mounting bracket: metal. Clamp range
8-22mm.
Electronic control gear. 5-pole terminal
block. Through-wiring possible.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Cover plate with reflector: plastic, sur-

face-coated silver. Horizontal Softec
lens as safety glass.
Wall cut-out 157x133mm with flush
wall, mounting detail.

44596.000 Reflector silver
LED 3.2W 300lm 4000K neutral white
Version 3

Weight 0.66kg
LMF C
I56p

LED

44594.000 Reflector silver
LED 3.2W 240lm 3000K warm white
Version 3

Weight 0.66kg
LMF C
I56p

LED

44602.000 Reflector silver
LED 6.7W 540lm 4000K neutral white
Version 3

Weight 0.66kg
LMF C
I56p

LED

44601.000 Reflector silver
LED 6.7W 435lm 3000K warm white
Version 3

Weight 0.66kg
LMF C
I56p

LED

Floor washlight for metal halide lamps
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822

Housing for recessed mounting in dry-
wall partitions: plastic.
Double-sided reversible mounting
frame, for covering the wall cut-
out or for use as plastered-in flush
wall, mounting detail: plastic, white.
Mounting bracket: metal. Clamp range
8-22mm.
Electronic transformer 230/240/12V.
5-pole terminal block. Through-wiring
possible.
Cover plate with reflector: plastic, sur-
face-coated silver. Horizontal Softec
lens as safety glass.

Wall cut-out 157x133mm with flush
wall, mounting detail.
Use dimmers for electronic transformers
(trailing edge).
Accessories see below

44574.000 Reflector silver
QT9-ax 20W 12V G4 320lm

Weight 0.82kg
LMF C
I56pi

QT9-ax

Floor washlight for metal halide lamps

Housing for recessed mounting in dry-
wall partitions: plastic.
Double-sided reversible mounting
frame, for covering the wall cut-
out or for use as plastered-in flush
wall, mounting detail: plastic, white.
Mounting bracket: metal. Clamp range
8-22mm.
Electronic control gear. 5-pole terminal
block. Through-wiring possible.
Cover plate with reflector: plastic, sur-
face-coated silver. Horizontal Softec
lens as safety glass.
Wall cut-out 157x133mm with flush
wall, mounting detail.

44592.000 Reflector silver ECG
HIT-TC-CE 20W GU6.5 1800lm

Weight 0.82kg
LMF C
I56p

HIT-TC-CE

Floor washlights Accessories

83
82

9.0
00

44574.000 •
44584.000 •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

Floor washlight for low-voltage halogen lamps
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Recessed floor luminaires are highly vis-
ible for two reasons. They are the only
light sources present at ground level
and the distinctive upward light beam
immediately attracts attention. In this
respect they also assume some tasks
of directive lighting, e. g. by marking
pathways or highlighting entrances.
In addition to these rather technical
applications, the luminaires can also
provide highly effective architectural
lighting, whether individual features
are dramatically highlighted or to em-
phasise architectural lines using a row
of luminaires.

Nadir IP67 LED 827 828 829
Low-voltage halogen lamps 827 828
High-pressure discharge lamps 827 828

Recessed floor luminaires
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824

In interiors and in transition 
zones between indoors and out-
doors, Nadir IP67 recessed floor 
luminaires are often chosen to 
produce grazing light, to  create 
dramatic lighting accents or as 
directional luminaires. Nadir lumi-
naires attract attention not only 
as unusual light sources  situated 
at ground level, but also because 
of their upward beam  direction, 
which makes them  particularly 
noticeable. Due to their  shallow 
recess depth, Nadir luminaires can 
easily be integrated into standard  
floor superstructures without 
problematic sound bridges. The 
recessed floor housing allows 
compensation of dimensional 
tolerances and floor alignment 
through the height adjustable 
frame. Tesis IP68 in- ground lumi-
naires are available in the ERCO 
Outdoor Lighting Program for 
special demands in the outdoor 
environment.

Nadir IP67 Recessed floor luminaires

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Grazing light wallwashers
Asymmetrical light distribution for 
grazing light on walls.

LED
3,2W
240lm -  300lm

Low- voltage halogen lamps
20W
320lm

High- pressure discharge lamps
20W
1650lm

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow beam, rotationally symmet-
rical light distribution for accent 
 lighting.

Orientation lighting
Points of light for provid-
ing orientation points and 
lines.

Recessed floor luminaires
Wide beam, rotationally symmetrical 
light distribution for orientation.

LED
3,2W
240lm -  300lm

Low- voltage halogen lamps
20W
320lm

High- pressure discharge lamps
20W
1650lm

LED
3.3W
Optional: DALI, varychrome
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825

Nadir IP67 Recessed floor luminaires

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow beam, rotationally symmet-
rical light distribution for accent 
 lighting.

Orientation lighting
Points of light for provid-
ing orientation points and 
lines.

Recessed floor luminaires
Wide beam, rotationally symmetrical 
light distribution for orientation.

LED
3,2W
240lm -  300lm

Low- voltage halogen lamps
20W
320lm

High- pressure discharge lamps
20W
1650lm

LED
3.3W
Optional: DALI, varychrome

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Grazing light wallwashers
Asymmetrical light distribution for 
grazing light on walls.

LED
3,2W
240lm -  300lm

Low- voltage halogen lamps
20W
320lm

High- pressure discharge lamps
20W
1650lm

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:29

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0825_bild_erco_hk12.p1.pdf  Layer 2: 0825_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w825

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:29

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0825_bild_erco_hk12.p1.pdf  Layer 2: 0825_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w825



826

Nadir grazing light wallwashers 
produce amazing lighting effects 
to highlight the texture of sur-
faces. To achieve the effect of 
light trailing across the wall, the 
luminaire needs to be positioned 
close to the wall. For exact align-
ment, it can be tilted by up to 30° 
in the housing and fixed by using 
the fixing screws. When arranged 
in a row, the wide beam light dis-
tribution along the wall produces  
a homogeneous grazing light on 
the wall.

Nadir directional luminaires 
are used for accent lighting on 
objects or architectural details. 
Due to their angle of tilt of up to 
30°, they can have flexibility in 
their alignment. Compared with 
the grazing light wallwashers, the 
directional luminaires produce 
a rotationally symmetrical light 
distribution. Positioned close to 
the wall, the beam of light is con-
siderably narrower. The Softec 
lens in front of the lamp greatly 
enhances the light quality with-
out compromising the beam 
angle.

The Nadir varychrome recessed 
floor luminaire produces points 
of light used to identify traffic  
areas, mark out entrances or, 
mounted in a row, identify archi-
tectural lines or pathways. Using  
the colour change function the 
luminaire for dynamic route light-
ing can also be used in buildings. 

The DALI- com-
patible luminaires 
have digital con-
trol gear which 
can address each 
luminaire indi-
vidually – for  
instance when 
using the Light 
Studio software.

The height- adjust-
able frame of the 
in- ground housing 
allows a compen-
sation of dimen-
sional tolerances 
between floor slab 
and finished floor 
or for slanting 
floors. The shallow 
recess depth from 
100mm makes 
the Nadir suitable 
for many applica-
tions in architec-

ture. Even mount-
ing in floating 
floor screed with 
sound insulation 
requirements is 
straight- forward.

The Nadir 
 recessed floor 
 luminaires can  
be mounted  
using a frame to 
cover the floor 

aperture or with 
flush- floor trim 
detail.

A junction box 
rated protection  
mode IP67 is avail -  
able for the effi-
cient through-  
wiring of a row  
of luminaires.

Nadir IP67 Recessed floor luminaires
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827

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
Electronic control gear. Connection
cable, 2x1,5mm2, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. 0°-25° tilt.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Spherolit lens, oval
flood.
Safety glass: 6mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33835.000
LED 3.2W 300lm 4000K neutral white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 3.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 77 62 42

33834.000
LED 3.2W 240lm 3000K warm white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 3.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 62 50 34

Nadir Recessed floor luminaire Grazing light wallwasher for low-voltage halogen lamps

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier 0°-30° tilt
Separate control gear: plastic. Junction
box for through-wiring, 2-pole terminal
block. Electronic transformer 230/12V.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Sculpture lens.
Safety glass: 6mm, clear. Load: 5kN.
Mounting accessories to be ordered
separately.

Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33814.000
QR-CBC35 20W 12V GU4 10°
Temperature on the light aperture 63°C

Weight 0.96kg
LMF E
I5pi

kooIP67

QR-CBC35

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 3.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 68 40 29

Nadir Recessed floor luminaire Grazing light wallwasher for metal halide lamps

Size 5
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier 0°-30° tilt
Separate control gear: plastic. Junction
box for through-wiring, 3-pole terminal
block. Electronic control gear.
Spot reflector: aluminium, silver, bright
anodised. Anti-glare cap: metal.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Sculpture lens.
Safety glass: 8mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33824.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 61°C

Weight 1.63kg
LMF E
56p

kooIP67

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 4.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 160 104 76

Nadir Recessed floor luminaire Grazing light wallwasher with LED
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828

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
Electronic control gear. Connection
cable, 2x1,5mm2, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. 0°-25° tilt, 90° rota-
tion.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Spherolit lens, spot.
Safety glass: 6mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33833.000
LED 3.2W 300lm 4000K neutral white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

h(m) E(lx) D(m)
17°

5 83 1.49
4 130 1.20
3 231 0.90
2 520 0.60
1 2078 0.30

33832.000
LED 3.2W 240lm 3000K warm white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

h(m) E(lx) D(m)
17°

5 67 1.49
4 104 1.20
3 185 0.90
2 416 0.60
1 1663 0.30

Nadir Recessed floor luminaire Directional luminaire for low-voltage halogen lamps

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier, 0°-30° tilt, 90° rotation.
Separate control gear: plastic. Junction
box for through-wiring, 2-pole terminal
block. Electronic transformer 230/12V.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Softec lens.
Safety glass: 6mm, clear. Load: 5kN.
Mounting accessories to be ordered
separately.

Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33817.000
QR-CBC35 20W 12V GU4 10°
Temperature on the light aperture 63°C

Weight 0.96kg
LMF E
I5pi

kooIP67

QR-CBC35

h(m) E(lx) D(m)
20°

5 45 1.76
4 70 1.41
3 125 1.06
2 281 0.71
1 1124 0.35

Nadir Recessed floor luminaire Directional luminaire for metal halide lamps

Size 5
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier, 0°-30° tilt, 90° rotation.
Separate control gear: plastic. Junction
box for through-wiring, 3-pole terminal
block. Electronic control gear.
Spot reflector: aluminium, silver, bright
anodised. Anti-glare cap: metal.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Softec lens.
Safety glass: 8mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33823.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 61°C

Weight 1.63kg
LMF E
56p

kooIP67

HIT-TC-CE

h(m) E(lx) D(m)
16°

5 224 1.41
4 350 1.12
3 622 0.84
2 1400 0.56
1 5598 0.28

Nadir Recessed floor luminaire Directional luminaire with LED
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Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
Connection cable, 4x1.0mm2, L 500mm.
Replaceable LED module. Softec lens.
Safety glass with diffuser, 6mm. Load:
5kN.
The three LED colours red, green and
blue are controlled by separate 24V DC
control gear (common 24V, floating
earth for PWM (Pulse Width Modu-
lation)). Control gear to be ordered
separately.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33816.000
LED 3.3W 24V DC red, green, blue
Temperature on the light aperture 39°C

Weight 0.70kg
5pz

kooIP67

LED

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
DALI control gear, with plug and play
connectivity for ERCO RGB varychrome
colour mixing. Connection cable,
4x1.0mm2, L 500mm.
Replaceable LED module. Softec lens.
Safety glass with diffuser, 6mm. Load:
5kN.
Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof

and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 830

33818.000 DALI
LED 3.3W 24V DC red, green, blue
Temperature on the light aperture 39°C

Weight 0.80kg
5pi

kooIP67

LED

Nadir Recessed floor luminaire RGB varychrome with LED

Hotel NH Con-
stanza, Barcelona.
Architect: Manuel
de Solá-Morales,
Barcelona; Lucho
Marcial, Rafael
Moneo, Madrid.
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33814.000 • • • • •
33816.000 • • • • • •
33817.000 • • • • •
33818.000 • • • • •
33823.000 • • • •
33824.000 • • • •
33832.000 • • • • •
33833.000 • • • • •
33834.000 • • • • •
33835.000 • • • • •

33898.000
DALI
DALI control gear
for 6 Nadir recessed floor luminaires,
8 Axis Walklights or 10 LED orientation
luminaires maximum.
Input voltage 220-240V AC, 50-60Hz,
25W max., DALI signal.
Output voltage 3x24V DC PWM.
Max. cable length 10m.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.58kg
ikooIP67

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

33852.000
Junction box
Plastic, black.
2 screwed cable glands for cable dia-
meters of 5-14mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.10kg
kooIP67

33827.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable ring to cover the
floor aperture: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 3.00kg

33825.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable ring with flush floor,
trim detail: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 2.90kg

33828.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable ring to cover the
floor aperture: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 4.00kg

33826.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable ring with flush floor,
trim detail: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 3.95kg

33788.000
Mounting ring
to cover the floor aperture. Mounting in
hollow floor.
Corrosion resistant stainless steel.
Clamp extension 19-65mm.
Weight 0.40kg

33789.000
Mounting ring
to cover the floor aperture. Mounting in
hollow floor.
Corrosion resistant stainless steel.
Clamp extension 19-65mm.
Weight 0.60kg

33799.000
Suction cup
for removing the
luminaire from
the recessed hous-
ing, mounting
frame or mount-
ing ring.
Rubber, black

Nadir IP67 Accessories
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Q115

97

Q115

97

Q115

109

97

55

Q155

129

97

55

831

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
Electronic control gear. Connection
cable, 2x1,5mm2, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. 0°-25° tilt.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Spherolit lens, oval
flood.
Safety glass: 6mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33812.000
LED 3.2W 300lm 4000K neutral white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 3.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 77 62 42

33804.000
LED 3.2W 240lm 3000K warm white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 3.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 62 50 34

Nadir Recessed floor luminaire Grazing light wallwasher for low-voltage halogen lamps

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier 0°-30° tilt
Separate control gear: plastic. Junction
box for through-wiring, 2-pole terminal
block. Electronic transformer 230/12V.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Sculpture lens.
Safety glass: 6mm, clear. Load: 5kN.
Mounting accessories to be ordered
separately.

Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33802.000
QR-CBC35 20W 12V GU4 10°
Temperature on the light aperture 63°C

Weight 0.96kg
LMF E
I5pi

kooIP67

QR-CBC35

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 3.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 68 40 29

Nadir Recessed floor luminaire Grazing light wallwasher for metal halide lamps

Size 5
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier 0°-30° tilt
Separate control gear: plastic. Junction
box for through-wiring, 3-pole terminal
block. Electronic control gear.
Spot reflector: aluminium, silver, bright
anodised. Anti-glare cap: metal.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Sculpture lens.
Safety glass: 8mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33831.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 61°C

Weight 1.68kg
LMF E
56p

kooIP67

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 3°
Wall height (m) 4.0
Offset from wall (m) 0.25 0.50 0.50
Luminaire spacing (m) 0.50 0.50 0.75
Illuminance En (lx) 160 104 76

Nadir Recessed floor luminaire Grazing light wallwasher with LED
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832

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
Electronic control gear. Connection
cable, 2x1,5mm2, L 500mm.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. 0°-25° tilt, 90° rota-
tion.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Spherolit lens, spot.
Safety glass: 6mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33811.000
LED 3.2W 300lm 4000K neutral white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

h(m) E(lx) D(m)
17°

5 83 1.49
4 130 1.20
3 231 0.90
2 520 0.60
1 2078 0.30

33803.000
LED 3.2W 240lm 3000K warm white
Version 3
Temperature on the light aperture 30°C

Weight 0.90kg
LMF E
I5pi

kooIP67

LED

h(m) E(lx) D(m)
17°

5 67 1.49
4 104 1.20
3 185 0.90
2 416 0.60
1 1663 0.30

Nadir Recessed floor luminaire Directional luminaire for low-voltage halogen lamps

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier, 0°-30° tilt, 90° rotation.
Separate control gear: plastic. Junction
box for through-wiring, 2-pole terminal
block. Electronic transformer 230/12V.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Softec lens.
Safety glass: 6mm, clear. Load: 5kN.
Mounting accessories to be ordered
separately.

Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33801.000
QR-CBC35 20W 12V GU4 10°
Temperature on the light aperture 63°C

Weight 0.96kg
LMF E
I5pi

kooIP67

QR-CBC35

h(m) E(lx) D(m)
19° 21°

5 45 1.67 1.85
4 70 1.34 1.48
3 125 1.00 1.11
2 281 0.67 0.74
1 1124 0.33 0.37

Nadir Recessed floor luminaire Directional luminaire for metal halide lamps

Size 5
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Con-
nection cable, L 500mm. Lampholder
carrier, 0°-30° tilt, 90° rotation.
Separate control gear: plastic. Junction
box for through-wiring, 3-pole terminal
block. Electronic control gear.
Spot reflector: aluminium, silver, bright
anodised. Anti-glare cap: metal.
Aperture mask: aluminium, silver, mir-
ror-finish anodised. Softec lens.
Safety glass: 8mm, clear. Load: 5kN.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33813.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 61°C

Weight 1.70kg
LMF E
56p

kooIP67

HIT-TC-CE

h(m) E(lx) D(m)
15° 15°

5 224 1.32 1.32
4 350 1.05 1.05
3 622 0.79 0.79
2 1400 0.53 0.53
1 5598 0.26 0.26

Nadir Recessed floor luminaire Directional luminaire with LED
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833

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
Connection cable, 4x1.0mm2, L 500mm.
Replaceable LED module.
Safety glass with diffuser, 6mm. Load:
5kN.
The three LED colours red, green and
blue are controlled by separate 24V DC
control gear (common 24V, floating
earth for PWM (Pulse Width Modu-
lation)). Control gear to be ordered
separately.

Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33854.000
LED 3.3W 24V DC red, green, blue
Temperature on the light aperture 39°C

Weight 0.70kg
5pz

kooIP67

LED

Size 4
For mounting in accessories.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated.
DALI control gear, with plug and play
connectivity for ERCO RGB varychrome
colour mixing. Connection cable,
4x1.0mm2, L 500mm.
Replaceable LED module.
Safety glass with diffuser, 6mm. Load:
5kN.
Mounting accessories to be ordered
separately.
Protection mode IP67: dust-proof

and protected against the results of
temporary immersion.
To avoid submersion in standing water
provide local drainage.
Accessories page 834

33809.000 DALI
LED 3.3W 24V DC red, green, blue
Temperature on the light aperture 39°C

Weight 0.80kg
5pi

kooIP67

LED

Nadir Recessed floor luminaire RGB varychrome with LED

Palau Güell, Bar-
celona. Architect:
Antonio Gaudí,
restoration: Anto-
nio González.
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33801.000 • • • • •
33802.000 • • • • •
33803.000 • • • • •
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33809.000 • • • • •
33811.000 • • • • •
33812.000 • • • • •
33813.000 • • • •
33831.000 • • • •
33854.000 • • • • • •

33898.000
DALI
DALI control gear
for 6 Nadir recessed floor luminaires,
8 Axis Walklights or 10 LED orientation
luminaires maximum.
Input voltage 220-240V AC, 50-60Hz,
25W max., DALI signal.
Output voltage 3x24V DC PWM.
Max. cable length 10m.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.58kg
ikooIP67

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

33852.000
Junction box
Plastic, black.
2 screwed cable glands for cable dia-
meters of 5-14mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.10kg
kooIP67

33819.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable frame to cover the
floor aperture: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 3.10kg

33838.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable frame with flush floor,
trim detail: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 2.95kg

33829.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable frame to cover the
floor aperture: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 4.10kg

33839.000
Housing for recessed mounting
for screed-covered mounting: metal,
powder-coated.
Height adjustable frame with flush floor,
trim detail: stainless steel, for floor
coverings of 2-17mm. Tilt adjustment
max. 10° in all directions.
Weight 4.05kg

33786.000
Mounting frame
to cover the floor aperture. Mounting in
hollow floor.
Corrosion resistant stainless steel.
Clamp extension 19-65mm.
Weight 0.42kg

33787.000
Mounting frame
to cover the floor aperture. Mounting in
hollow floor.
Corrosion resistant stainless steel.
Clamp extension 19-65mm.
Weight 0.60kg

33799.000
Suction cup
for removing the
luminaire from
the recessed hous-
ing, mounting
frame or mount-
ing ring.
Rubber, black

Nadir IP67 Accessories
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835

Light in the outdoor area

Architectural lighting in outdoor 
areas is essentially about dealing 
directly with the effect of the ele-
ments, with nature and also with 
the social realities of towns and 
cities. On the one hand, this  places 
a lot of responsibility on lighting 
designers and manufacturers, but, 
on the other, it also gives them  
an opportunity to create  symbols 
and images of exceptional visi -
bility and importance. Whoever 
tries to design light  professionally 
requires a coherent toolbox of 
lighting technology rather than 

decorative products. The ERCO 
 outdoor lighting program pro -
vides efficient visual comfort – 
not only by way of future- proof 
light sources and control gear but 
also through optimum and effec-
tive lighting technology for a wide 
variety of applications. 

Bærum Rådhus, 
Sandvika.
Architect: 
 Magnus  Poulsson 
(1881- 1951). 
Lighting design: 
Linda Knoph 
 Vigsnæs,  Hvalstad.

RDS Radio 
 Dimensione 
 Suono head-
quarters, Rome. 
Architect: Nigel 
Ryan. Lighting 
design: Baldieri, 
Rome.

Hotel Intercon-
tinental Avenue 
Marceau, Paris.
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Light in the outdoor area

media design: 
Milla und  Partner 
GmbH,  Stuttgart. 
Execution and 
project manage-
ment:  Nüssli 
(Deutschland) 
GmbH, Roth. 

Victory Column,  
Berlin. Restora-
tion and  lighting 
design: Denkmal-
amt Berlin (His-
toric Preservation 
Office). 

Carrasco Inter-
national Airport,  
Montevideo. 
Architect: Rafael 
Viñoly, New 
York. Partner 
 architects: Carla 
 Bechelli Arquitec-
tos,  Buenos Aires. 
 Construction 
management: 

Miniature of the 
Brandenburg 
Gate, Parque 
Europa, Torrejón 
de Ardoz.

Expo  Shanghai 
2010: German 
Pavilion. Architect 
and general con-
tractor: Schmid-
huber +  Kaindl 
GmbH, Munich. 
Exhibition and 

Lighting design: 
E³ Ingenieurge-
sell schaft mbH, 
Altenbeken;  
Thomas Roscher, 
Bonn.

Puerta del Sur 
S.A. / Corpo ración 
América, Arq. 
Julian M. Evans. 
Lighting design: 
Ricardo Hofstad-
ter, Montevideo.
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Accent lighting with projectors can give
a specific emphasis to individual spatial
areas or objects in the room. For func-
tional reasons, the extensive range of
accessories such as filters and lenses are
integrated within the housing. Flood-
lights with axially symmetrical light
distribution are ideal for general light-
ing, whereas asymmetric floodlights are
particularly suited to the even illumin-
ation of surfaces. The luminaires’ high
cut-off angles ensure very good visual
comfort.

Powercast LED 842 850 854
Low-voltage halogen lamps 845 851 856
High-pressure discharge lamps 846 852 856

Grasshopper LED 861 866 867
Low-voltage halogen lamps 864
High-pressure discharge lamps 865

Beamer LED 871 887
Low-voltage halogen lamps 877
PAR lamps 878
High-pressure discharge lamps 879

Focalflood Tungsten halogen lamps 895
High-pressure discharge lamps 897
Fluorescent lamps 899

Parscoop Tungsten halogen lamps 911 915 911 917
High-pressure discharge lamps 918 920
Fluorescent lamps 921 921

New in the program

Powercast
838

Beamer
869

Projectors, floodlights and wallwashers
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838

Powercast  Projectors, floodlights, wallwashers

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Projectors
Very narrow to wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Wallwashing
Vertical illuminance for 
brightening the surround-
ings and segmenting the 
exterior landscape.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Powercast is a universal and eco-
nomic range of lighting tools for 
outdoor applications. The projec-
tors, floodlights and wallwashers 
all feature Spherolit  technology 
for efficient visual comfort. Their 
system design with a uniform 
housing shape produces sym-
metrical light distributions for 
accent lighting, but also various 
wide beam distribution patterns.  
Powercast is a versatile range of 
luminaires used, for example, for 
the illumination of vegetation or 
the washlighting of façades. With 
its multilayer powder- coated sur-
faces, a lockable hinge, a sturdy 
mounting bracket, and a double 
cable entry for through- wiring, 
Powercast distinguishes itself as 
an efficient lighting tool that 
proves easy to install.

LED
13W -  54W
870lm -  4320lm
Narrow spot, spot, flood, wide flood

Low- voltage halogen lamps
100W
2200lm
Narrow spot, spot, flood, wide flood
Optional: DALI

High- pressure discharge lamps
20W -  250W
1800lm -  23000lm
Narrow spot, spot, flood, wide flood

LED
27W -  54W
1740lm -  4320lm

Low- voltage halogen lamps
100W
2200lm
Optional: DALI

High- pressure discharge lamps
20W -  250W
1800lm -  23000lm

LED
27W -  54W
1740lm -  4320lm

Low- voltage halogen lamps
100W
2200lm
Optional: DALI

High- pressure discharge lamps
20W -  250W
1800lm -  23000lm
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839

Powercast  Projectors, floodlights, wallwashers

Powercast with 
mounting bracket 
can be mounted 
directly on the 
floor, wall or ceil-
ing. Alterna tively, 
it can also be 
fixed to existing 
poles and canti-
levers.

The sturdy pivot 
bracket with scale 
ensures a large 
swivelling range 
and consistent 
alignment of the 
luminaires. 

The double  
cable entry on  
the housing and 
an oval hole in  
the mounting  
bracket are pro -  
vided to ensure  
easy through-  
wiring and effi-
cient installation 
when connec-
ting a number  
of lumi naires.
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840

Neutral white
Powercast pro-
jecters with neu-
tral white ensure 
superior effi-
ciency with good 
colour rendering. 

Warm white
In warm white, 
Powercast pro-
jecters have a 
somewhat  lower 
luminous effi cacy 
than in neu tral 
white, but bet-
ter colour rendi-
tion. The warm 
white light colour 
is close to that of 
halogen lamps. 

LED lighting 
control
The plastic col-
limating lens 
designed and pro-
duced by ERCO 
creates a parallel 
beam, while a fur-
ther special lens 
produces the pre-
cise beam angle 
required.

Powercast  Projectors, floodlights, wallwashers

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal 
the three-  
dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

LED, 27W
Luminous flux 1740lm
Luminous efficacy 64lm/W
Illuminance 4m 790lx
Beam diameter 1.2m
Efficiency  29lx/W

QT12- ax, 100W
Luminous flux 2200lm
Luminous efficacy 22lm/W
Illuminance 4m 1140lx 
Beam diameter 0.98m
Efficiency 11lx/W

More efficiency 
with LEDs
Changing from 
low- voltage halo-
gen technology  
to LED technology  
roughly  triples the 
effi ciency (lx/W). 
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841

For great flexi-
bility in practical 
applications, the 
Spherolit reflec-
tor oval flood 
can be rotated 
through 360°  
and fixed at 90° 
positions. Simi-
lar to the use of 
a sculpture lens, 
the oval- shaped 

The Powercast 
wallwasher with 
Spherolit reflector 
washlight can be 
tilted for uniform 
brightness distri-
bution on vertical 
surfaces.

The housing 
swings open for 
easy lamp or 
reflector change. 
The Spherolit 

reflector can be 
replaced without 
tools.

Spherolit 
 reflectors
Spherolit reflec-
tors for low-  
voltage  halogen 
lamps and high-
pressure discharge 
lamps are used for 
accent lighting, 
washlighting and 
wallwashing.

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
To provide flood-
lighting for sur-
faces and objects. 
The oval- shaped 
beam can be 
swivelled for ver-
tical or horizontal 
light distribution.

Washlight
Wide- beam, 
asymmetrical 
light distribution  
for floodlighting  
vertical surfaces  
such as façades, 
walls or hedges.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones. Beam 
angle: > 45°.

Powercast  Projectors, floodlights, wallwashers

beam can be 
aligned for opti-
mal illumination 
of the object.
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842

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34255.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 3
Spherolit lens, narrow spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
6°

2 10358 0.21
4 2590 0.42
6 1151 0.63
8 647 0.84
10 414 1.05

34254.000 Graphit m
LED 13W 870lm 3000K warm white
Version 3
Spherolit lens, narrow spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
6°

2 8344 0.21
4 2086 0.42
6 927 0.63
8 522 0.84
10 334 1.05

34291.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 3
Spherolit lens, narrow spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 15226 0.24
4 3806 0.49
6 1692 0.73
8 952 0.98
10 609 1.22

34290.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 3
Spherolit lens, narrow spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 12265 0.24
4 3066 0.49
6 1363 0.73
8 767 0.98
10 491 1.22

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34243.000 Graphit m
LED 27W 2160lm 4000K neutral white
Version 3
Spherolit lens, spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
I5

krrIP65

LED

h(m) E(lx) D(m)
17°

2 3921 0.60
4 980 1.20
6 436 1.79
8 245 2.39
10 157 2.99

34242.000 Graphit m
LED 27W 1740lm 3000K warm white
Version 3
Spherolit lens, spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
I5

krrIP65

LED

h(m) E(lx) D(m)
17°

2 3158 0.60
4 790 1.20
6 351 1.79
8 197 2.39
10 126 2.99

34245.000 Graphit m
LED 27W 2160lm 4000K neutral white
Version 3
Spherolit lens, flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
I5

krrIP65

LED

h(m) E(lx) D(m)
28°

2 1520 1.00
4 380 1.99
6 169 2.99
8 95 3.99
10 61 4.99

34244.000 Graphit m
LED 27W 1740lm 3000K warm white
Version 3
Spherolit lens, flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
I5

krrIP65

LED

h(m) E(lx) D(m)
28°

2 1224 1.00
4 306 1.99
6 136 2.99
8 77 3.99
10 49 4.99

Powercast Projector with LED
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34247.000 Graphit m
LED 27W 2160lm 4000K neutral white
Version 3
Spherolit lens, wide flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
I5

krrIP65

LED

h(m) E(lx) D(m)
40°

2 767 1.46
4 192 2.91
6 85 4.37
8 48 5.82
10 31 7.28

34246.000 Graphit m
LED 27W 1740lm 3000K warm white
Version 3
Spherolit lens, wide flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
I5

krrIP65

LED

h(m) E(lx) D(m)
40°

2 618 1.46
4 154 2.91
6 69 4.37
8 39 5.82
10 25 7.28

34303.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 3
Spherolit lens, spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
17°

2 5551 0.60
4 1388 1.20
6 617 1.79
8 347 2.39
10 222 2.99

34302.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 3
Spherolit lens, spot
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
17°

2 4472 0.60
4 1118 1.20
6 497 1.79
8 279 2.39
10 179 2.99

34305.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 3
Spherolit lens, flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 2343 1.03
4 586 2.07
6 260 3.10
8 146 4.14
10 94 5.17

34304.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 3
Spherolit lens, flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 1887 1.03
4 472 2.07
6 210 3.10
8 118 4.14
10 75 5.17

34307.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 3
Spherolit lens, wide flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
46°

2 1012 1.70
4 253 3.40
6 112 5.09
8 63 6.79
10 40 8.49

34306.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 3
Spherolit lens, wide flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
46°

2 815 1.70
4 204 3.40
6 91 5.09
8 51 6.79
10 33 8.49

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34297.000 Graphit m
LED 36W 2880lm 4000K neutral white
Version 3
Spherolit lens, narrow spot
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 29145 0.24
4 7286 0.49
6 3238 0.73
8 1822 0.98
10 1166 1.22

34296.000 Graphit m
LED 36W 2320lm 3000K warm white
Version 3
Spherolit lens, narrow spot
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 23478 0.24
4 5869 0.49
6 2609 0.73
8 1467 0.98
10 939 1.22

Powercast Projector with LED
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Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34309.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 3
Spherolit lens, spot
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
16°

2 8018 0.56
4 2004 1.12
6 891 1.69
8 501 2.25
10 321 2.81

34308.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 3
Spherolit lens, spot
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
16°

2 6459 0.56
4 1615 1.12
6 718 1.69
8 404 2.25
10 258 2.81

34311.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 3
Spherolit lens, flood
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 3307 1.03
4 827 2.07
6 367 3.10
8 207 4.14
10 132 5.17

34310.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 3
Spherolit lens, flood
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 2664 1.03
4 666 2.07
6 296 3.10
8 167 4.14
10 107 5.17

34313.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 3
Spherolit lens, wide flood
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
46°

2 1371 1.70
4 343 3.40
6 152 5.09
8 86 6.79
10 55 8.49

34312.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 3
Spherolit lens, wide flood
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
46°

2 1105 1.70
4 276 3.40
6 123 5.09
8 69 6.79
10 44 8.49

Powercast Projector with LED

Fitted with Spher-
olit reflectors
or lenses, the
Powercast range
provides the right
light distribution
for a multitude
of lighting ap-
plications in the
outdoor area –
from efficient
wallwashers to
the precise spot
version.

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:30

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0844_bild_erco_hk12.p1.pdf  Layer 2: 0844_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w844

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:30

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0844_bild_erco_hk12.p1.pdf  Layer 2: 0844_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w844



346 34666

3
46
6
6
6
6
6
63

4
6
6

138 216

40
2∅

19
4

30° 30°

60° 60°

120000 cd

346 34666
3

46
6
6
6
6
6
63

4
6
6

138 216
40

2∅
19

4

30° 30°

60° 60°

25000 cd

346 34666

3
46
6
6
6
6
6
63

4
6
6

138 216

40
2∅

19
4

30° 30°

60° 60°

6000 cd

346 34666

3
46
6
6
6
6
6
63

4
6
6

138 216

40
2∅

19
4

30° 30°

60° 60°

2250 cd

DALI
PLUG+
PLAY

346 34666

3
46
6
6
6
6
6
63

4
6
6

138 216

40
2∅

19
4

30° 30°

60° 60°

120000 cd

346 34666

3
46
6
6
6
6
6
63

4
6
6

138 216

40
2∅

19
4

30° 30°

60° 60°

25000 cd

845

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic transformer 230/240/12V.
Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Fitting the mounting bracket to the
housing must be done on site.
Use dimmers for electronic transformers
(trailing edge).

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34219.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Maximum wind load area 0.063m2

Weight 4.60kg
LMF E
IkrrIP65

QT12-ax

h(m) E(lx) D(m)
6°

2 24885 0.21
4 6221 0.42
6 2765 0.63
8 1555 0.84
10 995 1.05

34218.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Maximum wind load area 0.063m2

Weight 4.60kg
LMF E
IkrrIP65

QT12-ax

h(m) E(lx) D(m)
14°

2 4560 0.49
4 1140 0.98
6 507 1.47
8 285 1.96
10 182 2.46

34220.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Maximum wind load area 0.063m2

Weight 4.60kg
LMF E
IkrrIP65

QT12-ax

h(m) E(lx) D(m)
33°

2 1010 1.18
4 252 2.37
6 112 3.55
8 63 4.74
10 40 5.92

34221.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood
Maximum wind load area 0.063m2

Weight 4.60kg
LMF E
IkrrIP65

QT12-ax

h(m) E(lx) D(m)
68°

2 327 2.70
4 82 5.40
6 36 8.09
8 20 10.79
10 13 13.49

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic transformer, 230-240/12V,
with plug and play connectivity. Two
cable entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Hinge open for
lamp replacement.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34225.000 Graphit m DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, narrow spot
Maximum wind load area 0.063m2

Weight 4.70kg
LMF E
krrIP65

QT12-ax

h(m) E(lx) D(m)
6°

2 24885 0.21
4 6221 0.42
6 2765 0.63
8 1555 0.84
10 995 1.05

34224.000 Graphit m DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, spot
Maximum wind load area 0.063m2

Weight 4.70kg
LMF E
krrIP65

QT12-ax

h(m) E(lx) D(m)
14°

2 4560 0.49
4 1140 0.98
6 507 1.47
8 285 1.96
10 182 2.46

Powercast Projector for low-voltage halogen lamps
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34226.000 Graphit m DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, flood
Maximum wind load area 0.063m2

Weight 4.70kg
LMF E
krrIP65

QT12-ax

h(m) E(lx) D(m)
33°

2 1010 1.18
4 252 2.37
6 112 3.55
8 63 4.74
10 40 5.92

34227.000 Graphit m DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, wide flood
Maximum wind load area 0.063m2

Weight 4.70kg
LMF E
krrIP65

QT12-ax

h(m) E(lx) D(m)
68°

2 327 2.70
4 82 5.40
6 36 8.09
8 20 10.79
10 13 13.49

Powercast Projector for metal halide lamps

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.

Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34203.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, narrow spot
Maximum wind load area 0.063m2

Weight 4.65kg
LMF E
I5

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
6°

2 23913 0.21
4 5978 0.42
6 2657 0.63
8 1495 0.84
10 957 1.05

34200.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, spot
Maximum wind load area 0.063m2

Weight 4.65kg
LMF E
I5

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
15°

2 3637 0.53
4 909 1.05
6 404 1.58
8 227 2.11
10 145 2.63

34206.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, flood
Maximum wind load area 0.063m2

Weight 4.65kg
LMF E
I5

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
33°

2 861 1.18
4 215 2.37
6 96 3.55
8 54 4.74
10 34 5.92

34209.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, wide flood
Maximum wind load area 0.063m2

Weight 4.65kg
LMF E
I5

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
69°

2 268 2.75
4 67 5.50
6 30 8.25
8 17 11.00
10 11 13.75

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Control gear 230V, 50Hz, with temper-
ature controller, timed-ignitor, capa-
citor. Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Hinge open for
lamp replacement.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34204.000 Graphit m
HIT-CE 35W G12 3300lm
Spherolit reflector, narrow spot
Maximum wind load area 0.063m2

Weight 5.40kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
7°

2 31088 0.24
4 7772 0.49
6 3454 0.73
8 1943 0.98
10 1244 1.22

Powercast Projector for low-voltage halogen lamps
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34201.000 Graphit m
HIT-CE 35W G12 3300lm
Spherolit reflector, spot
Maximum wind load area 0.063m2

Weight 5.40kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
16°

2 5921 0.56
4 1480 1.12
6 658 1.69
8 370 2.25
10 237 2.81

34207.000 Graphit m
HIT-CE 35W G12 3300lm
Spherolit reflector, flood
Maximum wind load area 0.063m2

Weight 5.40kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
32°

2 1599 1.15
4 400 2.29
6 178 3.44
8 100 4.59
10 64 5.73

34210.000 Graphit m
HIT-CE 35W G12 3300lm
Spherolit reflector, wide flood
Maximum wind load area 0.063m2

Weight 5.40kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
63°

2 521 2.45
4 130 4.90
6 58 7.35
8 33 9.80
10 21 12.26

34205.000 Graphit m
HIT-CE 70W G12 6600lm
Spherolit reflector, narrow spot
Maximum wind load area 0.063m2

Weight 5.80kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
7°

2 38871 0.24
4 9718 0.49
6 4319 0.73
8 2429 0.98
10 1555 1.22

34202.000 Graphit m
HIT-CE 70W G12 6600lm
Spherolit reflector, spot
Maximum wind load area 0.063m2

Weight 5.80kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
17°

2 10621 0.60
4 2655 1.20
6 1180 1.79
8 664 2.39
10 425 2.99

34208.000 Graphit m
HIT-CE 70W G12 6600lm
Spherolit reflector, flood
Maximum wind load area 0.063m2

Weight 5.80kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
33°

2 3065 1.18
4 766 2.37
6 341 3.55
8 192 4.74
10 123 5.92

34211.000 Graphit m
HIT-CE 70W G12 6600lm
Spherolit reflector, wide flood
Maximum wind load area 0.063m2

Weight 5.80kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
65°

2 989 2.55
4 247 5.10
6 110 7.64
8 62 10.19
10 40 12.74

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Control gear 230V, 50Hz, with temper-
ature controller, timed-ignitor, capa-
citor. Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Hinge open for
lamp replacement.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 849

34231.000 Graphit m
HIT-CE 150W G12 14000lm
Spherolit reflector, narrow spot
Maximum wind load area 0.119m2

Weight 8.80kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
7°

2 78890 0.24
4 19723 0.49
6 8766 0.73
8 4931 0.98
10 3156 1.22

34230.000 Graphit m
HIT-CE 150W G12 14000lm
Spherolit reflector, spot
Maximum wind load area 0.119m2

Weight 8.80kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
16°

2 24662 0.56
4 6165 1.12
6 2740 1.69
8 1541 2.25
10 986 2.81

34232.000 Graphit m
HIT-CE 150W G12 14000lm
Spherolit reflector, flood
Maximum wind load area 0.119m2

Weight 8.80kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
33°

2 6477 1.18
4 1619 2.37
6 720 3.55
8 405 4.74
10 259 5.92

Powercast Projector for metal halide lamps
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34233.000 Graphit m
HIT-CE 150W G12 14000lm
Spherolit reflector, wide flood
Maximum wind load area 0.119m2

Weight 8.80kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
66°

2 2176 2.60
4 544 5.20
6 242 7.79
8 136 10.39
10 87 12.99

34237.000 Graphit m
HIT-CE 250W G12 23000lm
Spherolit reflector, narrow spot
Maximum wind load area 0.119m2

Weight 10.00kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
8°

2 104082 0.28
4 26020 0.56
6 11565 0.84
8 6505 1.12
10 4163 1.40

34236.000 Graphit m
HIT-CE 250W G12 23000lm
Spherolit reflector, spot
Maximum wind load area 0.119m2

Weight 10.00kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
16°

2 38298 0.56
4 9574 1.12
6 4255 1.69
8 2394 2.25
10 1532 2.81

34238.000 Graphit m
HIT-CE 250W G12 23000lm
Spherolit reflector, flood
Maximum wind load area 0.119m2

Weight 10.00kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
33°

2 10392 1.18
4 2598 2.37
6 1155 3.55
8 649 4.74
10 416 5.92

34239.000 Graphit m
HIT-CE 250W G12 23000lm
Spherolit reflector, wide flood
Maximum wind load area 0.119m2

Weight 10.00kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
66°

2 3608 2.60
4 902 5.20
6 401 7.79
8 226 10.39
10 144 12.99

Powercast Projector for metal halide lamps

With Spherolit
reflector in wash-
light version, the
Powercast wall-
washers are ideal
for vertical illu-
minance in the
outdoor area –
a key factor in
ensuring efficient
visual comfort.
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34200.000 • • • • • • • • • • • •
34201.000 • • • • • • • • • • • •
34202.000 • • • • • •
34203.000 • • • • • • • • • • • •
34204.000 • • • • • • • • • • • •
34205.000 • • • • • •
34206.000 • • • • • • • • • • •
34207.000 • • • • • • • • • • •
34208.000 • • • • •
34209.000 • • • • • • • • • • •
34210.000 • • • • • • • • • • •
34211.000 • • • • •
34218.000 • • • • • •
34219.000 • • • • • •
34220.000 • • • • •
34221.000 • • • • •
34224.000 • • • • • •
34225.000 • • • • • •
34226.000 • • • • •
34227.000 • • • • •
34230.000 • • • • • •
34231.000 • • • • • •
34232.000 • • • • •
34233.000 • • • • •
34236.000 • • • • • •
34237.000 • • • • • •
34238.000 • • • • •
34239.000 • • • • •
34242.000 • •
34243.000 • •
34244.000 • •
34245.000 • •
34246.000 • •
34247.000 • •
34254.000 • •
34255.000 • •
34290.000 • •
34291.000 • •
34296.000 • •
34297.000 • •
34302.000 • •
34303.000 • •
34304.000 • •
34305.000 • •
34306.000 • •
34307.000 • •
34308.000 • •
34309.000 • •
34310.000 • •
34311.000 • •
34312.000 • •
34313.000 • •

34275.000
34279.000
Spherolit reflector,
narrow spot
Reflector replace-
ment without
tools: aluminium,
silver, mirror-fin-
ish anodised.

34276.000
34280.000
Spherolit reflector,
spot
Reflector replace-
ment without
tools: aluminium,
silver, mirror-fin-
ish anodised.

34277.000
34281.000
Spherolit reflector,
flood
Reflector replace-
ment without
tools: aluminium,
silver, mirror-fin-
ish anodised.

34278.000
34282.000
Spherolit reflector,
wide flood
Reflector replace-
ment without
tools: aluminium,
silver, mirror-fin-
ish anodised.

34262.000
Skintone filter

34264.000
Daylight conver-
sion filter

34266.000
Colour filter
Magenta

34268.000
Colour filter
Amber

Powercast Accessories
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34270.000
Colour filter
Sky blue

34272.000
Colour filter
Night blue

34260.000
34261.000
Anti-glare cylinder
Metal, black.

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

Powercast Floodlight with LED

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 854

34257.000 Graphit m
LED 27W 2160lm 4000K neutral white
Version 3
Spherolit lens, oval flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
51° 18°

1 4791 0.95 0.32
2 1198 1.91 0.63
3 532 2.86 0.95
4 299 3.82 1.27
5 192 4.77 1.58

34256.000 Graphit m
LED 27W 1740lm 3000K warm white
Version 3
Spherolit lens, oval flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
51° 18°

1 3859 0.95 0.32
2 965 1.91 0.63
3 429 2.86 0.95
4 241 3.82 1.27
5 154 4.77 1.58

34293.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 3
Spherolit lens, oval flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
50° 18°

1 6696 0.93 0.32
2 1674 1.87 0.63
3 744 2.80 0.95
4 418 3.73 1.27
5 268 4.66 1.58

34292.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 3
Spherolit lens, oval flood
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
50° 18°

1 5394 0.93 0.32
2 1348 1.87 0.63
3 599 2.80 0.95
4 337 3.73 1.27
5 216 4.66 1.58

Powercast Accessories
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Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 854

34299.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 3
Spherolit lens, oval flood
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
51° 18°

1 8937 0.95 0.32
2 2234 1.91 0.63
3 993 2.86 0.95
4 559 3.82 1.27
5 357 4.77 1.58

34298.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 3
Spherolit lens, oval flood
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
51° 18°

1 7199 0.95 0.32
2 1800 1.91 0.63
3 800 2.86 0.95
4 450 3.82 1.27
5 288 4.77 1.58

Powercast Floodlight for low-voltage halogen lamps

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic transformer 230/240/12V.
Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement. Concealed fixing
ring for accessories.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 90° rotation.
Fitting the mounting bracket to the
housing must be done on site.
Use dimmers for electronic transformers
(trailing edge).

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 854

34222.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood
Maximum wind load area 0.063m2

Weight 4.60kg
LMF E
IkrrIP65

QT12-ax

h(m) E(lx) D(m)
107° 39°

1 1037 2.70 0.71
2 259 5.41 1.42
3 115 8.11 2.12
4 65 10.81 2.83
5 41 13.51 3.54

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic transformer, 230-240/12V,
with plug and play connectivity. Two
cable entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for

lamp replacement. Concealed fixing
ring for accessories.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 90° rotation.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 854

34228.000 Graphit m DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, oval flood
Maximum wind load area 0.063m2

Weight 4.70kg
LMF E
krrIP65

QT12-ax

h(m) E(lx) D(m)
107° 39°

1 1037 2.70 0.71
2 259 5.41 1.42
3 115 8.11 2.12
4 65 10.81 2.83
5 41 13.51 3.54

Powercast Floodlight with LED
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Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for

lamp replacement. Concealed fixing
ring for accessories.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 90° rotation.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 854

34212.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, oval flood
Maximum wind load area 0.063m2

Weight 4.65kg
LMF E
I5

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
104° 38°

1 946 2.56 0.69
2 237 5.12 1.38
3 105 7.68 2.07
4 59 10.24 2.75
5 38 12.80 3.44

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Control gear 230V, 50Hz, with temper-
ature controller, timed-ignitor, capa-
citor. Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement. Concealed fixing
ring for accessories.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 90° rotation.
Fitting the mounting bracket to the
housing must be done on site.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 854

34213.000 Graphit m
HIT-CE 35W G12 3300lm
Spherolit reflector, oval flood
Maximum wind load area 0.063m2

Weight 5.40kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
104° 36°

1 1882 2.56 0.65
2 470 5.12 1.30
3 209 7.68 1.95
4 118 10.24 2.60
5 75 12.80 3.25

34214.000 Graphit m
HIT-CE 70W G12 6600lm
Spherolit reflector, oval flood
Maximum wind load area 0.063m2

Weight 5.80kg
LMF E
I5

krrIP65

HIT-CE

h(m) E(lx) D(m)
104° 37°

1 3557 2.56 0.67
2 889 5.12 1.34
3 395 7.68 2.01
4 222 10.24 2.68
5 142 12.80 3.35

Powercast Floodlight for metal halide lamps
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Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Control gear 230V, 50Hz, with temper-
ature controller, timed-ignitor, capa-
citor. Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement. Concealed fixing
ring for accessories.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 90° rotation.
Fitting the mounting bracket to the
housing must be done on site.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 854

34234.000 Graphit m
HIT-CE 150W G12 14000lm
Spherolit reflector, oval flood
Maximum wind load area 0.119m2

Weight 8.80kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
118° 50°

1 5891 3.33 0.93
2 1473 6.66 1.87
3 655 9.99 2.80
4 368 13.31 3.73
5 236 16.64 4.66

34240.000 Graphit m
HIT-CE 250W G12 23000lm
Spherolit reflector, oval flood
Maximum wind load area 0.119m2

Weight 10.00kg
LMF E
5krrIP65

HIT-CE

h(m) E(lx) D(m)
116° 50°

1 10276 3.20 0.93
2 2569 6.40 1.87
3 1142 9.60 2.80
4 642 12.80 3.73
5 411 16.00 4.66

Powercast Floodlight for metal halide lamps
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34214.000 • • •
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34234.000 • • •
34240.000 • •
34256.000 • •
34257.000 • •
34292.000 • •
34293.000 • •
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34299.000 • •

34283.000
34284.000
Softec lens

34262.000
Skintone filter

34264.000
Daylight conver-
sion filter

34266.000
Colour filter
Magenta

34268.000
Colour filter
Amber

34270.000
Colour filter
Sky blue

34272.000
Colour filter
Night blue

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

Powercast Lens wallwasher with LED

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 855

34259.000 Graphit m
LED 27W 2160lm 4000K neutral white
Version 3
Spherolit lens, wallwash
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 211 156 118

Powercast Accessories
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34258.000 Graphit m
LED 27W 1740lm 3000K warm white
Version 3
Spherolit lens, wallwash
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.50 1.75 2.00
Luminaire spacing (m) 1.50 1.75 2.00
Illuminance En (lx) 170 126 95

34295.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 3
Spherolit lens, wallwash
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 193 156 128

34294.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 3
Spherolit lens, wallwash
Maximum wind load area 0.063m2

Weight 4.50kg
LMF E
krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 6.0
Offset from wall (m) 1.75 2.00 2.25
Luminaire spacing (m) 1.75 2.00 2.25
Illuminance En (lx) 155 126 103

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories see below

34301.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 3
Spherolit lens, wallwash
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 8.0
Offset from wall (m) 2.00 2.25 2.50 2.75
Luminaire spacing (m) 2.00 2.25 2.50 2.75
Illuminance En (lx) 169 145 125 108

34300.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 3
Spherolit lens, wallwash
Maximum wind load area 0.119m2

Weight 8.00kg
LMF E
krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 8.0
Offset from wall (m) 2.00 2.25 2.50 2.75
Luminaire spacing (m) 2.00 2.25 2.50 2.75
Illuminance En (lx) 130 111 96 84

Powercast Accessories
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34258.000 • •
34259.000 • •
34294.000 • •
34295.000 • •
34300.000 • •
34301.000 • •

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

Powercast Lens wallwasher with LED
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856

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic transformer 230/240/12V.
Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 360° rotation.
Fitting the mounting bracket to the
housing must be done on site.
Use dimmers for electronic transformers
(trailing edge).

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 858

34223.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, washlight
Maximum wind load area 0.063m2

Weight 4.60kg
LMF E
IkrrIP65

QT12-ax

Mean illuminance En (wall)
Angle of tilt 70°
Wall height (m) 3.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.25
Illuminance En (lx) 241 207 153 136

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic transformer, 230-240/12V,
with plug and play connectivity. Two
cable entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Hinge open for
lamp replacement.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 360° rotation.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 858

34229.000 Graphit m DALI
QT12-ax 100W 12V GY6.35 2200lm
Spherolit reflector, washlight
Maximum wind load area 0.063m2

Weight 4.70kg
LMF E
krrIP65

QT12-ax

Mean illuminance En (wall)
Angle of tilt 70°
Wall height (m) 3.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.25
Illuminance En (lx) 241 207 153 136

Powercast Wallwasher for metal halide lamps

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Electronic control gear. Two cable
entries with M25 cable glands.
Through-wiring possible. 5-pole ter-
minal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.

Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 360° rotation.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 858

34215.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Spherolit reflector, washlight
Maximum wind load area 0.063m2

Weight 4.65kg
LMF E
I5

krrIP65

HIT-TC-CE

Mean illuminance En (wall)
Angle of tilt 55°
Wall height (m) 3.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 1.75 2.00 2.25
Illuminance En (lx) 184 158 118 105

Powercast Wallwasher for low-voltage halogen lamps
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857

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Control gear 230V, 50Hz, with temper-
ature controller, timed-ignitor, capa-
citor. Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Hinge open for
lamp replacement.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 360° rotation.
Fitting the mounting bracket to the
housing must be done on site.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 858

34216.000 Graphit m
HIT-CE 35W G12 3300lm
Spherolit reflector, washlight
Maximum wind load area 0.063m2

Weight 5.40kg
LMF E
I5

krrIP65

HIT-CE

Mean illuminance En (wall)
Angle of tilt 55°
Wall height (m) 4.0
Offset from wall (m) 2.00 2.00 2.50
Luminaire spacing (m) 2.00 2.50 2.50
Illuminance En (lx) 186 149 134

34217.000 Graphit m
HIT-CE 70W G12 6600lm
Spherolit reflector, washlight
Maximum wind load area 0.063m2

Weight 5.80kg
LMF E
I5

krrIP65

HIT-CE

Mean illuminance En (wall)
Angle of tilt 55°
Wall height (m) 6.0
Offset from wall (m) 2.50 3.00 3.50
Luminaire spacing (m) 2.50 3.00 3.50
Illuminance En (lx) 203 158 127

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated. Optimised sur-
face for reduced accumulation of dirt.
Mounting bracket: corrosion-resistant
aluminium, double powder-coated.
Housing: ± 90° tilt.
Control gear 230V, 50Hz, with temper-
ature controller, timed-ignitor, capa-
citor. Two cable entries with M25 cable
glands. Through-wiring possible. 5-pole
terminal block.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement. Concealed fixing
ring for accessories.
Reflector replacement without tools:
aluminium, silver, mirror-finish anod-
ised. 360° rotation.
Fitting the mounting bracket to the
housing must be done on site.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 858

34235.000 Graphit m
HIT-CE 150W G12 14000lm
Spherolit reflector, washlight
Maximum wind load area 0.119m2

Weight 8.80kg
LMF E
5krrIP65

HIT-CE

Mean illuminance En (wall)
Angle of tilt 55°
Wall height (m) 8.0
Offset from wall (m) 3.00 4.00 5.00
Luminaire spacing (m) 3.00 4.00 5.00
Illuminance En (lx) 279 189 137

34241.000 Graphit m
HIT-CE 250W G12 23000lm
Spherolit reflector, washlight
Maximum wind load area 0.119m2

Weight 10.00kg
LMF E
5krrIP65

HIT-CE

Mean illuminance En (wall)
Angle of tilt 55°
Wall height (m) 10.0
Offset from wall (m) 4.00 4.00 5.00
Luminaire spacing (m) 4.00 4.50 5.00
Illuminance En (lx) 273 243 203

Powercast Wallwasher for metal halide lamps
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34283.000
34284.000
Softec lens

34262.000
Skintone filter

34264.000
Daylight conver-
sion filter

34266.000
Colour filter
Magenta

34268.000
Colour filter
Amber

34270.000
Colour filter
Sky blue

34272.000
Colour filter
Night blue

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

Powercast Accessories
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859

The Grasshopper range with its 
versatile mounting possibilities 
and the lockable hinge is suit-
able for flexible accent lighting 
and floodlighting in the outdoor 
area. The compact design with 
low power rating lamps is used, 
for example, for the lighting of 
façades, details, objects such  
as company signs or sculptures, 
plants and trees. The optical 
 systems feature the innovative 
Spherolit technology enabling 
the options of narrow spot, spot, 
flood, wide flood, oval flood or 
wallwash light distribution. The 
control gear is separate from the 
light head and ensures optimal 
heat management to protect the 
electronic components.

Grasshopper Projectors, floodlights, wallwashers

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Projectors
Narrow to very wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

LED
9W -  20W
580lm -  1620lm
Narrow spot, spot, flood, wide flood
Optional: DALI, varychrome

Low- voltage halogen lamps
50W
1250lm
Spot, flood, wide flood

High- pressure discharge lamps
20W -  35W
1800lm -  3900lm
Spot, flood, wide flood

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

LED
13W -  20W
870lm -  1620lm
Optional: DALI

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
13W -  20W
870lm -  1620lm
Optional: DALI
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860

LED technology
The maintenance- free 
 Grasshoppers with LEDs are 
designed for outdoor use in 
 places that are difficult to 
 access. The Grasshopper pro-
jectors are ideal  for high-
lighting  façade details,  sculp-
tures,  plants and trees and are 
available with white LEDs and 
in DALI-  controlled varychrome 
technol ogy. They have a robust 
multi- powder-  coated IP65 cast 
alu minium  housing and can be 
 accurately adjusted due to their 
rigid  hinges. The control gear 
housing is separate from the light 
head and provides optimal oper-
ating conditions for the elec-
tronic components.

The DALI- com-
patible lumi -
naires have digi-
tal control gear 
which allows 
each luminaire 
to be individ ually 
addressed, for  
example by using 
the ERCO Light 
System DALI with 
integral ERCO 
Light Studio soft-
ware.

LED heat management 
Like other lamps, high- power 
LEDs generate heat. To prevent 
the luminous flux and life of the 
lamp from decreasing drastically, 
the maximum junction tempera-
ture must not be exceeded even 
during continuous operation. 
ERCO places particular impor-
tance on heat management in  
its luminaires to ensure that the 
LED modules remain below the 
critical temperature range and 
operate at full output through-
out their lives. Mounting the 
LED module directly on metal-
core PCBs effectively dissipates 

the heat to the luminaire hous-
ing. The form, design and mate-
rial of the housing all contribute 
to  effective heat management. 
Extensive simulations and tests 
in the development phase ensure 
the success of the production 
procedures used.

Spot
This is the stand-
ard character-
istic for accent 
lighting for 
objects of all 
kinds,  especially 
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

Wallwash
The light distri-
bution of the lens 
wallwasher is 
designed to pro-
duce very good 
uniformity.

Narrow spot
Used to accen-
tuate small 
objects with high 
light  intensity  
or to project  
over greater dis-
tances between 
the luminaire  
and the  target 
object. Beam 
angle: < 10°.

Grasshopper Projectors, floodlights, wallwashers
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Compact light head with non-reflecting

safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34084.000 Graphit m
LED 9W 720lm 4000K neutral white
Version 4
Spherolit lens, narrow spot

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
6°

2 8737 0.21
4 2184 0.42
6 971 0.63
8 546 0.84
10 349 1.05

34085.000 Graphit m
LED 9W 580lm 3000K warm white
Version 4
Spherolit lens, narrow spot

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
6°

2 7038 0.21
4 1760 0.42
6 782 0.63
8 440 0.84
10 282 1.05

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
DALI control gear, with plug and play
connectivity. 2 cable entries. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Compact light head with non-reflecting

safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34086.000 Graphit m DALI
LED 9W 720lm 4000K neutral white
Version 4
Spherolit lens, narrow spot

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
6°

2 8737 0.21
4 2184 0.42
6 971 0.63
8 546 0.84
10 349 1.05

34087.000 Graphit m DALI
LED 9W 580lm 3000K warm white
Version 4
Spherolit lens, narrow spot

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
6°

2 7038 0.21
4 1760 0.42
6 782 0.63
8 440 0.84
10 282 1.05

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Compact light head with non-reflecting

safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34021.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, spot

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
17°

1 8563 0.30
2 2141 0.60
3 951 0.90
4 535 1.20
5 343 1.49

34030.000 Graphit m
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, spot

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
17°

1 6898 0.30
2 1725 0.60
3 766 0.90
4 431 1.20
5 276 1.49

Grasshopper Projector with LED
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34034.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
27°

1 3943 0.48
2 986 0.96
3 438 1.44
4 246 1.92
5 158 2.40

34035.000 Graphit m
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
27°

1 3177 0.48
2 794 0.96
3 353 1.44
4 199 1.92
5 127 2.40

34036.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, wide flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
46°

1 1306 0.85
2 327 1.70
3 145 2.55
4 82 3.40
5 52 4.24

34037.000 Graphit m
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, wide flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
46°

1 1052 0.85
2 263 1.70
3 117 2.55
4 66 3.40
5 42 4.24

34088.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 4
Spherolit lens, spot

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
16°

1 12612 0.28
2 3153 0.56
3 1401 0.84
4 788 1.12
5 504 1.41

34089.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 4
Spherolit lens, spot

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
16°

1 10160 0.28
2 2540 0.56
3 1129 0.84
4 635 1.12
5 406 1.41

34090.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 4
Spherolit lens, flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
27°

1 5796 0.48
2 1449 0.96
3 644 1.44
4 362 1.92
5 232 2.40

34091.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 4
Spherolit lens, flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
27°

1 4669 0.48
2 1167 0.96
3 519 1.44
4 292 1.92
5 187 2.40

34092.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 4
Spherolit lens, wide flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
46°

1 1881 0.85
2 470 1.70
3 209 2.55
4 118 3.40
5 75 4.24

34093.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 4
Spherolit lens, wide flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
46°

1 1515 0.85
2 379 1.70
3 168 2.55
4 95 3.40
5 61 4.24

Grasshopper Projector with LED
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
DALI control gear, with plug and play
connectivity. 2 cable entries. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Compact light head with non-reflecting

safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34039.000 Graphit m DALI
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, spot

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
17°

1 8563 0.30
2 2141 0.60
3 951 0.90
4 535 1.20
5 343 1.49

34038.000 Graphit m DALI
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, spot

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
17°

1 6898 0.30
2 1725 0.60
3 766 0.90
4 431 1.20
5 276 1.49

34041.000 Graphit m DALI
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, flood

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
27°

1 3943 0.48
2 986 0.96
3 438 1.44
4 246 1.92
5 158 2.40

34040.000 Graphit m DALI
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, flood

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
27°

1 3177 0.48
2 794 0.96
3 353 1.44
4 199 1.92
5 127 2.40

34043.000 Graphit m DALI
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, wide flood

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
46°

1 1306 0.85
2 327 1.70
3 145 2.55
4 82 3.40
5 52 4.24

34042.000 Graphit m DALI
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, wide flood

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
46°

1 1052 0.85
2 263 1.70
3 117 2.55
4 66 3.40
5 42 4.24

Grasshopper Projector with LED

RDS Radio Di-
mensione Suono
headquarter,
Rome. Archi-
tect: Nigel Rayan.
Lighting design:
Baldieri, Rome.
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
2 cable entries. Through-wiring possible.
5-pole terminal block. DALI control gear,
with plug and play connectivity for
ERCO RGB varychrome colour mixing.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Compact light head with non-reflecting
safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34029.000 Graphit m DALI
LED 12W 375lm red, green, blue
Version 2
Spherolit lens, spot
Colour compensation for precise light
colour.

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
15°

1 2768 0.26
2 692 0.53
3 308 0.79
4 173 1.05
5 111 1.32

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 135 620-625 97
Green 180 525-530 77
Blue 60 465-470 97

Grasshopper Projector for low-voltage halogen lamps

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
Electronic transformer 230/240/12V.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver, mirror-
finish anodised.
Compact light head with safety glass.
Corrosion-resistant cast aluminium,

double powder-coated. Improved lamp
screening for highest visual comfort.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34031.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, spot

Weight 2.30kg
LMF E
5p

krrIP65

QT12-ax-RE

h(m) E(lx) D(m)
15°

1 8268 0.26
2 2067 0.53
3 919 0.79
4 517 1.05
5 331 1.32

34032.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, flood

Weight 2.30kg
LMF E
5p

krrIP65

QT12-ax-RE

h(m) E(lx) D(m)
33°

1 1897 0.59
2 474 1.18
3 211 1.78
4 119 2.37
5 76 2.96

34033.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm
Spherolit reflector, wide flood

Weight 2.30kg
LMF E
5p

krrIP65

QT12-ax-RE

h(m) E(lx) D(m)
46°

1 976 0.85
2 244 1.70
3 108 2.55
4 61 3.40
5 39 4.24

Grasshopper Projector RGB varychrome with LED
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Reflector: aluminium, silver, mirror-
finish anodised.
Compact light head with safety glass.
Corrosion-resistant cast aluminium,

double powder-coated. Improved lamp
screening for highest visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34022.000 Graphit m ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, spot

Weight 2.30kg
LMF E
5p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
15°

1 10049 0.26
2 2512 0.53
3 1117 0.79
4 628 1.05
5 402 1.32

34023.000 Graphit m ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, flood

Weight 2.30kg
LMF E
5p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
31°

1 2779 0.55
2 695 1.11
3 309 1.66
4 174 2.22
5 111 2.77

34024.000 Graphit m ECG
HIT-TC-CE 20W G8.5 1800lm
Spherolit reflector, wide flood

Weight 2.30kg
LMF E
5p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
45°

1 1456 0.83
2 364 1.66
3 162 2.49
4 91 3.31
5 58 4.14

34025.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, spot

Weight 2.30kg
LMF E
5p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
16°

1 18664 0.28
2 4666 0.56
3 2074 0.84
4 1167 1.12
5 747 1.41

34026.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, flood

Weight 2.30kg
LMF E
5p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
31°

1 6368 0.55
2 1592 1.11
3 708 1.66
4 398 2.22
5 255 2.77

34027.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, wide flood

Weight 2.30kg
LMF E
5p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
46°

1 3207 0.85
2 802 1.70
3 356 2.55
4 200 3.40
5 128 4.24

Grasshopper Projector with cantilever for metal halide lamps

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
Cantilever: corrosion-resistant alu-
minium tube.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Reflector: aluminium, silver, mirror-
finish anodised. Sculpture lens for

uniform illumination of areas in close
proximity.
Compact light head with improved
lamp screening for highest visual
comfort. Corrosion-resistant cast alu-
minium, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34028.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Spherolit reflector, spot
Sculpture lens

Weight 3.55kg
LMF E
5p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
19° 47°

1 5892 0.33 0.87
2 1473 0.67 1.74
3 655 1.00 2.61
4 368 1.34 3.48
5 236 1.67 4.35

Grasshopper Projector for metal halide lamps
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.

Compact light head with non-reflecting
safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34044.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, oval flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
55° 19°

1 1909 1.04 0.33
2 477 2.08 0.67
3 212 3.12 1.00
4 119 4.16 1.34
5 76 5.21 1.67

34045.000 Graphit m
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, oval flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
55° 19°

1 1538 1.04 0.33
2 384 2.08 0.67
3 171 3.12 1.00
4 96 4.16 1.34
5 62 5.21 1.67

34094.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 4
Spherolit lens, oval flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
54° 19°

1 2748 1.02 0.33
2 687 2.04 0.67
3 305 3.06 1.00
4 172 4.08 1.34
5 110 5.10 1.67

34095.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 4
Spherolit lens, oval flood

Weight 2.30kg
LMF E
I3p

krrIP65

LED

h(m) E(lx) D(m)
54° 19°

1 2214 1.02 0.33
2 553 2.04 0.67
3 246 3.06 1.00
4 138 4.08 1.34
5 89 5.10 1.67

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
DALI control gear, with plug and play
connectivity. 2 cable entries. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. Lens mountable
turned through 90°.

Compact light head with non-reflecting
safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34014.000 Graphit m DALI
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, oval flood

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
55° 19°

1 1909 1.04 0.33
2 477 2.08 0.67
3 212 3.12 1.00
4 119 4.16 1.34
5 76 5.21 1.67

34015.000 Graphit m DALI
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, oval flood

Weight 2.30kg
LMF E
3p

krrIP65

LED

h(m) E(lx) D(m)
55° 19°

1 1538 1.04 0.33
2 384 2.08 0.67
3 171 3.12 1.00
4 96 4.16 1.34
5 62 5.21 1.67

Grasshopper Floodlight with LED
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Compact light head with non-reflecting

safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34046.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, wallwash

Weight 2.30kg
LMF E
I3p

krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 205 140 98

34047.000 Graphit m
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, wallwash

Weight 2.30kg
LMF E
I3p

krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 165 113 79

34096.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 4
Spherolit lens, wallwash

Weight 2.30kg
LMF E
I3p

krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.25 1.50
Illuminance En (lx) 181 163 136

34097.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 4
Spherolit lens, wallwash

Weight 2.30kg
LMF E
I3p

krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 4.0
Offset from wall (m) 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.25 1.50
Illuminance En (lx) 146 132 110

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface for
reduced accumulation of dirt. Hinge
with scale and internal wiring.
Housing 80° tiltable, rotatable through
360°.
DALI control gear, with plug and play
connectivity. 2 cable entries. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Compact light head with non-reflecting

safety glass. Corrosion-resistant cast
aluminium, double powder-coated.
Improved lamp screening for highest
visual comfort.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 868

34016.000 Graphit m DALI
LED 13W 1080lm 4000K neutral white
Version 4
Spherolit lens, wallwash

Weight 2.30kg
LMF E
3p

krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 205 140 98

34017.000 Graphit m DALI
LED 13W 870lm 3000K warm white
Version 4
Spherolit lens, wallwash

Weight 2.30kg
LMF E
3p

krrIP65

LED

Mean illuminance En (wall)
Angle of tilt 35°
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.50
Luminaire spacing (m) 1.00 1.25 1.50
Illuminance En (lx) 165 113 79

Grasshopper Lens wallwasher with LED
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34014.000 • • •
34015.000 • • •
34016.000 • • •
34017.000 • • •
34021.000 • • •
34022.000 • • • •
34023.000 • • •
34024.000 • • •
34025.000 • • • •
34026.000 • • •
34027.000 • • •
34028.000 • • •
34029.000 • • •
34030.000 • • •
34031.000 • • •
34032.000 • • •
34033.000 • • •
34034.000 • • •
34035.000 • • •
34036.000 • • •
34037.000 • • •
34038.000 • • •
34039.000 • • •
34040.000 • • •
34041.000 • • •
34042.000 • • •
34043.000 • • •
34044.000 • • •
34045.000 • • •
34046.000 • • •
34047.000 • • •
34084.000 • • •
34085.000 • • •
34086.000 • • •
34087.000 • • •
34088.000 • • •
34089.000 • • •
34090.000 • • •
34091.000 • • •
34092.000 • • •
34093.000 • • •
34094.000 • • •
34095.000 • • •
34096.000 • • •
34097.000 • • •

34949.000
Sculpture lens

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33973.000
Ground spike
Metal, hot-dip galvanised.
Cable entry.
Weight 0.48kg

34990.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.16kg

Grasshopper Accessories

Leonardo Glass
Cube, Bad Driburg.
Architect: 3de-
luxe, Wiesbaden.
Lighting design:
Atelier Schiefer,
Leverkusen.
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869

Beamer projectors and  floodlights, 
with their rotationally or  axially 
symmetrical light intensity dis-
tribution, are suitable for a wide 
range of lighting tasks, e.g. accent 
lighting on vegetation or flood-
lighting of façades. Even over 
great distances, the lighting tech-
nology of the Beamer  projectors 
produces an even, soft edged 
beam of light. The front section is 
designed as a snoot and ensures 
optimum anti- glare protection. 
The oval light distribution of the 
Beamer floodlights allows the 
luminaire to be placed closer to 
objects. They are therefore partic-
ularly suitable for efficient light-
ing of façade surfaces as well as 
trees.

Beamer  Projectors, floodlights

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Projectors
Narrow to very wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

LED
4.5W -  54W
290lm -  4320lm
Narrow spot, spot, flood, wide flood

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Spot

PAR lamps
120W -  300W
1300lm -  3000lm

High- pressure discharge lamps
20W -  400W
1800lm -  35000lm
Spot

LED
13W -  54W
870lm -  4320lm
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870

Beamer  Projectors, floodlights

LED technology
The quality of the optical systems 
has a major influence on the over-
all efficiency of an LED. With the 
goal of producing directed light, 
ERCO uses optical projection sys-
tems that have been designed  
and built in- house. A  collimator  
as a secondary lens forms the 
interface between the LED lens 
on the  printed circuit board and 
the interchangeable Spherolit 
lens, which then acts as a tertiary 
lens. This system design gives the 
ERCO user a unique variety of 
light  distributions for professional 
 lighting design applications. Dec-
ades of experience in injection-
moulded polymers ensure the 
highest quality levels from our  
in- house production plant.

An extensive 
range of mount-
ing accessories is 
shared by Beamer, 
Focalflood and 
Parscoop. These 
accessories ena-
ble the optimum 
mounting posi-
tion in all situa-
tions, whether on 
the building itself 
or in the grounds. 

The pivot bracket 
with scale allows 
accurate align-
ment.

Narrow spot
To accentuate 
smaller objects 
with high illu-  
minance or to  
cover considera-  
ble distances  
between lumi-
naire and object.  
Beam angle:  
< 10°.

Spot
This is the stand-
ard character -  
istic for accent 
lighting for 
objects of all 
kinds,  especially  
to reveal the 
three-  dimensional 
shape. Beam 
angle: 10°–20°.

Flood
Used for efficient 
accentua tion 
of large objects 
or to  uniformly 
emphasise a 
complete  spatial 
zone. Beam 
angle: 25°–35°.

Oval flood
The oval flood 
Spherolit lens  
has an axially 
symmetrical light 
intensity distri-
bution, produc-
ing an oval beam 
of approx. 20° 
to 60°.

Wide flood
Used for flexible, 
flooding illumi-
nation of surface 
areas and spa-
tial zones, espe-
cially useful for 
the presentation 
of goods. Beam 
angle: > 45°.

The primary lens 
(1) is  mounted 
directly on the 
LED chip and 
 produces a hem-
ispherical beam 
emission. As a 
secondary lens, 
the collimator (2) 
aligns the rays of 
light into a paral-
lel beam, enabling 
different tertiary 
lenses to be add-
ed. After  focusing 
the beam, it is the 
Spherolit tertiary 
lens (3) that then 
determines the 
light distribution.

To ensure high 
efficiency and an 
excellent  lighting 
quality, ERCO 
uses optical pro-
jection systems 
that have been 
designed and 
built in- house.  
A collimator as 
a secondary lens 
forms the inter-
face between the 
LED lens and the 
Spherolit lens, 
which then acts 
as a tertiary lens. 

The Spherolit 
 lenses are easily 
replaced without 
tools meaning 
that the light dis-
tribution patterns 
can be changed 
to suit various 
lighting tasks. 

Beam characteristics with Spherolit lenses for LEDs
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 883

34421.000 Graphit m
LED 4.5W 360lm 4000K neutral white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
6°

2 3761 0.21
4 940 0.42
6 418 0.63
8 235 0.84
10 150 1.05

34420.000 Graphit m
LED 4.5W 290lm 3000K warm white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
6°

2 3030 0.21
4 758 0.42
6 337 0.63
8 189 0.84
10 121 1.05

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 883

34423.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, spot
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
16°

2 1712 0.56
4 428 1.12
6 190 1.69
8 107 2.25
10 68 2.81

34422.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, spot
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
16°

2 1379 0.56
4 345 1.12
6 153 1.69
8 86 2.25
10 55 2.81

34425.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, flood
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 666 1.03
4 166 2.07
6 74 3.10
8 42 4.14
10 27 5.17

34424.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, flood
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 536 1.03
4 134 2.07
6 60 3.10
8 34 4.14
10 21 5.17

34427.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
44°

2 325 1.62
4 81 3.23
6 36 4.85
8 20 6.46
10 13 8.08

34426.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
44°

2 262 1.62
4 65 3.23
6 29 4.85
8 16 6.46
10 10 8.08

Beamer Projector with mounting plate and LED
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 883

34401.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 14139 0.24
4 3535 0.49
6 1571 0.73
8 884 0.98
10 566 1.22

34400.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 11390 0.24
4 2847 0.49
6 1266 0.73
8 712 0.98
10 456 1.22

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 883

34403.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, spot
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
17°

2 4812 0.60
4 1203 1.20
6 535 1.79
8 301 2.39
10 192 2.99

34402.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, spot
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
17°

2 3876 0.60
4 969 1.20
6 431 1.79
8 242 2.39
10 155 2.99

34405.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, flood
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
27°

2 2181 0.96
4 545 1.92
6 242 2.88
8 136 3.84
10 87 4.80

34404.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, flood
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
27°

2 1759 0.96
4 440 1.92
6 195 2.88
8 110 3.84
10 70 4.80

34407.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.06m2

Weight 6.90kg
LMF D
krrIP65

LED

h(m) E(lx) D(m)
42°

2 884 1.54
4 221 3.07
6 98 4.61
8 55 6.14
10 35 7.68

34406.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
42°

2 712 1.54
4 178 3.07
6 79 4.61
8 44 6.14
10 28 7.68

Beamer Projector with mounting plate and LED
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 883

34411.000 Graphit m
LED 36W 2880lm 4000K neutral white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 21503 0.24
4 5376 0.49
6 2389 0.73
8 1344 0.98
10 860 1.22

34410.000 Graphit m
LED 36W 2320lm 3000K warm white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
7°

2 17322 0.24
4 4330 0.49
6 1925 0.73
8 1083 0.98
10 693 1.22

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 883

34413.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, spot
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
16°

2 7084 0.56
4 1771 1.12
6 787 1.69
8 443 2.25
10 283 2.81

34412.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, spot
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
16°

2 5706 0.56
4 1427 1.12
6 634 1.69
8 357 2.25
10 228 2.81

34415.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, flood
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 2847 1.03
4 712 2.07
6 316 3.10
8 178 4.14
10 114 5.17

34414.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, flood
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
29°

2 2293 1.03
4 573 2.07
6 255 3.10
8 143 4.14
10 92 5.17

34417.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
45°

2 1190 1.66
4 298 3.31
6 132 4.97
8 74 6.63
10 48 8.28

34416.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
45°

2 959 1.66
4 240 3.31
6 107 4.97
8 60 6.63
10 38 8.28

Beamer Projector with mounting plate and LED
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 884

34471.000 Graphit m
LED 4.5W 360lm 4000K neutral white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
6°

2 3761 0.21
4 940 0.42
6 418 0.63
8 235 0.84
10 150 1.05

34470.000 Graphit m
LED 4.5W 290lm 3000K warm white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
6°

2 3030 0.21
4 758 0.42
6 337 0.63
8 189 0.84
10 121 1.05

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 884

34473.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, spot
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
16°

2 1712 0.56
4 428 1.12
6 190 1.69
8 107 2.25
10 68 2.81

34472.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, spot
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
16°

2 1379 0.56
4 345 1.12
6 153 1.69
8 86 2.25
10 55 2.81

34475.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, flood
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
29°

2 666 1.03
4 166 2.07
6 74 3.10
8 42 4.14
10 27 5.17

34474.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, flood
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
29°

2 536 1.03
4 134 2.07
6 60 3.10
8 34 4.14
10 21 5.17

34477.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
44°

2 325 1.62
4 81 3.23
6 36 4.85
8 20 6.46
10 13 8.08

34476.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
44°

2 262 1.62
4 65 3.23
6 29 4.85
8 16 6.46
10 10 8.08

Beamer Projector with mounting bracket and LED
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 884

34451.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
7°

2 14139 0.24
4 3535 0.49
6 1571 0.73
8 884 0.98
10 566 1.22

34450.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
7°

2 11390 0.24
4 2847 0.49
6 1266 0.73
8 712 0.98
10 456 1.22

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 884

34453.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, spot
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
17°

2 4812 0.60
4 1203 1.20
6 535 1.79
8 301 2.39
10 192 2.99

34452.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, spot
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
17°

2 3876 0.60
4 969 1.20
6 431 1.79
8 242 2.39
10 155 2.99

34455.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, flood
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
27°

2 2181 0.96
4 545 1.92
6 242 2.88
8 136 3.84
10 87 4.80

34454.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, flood
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
27°

2 1759 0.96
4 440 1.92
6 195 2.88
8 110 3.84
10 70 4.80

34457.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
42°

2 884 1.54
4 221 3.07
6 98 4.61
8 55 6.14
10 35 7.68

34456.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
42°

2 712 1.54
4 178 3.07
6 79 4.61
8 44 6.14
10 28 7.68

Beamer Projector with mounting bracket and LED
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 884

34461.000 Graphit m
LED 36W 2880lm 4000K neutral white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
7°

2 21503 0.24
4 5376 0.49
6 2389 0.73
8 1344 0.98
10 860 1.22

34460.000 Graphit m
LED 36W 2320lm 3000K warm white
Version 1
Spherolit lens, narrow spot
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
7°

2 17322 0.24
4 4330 0.49
6 1925 0.73
8 1083 0.98
10 693 1.22

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Screw-mounted cover with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 884

34463.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, spot
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
16°

2 7084 0.56
4 1771 1.12
6 787 1.69
8 443 2.25
10 283 2.81

34462.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, spot
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
16°

2 5706 0.56
4 1427 1.12
6 634 1.69
8 357 2.25
10 228 2.81

34465.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, flood
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
29°

2 2847 1.03
4 712 2.07
6 316 3.10
8 178 4.14
10 114 5.17

34464.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, flood
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
29°

2 2293 1.03
4 573 2.07
6 255 3.10
8 143 4.14
10 92 5.17

34467.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
45°

2 1190 1.66
4 298 3.31
6 132 4.97
8 74 6.63
10 48 8.28

34466.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, wide flood
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
45°

2 959 1.66
4 240 3.31
6 107 4.97
8 60 6.63
10 38 8.28

Beamer Projector with mounting bracket and LED
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Safety transformer 230/12V. 2 cable
entries. Through-wiring possible. 3-pole
terminal block.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 883

34000.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm
Spot reflector
Maximum wind load area 0.03m2

Weight 3.00kg
LMF E
I0 qp

krrIP65

QT12-ax-RE

h(m) E(lx) D(m)
9°

2 3726 0.31
4 932 0.63
6 414 0.94
8 233 1.26
10 149 1.57

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Safety transformer 230/12V. 2 cable
entries. Through-wiring possible. 3-pole
terminal block.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 883

34001.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
I0 qp

krrIP65

QT12-ax

h(m) E(lx) D(m)
10°

2 9300 0.35
4 2325 0.70
6 1033 1.05
8 581 1.40
10 372 1.75

Beamer Projector with mounting bracket for low-voltage halogen lamps

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Safety transformer 230/12V. Heat-
resistant cable with plug.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Mounting accessories to be ordered
separately.
Accessories page 884

34050.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm
Spot reflector
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
I0 qp

rIP44

QT12-ax-RE

h(m) E(lx) D(m)
9°

2 3726 0.31
4 932 0.63
6 414 0.94
8 233 1.26
10 149 1.57

Beamer Projector with mounting plate for low-voltage halogen lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Safety transformer 230/12V. Heat-
resistant cable with plug.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Mounting accessories to be ordered
separately.
Accessories page 884

34051.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
I0 qp

rIP44

QT12-ax

h(m) E(lx) D(m)
10°

2 9300 0.35
4 2325 0.70
6 1033 1.05
8 581 1.40
10 372 1.75

Beamer Projector with mounting plate for PAR lamps

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:

metal, black lacquered. Cut-off angle
50°. Without spill light.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 883

34003.000 Graphit m
PAR38 120W 230V E27 12°
PAR38 120W 230V E27 30°
Maximum wind load area 0.06m2

Weight 5.80kg
LMF E
I0 qp

krrIP65

PAR38

h(m) E(lx) D(m)
12°

2 2193 0.42
4 548 0.84
6 244 1.26
8 137 1.68
10 88 2.10

PAR38

h(m) E(lx) D(m)
30°

2 731 1.07
4 183 2.14
6 81 3.22
8 46 4.29
10 29 5.36

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:

metal, black lacquered. Cut-off angle
50°. Without spill light.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 883

34007.000 Graphit m
PAR56 300W 230V GX16d 9° 15°
PAR56 300W 230V GX16d 16° 40°
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
I0 qp

krrIP65

PAR56

h(m) E(lx) D(m)
9° 15°

2 8620 0.31 0.53
4 2155 0.63 1.05
6 958 0.94 1.58
8 539 1.26 2.11
10 345 1.57 2.63

PAR56

h(m) E(lx) D(m)
16° 40°

2 1940 0.56 1.46
4 485 1.12 2.91
6 216 1.69 4.37
8 121 2.25 5.82
10 78 2.81 7.28

Beamer Projector with mounting bracket for low-voltage halogen lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.

Mounting accessories to be ordered
separately.
Accessories page 884

34053.000 Graphit m
PAR38 120W 230V E27 12°
PAR38 120W 230V E27 30°
Maximum wind load area 0.06m2

Weight 5.10kg
LMF E
I0 qp

rIP44

PAR38

h(m) E(lx) D(m)
12°

2 2193 0.42
4 548 0.84
6 244 1.26
8 137 1.68
10 88 2.10

PAR38

h(m) E(lx) D(m)
30°

2 731 1.07
4 183 2.14
6 81 3.22
8 46 4.29
10 29 5.36

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.

Mounting accessories to be ordered
separately.
Accessories page 884

34063.000 Graphit m
PAR56 300W 230V GX16d 9° 15°
PAR56 300W 230V GX16d 16° 40°
Maximum wind load area 0.09m2

Weight 8.20kg
LMF E
I0 qp

rIP44

PAR56

h(m) E(lx) D(m)
9° 15°

2 8620 0.31 0.53
4 2155 0.63 1.05
6 958 0.94 1.58
8 539 1.26 2.11
10 345 1.57 2.63

PAR56

h(m) E(lx) D(m)
16° 40°

2 1940 0.56 1.46
4 485 1.12 2.91
6 216 1.69 4.37
8 121 2.25 5.82
10 78 2.81 7.28

Beamer Projector with mounting plate for metal halide lamps

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 883

34070.000 Graphit m ECG
HIT-CE 20W G12 1800lm
Spot reflector
Electronic control gear.
Maximum wind load area 0.06m2

Weight 7.00kg
LMF E
IkrrIP65

HIT-CE

h(m) E(lx) D(m)
7°

1 50654 0.12
2 12663 0.24
3 5628 0.37
4 3166 0.49
5 2026 0.61

Beamer Projector with mounting bracket for PAR lamps
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34004.000 Graphit m
HIT-CE 35W G12 3300lm
Spot reflector
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Maximum wind load area 0.06m2

Weight 7.00kg
LMF E
I0 qp

krrIP65

HIT-CE

h(m) E(lx) D(m)
9°

2 12753 0.31
4 3188 0.63
6 1417 0.94
8 797 1.26
10 510 1.57

34005.000 Graphit m
HIT-CE 70W G12 6600lm
Spot reflector
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Maximum wind load area 0.06m2

Weight 7.30kg
LMF E
I0 qp

krrIP65

HIT-CE

h(m) E(lx) D(m)
9°

2 19698 0.31
4 4924 0.63
6 2189 0.94
8 1231 1.26
10 788 1.57

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring pos-
sible. 3-pole terminal block. Control
gear, 230V, 50Hz, with temperature
controller, timer-ignitor. Capacitor.
Reflector: aluminium, silver, mirror-
finish anodised.

Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 883

34008.000 Graphit m
HIT-CE 150W G12 14000lm
Spot reflector
Maximum wind load area 0.09m2

Weight 10.60kg
LMF E
I0 qp

krrIP65

HIT-CE

h(m) E(lx) D(m)
8°

2 53987 0.28
4 13497 0.56
6 5999 0.84
8 3374 1.12
10 2159 1.40

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring pos-
sible. 3-pole terminal block. Control
gear, 230V, 50Hz, with temperature
controller, timer-ignitor. Capacitor.
Reflector: aluminium, silver, mirror-
finish anodised.

Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 885

34009.000 Graphit m
HIT-DE 250W Fc2 20000lm
Spot reflector
Maximum wind load area 0.18m2

Weight 19.50kg
LMF E
0 qp

krrIP65

HIT-DE

h(m) E(lx) D(m)
8°

2 104393 0.28
4 26098 0.56
6 11599 0.84
8 6525 1.12
10 4176 1.40

34010.000 Graphit m
HIT-DE 400W Fc2 35000lm
Spot reflector
Maximum wind load area 0.18m2

Weight 21.80kg
LMF E
0 qp

krrIP65

HIT-DE

h(m) E(lx) D(m)
9°

2 95966 0.31
4 23991 0.63
6 10663 0.94
8 5998 1.26
10 3839 1.57

Beamer Projector with mounting plate for metal halide lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:

metal, black lacquered. Cut-off angle
50°. Without spill light.
Mounting accessories to be ordered
separately.
Accessories page 884

34071.000 Graphit m ECG
HIT-CE 20W G12 1800lm
Spot reflector
Electronic control gear.
Maximum wind load area 0.06m2

Weight 6.50kg
LMF E
IrIP44

HIT-CE

h(m) E(lx) D(m)
7°

1 50654 0.12
2 12663 0.24
3 5628 0.37
4 3166 0.49
5 2026 0.61

34055.000 Graphit m
HIT-CE 35W G12 3300lm
Spot reflector
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Maximum wind load area 0.06m2

Weight 6.50kg
LMF E
I0 qp

rIP44

HIT-CE

h(m) E(lx) D(m)
9°

2 12753 0.31
4 3188 0.63
6 1417 0.94
8 797 1.26
10 510 1.57

34058.000 Graphit m
HIT-CE 70W G12 6600lm
Spot reflector
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Maximum wind load area 0.06m2

Weight 6.80kg
LMF E
I0 qp

rIP44

HIT-CE

h(m) E(lx) D(m)
9°

2 19698 0.31
4 4924 0.63
6 2189 0.94
8 1231 1.26
10 788 1.57

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Heat-resistant cable with plug.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Mounting accessories to be ordered
separately.
Accessories page 884

34065.000 Graphit m
HIT-CE 150W G12 14000lm
Spot reflector
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
I0 qp

rIP44

HIT-CE

h(m) E(lx) D(m)
8°

2 53987 0.28
4 13497 0.56
6 5999 0.84
8 3374 1.12
10 2159 1.40

Beamer Projector with mounting bracket for metal halide lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug. Control
gear, 230V, 50Hz, with temperature
controller, timer-ignitor. Capacitor.
Reflector: aluminium, silver, mirror-
finish anodised.
Screw-fastened snoot with safety glass:

corrosion-resistant cast aluminium,
double powder-coated. Cross-baffle:
metal, black lacquered. Cut-off angle
50°. Without spill light.
Mounting accessories to be ordered
separately.
Accessories page 885

34066.000 Graphit m
HIT-DE 250W Fc2 20000lm
Spot reflector
Maximum wind load area 0.18m2

Weight 18.80kg
LMF E
0 qprIP44

HIT-DE

h(m) E(lx) D(m)
8°

2 104393 0.28
4 26098 0.56
6 11599 0.84
8 6525 1.12
10 4176 1.40

34067.000 Graphit m
HIT-DE 400W Fc2 35000lm
Spot reflector
Maximum wind load area 0.18m2

Weight 21.10kg
LMF E
0 qprIP44

HIT-DE

h(m) E(lx) D(m)
9°

2 95966 0.31
4 23991 0.63
6 10663 0.94
8 5998 1.26
10 3839 1.57

Beamer

Beamer Projector with mounting bracket for metal halide lamps
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74473.000
74474.000
74492.000
77185.000
Sculpture lens

74437.000
74438.000
74439.000
74493.000
Softec lens

74471.000
74472.000
74482.000
74495.000
Skintone filter

74468.000
74469.000
74483.000
74494.000
Daylight conver-
sion filter

74431.000
74459.000
74463.000
74496.000
Interference
colour filter
Magenta

74432.000
74460.000
74464.000
74497.000
Interference
colour filter
Amber

74433.000
74461.000
74465.000
74498.000
Interference
colour filter
Sky blue

74434.000
74462.000
74466.000
74499.000
Interference
colour filter
Night blue

74402.000
Mounting ring
for max. 2 filters
or lenses.
Stainless steel,
black powder-
coated.

74403.000
Mounting ring
for max. 2 filters
or lenses.
Aluminium, black
powder-coated.

74404.000
Mounting ring
for max. 2 filters
or lenses.
Aluminium, black
powder-coated.

74407.000
Mounting ring
for max. 2 filters
or lenses.
Aluminium, black
powder-coated.

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34964.000
Cable junction box
Plastic, black.
Terminal block 2 of 5x2.5mm2. 1 fuse
D01 E14 10A.
Weight 0.25kg
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34965.000
Cable junction box
Plastic, grey.
Terminal block 2 of 5x6mm2. 1 fuse
D01 E14 10A.
Weight 0.55kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33974.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 2.30kg

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33979.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.25kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

33981.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.76kg

33982.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.70kg

34962.000
Post
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
3-pole terminal block for control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 5.60kg

34963.000
Post
for adapter sleeves.
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
IP44 protection mode when used with
relevant accessories.
Not for concrete anchor 33980.000 and
mounting plate 33982.000.
Weight 1.50kg

34958.000
Adapter sleeve
for poles ø 76mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Cantilever arms to be ordered separ-
ately.
Poles ø 76mm to be ordered separately.
Weight 3.80kg

34959.000
Adapter sleeve
for posts ø 89mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Posts ø 89mm and cantilever arms to be
ordered separately.
Weight 3.20kg
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34960.000
Adapter sleeve
for poles ø 76mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 2.55kg

34961.000
Adapter sleeve
for posts ø 89mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 1.95kg

34950.000
Cantilever arm
For mounting on adapter sleeve or wall.
For standing luminaire installation.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Inspection cover: corrosion-resistant
aluminium, double powder-coated in
graphit m.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 3.55kg

34957.000
Side-mounted sleeve
For mounting on adapter sleeve.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP65 only with moun-
ted luminaire.
Weight 0.90kg

34990.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.16kg

34991.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.23kg

Beamer Floodlight with mounting plate and LED

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens

made of optical polymer. Lens rotat-
able through 360°.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 890

34429.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
54° 17°

1 1833 1.02 0.30
2 458 2.04 0.60
3 204 3.06 0.90
4 115 4.08 1.20
5 73 5.10 1.49

34428.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.03m2

Weight 3.60kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
54° 17°

1 1477 1.02 0.30
2 369 2.04 0.60
3 164 3.06 0.90
4 92 4.08 1.20
5 59 5.10 1.49

Beamer Accessories
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888

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens

made of optical polymer. Lens rotat-
able through 360°.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 890

34409.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
40° 19°

1 5516 0.73 0.33
2 1379 1.46 0.67
3 613 2.18 1.00
4 345 2.91 1.34
5 221 3.64 1.67

34408.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.06m2

Weight 6.90kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
40° 19°

1 4443 0.73 0.33
2 1111 1.46 0.67
3 494 2.18 1.00
4 278 2.91 1.34
5 178 3.64 1.67

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
LED module: high-power LEDs on
metal-core PCB. Collimating lens

made of optical polymer. Lens rotat-
able through 360°.
Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Protection mode IP65: dust-proof and
water jet-proof.
Available from 2nd quarter 2012
Accessories page 890

34419.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
46° 19°

1 7544 0.85 0.33
2 1886 1.70 0.67
3 838 2.55 1.00
4 472 3.40 1.34
5 302 4.24 1.67

34418.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.09m2

Weight 9.10kg
LMF E
krrIP65

LED

h(m) E(lx) D(m)
46° 19°

1 6077 0.85 0.33
2 1519 1.70 0.67
3 675 2.55 1.00
4 380 3.40 1.34
5 243 4.24 1.67

Beamer Floodlight with mounting plate and LED

Indre Quay,
Haugesund. Ar-
chitect: Smedsvig
Landskapsarkitek-
ter AS, Bergen.
Electrical engin-
eering: Multicon-
sult AS, Nesttun;
Cowi AS, Hauge-
sund.

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:33

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0888_bild_erco_hk12.p1.pdf  Layer 2: 0888_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w888

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:33

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0888_bild_erco_hk12.p1.pdf  Layer 2: 0888_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w888



3466

3
4
6
6
6

3 4666666666

3
4

6
6

6
6
6
6
6
6

3
4

6
6
6

6
6
6
6
6
6

∅
96

∅
13

5

∅ 120

21
1

193

30° 30°

60° 60°

2600 cd

3466

3
4
6
6
6

3 4666666666

3
4

6
6

6
6
6
6
6
6

3
4

6
6
6

6
6
6
6
6
6

∅
96

∅
13

5

∅ 120

21
1

193

30° 30°

60° 60°

2600 cd

346666

3
46
6
6
6
6

3
4

6
6
6
6
6

3
4

6
6
6
6

3 4666666666

∅
16

0

∅
20

5

∅ 120

29
5

283

30° 30°

60° 60°

7500 cd

346666

3
46
6
6
6
6

3
4

6
6
6
6
6

3
4

6
6
6
6

3 4666666666

∅
16

0

∅
20

5

∅ 120

29
5

283

30° 30°

60° 60°

7500 cd

3466666

3
46
6
6
6
6
6

3 4666666666

3
4
6
6
6
6

3
4

6
6
6
6
6

∅
22

0

∅
27

4

∅ 120

334

34
6

30° 30°

60° 60°

11000 cd

3466666

3
46
6
6
6
6
6

3 4666666666

3
4
6
6
6
6

3
4

6
6
6
6
6

∅
22

0

∅
27

4

∅ 120

334

34
6

30° 30°

60° 60°

11000 cd

889

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 891

34479.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
54° 17°

1 1833 1.02 0.30
2 458 2.04 0.60
3 204 3.06 0.90
4 115 4.08 1.20
5 73 5.10 1.49

34478.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.03m2

Weight 2.80kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
54° 17°

1 1477 1.02 0.30
2 369 2.04 0.60
3 164 3.06 0.90
4 92 4.08 1.20
5 59 5.10 1.49

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 891

34459.000 Graphit m
LED 40W 3240lm 4000K neutral white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
40° 19°

1 5516 0.73 0.33
2 1379 1.46 0.67
3 613 2.18 1.00
4 345 2.91 1.34
5 221 3.64 1.67

34458.000 Graphit m
LED 40W 2610lm 3000K warm white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.06m2

Weight 6.40kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
40° 19°

1 4443 0.73 0.33
2 1111 1.46 0.67
3 494 2.18 1.00
4 278 2.91 1.34
5 178 3.64 1.67

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 130° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
LED module: high-power LEDs on
metal-core PCB. Collimating lens
made of optical polymer. Lens rotat-
able through 360°.

Screw-mounted cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Without spill
light.
Mounting accessories to be ordered
separately.
Available from 2nd quarter 2012
Accessories page 891

34469.000 Graphit m
LED 54W 4320lm 4000K neutral white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
46° 19°

1 7544 0.85 0.33
2 1886 1.70 0.67
3 838 2.55 1.00
4 472 3.40 1.34
5 302 4.24 1.67

34468.000 Graphit m
LED 54W 3480lm 3000K warm white
Version 1
Spherolit lens, oval flood
Maximum wind load area 0.09m2

Weight 9.60kg
LMF E
rIP44

LED

h(m) E(lx) D(m)
46° 19°

1 6077 0.85 0.33
2 1519 1.70 0.67
3 675 2.55 1.00
4 380 3.40 1.34
5 243 4.24 1.67

Beamer Floodlight with mounting bracket and LED
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34964.000
Cable junction box
Plastic, black.
Terminal block 2 of 5x2.5mm2. 1 fuse
D01 E14 10A.
Weight 0.25kg

34965.000
Cable junction box
Plastic, grey.
Terminal block 2 of 5x6mm2. 1 fuse
D01 E14 10A.
Weight 0.55kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33974.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 2.30kg

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33979.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.25kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

33981.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.76kg

Beamer Accessories
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33982.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.70kg

34962.000
Post
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
3-pole terminal block for control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 5.60kg

34963.000
Post
for adapter sleeves.
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
IP44 protection mode when used with
relevant accessories.
Not for concrete anchor 33980.000 and
mounting plate 33982.000.
Weight 1.50kg

34958.000
Adapter sleeve
for poles ø 76mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Cantilever arms to be ordered separ-
ately.
Poles ø 76mm to be ordered separately.
Weight 3.80kg

34959.000
Adapter sleeve
for posts ø 89mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Posts ø 89mm and cantilever arms to be
ordered separately.
Weight 3.20kg

34960.000
Adapter sleeve
for poles ø 76mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 2.55kg

34961.000
Adapter sleeve
for posts ø 89mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 1.95kg

34950.000
Cantilever arm
For mounting on adapter sleeve or wall.
For standing luminaire installation.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Inspection cover: corrosion-resistant
aluminium, double powder-coated in
graphit m.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 3.55kg

34957.000
Side-mounted sleeve
For mounting on adapter sleeve.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP65 only with moun-
ted luminaire.
Weight 0.90kg

34990.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.16kg

34991.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.23kg

Beamer Accessories
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893

The Focalflood range produces  
a wide light distribution along 
the one axis, with the focal point 
on the other. With a focused nar-
row beam at right angles to the 
lamp axis, the luminaires can be 
placed closer to objects than con-
ventional wide beam floodlights. 
They are, therefore, particularly 
suitable for efficient lighting of 
façade surfaces as well as trees. 
At the same time, Focalflood also 
offers exceptionally high  visual 
comfort with a cut- off angle 
of up to 50°; passers- by, traffic 
users and people inside the build-
ing all benefit from its all- round 
glare control. This is all possible 
thanks to the special design of 
the reflector contour and reflec-
tor surfaces.

Focalflood Floodlights

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Floodlights
Axially symmetrical light distribution 
with flood characteristics produced 
by an oval beam for floodlighting.

Tungsten halogen lamps
120W -  1000W
2300lm -  22000lm

High- pressure discharge lamps
35W -  400W
3900lm -  35000lm

Fluorescent lamps
10W -  54W
600lm -  4450lm
Optional: DALI, varychrome

Spreitenbach 
Centre, Spreiten-
bach near Zürich. 
Architecture and 
lighting design: 
Matteo Thun.
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894

An extensive range of mounting 
accessories is shared by Beamer, 
Focalflood and Parscoop. These 
accessories always enable the  
optimum mounting position, 
whether on the building itself  
or in the ground.

A diffuser and  
a Softec lens 
guarantee the 
optimum mix-
ture of the three 
primary colours 
at the front lens; 
this permits the 
controlled colour 
of light to appear 
absolutely uni-
formly on the  
illuminated sur-
face. To facilitate 
lamp replace-

Additive colour mixing enables 
the light from the Focalflood  
varychrome luminaires to pro-
duce a multitude of colour 
nuances. The individually con -
trollable fluorescent lamps in  
the  primary colours red, green  
and blue produce a smoothly 
changing, coloured light for 
 illuminating wall surfaces or 
 façades.

ment, the two-
part front frame 
can be simply 
hinged open. The 
dusttight and 
jet- water proof 
housing with 
IP65 protection 
mode is made of 
aluminium and 
features a mul-
tiple powder-
coated finish.

The DALI- compat-  
 ible luminaires 
feature digitally  
addressable con-
trol gear with 
which every sin-
gle luminaire can 
be individually 
controlled – i.e. 

using the ERCO 
Light System 
DALI and the 
pre- programmed 
ERCO Light 
Studio software.

The Focalflood floodlights are 
suitable for use in the outdoor 
environment, both for the effi-
cient lighting of façade surfaces  
and also for vegetation. In indoor 
areas such as swimming pools, 
they provide protection against 
moisture and even dust in harsh 
environmental conditions. At the 
same time, Focalflood also offers 
high visual comfort with a cut- off  
angle of 50° on both major axes.

The floodlight  
versions of 
Focalflood pro-
duce a wide light 
distribution on 
the x- axis with 
the point of 

focal emphasis  
on the y- axis. 
With a focused 
narrow beam at 
right angles to 
the lamp axis, 
the luminaires 

In situations 
where little 
space is avail-
able between 
luminaire and 
façade, the 
Focalflood flood-
light effi ciently 
illuminates the 
façade with graz-
ing light. The 

light distribu-
tion on the 
other axis pro-
vides economi cal 
lighting to pro-
duce the appear-
ance of uniform 
brightness across 
the width of the 
façade.

can be placed 
closer to objects 
than conven-
tional wide beam 
floodlights.

Focalflood FloodlightsFocalflood Floodlights
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to

increase the visual comfort along the
lamp axis, mirror-finish anodised.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34100.000 Graphit m
QT-DE12-RE 120W 230V R7s L75mm
2300lm
Flood reflector
Maximum wind load area 0.04m2

Weight 2.40kg
LMF E
I0 qp

krrIP65

QT-DE12-RE

h(m) E(lx) D(m)
53° 88°

1 1129 1.00 1.93
2 282 1.99 3.86
3 125 2.99 5.79
4 71 3.99 7.73
5 45 4.99 9.66

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the

lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34102.000 Graphit m
QT-DE12-RE 230W 230V R7s L114mm
5000lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.35kg
LMF E
I0 qp

krrIP65

QT-DE12-RE

h(m) E(lx) D(m)
31° 70°

1 3677 0.55 1.40
2 919 1.11 2.80
3 409 1.66 4.20
4 230 2.22 5.60
5 147 2.77 7.00

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the

lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34108.000 Graphit m
QT-DE12-RE 400W 230V R7s L114mm
9000lm
Flood reflector
Maximum wind load area 0.13m2

Weight 9.40kg
LMF E
I0 qp

krrIP65

QT-DE12-RE

h(m) E(lx) D(m)
35° 71°

1 6801 0.63 1.43
2 1700 1.26 2.85
3 756 1.89 4.28
4 425 2.52 5.71
5 272 3.15 7.13

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the

lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 905

34112.000 Graphit m
QT-DE12 1000W 230V R7s L186mm
22000lm
Flood reflector
Maximum wind load area 0.24m2

Weight 18.70kg
LMF E
I0 qp

krrIP65

QT-DE12

h(m) E(lx) D(m)
21° 61°

1 33403 0.37 1.18
2 8351 0.74 2.36
3 3711 1.11 3.53
4 2088 1.48 4.71
5 1336 1.85 5.89

Focalflood Floodlight with mounting plate for tungsten halogen lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the
lamp axis, mirror-finish anodised.

Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34150.000 Graphit m
QT-DE12-RE 120W 230V R7s L75mm
2300lm
Flood reflector
Maximum wind load area 0.04m2

Weight 2.25kg
LMF E
I0 qp

rIP44

QT-DE12-RE

h(m) E(lx) D(m)
53° 88°

1 1129 1.00 1.93
2 282 1.99 3.86
3 125 2.99 5.79
4 71 3.99 7.73
5 45 4.99 9.66

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-

off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34152.000 Graphit m
QT-DE12-RE 230W 230V R7s L114mm
5000lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.20kg
LMF E
I0 qp

rIP44

QT-DE12-RE

h(m) E(lx) D(m)
31° 70°

1 3677 0.55 1.40
2 919 1.11 2.80
3 409 1.66 4.20
4 230 2.22 5.60
5 147 2.77 7.00

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-

off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34158.000 Graphit m
QT-DE12-RE 400W 230V R7s L114mm
9000lm
Flood reflector
Maximum wind load area 0.13m2

Weight 8.85kg
LMF E
I0 qp

rIP44

QT-DE12-RE

h(m) E(lx) D(m)
35° 71°

1 6801 0.63 1.43
2 1700 1.26 2.85
3 756 1.89 4.28
4 425 2.52 5.71
5 272 3.15 7.13

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-

off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 906

34162.000 Graphit m
QT-DE12 1000W 230V R7s L186mm
22000lm
Flood reflector
Maximum wind load area 0.24m2

Weight 18.20kg
LMF E
I0 qp

rIP44

QT-DE12

h(m) E(lx) D(m)
21° 61°

1 33403 0.37 1.18
2 8351 0.74 2.36
3 3711 1.11 3.53
4 2088 1.48 4.71
5 1336 1.85 5.89

Focalflood Floodlight with mounting bracket for tungsten halogen lamps
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to

increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34103.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.85kg
LMF E
I0 qp

krrIP65

HIT-CE

h(m) E(lx) D(m)
22° 71°

1 3206 0.39 1.43
2 802 0.78 2.85
3 356 1.17 4.28
4 200 1.56 5.71
5 128 1.94 7.13

34105.000 Graphit m ECG
HIT-CE 70W G12 7750lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.85kg
LMF E
I0 qp

krrIP65

HIT-CE

h(m) E(lx) D(m)
22° 71°

1 6371 0.39 1.43
2 1593 0.78 2.85
3 708 1.17 4.28
4 398 1.56 5.71
5 255 1.94 7.13

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to

increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34109.000 Graphit m ECG
HIT-DE-CE 150W RX7s 14200lm
Flood reflector
Maximum wind load area 0.13m2

Weight 10.00kg
LMF E
I0 qp

krrIP65

HIT-DE-CE

h(m) E(lx) D(m)
34° 69°

1 11489 0.61 1.37
2 2872 1.22 2.75
3 1277 1.83 4.12
4 718 2.45 5.50
5 460 3.06 6.87

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,

double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 905

34113.000 Graphit m
HIT-DE 250W Fc2 20000lm
Flood reflector
Maximum wind load area 0.24m2

Weight 22.50kg
LMF E
0 qp

krrIP65

HIT-DE

h(m) E(lx) D(m)
19° 66°

1 29526 0.33 1.30
2 7381 0.67 2.60
3 3281 1.00 3.90
4 1845 1.34 5.20
5 1181 1.67 6.49

34114.000 Graphit m
HIT-DE 400W Fc2 35000lm
Flood reflector
HST-DE 400W possible.
Maximum wind load area 0.24m2

Weight 23.90kg
LMF E
pkrrIP65

HIT-DE

h(m) E(lx) D(m)
19° 66°

1 51670 0.33 1.30
2 12917 0.67 2.60
3 5741 1.00 3.90
4 3229 1.34 5.20
5 2067 1.67 6.49

Focalflood Floodlight with mounting plate for metal halide lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the

lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34153.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.70kg
LMF E
I0 qp

rIP44

HIT-CE

h(m) E(lx) D(m)
22° 71°

1 3206 0.39 1.43
2 802 0.78 2.85
3 356 1.17 4.28
4 200 1.56 5.71
5 128 1.94 7.13

34155.000 Graphit m ECG
HIT-CE 70W G12 7750lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.70kg
LMF E
I0 qp

rIP44

HIT-CE

h(m) E(lx) D(m)
22° 71°

1 6371 0.39 1.43
2 1593 0.78 2.85
3 708 1.17 4.28
4 398 1.56 5.71
5 255 1.94 7.13

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the

lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34159.000 Graphit m ECG
HIT-DE-CE 150W RX7s 14200lm
Flood reflector
Maximum wind load area 0.13m2

Weight 9.45kg
LMF E
I0 qp

rIP44

HIT-DE-CE

h(m) E(lx) D(m)
34° 69°

1 11489 0.61 1.37
2 2872 1.22 2.75
3 1277 1.83 4.12
4 718 2.45 5.50
5 460 3.06 6.87

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Heat-resistant cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.

Mounting accessories to be ordered
separately.
Accessories page 906

34163.000 Graphit m
HIT-DE 250W Fc2 20000lm
Flood reflector
Maximum wind load area 0.24m2

Weight 21.95kg
LMF E
0 qprIP44

HIT-DE

h(m) E(lx) D(m)
19° 66°

1 29526 0.33 1.30
2 7381 0.67 2.60
3 3281 1.00 3.90
4 1845 1.34 5.20
5 1181 1.67 6.49

34164.000 Graphit m
HIT-DE 400W Fc2 35000lm
Flood reflector
HST-DE 400W possible.
Maximum wind load area 0.24m2

Weight 23.05kg
LMF E
0 qprIP44

HIT-DE

h(m) E(lx) D(m)
19° 66°

1 51670 0.33 1.30
2 12917 0.67 2.60
3 5741 1.00 3.90
4 3229 1.34 5.20
5 2067 1.67 6.49

Focalflood Floodlight with mounting bracket for metal halide lamps
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to

increase the visual comfort along the
lamp axis, mirror-finish anodised.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34101.000 Graphit m ECG
TC-DEL 10W G24q-1 600lm
Flood reflector
Maximum wind load area 0.04m2

Weight 2.50kg
LMF E
I0 qp

krrIP65

TC-DEL

h(m) E(lx) D(m)
74° 107°

1 130 1.51 2.70
2 33 3.01 5.41
3 14 4.52 8.11
4 8 6.03 10.81
5 5 7.54 13.51

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to

increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34107.000 Graphit m ECG
TC-TEL 26W GX24q-3 1800lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.60kg
LMF E
I0 qp

krrIP65

TC-TEL

h(m) E(lx) D(m)
73° 75°

1 711 1.48 1.53
2 178 2.96 3.07
3 79 4.44 4.60
4 44 5.92 6.14
5 28 7.40 7.67

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to

increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34111.000 Graphit m ECG
TC-TEL 42W GX24q-4 3200lm
Flood reflector
Maximum wind load area 0.13m2

Weight 9.60kg
LMF E
I0 qp

krrIP65

TC-TEL

h(m) E(lx) D(m)
64° 78°

1 1534 1.25 1.62
2 384 2.50 3.24
3 170 3.75 4.86
4 96 5.00 6.48
5 61 6.25 8.10

Focalflood Floodlight with mounting plate for compact fluorescent lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to

increase the visual comfort along the
lamp axis, mirror-finish anodised.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34151.000 Graphit m ECG
TC-DEL 10W G24q-1 600lm
Flood reflector
Maximum wind load area 0.04m2

Weight 2.35kg
LMF E
I0 qp

rIP44

TC-DEL

h(m) E(lx) D(m)
74° 107°

1 130 1.51 2.70
2 33 3.01 5.41
3 14 4.52 8.11
4 8 6.03 10.81
5 5 7.54 13.51

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the

lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34157.000 Graphit m ECG
TC-TEL 26W GX24q-3 1800lm
Flood reflector
Maximum wind load area 0.07m2

Weight 4.45kg
LMF E
I0 qp

rIP44

TC-TEL

h(m) E(lx) D(m)
73° 75°

1 711 1.48 1.53
2 178 2.96 3.07
3 79 4.44 4.60
4 44 5.92 6.14
5 28 7.40 7.67

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, 0°-90°
tilt. Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the

lamp axis, mirror-finish anodised. Cut-
off angle 50° along the main axes.
Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant cast aluminium,
double powder-coated. Hinge open for
lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 905

34161.000 Graphit m ECG
TC-TEL 42W GX24q-4 3200lm
Flood reflector
Maximum wind load area 0.13m2

Weight 9.05kg
LMF E
I0 qp

rIP44

TC-TEL

h(m) E(lx) D(m)
64° 78°

1 1534 1.25 1.62
2 384 2.50 3.24
3 170 3.75 4.86
4 96 5.00 6.48
5 61 6.25 8.10

Focalflood Floodlight with mounting bracket for compact fluorescent lamps
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Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation
of dirt. Hinges, graduated disc and
mounting plate: corrosion-resistant
aluminium. Hinge with internal wiring,
130° tilt.
Electronic control gear, plug and play
connectivity with DALI version. 2 cable
entries. Through-wiring possible.
Flood reflector with focal emphasis
in beam direction: aluminium, silver,
bright anodised. Side reflectors to
increase the visual comfort along the
lamp axis, mirror-finish anodised. Cut-
off angle 50° (C0). Without spill light.
Screw-fastened cover with safety glass:
corrosion-resistant aluminium profile,
double powder-coated. Hinge open for
lamp replacement.
Reduction of luminous flux below 0°C.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34119.000 Graphit m ECG DALI
T16 28W G5 2600lm
T16 54W G5 4450lm
Flood reflector
5-pole terminal block.
Maximum wind load area 0.2m2

Weight 10.10kg
LMF E
5krrIP65

T16

h(m) E(lx) D(m)
44° 103°

1 1444 0.81 2.51
2 361 1.62 5.03
3 160 2.42 7.54
4 90 3.23 10.06
5 58 4.04 12.57

T16

h(m) E(lx) D(m)
44° 103°

1 2472 0.81 2.51
2 618 1.62 5.03
3 275 2.42 7.54
4 154 3.23 10.06
5 99 4.04 12.57

34115.000 Graphit m ECG
T16 28W G5 2600lm
Flood reflector
3-pole terminal block.
Maximum wind load area 0.2m2

Weight 10.10kg
LMF E
5p

krrIP65

T16

h(m) E(lx) D(m)
44° 103°

1 1444 0.81 2.51
2 361 1.62 5.03
3 160 2.42 7.54
4 90 3.23 10.06
5 58 4.04 12.57

34116.000 Graphit m ECG
T16 54W G5 4450lm
Flood reflector
3-pole terminal block.
Maximum wind load area 0.2m2

Weight 10.10kg
LMF E
5p

krrIP65

T16

h(m) E(lx) D(m)
44° 103°

1 2472 0.81 2.51
2 618 1.62 5.03
3 275 2.42 7.54
4 154 3.23 10.06
5 99 4.04 12.57

Focalflood Floodlight with mounting plate for fluorescent lamps

Castillo de Man-
zanares el Real.
Architect: Gines
Sanchez Hevia,
Madrid.
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Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation
of dirt. Hinges, graduated disc and
mounting plate: corrosion-resistant
aluminium. Hinge with internal wiring,
130° tilt.
Three electronic control gear units for
ERCO RGB varychrome colour mixing.
DALI version offers plug and play con-
nectivity. Two cable entries. Through-
wiring possible.
Reflector: aluminium, silver anodised,

mirror-finish. Diffuser and Softec lens
for uniform colour mixing.
Screw-fastened cover with safety glass:
corrosion-resistant aluminium profile,
double powder-coated. Hinge open for
lamp replacement.
Reduction of luminous flux below 0°C.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 904

34117.000 Graphit m ECG DALI
T16 28W G5 700lm blue
T16 28W G5 2100lm red
T16 28W G5 3500lm green
5-pole terminal block.
Maximum wind load area 0.2m2

Weight 11.00kg
LMF E
5p

krrIP65

T16

h(m) E(lx) D(m)
86° 87°

1 190 1.87 1.90
2 48 3.73 3.80
3 21 5.60 5.69
4 12 7.46 7.59
5 8 9.33 9.49

T16

h(m) E(lx) D(m)
86° 87°

1 570 1.87 1.90
2 143 3.73 3.80
3 63 5.60 5.69
4 36 7.46 7.59
5 23 9.33 9.49

T16

h(m) E(lx) D(m)
86° 87°

1 950 1.87 1.90
2 238 3.73 3.80
3 106 5.60 5.69
4 59 7.46 7.59
5 38 9.33 9.49

34118.000 Graphit m ECG 1-10V
T16 28W G5 700lm blue
T16 28W G5 2100lm red
T16 28W G5 3500lm green
7-pole terminal block for mains and
control line.
Maximum wind load area 0.2m2

Weight 11.00kg
LMF E
5p

krrIP65

T16

h(m) E(lx) D(m)
86° 87°

1 190 1.87 1.90
2 48 3.73 3.80
3 21 5.60 5.69
4 12 7.46 7.59
5 8 9.33 9.49

T16

h(m) E(lx) D(m)
86° 87°

1 570 1.87 1.90
2 143 3.73 3.80
3 63 5.60 5.69
4 36 7.46 7.59
5 23 9.33 9.49

T16

h(m) E(lx) D(m)
86° 87°

1 950 1.87 1.90
2 238 3.73 3.80
3 106 5.60 5.69
4 59 7.46 7.59
5 38 9.33 9.49

Focalflood Floodlight RGB varychrome for fluorescent lamps

Olympic Swim-
ming Pool, Mu-
nich. Architect
(existing build-
ing): Behnisch &
Partner, Stuttgart.
Roof construc-
tion: Frei Otto.
Site manage-
ment (renovation):
Carsten Kiese,
Olympiapark
München GmbH.
Electrical design:
Ingenieurbüro
Riemhofer, Mu-
nich.
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Focalflood

Church, Rørvik.
Lighting design:
Stokkan Lys AS,
Trondheim.
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Focalflood Accessories
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34915.000
Skintone filter

34925.000
34935.000
34945.000
Skintone filter

34914.000
Daylight conver-
sion filter

34924.000
34934.000
34944.000
Daylight conver-
sion filter

34910.000
Colour filter
Magenta

34920.000
34930.000
34940.000
Colour filter
Magenta

34911.000
Colour filter
Amber

34921.000
34931.000
34941.000
Colour filter
Amber

34912.000
Colour filter
Sky blue

34922.000
34932.000
34942.000
Colour filter
Sky blue

34913.000
Colour filter
Night blue

34923.000
34933.000
34943.000
Colour filter
Night blue

34900.000
Fixing frame
for filters.
Metal, graphit m,
powder-coated.

34901.000
34902.000
34903.000
Fixing frame
for filters.
Metal, graphit m,
powder-coated.

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83814.000
DALI
DALI analogue converter 230V ± 10%,
5A
for connection of luminaires with ECG
1-10V to Light System DALI.
Conversion of a DALI signal into a
1-10V signal.
Internal relay for inductive loads of
max. 5A.
Mounting on DIN rail.
Weight 0.22kg

34964.000
Cable junction box
Plastic, black.
Terminal block 2 of 5x2.5mm2. 1 fuse
D01 E14 10A.
Weight 0.25kg

34965.000
Cable junction box
Plastic, grey.
Terminal block 2 of 5x6mm2. 1 fuse
D01 E14 10A.
Weight 0.55kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68
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33974.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 2.30kg

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33979.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.25kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

33981.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.76kg

33982.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.70kg

34962.000
Post
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
3-pole terminal block for control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 5.60kg

34963.000
Post
for adapter sleeves.
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
IP44 protection mode when used with
relevant accessories.
Not for concrete anchor 33980.000 and
mounting plate 33982.000.
Weight 1.50kg

34958.000
Adapter sleeve
for poles ø 76mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Cantilever arms to be ordered separ-
ately.
Poles ø 76mm to be ordered separately.
Weight 3.80kg

34959.000
Adapter sleeve
for posts ø 89mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Posts ø 89mm and cantilever arms to be
ordered separately.
Weight 3.20kg

34960.000
Adapter sleeve
for poles ø 76mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 2.55kg

34961.000
Adapter sleeve
for posts ø 89mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 1.95kg
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34950.000
Cantilever arm
For mounting on adapter sleeve or wall.
For standing luminaire installation.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Inspection cover: corrosion-resistant
aluminium, double powder-coated in
graphit m.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 3.55kg

34957.000
Side-mounted sleeve
For mounting on adapter sleeve.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP65 only with moun-
ted luminaire.
Weight 0.90kg

34995.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.25kg

34990.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.16kg

34991.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.23kg

Focalflood Accessories

Oslo City Garage
underground car
park, Oslo. Archi-
tect: a-lab, Oslo.
Lighting design:
Rasmussen &
Strand AS, Oslo.
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909

The Parscoop range is  primarily 
intended for outdoor architec-
tural lighting, but is also suit-
able for indoor areas. Mounted 
on the wall, Parscoop floodlights 
can  illuminate ceilings, porches 
or floors. When ceiling or floor-  
mounted, they can illuminate 
walls and façades. A wide range 
of mounting accessories  enable 
these washlights to be opti-
mally positioned under all con-
ditions. The beam direction can 
be precisely adjusted by setting 
the robust hinge to the required 
angle. Parscoop luminaires have 
 asymmetric reflectors: they emit 
maximum light distribution at 
angles of below 25° thereby pro-
ducing optimised uniform illumi-
nation. All Parscoop luminaires 
have robust housings made of 
cast aluminium.

Parscoop Washlights, wallwashers

Wallwashing
 Vertical illuminance for 
brightening the surround-
ings and dividing the 
 outside.

Washlights
Axially symmetrical light distribution 
produced by an oval beam for flood-
lighting.

Wallwashers
Asymmetrical light distribution for 
highly uniform façade illumination.

Tungsten halogen lamps
120W
2300lm

Washlighting
Wide- beam illumination 
of larger objects or  spatial 
zones.

Tungsten halogen lamps
230W -  1000W
5000lm -  22000lm

High- pressure discharge lamps
35W -  400W
3300lm -  35000lm

Fluorescent lamps
42W
3200lm
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The wallwashers 
for tungsten halo-
gen lamps are 
most effective 
when set at 45°.

Washlights for 
tungsten halo-
gen lamps and 
high- pressure 
discharge lamps 

The washlights 
for compact fluo-
rescent lamps are 
most effective 

Luminaires with 
mounting plate 
can be mounted  
directly on the 
floor, wall or 
 ceiling. Parscoop 
wallwashers and 
washlights with 
mounting bracket 
can be mounted 
on upright sup-
porting poles, 
brackets or can-
tilevers. 

Parscoop wash-
lights can be 
mounted on 
walls, ceilings  
or floors and  
in addition can  
also be tilted.

are most effec-
tive when set at 
25° with approx. 
500cd/klm.

when set at 40° 
with approx.  
300cd/klm.

The Parscoop 
hinge with inter-
nal wiring can be 
tilted for maxi-
mum flexibility 
during installa-
tion and align-
ment in order 
to create excep-
tional lighting 
effects on the 
building.

The reflector 
 geometry pro-
duces an asym-
metrical light 
distribution for 
uniform illumina-
tion of surfaces.

Parscoop Washlights, wallwashers
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 913

33240.000 Graphit m
33201.000 White (RAL9002)
33200.000 Silver m
QT-DE12-RE 120W 230V R7s L75mm
2300lm
Maximum wind load area 0.04m2

Weight 2.40kg
LMF E
I0 qp

krrIP65

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.00 1.00
Luminaire spacing (m) 1.00 1.25 1.50 1.80
Illuminance En (lx) 399 321 268 223

Parscoop Wallwasher with mounting bracket for tungsten halogen lamps

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 913

33270.000 Graphit m
QT-DE12-RE 120W 230V R7s L75mm
2300lm
Maximum wind load area 0.04m2

Weight 2.30kg
LMF E
I0 qp

rIP44

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.00 1.00
Luminaire spacing (m) 1.00 1.25 1.50 1.80
Illuminance En (lx) 399 321 268 223

Parscoop Wallwasher with mounting plate for tungsten halogen lamps

Carrasco Inter-
national Airport,
Montevideo. Ar-
chitect: Rafael
Viñoly, New York;
Carla Bechelli Ar-
quitectos, Buenos
Aires. Lighting
design: Ricardo
Hofstadter, Mon-
tevideo. Construc-
tion management:
Puerta del Sur
S.A. / Corpora-
ción América, Arq.
Julian M. Evans.
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Parscoop

Museum
voor Natuur-
wetenschappen,
Brussels. Archi-
tect and lighting
designer: SumPro-
ject, Brussels. Gal-
lery of Evolution
- Scenography:
Atelier de l’île,
Paris. Exhibition
lighting: Cosil,
Paris.
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34915.000
Skintone filter

34914.000
Daylight conver-
sion filter

34910.000
Colour filter
Magenta

34911.000
Colour filter
Amber

34912.000
Colour filter
Sky blue

34913.000
Colour filter
Night blue

34900.000
Fixing frame
for filters.
Metal, graphit m,
powder-coated.

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34964.000
Cable junction box
Plastic, black.
Terminal block 2 of 5x2.5mm2. 1 fuse
D01 E14 10A.
Weight 0.25kg

34965.000
Cable junction box
Plastic, grey.
Terminal block 2 of 5x6mm2. 1 fuse
D01 E14 10A.
Weight 0.55kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

Parscoop Accessories
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33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33979.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.25kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

33982.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.70kg

34962.000
Post
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
3-pole terminal block for control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 5.60kg

34963.000
Post
for adapter sleeves.
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
IP44 protection mode when used with
relevant accessories.
Not for concrete anchor 33980.000 and
mounting plate 33982.000.
Weight 1.50kg

34958.000
Adapter sleeve
for poles ø 76mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Cantilever arms to be ordered separ-
ately.
Poles ø 76mm to be ordered separately.
Weight 3.80kg

34959.000
Adapter sleeve
for posts ø 89mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Posts ø 89mm and cantilever arms to be
ordered separately.
Weight 3.20kg

Parscoop Accessories

The New York
Times Building,
New York. Archi-
tect: Renzo Piano
Building Work-
shop, Genoa/Paris,
FXFowle Archi-
tects, New York.
Lighting design:
OVI Office for
Visual Interaction,
New York.
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34960.000
Adapter sleeve
for poles ø 76mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 2.55kg

34961.000
Adapter sleeve
for posts ø 89mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 1.95kg

34950.000
Cantilever arm
For mounting on adapter sleeve or wall.
For standing luminaire installation.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Inspection cover: corrosion-resistant
aluminium, double powder-coated in
graphit m.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 3.55kg

34957.000
Side-mounted sleeve
For mounting on adapter sleeve.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP65 only with moun-
ted luminaire.
Weight 0.90kg

34990.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.16kg

Parscoop Washlight with mounting plate for tungsten halogen lamps

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33241.000 Graphit m
33211.000 White (RAL9002)
33210.000 Silver m
QT-DE12-RE 230W 230V R7s L114mm
5000lm
Maximum wind load area 0.07m2

Weight 3.70kg
LMF E
I0 qp

krrIP65

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 2.50 2.00 3.00
Illuminance En (lx) 387 234 250 167

Parscoop Accessories
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33243.000 Graphit m
33215.000 White (RAL9002)
33214.000 Silver m
QT-DE12-RE 400W 230V R7s L114mm
9000lm
Maximum wind load area 0.13m2

Weight 8.30kg
LMF E
I0 qp

krrIP65

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.00 2.00 2.50 2.50
Luminaire spacing (m) 2.00 3.00 2.50 3.50
Illuminance En (lx) 263 177 188 135

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33247.000 Graphit m
33223.000 White (RAL9002)
33222.000 Silver m
QT-DE12 1000W 230V R7s L186mm
22000lm
Maximum wind load area 0.25m2

Weight 14.80kg
LMF E
I0 qp

krrIP65

QT-DE12

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 3.00 3.00 4.00 4.00
Luminaire spacing (m) 3.00 4.00 4.00 5.00
Illuminance En (lx) 383 290 235 189

Parscoop Washlight with cantilever for tungsten halogen lamps

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Cantilever: stainless steel tube, powder-
coated.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver anodised.
Without spill light.

Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33290.000 Graphit m
QT-DE12-RE 230W 230V R7s L114mm
5000lm
Maximum wind load area 0.1m2

Weight 6.70kg
LMF E
I0 qp

krrIP65

QT-DE12-RE

Parscoop Washlight with mounting plate for tungsten halogen lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 924

33271.000 Graphit m
QT-DE12-RE 230W 230V R7s L114mm
5000lm
Maximum wind load area 0.07m2

Weight 3.60kg
LMF E
I0 qp

rIP44

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 2.50 2.00 3.00
Illuminance En (lx) 387 234 250 167

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 924

33274.000 Graphit m
QT-DE12-RE 400W 230V R7s L114mm
9000lm
Maximum wind load area 0.13m2

Weight 7.80kg
LMF E
I0 qp

rIP44

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.00 2.00 2.50 2.50
Luminaire spacing (m) 2.00 3.00 2.50 3.50
Illuminance En (lx) 263 177 188 135

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Heat-resistant cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 924

33280.000 Graphit m
QT-DE12 1000W 230V R7s L186mm
22000lm
Maximum wind load area 0.25m2

Weight 14.30kg
LMF E
I0 qp

rIP44

QT-DE12

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 3.00 3.00 4.00 4.00
Luminaire spacing (m) 3.00 4.00 4.00 5.00
Illuminance En (lx) 383 290 235 189

Parscoop Washlight with mounting bracket for tungsten halogen lamps
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor. Capa-
citor.

Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33242.000 Graphit m
33213.000 White (RAL9002)
33212.000 Silver m
HIT-CE 35W G12 3300lm
Maximum wind load area 0.07m2

Weight 5.30kg
LMF E
I0 qp

krrIP65

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 2.50 2.00 3.00
Illuminance En (lx) 227 137 147 99

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor. Capa-
citor.

Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33245.000 Graphit m
33219.000 White (RAL9002)
33218.000 Silver m
HIT-DE-CE 70W RX7s 6500lm
HST-DE 70W possible.
Maximum wind load area 0.13m2

Weight 10.20kg
LMF E
I0 qp

krrIP65

HIT-DE-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.00 2.00 2.50 2.50
Luminaire spacing (m) 2.00 3.00 2.50 3.50
Illuminance En (lx) 237 158 172 123

33246.000 Graphit m
33221.000 White (RAL9002)
33220.000 Silver m
HIT-DE-CE 150W RX7s 14200lm
HST-DE 150W possible.
Maximum wind load area 0.13m2

Weight 10.70kg
LMF E
0 qp

krrIP65

HIT-DE-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.00 2.00 2.50 2.50
Luminaire spacing (m) 2.00 3.00 2.50 3.50
Illuminance En (lx) 381 255 271 194

Parscoop Washlight with mounting plate for metal halide lamps
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Reflector: aluminium, silver anodised.
Without spill light.

Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33249.000 Graphit m
33227.000 White (RAL9002)
33226.000 Silver m
HIT-DE 250W Fc2 20000lm
Maximum wind load area 0.25m2

Weight 20.50kg
LMF E
0 qp

krrIP65

HIT-DE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 3.00 3.00 4.00 4.00
Luminaire spacing (m) 3.00 4.00 4.00 5.00
Illuminance En (lx) 316 238 201 161

33250.000 Graphit m
33229.000 White (RAL9002)
33228.000 Silver m
HIT-DE 400W Fc2 35000lm
HST-DE 400W possible.
Maximum wind load area 0.25m2

Weight 21.20kg
LMF E
0 qp

krrIP65

HIT-DE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 3.00 3.00 4.00 4.00
Luminaire spacing (m) 3.00 4.00 4.00 5.00
Illuminance En (lx) 553 417 352 282

Parscoop Washlight with cantilever for metal halide lamps

Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Cantilever: stainless steel tube, powder-
coated.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
2 cable entries. Through-wiring possible.
3-pole terminal block.

Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33291.000 Graphit m
HIT-CE 35W G12 3300lm
Maximum wind load area 0.1m2

Weight 8.30kg
LMF E
Ip

krrIP65

HIT-CE

Parscoop Washlight with mounting plate for metal halide lamps
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For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Heat-resistant cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety

glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 924

33273.000 Graphit m
HIT-CE 35W G12 3300lm
Maximum wind load area 0.07m2

Weight 5.20kg
LMF E
I0 qp

rIP44

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 2.50 2.00 3.00
Illuminance En (lx) 227 137 147 99

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Heat-resistant cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety

glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 924

33278.000 Graphit m
HIT-DE-CE 70W RX7s 6500lm
HST-DE 70W possible.
Maximum wind load area 0.13m2

Weight 9.70kg
LMF E
I0 qp

rIP44

HIT-DE-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.00 2.00 2.50 2.50
Luminaire spacing (m) 2.00 3.00 2.50 3.50
Illuminance En (lx) 237 158 172 123

33276.000 Graphit m
HIT-DE-CE 150W RX7s 14200lm
HST-DE 150W possible.
Maximum wind load area 0.13m2

Weight 10.20kg
LMF E
0 qprIP44

HIT-DE-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.00 2.00 2.50 2.50
Luminaire spacing (m) 2.00 3.00 2.50 3.50
Illuminance En (lx) 381 255 271 194

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Control gear, 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
Heat-resistant cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety

glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 924

33281.000 Graphit m
HIT-DE 250W Fc2 20000lm
Maximum wind load area 0.25m2

Weight 20.00kg
LMF E
0 qprIP44

HIT-DE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 3.00 3.00 4.00 4.00
Luminaire spacing (m) 3.00 4.00 4.00 5.00
Illuminance En (lx) 316 238 201 161

33282.000 Graphit m
HIT-DE 400W Fc2 35000lm
HST-DE 400W possible.
Maximum wind load area 0.25m2

Weight 20.70kg
LMF E
0 qprIP44

HIT-DE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 3.00 3.00 4.00 4.00
Luminaire spacing (m) 3.00 4.00 4.00 5.00
Illuminance En (lx) 553 417 352 282

Parscoop Washlight with mounting bracket for metal halide lamps
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Housing, hinge and mounting plate:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium. Mounting plate rotatable
through 240°.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety

glass: corrosion-resistant cast alu-
minium, double powder-coated. Hinge
open for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 923

33244.000 Graphit m ECG
33217.000 White (RAL9002) ECG
33216.000 Silver m ECG
TC-TEL 42W GX24q-4 3200lm
Maximum wind load area 0.13m2

Weight 9.00kg
LMF E
I0 qp

krrIP65

TC-TEL

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 2.50 2.00 3.00
Illuminance En (lx) 242 147 151 102

Parscoop Washlight with mounting bracket for compact fluorescent lamps

For mounting on accessories.
Housing, hinge and mounting bracket:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated. Optimised surface
for reduced accumulation of dirt.
Hinge with internal wiring, ± 90° tilt.
Graduated disc: corrosion-resistant
aluminium.
Electronic control gear. Heat-resistant
cable with plug.
Reflector: aluminium, silver anodised.
Without spill light.
Screw-fastened cover frame with safety
glass: corrosion-resistant cast alu-

minium, double powder-coated. Hinge
open for lamp replacement.
Mounting accessories to be ordered
separately.
Accessories page 924

33279.000 Graphit m ECG
TC-TEL 42W GX24q-4 3200lm
Maximum wind load area 0.13m2

Weight 8.50kg
LMF E
I0 qp

rIP44

TC-TEL

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 2.00 2.00
Luminaire spacing (m) 1.50 2.50 2.00 3.00
Illuminance En (lx) 242 147 151 102

Parscoop Washlight with mounting plate for compact fluorescent lamps

Bærum Rådhus,
Sandvika. Ar-
chitect: Mag-
nus Poulsson
(1881-1951).
Lighting design:
Linda Knoph Vigs-
næs, Hvalstad.
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922

Parscoop

Europabad, Karls-
ruhe. Architect:
Geier + Geier,
Stuttgart. Light-
ing design: b.i.g.
Bechtold Ingenie-
urgesellschaft,
Karlsruhe.
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Parscoop Accessories
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34925.000
34935.000
34945.000
Skintone filter

34924.000
34934.000
34944.000
Daylight conver-
sion filter

34920.000
34930.000
34940.000
Colour filter
Magenta

34921.000
34931.000
34941.000
Colour filter
Amber

34922.000
34932.000
34942.000
Colour filter
Sky blue

34923.000
34933.000
34943.000
Colour filter
Night blue

34901.000
34902.000
34903.000
Fixing frame
for filters.
Metal, graphit m,
powder-coated.

Parscoop Accessories

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0924_bild_erco_hk12.p1.pdf  Layer 2: 0924_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w924

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0924_bild_erco_hk12.p1.pdf  Layer 2: 0924_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w924



3
46
6
6
6
6
6

346666 34666

3
4
6
64590

5870

43666

3
4
6
6
6
6
6

43666
6565

16
0

436666

3
4
6
6
6
6
6
6
6
6
6

43666

26
0

7562

3
46
6
6
6
6
6
6
6

4366666

436666666
∅ 115

∅ 60

60
0

3
46
6
6
6
6
6
6
6
6

4366666

43666666
∅ 83

∅ 60
50

2 3
4
6
6
6
6
6

34666

20
0

124d

3
4
6
6
6
6
6

34666

20
0

124d

3
4
6
6
6
6
6

34666

20
0

124d

366 466

3
4
6
6
6
6
6
6
6

24

26
0

d

3
46
6
6
6
6
6
6
6
6
6
6
6
6

43 6666666
∅ 120

69
3

3
46
6
6
6
6
6
6
6
6
6

43 666666
∅ 89

57
9

925

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34964.000
Cable junction box
Plastic, black.
Terminal block 2 of 5x2.5mm2. 1 fuse
D01 E14 10A.
Weight 0.25kg

34965.000
Cable junction box
Plastic, grey.
Terminal block 2 of 5x6mm2. 1 fuse
D01 E14 10A.
Weight 0.55kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33974.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 2.30kg

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33979.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.25kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

33981.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.76kg

33982.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.70kg

34962.000
Post
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
3-pole terminal block for control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 5.60kg

34963.000
Post
for adapter sleeves.
Metal, hot-dip galvanised. Graphit m,
double powder-coated.
Mounting plate: metal.
5-pole terminal block for cable
5x2.5mm2. Through-wiring possible.
IP44 protection mode when used with
relevant accessories.
Not for concrete anchor 33980.000 and
mounting plate 33982.000.
Weight 1.50kg

Parscoop Accessories

Brunner Commu-
nications Centre,
Rheinau-Freistett.
Architecture and
lighting design:
Schneider+
Schumacher,
Frankfurt.
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34958.000
Adapter sleeve
for poles ø 76mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Cantilever arms to be ordered separ-
ately.
Poles ø 76mm to be ordered separately.
Weight 3.80kg

34959.000
Adapter sleeve
for posts ø 89mm and cantilever arms.
Housing and cover: corrosion-resistant
cast aluminium, No-Rinse surface
treatment. Graphit m, double powder-
coated. Screw fixing.
Terminal block 5x2,5mm2. Through-
wiring possible. 2 cable entries for
cantilever arms.
Protection mode IP44 only with ac-
cessories.
Posts ø 89mm and cantilever arms to be
ordered separately.
Weight 3.20kg

34960.000
Adapter sleeve
for poles ø 76mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 2.55kg

34961.000
Adapter sleeve
for posts ø 89mm.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Screw fixing.
3-pole terminal block for control line.
Through-wiring possible.
Luminaire rotatable through 360°.
Protection mode IP44 only with moun-
ted luminaire.
Weight 1.95kg

34950.000
Cantilever arm
For mounting on adapter sleeve or wall.
For standing luminaire installation.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
Inspection cover: corrosion-resistant
aluminium, double powder-coated in
graphit m.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP44 in connection
with mounted luminaire.
Weight 3.55kg

34957.000
Side-mounted sleeve
For mounting on adapter sleeve.
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated.
1 cable entry. 3-pole terminal block for
control line.
Luminaire rotatable through 360°.
Protection mode IP65 only with moun-
ted luminaire.
Weight 0.90kg

34990.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.16kg

34991.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.23kg

Parscoop Accessories

Apple Store, Re-
gent St., London.
Lighting designer:
ISP Design Miami,
Sylvia Bistrong.
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Vertical surfaces in an urban setting
contribute significantly to the spatial
definition of squares, road axes and
buildings. From the point of view of
perception psychology and design,
facade lighting thus is a key element
in the night lighting concept for urban
areas. Different types of facade require
specific lighting concepts to bring out
the qualities of the architecture. The
wide range of facade luminaires allows
for a variety of lighting solutions that
range from grazing light on facades to
pathway lighting.

Kubus LED 931 934
High-pressure discharge lamps 932 935

Axis Walklight LED 938

Visor Low-voltage halogen lamps 942
High-pressure discharge lamps 942
Fluorescent lamps 943

Lightmark Low-voltage halogen lamps 947
Tungsten halogen lamps 949 949
High-pressure discharge lamps 947 949 950
Fluorescent lamps 948

Cylinder LED 953 953 954
Low-voltage halogen lamps 956 957 957
High-pressure discharge lamps 958

Façade luminaires
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Focalflood LED 962

Site Fluorescent lamps 965 964

New in the program

Cylinder
951

Façade luminaires

www.erco.com928 ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Cyan, Magenta, Yellow, Black

0928_gb-int_erco_hk12_neg.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w928



929

The outdoor luminaires of the 
Kubus range feature  powerful 
light sources in an  extremely 
compact form to  accentuate 
façades or illuminate  pathways 
near buildings. The system design 
of Kubus works universally with 
square housings using  different 
lighting technologies. The  safety 
glasses fitted within the lumi-
naires produce flush surfaces 
that are easy to clean. By using 
recessed housing versions, the 
Kubus can be integrated into 
architecture discreetly. The com-
bination of reflectors/lenses for 
Kubus luminaires results in pre-
cise and efficient light emissions 
without spill light and provides 
optimum visual comfort.

Kubus Façade and bollard luminaires

Washlighting
Wide- beam illumination of 
pathways and open areas.

Façade luminaires
Asymmetrical light distribution for 
accentuated façade lighting.

Floor washlights
Asymmetrical washlighting with a 
wide or deep beam for the illumina-
tion of pathways or squares.

LED
3,2W -  6,7W
240lm -  540lm
Wide beam, deep beam

High- pressure discharge lamps
20W
1800lm
Deep beam

Accentuation
Emphasis of the façade 
produced by a narrow light 
beam.

LED
3,2W -  6,7W
240lm -  540lm
Spot

High- pressure discharge lamps
20W
1800lm
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930

The Kubus floor washlights can 
be used for both pathway light-
ing and for the illumination of 
open areas. The lens system of the 
LED floor washlight for pathway 
lighting spreads the beam to pro-
duce a distinct oval pattern par-
allel to the wall. The Softec lens 
as lamp cover thus produces a 
soft luminance gradient. Con trary 
to the Kubus floor washlights for 
pathway lighting, the floor wash-
lights for open area illumination 
emit the light deeper into the 
room. A small component of light 
also illuminates the wall below 
the luminaire to produce an eye-
catcher on the building.

The lighting technology of the 
Kubus façade luminaire in the 
LED version produces a narrow 
beam of grazing light  directed 
upwards on the wall. The  variant 
with metal halide lamp, on the 
other hand, emits wide- beam 
grazing light onto the façade.

The floor washlights can be 
installed on buildings, but can  
also be mounted on a post made 
of corrosion- resistant cast alu-
minium for positioning in open 
areas.

The Kubus can  
be mounted to 
suit any situa-
tion using ERCO’s 
range of acces-
sories: a mount-
ing plate, a post, 
a base, and a 
concrete anchor.

The floor wash-
lights are also 
suitable for flush 
wall  mounting 
using the recessed  
housing or mount-
ing tray available 
as accessories.

Depending on the 
required charac-
teristics, there are 
various mounting 
alternatives. All 
Kubus luminaires 
can be used on 
walls as surface-
mounted versions.

Kubus floor 
washlights can 
also be mounted 
on a post avail-
able as an acces-
sory and freely 
positioned in an 
area for use as a 
bollard luminaire.

Kubus Façade and bollard luminaires

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0930_bild_erco_hk12.p1.pdf  Layer 2: 0930_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w930

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0930_bild_erco_hk12.p1.pdf  Layer 2: 0930_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w930



34663466666

3
4
6
6
6
6
6

12
4

124 60 0.8

0.0

0.8

1.6

m

0.81.62.43.2m

0.5
2

0.68m
f=1.00

34663466666

3
4
6
6
6
6
6

12
4

124 60 0.8

0.0

0.8

1.6

m

0.81.62.43.2m

0.5
2

0.68m
f=1.00

34663466666

3
4
6
6
6
6
6

12
4

124 60 0.8

0.0

0.8

1.6

m

0.81.62.43.2m

0.5
2
10

50

0.68m
f=1.00

34663466666

3
4
6
6
6
6
6

12
4

124 60 0.8

0.0

0.8

1.6

m

0.81.62.43.2m

0.5
2
10

50

0.68m
f=1.00

346663466666

3
4
6
6
6
6
6
6

15
0

124 90 2

0

2

4

m

2468m

0.5
2

1.80m
f=1.00

346663466666

3
4
6
6
6
6
6
6

15
0

124 90 2

0

2

4

m

2468m

0.5
2

1.80m
f=1.00

931

Housing and wall plate: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Softec lens as safety glass.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 933

33364.000 Graphit m
LED 3.2W 300lm 4000K neutral white
Version 4
Sculpture lens, wide beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF E
0 qp

krrIP65

LED

33365.000 Graphit m
LED 3.2W 240lm 3000K warm white
Version 4
Sculpture lens, wide beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF E
0 qp

krrIP65

LED

33366.000 Graphit m
LED 3.2W 300lm 4000K neutral white
Version 4
Prism lens, deep beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF E
0 qp

krrIP65

LED

33367.000 Graphit m
LED 3.2W 240lm 3000K warm white
Version 4
Prism lens, deep beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF E
0 qp

krrIP65

LED

Housing and wall plate: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Non-reflective safety glass.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 933

33529.000 Graphit m
LED 6.7W 540lm 4000K neutral white
Version 4
Spherolit lens, wide beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF E
0 qp

krrIP65

LED

33528.000 Graphit m
LED 6.7W 435lm 3000K warm white
Version 4
Spherolit lens, wide beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF E
0 qp

krrIP65

LED

Kubus Floor washlight with LED
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932

33531.000 Graphit m
LED 6.7W 540lm 4000K neutral white
Version 4
Spherolit lens, deep beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF E
0 qp

krrIP65

LED

33530.000 Graphit m
LED 6.7W 435lm 3000K warm white
Version 4
Spherolit lens, deep beam
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF E
0 qp

krrIP65

LED

Kubus Floor washlight for metal halide lamps

Housing and wall plate: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Reflector: aluminium, silver, satin matt
anodised.
Spread lens as safety glass.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 933

33519.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Housing temperature 55°C
Temperature on the light aperture 77°C

Weight 1.73kg
LMF E
I5p

krrIP65

HIT-TC-CE

Kubus Floor washlight with LED

Wiesbadener
Volksbank Private
Banking, Wies-
baden. Lighting
design: Arne
Fiedler, Wies-
baden.

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0932_bild_erco_hk12.p1.pdf  Layer 2: 0932_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w932

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:36

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0932_bild_erco_hk12.p1.pdf  Layer 2: 0932_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w932



43666

3
4
6
6
6
6
6

4 3666

3
4
6
6
6
6

4 366

26
2

27
3

100204

135

4 366

3
46
6
6
6
6
6
6

4 3666

4 366

3
4
6
6
6
6
6
6

35
4

36
2

150200

135

43666

3
4
6
6
6
6
6

4 3666

3
4
6
6
6
6

4 366

26
2

27
3

100204

135

933

34
97

4.0
00

33
36

2.0
00

33
32

9.0
00

33
33

2.0
00

33
52

5.0
00

33
52

4.0
00

33
52

6.0
00

33
36

3.0
00

33
97

5.0
00

33
97

9.0
00

33
98

3.0
00

33364.000 • • • • •
33365.000 • • • • •
33366.000 • • • • • • • •
33367.000 • • • • • • • •
33519.000 • • • • • • • •
33530.000 • • •
33531.000 • • •

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33329.000
Concrete housing
Plastic.
2 cable entries.
Recommended 0-8mm aggregate for
the concrete.
Recessed mounting plate to be ordered
separately.
Weight 0.79kg

33524.000
Concrete housing
Metal, hot-dip galvanised.
2 cable entries.
Recommended 0-8mm aggregate for
the concrete.
Recessed mounting plate to be ordered
separately.
Weight 3.50kg

33332.000
Housing for recessed mounting
for recessed mounting in brickwork.
Plastic.
2 cable entries.
Recessed mounting plate to be ordered
separately.
Weight 0.35kg

Kubus Accessories

RDS Radio Di-
mensione Suono
headquarter,
Rome. Archi-
tect: Nigel Rayan.
Lighting design:
Baldieri, Rome.
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33526.000
Housing for recessed mounting
for recessed mounting in brickwork.
Corrosion resistant stainless steel.
2 cable entries.
Recessed mounting plate to be ordered
separately.
Weight 1.00kg

33362.000
Recessed mounting plate
for concrete housings and housings for
recessed mounting.
Metal, graphit m, powder-coated.
2 cable entries.
Concrete housings and housings for
recessed mounting to be ordered separ-
ately.
Weight 0.25kg

33525.000
Recessed mounting plate
for concrete housings and housings for
recessed mounting.
Metal, graphit m, powder-coated.
2 cable entries.
Concrete housings and housings for
recessed mounting to be ordered separ-
ately.
Weight 0.39kg

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33979.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.25kg

33983.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.00kg

33363.000
Post
Aluminium profile, No-Rinse surface
treatment. Double powder-coated.
Base plate for mounting on ground
socket, concrete anchor or mounting
plate: cast aluminium.
2 screwed cable glands M20.
Mounting accessories to be ordered
separately.
Weight 2.70kg

Kubus Façade luminaire with LED

Housing and wall plate: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Softec lens as safety glass.
Protection mode IP65: dust-proof and
water jet-proof.

33368.000 Graphit m
LED 3.2W 300lm 4000K neutral white
Version 4
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF E
0 qp

krrIP65

LED

33369.000 Graphit m
LED 3.2W 240lm 3000K warm white
Version 4
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF E
0 qp

krrIP65

LED

Kubus Accessories
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33537.000 Graphit m
LED 3.2W 300lm 4000K neutral white
Version 4
Sculpture lens
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF F
0 qp

krrIP65

LED

33536.000 Graphit m
LED 3.2W 240lm 3000K warm white
Version 4
Sculpture lens
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 0.88kg
LMF F
0 qp

krrIP65

LED

Housing and wall plate: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Non-reflective safety glass.
Protection mode IP65: dust-proof and
water jet-proof.

33533.000 Graphit m
LED 6.7W 540lm 4000K neutral white
Version 4
Spherolit lens, spot
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF F
0 qp

krrIP65

LED

33532.000 Graphit m
LED 6.7W 435lm 3000K warm white
Version 4
Spherolit lens, spot
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF F
0 qp

krrIP65

LED

33535.000 Graphit m
LED 6.7W 540lm 4000K neutral white
Version 4
Sculpture lens
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF F
0 qp

krrIP65

LED

33534.000 Graphit m
LED 6.7W 435lm 3000K warm white
Version 4
Sculpture lens
Housing temperature 34°C
Temperature on the light aperture 35°C

Weight 1.50kg
LMF F
0 qp

krrIP65

LED

Kubus Façade luminaire for metal halide lamps

Housing and wall plate: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Reflector: aluminium, silver, satin matt
anodised. Anti-glare cover: aluminium,
black powder-coated. Optimised lamp
screening ensures no direct light emis-
sion.
Sculpture lens as safety glass.

Protection mode IP65: dust-proof and
water jet-proof.

33520.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Sculpture lens
Housing temperature 52°C
Temperature on the light aperture 88°C

Weight 1.75kg
LMF E
I5p

krrIP65

HIT-TC-CE

Kubus Façade luminaire with LED
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936

Axis Walklight offers highly-
developed glare limitation for 
stairs and paths. The LED  module 
is completely concealed from 
view for optimal visual comfort. 
A light sparkle on the rectangular, 
lens- like cover glass reveals the 
light emission. The reflector pro-
duces a flat and wide beam illu-
minating the steps all the way to 
the edge.

Washlighting
Wide- angle illumination of 
pathways and open areas.

Walklights
Asymmetrical light distribution for 
lighting pathways and stairs.

LED
1.7W
64lm -  90lm

LED varychrome
3W
Optional: varychrome

Private residence, 
Espergærde. 
Architect: Dall 
Lindhardtsen, 
Helsingør.

Axis Walklight 
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937

Axis Walklight

The Axis Walklight provides  
lighting for pathways, steps and 
landings. Concrete housings are 
available for flush- mounting  
installations in stairs or walls.  
Due to the use of LEDs, these lumi -  
naires provide very economical 
lighting. 
The high protection mode IP65 
and the connection to mains 
 voltage make the luminaire 
 particularly easy to install and 
 maintenance- free. The IP68-  
rated varychrome version must  
be oper ated via a separate con-
troller.
Because the direct component  
of the light from the LEDs is 
shielded, this is a totally indirect 
lighting system. This ensures  
very high glare control and good 
visual comfort. The luminous flux 
of the LEDs is defined by the 
 reflector. The reflector produces  
a wide- spread light distribution 
across the step. However, the 
front lens surface maintains a  
low luminance. The glass is fixed 
to the housing with adhesive for 
permanent sealing and a mini-
mised visual impact.

The DALI- compat-  
 ible luminaires 
feature digitally 
addressable con-
trol gear with 
which every sin-
gle luminaire can 
be individually  

controlled – i.e. 
using the ERCO 
Light System 
DALI and the 
pre- programmed 
ERCO Light 
 Studio software.

In addition to 
the neutral white 
colour temper-
ature, a warm 
white version is 
available for the 
illumination of 
stairways.
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Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated. Fix-
ing element: plastic. Clamp extension
7-20mm.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Asymmetric reflector lens system: alu-
minium, silver anodised. Optimised
screening for the LEDs ensures no direct
light emission. LED module.
Cover frame with Softec lens: cor-
rosion-resistant cast aluminium,
graphit m double powder-coated.

Protection mode IP65: dust-proof and
water jet-proof.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 939

33750.000 Reflector silver
LED 1.7W 230V AC 90lm 4000K neutral
white
Version 2

Weight 0.85kg
LMF E
I0 qp

krrIP65

LED

33733.000 Reflector silver
LED 1.7W 230V AC 64lm 3000K warm
white
Version 2

Weight 0.85kg
LMF E
I0 qp

krrIP65

LED

Axis Walklight RGB varychrome with LED

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Graphit m, double powder-coated. Fix-
ing element: plastic. Clamp extension
7-20mm.
4-core cable, L 1500mm.
Asymmetric reflector lens system: alu-
minium, silver anodised. Optimised
screening for the LEDs ensures no direct
light emission. LED module.
Cover frame with Softec lens: cor-
rosion-resistant cast aluminium,
graphit m double powder-coated.
The three LED colours red, green and
blue are controlled by separate 24V DC

control gear (common 24V, floating
earth for PWM (Pulse Width Modu-
lation)). Control gear to be ordered
separately.
Protection mode: IP68 3m, i.e. protec-
tion against the ingress of dust and
against the effects of continuous im-
mersion in water up to a maximum
depth of 3m.
Accessories page 939

33751.000 Reflector silver
LED 3W 24V DC 30lm red, green, blue

Weight 0.85kg
LMF E
0 qpz

koo3mIP68

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 10 615-625 99
Green 17 520-530 77
Blue 3 460-470 96

Axis Walklight with LED
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33733.000 • •
33750.000 • •
33751.000 • • •

33898.000
DALI
DALI control gear
for 6 Nadir recessed floor luminaires,
8 Axis Walklights or 10 LED orientation
luminaires maximum.
Input voltage 220-240V AC, 50-60Hz,
25W max., DALI signal.
Output voltage 3x24V DC PWM.
Max. cable length 10m.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.58kg
ikooIP67

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33732.000
Concrete housing
Metal, hot-dip galvanised.
Recommended 0-8mm aggregate for
the concrete.
Weight 0.94kg

Axis Walklight Accessories

Private residence,
Humlebaek. Ar-
chitect: M-M
Arkitekter, Copen-
hagen.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:37

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0939_bild_erco_hk12.p1.pdf  Layer 2: 0939_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w939

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:37

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0939_bild_erco_hk12.p1.pdf  Layer 2: 0939_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w939



940

The common design feature of 
the Visor façade luminaires is 
a semi- circular cover glass. As 
a light source, the Visor façade 
 luminaires are discreet and pro-
vide high visual comfort. They 
ensure glare- free light for passers-  
by or road users, as they emit 
almost no light above the horizon-
tal. Only an unobtrusive refraction 
of light from the sculpture lens 
indicates that the light source is 
switched on. Depending on the 
photometric option, Visor façade 
luminaires produce wide beams 
of light which are ideal for light-
ing pathways, or beams that pen-
etrate deep into an area, which 
are effective in illuminating open 
spaces such as public squares or 
terraces.

Visor Façade luminaires

Washlighting
Wide- beam illumination of 
pathways and open areas.

Floor washlights
Asymmetrical washlighting with a 
wide or deep beam for the illumina-
tion of pathways or squares.

Low- voltage halogen lamps
20W -  50W
320lm -  1250lm
Deep beam

High- pressure discharge lamps
20W -  35W
1650lm -  3900lm
Deep beam

Fluorescent lamps
10W -  18W
600lm -  1200lm
Wide beam

Hotel Lago, Ulm.
Architect:
Nething General-
planer Ulm/Neu-
Ulm.
Lighting design:
Conplaning
GmbH.
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Floor washlights for pathway 
lighting
In pathway luminaires, the lamp 
is hidden from the direct view 
of observers from all positions 
 resulting in good visual comfort. 
The lens spreads the width of  
the beam.

Floor washlights for open area 
lighting
In contrast to the pathway lumi-
naires with their wide light distri-
bution, the open area luminaires 
direct light up to approximately 
8m away. The lamps themselves 
are shielded by a vertically sus-
pended anti- glare element.

Visor Façade luminaires
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Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium, No-
rinse surface treatment. Black double
powder-coated.
Mounting by means of an adjustable
bar. Clamp extension 1-25mm. Pre-
drilled holes in the base of the housing.
Electronic transformer 230/240/12V.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Asymmetric reflector system: alu-
minium, silver anodised, mirror-finish.
Anti-glare element: metal. No direct
light emission.

Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel. Optimised surface for
reduced accumulation of dirt.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 944

33300.000 Reflector silver
QT9-ax 20W 12V G4 320lm
Temperature on the light aperture
100°C

Weight 1.30kg
LMF E
I56p

krrIP65

QT9-ax

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium, No-
rinse surface treatment. Black double
powder-coated.
Mounting by means of an adjustable
bar. Clamp extension 1-35mm. Pre-
drilled holes in the base of the housing.
Safety transformer 230/12V. 2 cable
entries. Through-wiring possible. 5-pole
terminal block.
Asymmetric reflector system: alu-
minium, silver anodised, mirror-finish.
Anti-glare element: metal. No direct
light emission.

Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 944

33302.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Temperature on the light aperture 90°C

Weight 4.20kg
LMF E
I56p

krrIP65

QT12-ax-RE

Visor Floor washlight for metal halide lamps

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated.
Mounting by means of an adjustable
bar. Clamp extension 1-35mm. Pre-
drilled holes in the base of the housing.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Asymmetric reflector system: alu-
minium, silver anodised, mirror-finish.
Anti-glare element: metal. No direct
light emission.

Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 944

33306.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 60°C

Weight 2.70kg
LMF E
56p

krrIP65

HIT-TC-CE

Visor Floor washlight for low-voltage halogen lamps
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Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium, No-
rinse surface treatment. Black double
powder-coated.
Mounting by means of an adjustable
bar. Clamp extension 1-35mm. Pre-
drilled holes in the base of the housing.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Asymmetric reflector system: alu-
minium, silver anodised, mirror-finish.
Anti-glare element: metal. No direct
light emission.

Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 944

33304.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 60°C

Weight 3.70kg
LMF E
56p

krrIP65

HIT-TC-CE

Visor Floor washlight for compact fluorescent lamps

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium, No-
rinse surface treatment. Black double
powder-coated.
Mounting by means of an adjustable
bar. Clamp extension 1-35mm. Pre-
drilled holes in the base of the housing.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Asymmetric reflector system: alu-
minium, silver, satin matt anodised.
Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant

stainless steel. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 944

33301.000 Reflector silver ECG
TC-DEL 10W G24q-1 600lm
Temperature on the light aperture 40°C

Weight 3.30kg
LMF E
I5p

krrIP65

TC-DEL

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium, No-
rinse surface treatment. Black double
powder-coated.
Mounting by means of an adjustable
bar. Clamp extension 1-35mm. Pre-
drilled holes in the base of the housing.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Asymmetric reflector system: alu-
minium, silver, satin matt anodised.
Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant

stainless steel. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 944

33303.000 Reflector silver ECG
TC-DEL 18W G24q-2 1200lm
Temperature on the light aperture 40°C

Weight 3.80kg
LMF E
I5p

krrIP65

TC-DEL

Visor Floor washlight for metal halide lamps
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33300.000 • • •
33301.000 • • •
33302.000 • • • •
33303.000 • • •
33304.000 • • •
33306.000 • • •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

33976.000
Concrete housing
Metal, galvanised.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.60kg

33977.000
Concrete housing
Metal, galvanised.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.50kg

33978.000
Concrete housing
Metal, galvanised.
Recommended 0-8mm aggregate for
the concrete.
Weight 8.00kg

33970.000
33971.000
33972.000
Plaster ring
Metal, white.

33984.000
Surface-mounted housing
Corrosion-resistant aluminium, No-
Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.88kg

33985.000
Surface-mounted housing
Corrosion-resistant aluminium, No-
Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.18kg

Visor Accessories

Nasjonalmuseet
for kunst, arkitek-
tur og design
(Museum of Ar-
chitecture), Oslo.
Architect: Prof.
Arch. Sverre Fehn,
Oslo.
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Features of the rectangular 
 Lightmark façade luminaires 
include asymmetrical light emis-
sion and effective anti- glare 
 protection. The Dark Sky technol-
ogy prevents light from being 
emitted above the horizontal 
and so maximises visual comfort. 
Depending on the photometric 
option selected, Lightmark floor 
washlights produce a wide beam 
of light which is ideal for lighting 
pathways, or a beam that pen-
etrates deep into an area, which 
is effective in illuminating open 
spaces such as public squares or 
terraces. The Lightmark façade 
luminaires are suitable for uni-
form illumination of exterior 
walls and façades.

Lightmark Façade luminaires

Washlighting
Wide- beam illumination of 
pathways and open areas.

Floor washlights
Asymmetrical washlighting with a 
wide or deep beam for the illumina-
tion of pathways or squares.

Low- voltage halogen lamps
50W
1250lm
Wide beam

High- pressure discharge lamps
20W -  35W
1800lm -  3900lm
Wide beam, deep beam

Fluorescent lamps
18W
Wide beam

Tungsten halogen lamps
120W -  230W
2300lm -  5000lm

High- pressure discharge lamps
35W -  70W
3300lm -  6500lm

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Façade luminaires
Asymmetrical light distribution for 
accentuated façade lighting.
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Floor washlights for pathway 
lighting
In pathway luminaires, the lamp 
is hidden from the direct view of 
 observers from all positions result-
ing in good visual comfort. The 
spread lens extends the beam so 
that paths can be lit uniformly 
along their length.

The soft- edged 
beam creates a 
pleasant transi-  
tion from bright 
to darker surround-  
 ings. The gentle 
gradient of the 
beam improves 
perception, as 
the eye requires 
less adaptation 
between signifi-
cant contrasts.

Floor washlights for open area 
lighting
In contrast to the pathway lumi-
naires with their wide light distri-
bution, the open area luminaires 
with sculpture lenses direct light 
far forward. The lamps them-
selves are shielded by a vertically 
suspended anti- glare element.

Lightmark Façade luminaires
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947

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated.
Mounting with 4-point support and
screw fixing. Clamp extension 5-33mm.
Pre-drilled holes in the housing frame.
Electronic transformer 230/240/12V.
2 cable entries. Through-wiring possible.
5-pole terminal block.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised
lamp screening ensures no direct light
emission.

Cover plate with sculpture lens as
safety glass: corrosion-resistant cast
aluminium, double powder-coated
in graphit m. Optimised surface for
reduced accumulation of dirt.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 948

33377.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Temperature on the light aperture 56°C

Weight 4.16kg
LMF E
5p

krrIP65

QT12-ax-RE

Lightmark Floor washlight for metal halide lamps

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated.
Mounting with 4-point support and
screw fixing. Clamp extension 5-33mm.
Pre-drilled holes in the housing frame.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised
lamp screening ensures no direct light
emission.

Cover plate with sculpture lens as
safety glass: corrosion-resistant cast
aluminium, double powder-coated
in graphit m. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 948

33376.000 Reflector silver ECG
HIT-TC-CE 20W GU6.5 1800lm
Temperature on the light aperture 40°C

Weight 4.20kg
LMF E
5p

krrIP65

HIT-TC-CE

33370.000 Reflector silver ECG
HIT-CE 35W G12 3900lm
Temperature on the light aperture 52°C

Weight 4.28kg
LMF E
5p

krrIP65

HIT-CE

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated.
Mounting with 4-point support and
screw fixing. Clamp extension 5-33mm.
Pre-drilled holes in the housing frame.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-flood system: alu-
minium, silver, mirror-finish anodised.
Anti-glare element: metal. No direct
light emission.

Cover plate with sculpture lens as
safety glass: corrosion-resistant cast
aluminium, double powder-coated
in graphit m. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 948

33372.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 52°C

Weight 4.17kg
LMF E
5p

krrIP65

HIT-TC-CE

Lightmark Floor washlight for low-voltage halogen lamps
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948

Housing for recessed mounting in
brickwork and dry-wall partitions:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated.
Mounting with 4-point support and
screw fixing. Clamp extension 5-33mm.
Pre-drilled holes in the housing frame.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised
lamp screening ensures no direct light
emission.

Cover plate with sculpture lens as
safety glass: corrosion-resistant cast
aluminium, double powder-coated
in graphit m. Optimised surface for
reduced accumulation of dirt.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories see below

33374.000 Reflector silver ECG
TC-DEL 18W G24q-2 1200lm
Temperature on the light aperture 37°C

Weight 4.19kg
LMF E
5p

krrIP65

TC-DEL

Lightmark Accessories

83
82

9.0
00

33
37

8.0
00

33
37

9.0
00

33
98

6.0
00

33370.000 • • •
33372.000 • • •
33374.000 • • •
33376.000 • • •
33377.000 • • • •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

33378.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.99kg

33379.000
Plaster frame
Corrosion resist-
ant stainless steel,
white powder-
coated.
Weight 0.45kg

33986.000
Surface-mounted housing
Corrosion-resistant aluminium, No-
Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.65kg

Lightmark Floor washlight for compact fluorescent lamps
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949

Luminaire housing: corrosion-resistant
cast aluminium, No-rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Wall plate: cast aluminium.
2 cable entries. Through-wiring possible.
5-pole terminal block.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised
lamp screening ensures no direct light
emission.
Front lens top: spread lens as safety
glass.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 950

33380.000 Graphit m
QT-DE12-RE 120W 230V R7s L75mm
2300lm
Housing temperature 99°C
Temperature on the light aperture
103°C

Weight 3.00kg
LMF E
I5p

krrIP65

QT-DE12-RE

Luminaire housing: corrosion-resistant
cast aluminium, No-rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Wall plate: cast aluminium.
2 cable entries. Through-wiring possible.
5-pole terminal block.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised
lamp screening ensures no direct light
emission.
Front lens top and bottom: spread lens
as safety glass.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 950

33386.000 Graphit m
QT-DE12-RE 230W 230V R7s L114mm
5000lm
Housing temperature 115°C
Temperature on the light aperture
123°C

Weight 4.20kg
LMF E
I5p

krrIP65

QT-DE12-RE

Lightmark Façade luminaire for metal halide lamps

Luminaire housing: corrosion-resistant
cast aluminium, No-rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Wall plate: cast aluminium.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised
lamp screening ensures no direct light
emission.
Front lens top: spread lens as safety
glass.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 950

33382.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Housing temperature 49°C
Temperature on the light aperture 53°C

Weight 3.40kg
LMF E
I5p

krrIP65

HIT-CE

Lightmark Façade luminaire for tungsten halogen lamps
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950

Luminaire housing: corrosion-resistant
cast aluminium, No-rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Wall plate: cast aluminium.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised
lamp screening ensures no direct light
emission.
Front lens top and bottom: spread lens
as safety glass.

Protection mode IP65: dust-proof and
water jet-proof.

33388.000 Graphit m ECG
HIT-DE-CE 70W RX7s 6500lm
Housing temperature 55°C
Temperature on the light aperture 60°C

Weight 4.60kg
LMF E
5p

krrIP65

HIT-DE-CE

Lightmark Accessories

83
82

9.0
00

33
39

2.0
00

33380.000 • •
33382.000 •
33386.000 •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

33392.000 Graphit m
Cantilever
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Double
powder-coated.
Aluminium cover for concealed wiring.
Fixing screws for support frame.
Weight 1.50kg

Lightmark Façade luminaire for metal halide lamps

RDS Radio Di-
mensione Suono
headquarter,
Rome. Archi-
tect: Nigel Rayan.
Lighting design:
Baldieri, Rome.
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951

Cylinder façade luminaires pro-
duce striking light effects not 
only on the building frontage, but 
also as pathway lighting around 
access ways. The result: high vis-
ual comfort. The basic cylindri-
cal shape with the square wall 
fixing contains the lighting tech-
nology that enables a narrow 
or wide beam emission directed 
upwards and downwards or only 
 downwards for different light 
distribution patterns. The light 
beam is directed upwards with a 
 slight incline towards the façade 
to achieve a grazing light effect 
and prevent light pollution. The 
high visual comfort of the down-
ward beam results from the pre-
cise light distribution and the 
darklight reflector. 

Cylinder Façade luminaires

LED
6.7W -  13W
435lm -  1080lm
Wide beam

LED
13W -  20W
870lm -  1620lm

Low- voltage halogen lamps
50W -  100W
1200lm -  2200lm

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm

Floor washlights
Asymmetrical washlighting with a 
wide beam for the illumination of 
pathways.

Façade luminaires
Asymmetrical light distribution for 
accentuated façade lighting.

Accentuation
Emphasis of the façade 
produced by a narrow light 
beam.

Washlighting
Wide- beam illumination of 
pathways and open areas.
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952

Cylinder Façade luminaires

Spot/flood
The spot charac-
teristic produces 
a narrow beam, 
upward grazing 
light. The flood 
characteristic 
pointed down-
wards creates a 
wide beam, graz-
ing light effect 
on the façade 
and pools the 
light in a semi-
circle on the 
ground.

Spot/oval flood
The spot charac-
teristic  produces 
a narrow beam, 
upward  grazing 
light. The oval 
flood character-
istic generates a 
wide beam graz-
ing light with a 
beam edge end-
ing just  before 
the  façade.

Oval flood/flood
The oval flood 
characteristic 
produces a wide 
beam, upward 
grazing light.  
The slight incli-
nation of the 
beam  towards 
the façade con-
forms to the 
Dark Sky stand-
ard. The flood 
light distribu-
tion downwards 
generates a 
wide beam graz-
ing light on the 
 façade and pools 
the light in a 
semicircle on the 
ground.

Oval flood/ 
oval flood
Changing the 
downward light 
emission to oval 
flood character-
istic produces a 
wide beam graz-
ing light with a 
beam edge end-
ing just before 
the façade.

Flood
Wide beam graz-
ing light on the 
façade with a 
semicircle on the 
ground.

Floor wash-
lights for path-
way lighting
Tilted at 10°, 
the oval flood 
 characteristic 
produces an 
 oblong beam on 
the ground to 
 illuminate path-
ways in front  
of the façade.

Façade lighting
The oval flood 
 characteristic 
produces a wide 
beam  grazing 
light with a beam  
edge ending just 
before the façade.

Oval flood 
 versions
The downward 
beam oval flood 
characteristic 
is available in 
two versions for 
 different appli-
cations.
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953

Size 2
30°

Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation of
dirt. Tamper-proof screw.
Cover and wall fixture: corrosion-resist-
ant cast aluminium.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens bottom: Reflector: alu-
minium, silver, bright anodised. Inclined

oval flood Spherolit lens for pathway
lighting.
Lower non-reflective safety glass.
Protection mode IP65: dust-proof and
water jet-proof.

85104.000 Graphit m
LED 6.7W 540lm 4000K neutral white
Version 1

Weight 1.80kg
LMF E
Ip

krrIP65

LED

85105.000 Graphit m
LED 6.7W 435lm 3000K warm white
Version 1

Weight 1.80kg
LMF E
Ip

krrIP65

LED

Cylinder Floor washlight and façade luminaire with LED

Size 2
30°

Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation of
dirt. Tamper-proof screw.
Cover and wall fixture: corrosion-resist-
ant cast aluminium.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens top: Spherolit lens, spot.
Upper non-reflective safety glass.

Front lens bottom: Reflector: alu-
minium, silver, bright anodised. Inclined
oval flood Spherolit lens for pathway
lighting. Lower non-reflective safety
glass.
Protection mode IP65: dust-proof and
water jet-proof.

85115.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

85114.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

Cylinder Floor washlight with LED
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954

Size 2
30°

Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation of
dirt. Tamper-proof screw.
Cover and wall fixture: corrosion-resist-
ant cast aluminium.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens top: Spherolit lens, oval flood.
Upper non-reflective safety glass.

Front lens bottom: Reflector: alu-
minium, silver, bright anodised. Inclined
oval flood Spherolit lens for pathway
lighting. Lower non-reflective safety
glass.
Protection mode IP65: dust-proof and
water jet-proof.

85113.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

85112.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

Cylinder Façade luminaire with LED

Size 2
30°

Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation of
dirt. Tamper-proof screw.
Cover and wall fixture: corrosion-resist-
ant cast aluminium.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens top: Spherolit lens, spot.
Upper non-reflective safety glass.

Front lens bottom: Reflector: alu-
minium, silver, bright anodised. Spher-
olit lens, oval flood. Lower non-reflect-
ive safety glass.
Protection mode IP65: dust-proof and
water jet-proof.

85111.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

85110.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

Cylinder Floor washlight and façade luminaire with LED
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955

Size 2
30°

Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation of
dirt. Tamper-proof screw.
Cover and wall fixture: corrosion-resist-
ant cast aluminium.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens top: Spherolit lens, oval flood.
Upper non-reflective safety glass.

Front lens bottom: Reflector: alu-
minium, silver, bright anodised. Spher-
olit lens, oval flood. Lower non-reflect-
ive safety glass.
Protection mode IP65: dust-proof and
water jet-proof.

85109.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

85108.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1

Weight 1.90kg
LMF E
Ip

krrIP65

LED

Size 3
30°

Housing and wall fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt. Tamper-proof
screw.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens bottom: Darklight reflector:
aluminium, silver, bright anodised.

Luminaire cut-off angle 30°. Diffuser:
glass, frosted.
Cover ring with non-reflective safety
glass: corrosion-resistant cast alu-
minium, double powder-coated.
Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.

85100.000 Graphit m
LED 13W 1080lm 4000K neutral white
Version 1

Weight 2.30kg
LMF E
Ip

krrIP65

LED

85101.000 Graphit m
LED 13W 870lm 3000K warm white
Version 1

Weight 2.30kg
LMF E
Ip

krrIP65

LED

Size 3
30°

Housing and wall fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt. Tamper-proof
screw.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens top: Spherolit lens, spot.
Upper non-reflective safety glass.
Front lens bottom: Darklight reflector:

aluminium, silver, bright anodised.
Luminaire cut-off angle 30°. Diffuser:
glass, frosted.
Cover ring with non-reflective safety
glass: corrosion-resistant cast alu-
minium, double powder-coated.
Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.

85102.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 1

Weight 2.40kg
LMF E
Ip

krrIP65

LED

85103.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 1

Weight 2.40kg
LMF E
Ip

krrIP65

LED

Cylinder Façade luminaire with LED
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956

Size 3
30°

Housing and wall fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt. Tamper-proof
screw.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Front lens top: Spherolit lens, oval flood.
Upper non-reflective safety glass.
Front lens bottom: Darklight reflector:

aluminium, silver, bright anodised.
Luminaire cut-off angle 30°. Diffuser:
glass, frosted.
Cover ring with non-reflective safety
glass: corrosion-resistant cast alu-
minium, double powder-coated.
Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.

85106.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 1

Weight 2.40kg
LMF E
Ip

krrIP65

LED

85107.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 1

Weight 2.40kg
LMF E
Ip

krrIP65

LED

Cylinder Façade luminaire for low-voltage halogen lamps

Size 2
30°

Housing and wall fixture: corrosion-res-
istant cast aluminium, No-rinse surface
treatment. Double powder-coated.
Optimised surface for reduced accumu-
lation of dirt. Housing removable for
lamp replacement. Tamper-proof screw.
2 Cable entries. Through-wiring possible.
3-pole terminal block.
230/12V, 35-50VA safety transformer.
Front lens bottom: Reflector: alu-
minium, silver, bright anodised. Softec
lens.
Lower safety glass.
Protection mode IP65: dust-proof and
water jet-proof.

Accessories page 959

85022.000 Graphit m
QR-CBC51-RE 50W 12V GU5.3 10°
QR-CBC51-RE 50W 12V GU5.3 60°

Weight 2.50kg
LMF E
I56p

krrIP65

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 12000 0.17
2 3000 0.35
3 1333 0.52
4 750 0.70
5 480 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1144 1.15
2 286 2.31
3 127 3.46
4 71 4.62
5 46 5.77

Cylinder Façade luminaire with LED
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957

Size 2
30°

Housing and wall fixture: corrosion-res-
istant cast aluminium, No-Rinse surface
treatment. Double powder-coated.
Optimised surface for reduced accumu-
lation of dirt. Housing removable for
lamp replacement. Tamper-proof screw.
2 Cable entries. Through-wiring possible.
3-pole terminal block.
230/12V, 50-70VA safety transformer.
Reflectors: aluminium, silver, bright
anodised. Softec lenses.
Upper and lower safety glass.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 959

85023.000 Graphit m
2xQR-CBC51 35W 12V GU5.3 10°
2xQR-CBC51 35W 12V GU5.3 60°

Weight 2.90kg
LMF E
56p

krrIP65

2xQR-CBC51

h(m) E(lx) D(m)
10°

1 6671 0.17
2 1668 0.35
3 741 0.52
4 417 0.70
5 267 0.87

2xQR-CBC51

h(m) E(lx) D(m)
60°

1 583 1.15
2 146 2.31
3 65 3.46
4 36 4.62
5 23 5.77

Size 3
30°

Housing and wall fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
2 Cable entries. Through-wiring possible.
3-pole terminal block.
230/12V, 75-100VA safety transformer.
Front lens top: Vario-lens, adjustable,
3 levels, 8°, 15°, 30°. Upper safety glass.
Front lens bottom: Darklight reflector:
aluminium, silver, bright anodised.
Luminaire cut-off angle 30°. Diffuser:
glass, frosted.
Cover ring with safety glass: corro-

sion-resistant cast aluminium, double
powder-coated. Remove complete
with darklight reflector to replace lamp.
Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 959

85024.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm

Weight 3.80kg
LMF E
56p

krrIP65

QT12-ax

QT12-ax

QT12-ax

Cylinder Façade luminaire for low-voltage halogen lamps
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Size 3
30°

Housing and wall fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
2 cable entries. Through-wiring possible.
3-pole terminal block.
Electronic control gear.
Front lens top: Vario-lens, adjustable,
3 levels, 8°, 15°, 30°. Upper safety glass.
Front lens bottom: Darklight reflector:
aluminium, silver, bright anodised.
Luminaire cut-off angle 30°. Diffuser:
glass, frosted.
Cover ring with safety glass: corro-

sion-resistant cast aluminium, double
powder-coated. Remove complete
with darklight reflector to replace lamp.
Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.

85026.000 Graphit m ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 2.55kg
LMF E
56p

krrIP65

HIT-TC-CE

HIT-TC-CE

HIT-TC-CE

Cylinder Façade luminaire for metal halide lamps

Werratal-Therme,
Bad Sooden-Al-
lendorf. Architect:
Geier + Geier
Freie Architek-
ten, Stuttgart.
Lighting designer:
Facit Lichttechnik,
Lemgo.
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959

Size 5
30°

Housing and wall fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Optimised surface for reduced
accumulation of dirt.
2 Cable entries. Through-wiring possible.
3-pole terminal block.
Electronic control gear.
Front lens top: Vario-lens, adjustable,
3 levels, 8°, 15°, 30°. Upper safety glass.
Front lens bottom: Darklight reflector:
aluminium, silver, bright anodised.
Luminaire cut-off angle 30°. Diffuser:
glass, frosted.
Cover ring with safety glass: corro-

sion-resistant cast aluminium, double
powder-coated. Remove complete
with darklight reflector to replace lamp.
Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.

85029.000 Graphit m ECG
HIT-CE 35W G12 3900lm

Weight 4.80kg
LMF E
I56p

krrIP65

HIT-CE

HIT-CE

HIT-CE

85028.000 Graphit m ECG
HIT-CE 70W G12 7750lm

Weight 4.80kg
LMF E
56p

krrIP65

HIT-CE

HIT-CE

HIT-CE

Cylinder Accessories

83
82

9.0
00

85022.000 •
85023.000 •
85024.000 •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

Cylinder Façade luminaire for metal halide lamps
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960

The grazing light of the  Focalflood 
façade luminaires brings out the 
surface texture of buildings at 
night. The narrow beam light dis-
tribution over the whole wall 
avoids unnecessary light pollution. 
The wide light distribution in the 
other direction ensures good uni-
formity on the façade and when 
mounted in a row, wide luminaire 
spacing. The two mounting brack-
ets ensure easy adjustment to the 
tilt of the luminaire.

Focalflood Façade luminaires

Accentuation
Emphasis of the façade 
produced by a narrow light 
beam.

Façade luminaires
Asymmetrical light distribution for 
accentuated façade lighting.

LED
22W
1450lm -  1800lm

LED varychrome
24W
Optional: DALI, varychrome

Hotel Interconti-
nental Paris 
 Avenue Marceau, 
Paris.
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961

When mounted in a row along  
the building, the broad light dis-  
tribution and its even gradient 
ensure uniform façade illumina-
tion.

The DALI- com-
patible lumi-
naires have dig-
ital control gear 
which allows 
each luminaire 
to be individ-  
 ually addressed, 
for example by 
using the ERCO  

The Focalflood luminaire has a 
very narrow beam angle towards 
the wall and a wide light distribu-
tion along the wall, allowing the 
light to graze a wide area without 
producing any spill light.

Coloured LEDs have high satura-
tion and therefore allow a large 
number of mixed colours to be 
produced. The line from the cen-
tral white point to the RGB points 
serves as a scale for saturation. 
The numeric values on the outer 
edge of the curve indicate the 
wavelength.

Like other lamps, high- power 
LEDs generate heat. To prevent 
the luminous flux and life of the 
lamp from decreasing drastically, 
the maximum junction tempera-
ture must not be exceeded even 
during continuous operation. 
ERCO places particular impor-
tance on heat management in  
its luminaires to ensure that the 
LED modules remain below the 
critical temperature range and 
operate at full output through-

out their lives. Mounting the LED 
module directly on metal- core 
PCBs effectively dissipates the 
heat to the luminaire housing. 
Extensive simulations and tests 
in the development phase ensure 
the success of the production 
procedures used.

Light System  
DALI with inte-
gral ERCO Light 
Studio soft ware.

In addition to the neutral white 
colour temperature, the range 
now also features a warm white 
version in order that the light 
colour corresponds more closely 
to the material colour.

Focalflood Façade luminaires
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962

Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation
of dirt. Screw-fastened end plates:
corrosion-resistant cast aluminium. Two
mounting brackets for positioning as
required: corrosion-resistant aluminium.
135° tilt.
Electronic control gear. Cable, 3x1mm2,
L 1.5m.
LED module.
Axially symmetrical reflector lens sys-
tem: aluminium, silver anodised. Op-
timised LED screening ensures no direct

light emission. Front section with Softec
lens: corrosion-resistant aluminium,
double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

34172.000 Graphit m
LED 22W 1800lm 4000K neutral white
Version 4
Maximum wind load area 0.05m2

Weight 3.20kg
LMF E
5p

krrIP65

LED

34170.000 Graphit m
LED 22W 1450lm 3000K warm white
Version 4
Maximum wind load area 0.05m2

Weight 3.20kg
LMF E
5p

krrIP65

LED

Focalflood Façade luminaire RGB varychrome with LED

Housing: corrosion-resistant aluminium
profile, No-Rinse surface treatment.
Double powder-coated. Optimised
surface for reduced accumulation
of dirt. Screw-fastened end plates:
corrosion-resistant cast aluminium. Two
mounting brackets for positioning as
required: corrosion-resistant aluminium.
135° tilt.
Cable, 5x1.5mm2, L 1.5m.
DALI control gear, with plug and play
connectivity for ERCO RGB varychrome
colour mixing.
LED module.
Axially symmetrical reflector lens sys-

tem: aluminium, silver anodised. Op-
timised LED screening ensures no direct
light emission.
Front section with Softec lens: cor-
rosion-resistant aluminium, double
powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

34171.000 Graphit m DALI
LED 24W 750lm red, green, blue
Version 2
Colour compensation for precise light
colour.
Maximum wind load area 0.05m2

Weight 3.20kg
LMF E
krrIP65

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 270 620-625 99
Green 360 525-530 77
Blue 120 465-470 97

Focalflood Façade luminaire with LED
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963

The Site range of luminaires is 
designed for use as orientation 
and pathway lighting on build-
ings. Their round form and func-
tional design make the façade 
luminaire a sleek architectural 
detail at entrances and façades. 
Impact- resistant plastic and the 
additional protective grid pro-
vide vandal protection. The dif-
fuse light emission means that 
this source of direct lighting can 
be used both on ceiling and walls. 
The special lighting control, pro-
duced by the half- covered, wall-
mounted version, provides good 
visual comfort and directs light 
to the floor.

Site Façade luminaires

Washlighting
Wide- beam illumination of 
the façade and ground.

Wall- mounted luminaires
Asymmetrical light distribution for 
ground and wall illumination.

Compact fluorescent lamps
18W -  42W
1200lm -  3200lm

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Ceiling/wall- mounted luminaires
Wide beam, rotationally symmetrical 
light distribution for orientation and 
diffuse general lighting.

Compact fluorescent lamps
18W -  42W
1200lm -  3200lm
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964

Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, clear,
half painted silver light-proof.
Screw-fastened cover ring with pro-
tective grid: corrosion-resistant cast
aluminium, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44568.000 Graphit m ECG
44519.000 Silver m ECG
TC-DEL 18W G24q-2 1200lm

Weight 1.65kg
LMF E
76p

krrIP65

TC-DEL

Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, clear,
half painted silver light-proof.
Screw-fastened cover ring with pro-
tective grid: corrosion-resistant cast
aluminium, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44569.000 Graphit m ECG
44536.000 Silver m ECG
TC-TEL 26W GX24q-3 1800lm

Weight 2.60kg
LMF E
76p

krrIP65

TC-TEL

Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, clear,
half painted silver light-proof.
Screw-fastened cover ring with pro-
tective grid: corrosion-resistant cast
aluminium, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44570.000 Graphit m ECG
44549.000 Silver m ECG
TC-TEL 42W GX24q-4 3200lm

Weight 3.50kg
LMF E
76p

krrIP65

TC-TEL

Site Wall-mounted luminaire for compact fluorescent lamps
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Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, white.
Screw-fastened cover ring with pro-
tective grid: corrosion-resistant cast
aluminium, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44571.000 Graphit m ECG
44518.000 Silver m ECG
TC-DEL 18W G24q-2 1200lm

Weight 1.65kg
LMF E
76p

krrIP65

TC-DEL

Connected load
44571.000 P: 18 W
44518.000 P: 18 W

Connected load per 100lx
44571.000 P*: 6.17 W/m2

44518.000 P*: 6.17 W/m2

Number of luminaires per 100lx
44571.000 n*: 34.28 1/100m2

44518.000 n*: 34.28 1/100m2

Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, white.
Screw-fastened cover ring with pro-
tective grid: corrosion-resistant cast
aluminium, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44572.000 Graphit m ECG
44527.000 Silver m ECG
TC-TEL 32W GX24q-3 2400lm

Weight 2.60kg
LMF E
76p

krrIP65

TC-TEL

Connected load
44572.000 P: 35 W
44527.000 P: 35 W

Connected load per 100lx
44572.000 P*: 5.19 W/m2

44527.000 P*: 5.19 W/m2

Number of luminaires per 100lx
44572.000 n*: 14.82 1/100m2

44527.000 n*: 14.82 1/100m2

Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, white.
Screw-fastened cover ring with pro-
tective grid: corrosion-resistant cast
aluminium, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44563.000 Graphit m ECG
44548.000 Silver m ECG
TC-TEL 42W GX24q-4 3200lm

Weight 3.45kg
LMF E
76p

krrIP65

TC-TEL

Connected load
44563.000 P: 45 W
44548.000 P: 45 W

Connected load per 100lx
44563.000 P*: 3.93 W/m2

44548.000 P*: 3.93 W/m2

Number of luminaires per 100lx
44563.000 n*: 8.73 1/100m2

44548.000 n*: 8.73 1/100m2

Site Ceiling/wall-mounted luminaire for compact fluorescent lamps
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Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, white.
Screw-fastened cover ring: corro-
sion-resistant cast aluminium, double
powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44564.000 Graphit m ECG
44517.000 Silver m ECG
TC-DEL 18W G24q-2 1200lm

Weight 1.50kg
LMF E
76p

krrIP65

TC-DEL

Connected load
44564.000 P: 18 W
44517.000 P: 18 W

Connected load per 100lx
44564.000 P*: 5.31 W/m2

44517.000 P*: 5.31 W/m2

Number of luminaires per 100lx
44564.000 n*: 29.50 1/100m2

44517.000 n*: 29.50 1/100m2

Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, white.
Screw-fastened cover ring: corro-
sion-resistant cast aluminium, double
powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44565.000 Graphit m ECG
44523.000 Silver m ECG
TC-TEL 32W GX24q-3 2400lm

Weight 2.30kg
LMF E
76p

krrIP65

TC-TEL

Connected load
44565.000 P: 35 W
44523.000 P: 35 W

Connected load per 100lx
44565.000 P*: 4.43 W/m2

44523.000 P*: 4.43 W/m2

Number of luminaires per 100lx
44565.000 n*: 12.66 1/100m2

44523.000 n*: 12.66 1/100m2

Housing: corrosion-resistant cast alu-
minium, No-rinse surface treatment.
Double powder-coated.
2 cable entries. Through-wiring possible.
3-pole terminal block. Electronic control
gear.
Reflector: metal, white (RAL9010)
powder-coated.
Cover: impact-resistant plastic, white.
Screw-fastened cover ring: corro-
sion-resistant cast aluminium, double
powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.

44567.000 Graphit m ECG
44547.000 Silver m ECG
TC-TEL 42W GX24q-4 3200lm

Weight 3.10kg
LMF E
76p

krrIP65

TC-TEL

Connected load
44567.000 P: 45 W
44547.000 P: 45 W

Connected load per 100lx
44567.000 P*: 3.45 W/m2

44547.000 P*: 3.45 W/m2

Number of luminaires per 100lx
44567.000 n*: 7.66 1/100m2

44547.000 n*: 7.66 1/100m2

Site Ceiling/wall-mounted luminaire for compact fluorescent lamps
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Buildings and their surroundings re-
quire a range of lighting solutions
for the various tasks from the func-
tional lighting of pathways, stairs or
open areas to the dramatic lighting of
facades. Luminaire ranges with different
but predominantly widebeam, asym-
metric light distributions can be used
to solve these problems. Each range of
products with a uniform design provid-
ing the lighting designer with a choice
mounting and luminaire position op-
tions. Irrespective of the functional
principle of the lighting technology,
priority is always given to key Dark Sky
features as well as the prevention of
glare and of unnecessary spill light.

Visor Low-voltage halogen lamps 970
High-pressure discharge lamps 970
Fluorescent lamps 970

Midipoll LED 974
High-pressure discharge lamps 975

Panorama Low-voltage halogen lamps 980
High-pressure discharge lamps 981

Lightmark Tungsten halogen lamps 987
High-pressure discharge lamps 987 989
Fluorescent lamps 988

Bollard luminaires
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968

The common design feature of 
the Visor open area luminaires 
is a semi- circular cover glass. As 
a light source, the bollard lumi-
naires are discreet and provide 
high visual comfort. They ensure 
glare- free light for passers- by or 
road users, as they emit almost 
no light above the horizontal. 
Only an unobtrusive refraction 
of light from the lens indicates 
that the light source is  actually 
on. Depending on the lighting 
technology, these bollard lumi-
naires produce wide beams of 
light which are ideal for  lighting 
pathways, or beams that pen-
etrate deep into an area, which 
are effective in illuminating open 
spaces such as public squares or 
terraces.

Visor Bollard luminaires

Washlighting
Wide- beam illumination of 
pathways and open areas.

Floor washlights
Asymmetrical washlighting with a 
wide or deep beam for the illumina-
tion of pathways or squares.

Low- voltage halogen lamps
50W
1250lm
Deep beam  

High- pressure discharge lamps
35W
3900lm
Deep beam

Fluorescent lamps
10W -  18W
600lm -  1200lm
Wide beam

Fundación  Banco 
 Santander  Central 
Hispano, Madrid. 
 Architect and 
lighting  designer: 
Kevin Roche  
John  Dinkeloo 
and Associates, 
Dublin.
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Floor washlights for open area 
lighting
In contrast to the pathway lumi-
naires with their wide light distri-
bution, the open area luminaires 
direct light up to approximately 
8m away. The lamps themselves 
are shielded by a vertically sus-
pended anti- glare element.

Floor washlights for pathway 
lighting
In pathway luminaires, the lamp 
is hidden from the direct view 
of observers from all positions 
 resulting in good visual comfort. 
The lens spreads the width of  
the beam.

Visor Bollard luminairesVisor Bollard luminaires
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Housing: corrosion-resistant aluminium,
No-Rinse surface treatment. Double
powder-coated. Removable front
section with integral floor washlight.
Optimised surface for reduced accumu-
lation of dirt.
Base plate for mounting on concrete
plinth or accessories: corrosion-resist-
ant aluminium.
Floor washlight: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
Black double powder-coated.
Safety transformer, 230/12V. Through-
wiring possible. 5-pole terminal block.
Asymmetric reflector system: alu-

minium, silver anodised, mirror-finish.
Anti-glare element: metal. No direct
light emission.
Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel.
Protection mode IP55: dust-proof and
water jet-proof.
Accessories page 971

33312.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm
Housing temperature 85°C
Temperature on the light aperture 90°C

Weight 9.20kg
LMF E
I56p

mrrIP55

QT12-ax-RE

Visor Bollard luminaire Floor washlight for metal halide lamps

Housing: corrosion-resistant aluminium,
No-Rinse surface treatment. Double
powder-coated. Removable front
section with integral floor washlight.
Optimised surface for reduced accumu-
lation of dirt.
Base plate for mounting on concrete
plinth or accessories: corrosion-resist-
ant aluminium.
Floor washlight: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
Black double powder-coated.
Through-wiring possible. 5-pole ter-
minal block. Electronic control gear.
Asymmetric reflector system: alu-

minium, silver anodised, mirror-finish.
Anti-glare element: metal. No direct
light emission.
Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel.
Protection mode IP55: dust-proof and
water jet-proof.
Accessories page 971

33314.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Housing temperature 60°C
Temperature on the light aperture 60°C

Weight 11.20kg
LMF E
I56p

mrrIP55

HIT-TC-CE

Visor Bollard luminaire Floor washlight for compact fluorescent lamps

Housing: corrosion-resistant aluminium,
No-Rinse surface treatment. Double
powder-coated. Removable front
section with integral floor washlight.
Optimised surface for reduced accumu-
lation of dirt.
Base plate for mounting on concrete
plinth or accessories: corrosion-resist-
ant aluminium.
Floor washlight: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
Black double powder-coated.
Electronic control gear. Through-wiring
possible. 5-pole terminal block.

Asymmetric reflector system: alu-
minium, silver, satin matt anodised.
Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel.
Protection mode IP55: dust-proof and
water jet-proof.
Accessories page 971

33311.000 Graphit m ECG
TC-DEL 10W G24q-1 600lm
Housing temperature 40°C
Temperature on the light aperture 40°C

Weight 8.20kg
LMF E
I56p

mrrIP55

TC-DEL

Visor Bollard luminaire Floor washlight for low-voltage halogen lamps
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971

Housing: corrosion-resistant aluminium,
No-Rinse surface treatment. Double
powder-coated. Removable front
section with integral floor washlight.
Optimised surface for reduced accumu-
lation of dirt.
Base plate for mounting on concrete
plinth or accessories: corrosion-resist-
ant aluminium.
Floor washlight: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
Black double powder-coated.
Electronic control gear. Through-wiring
possible. 5-pole terminal block.

Asymmetric reflector system: alu-
minium, silver, satin matt anodised.
Screw-fastened cover with sculpture
lens as safety glass: corrosion resistant
stainless steel.
Protection mode IP55: dust-proof and
water jet-proof.
Accessories see below

33313.000 Graphit m ECG
TC-DEL 18W G24q-2 1200lm
Housing temperature 40°C
Temperature on the light aperture 40°C

Weight 11.30kg
LMF E
I56p

mrrIP55

TC-DEL

Visor Accessories

83
82

9.0
00

34
96

4.0
00

34
96

5.0
00

34
97

4.0
00

33
97

5.0
00
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33311.000 • • • • •
33312.000 • • • • • •
33313.000 • • • • •
33314.000 • • • • •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34964.000
Cable junction box
Plastic, black.
Terminal block 2 of 5x2.5mm2. 1 fuse
D01 E14 10A.
Weight 0.25kg

34965.000
Cable junction box
Plastic, grey.
Terminal block 2 of 5x6mm2. 1 fuse
D01 E14 10A.
Weight 0.55kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

Visor Bollard luminaire Floor washlight for compact fluorescent lamps
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972

The Midipoll bollard luminaire not 
only offers effective illumination 
of areas or paths, but also makes 
its presence known in a subtle 
fashion. It is therefore used both 
during the day and at night as a 
defining element whilst providing 
orientation. The Dark Sky technol-
ogy shields pedestrians and driv-
ers from glare and prevents spill 
light from being emitted above 
the horizontal. The Midipoll emits 
light downwards and spreads it 
widely across the ground. The 
cross- shaped aluminium profile 
– elegantly formed of four parab-
olas – emits grazing light gen-
tly and connects the cylindrical 
luminaire head with the base. 

Midipoll Bollard luminaires

Washlighting
Wide- beam illumination of 
pathways and open areas.

Floor washlights
Rotationally symmetrical washlight-
ing penetrating deep into an area to 
illuminate open spaces.

LED
9W
580lm -  720lm
Optional: DALI

High- pressure discharge lamps
20W -  35W
1800lm -  3900lm

Hotel Santa 
 Marta, Lloret de 
Mar. Architect: 
Carles Sobirà, 
Lloret de Mar.
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The Midipoll luminaire not only
casts light on the surrounding
floor area, but also on itself. The
discreet grazing light on the dis-
tinct cross-shaped profile cre-
ates its own focal point to act as
a space-defining element. The
balanced component of grazing
light and the optimal shield-
ing of the lamp thus guarantee
excellent night time visual
comfort. The optional choices
are efficient lamps such as LEDs
and high-pressure discharge
lamps. Using the long life LEDs
makes the luminaire practically
maintenance-free.

The Midipoll bol-
lard luminaire for
LEDs is available
with a specifically
designed plastic
prism lens.

The front lens of
the bollard lumi-
naire is concealed
from passers-by.
Together with
spreading light
on the ground,
the lens illumi-
nates the cross-

shaped alumin-
ium profile mak-
ing it a discreet
attraction.

The light of the
high-power LEDs
emitted vertically
downwards is
refracted by both
the top and bot-
tom sides of the
lens, resulting in

a wide-beam
light distribution
on the ground.

The Midipoll
can be mounted
using various
accessories: con-
crete anchor,
ground socket or
mounting plate.
The double cable
entry in the
mounting plate
enables efficient
through-wiring.

Dark Sky technology ensures
that, in the interest of both the
environment and people, the
light is only projected where it
is required. Dark Sky compatible
luminaires such as Midipoll bol-
lards have a precise light guid-
ance system and a defined cut-
off angle for optimum visual
comfort. A crucial consideration
for bollard luminaires is to ensure
that no light is emitted above
the horizontal plane.

Horizon line

Midipoll Bollard luminaires
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974

For mounting on accessories.
Cross-shaped aluminium profile and
cylindrical housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Cylindrical luminaire head with lower

prismatic lens: corrosion-resistant cast
aluminium, double powder-coated.
Mounting accessories to be ordered
separately.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 977

33344.000 Graphit m
LED 9W 720lm 4000K neutral white
Version 3
Maximum wind load area 0.1m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 4.80kg
LMF E
I5p

krrIP65

LED

33334.000 Graphit m
LED 9W 580lm 3000K warm white
Version 3
Maximum wind load area 0.1m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 4.80kg
LMF E
I5p

krrIP65

LED

For mounting on accessories.
Cross-shaped aluminium profile and
cylindrical housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
DALI control gear, with plug and play
connectivity. 2 cable entries. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Cylindrical luminaire head with lower

prismatic lens: corrosion-resistant cast
aluminium, double powder-coated.
Mounting accessories to be ordered
separately.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 977

33317.000 Graphit m DALI
LED 9W 720lm 4000K neutral white
Version 3
Maximum wind load area 0.1m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 4.80kg
LMF E
5p

krrIP65

LED

33316.000 Graphit m DALI
LED 9W 580lm 3000K warm white
Version 3
Maximum wind load area 0.1m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 4.80kg
LMF E
5p

krrIP65

LED

Midipoll Bollard luminaire Floor washlight with LED
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975

For mounting on accessories.
Cross-shaped aluminium profile and
cylindrical housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Upper reflector: aluminium, silver anod-
ised.
Cylindrical luminaire head with lower
flood lens: corrosion-resistant cast
aluminium, double powder-coated. Re-

moved from base for lamp replacement.
Screw fixing.
Mounting accessories to be ordered
separately.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 977

33338.000 Graphit m ECG
HIT-TC-CE 20W G8.5 1800lm
Maximum wind load area 0.1m2

Housing temperature 49°C
Temperature on the light aperture 57°C

Weight 4.80kg
LMF E
I5p

krrIP65

HIT-TC-CE

33342.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Maximum wind load area 0.1m2

Housing temperature 66°C
Temperature on the light aperture 76°C

Weight 4.80kg
LMF E
I5p

krrIP65

HIT-TC-CE

Midipoll Bollard luminaire Floor washlight with LED

For mounting on accessories.
Cross-shaped aluminium profile and
cylindrical housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Cylindrical luminaire head with lower

prismatic lens: corrosion-resistant cast
aluminium, double powder-coated.
Mounting accessories to be ordered
separately.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 977

33343.000 Graphit m
LED 9W 720lm 4000K neutral white
Version 3
Maximum wind load area 0.06m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 3.30kg
LMF E
I5p

krrIP65

LED

33333.000 Graphit m
LED 9W 580lm 3000K warm white
Version 3
Maximum wind load area 0.06m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 3.30kg
LMF E
I5p

krrIP65

LED

Midipoll Bollard luminaire Floor washlight for metal halide lamps
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976

For mounting on accessories.
Cross-shaped aluminium profile and
cylindrical housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
DALI control gear, with plug and play
connectivity. 2 cable entries. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer.
Cylindrical luminaire head with lower

prismatic lens: corrosion-resistant cast
aluminium, double powder-coated.
Mounting accessories to be ordered
separately.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 977

33319.000 Graphit m DALI
LED 9W 720lm 4000K neutral white
Version 3
Maximum wind load area 0.06m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 3.30kg
LMF E
5p

krrIP65

LED

33318.000 Graphit m DALI
LED 9W 580lm 3000K warm white
Version 3
Maximum wind load area 0.06m2

Housing temperature 46°C
Temperature on the light aperture 37°C

Weight 3.30kg
LMF E
5p

krrIP65

LED

Midipoll Bollard luminaire Floor washlight for metal halide lamps

For mounting on accessories.
Cross-shaped aluminium profile and
cylindrical housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
Electronic control gear. 2 cable entries.
Through-wiring possible. 3-pole ter-
minal block.
Upper reflector: aluminium, silver anod-
ised.
Cylindrical luminaire head with lower
flood lens: corrosion-resistant cast
aluminium, double powder-coated. Lu-

minaire housing is removed from base
for lamp replacement. Screw fixing.
Mounting accessories to be ordered
separately.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 977

33337.000 Graphit m ECG
HIT-TC-CE 20W G8.5 1800lm
Maximum wind load area 0.06m2

Housing temperature 49°C
Temperature on the light aperture 57°C

Weight 3.30kg
LMF E
I5p

krrIP65

HIT-TC-CE

33339.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Maximum wind load area 0.06m2

Housing temperature 66°C
Temperature on the light aperture 76°C

Weight 3.30kg
LMF E
I5p

krrIP65

HIT-TC-CE

Midipoll Bollard luminaire Floor washlight with LED
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34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

33982.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.70kg

Midipoll Accessories

Private resid-
ence, Espergærde.
Architect: Dall
Lindhardtsen,
Helsingør. Elec-
trical engineering:
OGC Building
Consultants, Bags-
værd.
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978

The cylindrical Panorama bollard 
luminaires with Dark Sky technol-
ogy are used to illuminate open 
areas with particularly high  visual 
comfort. Their innovative light-
ing technology combines the 
highest precision and efficiency 
in a surprisingly small luminaire. 
The  system, with the  parabolic 
and cone reflectors, emits light 
throughout a full 360° up to 6m 
deep over the area to be illumi-
nated. In this way, the Dark Sky 
technology shields  pedestrians 
and drivers  superbly from glare 
and avoids spill light emitted 
above the horizontal. The con-
cealed light source of  Panorama 
bollard luminaires is merely 
revealed by the almost magical 
shimmering of the light aperture.

Panorama Bollard luminaires

Washlighting
Wide- beam illumination of 
pathways and open areas.

Floor washlights
Rotationally symmetrical washlight-
ing penetrating deep into an area to 
illuminate open spaces.

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm

RDS Radio 
Dimensione 
 Suono head-
quarters, Rome. 
Architect: Nigel 
Ryan. Lighting 
design: Baldieri, 
Rome.
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979

Light distribution
The lower, 450mm version of the 
Panorama bollard luminaire is  
intended for applications where  
a smaller area is to be illuminated  
and the luminaire is to be less 
conspicuous as in green spaces.

Dark Sky technology ensures that 
the light is only projected where 
it is supposed to go – in the inter-
est of both the environment and 
people.
Dark Sky compatible luminaires 
such as the Panorama bollards 
have a precise light guidance sys-
tem and a defined cut- off angle  
for optimum visual comfort. A 
crucial consideration for outdoor  
luminaires is to ensure that no 
light is emitted above the hori-
zontal plane. Low luminance of 
the cover glass avoids excessive 
luminance contrasts in the out-
door area at night. 

Light distribution
The 900mm high Panorama bol-
lard luminaire is particularly suit-
able for the illumination of wide 
areas. A beam diameter of up to 
12m with an outer illuminance of 
0.5lx makes it a powerful tool for 
outdoor lighting.

Horizon line

The Panorama bollard luminaires  
produce an exception ally wide 
circular light distribution. The 
gentle gradient of the beam and 
the low luminance of the cover 
glass improve our perception by 
avoiding significant contrasts 
which would require visual adap-
tation time.

Panorama Bollard luminaires
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980

Aluminium tube: double powder-
coated.
Upper cover: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
double powder-coated. Optimised
surface for reduced accumulation of
dirt.
Base plate for mounting on concrete
plinth or accessories.
2 cable entries. Through-wiring pos-
sible. 5-pole terminal block. Electronic
transformer 230/240/12V.
Internal parabolic reflector: aluminium,
silver, mirror-finish anodised. Anti-glare
cap: metal.
Anti-glare screen: metal, black.
360° conical Darklight reflector: alu-
minium, silver, mirror-finish anodised.
Glare-free above the light aperture.
Glass cylinder as lamp cover. Luminaire
housing is removed from base for lamp
replacement. Tamper-proof screws.

Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 983

33345.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm
Maximum wind load area 0.11m2

Housing temperature 45°C
Temperature on the light aperture 48°C

Weight 5.30kg
LMF E
I5p

krrIP65

QT12-ax-RE

Aluminium tube: double powder-
coated.
Upper cover: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
double powder-coated. Optimised
surface for reduced accumulation of
dirt.
Base plate for mounting on concrete
plinth or accessories.
2 cable entries. Through-wiring pos-
sible. 5-pole terminal block. Electronic
transformer 230/240/12V.
Internal parabolic reflector: aluminium,
silver, mirror-finish anodised. Anti-glare
cap: metal.
Anti-glare screen: metal, black.
360° conical Darklight reflector: alu-
minium, silver, mirror-finish anodised.
Glare-free above the light aperture.
Glass cylinder as lamp cover. Luminaire
housing is removed from base for lamp
replacement. Tamper-proof screws.

Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 983

33349.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Maximum wind load area 0.19m2

Housing temperature 53°C
Temperature on the light aperture 55°C

Weight 8.30kg
LMF E
I5p

krrIP65

QT12-ax

Panorama Bollard luminaire Floor washlight for low-voltage halogen lamps

Wiesbadener
Volksbank Private
Banking, Wies-
baden. Lighting
design: Arne
Fiedler, Wies-
baden.

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:40

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0980_bild_erco_hk12.p1.pdf  Layer 2: 0980_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w980

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:40

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0980_bild_erco_hk12.p1.pdf  Layer 2: 0980_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w980



3
46
6
6
6
6
6
6
6
6
6

43666666

80
0

132∅
2

0

2

4

m

2024m

0.5

10
20

0.75m
f=1.00

3
46
6
6
6
6
6
6
6
6
6

43666666

80
0

132∅
2

0

2

4

m

2024m

0.5

10
20

20

0.75m
f=1.00

3
46
6
6
6
6
6
6
6
6
6
6
6

4 366666666

90
0

205∅
3

0

3

6

m

3036m

0.5

2
10

0.85m
f=1.00

3
46
6
6
6
6
6
6
6
6
6
6
6

4 366666666

90
0

205∅
3

0

3

6

m

3036m

0.5

5
20

0.85m
f=1.00

981

Aluminium tube: double powder-
coated.
Upper cover: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
double powder-coated. Optimised
surface for reduced accumulation of
dirt.
Base plate for mounting on concrete
plinth or accessories.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Internal parabolic reflector: aluminium,
silver, mirror-finish anodised.
Anti-glare screen: metal, black.

360° conical Darklight reflector: alu-
minium, silver, mirror-finish anodised.
Glare-free above the light aperture.
Glass cylinder as lamp cover. Luminaire
housing is removed from base for lamp
replacement. Tamper-proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 983

33359.000 Graphit m ECG
HIT-TC-CE 20W GU6.5 1800lm
Maximum wind load area 0.11m2

Housing temperature 37°C
Temperature on the light aperture 38°C

Weight 5.50kg
LMF E
I5p

krrIP65

HIT-TC-CE

33347.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Maximum wind load area 0.11m2

Housing temperature 50°C
Temperature on the light aperture 47°C

Weight 5.50kg
LMF E
I5p

krrIP65

HIT-CE

Aluminium tube: double powder-
coated.
Upper cover: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
double powder-coated. Optimised
surface for reduced accumulation of
dirt.
Base plate for mounting on concrete
plinth or accessories.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Internal parabolic reflector: aluminium,
silver, mirror-finish anodised.
Anti-glare screen: metal, black.

360° conical Darklight reflector: alu-
minium, silver, mirror-finish anodised.
Glare-free above the light aperture.
Glass cylinder as lamp cover. Luminaire
housing is removed from base for lamp
replacement. Tamper-proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 983

33351.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Maximum wind load area 0.19m2

Housing temperature 50°C
Temperature on the light aperture 47°C

Weight 8.80kg
LMF E
I5p

krrIP65

HIT-CE

33353.000 Graphit m ECG
HIT-CE 70W G12 7750lm
Maximum wind load area 0.19m2

Housing temperature 57°C
Temperature on the light aperture 60°C

Weight 8.80kg
LMF E
I5p

krrIP65

HIT-CE

Panorama Bollard luminaire Floor washlight for metal halide lamps
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982

Aluminium tube: double powder-
coated.
Upper cover: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
double powder-coated. Optimised
surface for reduced accumulation of
dirt.
Base plate for mounting on concrete
plinth or accessories.
2 cable entries. Through-wiring pos-
sible. 5-pole terminal block. Electronic
transformer 230/240/12V.
Internal parabolic reflector: aluminium,
silver, mirror-finish anodised. Anti-glare
cap: metal.
Anti-glare screen: metal, black.
360° conical Darklight reflector: alu-
minium, silver, mirror-finish anodised.
Glare-free above the light aperture.
Glass cylinder as lamp cover. Luminaire
housing is removed from base for lamp
replacement. Tamper-proof screws.

Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 983

33355.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Maximum wind load area 0.09m2

Housing temperature 53°C
Temperature on the light aperture 55°C

Weight 5.70kg
LMF E
I5p

krrIP65

QT12-ax

Panorama Bollard luminaire Floor washlight for metal halide lamps

Aluminium tube: double powder-
coated.
Upper cover: corrosion-resistant cast
aluminium, No-Rinse surface treatment.
double powder-coated. Optimised
surface for reduced accumulation of
dirt.
Base plate for mounting on concrete
plinth or accessories.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Internal parabolic reflector: aluminium,
silver, mirror-finish anodised.
Anti-glare screen: metal, black.

360° conical Darklight reflector: alu-
minium, silver, mirror-finish anodised.
Glare-free above the light aperture.
Glass cylinder as lamp cover. Luminaire
housing is removed from base for lamp
replacement. Tamper-proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 983

33357.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Maximum wind load area 0.09m2

Housing temperature 50°C
Temperature on the light aperture 47°C

Weight 6.10kg
LMF E
I5p

krrIP65

HIT-CE

Panorama Bollard luminaire Floor washlight for low-voltage halogen lamps

Harbour, Hjo.
Architect: Hjo
Kommun Stads-
byggnad & Miljö.
Lighting design:
White Design AB,
Gothenburg.
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83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33974.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 2.30kg

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

33980.000
Concrete anchor
Mounting plates with threaded bar and
fixing screws. Individual parts to be
assembled on-site.
Weight 0.30kg

33982.000
Mounting plate
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 1.70kg

Panorama Accessories

COR Interlübke
works exhibition,
Rheda-Wieden-
brück. Architect:
Kräling+Lübke,
Hamburg. Lighting
consultant: LDE
Kober, Dortmund.
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984

Features of the rectangular 
 Lightmark bollard luminaires 
include asymmetrical light emis-
sion and effective anti- glare pro-
tection. The Dark Sky tech nology 
maximises visual comfort and 
 prevents light from being emitted 
above the horizontal. Depending 
on the version, Lightmark bollard 
luminaires produce a wide beam 
of light which is ideal for light-
ing pathways, or a beam that pen-
etrates deep into an area, which 
is effective in illuminating open 
spaces such as public squares or 
terraces. The Lightmark façade 
floodlights are suitable for uni-
form illumination of exterior 
façades. 

Lightmark Bollard luminaires

Washlighting
Wide- beam illumination of 
pathways and open areas.

Floor washlights
Asymmetrical washlighting with a 
wide or deep beam for the illumina-
tion of pathways or squares.

Tungsten halogen lamps
120W
2300lm
Wide beam

High- pressure discharge lamps
35W
3900lm
Wide beam, deep beam

Fluorescent lamps
18W
1200lm
Wide beam

Wallwashing
Vertical illuminance for 
brightening the surround-
ings and dividing the out-
side.

Façade floodlights
Asymmetrical light distribution for 
highly uniform façade illumination.

High- pressure discharge lamps
35W -  70W
3900lm -  6500lm

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:40

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0984_bild_erco_hk12.p1.pdf  Layer 2: 0984_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w984

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:46:40

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto6b6fa068e888d74fac1cc7f91297a03eSkalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 0984_bild_erco_hk12.p1.pdf  Layer 2: 0984_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w984
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2 m

0,5 lx 0 m

985

Floor washlights for pathway 
lighting
In pathway luminaires, the lamp 
is hidden from the direct view of 
observers from all positions result -  
ing in good visual comfort. The 
spread lens extends the beam so 
that paths can be uniformly lit 
along their length.

Lightmark bollard luminaires  
with their wide light distribution 
patterns allow a variety of appli-
cations for efficient open area 
and façade lighting. The system 
design with two heights includes 
lighting for driveways, pathways 
and squares, while its precise 
lighting technology meets the  
requirements of Dark Sky.

The soft- edged 
beam creates a 
pleasant transi-  
tion from bright 
to darker surround-  
 ings. The gentle 
gradient of the 
beam improves 
perception, as 
the eye requires 
less adaptation 
between signifi-
cant contrasts.

Lightmark Bollard luminaires
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Façade washing
Façade floodlights produce a 
wide and very uniform illumina-
tion of vertical surfaces through  
their asymmetric reflector. All 
 luminaires feature robust cast-
aluminium housings and are 
 rated IP65.

Floor washlights for open area 
lighting
In contrast to the pathway lumi-
naires with their wide light distri-
bution, the open area luminaires 
with sculpture lenses direct light 
far forward. The lamps them-
selves are shielded by a vertically 
suspended anti- glare element.

Lightmark Bollard luminaires
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Bollard: aluminium profile, No-Rinse
surface treatment. Double powder-
coated.
Base plate for mounting on concrete
plinth or accessories: cast aluminium.
Luminaire housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
2 cable entries. Through-wiring possible.
5-pole terminal block.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised

lamp screening ensures no direct light
emission.
Spread lens as safety glass.
Luminaire housing is removed from
base for lamp replacement. Tamper-
proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 989

33450.000 Graphit m
QT-DE12-RE 120W 230V R7s L75mm
2300lm
Maximum wind load area 0.18m2

Housing temperature 82°C
Temperature on the light aperture 86°C

Weight 8.20kg
LMF E
I5p

krrIP65

QT-DE12-RE

Lightmark Bollard luminaire Floor washlight for metal halide lamps

Bollard: aluminium profile, No-Rinse
surface treatment. Double powder-
coated.
Base plate for mounting on concrete
plinth or accessories: cast aluminium.
Luminaire housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised

lamp screening ensures no direct light
emission.
Spread lens as safety glass.
Luminaire housing is removed from
base for lamp replacement. Tamper-
proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 989

33453.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Maximum wind load area 0.18m2

Housing temperature 44°C
Temperature on the light aperture 45°C

Weight 8.60kg
LMF E
I5p

krrIP65

HIT-CE

Bollard: aluminium profile, No-Rinse
surface treatment. Double powder-
coated.
Base plate for mounting on concrete
plinth or accessories: cast aluminium.
Luminaire housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-flood system:
aluminium, silver anodised. Anti-glare

element: metal. No direct light emis-
sion.
Sculpture lens as safety glass.
Luminaire housing is removed from
base for lamp replacement. Tamper-
proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 989

33460.000 Graphit m ECG
HIT-TC-CE 35W G8.5 3900lm
Maximum wind load area 0.18m2

Housing temperature 43°C
Temperature on the light aperture 71°C

Weight 8.60kg
LMF E
I5p

krrIP65

HIT-TC-CE

Lightmark Bollard luminaire Floor washlight for tungsten halogen lamps
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Bollard: aluminium profile, No-Rinse
surface treatment. Double powder-
coated.
Base plate for mounting on concrete
plinth or accessories: cast aluminium.
Luminaire housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised

lamp screening ensures no direct light
emission.
Spread lens as safety glass.
Luminaire housing is removed from
base for lamp replacement. Tamper-
proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 989

33451.000 Graphit m ECG
TC-DEL 18W G24q-2 1200lm
Maximum wind load area 0.18m2

Housing temperature 33°C
Temperature on the light aperture 33°C

Weight 8.40kg
LMF E
5p

krrIP65

TC-DEL

Lightmark Bollard luminaire Floor washlight for tungsten halogen lamps

Bollard: aluminium profile, No-Rinse
surface treatment. Double powder-
coated.
Base plate for mounting on concrete
plinth or accessories: cast aluminium.
Luminaire housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
2 cable entries. Through-wiring possible.
5-pole terminal block.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised

lamp screening ensures no direct light
emission.
Spread lens as safety glass.
Luminaire housing is removed from
base for lamp replacement. Tamper-
proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 989

33466.000 Graphit m
QT-DE12-RE 120W 230V R7s L75mm
2300lm
Maximum wind load area 0.09m2

Housing temperature 82°C
Temperature on the light aperture 86°C

Weight 5.70kg
LMF E
I5p

krrIP65

QT-DE12-RE

Lightmark Bollard luminaire Floor washlight for metal halide lamps

Bollard: aluminium profile, No-Rinse
surface treatment. Double powder-
coated.
Base plate for mounting on concrete
plinth or accessories: cast aluminium.
Luminaire housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Asymmetric reflector-lens system:
aluminium, silver anodised. Optimised

lamp screening ensures no direct light
emission.
Spread lens as safety glass.
Luminaire housing is removed from
base for lamp replacement. Tamper-
proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 989

33467.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Maximum wind load area 0.09m2

Housing temperature 44°C
Temperature on the light aperture 45°C

Weight 6.10kg
LMF E
I5p

krrIP65

HIT-CE

Lightmark Bollard luminaire Floor washlight for compact fluorescent lamps
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Bollard: aluminium profile, No-Rinse
surface treatment. Double powder-
coated.
Base plate for mounting on concrete
plinth or accessories: cast aluminium.
Luminaire housing: corrosion-resistant
cast aluminium, No-Rinse surface treat-
ment. Double powder-coated. Optim-
ised surface for reduced accumulation
of dirt.
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Reflector: aluminium, silver anodised.
Without spill light. Safety glass.

Luminaire housing is removed from
base for lamp replacement. Tamper-
proof screws.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories see below

33462.000 Graphit m ECG
HIT-CE 35W G12 3900lm
Maximum wind load area 0.18m2

Housing temperature 38°C
Temperature on the light aperture 55°C

Weight 8.60kg
LMF E
I5p

krrIP65

HIT-CE

33464.000 Graphit m ECG
HIT-DE-CE 70W RX7s 6500lm
Maximum wind load area 0.18m2

Housing temperature 46°C
Temperature on the light aperture 75°C

Weight 8.60kg
LMF E
I5p

krrIP65

HIT-DE-CE

Lightmark Accessories

83
82

9.0
00

34
97

4.0
00

33
97

5.0
00

33450.000 • • •
33451.000 • •
33453.000 • •
33460.000 • •
33462.000 • •
33464.000 • •
33466.000 • • •
33467.000 • •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33975.000
Ground socket
Metal, hot-dip galvanised.
Cable entry.
Weight 1.75kg

Lightmark Bollard luminaire Façade floodlight for metal halide lamps

RDS Radio Di-
mensione Suono,
Rome. Architect:
Nigel Rayan.,
Rome. Lighting
design: Baldieri,
Rome.
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Buildings and their surroundings re-
quire a range of lighting solutions
for the various tasks from the func-
tional lighting of pathways, stairs or
open areas to the dramatic lighting of
facades. Luminaire ranges with different
but predominantly widebeam, asym-
metric light distributions can be used
to solve these problems. Each range of
products with a uniform design provid-
ing the lighting designer with a choice
mounting and luminaire position op-
tions. Irrespective of the functional
principle of the lighting technology,
priority is always given to key Dark Sky
features as well as the prevention of
glare and of unnecessary spill light.

Lightcast LED 994 998 999
Low-voltage halogen lamps 995 1000
PAR lamps 996 1001
High-pressure discharge lamps 996 999 1001
Fluorescent lamps 997

Paratec Tungsten halogen lamps 1005
High-pressure discharge lamps 1006

Recessed luminaires
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991

The Lightcast recessed luminaires 
for general and accent lighting 
have cast aluminium housings. 
The Darklight technology com-
bines the maximum visual com-
fort with the maximum light 
output ratio. The recessed lumi-
naires, with high protection rat-
ings, are suitable for transitional 
areas  between indoors and out-
doors, such as entrance zones and 
arcades. In indoor areas where 
protection against moisture or 
dust is required, they ensure high-
quality lighting even in demand-
ing conditions.

Lightcast Recessed luminaires

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.

Downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

LED
13W -  27W
870lm -  2160lm
Size 3, 5
Optional: DALI

Low- voltage halogen lamps
35W -  100W
900lm -  2200lm
Size 3, 5

PAR lamps
100W
1300lm
Size 5

High- pressure discharge lamps
20W -  70W
1650lm -  7750lm
Size 3, 5

Fluorescent lamps
18W
1200lm
Size 5

Wallwashing
Vertical illuminance for 
brightening and dividing 
the space.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
27W
1740lm -  2160lm
Size 5
Optional: DALI

High- pressure discharge lamps
35W -  70W
3900lm -  7750lm
Size 5
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992

Lightcast Recessed luminaires

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Very narrow to very wide beam, rota-
tionally symmetrical light distribution 
for accent lighting.

LED
20W
1305lm -  1620lm
Size 5
Spot
Optional: DALI

Low- voltage halogen lamps
35W -  100W
900lm -  2200lm
Size 3, 5
Spot

PAR lamps
100W
1300lm
Size 5

High- pressure discharge lamps
35W -  70W
3900lm -  7750lm
Size 5
Spot
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993

The sculpture 
lens fitted in the 
directional lumi-
naire changes 
the circular beam 
to an oval. This 
means that a lin-
ear arrangement 
can produce a 
band of light on 
the ground. If 
 directed onto the 
wall, the light 
distribution can 

produce a wall-
washing effect.

The downlights 
produce a wide-
beam light distri-
bution for ambi-
ent lighting, e.g. 
for entrances or 
passages.

The narrow beam 
angle of the direc-
tional luminaires 
is ideal both for 
highlighting archi-
tectural details 
and accenting 
objects. The lamp-
holder carrier can 
be tilted by up 
to 20°. 

The lens wall-
washer produces 
an asymmetrical 
light distribution 
for uniform illu-
mination of verti-
cal surfaces.

Lightcast Recessed luminaires
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994

Size 3
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 2-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
Electronic control gear. Two cable
entries. Through-wiring possible. 5-
pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.

Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81032.000 Reflector silver
LED 13W 1080lm 4000K neutral white
Version 2

Weight 1.35kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
67°

1 516 1.32
2 129 2.65
3 57 3.97
4 32 5.30
5 21 6.62

81034.000 Reflector silver
LED 13W 870lm 3000K warm white
Version 2

Weight 1.35kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
67°

1 416 1.32
2 104 2.65
3 46 3.97
4 26 5.30
5 17 6.62

Size 3
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 2-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
DALI control gear, with plug and
play connectivity. Two cable entries.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, silver,

bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81033.000 Reflector silver DALI
LED 13W 1080lm 4000K neutral white
Version 2

Weight 1.35kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
67°

1 516 1.32
2 129 2.65
3 57 3.97
4 32 5.30
5 21 6.62

81035.000 Reflector silver DALI
LED 13W 870lm 3000K warm white
Version 2

Weight 1.35kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
67°

1 416 1.32
2 104 2.65
3 46 3.97
4 26 5.30
5 17 6.62

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
Electronic control gear. Two cable
entries. Through-wiring possible. 5-
pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, silver,

bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81036.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2

Weight 2.60kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
57°

1 1409 1.09
2 352 2.17
3 157 3.26
4 88 4.34
5 56 5.43

81038.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2

Weight 2.60kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
57°

1 1135 1.09
2 284 2.17
3 126 3.26
4 71 4.34
5 45 5.43

Lightcast Downlight with LED
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995

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
DALI control gear, with plug and
play connectivity. Two cable entries.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, silver,

bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81037.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2

Weight 2.60kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
57°

1 1409 1.09
2 352 2.17
3 157 3.26
4 88 4.34
5 56 5.43

81039.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2

Weight 2.60kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
57°

1 1135 1.09
2 284 2.17
3 126 3.26
4 71 4.34
5 45 5.43

Lightcast Downlight for low-voltage halogen lamps

Size 3
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 2-point
support and screw fixing, for ceiling
thicknesses 1-30mm. Side-mounted
control gear: plastic, black.
Electronic transformer 230/12V. 2 cable
entries. Through-wiring possible. 4-pole
terminal block.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-
moved together with Darklight reflector
for lamp replacement.

Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81012.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Diffuser: glass, frosted.

Weight 1.20kg
LMF E
I0 q6p

ikrrIP65

QT12-ax-RE

h(m) E(lx) D(m)
55°

1 892 1.04
2 223 2.08
3 99 3.12
4 56 4.16
5 36 5.21

81010.000 Reflector silver
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 60°

Weight 1.20kg
LMF E
I0 q6p

ikrrIP65

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 11363 0.17
2 2841 0.35
3 1263 0.52
4 710 0.70
5 455 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
60°

1 1000 1.15
2 250 2.31
3 111 3.46
4 62 4.62
5 40 5.77

Lightcast Downlight with LED
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996

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-point
support and screw fixing, for ceiling
thicknesses 1-30mm. Side-mounted
control gear: plastic, black.
Electronic transformer 230/12V. 2 cable
entries. Through-wiring possible. 4-pole
terminal block.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°. Diffuser:
glass, frosted.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-

moved together with Darklight reflector
for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81020.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm

Weight 2.20kg
LMF E
I0 q6p

ikrrIP65

QT12-ax

h(m) E(lx) D(m)
26°

1 3588 0.46
2 897 0.92
3 399 1.39
4 224 1.85
5 144 2.31

Lightcast Downlight for PAR lamps

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
2 cable entries. Through-wiring possible.
5-pole terminal block.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-
moved together with Darklight reflector
for lamp replacement.

Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81026.000 Reflector silver
QPAR30 100W 230V E27 10°
QPAR30 100W 230V E27 30°

Weight 2.20kg
LMF E
I0 q8p

krrIP65

QPAR30

h(m) E(lx) D(m)
10°

1 8182 0.17
2 2045 0.35
3 909 0.52
4 511 0.70
5 327 0.87

QPAR30

h(m) E(lx) D(m)
30°

1 2728 0.54
2 682 1.07
3 303 1.61
4 170 2.14
5 109 2.68

Lightcast Downlight for metal halide lamps

Size 3
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 2-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°. Diffuser:
glass, frosted.
Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver double powder-coated. To be re-

moved together with Darklight reflector
for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81040.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 1.20kg
LMF E
0 q6p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
65°

1 794 1.27
2 199 2.55
3 88 3.82
4 50 5.10
5 32 6.37

Lightcast Downlight for low-voltage halogen lamps
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997

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°. Diffuser:
glass, frosted.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.

Silver double powder-coated. To be re-
moved together with Darklight reflector
for lamp replacement.
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81042.000 Reflector silver ECG
HIT-CE 35W G12 3900lm

Weight 2.70kg
LMF E
I0 q6p

krrIP65

HIT-CE

h(m) E(lx) D(m)
29°

1 5343 0.52
2 1336 1.03
3 594 1.55
4 334 2.07
5 214 2.59

81050.000 Reflector silver ECG
HIT-CE 70W G12 7750lm

Weight 2.70kg
LMF E
0 q6p

krrIP65

HIT-CE

h(m) E(lx) D(m)
29°

1 10618 0.52
2 2655 1.03
3 1180 1.55
4 664 2.07
5 425 2.59

Lightcast Downlight for compact fluorescent lamps

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°. Diffuser:
plastic, translucent.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-

moved together with Darklight reflector
for lamp replacement.
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81029.000 Reflector silver ECG
TC-TEL 18W GX24q-2 1200lm

Weight 2.40kg
LMF E
0 qp

krrIP65

TC-TEL

h(m) E(lx) D(m)
87°

1 359 1.90
2 90 3.80
3 40 5.69
4 22 7.59
5 14 9.49

Lightcast Downlight for metal halide lamps

Sheikh Zayed
bin Sultan Al
Nahyan Mosque,
Abu Dhabi. Ar-
chitect: Yusef
Abdelki (design),
Halcrow, Dubai
Office (implement-
ation). Interior
design: Spatium
Architects, Milan.
Lighting design:
Speirs and Ma-
jor Associates,
Edinburgh.
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998

Size 5
40°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
Electronic control gear. Two cable
entries. Through-wiring possible. 5-
pole terminal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised, with upper wallwasher lens.
Cut-off angle 40°.
Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81048.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 2

Weight 2.60kg
LMF E
I0 qp

krrIP65

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 112 85 67 54

81052.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 2

Weight 2.60kg
LMF E
I0 qp

krrIP65

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 90 69 54 44

Size 5
40°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
DALI control gear, with plug and
play connectivity. Two cable entries.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright

anodised, with upper wallwasher lens.
Cut-off angle 40°.
Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81049.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 2

Weight 2.60kg
LMF E
0 qp

krrIP65

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 112 85 67 54

81053.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 2

Weight 2.60kg
LMF E
0 qp

krrIP65

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 90 69 54 44

Lightcast Lens wallwasher with LED

Lightcast recessed
luminaires with
LEDs are suitable
for energy-ef-
ficient lighting
concepts in the
outdoor area, par-
ticularly when
used as lens wall-
washers.
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999

Size 5
40°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Spherolit technology wallwasher re-
flector: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens.
Cut-off angle 40°.

Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-
moved together with Darklight reflector
for lamp replacement.
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81055.000 Reflector silver ECG
HIT-CE 35W G12 3900lm

Weight 2.70kg
LMF E
I0 qp

krrIP65

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 155 103 87

81059.000 Reflector silver ECG
HIT-CE 70W G12 7750lm

Weight 2.70kg
LMF E
0 qp

krrIP65

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.20 1.50 1.50
Luminaire spacing (m) 1.20 1.50 1.80
Illuminance En (lx) 274 199 168

Lightcast Directional luminaire with LED

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
Electronic control gear. Two cable
entries Through-wiring possible. 5-pole
terminal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. 0°-20° tilt, 360°
rotation.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.

Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81044.000 Reflector silver
LED 20W 1620lm 4000K neutral white
Version 2
Softec lens, spot

Weight 2.60kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
16°

1 11162 0.28
2 2791 0.56
3 1240 0.84
4 698 1.12
5 446 1.41

81046.000 Reflector silver
LED 20W 1305lm 3000K warm white
Version 2
Softec lens, spot

Weight 2.60kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
16°

1 8992 0.28
2 2248 0.56
3 999 0.84
4 562 1.12
5 360 1.41

Lightcast Lens wallwasher for metal halide lamps
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Size 5
30°

Housing: cast aluminium, silver
powder-coated. Mounting with 3-
point support and screw fixing, for
ceiling thicknesses of 1-30mm. Side-
mounted control gear: cast aluminium,
powder-coated black.
DALI control gear, with plug and
play connectivity. Two cable entries.
Through-wiring possible. 5-pole ter-
minal block.
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. 0°-20° tilt, 360°
rotation.

Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Screw-fastened cover ring with safety
glass: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Silver, double powder-coated.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1002

81045.000 Reflector silver DALI
LED 20W 1620lm 4000K neutral white
Version 2
Softec lens, spot

Weight 2.60kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
16°

1 11162 0.28
2 2791 0.56
3 1240 0.84
4 698 1.12
5 446 1.41

81047.000 Reflector silver DALI
LED 20W 1305lm 3000K warm white
Version 2
Softec lens, spot

Weight 2.60kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
16°

1 8992 0.28
2 2248 0.56
3 999 0.84
4 562 1.12
5 360 1.41

Lightcast Directional luminaire for low-voltage halogen lamps

Size 3
30°

Housing: cast aluminium, silver
powder-coated. Lampholder carrier
inclined to 15°. Mounting with 2-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
Electronic transformer 230/12V. 2 cable
entries. Through-wiring possible. 4-pole
terminal block.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-

moved together with Darklight reflector
for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81011.000 Reflector silver
QR-CBC51-RE 35W 12V GU5.3 10°
QR-CBC51-RE 35W 12V GU5.3 36°

Weight 1.20kg
LMF E
I0 q6p

ikrrIP65

QR-CBC51-RE

h(m) E(lx) D(m)
10°

1 11363 0.17
2 2841 0.35
3 1263 0.52
4 710 0.70
5 455 0.87

QR-CBC51-RE

h(m) E(lx) D(m)
36°

1 2000 0.65
2 500 1.30
3 222 1.95
4 125 2.60
5 80 3.25

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Lampholder carrier
0°-15° tilt. Mounting with 3-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
Electronic transformer 230/12V. 2 cable
entries. Through-wiring possible. 4-pole
terminal block.
Reflector: aluminium, silver, bright
anodised. Sculpture lens.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-

minium, No-rinse surface treatment.
Silver double powder-coated. To be re-
moved together with Darklight reflector
for lamp replacement.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81021.000 Reflector silver
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 2.50kg
LMF E
I0 q6p

ikrrIP65

QT12-ax

h(m) E(lx) D(m)
29° 51°

1 2869 0.52 0.95
2 717 1.03 1.91
3 319 1.55 2.86
4 179 2.07 3.82
5 115 2.59 4.77

Lightcast Directional luminaire with LED
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Size 5
30°

Housing: cast aluminium, silver
powder-coated. Lampholder carrier
0°-15° tilt. Mounting with 3-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: plastic, black.
2 cable entries. Through-wiring possible.
5-pole terminal block.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°. Sculpture
lens.
Screw-fastened cover ring with safety
glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-

moved together with Darklight reflector
for lamp replacement.
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81027.000 Reflector silver
QPAR30 100W 230V E27 10°

Weight 2.50kg
LMF E
I0 q8p

krrIP65

QPAR30

h(m) E(lx) D(m)
49° 23°

1 1581 0.91 0.41
2 395 1.82 0.81
3 176 2.73 1.22
4 99 3.65 1.63
5 63 4.56 2.03

Lightcast Directional luminaire for metal halide lamps

Size 5
30°

Housing: cast aluminium, silver
powder-coated. Lampholder carrier
0°-15° tilt. Mounting with 3-point
support and screw fixing, for ceiling
thicknesses of 1-30mm. Side-mounted
control gear: cast aluminium, powder-
coated black.
Electronic control gear. 2 cable entries.
Through-wiring possible. 5-pole ter-
minal block.
Reflector: aluminium, silver, bright
anodised. Sculpture lens.
Darklight reflector: aluminium, bright
anodised. Cut-off angle 30°.
Screw-fastened cover ring with safety

glass: corrosion-resistant, cast alu-
minium, No-rinse surface treatment.
Silver double powder-coated. To be re-
moved together with Darklight reflector
for lamp replacement.
Protection mode IP65: dust-proof and
water-jet proof.
Accessories page 1002

81043.000 Reflector silver ECG
HIT-CE 35W G12 3900lm
Spot reflector

Weight 2.90kg
LMF E
I0 q6p

krrIP65

HIT-CE

h(m) E(lx) D(m)
17° 42°

1 6797 0.30 0.77
2 1699 0.60 1.54
3 755 0.90 2.30
4 425 1.20 3.07
5 272 1.49 3.84

81051.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Spot reflector

Weight 2.90kg
LMF E
0 q6p

krrIP65

HIT-CE

h(m) E(lx) D(m)
17° 42°

1 13506 0.30 0.77
2 3376 0.60 1.54
3 1501 0.90 2.30
4 844 1.20 3.07
5 540 1.49 3.84

Lightcast Directional luminaire for PAR lamps

AstraZeneca Cent-
ral Operations,
Södertälje. Ar-
chitect: Lomar
Arkitekter AB,
Stockholm.
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Downlights
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Lens wallwashers
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Directional luminaires
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81051.000 •

83979.000
Sculpture lens

83978.000
83997.000
Softec lens

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

83581.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 5.20kg

83594.000
Concrete housing
Metal, powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 5.50kg

83811.000
Spacer plate
Plastic.
For flush-mounting of downlights in
concrete housings in exposed concrete
ceilings.
Weight 0.08kg

Lightcast Accessories

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:30

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1002_bild_erco_hk12.p1.pdf  Layer 2: 1002_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1002

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:30

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1002_bild_erco_hk12.p1.pdf  Layer 2: 1002_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1002



1003

Paratec recessed luminaires give 
walls an almost imma terial qual-
ity through perfectly uniform 
lighting. This effect is further 
enhanced when, as with  Paratec, 
the light source is  hidden dis-
creetly. This family of luminaires 
with their cast  aluminium hous-
ings, rated IP65, is also  suitable 
for use in indoor areas that are 
particularly subject to dust or 
moisture, e.g. swimming pools, 
wellness centres or historic build-
ings. Paratec wallwashers have 
the same highly asymmetrical 
light  distribution as the Parscoop. 
The difference is that Paratec 
wallwashers are installed in walls 
or ceilings. 

Paratec Recessed luminaires

Wallwashing
 Vertical illuminance  
for brightening the sur-
roundings and dividing  
the outside.

Wallwashers
Asymmetrical light distribution  
for highly uniform wallwashing.

Tungsten halogen lamps
80W -  230W
1450lm -  5000lm

High- pressure discharge lamps
35W -  150W
3900lm -  14200lm

Europabad, 
Karlsruhe. Archi-
tect: Geier+Geier, 
Stuttgart. Light-
ing design: b.i.g. 
Bechtold Inge-
nieurgesellschaft, 
Karlsruhe.
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1004

The Paratec wallwasher illumi-
nates the wall from the very top 
and can thus create scenic light-
ing effects on façades. Its light 
distribution ensures highly uni-
form illumination of the wall and 
is suitable for façade heights of 
up to 12m.

The reflector geometry creates  
an asymmetrical light beam to 
produce a highly uniform illu-
mination. The luminaire projects 
 below the surface to produce  
maximum uniformity. When used 
for wallwashing as a ceiling-
mounted version, the luminaire 
spreads the light from the very 
top of the wall at ceiling level. 
This produces a uniform impres-
sion of brightness on the surface 
from top to bottom.

The uniform light distribution is 
ideal both for vertical surfaces  
and horizontal surfaces as Paratec 
can be installed as a  recessed 
ceiling or recessed wall luminaire.

Paratec Recessed luminaires
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Recessed mounting: housing: corro-
sion-resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Mounting with 4-point support
and screw fixing, for ceiling thicknesses
of 1-25mm.
Separate connection compartment:
2 cable entries. Through-wiring possible.
5-pole terminal block.
Wallwasher reflector: aluminium, silver,
satin matt anodised.
Surface mounting: luminaire attach-
ment with safety glass: corrosion-resist-
ant cast aluminium, No-Rinse surface

treatment. Double powder-coated.
Removable for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1007

33900.000 Graphit m
33901.000 White (RAL9002)
QT-DE12-RE 80W 230V R7s L75mm
1450lm

Weight 2.65kg
LMF E
I58p

krrIP65

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 235 191 165 139

Recessed mounting: housing: corro-
sion-resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Mounting with 4-point support
and screw fixing, for ceiling thicknesses
of 1-25mm.
Separate connection compartment:
2 cable entries. Through-wiring possible.
5-pole terminal block.
Wallwasher reflector: aluminium, silver,
satin matt anodised.
Surface mounting: luminaire attach-
ment with safety glass: corrosion-resist-
ant cast aluminium, No-Rinse surface

treatment. Double powder-coated.
Removable for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1007

33920.000 Graphit m
33921.000 White (RAL9002)
QT-DE12-RE 120W 230V R7s L114mm
2300lm

Weight 3.80kg
LMF E
I58p

krrIP65

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 2.00
Illuminance En (lx) 254 213 197 149

Recessed mounting: housing: corro-
sion-resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Mounting with 4-point support
and screw fixing, for ceiling thicknesses
of 1-25mm.
Separate connection compartment:
2 cable entries. Through-wiring possible.
5-pole terminal block.
Wallwasher reflector: aluminium, silver,
satin matt anodised.
Surface mounting: luminaire attach-
ment with safety glass: corrosion-resist-
ant cast aluminium, No-Rinse surface

treatment. Double powder-coated.
Removable for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1007

33940.000 Graphit m
33941.000 White (RAL9002)
QT-DE12-RE 230W 230V R7s L114mm
5000lm

Weight 4.70kg
LMF E
I58p

krrIP65

QT-DE12-RE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 2.00
Illuminance En (lx) 556 465 437 329

Paratec Wallwasher for tungsten halogen lamps
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Recessed mounting: housing: corro-
sion-resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Mounting with 4-point support
and screw fixing, for ceiling thicknesses
of 1-25mm.
Separate connection compartment:
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Wallwasher reflector: aluminium, silver,
satin matt anodised.
Surface mounting: luminaire attach-
ment with safety glass: corrosion-resist-
ant cast aluminium, No-Rinse surface

treatment. Double powder-coated.
Removable for lamp replacement.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1007

33905.000 Graphit m ECG
33906.000 White (RAL9002) ECG
HIT-CE 35W G12 3900lm

Weight 3.00kg
LMF E
I56p

krrIP65

HIT-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 2.00 1.75 2.50
Illuminance En (lx) 352 267 283 200

Recessed mounting: housing: corro-
sion-resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Mounting with 4-point support
and screw fixing, for ceiling thicknesses
of 1-25mm.
Separate connection compartment:
2 cable entries. Through-wiring possible.
5-pole terminal block. Electronic control
gear.
Wallwasher reflector: aluminium, silver,
satin matt anodised.
Surface mounting: luminaire attach-
ment with safety glass: corrosion-resist-
ant cast aluminium, No-Rinse surface

treatment. Double powder-coated.
Removable for lamp replacement.
HST-DE 70W possible.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1007

33925.000 Graphit m ECG
33926.000 White (RAL9002) ECG
HIT-DE-CE 70W RX7s 6500lm

Weight 4.30kg
LMF E
I56p

krrIP65

HIT-DE-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.00 2.50
Illuminance En (lx) 324 286 272 219

Recessed mounting: housing: corro-
sion-resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated. Mounting with 4-point support
and screw fixing, for ceiling thicknesses
of 1-25mm.
Separate connection compartment:
2 cable entries. Through-wiring pos-
sible. 5-pole terminal block. Control
gear, 230V, 50Hz, with temperature
controller, timer-ignitor, capacitor.
Wallwasher reflector: aluminium, silver,
satin matt anodised.
Surface mounting: luminaire attach-
ment with safety glass: corrosion-resist-

ant cast aluminium, No-Rinse surface
treatment. Double powder-coated.
Removable for lamp replacement.
HST-DE 150W possible.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1007

33945.000 Graphit m
33946.000 White (RAL9002)
HIT-DE-CE 150W RX7s 14200lm

Weight 7.20kg
LMF E
56p

krrIP65

HIT-DE-CE

Mean illuminance En (wall)
Wall height (m) 8.0
Offset from wall (m) 2.50 2.50 3.00 3.00
Luminaire spacing (m) 2.50 3.00 3.00 3.50
Illuminance En (lx) 386 323 301 259

Paratec Wallwasher for metal halide lamps
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33901.000 • • •
33905.000 • •
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33920.000 • • •
33921.000 • • •
33925.000 • •
33926.000 • •
33940.000 • • •
33941.000 • • •
33945.000 • •
33946.000 • •

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33965.000
Concrete housing
Metal, black powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.60kg

33966.000
Concrete housing
Metal, black powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 3.90kg

33967.000
Concrete housing
Metal, black powder-coated.
Recommended 0-8mm aggregate for
the concrete.
Weight 4.60kg

Paratec Accessories

Köpcentrum 421,
Västra Frölunda.
Architecture
and lighting
design: Wingardh
Arkitektkontor AB,
Gothenburg.
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Often quite pragmatic considerations
lead to the use of surface- mounted
luminaires - such as when there is in-
sufficient space in the ceiling to install
conventional downlights. The conscious
decision for a lighting concept with sur-
face-mounted luminaires considerably
reduces the level of installation work
in solid ceilings or existing buildings,
plus the lighting design can be flexibly
adjusted to suit the given situation. Sur-
face-mounted luminaires are available
with various light characteristics ran-
ging from downlights and directional
luminaires to wallwashers, making them
ideal for continuing lighting concepts
from the indoor into the outdoor area.

Cylinder LED 1011 1014 1014
Low-voltage halogen lamps 1011 1015
PAR lamps 1012 1015
High-pressure discharge lamps 1012 1015
Fluorescent lamps 1013

Surface-mounted luminaires
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1009

The housing of the Cylinder 
 surface- mounted downlights 
for general and accent light-
ing and for wallwashing is made 
of powder-  coated, corrosion 
resistant aluminium. The  Darklight 
technology combines the maxi-
mum visual comfort with the 
optimum light output ratio. The 
surface- mounted downlights with 
an  extremely high IP rating are 
 particularly suitable for the tran-
sitional  areas between indoors 
and outdoors. Cylinder surface-  
mounted downlights illuminate 
entrance zones, arcades or atriums 
effectively. In indoor areas where 
protection against moisture or 
dust is required, they ensure high-
quality lighting even in harsh 
 conditions.

Cylinder Surface- mounted luminaires

Surface- mounted downlights
Wide beam, rotationally symmetrical 
light distribution for general lighting.

LED
6,3W -  27W
480lm -  2160lm
Size 3, 5

Low- voltage halogen lamps
50W -  100W
1250lm -  2200lm
Size 3, 5

PAR lamps
100W
1300lm
Size 5

High- pressure discharge lamps
20W -  70W
1650lm -  6600lm
Size 3, 5

Fluorescent lamps
18W
1200lm
Size 5

Wallwashing
Vertical illuminance for 
brightening the surround-
ings and segmenting the 
exterior landscape.

Surface- mounted lens wallwashers
Asymmetrical light distribution for 
highly uniform façade illumination.

LED
27W
1740lm -  2160lm
Size 5

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Surface- mounted directional 
 luminaires
Narrow to very wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

LED
20W
1305lm -  1620lm
Size 5 
Spot

Low- voltage halogen lamps
100W
2200lm
Size 5
Spot

PAR lamps
100W
1300lm
Size 5

High- pressure discharge lamps
35W -  70W
3300lm -  6600lm
Size 5
Spot

General lighting
Ambient lighting produced 
by wide beam light distri-
bution.
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1010

The sculpture 
lens fitted in the 
directional lumi-
naire changes 
the circular beam 
to an oval. This 
means that a lin-
ear arrangement 
can produce a 
band of light on 
the ground. If 
 directed onto the 
wall, the light 
distribution can 

produce a wall-
washing effect.

The downlights 
produce a wide-
beam light distri-
bution for ambi-
ent lighting, e.g. 
for entrances or 
passages.

The narrow beam 
angle of the direc-
tional luminaires 
is ideal both for 
highlighting archi-
tectural details 
and accenting 
objects. The lamp-
holder carrier can 
be tilted by up 
to 20°.

The lens wall-
washer produces 
an asymmetrical 
light distribution 
for uniform illu-
mination of verti-
cal surfaces.

Cylinder Surface- mounted luminaires
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1011

Size 3
30°

Cylinder and ceiling fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated.
Electronic control gear. 1 cable entry.
2-pole terminal block. Through-wiring
with M16 cable gland (not supplied).
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Fixing ring with safety glass: corro-

sion-resistant cast aluminium, double
powder-coated. Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85041.000 Graphit m
LED 6.3W 600lm 4000K neutral white
Version 2

Weight 1.70kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
73°

1 299 1.48
2 75 2.96
3 33 4.44
4 19 5.92
5 12 7.40

85043.000 Graphit m
LED 6.3W 480lm 3000K warm white
Version 2

Weight 1.70kg
LMF E
0 qp

krrIP65

LED

h(m) E(lx) D(m)
73°

1 240 1.48
2 60 2.96
3 27 4.44
4 15 5.92
5 10 7.40

Size 5
30°

Cylinder and ceiling fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated.
Electronic control gear. 1 cable entry.
3-pole terminal block. Through-wiring
with M16 cable gland (not supplied).
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Fixing ring with safety glass: corro-

sion-resistant cast aluminium, double
powder-coated. Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85048.000 Graphit m
LED 27W 2160lm 4000K neutral white
Version 2

Weight 4.10kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
64°

1 1284 1.25
2 321 2.50
3 143 3.75
4 80 5.00
5 51 6.25

85049.000 Graphit m
LED 27W 1740lm 3000K warm white
Version 2

Weight 4.10kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
64°

1 1034 1.25
2 259 2.50
3 115 3.75
4 65 5.00
5 41 6.25

Cylinder Surface-mounted downlight for low-voltage halogen lamps

Size 3
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated.
Electronic transformer 230/240/12V.
1 cable entry. 2-pole terminal block.
Through-wiring with M16 cable gland
(not supplied).
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double
powder-coated. To be removed together

with Darklight reflector for lamp re-
placement. Tamper-proof screw.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85025.000 Graphit m
QT12-ax-RE 50W 12V GY6.35 1250lm

Weight 1.55kg
LMF E
I56p

krrIP65

QT12-ax-RE

h(m) E(lx) D(m)
55°

1 892 1.04
2 223 2.08
3 99 3.12
4 56 4.16
5 36 5.21

Cylinder Surface-mounted downlight with LED

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:31

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Cyan, Magenta, Yellow, Black

Layer 1: 1011_bild_erco_hk12.p1.pdf  Layer 2: 1011_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1011

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:31

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Cyan, Magenta, Yellow, Black

Layer 1: 1011_bild_erco_hk12.p1.pdf  Layer 2: 1011_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1011



d180

28
1

30° 30°

60° 60°

4500 cd

d180

28
1

30° 30°

60° 60°

10000 cd

30° 30°

60° 60°

4000 cd

d122

18
1

30° 30°

60° 60°

1250 cd

1012

Size 5
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated.
Electronic transformer 230/12V,
35-105W. 1 cable entry. 3-pole terminal
block. Through-wiring with M16 cable
gland (not supplied).
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double
powder-coated. To be removed together

with Darklight reflector for lamp re-
placement. Tamper-proof screw.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85030.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm

Weight 3.70kg
LMF E
I56p

krrIP65

QT12-ax

h(m) E(lx) D(m)
26°

1 3588 0.46
2 897 0.92
3 399 1.39
4 224 1.85
5 144 2.31

Cylinder Surface-mounted downlight for PAR lamps

Size 5
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated.
1 cable entry. 3-pole terminal block.
Through-wiring with M16 cable gland
(not supplied).
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double
powder-coated. To be removed together
with Darklight reflector for lamp re-
placement. Tamper-proof screw.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85035.000 Graphit m
QPAR30 100W 230V E27 10°
QPAR30 100W 230V E27 30°

Weight 3.70kg
LMF E
I58p

krrIP65

QPAR30

h(m) E(lx) D(m)
10°

1 8182 0.17
2 2045 0.35
3 909 0.52
4 511 0.70
5 327 0.87

QPAR30

h(m) E(lx) D(m)
30°

1 2728 0.54
2 682 1.07
3 303 1.61
4 170 2.14
5 109 2.68

Cylinder Surface-mounted downlight for metal halide lamps

Size 3
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated.
Electronic control gear. 1 cable entry.
2-pole terminal block. Through-wiring
with M16 cable gland (not supplied).
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double
powder-coated. To be removed together
with Darklight reflector for lamp re-
placement. Tamper-proof screw.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85044.000 Graphit m ECG
HIT-TC-CE 20W PGJ5 1650lm

Weight 1.50kg
LMF E
56p

krrIP65

HIT-TC-CE

h(m) E(lx) D(m)
65°

1 794 1.27
2 199 2.55
3 88 3.82
4 50 5.10
5 32 6.37

Cylinder Surface-mounted downlight for low-voltage halogen lamps
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1013

Size 5
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated.
Control gear 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
1 cable entry. 3-pole terminal block.
Through-wiring with M16 cable gland
(not supplied).
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: glass, frosted.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double
powder-coated. To be removed together

with Darklight reflector for lamp re-
placement. Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85045.000 Graphit m
HIT-CE 35W G12 3300lm

Weight 4.65kg
LMF E
I56p

krrIP65

HIT-CE

h(m) E(lx) D(m)
29°

1 4521 0.52
2 1130 1.03
3 502 1.55
4 283 2.07
5 181 2.59

85065.000 Graphit m
HIT-CE 70W G12 6600lm

Weight 5.05kg
LMF E
56p

krrIP65

HIT-CE

h(m) E(lx) D(m)
29°

1 9043 0.52
2 2261 1.03
3 1005 1.55
4 565 2.07
5 362 2.59

Cylinder Surface-mounted downlight for compact fluorescent lamps

Size 5
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated.
Electronic control gear. 1 cable entry.
3-pole terminal block. Through-wiring
with M16 cable gland (not supplied).
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Diffuser: plastic, translucent.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double
powder-coated. To be removed together
with Darklight reflector for lamp re-
placement. Tamper-proof screw.

Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85060.000 Graphit m ECG
TC-TEL 18W GX24q-2 1200lm

Weight 3.90kg
LMF E
56p

krrIP65

TC-TEL

h(m) E(lx) D(m)
87°

1 359 1.90
2 90 3.80
3 40 5.69
4 22 7.59
5 14 9.49

Cylinder Surface-mounted downlight for metal halide lamps

Private residence,
Humlebaek. Ar-
chitect: M M
Arkitekter, Kopen-
hagen.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:31

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1013_bild_erco_hk12.p1.pdf  Layer 2: 1013_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1013

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:31

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1013_bild_erco_hk12.p1.pdf  Layer 2: 1013_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1013



d180

28
1

d180

28
1

d180

28
1

30° 30°

60° 60°

15000 cd

d180

28
1

30° 30°

60° 60°

15000 cd

1014

Size 5
40°

Cylinder and ceiling fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated.
Electronic control gear. 1 cable entry.
3-pole terminal block. Through-wiring
with M16 cable gland (not supplied).
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised.
Darklight reflector: aluminium, bright
anodised, with upper wallwasher lens.
Cut-off angle 40°. Rotatable through
360°.

Fixing ring with cover glass: corro-
sion-resistant cast aluminium, double
powder-coated. Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85054.000 Graphit m
LED 27W 2160lm 4000K neutral white
Version 2

Weight 4.10kg
LMF E
I0 qp

krrIP65

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 109 83 63 51

85057.000 Graphit m
LED 27W 1740lm 3000K warm white
Version 2

Weight 4.10kg
LMF E
I0 qp

krrIP65

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 0.90 0.90 1.20 1.20
Luminaire spacing (m) 0.90 1.20 1.20 1.50
Illuminance En (lx) 87 67 51 41

Cylinder Surface-mounted directional luminaire with LED

Size 5
30°

Cylinder and ceiling fixture: corrosion-
resistant cast aluminium, No-Rinse
surface treatment. Double powder-
coated.
Electronic control gear. 1 cable entry.
3-pole terminal block. Through-wiring
with M16 cable gland (not supplied).
LED module: high-power LEDs on
metal-core PCB. Collimating lens made
of optical polymer. 0°-20° tilt, 360°
rotation.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Fixing ring with safety glass: corro-

sion-resistant cast aluminium, double
powder-coated. Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85050.000 Graphit m
LED 20W 1620lm 4000K neutral white
Version 2
Softec lens, spot

Weight 4.10kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
16°

1 10979 0.28
2 2745 0.56
3 1220 0.84
4 686 1.12
5 439 1.41

85051.000 Graphit m
LED 20W 1305lm 3000K warm white
Version 2
Softec lens, spot

Weight 4.10kg
LMF E
I0 qp

krrIP65

LED

h(m) E(lx) D(m)
16°

1 8844 0.28
2 2211 0.56
3 983 0.84
4 553 1.12
5 354 1.41

Cylinder Surface-mounted lens wallwasher with LED
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Size 5
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated. Lampholder carrier tiltable
0°-15°.
Electronic transformer 230/12V,
35-105W. 1 cable entry. 3-pole terminal
block. Through-wiring with M16 cable
gland (not supplied).
Reflector: aluminium, silver, bright
anodised. Sculpture lens.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double

powder-coated. To be removed together
with Darklight reflector for lamp re-
placement. Tamper-proof screw.
Use dimmers for electronic transformers
(trailing edge).
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85070.000 Graphit m
QT12-ax 100W 12V GY6.35 2200lm
Spot reflector

Weight 4.10kg
LMF E
I56p

krrIP65

QT12-ax

h(m) E(lx) D(m)
29° 51°

1 2869 0.52 0.95
2 717 1.03 1.91
3 319 1.55 2.86
4 179 2.07 3.82
5 115 2.59 4.77

Cylinder Surface-mounted directional luminaire for PAR lamps

Size 5
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated. Lampholder carrier tiltable
0°-15°.
1 cable entry. 3-pole terminal block.
Through-wiring with M16 cable gland
(not supplied).
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Sculpture lens.
Fixing ring with safety glass: corro-
sion-resistant cast aluminium, double
powder-coated. To be removed together

with Darklight reflector for lamp re-
placement. Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85075.000 Graphit m
QPAR30 100W 230V E27 10°

Weight 3.90kg
LMF E
I58p

krrIP65

QPAR30

h(m) E(lx) D(m)
49° 23°

1 1581 0.91 0.41
2 395 1.82 0.81
3 176 2.73 1.22
4 99 3.65 1.63
5 63 4.56 2.03

Cylinder Surface-mounted directional luminaire for metal halide lamps

Size 5
30°

Cylinder and mounting plate: corro-
sion-resistant cast aluminium, No-rinse
surface treatment. Double powder-
coated. Lampholder carrier tiltable
0°-15°.
Control gear 230V, 50Hz, with temper-
ature controller, timer-ignitor, capacitor.
1 cable entry. 3-pole terminal block.
Through-wiring with M16 cable gland
(not supplied).
Reflector: aluminium, silver, bright
anodised. Sculpture lens.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 30°.
Fixing ring with safety glass: corro-

sion-resistant cast aluminium, double
powder-coated. To be removed together
with Darklight reflector for lamp re-
placement. Tamper-proof screw.
Protection mode IP65: dust-proof and
water jet-proof.
Accessories page 1016

85085.000 Graphit m
HIT-CE 35W G12 3300lm
Spot reflector

Weight 5.00kg
LMF E
I56p

krrIP65

HIT-CE

h(m) E(lx) D(m)
17° 42°

1 5751 0.30 0.77
2 1438 0.60 1.54
3 639 0.90 2.30
4 359 1.20 3.07
5 230 1.49 3.84

85090.000 Graphit m
HIT-CE 70W G12 6600lm
Spot reflector

Weight 5.30kg
LMF E
56p

krrIP65

HIT-CE

h(m) E(lx) D(m)
17° 42°

1 11502 0.30 0.77
2 2875 0.60 1.54
3 1278 0.90 2.30
4 719 1.20 3.07
5 460 1.49 3.84

Cylinder Surface-mounted directional luminaire for low-voltage halogen lamps
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85025.000 • • •
85030.000 • • •
85035.000 • • •
85041.000 •
85043.000 •
85044.000 • •
85045.000 • •
85048.000 •
85049.000 •
85050.000 •
85051.000 •
85054.000 •
85057.000 •
85060.000 • •
85065.000 • •
85070.000 • • •
85075.000 • • •
85085.000 • •
85090.000 • •

83997.000
Softec lens

83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

34990.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.16kg

34994.000
Spacer
for surface-mounted cables.
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Weight 0.28kg

Cylinder Accessories

Baths, Bad
Boll. Architect:
Michel+Wolf+Partner,
Stuttgart.
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In-ground luminaires are noticed catch-
ers since the light source is positioned
at ground level and the distinctive
upward light direction immediately
attracts attention In this respect they
also assume some tasks of directive
lighting, e. g. by marking pathways or
highlighting entrances. In addition to
these rather technical applications, the
luminaires can also provide highly ef-
fective architectural lighting, whether
individual features are dramatically
highlighted or to emphasise architec-
tural lines using a row of luminaires.

Tesis IP68 LED 1022 1028
Low-voltage halogen lamps 1024
High-pressure discharge lamps 1025 1025 1023 1031 1026

LED orientation
luminaires IP68

LED 1043 1041

New in the program

LED orientation
luminaires IP68
1039

In-ground luminaires
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1018

Tesis IP68 in- ground  luminaires 
include more than the typical 
outdoor lighting design tools 
such as uplights,  directional 
 luminaires and wallwashers. In 
addition, Tesis IP68 also sets 
high standards in terms of  visual 
 comfort due to the extensive 
use of darklight reflector tech-
nology. The discreetly concealed 
light source in the ground pro-
duces a dramatic effect for ambi-
tious lighting concepts. Façades 
and vegetation are enhanced by 
impressive scenic effects pro-
duced by the Tesis IP68. The selec-
tion of round or square housing 
forms makes it possible to select 
the luminaire shape in conform-
ity with the architectural lan-
guage. All luminaires are supplied 
with an electrical connection 
cable for efficient mounting.

Tesis IP68 In- ground luminaires

Wallwashing
  Vertical illuminance  
for brightening the sur-
roundings and dividing  
the outside.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

Low- voltage halogen lamps
50W
1250lm
Size 5

High- pressure discharge lamps
20W -  35W
1650lm -  3900lm
Size 5, 7

High- pressure discharge lamps
20W -  150W
1650lm -  15000lm
Size 4, 5, 7

LED
27W
1740lm -  2160lm
Size 5
Optional: DALI

High- pressure discharge lamps
20W -  150W
1650lm -  15000lm
Size 4, 5, 7

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Adjustable uplights
Very narrow to wide beam, rotation-
ally symmetrical light distribution for 
accent lighting.

Uplights
Very wide beam, rotationally sym-
metrical light distribution for accent 
lighting.

Directional luminaires
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

High- pressure discharge lamps
20W -  150W
1650lm -  15000lm
Size 4, 5, 7

Orientation lighting
Points of light for provid-
ing orientation points and 
lines.

In- ground luminaires
Wide beam, rotationally symmetrical 
light distribution for orientation.

LED
9W -  12W
580lm -  720lm
Size 5
Optional: DALI, varychrome
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1019

Tesis IP68 In- ground luminaires

Orientation lighting
Points of light for provid-
ing orientation points and 
lines.

In- ground luminaires
Wide beam, rotationally symmetrical 
light distribution for orientation.

High- pressure discharge lamps
20W -  150W
1800lm -  15000lm
Size 5, 7

LED
12W
375lm
Size 5
Optional: DALI, varychrome

Accentuation
Emphasis of objects or 
architectural elements pro-
duced by a narrow beam.

Directional luminaires
Narrow to wide beam,  rotationally 
symmetrical light distribution for 
accent lighting.

Focal wallwashers
Asymmetrical light distribution for 
façade lighting with focal emphasis in 
the lower area.

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm
Size 5, 7

Wallwashing
  Vertical illuminance  
for brightening the sur-
roundings and dividing  
the outside.

Lens wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing.

LED
27W
1740lm -  2160lm
Size 5
Optional: DALI

High- pressure discharge lamps
20W -  70W
1800lm -  7750lm
Size 5, 7

Wallwashers
Asymmetrical light distribution for 
highly uniform wallwashing with 
light spread from directly above the 
ground.

High- pressure discharge lamps
35W -  70W
3900lm -  7750lm
Size 5, 7
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1020

Tesis adjusta-
ble uplights for 
 precise grazing 
light on façades 
or objects – for 
minimised instal-
lation depth.

Uplights in Dark-
light reflector 
technology for 
light which grazes 
the façades or illu-
minates the eaves 
of the building.

Tesis directional  
luminaires for 
accentuating  
architectural  
objects, shrub-
bery or building 
details.

Tesis adjustable 
uplights com-
bine high  visual 
 comfort and a 
particularly shal-
low installation 
depth. To enable 
precisely placed 
grazing light on 
façades – despite 
any inaccuracy 
when installing in 
the ground – the 
uplights’ narrow 
light beam can be 
adjusted by a few 
degrees tilt.

The LED lens wall-
washers in warm 
white and neutral 
white excel due 
to  exceptionally 
high efficiency. 
Their long life-
span makes them 
the perfect lamp 
for low- mainte-
nance operation 
in outdoor areas.

Orientation 
 luminaires for 
marking out 
routes and to 
identify archi-
tectural lines.

Producing diffusely lit areas on 
the ground, Tesis varychrome 
in- ground luminaires are genu-
ine eye- catchers. They assume 
the task of directive lighting, for 
example by marking pathways or 
highlighting entrances.

The DALI- com-
patible lumi -
naires have dig-
ital control gear 
which allows 
each luminaire 
to be individ ually 
addressed, for  
example by using 
the ERCO Light 
System DALI with 
integral ERCO 
Light Studio soft-
ware.

LED heat management
Like other lamps, high- power 
LEDs generate heat. To prevent 
the luminous flux and life of the 
lamp from decreasing drastically, 
the maximum junction tempera-
ture must not be exceeded even 
during continuous operation. 
ERCO places particular impor-
tance on heat management in  
its luminaires to ensure that the 
LED modules remain below the 
critical temperature range and 

operate at full output through-
out their lives. Mounting the LED 
module directly on metal- core 
PCBs effectively dissipates the 
heat to the luminaire housing. 
Extensive simulations and tests 
in the development phase ensure 
the success of the production 
 procedures used.

Tesis IP68 In- ground luminaires
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Tesis IP68 In- ground luminaires

Installation information IP68
ERCO luminaires rated to protec-
tion mode IP68 are suitable for 
operation in both outdoor and 
indoor environments. Accord-
ing to VDE 0100, Part 702, opera-
tion of these luminaires in ponds 
or pools, e.g. swimming pools or 
fountains, and in the surround-
ing 2m zone is not permitted. The 
installation must comply with all 
relevant local regulations.

Focal wallwashers
The Tesis focal wallwasher pro-
duces an area of focal emphasis 
on vertical surfaces. At the same 
time, the higher illuminance 
 levels in the lower area allow a 
building’s plinth to be accentu-
ated and enable a soft transition 
to be achieved for other façade 
lighting. No direct glare from the 
lamp arises within the 90° cut- off  
angle. The luminance is clearly 
perceptible on the luminaire cover 
and diffuser. The reflector lens 
system allows the beam to meet 
the wall just above the floor line.

Lens wallwashers
The Tesis lens wallwasher is ideal 
for a highly uniform brightness 
distribution across a façade. The 
Darklight technology prevents 
the eye from being dazzled, either 
by the lamp or by reflections in 
the reflector, as long as it remains 
within the scope of the 40° cut-
off angle. Here, too, the beam  
produced by the reflector lens 
system intersects the wall just 
above the floor level.

Wallwashers
The Tesis wallwasher produces 
the highest uniformity on walls. 
Its cut- off angle of 90° estab-
lishes the basic requirement for 
high visual comfort. In contrast 
to the recessed floor luminaires, 
part of the lighting technology 
of the Tesis wallwasher protrudes 
above the floor surface. This per-
mits a special light distri bution, 
whereby the beam cast on the  
façade starts immediately above 
the floor. The wallwasher’s cover 
glass remains hidden from view. 
The reflector technology is noted  
for its very high light output ratio.

A junction box 
 rated protec-
tion mode IP68 is 
available for the 
effi cient through-
 wiring of a row  
of luminaires.

The focal wall-
washer requires 
an offset from 
the wall of one 
third of the wall 
height. The rec-
ommended ratio  
of luminaire 
spac ing to wall 
offset is 1:1.5.

The lens wall-
washer is suita-
ble for ratios of 
lumi naire spacing 
to wall offset of 
up to 1:1.25.

The optimum  
offset from the 
wall for the 
 wallwasher is 
half of the wall 
height. The lumi-
naire spacing can 
be set at up to 
1.25 times the 
offset from the 
wall.
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Size 5
40°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated black. Mounting
by means of swing bolts. Clamp range
5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised. Wallwasher lens.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33661.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 4
Temperature on the light aperture 38°C

Weight 5.90kg
LMF E
I0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.75
Illuminance En (lx) 116 94 79 57

33663.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 4
Temperature on the light aperture 38°C

Weight 5.90kg
LMF E
I0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.75
Illuminance En (lx) 94 76 63 46

Size 5
40°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated black . Mount-
ing by means of swing bolts. Clamp
range 5-40mm.
DALI control gear, with plug and play
connectivity. Cable, 5x1.5mm2, L 1m.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised. Wallwasher lens.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33662.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 4
Temperature on the light aperture 38°C

Weight 6.10kg
LMF E
0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.75
Illuminance En (lx) 116 94 79 57

33664.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 4
Temperature on the light aperture 38°C

Weight 6.10kg
LMF E
0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.75
Illuminance En (lx) 94 76 63 46

Tesis In-ground luminaire Lens wallwasher with LED
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Size 4
40°

Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 360° rotation.
Mounting by means of a swing bolt.
Clamp extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: aluminium, silver
anodised.
Darklight reflector: aluminium, silver,
bright anodised, with wallwasher lens.
Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33704.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 55°C

Weight 3.10kg
LMF E
0 qp

koo3mIP68

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.50
Illuminance En (lx) 118 95 72 60

Size 5
40°

Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 360° rotation.
Mounting by means of a swing bolt.
Clamp extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: Aluminium, silver
anodised.
Darklight reflector: aluminium, silver,
bright anodised, with wallwasher lens.
Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33715.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 65°C

Weight 6.30kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.25 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.50 1.75
Illuminance En (lx) 210 176 148 127

Tesis In-ground luminaire Lens wallwasher for metal halide lamps

Shanghai EXPO
- German Pavilion,
Shanghai. Archi-
tect: Schmidhuber
+ Kaindl GmbH,
Munich. Lighting
design: E3 Ingenie-
urgesellschaft
mbH, Altenbeken;
Thomas Roscher,
Bonn. Exhibition
and media design:
Milla und Partner
GmbH, Stuttgart.
Execution and pro-
ject management:
Nüssli (Deutsch-
land) GmbH, Roth.
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Size 7
40°

Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 360° rotation.
Mounting by means of a swing bolt.
Clamp extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: Aluminium, silver
anodised.
Darklight reflector: aluminium, silver,
bright anodised, with wallwasher lens.
Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33723.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Temperature on the light aperture 60°C

Weight 9.00kg
LMF E
0 q6p

koo3mIP68

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.00 2.50
Illuminance En (lx) 169 149 134 108

33729.000 Reflector silver ECG
HIT-CE 150W G12 15000lm
Use lamp with cylindrical discharge
tube.
Temperature on the light aperture
105°C

Weight 9.00kg
LMF E
0 qp

koo3mIP68

HIT-CE

Mean illuminance En (wall)
Wall height (m) 10.0
Offset from wall (m) 2.50 2.50 3.50 3.50
Luminaire spacing (m) 2.50 3.00 3.50 4.50
Illuminance En (lx) 179 151 100 79

Tesis In-ground luminaire Adjustable uplight for low-voltage halogen lamps

Size 5
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Safety transformer, 230/12V. Cable
3x1.5mm2, L 1m.
High Beam reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
80°. Anti-glare element: metal. Beam
adjustable up to 15°. Without spill light.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.

On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33710.000 Reflector silver
QT12-ax-RE 50W 12V GY6.35 1250lm
Temperature on the light aperture 90°C

Weight 5.00kg
LMF E
I56p

koo3mIP68

QT12-ax-RE

h(m) E(lx) D(m)
7°

10 161 1.22
8 252 0.98
6 447 0.73
4 1007 0.49
2 4027 0.24

Tesis In-ground luminaire Lens wallwasher for metal halide lamps
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Size 5
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
High Beam reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
80°. Anti-glare element: metal. Beam
adjustable up to 15°. Without spill light.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.

On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33706.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 55°C

Weight 3.60kg
LMF E
0 qp

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
6°

10 298 1.05
8 465 0.84
6 827 0.63
4 1860 0.42
2 7441 0.21

Size 7
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
High Beam reflector: aluminium, silver
anodised, mirror-finish. Cut-off angle
80°. Anti-glare element: metal. Beam
adjustable up to 15°. Without spill light.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.

On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33711.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 65°C

Weight 5.30kg
LMF E
0 q6p

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
7°

10 426 1.22
8 666 0.98
6 1185 0.73
4 2666 0.49
2 10662 0.24

Tesis In-ground luminaire Uplight for metal halide lamps

Size 4
40°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 40°.
Diffuser: glass, frosted.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.

Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33702.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 55°C

Weight 3.10kg
LMF E
0 qp

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
40°

5 57 3.64
4 89 2.91
3 158 2.18
2 354 1.46
1 1418 0.73

Tesis In-ground luminaire Adjustable uplight for metal halide lamps
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1026

Size 5
50°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 50°.
Diffuser: glass, frosted.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.

Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33713.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 60°C

Weight 6.00kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
50°

5 115 4.66
4 180 3.73
3 320 2.80
2 719 1.87
1 2876 0.93

Size 7
50°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 50°.
Diffuser: glass, frosted.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.

Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33721.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Temperature on the light aperture 65°C

Weight 8.70kg
LMF E
0 q6p

koo3mIP68

HIT-CE

h(m) E(lx) D(m)
32°

5 378 2.87
4 590 2.29
3 1050 1.72
2 2362 1.15
1 9446 0.57

33709.000 Reflector silver ECG
HIT-CE 150W G12 15000lm
Use lamp with cylindrical discharge
tube.
Temperature on the light aperture
105°C

Weight 8.70kg
LMF E
0 qp

koo3mIP68

HIT-CE

h(m) E(lx) D(m)
32°

10 197 5.73
8 308 4.59
6 547 3.44
4 1231 2.29
2 4926 1.15

Tesis In-ground luminaire Directional luminaire for metal halide lamps

Size 4
40°

Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 0°-35° tilt, 360°
rotation.
Mounting by means of a swing bolt.
Clamp extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Spot reflector: aluminium, silver anod-
ised. Softec lens.
Darklight reflector: aluminium, silver
anodised. Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33703.000 Reflector silver ECG
HIT-TC-CE 20W PGJ5 1650lm
Temperature on the light aperture 55°C

Weight 3.10kg
LMF E
0 qp

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
18°

5 267 1.58
4 417 1.27
3 742 0.95
2 1669 0.63
1 6674 0.32

Tesis In-ground luminaire Uplight for metal halide lamps
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1027

Size 5
40°

Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 0°-20° tilt, 360°
rotation.
Mounting by means of a swing bolt.
Clamp extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Darklight reflector: aluminium, silver
anodised. Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33717.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Spot reflector: aluminium, silver anod-
ised. Glass with anti-glare cap.
Temperature on the light aperture 65°C

Weight 6.30kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
12°

5 728 1.05
4 1138 0.84
3 2023 0.63
2 4552 0.42
1 18209 0.21

33719.000 Reflector silver ECG
HIPAR20 35W E27 10°
HIPAR20 35W E27 30°
Temperature on the light aperture 65°C

Weight 6.30kg
LMF E
I0 q6p

koo3mIP68

HIPAR20

h(m) E(lx) D(m)
10°

5 836 0.87
4 1307 0.70
3 2323 0.52
2 5228 0.35
1 20910 0.17

HIPAR20

h(m) E(lx) D(m)
30°

5 182 2.68
4 284 2.14
3 505 1.61
2 1136 1.07
1 4545 0.54

Size 7
40°

Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 0°-20° tilt, 360°
rotation.
Mounting by means of a swing bolt.
Clamp extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Spot reflector: Aluminium, silver anod-
ised. Glass with anti-glare cap.
Darklight reflector: Aluminium, silver
anodised. Cut-off angle 40°.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33725.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Temperature on the light aperture 70°C

Weight 9.00kg
LMF E
0 q6p

koo3mIP68

HIT-CE

h(m) E(lx) D(m)
15°

5 1335 1.32
4 2087 1.05
3 3710 0.79
2 8346 0.53
1 33386 0.26

33739.000 Reflector silver ECG
HIT-CE 150W G12 15000lm
Use lamp with cylindrical discharge
tube.
Temperature on the light aperture
105°C

Weight 9.00kg
LMF E
0 qp

koo3mIP68

HIT-CE

h(m) E(lx) D(m)
17°

10 471 2.99
8 735 2.39
6 1307 1.79
4 2941 1.20
2 11763 0.60

Tesis In-ground luminaire Directional luminaire for metal halide lamps
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1028

Size 7
Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 0°-20° tilt, 360°
rotation.
Mounting by means of a swing bolt.
Clamp extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Aperture mask: Aluminium, silver, bright
anodised.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.

On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33727.000 ECG
HIPAR-L30 70W E27 10°
HIPAR-L30 70W E27 40°
Temperature on the light aperture 80°C

Weight 9.00kg
LMF E
0 q6p

koo3mIP68

HIPAR-L30

h(m) E(lx) D(m)
10°

5 2473 0.87
4 3864 0.70
3 6869 0.52
2 15455 0.35
1 61818 0.17

HIPAR-L30

h(m) E(lx) D(m)
30°

5 364 2.68
4 568 2.14
3 1010 1.61
2 2273 1.07
1 9091 0.54

Tesis In-ground luminaire with LED

Size 5
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
LED module: high-power LEDs on
metal-core PCB.
Screw-fastened cover ring with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 12mm, white
enamelled.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33707.000
LED 9W 720lm 4000K neutral white
Version 4
Temperature on the light aperture 35°C

Weight 3.60kg
I0 qp

koo3mIP68

LED

33669.000
LED 9W 580lm 3000K warm white
Version 4
Temperature on the light aperture 35°C

Weight 3.60kg
I0 qp

koo3mIP68

LED

Tesis In-ground luminaire Directional luminaire for metal halide lamps
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1029

Size 5
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 5-40mm.
Cable, 5x1.5mm2, L 1m.
DALI control gear, with plug and play
connectivity for ERCO RGB varychrome
colour mixing.
LED module: high-power LEDs on
metal-core PCB.
Screw-fastened cover ring with flush
safety glass: corrosion-resistant stain-
less steel. Safety glass: 12mm, white
enamelled.
Can be driven over by vehicles with
pneumatic tyres. Load 40kN.
Only to be used with recessed housing.
Installation with separate connection
sleeve.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1030

33708.000 DALI
LED 12W 375lm red, green, blue
Version 2
Colour compensation for precise light
colour.
Temperature on the light aperture 30°C

Weight 4.80kg
0 qp

koo3mIP68

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 135 620-625 97
Green 180 525-530 77
Blue 60 465-470 97

Tesis In-ground luminaire RGB varychrome with LED

The square Tesis
models have been
completely re-
designed with the
emphasis on dif-
ferent wallwasher
characteristics.
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33661.000 • • • • •
33662.000 • • • • •
33663.000 • • • • •
33664.000 • • • • •
33702.000 • • • •
33703.000 • • • •
33704.000 • • • •
33709.000 • • • • •
33713.000 • • • • •
33715.000 • • • • •
33717.000 • • • • • • • •
33719.000 • • • • • • • •
33721.000 • • • • •
33723.000 • • • • •
33725.000 • • • • • • • •
33727.000 • • • • • • • •
33729.000 • • • • •
33739.000 • • • • • • • •
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33707.000 • • • •
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33710.000 • • • • • • • • •
33711.000 • • • • • • • •

33950.000
33951.000
Domed glass
Cannot be driven
over by vehicles.
To prevent ac-
cumulation of
dirt.
Load: 5kN.

33952.000
33953.000
Sculpture lens

74473.000
83927.000
Sculpture lens

83992.000
83998.000
Sculpture lens

33956.000
33957.000
74471.000
83929.000
Skintone filter

83985.000
83993.000
Skintone filter

33954.000
33955.000
74468.000
83928.000
Daylight conver-
sion filter

83986.000
83994.000
Daylight conver-
sion filter

Tesis IP68 Accessories
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83829.000
DALI
DALI dimmer 1000W
for ohmic loads, conventional and
electronic transformers.
Mounting on DIN rail.
Weight 0.18kg

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33958.000
Coupling sleeve
for max. 16mm
cable diameter.
Plastic conduit,
two-part PUR-
cast resin.
ø 26mm,
L 180mm.

33959.000
Branching sleeve
for 8-23mm cable
diameter.
Plastic shell, two-
part PUR cast
resin.
L 150mm,
B 70mm, H 46mm.

33960.000
Housing for recessed mounting
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated. 2 cable entries.
Weight 2.70kg

33961.000
Housing for recessed mounting
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated. 2 cable entries.
Weight 3.80kg

33734.000
Housing for recessed mounting
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated. 2 cable entries.
Weight 2.90kg

33962.000
Housing for recessed mounting
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated. 2 cable entries.
Weight 5.80kg

33963.000
Housing for recessed mounting
Corrosion-resistant cast aluminium,
No-Rinse surface treatment. Black
double powder-coated. 2 cable entries.
Weight 7.00kg

Tesis In-ground luminaire Focal wallwasher for metal halide lamps

Size 5
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: aluminium, silver
anodised. Vertical diffuser. Wallwasher
lens.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33671.000 Reflector silver ECG
HIT-TC-CE 20W G8.5 1800lm
Temperature on the light aperture 46°C

Weight 4.80kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.25 1.50 1.50
Luminaire spacing (m) 1.25 1.50 1.75 2.25
Illuminance En (lx) 83 60 44 35

33675.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 60°C

Weight 4.20kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.25 3.00
Illuminance En (lx) 95 75 59 45

Tesis IP68 Accessories
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Size 7
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: aluminium, silver
anodised. Vertical diffuser. Wallwasher
lens.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33682.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Temperature on the light aperture 72°C

Weight 6.10kg
LMF E
I0 qp

koo3mIP68

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.00 2.50 3.00 3.00
Luminaire spacing (m) 2.25 3.00 3.50 4.50
Illuminance En (lx) 115 79 61 48

Tesis In-ground luminaire Lens wallwasher with LED

Size 5
40°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated black. Mounting
by means of swing bolts. Clamp range
11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised. Wallwasher lens.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 40°.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.

On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33665.000 Reflector silver
LED 27W 2160lm 4000K neutral white
Version 4
Temperature on the light aperture 38°C

Weight 5.20kg
LMF E
I0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 133 112 122 89

33667.000 Reflector silver
LED 27W 1740lm 3000K warm white
Version 4
Temperature on the light aperture 38°C

Weight 5.20kg
LMF E
I0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.25 1.25
Luminaire spacing (m) 1.25 1.00 1.25 1.75
Illuminance En (lx) 107 118 98 72

Tesis In-ground luminaire Focal wallwasher for metal halide lamps
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Size 5
40°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Double powder-coated black. Mounting
by means of swing bolts. Clamp range
11-46mm.
DALI control gear, with plug and play
connectivity. Cable, 5x1.5mm2, L 1m.
LED module: high-power LEDs on
metal-core PCB. Reflector for mixing
light: aluminium, silver, mirror-finish
anodised. Wallwasher lens.
Darklight reflector: aluminium, silver,
bright anodised. Cut-off angle 40°.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.

On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33666.000 Reflector silver DALI
LED 27W 2160lm 4000K neutral white
Version 4
Temperature on the light aperture 38°C

Weight 5.20kg
LMF E
0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.25 1.50 1.25 1.75
Illuminance En (lx) 133 112 122 89

33668.000 Reflector silver DALI
LED 27W 1740lm 3000K warm white
Version 4
Temperature on the light aperture 38°C

Weight 5.20kg
LMF E
0 qp

koo3mIP68

LED

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.00 1.25 1.25 1.25
Luminaire spacing (m) 1.25 1.00 1.25 1.75
Illuminance En (lx) 107 118 98 72

Tesis In-ground luminaire Lens wallwasher for metal halide lamps

Size 5
40°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: aluminium, silver
anodised. Wallwasher lens.
Darklight reflector: Aluminium, silver,
bright anodised. Cut-off angle 40°.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33672.000 Reflector silver ECG
HIT-TC-CE 20W G8.5 1800lm
Temperature on the light aperture 50°C

Weight 4.80kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 3.0
Offset from wall (m) 1.00 1.00 1.25 1.25
Luminaire spacing (m) 1.00 1.25 1.25 1.75
Illuminance En (lx) 160 131 112 82

33677.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 70°C

Weight 4.20kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.50 1.50 1.75 1.75
Luminaire spacing (m) 1.50 1.75 1.75 2.50
Illuminance En (lx) 172 150 132 95

Tesis In-ground luminaire Lens wallwasher with LED
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Size 7
40°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: aluminium, silver
anodised. Wallwasher lens.
Darklight reflector: Aluminium, silver,
bright anodised. Cut-off angle 40°.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33685.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Temperature on the light aperture 75°C

Weight 6.50kg
LMF E
I0 qp

koo3mIP68

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.00 2.00 3.00
Illuminance En (lx) 283 252 234 161

Tesis In-ground luminaire Wallwasher for metal halide lamps

Size 5
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: aluminium, silver
anodised.
Surface mounting: luminaire attach-
ment with Softec lens as safety glass:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Not to be driven over.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33689.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Housing temperature 46°C
Temperature on the light aperture 64°C

Weight 3.40kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

Mean illuminance En (wall)
Wall height (m) 4.0
Offset from wall (m) 1.75 1.75 2.00 2.00
Luminaire spacing (m) 1.75 2.25 2.00 3.00
Illuminance En (lx) 215 167 175 117

Tesis In-ground luminaire Lens wallwasher for metal halide lamps
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1035

Size 7
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Wallwasher reflector: aluminium, silver
anodised.
Surface mounting: luminaire attach-
ment with Softec lens as safety glass:
corrosion-resistant cast aluminium,
No-Rinse surface treatment. Graphit m,
double powder-coated.
Not to be driven over.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33691.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Housing temperature 50°C
Temperature on the light aperture 80°C

Weight 5.00kg
LMF E
I0 qp

koo3mIP68

HIT-CE

Mean illuminance En (wall)
Wall height (m) 6.0
Offset from wall (m) 2.50 2.50 3.00 3.00
Luminaire spacing (m) 2.50 3.00 3.00 4.00
Illuminance En (lx) 202 168 150 112

Tesis In-ground luminaire Directional luminaire for metal halide lamps

Size 5
30°

Housing: corrosion-resistant cast
aluminium, No-Rinse surface treat-
ment. Black double powder-coated.
Lampholder carrier, 0°-20° tilt, 180° ro-
tation. Mounting by means of a swing
bolt. Clamp extension 11-46mm.
Electronic control gear. Cable
3x1.5mm2, L 1m.
Spot reflector: aluminium, silver anod-
ised. Bracket with anti-glare cap.
Darklight reflector: aluminium, silver
anodised. Cut-off angle 30°.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided

using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33670.000 Reflector silver ECG
HIT-TC-CE 20W G8.5 1800lm
Temperature on the light aperture 47°C

Weight 4.80kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
16°

5 231 1.41
4 361 1.12
3 642 0.84
2 1444 0.56
1 5776 0.28

33673.000 Reflector silver ECG
HIT-TC-CE 35W G8.5 3900lm
Temperature on the light aperture 60°C

Weight 4.80kg
LMF E
I0 q6p

koo3mIP68

HIT-TC-CE

h(m) E(lx) D(m)
13°

5 427 1.14
4 668 0.91
3 1187 0.68
2 2672 0.46
1 10686 0.23

Tesis In-ground luminaire Wallwasher for metal halide lamps

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:32

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1035_bild_erco_hk12.p1.pdf  Layer 2: 1035_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1035

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:32

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1035_bild_erco_hk12.p1.pdf  Layer 2: 1035_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1035



3
4
6
6
6
6
6
6

2 166666

34666666

3
4
6

346666

260Q

241Q

29
0

89

195

120° 120°

150° 150°
32000 cd

3
4
6
6
6
6
6
6

2 166666

34666666

3
4
6

346666

260Q

241Q

29
0

89
195

120° 120°

150° 150°
50000 cd

DALI
PLUG+
PLAY

3
4
6
6
6

2 16666

3 46666666

213Q

194Q

15
0

1036

Size 7
30°

Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Connec-
tion cable, L 1m. Lampholder carrier,
0°-20° tilt, 180° rotation. Mounting by
means of a swing bolt. Clamp extension
11-46mm.
Separate control gear: cast aluminium,
powder-coated black. Electronic control
gear. 1 cable entry. 5-pole terminal
block. Through-wiring with 25mm cable
gland (not supplied).
Spot reflector: aluminium, silver anod-
ised. Bracket with anti-glare cap.
Darklight reflector: aluminium, silver
anodised. Cut-off angle 30°.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, clear.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33679.000 Reflector silver ECG
HIT-CE 70W G12 7750lm
Temperature on the light aperture 61°C

Weight 7.30kg
LMF E
I0 qp

koo3mIP68

HIT-CE

h(m) E(lx) D(m)
12°

5 1078 1.05
4 1684 0.84
3 2993 0.63
2 6735 0.42
1 26940 0.21

33688.000 Reflector silver ECG
HIT-CE 150W G12 15000lm
Temperature on the light aperture 90°C

Weight 7.70kg
LMF E
I0 qp

koo3mIP68

HIT-CE

h(m) E(lx) D(m)
13°

5 1690 1.14
4 2641 0.91
3 4696 0.68
2 10566 0.46
1 42262 0.23

Tesis In-ground luminaire RGB varychrome with LED

Size 5
Housing: corrosion-resistant cast alu-
minium, No-Rinse surface treatment.
Black double powder-coated. Mount-
ing by means of a swing bolt. Clamp
extension 11-46mm.
Cable, 5x1.5mm2, L 1m.
DALI control gear, with plug and play
connectivity for ERCO RGB varychrome
colour mixing.
LED module: high-power LEDs on
metal-core PCB.
Screw-fastened cover frame with flush
safety glass: corrosion resistant stain-
less steel. Safety glass: 15mm, white
enamelled.
Can be driven over by vehicles with
pneumatic tyres. Load: 65kN.
Only to be used with recessed housing.
Installation with separate junction box.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.

On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1037

33698.000 DALI
LED 12W 375lm red, green, blue
Version 2
Colour compensation for precise light
colour.
Temperature on the light aperture 30°C

Weight 4.10kg
0 qp

koo3mIP68

LED

Primary colours LED module
Colour F(lm) l(nm) S(%)
Red 135 620-625 97
Green 180 525-530 77
Blue 60 465-470 97

Tesis In-ground luminaire Directional luminaire for metal halide lamps
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Tesis IP68 Accessories

Färdig Betong
Conference
Centre, Mör-
rum. Architect:
Anders Törnqvist
Arkitektkontor AB,
Karlshamn.
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33699.000
Junction box
Cast aluminium, powder-coated black.
2 screwed cable glands for cable dia-
meters of 5-14mm.
2x20mm, 2x25mm cable glands can be
fitted on site (not supplied).
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
Weight 1.20kg
koo3mIP68

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33958.000
Coupling sleeve
for max. 16mm
cable diameter.
Plastic conduit,
two-part PUR-
cast resin.
ø 26mm,
L 180mm.

33959.000
Branching sleeve
for 8-23mm cable
diameter.
Plastic shell, two-
part PUR cast
resin.
L 150mm,
B 70mm, H 46mm.

33694.000
Housing for recessed mounting
Corrosion-resistant aluminium, No-
Rinse surface treatment. Black double
powder-coated. 2 cable entries.
Not for junction box 33699.
Weight 2.60kg

33695.000
Housing for recessed mounting
Corrosion-resistant aluminium, No-
Rinse surface treatment. Black double
powder-coated. 2 cable entries.
Not for junction box 33699.
Weight 3.20kg

33696.000
Housing for recessed mounting
Corrosion-resistant aluminium, No-
Rinse surface treatment. Black double
powder-coated. 2 cable entries.
Weight 4.80kg

33697.000
Housing for recessed mounting
Corrosion-resistant aluminium, No-
Rinse surface treatment. Black double
powder-coated. 2 cable entries.
Weight 5.50kg

Tesis IP68 Accessories

COR Interlübke
works exhibition,
Rheda-Wieden-
brück. Architect:
kräling+lübke,
Hamburg. Lighting
consultant: LDE
Kober, Dortmund.
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As white or coloured points of 
light, LED orientation luminaires 
can mark out pathways and zones, 
contribute to safety in  entrances 
and on stair treads, and identify 
architectural lines. Stainless steel 
covers and scratch- resistant glass 
ensure that the orientation lumi-
naires will function as high- quality 
luminaires for years to come. Their 
special optical components make 
these orientation luminaires  highly 
visible even in bright surround-
ings. Linking LED luminaires by 
means of intelligent lighting con-
trol signals is logical. For this rea-
son, the range includes functions 
such as dimming and rapid and 
 gradual flashing. This allows inter-
esting applications in the context 
of safety and networked building 
technology.

LED orientation luminaires IP68

Orientation lighting
Light points used to  create 
orientation points and lines.

Washlighting
Wide- beam illumination of 
pathways and open areas.

Orientation luminaires
Rotationally symmetrical light distri-
bution for orientation.

Floor washlights
Asymmetrical light distribution for 
ground illumination.

LED
0.3W -  0.8W
1lm -  24lm
Optional: varychrome

LED
0.6W
17lm -  24lm
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LED orientation luminaires IP68

The LED orientation luminaires 
IP68 are used for washlighting 
corridor floors and stairs or add 
discreet to coloured accents. As 
dynamic and coloured points of 
light, they can interact with the 
architecture and its users. Their 
special optical components make 
these orientation luminaires 
highly visible even in bright sur-
roundings. The luminaires can be 
dimmed and changed in colour 
via DALI- compatible control gear.

Varychrome RGB
Determining 
the colour locus 
of ERCO vary-
chrome luminaires 
has never been 
so easy: simply 
choose the colour 
required from the 
colour wheel and 
check it in real 
time to decide 
if you are happy 
with the effect.

Conductor lengths for LED 
 orientation luminaires
The length of the connection cable 
for monochrome LED orientation 
luminaires is limited to a maximum 
of 40m and for varychrome LED 
orientation luminaires to 10m.

Connection of LED orientation 
luminaires
With their approx. 0.5m long 
 connection cable, the  electrical 
installation is made outside the 
luminaires. The cable connec-
tion must therefore be performed 
on- site according to the protec-
tion mode applicable. The neces-
sary control gear can supply a 
maximum of 40 luminaires at 12V 
or a maximum of 10 luminaires at 
24V. LED orientation luminaires 
that run on mains voltage are also 
available.

Installation information IP68
ERCO luminaires rated to protec-
tion mode IP68 are suitable for 
operation in both outdoor and 
indoor environments.
According to VDE 0100, Part 702, 
operation of these luminaires in 
ponds or pools, e.g. swimming  
pools or fountains, and in the sur-
rounding 2m zone is not permit-
ted. The installation must comply 
with all relevant local regulations.

Neutral white
The neutral white 
light colour is 
suitable for cool 
material colours. 

Neutral white
The neutral white 
light colour 
accentuates cool 
floor coverings.

Warm white
The warm white 
light colour per-
fectly  emphasises 
a warm- tone 
environment.

Warm white
The warm white 
light colour is 
ideal for produc-
ing a warm- tone 
room atmosphere.

Blue
The blue orien-
tation luminaires 
provide a discreet 
focal point.

Two sizes
The LED orienta-
tion luminaires 
are available in 
two sizes – either 
as a small archi-
tectural detail or 
with higher lumi-
nous flux.

Floor washlights
Thanks to the 
powerful LEDs, 
the compact 
floor washlights 
can be used, for 
example, to dis-
creetly illuminate 
corridors.
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Housing with gasket: stainless steel.
Installation bush with ribs: plastic.
Cable 2x0.75mm2, L 500mm.
Clear prismatic diffuser with circular
light aperture.
Cover ring: corrosion resistant stainless
steel, with 6mm safety glass. Load 5kN.
Control gear to be ordered separately.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
Accessories page 1043

33755.000
LED 0.3W 12V DC 5lm 4000K neutral
white
Version 1

Weight 0.10kg
Ikoo3mIP68

LED

33754.000
LED 0.3W 12V DC 3lm 3000K warm
white
Version 1

Weight 0.10kg
Ikoo3mIP68

LED

33756.000
LED 0.3W 12V DC 1lm blue
Version 1

Weight 0.10kg
Ikoo3mIP68

LED

Housing with gasket: stainless steel.
Installation bush with ribs: plastic.
Cable 2x0.75mm2, L 500mm.
Clear prismatic diffuser with circular
light aperture.
Cover ring: corrosion resistant stainless
steel, with 6mm safety glass. Load 5kN.
Control gear to be ordered separately.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
Accessories page 1043

33758.000
LED 0.6W 24V DC 24lm 4000K neutral
white
Version 1

Weight 0.14kg
Ikoo3mIP68

LED

33757.000
LED 0.6W 24V DC 17lm 3000K warm
white
Version 1

Weight 0.14kg
Ikoo3mIP68

LED

33759.000
LED 0.6W 24V DC 6lm blue
Version 1

Weight 0.14kg
Ikoo3mIP68

LED

LED orientation luminaire
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1042

Housing with gasket: stainless steel.
Installation bush with ribs: plastic.
2-core cable, L 500mm.
Clear prismatic diffuser with circular
light aperture.
Cover ring: corrosion resistant stainless
steel, with 6mm safety glass. Load 5kN.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
On site protection must be provided
using a residual current circuit breaker,
FI(30mA.
Accessories page 1043

33773.000
LED 0.8W 230V AC 24lm 4000K neutral
white
Version 1

Weight 0.14kg
ikoo3mIP68

LED

33772.000
LED 0.8W 230V AC 17lm 3000K warm
white
Version 1

Weight 0.14kg
ikoo3mIP68

LED

33774.000
LED 0.8W 230V AC 6lm blue
Version 1

Weight 0.14kg
ikoo3mIP68

LED

LED orientation luminaire RGB varychrome

Housing with gasket: stainless steel.
Installation bush with ribs: plastic.
Cable, 4x0.75mm2, L 500mm.
Clear prismatic diffuser with circular
light aperture.
Cover ring: corrosion-resistant stainless
steel, with 6mm safety glass. Load: 5kN.
The three LED colours red, green and
blue are controlled by separate 24V DC
control gear (common 24V, floating
earth for PWM (Pulse Width Modu-
lation)). Control gear to be ordered
separately.
Protection mode IP68 3m: protection

against dust ingress, and continuous
immersion up to 3m deep.
Accessories page 1043

33785.000
LED 1.5W 24V DC red, green, blue

Weight 0.16kg
0 qpz

koo3mIP68

LED

LED orientation luminaire
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1043

Housing with gasket: stainless steel.
Installation bush with ribs: plastic.
Cable 2x0.75mm2, L 500mm.
Reflector: plastic, aluminium vaporised,
silver, frosted.
Cover ring: corrosion resistant stainless
steel, with 6mm safety glass. Load 5kN.
Control gear to be ordered separately.
Protection mode IP68 3m: protection
against dust ingress, and continuous
immersion up to 3m deep.
Accessories see below

33753.000 Reflector silver
LED 0.6W 24V DC 24lm 4000K neutral
white
Version 1

Weight 0.14kg
Ikoo3mIP68

LED

33752.000 Reflector silver
LED 0.6W 24V DC 17lm 3000K warm
white
Version 1

Weight 0.14kg
Ikoo3mIP68

LED

LED orientation luminaires IP68 Accessories
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33752.000 • • • • • • • •
33753.000 • • • • • • • •
33754.000 • • • • • • •
33755.000 • • • • • • •
33756.000 • • • • • • •
33757.000 • • • • • • • •
33758.000 • • • • • • • •
33759.000 • • • • • • • •
33772.000 • • • • • •
33773.000 • • • • • •
33774.000 • • • • • •
33785.000 • • • • • • •

33775.000
Control gear
for max. 40 LED orientation luminaires.
Input voltage 220-240V AC, 50-60Hz,
13W max.
Output voltage 12V DC SELV.
Max. cable length 40m.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.56kg
ikooIP67

33776.000
Control gear
for max. 10 LED orientation luminaires.
Input voltage 220-240V AC, 50-60Hz,
7W max.
Output voltage 24V DC.
Max. cable length 40m.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.56kg
ikooIP67

33798.000
DALI
DALI control gear
for max. 10 LED orientation luminaires.
Input voltage 220-240V AC, 50-60Hz,
7W max., DALI signal.
Output voltage 24V DC PWM.
Max. cable length 40m.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.58kg
ikooIP67

33898.000
DALI
DALI control gear
for 6 Nadir recessed floor luminaires,
8 Axis Walklights or 10 LED orientation
luminaires maximum.
Input voltage 220-240V AC, 50-60Hz,
25W max., DALI signal.
Output voltage 3x24V DC PWM.
Max. cable length 10m.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.58kg
ikooIP67

LED orientation luminaire Floor washlight
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1044

34974.000
Distribution box,
IP68
With four cable
entries, 7-25mm.
Plastic.
ø 95mm,
L 240mm.
Weight 0.47kg
koo3mIP68

33872.000
Housing for recessed mounting
for mounting in plaster.
Weight 0.09kg

33873.000
Housing for recessed mounting
for mounting in plaster.
Weight 0.09kg

33885.000
Recessed housing IP67
for installation in concrete floors or
compressed substrate with 25mm
surface covering.
Cast aluminium, double powder-coated
black.
2 cable entries with IP67 threads.
Through-wiring possible. 4-pole
terminal block. Connection cable,
L 300mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.70kg

33886.000
Recessed housing IP67
for installation in concrete floors or
compressed natural ground with 50mm
floor covering.
Cast aluminium, double powder-coated
black.
2 cable entries with IP67 threads.
Through-wiring possible. 4-pole
terminal block. Connection cable,
L 300mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.70kg

33893.000
Recessed housing IP67
for installation in concrete floors or
compressed substrate with 25mm
surface covering.
Cast aluminium, double powder-coated
black.
2 cable entries with IP67 threads.
Through-wiring possible. 4-pole
terminal block. Connection cable,
L 300mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.70kg

33894.000
Recessed housing IP67
for installation in concrete floors or
compressed natural ground with 50mm
floor covering.
Cast aluminium, double powder-coated
black.
2 cable entries with IP67 threads.
Through-wiring possible. 4-pole
terminal block. Connection cable,
L 300mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.70kg

33897.000
Recessed housing IP67
for installation in concrete wall.
Cast aluminium, double powder-coated
black.
2 cable entries with IP67 threads.
Through-wiring possible. 4-pole
terminal block. Connection cable,
L 300mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.75kg

33896.000
Recessed housing IP67
for installation in concrete wall.
Cast aluminium, double powder-coated
black.
2 cable entries with IP67 threads.
Through-wiring possible. 4-pole
terminal block. Connection cable,
L 300mm.
Protection mode IP67: dust-proof
and protected against the results of
temporary immersion.
Weight 0.75kg

33876.000
Tool kit
for mounting in
cable ducts.

LED orientation luminaires IP68 Accessories
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1045

Abbreviation ZVEI Symbol Power Voltage Luminous flux Colour ren-
dition index

Light colour Colour tempe-
rature

Average service
life

P(W) U(V) F(lm) Ra (K) t(h)

LED 0,3 - - blue - 50000
0,3 - - warm white 3000 50000
0,3 - - neutral white 4000 50000

0,6 - - blue - 50000
0,6 - 17 - warm white 3000 50000
0,6 - 24 - neutral white 4000 50000

0,8 - - blue - 50000
0,8 - 17 - warm white 3000 50000
0,8 - 24 - neutral white 4000 50000

1,7 - 64 - warm white 3000 50000
1,7 - 90 - neutral white 4000 50000

LED 2,2 - 145 90 warm white 3000 50000
2,2 - 180 80 neutral white 4000 50000

3,2 - 240 90 warm white 3000 50000
3,2 - 300 80 neutral white 4000 50000

4,5 - 290 90 warm white 3000 50000
4,5 - 360 80 neutral white 4000 50000

6,3 - 480 90 warm white 3000 50000
6,3 - 600 80 neutral white 4000 50000

6,7 - 435 90 warm white 3000 50000
6,7 - 540 80 neutral white 4000 50000

9,0 - 580 90 warm white 3000 50000
9,0 - 720 80 neutral white 4000 50000

13 - 870 90 warm white 3000 50000
13 - 1080 80 neutral white 4000 50000

20 - 1305 90 warm white 3000 50000
20 - 1620 80 neutral white 4000 50000

22 - 1450 90 warm white 3000 50000
22 - 1800 80 neutral white 4000 50000

27 - 1740 90 warm white 3000 50000
27 - 2160 80 neutral white 4000 50000

34 - 2175 90 warm white 3000 50000
34 - 2700 80 neutral white 4000 50000

36 - 2320 90 warm white 3000 50000
36 - 2880 80 neutral white 4000 50000

40 - 2610 90 warm white 3000 50000
40 - 3240 80 neutral white 4000 50000

54 - 3480 90 warm white 3000 50000
54 - 4320 80 neutral white 4000 50000

All data is provided for guidance only. Manufacturers’ current published data must be used.

The average service lives of LEDs are
statistical values and mean that the
LEDs still achieve a minimum of 70%
of their luminous flux and that a max-
imum of 50% of the LEDs may have

failed. Operation in direct sunlight
must be avoided. No other heat sources
should be in the immediate vicinity
of the installed luminaire, e.g. heating
pipes.

LED luminaires are also subject to the
usual 2-year warranty.

Lamp index LED
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1046

Abbreviation ZVEI Symbol Power Voltage Luminous flux Colour ren-
dition index

Light colour Colour tempe-
rature

Average service
life

P(W) U(V) F(lm) Ra (K) t(h)

LED 1,4 - - red, green,
blue

- -

1,4 - - red, green,
blue

- -

1,5 - - red, green,
blue

- -

3,3 - - red, green,
blue

- -

3,0 24 30 - red, green,
blue

- -

LED 12 - 375 - red, green,
blue

- 50000

16 - 500 - red, green,
blue

- 50000

23 - 870 90 red, green,
blue, warm
white

- 50000

24 - 750 - red, green,
blue

- 50000

30 - 870 90 red, green,
blue, warm
white

3000 50000

All data is provided for guidance only. Manufacturers’ current published data must be used.

The average service lives of LEDs are
statistical values and mean that the
LEDs still achieve a minimum of 70%
of their luminous flux and that a max-
imum of 50% of the LEDs may have

failed. Operation in direct sunlight
must be avoided. No other heat sources
should be in the immediate vicinity
of the installed luminaire, e.g. heating
pipes.

LED luminaires are also subject to the
usual 2-year warranty.

Lamp index LED varychrome
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1047

Abbreviation ZVEI Symbol Power Voltage Lampholder Luminous
flux

Colour
rendition
index

Diameter Length Average
service life

P(W) U(V) F(lm) Ra D(mm) L(mm) t(h)

QT9-ax 20 12 G4 320 100 9 33 4000

QT12-ax 75 12 GY6.35 1575 100 12 44 4000

90 12 GY6.35 1800 100 12 44 4000

100 12 GY6.35 2200 100 12 44 4000

QT12-ax-RE 50 12 GY6.35 1250 100 12 44 4000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Safety distance
The sign w on the luminaire indic-
ates the safety distance required in the
direction of the beam.
This safety distance must be observed.

Lamp index Low-voltage halogen lamps
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1048

Abbreviation ZVEI Symbol Power Voltage Lamphol-
der

Light
intensity

Half peak
value

Colour
rendition
index

Diameter Length Average
service life

P(W) U(V) I(cd) < (°) Ra D(mm) L(mm) t(h)

QR-CBC35 20 12 GU4 700 38 100 35 37 3000
20 12 GU4 4500 10 100 35 37 3000

QR-CBC51 35 12 GU5.3 700 60 100 51 45 4000
35 12 GU5.3 8000 10 100 51 45 4000

QR-CBC51-RE 35 12 GU5.3 1100 60 100 51 45 5000
35 12 GU5.3 2200 36 100 51 45 5000
35 12 GU5.3 12500 10 100 51 45 5000

50 12 GU5.3 1430 60 100 51 45 5000
50 12 GU5.3 2850 36 100 51 45 5000
50 12 GU5.3 15000 10 100 51 45 5000

QR-111 50 12 G53 40000 4 100 111 63 3000

75 12 G53 1900 45 100 111 63 3000
75 12 G53 30000 8 100 111 63 3000

100 12 G53 2800 45 100 111 63 3000
100 12 G53 48000 8 100 111 63 3000

QR-111-RE 50 12 G53 5800 24 100 111 63 4000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Safety distance
The sign w on the luminaire indic-
ates the safety distance required in the
direction of the beam.
This safety distance must be observed.

Lamp index Low-voltage halogen reflector lamps
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1049

Abbreviation ZVEI Symbol Power Voltage Lampholder Luminous
flux

Colour
rendition
index

Diameter Length Average
service life

P(W) U(V) F(lm) Ra D(mm) L(mm) t(h)

QT-DE12 1000 230 R7s 22000 100 12 186 2000

QT-DE12-RE 120 230 R7s 2300 100 12 114 2000

230 230 R7s 5000 100 12 114 2000

400 230 R7s 9000 100 12 114 2000

QT-DE12-RE 80 230 R7s 1450 100 12 75 2000

120 230 R7s 2300 100 12 75 2000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Lamp index Reflector lamps

Abbreviation ZVEI Symbol Power Voltage Lamphol-
der

Light
intensity

Half peak
value

Colour
rendition
index

Diameter Length Average
service life

P(W) U(V) I(cd) < (°) Ra D(mm) L(mm) t(h)

R63 60 230 E27 960 30 - 63 105 1000

R95 100 230 E27 1350 35 100 95 140 1000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Lamp index Tungsten halogen lamps
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1050

Abbreviation ZVEI Symbol Power Voltage Lamphol-
der

Light
intensity

Half peak
value

Colour
rendition
index

Diameter Length Average
service life

P(W) U(V) I(cd) < (°) Ra D(mm) L(mm) t(h)

PAR38 120 230 E27 3100 30 100 122 136 2000
120 230 E27 9300 12 100 122 136 2000

PAR56 300 230 GX16d 9000 16/40 100 179 127 2000
300 230 GX16d 40000 9/15 100 179 127 2000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Lamp index Halogen parabolic reflector lamps

Abbreviation ZVEI Symbol Power Voltage Lamphol-
der

Light
intensity

Half peak
value

Colour
rendition
index

Diameter Length Average
service life

P(W) U(V) I(cd) < (°) Ra D(mm) L(mm) t(h)

QPAR20 50 230 E27 1000 30 100 64 91 2000
50 230 E27 3200 10 100 64 91 2000

QPAR30 100 230 E27 3000 30 100 97 90 2500
100 230 E27 9000 10 100 97 90 2500

QPAR38 100 230 E27 10000 12 100 122 136 2500

All data is provided for guidance only. Manufacturers’ current published data must be used.

Lamp index Parabolic aluminised reflector lamps
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1051

Abbreviation ZVEI Symbol Power Lampholder Luminous
flux

Colour
temperature

Colour
rendition
index

Diameter Length Average
service life

P(W) F(lm) (K) Ra D(mm) L(mm) t(h)

HIT-TC-CE 20 G8.5 1800 3000 85 14 85 15000

35 G8.5 3900 3000 90 15 85 15000

HIT-TC-CE 20 GU6.5 1800 3000 85 13 52 15000

35 GU6.5 3400 3000 88 13 52 10000

HIT-TC-CE 20 PGJ5 1650 3000 85 17 45 12000

HIT-CE 20 G12 1800 3000 85 14 90 15000

35 G12 3300 3000 81 20 100 12000
35 G12 3900 3000 90 20 100 15000

50 G12 5400 3000 90 20 100 15000

70 G12 6600 3000 84 20 100 12000
70 G12 7750 3000 90 20 100 15000

150 G12 14000 3000 85 20 110 12000
150 G12 15000 3000 90 20 110 12000

250 G12 23000 3000 89 23 130 11000

HIT-DE-CE 70 RX7s 6500 3000 82 22 114 12000

150 RX7s 14200 3000 88 25 132 12000

HIT-DE 250 Fc2 20000 4200 88 25 163 5000

HIT-DE 400 Fc2 35000 4200 85 31 206 12000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Lamp index Metal halide lamps
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1052

Abbreviation ZVEI Symbol Power Lamphol-
der

Light
intensity

Half peak
value

Colour
tempe-
rature

Colour
rendition
index

Diameter Length Average
service life

P(W) I(cd) < (°) (K) Ra D(mm) L(mm) t(h)

HIPAR51-CE-P 20 GX10 1500 40 3000 81 51 58 9000
20 GX10 2900 25 3000 81 51 58 9000
20 GX10 9000 12 3000 81 51 58 9000

HIPAR20 35 E27 5000 30 3000 81 65 95 7500
35 E27 23000 10 3000 81 65 95 7500

HIPAR-L30 70 E27 10000 40 3000 83 97 125 11000
70 E27 68000 10 3000 83 97 125 11000

HIR111-CE-P 35 GX8,5 4000 40 3000 89 111 95 9000
35 GX8,5 35000 10 3000 89 111 95 9000

70 GX8,5 50000 10 3000 89 111 95 10000
70 GX8,5 6500 40 3000 89 111 95 10000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Lamp index High-pressure sodium vapour lamps

Abbreviation ZVEI Symbol Power Lampholder Luminous
flux

Colour
temperature

Colour
rendition
index

Diameter Length Average
service life

P(W) F(lm) (K) Ra D(mm) L(mm) t(h)

HST 50 GX12-1 2400 2550 83 20 103 10000

100 GX12-1 4900 2550 83 20 110 10000

All data is provided for guidance only. Manufacturers’ current published data must be used.

Lamp index Metal halide reflector lamps
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1053

Abbreviation ZVEI Symbol Power Lampholder Luminous
flux

Light colour Colour
temperature

Colour
rendition
index

Length Average
service life

P(W) F(lm) (K) Ra L(mm) t(h)

TC-SEL 9,0 2G7 600 - 4000 80 144 12000

TC-DEL 10 G24q-1 600 - 4000 80 103 12000

13 G24q-1 900 - 4000 80 131 12000

18 G24q-2 1200 - 4000 80 146 12000

26 G24q-3 1800 - 4000 80 165 12000

TC-TEL 18 GX24q-2 1200 - 4000 82 112 13000

26 GX24q-3 1800 - 4000 82 127 13000

32 GX24q-3 2400 - 4000 82 139 13000

42 GX24q-4 3200 - 4000 82 161 13000

TC-TEL 14 GR14q-1 1050 - 4000 82 127 13000

17 GR14q-1 1250 - 4000 82 149 13000

TC-TELI 18 GX24q-2 1200 - 4000 82 112 13000

26 GX24q-3 1800 - 4000 82 127 13000

32 GX24q-3 2400 - 4000 82 139 13000

42 GX24q-4 3200 - 4000 82 161 13000

TC-L 18 2G11 1200 - 4000 80 225 12000

36 2G11 2900 - - - 415 12000

55 2G11 4800 - 4000 80 535 12000

TC-F 36 2G10 2800 - - - 217 12000

All data is provided for guidance only. Manufacturers’ current published data must be used.

When used outdoors, a temperature-
dependent drop in luminous flux is to
be expected below 0°C.
TC-T, TC-TEL: lamps which are longer
or have different lamp caps, such as

GE Lighting, cannot be used in some
luminaires.

Lamp index Compact fluorescent lamps

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:33

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1053_bild_erco_hk12.p1.pdf  Layer 2: 1053_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1053

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:34

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1053_bild_erco_hk12.p1.pdf  Layer 2: 1053_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1053



1054

Abbreviation ZVEI Symbol Power Lamphol-
der

Luminous
flux

Light
colour

Colour
tempe-
rature

Colour
rendition
index

Diameter Length Average
service life

P(W) F(lm) (K) Ra D(mm) L(mm) t(h)

T16 24 G5 1750 - 4000 89 16 549 20000

28 G5 700 blue - - 16 1149 18000
28 G5 2100 red - - 16 1149 18000
28 G5 2600 - 4000 89 16 1149 20000
28 G5 3500 green - - 16 1149 18000

35 G5 3300 - 4000 89 16 1449 20000

54 G5 4450 - 4000 89 16 1149 20000

All data is provided for guidance only. Manufacturers’ current published data must be used.

When used outdoors, a temperature-
dependent drop in luminous flux is to
be expected below 0°C.

Lamp index Fluorescent lamps
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Photometric data from ERCO

Light intensity distribution  
The spatial distribution of the lamp 
lumens results in a 3- dimensional 
body of light intensity distribution. 
A longitudinal or transverse section 
through this body results in a  
2- dimensional light intensity dis-
tribution curve that indicates the 
light intensity of a luminaire for all 
angles of this plane.
Usually, this is displayed in a polar 
coordinate diagram from which the 
main direction of the beam is recog-
nisable, e.g. direct or indirect emis-
sion. The unit of light intensity is 
Candela (cd).

The light intensity distribution of 
rotationally symmetrical luminaires 
is characterised by one symmetrical  
curve.

Axially symmetrical light sources 
need two curves, displaying the two 
main planes C0 – C180 (at right angles 
to the lamp position) and C90 – C270 
(parallel to the lamp). 

Asymmetrical distributions, mostly 
of wallwashers, are usually shown in 
the main curve C0 – C180.

With luminaires for reflector lamps, 
the light intensity distribution 
curves are shown in the documents 
for both the narrow- beam lamp 
and the maximum permitted wide-
beam lamp.

Isolux curves 
represent the illuminance distribu-
tion in a defined situation. The illu-
minance values are shown without 
regard to any maintained values. 
The letter H refers to the height of 
the front lens above the working 
plane.

Varychrome
The “Primary colours LED module” 
table for RGB or RGBW varychrome 
luminaires shows the colour param-
eters to define the luminaire’s set-
ting options via DALI. The parame-
ters shown include:
The luminous flux F in lm, the 
dominant wavelength l in nm,  
and t he c olour s aturation S i n % .

The controllability of the parame-
ters depends on the type of lumi-
naire and the lighting control sys-
tem used. 
For RGBW varychrome luminaires, 
details of the lamp lumens provided 
in the catalogue refer only to warm 
white LEDs.

Example of RGBW luminaire:

Primary colours LED module
Colour F (lm) l (nm) S (%)
Red 300 620- 640 99
Green 807 525- 635 77
Blue 303 465- 475 97
Warm white 870 -  -
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Photometric data from ERCO

Light output ratio Luminaires with direct/indirect 
emission also specify the “DLOR” 
(Downward Light Output Ratio) and 
the “ULOR” (Upward Light Output 
Ratio) as additional components. 
These indicate the luminous flux  
distribution of a luminaire in the 
lower and upper parts of the room.

Light output ratio of a luminaire 
with direct/indirect emission

The calculation of the maintenance 
factor is described in a separate 
chapter. This also contains all rele-
vant information and tables.
In the catalogue, the classification 
for the “maintenance factor accord-
ing to CIE” is shown right next to 
the product. This appendix compris-
ing photometric data also contains 
all other tables.
The product data sheets relate the 
relevant data and tables directly to 
the pertinent products.

Illuminance and light beam 
 diameter
The tables usually shown next to the 
light intensity distribution comprise 
the illuminance values E (lx) and the 
light beam diameter D (m) result-
ing from the half peak value against 
the distance or height h (m). Illu-
minance values relate to the axial 
 intensity.
The table data for reflector lamps 
corresponds to the pertinent polar 
coordinate diagrams.

Example of a rotationally symme-
trical downlight
The illuminance values are given in 
increments of 1m.

Example of an uplight with indirect 
emission
The table data for recessed floor 
luminaires shows the beam direc-
tion values, i.e. from bottom to top.

Glare evaluation according  
to UGR 
The UGR method – Unified Glare 
Rating according to CIE 117 – is 
used to evaluate and limit the 
psychological direct glare from 
luminaires. Contrary to the previous 
methods, where the glare was rated  
using the luminance values of a  
single luminaire, this method calcu-
lates the glare of the entire  lighting 
installation at a defined observer 
position. 
According to DIN EN 12464, the 
UGR reference value is provided for 
a standard room.
An exact calculation of the UGR 
value at a defined observer position  
in a room is possible with modern 
lighting design programs such as 
DIALux. 
Where the luminance is  
< 1000 cd/m2, additional data is 
provided on the elevation angle,  
either 55°, 65° or 75°. This is the 
critical angle above which the 
luminaire has an all- round lumi-
nance of < 1000 cd/m2.

The UGR reference value for a 
standard room

With symmetrical light distribution

With axially symmetrical light 
 distribution 
This specifies the values for a line of 
vision at right angles (C0- C180) and 
parallel (C90–C270) to the lamp.

According to DIN/EN 13032/2, the 
light output ratio is abbreviated 
“LOR”.

Light output ratio of a luminaire 
with direct emission 

LOR 0.54
DLOR 0.40
ULOR 0.14

LOR 0.54

LMF C

h(m) E(lx) D (m)
  60°
1 1100 1.15
2 275 2.31
3 122 3.46
4 69 4.62
5 44 5.77

h(m) E(lx) D (m)
  9° 15°
2 8620 0.31 0.53
4 2155 0.63 1.05
6 958 0.94 1.58
8 539 1.26 2.11
10 345 1.57 2.63

h(m) E(lx) D (m)
  12°
5 4 2.10
4 63 1.68
3 111 1.26
2 250 0.84
1 1000 0.12

UGR: 19.0
65° <1000 cd/m2 UGR C0  19.0

UGR C90  18.3
65°  <1000 cd/m2

Example of an axially symmetrical 
projector 
Where illuminances are high, the 
values are given in increments  
of 2m.
The first column of D (m) contains 
the beam angle of the plane C0 – 
C180, the second column contains 
the values of the plane C90 – C270.

Example of an uplight with indirect 
emission
The table data for recessed floor 
luminaires shows the beam direc-
tion values, i.e. from bottom to top.
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ERCO planning data

Maintained value of illuminance
On publication of DIN EN 12464- 1,  
the luminous intensities it recom-
mends are “maintained values of 
 illuminance”. These must not at any 
time be lower than indicated.   
Instead of using the maintenance 
 factor and the light loss factor as 
influencing variables in the light-
ing design, the new term now intro-
duced is “maintenance factor”.
The new value for the illuminance 
of an installation is calculated from 
the maintained value of illuminance 
and the maintenance factor.

According to DIN EN 12464- 1, one 
of the components required in 
lighting design is a maintenance 
plan specifying the cleaning fre-
quency of the luminaires and the 
room and the lamp replacement. 

The photometric planning data 
from ERCO is published on the basis 
of the “new value of illuminance”. 
The maintained value of illumi-
nance can be determined by way  
of a maintenance factor.

The maintenance factor is calcu-
lated on the basis of separate tables 
or in computer calculations such as 
DIALux from version 4.0.
The maintenance factor is calcu-
lated using the following formula:

MF = LMF · RSMF · LLMF · LSF

MF  Maintenance Factor

LMF  Luminaire Maintenance Factor

RSMF Room Surface 
 Maintenance Factor

LLMF Lamp Lumen  
 Maintenance Factor
  
LSF Lamp Survival Factor

LMF 
Luminaire Maintenance Factor

The luminaire maintenance factor  
LMF takes into account the reduc-
tion of luminous flux due to the 
soiling of the luminaire. It signifies 
the ratio of a luminaire’s light out-
put ratios before and after cleaning. 
The LMF depends on the version of 
the luminaire and the related possi-
bility of soiling. The LMF classifica-

tion is indicated next to the prod-
uct. The LMF values ensue from the 
 attached tables.
At this point, the optimal cleaning 
frequency must be defined for the 
maintenance plan. 

En New value of a 
 lighting installation 
Em Maintained value 
 of illuminance 
MF Maintenance Factor 

En =  Em / MF

New value =  Maintained value / 
 Maintenance Factor

RSMF 
Room Surface Maintenance Factor

The room surface maintenance 
 factor RSMF takes into account the 
reduction of luminous flux due to 
the soiling of the room surfaces. It 
signifies the ratio of the room sur-
face reflectances before and after  
cleaning. The RSMF depends on the 
degree of soiling of the room or the 
ambient conditions of a room and 
the specified cleaning frequency.  
Further influencing factors are the 

size of the room and the type of 
lighting (direct to indirect emission).  
The table provides 4 classifications  
for environmental conditions:  
P pure (very clean room), C clean 
(clean room), N normal (average 
conditions) and D dirty (dirty room)

LSF Lamp Survival Factor The lamp survival factor LSF takes 
into account the variation of the life 
of individual lamps from the mean 
life of the lamps. The LSF depends 
on the service life of the lamp. The 
latest data provided by the lamp 
manufacturers must be taken into 
account here. If defective lamps are 
replaced immediately, the lamp sur-
vival factor applied is LSF = 1.

The maintenance plan for a lighting 
installation must also specify the 
optimal lamp replacement frequen-
cy. This depends on the degree of 
use of the lamp and is determined 
by analysing the period of illumi-
nation in the room and the mean 
service life of the specific lamps.

LLMF 
Lamp Lumen Maintenance Factor 

The lamp lumen maintenance fac-
tor LLMF takes into account the 
 reduction of luminous flux due to 
the ageing of the lamp. It signifies 
the ratio of the lamp lumens at a 

specific time and the new value. The 
current data provided by the lamp 
manufacturers must be taken into 
account here.

www.erco.com ERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:34

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1057_bild_erco_hk12.p1.pdf  Layer 2: 1057_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1057

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:34

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1057_bild_erco_hk12.p1.pdf  Layer 2: 1057_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1057



1058

ERCO planning data

LMF Luminaire Maintenance 
Factors 

Classification  Luminaire type 
A  Open luminaires (not from ERCO) 
B Open- top reflectors (not from ERCO) 
C  Closed- top reflectors 
D Closed reflectors 
E Dustproof luminaires 
F Luminaires with indirect emission 

Examples of ERCO LMF luminaire 
maintenance factors 

Classification C: 
Closed- top reflectors

Recessed luminaires for  compact 
fluorescent lamps, surface-  mounted 
downlights without cover glass, pen-
dant luminaires as well as  Monopoll.

Classification D: 
Closed reflectors

Protective glass and diffusers in 
front of low- voltage halogen lamps 
and high- pressure discharge lamps 
reduce the convection and dust col-
lection on the lamp or near the re-
flector. Sculpture lenses and spread 
lenses also prevent a soiling of the 
lamp and provide a cover for the 
optical system.

Spotlights and wallwashers with 
lenses, recessed luminaires and sur-
face- mounted and pendant lumi-
naries with cover glass.

Classification E: 
Dustproof luminaires 

Classification F: 
Luminaires with indirect emission 

Wall- mounted luminaires, e.g.  
Trion Uplight.
Light structures, e.g. Hi- trac, 
 indirect emission.

Aside from exterior luminaires with 
a protection mode above IP6x, LED 
luminaires with dustproof tertiary 
lenses and luminaires with reflec-
tor lamps are also considered closed 
due to their design.

All exterior luminaires.
All Cantax, Light Board, Opton with 
LED, Logotec square with LED.
All interior luminaires with reflec-
tor lamps.
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ERCO planning data

Calculation of Maintenance 
 Factor

LMF 
Luminaire Maintenance Factor

RSMF 
Room Surface Maintenance Factor

LLMF 
Lamp Lumen Maintenance Factor

If defective lamps are replaced im-
mediately, the lamp survival factor 
applied is LSF = 1.

LSF 
Lamp Survival Factor

Classification of Environmental 
 Conditions
P (very clean room) pure
C (clean room) clean
N (average conditions) normal
D (dirty room) dirty

Cleaning frequency (a)
Environmental conditions
A Open luminaires
B Open- top reflectors
C Closed- top reflectors 
D Closed reflectors 
E Dustproof luminaires
F Luminaires with indirect emission 

Cleaning frequency (a)
Environmental conditions
Direct emission
Direct/indirect emission 
Indirect emission 

Hours of operation (h)
LED
Tungsten halogen lamps/ 
low- voltage
Metal halide lamps 
High- pressure sodium vapour  
lamps
Compact fluorescent lamps 
Fluorescent lamps

2000 4000 6000 8000 10000 12000 20000 30000 40000 50000
0.97 0.96 0.95 0.94 0.93 0.92 0.87 0.82 0.77 0.72
0.97 0.88 - -  - -  - -  - -  - -  - -  - -  - -

0.94 0.89 0.83 0.80 0.76 - -  - -  - -  - -  - -
0.99 0.98 0.98 0.97 0.97 0.96 0.94 - -  - -  - -  

0.91 0.89 0.87 0.85 - -  - -  - -  - -  - -  - -
0.96 0.95 0.94 0.93 0.92 0.91 0.88

1    2    3
P C N D P C N D P C N D
0.96 0.93 0.89 0.83 0.93 0.89 0.84 0.78 0.91 0.85 0.79 0.73
0.95 0.90 0.86 0.83 0.92 0.84 0.80 0.75 0.89 0.79 0.74 0.68
0.94 0.89 0.81 0.75 0.91 0.80 0.69 0.59 0.87 0.74 0.61 0.52
0.94 0.88 0.82 0.77 0.91 0.83 0.77 0.71 0.89 0.79 0.73 0.65
0.96 0.94 0.90 0.86 0.93 0.91 0.86 0.81 0.92 0.90 0.84 0.79
0.93 0.86 0.81 0.74 0.88 0.77 0.66 0.57 0.85 0.70 0.55 0.45

1    2    3
P C N D P C N D P C N D
0.96 0.92 0.87 0.81 0.96 0.92 0.87 0.81 0.96 0.92 0.87 0.81
0.94 0.89 0.80 0.69 0.93 0.88 0.79 0.69 0.93 0.88 0.79 0.69
0.91 0.83 0.68 0.51 0.90 0.81 0.67 0.50 0.90 0.81 0.67 0.50
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ERCO planning data

LMF 
Luminaire Maintenance Factor

RSMF 
Room Surface Maintenance Factor

Clean room with little deterioration 

Annual cleaning of the luminaire 
Improvement of the room reflec-
tance factor every 3 years, e.g. by 
cleaning the room surfaces

Lamp replacement after  
10,000 hours 

Immediate replacement in case of 
lamp failure 

Example

LLMF 
Lamp Lumen Maintenance Factor

LSF 
Lamp Survival Factor

Luminaire Maintenance Factor If all the individual maintenance 
factors are known, these can sim-
ply be inserted into the formula.  
Where individual parameters 
change, the maintenance factor 
must be recalculated.

New value of the lighting instal-
lation 

In cases where the maintenance 
factor cannot be calculated on the 
basis of definite assumptions, the 
following reference maintenance 
factors are recommended:

The reference maintenance factors Reference Reference  Example
maintenance new value 
factor factor

0.80 1.25 Clean room, 
  little use

0.67 1.50 Clean room,  
  3- year maintenance cycle

0.57 1.75 Interior and exterior, 
  average conditions, 
  3- year maintenance cycle

0.50 2.00 Interior and exterior, 
  severe deterioration, 
  3- year maintenance cycle 

Hours of operation (h)
Compact fluorescent lamps 

Cleaning frequency (a)
Ambient conditions
Closed- top reflectors 

Cleaning frequency (a)
Ambient conditions
Direct emission

LSF = 1

2000 4000 6000 8000 10000 12000 14000 16000 18000 20000
0.92 0.88 0.85 0.83 0.85 - -  - -  - -  - -  - -

1    2    3
P C N D P C N D P C N D  
0.94 0.89 0.81 0.72 0.88 0.80 0.69 0.59 0.84 0.74 0.61 0.52 

1    2    3
P C N D P C N D P C N D
0.99 0.98 0.96 0.95 0.97 0.96 0.95 0.94 0.96 0.96 0.95 0.94

En = Em / MF

En = 500lx / 0.76

En = 652

MF = LMF · RSMF · LLMF · LSF
MF = 0.94 · 0.96 · 0.85 · 1
MF = 0.76
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ERCO planning data 

Planning data in the  
ERCO  catalogue 

The “planning data” provided 
 includes P*, the “connected load per 
m2 and 100lx” and n*, the “number 
of luminaires per 100lx”. In practice, 
these must be converted using the 
maintenance factors determined 
separately.

“Guide values” are used to plan the 
approximate lighting requirement. 
These are small tables including the 
“number of luminaires per 100m2” 
and the “illuminance values for 
luminaire modules”. In practice, the 
guide values must also be converted 
using the maintenance factors  
determined separately. 

To determine the illuminance, the 
maintenance factor must be taken 
into account along with the geom-
etry of the room to be planned and 
its reflection capacity. To do so, the 
correction factor f is taken from  
the correction table. The correction  
table itself can be found on the 
product specification sheet. The 
correction table also provides 
the required factors to be applied 
for room data other than k = 2.5 
 (approx. 100m2) and reflectances 
other than 0.7/ 0.5/ 0.2. 

Connected load of one luminaire 
Connected load per 100lx
Number of luminaires per 100lx

Correction table 
Ceiling 0.7 0.7 0.7 0.5 0
Wall 0.7 0.5 0.2 0.2 0
Floor  0.5 0.2 0.2 0.1 0

Mean illuminances En (wall)
Specifications:
Number of luminaires n>5
without indirect component
without peripheral area

Wall height (m)
Offset from wall (m)
Luminaire s pacing ( m)

Illuminance E
n (lx)

Number of luminaires per 100m2

Illuminance (lx) for module (m)

 100lx 200lx 300lx 500lx
2x26W 5 9 14 23

 1.2x1.8 1.8x1.8 1.8x2.4 2.4x2.4
2x26W 1047 698 524 393

QT12- ax 100W/12V GY6.35 2200lm
P: 100W
P*: 6.41W/m2

n*: 6.41 1/100m2

k0.6 90 73 67 66 64
k1.0 106 85 79 77 74
k1.5 118 94 89 86 83
k2.5 128 100 96 91 88
k3.0 131 102 99 93 90

3.00
 1.00 1.00 1.25 1.25
 1.00 1.25 1.25 1.50

 324 265 221 186

Tables with illuminance values of 
wallwashers are based on calcula-
tions with a reasonable offset from 
the wall/luminaire spacing and help 
decide on the right wallwashers 
and their optimal positioning. Here 
too, the values must, in practice, be 
 converted using the maintenance 
factors determined separately. 
In order to evaluate the illuminance 
distribution, we recommend that 
the detailed tables provided in the 
product data sheets be used. Over 
and above this though, the planning 
and design of individual, project-
specific lighting installations should 
always be based on accurate photo-
metric data.
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ERCO planning data

Product data sheets comprise all 
photometric data required for a 
 detailed lighting design.

Planning data in product data 
sheets

Along with the catalogue data, they 
also provide the correction tables 
to be used for the guide values. The 
correction factor f takes into ac-
count the geometry of the room  
to be planned and its reflection 
 capacity.
The correction table also provides 
the required factors to be applied 
for room data other than k = 2.5 
(approx. 100m2) and reflectances 
other than 0.7/ 0.5/ 0.2. 

Tables comprising comprehensive  
data are provided for wallwashers. 
For an arrangement of 5 wall-
washers with different offsets from 
the wall/luminaire spacings, point 
illuminances from the ceiling to  
the floor are available that enable  
a detailed assessment of the illumi-
nance distribution on a wall.

Illuminances En (lx)
Specifications:
Number of luminaires >5
Wall height 3m

Offset from wall (m) 1.00  1.00   1.25   1.25 
Luminaire spacing (m) 1.00   1.25   1.25   1.50 

 Below Between  Below Between  Below Between  Below Between 
 luminaire luminaires  luminaire luminaires luminaire luminaires luminaire luminaires

All illuminances are new values. In 
practice, these must be converted  
using the maintenance factors 
 determined separately. 

Correction table
Ceiling 0.7 0.7 0.7 0.5 0
Wall 0.7 0.5 0.2 0.2 0
Floor 0.5 0.2 0.2 0.1 0

k0.6 90 73 67 66 64
k1.0 106 85 79 77 74
k1.5 118 94 89 86 83
k2.5 128 100 96 91 88
k3.0 131 102 99 93 90

0.25 384 366 318 283 239 227 206 185
0.50 386 386 320 303 252 247 216 201
0.75 363 356 298 289 247 241 207 201
1.00 351 334 285 269 229 225 196 189
1.25 336 327 281 261 225 213 191 179
1.50 336 330 277 263 215 212 186 174
1.75 331 329 274 263 214 209 184 174
2.00 314 318 259 254 216 212 184 177
2.25 288 289 233 233 210 211 181 174
2.50 256 248 208 211 201 204 172 169
2.75 218 212 182 181 187 190 158 158
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ERCO planning data

Abbreviations:Planning example 

Requirements: For room conditions other than 
0.7/0.5/0.2 and k = 2.5 the appro-
priate correction factor f is to be 
 applied.
For other lamp lumens and con-
nected loads the values are to be 
converted proportionally.

Em (lx)  Maintained value 
 of illuminance 
En (lx)  Illuminance taken 
 from the Guide values
 table
n  Number of luminaires 
P (W)  Connected load of 
 one luminaire incl.
 control gear 
P* (W/m2)  Connected load 
 per 100lx 
n* (1/100 m2)  Number of luminaires 
 per 100lx 
f  Factor taken from 
 the correction table, 
 depending on reflec-
 tances and room 
 index k 
k  Room index 
a (m)  Length of room 
b (m)  Width of room 
h (m)  Luminaire height  
 above working plane 

The guide values E (lx), P* (W/m2) 
and n* (1/100 m2) have been cal-
culated for a room k=2.5, working 
plane 0.75m and reflectances  
of ceilings = 0.7, walls = 0.5 and 
floors = 0.2. They include the light 
loss factor of 1.0. They are valid for a 
regular module and in practice they 
also apply to asymmetric modules.

Room data:  H = 2.90 m
 a = 12.00 m
 b = 14.00 m
 h = 2.15 m

Room index:   a ·  b
 k = 
   h (a + b)

 k = 3.0

Reflectances: jD Ceiling = 0.5
 jW Walls = 0.2
 jB Floor = 0.1

Correction table 
Ceiling 0.7 0.7 0.7 0.5 0
Wall 0.7 0.5 0.2 0.2 0
Floor 0.5 0.2 0.2 0.1 0

Correction factor f = 93%

k 0.6 77 58 49 49 45
k 1.0  100 77 69 67 63
k 1.5  116 91 84 80 70
k 2.5  129 100 95 90 86
k 3.0  133 103 99 93 89
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Calculation example using ERCO guide values

Calculation example using ERCO 
guide values.
The following can be used as guide 
values:

1. Calculation of the number of 
luminaires with specified main-
tained value Em (from table)

2. Calculation of the maintained 
value Em with specified luminaire 
module (from table)

3. Calculation of the number of 
luminaires n for specified main-
tained value Em (with P* or n*) 

4. Calculation of the maintained 
value Em for specified number of 
luminaires n (with P*) 

Specifications
En New value of the illuminance 
f  Correction factor from separate 

correction table 0.93
MF  Maintenance Factor, reference 

value 0.80

1. Calculation of the number of 
luminaires n for specified illumi-
nance En 500lx

Table from the catalogue 
Number of luminaires per 100 m2

for illuminance En  100lx  200lx 300lx  500lx

Example 

Specifications 
En  Illuminance from ERCO table 
Em  Maintained value of illuminance 

DIN EN 12464
f  Correction factor from separate 

correction table 0.93
MF  Maintenance Factor, reference 

value 0.80

2. Calculation of the illuminance 
(maintained value) Em with specified 
luminaire module 1.8 x 1.8

Table from the catalogue 
Illuminance En (lx)
for luminaire module (m) 1.2x1.8  1.8x1.8  1.8x2.4  2.4x2.4

Example 

66W   5  9  13  22

66W  1089 726  544  408

 n
n = 
 f ·  MF

 22
n = 
 0.93 · 0.80

n = 30

Em = En · f · MF

Em = 726lx · 0.93 · 0.80

Em = 541lx
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Specifications 
Connected load of one luminaire 
P: 66.0W
Connected load per 100lx
P*: 2.81 W/m2

Em  Maintained value of illuminance 
DIN EN 12464

f  Correction factor from separate 
correction table 0.93

MF  Maintenance Factor, reference 
value 0.80

3. Calculation of the number of 
luminaires n for specified illumi-
nance (maintained value) Em 500lx

Specifications 
Number of luminaires per 100lx
n*: 4.25 1/100m2

Em  Number of luminaires per  
DIN EN 12464

f  Correction factor from separate 
correction table 0.93

MF  Maintenance Factor, reference 
value 0.80

Specifications
Connected load of one luminaire 
P: 66.0W
Connected load per 100lx
P*: 2.81W/m2

Em  Maintained value of illuminance 
DIN EN 12464

f  Correction factor from separate 
correction table 0.93

MF  Maintenance Factor, reference 
value 0.80

4. Calculation of the illuminance 
(maintained value) Em for specified 
number of luminaires n

Example with P*

Example with n*

Example with P*

 Em ·  a ·  b ·  P*
n = 
 P ·  f ·  MF

 500lx ·  12m · 14m · 2.81W/m2

n = 
 66W · 0.93 · 0.81 ·         100lx

n = 48

 n* · Em · a · b
n = 
 f · MF

 4.25 ·                    500lx · 12m · 14m
n = 
 100m2 · 100lx · 0.93 · 0.80

n =  48

 n ·  P ·  f ·  MF
Em = 
 a ·  b ·  P*

 48 · 66W · 0.93 · 0.80 · 100lx
Em = 
 12m · 14m ·            2.81W/m2

Em = 499
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General Information

Symbols and abbreviations

&   Luminaires and accessories 
bearing this sign meet the 
requirements of the LUM 
agreement.

5   DEKRA test mark

0 q
  VDE test mark

4  SEMKO test mark

3  UL test mark

7  NEMKO test mark

q   Luminaires bearing this sign 
are VDE approved.

8   China Compulsory Product  
Certification, Safety

6   China Compulsory Product  
Certification, Safety & EMC

I   Articles from the ERCO product 
range that are labelled with 
the Nihon sign are available 
in a version for the Japanese 
market. The Japanese version is 
largely identical to the marked 
article in terms of design, 
dimensions and photometric 
performance, but features dif-
ferent specific characteristics 
in compliance with the specific 
electro- technical environment 
in Japan. Although not shown 
in detail in this catalogue, a 
wide range of accessories is also 
available for these products. 
ERCO track and its  connectors 
are operated as a 1- circuit 
system in the technical environ-
ment of Japan. For more exact 
information on specifications 
and ordering, please get in 
touch with your ERCO contact. 

This catalogue supersedes all 
previous issues. We reserve the 
right to make technical and 
design changes to improve our 
products or to meet modified 
 statutory requirements. Current 
data will be supplied on request. 
 
Our continually updated product 
documentation can be accessed at 
www.erco.com.

Many products are protected by 
industrial patent rights.

All luminaires are supplied without 
lamps. LED modules are part of the 
luminaire.

Voltages given in this catalogue refer 
to a mains frequency of 50/60 Hz. 

All electrical equipment is to be 
installed in accordance with IEC regu-
lations and local authority require-
ments. The local authority should 
be consulted if further information 
is required. In accordance with the 
British Health and Safety at Work Act 
1974, Section VI, products supplied by 
ERCO contain safety instructions and 
information pertaining to the correct 
usage and installation of products. 
The act imposes upon the users of the 
products the obligation to ensure that 
all personnel involved in the instal-
lation, handling, use and disposal of 
these products are acquainted with 
the information provided, and made 
fully aware of the precautions that 
need to be taken. As the responsibility 
for correct installation lies with the 
user, ERCO is to be contacted directly 
prior to the installation for any 
further information or explanation 
which may be required.  

To assist with the identification 
and differentiation of products, the 
colours are usually quoted after the 
article numbers.
With recessed luminaires this gener-
ally applies to the reflector colour. For 
all other products the housing colour 
is indicated. Colours are not speci-
fied for recessed luminaires without 
reflectors, accessories, etc.

The standard finish of our products is 
specified in the product description. 
The products can also be produced in 
the following colours at extra charge: 
white RAL 9002, white RAL 9010,  
silver RAL 9006 and black RAL 9011. 
Prices and delivery times for other RAL 
or BS colours are available on request.

The photometric data is based on the 
maximum wattage allowed and silver 
reflectors.

Illuminance levels and light beam 
diameters of narrow beam and max-
imum- allowed wide beam reflector 
lamps are provided next to each prod-
uct. For further lamp options, refer to 
the lamp index.

The abbreviated lamp references use 
the ZVEI lamp designation system.

ERCO luminaires are designed, manu-
factured and tested to the applicable 
standards and technical regulations 
of the VDE. Technical testing is con-
ducted at an ambient temperature  
of 25°C, as per IEC 60598. 

The luminous flux values and other 
photometric data also relate to an 
ambient temperature of 25°C. At 
other temperatures, deviations from 
the values stated in the catalogue  
are possible.

p   All articles which are supplied 
to Russia (to the Russian Fed-
eration) and must be certified 
for that purpose are GOST- R 
approved/certified and identi-
fied.

w   The w sign on the lumi naire 
indicates the safety dis tance 
in the direction of the lamp’s 
beam. This safety distance must 
be observed.

a   Class I luminaires have an earth 
conductor and therefore are not 
marked.

i   Class II luminaires

z   Class III luminaires

IP20  All luminaires meet the require-
ments of protection mode IP20 
and are not marked. Other pro-
tection modes are specified for 
each product.

r   Protection mode IP44
 Splash- proof protection against  
 splashes from all directions.

krr 
  Protection mode IP65
  Protection against dust and 

strong jets of water from all 
directions.

koo  
  Protection mode IP67
  Protection against dust and 

against the results of temporary 
immersion.

kooxm 
  Protection mode IP68xm
  Protection against dust and 

against the results of continu-
ous submersion up to a depth 
of xm.

g   Suitable lamps only are to be 
used in open luminaires.

Ü   Not suitable for coolbeam 
lamps.

T   All luminaires meet the 
F requirements in accordance 
with EN 60598- 1 and are suit-
able for mounting on normal 
inflammable mounting surfaces 
(housing parts).  

x   Luminaires which are not 
suitable for mounting on or 
in inflammable mounting 
 surfaces.

  Luminaires which are not suit-
able for mounting on normal 
inflammable mounting surfaces.

  Luminaires which are not suit-
able for mounting in normal 
inflammable mounting surfaces.

  Luminaires which are not suit-
able for covering with heat 
insulation material.

   Short- circuit- tested trans-
former in accordance with  
EN 61558

S   Encapsulated safety transform-
er EN 61347

V   Self- contained control gear in 
accordance with EN 60598

SELV  Safety extra- low voltage

DIN EN ISO 9001- 2008

The ERCO Quality Management Sys-
tem has been organised in accordance 
with DIN EN ISO 9001- 2008. This was 
acknowledged by the DQS (Deutsche 
Gesellschaft zur Zertifizierung von 
Managementsystemen) and validated 
by licence no. 1151.
The certified system includes: design/
development, production, assembly, 
sales and service.
ERCO sales organisations worldwide 
are always included in the manage-
ment system and are regularly  audited 
by ERCO auditors.

DE AEOF 102810

ERCO GmbH was awarded the AEOF 
(Authorised Economic Operator Full) 
certificate on 27/8/2010. 
This certi fication confirms ERCO GmbH 
to be a particularly reliable and trust-
worthy partner in international trade. 
It governs the safety and efficiency 
of the supply chain through to the 
consumer.

MM  Identification marks for devices
TS- 115  with limited surface tempera-

ture for installation in furnish-
ings, ceilings and walls with 
unknown inflammability char-
acteristics.

FCC  Federal Communications 
Commission

LON® 
  LON is a registered trademark 

of the Echelon Corporation

Windows®
  Windows is a registered  

trademark of the Microsoft 
Corporation in the USA and 
other countries.

C   All products subject to EMC 
guideline 89/336 (electromag-
netic compatibility) and guide-
line 73/23 (low- voltage) meet 
the requirements therein and 
bear the CE symbol on their 
packaging.

  Products with discharge lamps 
and electronic components in 
accordance with the valid EN 
standard, which is the basis of 
EMC guideline 89/336 (electro-
magnetic compatibility), do not 
cause interference.

EEI  Energy Efficiency Index  
The control gear classification 
for luminaires with fluores-
cent or high- pressure lamps is 
shown on the data sheet of the 
luminaire.

LCG = Low- loss control gear
ECG = Electronic control gear unit

L = Length 
TL = Total length 
B = Width 
H = Height 
T = Depth 
D = Light beam diameter 
CO = Ceiling aperture 
RD = Recess depth 
∅  = Diameter 
Q  = Square 
max. = Maximum 
kg =  Approximate weight with 

lamp

All dimensions are in millimetres.

www.erco.comERCO Program 2012

Erzeugt mit dem DocScape Publisher, Regelwerk $Rev: 14899 $, am 2011-10-12 um 21:38

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:34

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1066_bild_erco_hk12.p1.pdf  Layer 2: 1066_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1066

Ausdruck ist 
nicht farbverbindlich, 
nur Text und Stand!

Auftrag : 236771-00_ERCO_GESAMTKAT__2012 Datum : 10.11.2011 08:47:34

Position : 
Seitenfolge : wBg.1-27_02_GB_Engl_Intern_Format (X/Y) : 210  mm / 297  mm

Offsets (X/Y) : -10.0001 mm / -10.0001 mm
Prozessplan : PDF_vektor_mehrseitig_netto7536458105a465419b7c113d0c2fb220Skalierung (X/Y) : 100  % / 100  %

tabb03Seitenfarben : Layer 1: Cyan, Magenta, Yellow, Black  Layer 2: Black

Layer 1: 1066_bild_erco_hk12.p1.pdf  Layer 2: 1066_gb-int_erco_hk12.p1.pdf

Ausrichtung : 0  Grad

Version : --
Datei : 

Benutzer :

w1066



1067

Information on high-
power LEDs  
Due to the production pro-
cess of LEDs, the specified 

typical LED parameters show statisti-
cal values only. There can be varia-
tions in the range typical for LEDs. 
The service life of an LED largely 
depends on the ambient temperatures. 
Therefore, the luminaires should not 
be installed near other sources of heat 
such as heating pipes, etc. Further-
more, these luminaires should not 
be operated when exposed to direct 
sunlight. 
As a result of innovative heat man-
agement, ERCO luminaires with 
high- power LEDs reach the rated life 
specified by the manufacturers. 

Use of infrared- reflecting  
low- voltage halogen 
lamps (QR- CBC- RE)
In this technology, the 

halogen lamps are designed with a 
special infrared- reflecting coating 
on the outside of the bulb to ensure 
that the infrared (IR) radiation of the 
lamp is reflected back to the lamp 
filament. Fitted in ERCO luminaires, 
these lamps are thermally safe. For 
photometric data, refer to the manu-
facturers’ spec ifications.

Photometric and lighting design 
data of luminaires for metal halide 
lamps
The photometric and lighting design 
data identified and published by ERCO 
are based on the use of metal halide 
lamps with cylindrical discharge 
tubes. The use of any other lamps 
may result in deviations, although 
these may only be minor.
Depending on the manufacturer, the 
discharge tubes of metal halide lamps 
are usually made of a ceramic body of 
various shapes and sizes. This results 
in differences in the performance 
of the lamps themselves. Further 
varia tions may be the result of lamp 
production tolerances. Additionally, 
there will be tolerances in the posi-
tioning of the lamp within the reflec-
tor systems of the luminaires. While 
these are usually minor, they are still 
detectable.
It must also be taken into account 
that differences in the size of the dis -  
charge tube can lead to differences in 
the beam angle and the light inten-
sity.

DALI DALI (Digital Addressable 
Lighting Interface)
DALI, i.e. the digital inter-
face protocol, identifies the 

way in which the ECGs are controlled, 
not the system or system components.  
ERCO‘s Light System DALI auto mati-
cally controls the DALI ECG fitted in 
the luminaires.
These, in turn, are based on a com-
mon platform for the control of dim-
mable ECG.
When installed in the luminaire, each 
DALI ECG saves luminaire data. Once 
the luminaire is fitted in the lighting 
system, the luminaire is then given 
an address. The DALI Light  Studio 
software provides the user with spe-
cific luminaire data and installation 
information in a comprehensible and 
user- friendly format.
The central control unit, the DALI 
light server, controls or dims up  
to 64 ECGs via a two- wire control  
line. 
The control signal can also be carried 
by the two normally unused conduc-
tors in a 5- core high- voltage connec-
tion cable. In this case, there is no 
need for an additional control line.

Potentiometer for dimming low-
voltage halogen lamps
Some transadapters or transformer 
housings of spotlights using low-
volt age halogen lamps contain 
electronic transformers 230/12V, 
50W or 100W. These spotlights can 
additionally be dimmed on 1- circuit 
or 3- circuit tracks.
The integral potentiometer can 
be used to dim the lamp lumens 
continu ously down to 10%. A light-
emitting diode is provided to monitor 
the function.
When using additional external trail-
ing edge dimmers, the potentiometer 
must be set to the highest setting to 
prevent flickering.

Overvoltage protection 
for electronic control 
gear
When switching off induc-

tive loads, e.g. fluorescent lamps, high-
pressure discharge lamps, motors, 
etc., spikes (high voltage peaks) may 
occur which can be so severe that the 
electronic control gear’s integrated 
safety device, and the control gear 
itself, can be destroyed. To protect 
electronic control gear from such 
spikes, separate overvoltage protec-
tion units, e.g. 83819.000, should be 
installed in parallel, on the input side.

Dimming of LED lumi-
naires
LED luminaires can be 
dimmed depending on the 

type of control gear. Phase dimmable 
luminaires may only be used with 
suitable dimmers (trailing edge tech-
nology). Always read the manufac-
turer’s installation instructions and 
check the required load data.
To ensure proper functioning of the 
dimmer, especially when using uni-
versal dimmers, check the luminaire/
control gear/dimmer combination 
before installation.

Dimming of metal halide 
lamps
Due to their unique inno-
vative design, metal hal-

ide lamps are increasingly used in 
lighting installations. On the one 
hand, this results from the objective 
of  creating ever smaller lamps, and 
the  development of lower wattages 
makes it easier to select the correct 
power level. 
On the other hand, while the dim-
ming of metal halide lamps may be 
possible from a technical point of 
view, the negative effects on the 
colour temperature and the colour 
rendi tion do not make this a viable 
option. Furthermore, there is inad-
equate data available on the effects 
of dimming on the life of the lamps. 
Always refer to the lamp and control 
gear manufacturers’ specifications.

Electronic control gear in 3- circuit 
installation
To avoid damaging the electronic 
control gear, the neutral conductor of 
control gears in 3- circuit installations 
must never be disconnected.
 

Electronic control gear 
units
Non- dimmable ECGs have 
established themselves 

on the market since they achieve 
greater lamp luminous efficacy than 
conventional control gear. They also 
extend the lamp life up to 20,000h by 
using the so- called “soft- start“, they 
produce low power losses and ensure 
improved visual comfort due to their 
flicker- free operation.
Dimming increases both visual com-
fort and efficiency.

Dimming of fluorescent 
lamps
Dimming is often used 
with fluorescent lamps 

and com pact fluorescent lamps. The 
reasons for this are efficiency and 
increased visual comfort.
In general, lamps require special con-
trol gear for dimming, the varying 
dimensions of which have to be taken 
into account when designing the 
luminaires.  

1V- 10V control voltage
Besides a special ECG with an input 
for the 1V- 10V control voltage, 
dimming in a 10V installation only 
requires a potentiometer or an inter-
face to other control systems, which 
can be connected to the 1V- 10V 
control voltage. With the help of a 
Gateway iLON Smart Server, the Light 
System DALI can be simply connected 
to an existing LON network and oper-
ated via Ethernet.

Dimming of compact 
 fluorescent lamps (TC)
Conventional TC, TC- D, and 
TC- T lamps are equipped 

with integral starters that cannot be 
dimmed due to the high- frequency 
starting pulse of electronic compo-
nents.
Special TC- EL, TC- DEL and TC- TEL 
lamps are available for dimming. They 
generally have four contact pins.
TC- L lamps are operated with a sepa-
rate starter, TC- F lamps are operated 
with ECG and can be dimmed in ECG 
mode without restriction.
Note
For a good control response, all com-
pact fluorescent lamps must be run 
at full output for approximately the 
first 100 hours of operation, subject 
to the manufacturer‘s specification.

Replacing high- pressure 
discharge lamps
High- pressure discharge 
lamps must be immediately 

replaced at the end of their service 
life. The end of their service life is 
reached when:
1. the colour of the light changes, 
2. the lamp glass shows dark discol-
ouration, 
3. periodic stopping and starting 
occurs, 
4. the lamp no longer ignites.
The lamp manufacturer’s instructions 
must be observed. 
These luminaires are equipped with 
protection systems in the control gear 
to switch the lamp off at the end of 
its service life. This minimises the 
like lihood of damage to the control 
gear.
In a few cases, if the lamp is not 
replaced on time, the control gear 
used can be destroyed. Hot materials 
can be emitted from the luminaire 
and cause damage. Consequential 
damage may result.

Ultrasonic cleaning of reflectors
A portable ultrasonic cleaning system 
is available for extensive reflector 
cleaning. The Cleanmobil consists of 
an ultrasonic cleansing basin for a 
water and cleaning agent mixture, 
and a rinsing basin for softened 
water.
Bath dimensions: 
L 0.70m, W 0.30m, H 1.00m
Total dimensions: 
L 1.40m, W 0.90m, H 1.30m
5- pole CEE plug: 14kVA, 16A
Fresh water and waste water connec-
tions required.

Corrosion protection for outdoor 
luminaires
1. Instructions on mounting the 
luminaires are included with each 
product. Furthermore, the national 
regulations on installation and acci-
dent prevention must be observed.
2. When mounting and maintaining 
the luminaires, take particular care 
not to damage the powder coating. 
Damaged areas coming in contact 
with water may lead to corrosion. In 
aggressive environments, both the 
mounting and the maintenance of 
all components require appropri-
ate safety measures to be applied. 
Chemicals may damage the corrosion 
protection.
3. The luminaires must be cleaned 
regularly. The required interval and 
method depend on the site, situa-
tion of mounting and environmental 
conditions.
4. All recessed in- ground luminaires 
must be installed with a suitable 
drainage system in place, e.g. a gravel 
bed. Please ensure that the installati-
on the luminaires allows water to run 
off their surface. 

General Information
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Information on environmental 
protection and the disposal of 
 luminaires and lamps

REACH
On 1 June 2007, a new European law 
on chemical substances was intro-
duced in Directive (EC) 1907/2006 
(REACH Directive). It stipulates that 
manufacturers, importers and down-
stream users of chemical substances 
are responsible for the safe handling 
of their substances.

ERCO is a downstream, or end, user  
– a company using substances or 
mixtures, or processing these in their 
products (e.g. use of substances/ 
mixtures as process aids, for product 
manufacture). 

ERCO keeps in close contact with 
its suppliers and continuously veri-
fies that it meets the full spectrum 
of  requirements under the REACH 
Directive. At present, ERCO is not 
aware of any information on varia-
tions in the serial parts it uses from 
the limits stipulated by REACH.

RoHS
The RoHS Regulation, or EC Directive 
2002/95/EC, restricts the use of cer-
tain hazardous substances in electri-
cal and electronic equipment. Since 
coming into force on 1 July 2006, 
certain substances may not be con-
tained in new  equipment produced 
and put on the market in quantities 
exceeding maximum concentration 
values. According to the regulation, 
lead (Pb),  mercury (Hg), hexavalent 
chromium (CrVI),  polybrominated 
 biphenyls (PBB) and  polybrominated 
diphenyl ethers (PBDE) must not 
 exceed 0.1 per cent by weight per 
homogeneous material, and  cadmium 
(Cd), 0.01 per cent by weight per 
 homogeneous material. Exceptions 
for certain applications are listed in 
the Annex to the Directive.

ERCO has obtained declarations from 
its parts suppliers affirming full com-
pliance with the requirements of the 
RoHS Directive. According to the 
latest information, the serial parts 
which ERCO uses therefore do not 
contain substances in quantities pro-
hibited by the RoHS Directive. This 
means, ERCO does not use any sub-
stances in the manufacture of its 
products that fail to conform to the 
RoHS. 

On request, ERCO can provide its 
customers with an appropriate man-
ufacturer’s declaration. It affirms to 
the best of our knowledge that all 
products which ERCO supplies com-
ply with the RoHS Directive.
      
WEEE
EC Directive 2002/96/EC regulates 
the free return and  environmentally 
friendly disposal and recycling of  
old and used electrical equipment  
by manufacturers and importers. 
Known also as WEEE (Waste Electri-
cal and Electronic Equipment), the 
 Directive aims to reduce the amount 
of electrical and electronic waste 
and encourage everyone to recycle 
the equipment.  

General Information

Disposing of luminaires
ERCO has met the require-
ments of the WEEE Directive 
since March 2006 in that 

it has clearly marked all its  products 
with the symbol of the  crossed- out 
bin. These products may be returned 
free of charge. Alternatively, at the 
end of their service life, luminaires 
may be disposed of at  appropriate 
local facilities provided for the dis-
posal or recycling of electronic equip-
ment.

Disposing of discharge lamps
For physical reasons, low- pressure 
discharge lamps (fluorescent lamps) 
and high- pressure discharge lamps 
contain small quantities of mercury 
and other trace elements. Discharge 
lamps must therefore be treated as 
special waste. For this reason, they 
cannot be disposed of with house-
hold waste. According to the Waste 
Disposal Law, the owner is obliged to 
arrange for proper disposal of waste. 
Discharge lamps can be disposed 
of intact by bringing them to spe-
cial waste disposal sites or by  being 
recycled. Always read the  disposal 
 information provided by the lamp 
manu facturer. There are a number 
of companies that specialise in the 
 disposal of discharge lamps. 
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06652.000 42
06658.000 44
06659.000 45
06660.000 43
06661.000 46
06662.000 44
06663.000 44
06664.000 47
06665.000 45
06666.000 45
06667.000 45
06668.000 46
06670.000 43
06671.000 46

12031.000 80
12032.000 80
12033.000 80
12034.000 80
12079.000 80
12083.000 85
12099.000 85
12404.000 81
12406.000 81
12412.000 82
12414.000 82
12440.000 60
12445.000 62
12446.000 62
12447.000 77
12482.000 84
12499.000 85
12503.000 85
12527.000 84
12552.000 75
12553.000 76
12556.000 84
12557.000 62
12558.000 85
12560.000 62
12561.000 62
12563.000 85
12567.000 84
12572.000 84
12587.000 84
12597.000 84
12602.000 84
12606.000 84
12612.000 84
12617.000 84
12657.000 85
12662.000 62
12667.000 85
12671.000 62
12681.000 85
12690.000 59
12691.000 57
12692.000 59
12693.000 57

13400.000 72
13401.000 72
13402.000 72
13403.000 73
13404.000 73
13408.000 73
13409.000 73
13413.000 74
13418.000 74
13420.000 76
13421.000 76
13422.000 76
13423.000 76
13440.000 72
13441.000 72
13442.000 72
13460.000 75
13461.000 75
13465.000 75
13466.000 75
13470.000 75
13471.000 75
13475.000 75
13476.000 75
13480.000 75
13481.000 75
13485.000 75
13486.000 75
13490.000 76
13491.000 76
13492.000 76
13500.000 75

13501.000 75
13540.000 74

16910.000 60

33200.000 911
33201.000 911
33210.000 915
33211.000 915
33212.000 918
33213.000 918
33214.000 916
33215.000 916
33216.000 921
33217.000 921
33218.000 918
33219.000 918
33220.000 918
33221.000 918
33222.000 916
33223.000 916
33226.000 919
33227.000 919
33228.000 919
33229.000 919
33240.000 911
33241.000 915
33242.000 918
33243.000 916
33244.000 921
33245.000 918
33246.000 918
33247.000 916
33249.000 919
33250.000 919
33270.000 911
33271.000 917
33273.000 920
33274.000 917
33276.000 920
33278.000 920
33279.000 921
33280.000 917
33281.000 920
33282.000 920
33290.000 916
33291.000 919
33300.000 942
33301.000 943
33302.000 942
33303.000 943
33304.000 943
33306.000 942
33311.000 970
33312.000 970
33313.000 971
33314.000 970
33316.000 974
33317.000 974
33318.000 976
33319.000 976
33329.000 933
33332.000 933
33333.000 975
33334.000 974
33337.000 976
33338.000 975
33339.000 976
33342.000 975
33343.000 975
33344.000 974
33345.000 980
33347.000 981
33349.000 980
33351.000 981
33353.000 981
33355.000 982
33357.000 982
33359.000 981
33362.000 934
33363.000 934
33364.000 931
33365.000 931
33366.000 931
33367.000 931
33368.000 934
33369.000 934
33370.000 947
33372.000 947
33374.000 948
33376.000 947
33377.000 947

33378.000 948
33379.000 948
33380.000 949
33382.000 949
33386.000 949
33388.000 950
33392.000 950
33429.000 813
33440.000 810
33445.000 810
33450.000 987
33451.000 988
33453.000 987
33460.000 987
33462.000 989
33464.000 989
33466.000 988
33467.000 988
33478.000 809
33479.000 809
33482.000 812
33483.000 812
33486.000 811
33489.000 811
33494.000 811
33498.000 809
33510.000 815
33511.000 815
33512.000 815
33513.000 816
33514.000 816
33515.000 816
33517.000 817
33518.000 817
33519.000 932
33520.000 935
33524.000 933
33525.000 934
33526.000 934
33528.000 931
33529.000 931
33530.000 932
33531.000 932
33532.000 935
33533.000 935
33534.000 935
33535.000 935
33536.000 935
33537.000 935
33661.000 1022
33662.000 1022
33663.000 1022
33664.000 1022
33665.000 1032
33666.000 1033
33667.000 1032
33668.000 1033
33669.000 1028
33670.000 1035
33671.000 1031
33672.000 1033
33673.000 1035
33675.000 1031
33677.000 1033
33679.000 1036
33682.000 1032
33685.000 1034
33688.000 1036
33689.000 1034
33691.000 1035
33694.000 1038
33695.000 1038
33696.000 1038
33697.000 1038
33698.000 1036
33699.000 1038
33702.000 1025
33703.000 1026
33704.000 1023
33706.000 1025
33707.000 1028
33708.000 1029
33709.000 1026
33710.000 1024
33711.000 1025
33713.000 1026
33715.000 1023
33717.000 1027
33719.000 1027
33721.000 1026
33723.000 1024
33725.000 1027
33727.000 1028

33729.000 1024
33732.000 939
33733.000 938
33734.000 1031
33739.000 1027
33750.000 938
33751.000 938
33752.000 1043
33753.000 1043
33754.000 1041
33755.000 1041
33756.000 1041
33757.000 1041
33758.000 1041
33759.000 1041
33772.000 1042
33773.000 1042
33774.000 1042
33775.000 1043
33776.000 1043
33785.000 1042
33786.000 834
33787.000 834
33788.000 830
33789.000 830
33798.000 1043
33799.000 830
33801.000 832
33802.000 831
33803.000 832
33804.000 831
33809.000 833
33811.000 832
33812.000 831
33813.000 832
33814.000 827
33816.000 829
33817.000 828
33818.000 829
33819.000 834
33823.000 828
33824.000 827
33825.000 830
33826.000 830
33827.000 830
33828.000 830
33829.000 834
33831.000 831
33832.000 828
33833.000 828
33834.000 827
33835.000 827
33838.000 834
33839.000 834
33852.000 830
33854.000 833
33872.000 1044
33873.000 1044
33876.000 1044
33885.000 1044
33886.000 1044
33893.000 1044
33894.000 1044
33896.000 1044
33897.000 1044
33898.000 830
33900.000 1005
33901.000 1005
33905.000 1006
33906.000 1006
33920.000 1005
33921.000 1005
33925.000 1006
33926.000 1006
33940.000 1005
33941.000 1005
33945.000 1006
33946.000 1006
33950.000 1030
33951.000 1030
33952.000 1030
33953.000 1030
33954.000 1030
33955.000 1030
33956.000 1030
33957.000 1030
33958.000 1031
33959.000 1031
33960.000 1031
33961.000 1031
33962.000 1031
33963.000 1031
33965.000 1007

33966.000 1007
33967.000 1007
33970.000 944
33971.000 944
33972.000 944
33973.000 868
33974.000 886
33975.000 850
33976.000 944
33977.000 944
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ERCO Lighting Bvba/sprl
Leuvensesteenweg 369 bus 7
1932 Zaventem
Belgium
Tel.: +32 2 340 7220
Fax: +32 2 347 3882
info.be@erco.com

ERCO Lighting AB
c/o Agne Klawér
Mensavägen 16
06750 Tolkis
Finland
Tel.: +358 400 718 407
a.klawer@erco.com

ERCO Lumières Maroc
Representative Office
174 bd Zerktouni
20100 Casablanca
Morocco
Mob.: +212 642 04 93 45
info.fr@erco.com

ERCO Lighting AB
Birger Jarlsgatan 46
11429 Stockholm
Sweden
Tel.: +46 8 54 50 44 30
Fax: +46 8 54 50 44 39
info.se@erco.com

ERCO Lighting AG
Trottenstrasse 7
8037 Zürich
Switzerland
Tel.: +41 44 215 28 10
Fax: +41 44 215 28 19
info.ch@erco.com

ERCO Iluminación, S.A. 
c/ El Plà nº 47
08750 Molins de Rei, Barcelona
Spain
Tel.: +34 93 680 1110
Fax: +34 93 680 0546
info.es@erco.com

Delegación Cataluña
c/ El Plà nº 47
08750 Molins de Rei, Barcelona
Spain
Tel.: +34 93 680 1244
Fax: +34 93 680 2624
info.barcelona@erco.com

Delegación Centro
c/ Buen Suceso nº 13
28008 Madrid
Spain
Tel.: +34 91 542 6954
Fax: +34 91 559 0965
info.madrid@erco.com

Delegación Levante
c/ Profesor Beltrán Báguena nº 4
Oficina 216
46009 Valencia
Spain
Tel.: +34 963 318 105
Fax: +34 963 918 651
info.valencia@erco.com

ERCO Lighting B.V. 
Gooimeer 13
1411 DE Naarden
Netherlands
Tel.: +31 35 699 1710
Fax: +31 35 694 6383
info.nl@erco.com

ERCO Lighting GmbH
Engerthstrasse 151/Loft e.6
1020 Wien
Austria
Tel.: +43 1 798 84 94 0
Fax: +43 1 798 84 95
info.at@erco.com

ERCO Lighting GmbH 
Organizaãní sloÏka Praha
Jana Masaryka 3/456
120 00 Praha 2
Czech Republic
Tel.: +420 2 225 111 16
Fax: +420 2 225 217 12
info.cz@erco.com

ERCO Lighting GmbH
Istanbul Irtibat Burosu
Gumussuyu, Inonu Cad. 
Saadet apt. No:29 D:4
34437 Beyoglu – Istanbul
Turkey
Tel.: +90 212 249 06 10
Fax: +90 212 249 06 68
info.tr@erco.com

ERCO Lighting GmbH
Przedstawicielstwo w Polsce
ul. Bia∏y Kamieƒ 7
02-593 Warszawa
Poland
Tel.: +48 22 898 7845
Fax: +48 22 898 2939
info.pl@erco.com

Omnicel
Técnicas de Iluminação, S.A.
Rua Castilho, 57- 5. Dto.
1250- 068 Lisboa
Portugal
Tel.: +351 21 381 3080
Fax: +351 21 381 3090
omnicel.lx@omnicel.pt

ERCO Lighting GmbH
Representative Office
Serebryanicheskiy per. 2/5
109028 Moskwa
Russian Federation
Tel.: +7 495 988 86 89
Fax: +7 495 988 86 89
info.ru@erco.com

ERCO Lighting AS 
Kirkegata 5
0153 Oslo
Postboks 771 Sentrum
0104 Oslo
Norway
Tel.: +47 2414 8200
Fax: +47 2414 8201
info.no@erco.com

Moda Light
17th klm Athens – Lamia
145 64 Kifisia – Athens
Greece
Tel.: +30 210 6253 802
Fax: +30 210 6253 826
info@modalight.gr

Smart Way Ltd.
2 Mosashvili Str.
0179 Tbilisi
Georgia
Tel.: +995 32 30 88 81/82
Fax: +995 32 30 80 08
salome@swg.ge

ERCO Lighting Ltd. 
38 Dover Street
London W1S 4NL
Great Britain
Tel.: +44 20 7344 4900
Fax: +44 20 7409 1530
info.uk@erco.com

ERCO Illuminazione S.r.l.
c/o Edificio Sedici
Viale Sarca 336 F
20126 Milano
Italy
Tel.: +39 02 365 872 84
Fax: +39 02 643 7831
info.it@erco.com

Ortoforma d.o.o.
Kamenita 2
1000 Zagreb
Croatia
Tel.: +385 1 485 1489
Fax: +385 1 485 1489
ortoforma@ortoforma.hr

ERCO Lumières Eurl
6ter, rue des Saints- Pères
75007 Paris
France

Groupe Paris – IIe de France
Tel.: +33 1 44 77 84 71
Fax: +33 1 47 03 96 68

Groupe Régions
Tel.: +33 1 44 77 84 75 
Fax: +33 1 47 03 96 68

Groupe Architecture Commerciale
Tel.: +33 1 44 77 84 70
Fax: +33 1 44 77 84 84
info.fr@erco.com

ERCO Lighting AB
Representative Office
Vesterbrogade 136 C, st.
1620 København V
Denmark
Tel.: +45 33 21 80 60
Fax: +45 33 21 80 64
info.dk@erco.com

Altronics light
13 „6- th September“ Str.
Sofia 1000
Bulgaria
Tel.: +359 2 980 9061
Fax: +359 2 980 9061
office@altronicslight.com

ERCO Leuchten GmbH
Postfach 2460
58505 Lüdenscheid
Brockhauser Weg 80–82
58507 Lüdenscheid
Germany
Tel.: +49 2351 551 100
Fax: +49 2351 551 555
info.de@erco.com

ERCO Leuchten GmbH
Showroom Berlin
Reichenberger Str. 113A
10999 Berlin
Tel.: +49 30 769 967 0
Fax: +49 30 769 967 20
info.berlin@erco.com

ERCO Leuchten GmbH
Showroom Hamburg
Osterfeldstraße 6
22529 Hamburg
Tel.: +49 40 548 037 40
Fax: +49 40 548 037 429
info.hamburg@erco.com

ERCO Leuchten GmbH
Showroom Frankfurt
Schwarzwaldstraße 78
60528 Frankfurt
Tel.: +49 69 675 053
Fax: +49 69 670 275 5
info.frankfurt@erco.com

ERCO Leuchten GmbH
Showroom München
Nymphenburger Str. 125
80636 München
Tel.: +49 89 120 099 40
Fax: +49 89 120 099 499
info.muenchen@erco.com

ERCO Leuchten GmbH
Showroom Stuttgart
Rotebühlstraße 87a
70178 Stuttgart
Tel.: +49 711 933 475 90
Fax: +49 711 933 475 99
info.stuttgart@erco.com

Belgium Finland

Morocco

Sweden

Switzerland

Spain

Netherlands

Austria

Czech Republic

Turkey

Poland

Portugal

Russia

Norway

Greece

Georgia

Great Britain

Ireland
see Great Britain

Italy

Croatia

France

Denmark

Estonia
see Finland Latvia

Lithuania
see Poland

Armenia
Belarus
Moldova
Tajikistan
Ukraine
see Russia Azerbaijan

Kazakhstan
Kirgistan
Turkmenistan
Uzbekistan
see Turkey

Iceland
see Sweden

Slovakia
see Czech Republic

Slovenia
see Austria

Romania
see Hungary

Bulgaria

Germany

Europe

Luxembourg
see Germany
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ERCO Lighting Pte. Ltd.
Representative Office
P.O. Box 62221
Dubai
United Arab Emirates
Tel.: +971 4 336 9798
Fax: +971 4 337 3746
info.ae@erco.com

ERCO Iluminación, S.A. 
Oficina de Representación
Av. Juana Manso 1124
C1107CBX Buenos Aires
Argentina
Tel.: +54 11 4313 1400
Fax: +54 11 4312 5465
info.ar@erco.com

ERCO Iluminação LTDA
Rua General Furtado Nascimento 740
Ed Bachianas 3º Andar SL 35
Barrio: Alto de Pinheiros
CEP: 05465- 070
São Paulo
Brazil
Tel.: +55 11 7014 4518
info.br@erco.com

ERCO Lighting Pte. Ltd.
Representative Office
349 Pacific Highway
North Sydney NSW 2060
Australia
Tel.: +61 2 9004 8801
Fax: +61 2 9004 8805
info.au@erco.com

ERCO Lighting Pte. Ltd.
Representative Office
Suite 1, 114 Hardware Street
Melbourne VIC 3000 
Australia
Tel.: +61 3 9914 2235
Fax: +61 3 9914 2238
info.au@erco.com

ERCO GmbH
Postfach 2460
58505 Lüdenscheid
Brockhauser Weg 80–82
58507 Lüdenscheid
Germany

Tel.: +49 2351 551 0
Fax: +49 2351 551 300
info@erco.com
www.erco.com

ERCO Lighting Pte. Ltd.
93 Havelock Road
#03- 532
Singapore 160093
Singapore
Tel.: +65 6 227 3768
Fax: +65 6 227 8768
info.sg@erco.com

ERCO Lighting Inc.
160 Raritan Center Parkway 
Suite 10
Edison, NJ 08837 
USA
Tel.: +1 732 225 8856
Fax: +1 732 225 8857
info.us@erco.com

ERCO GmbH
Representative Office
No B9, 102 Building
800 SHOW
800 Changde Road
Jin'An District
Shanghai 200040
P.R. China
Tel.: +86 21 5030 5979
Fax: +86 21 5030 5879
info.cn@erco.com

ERCO Lighting Pte. Ltd.
Representative Office
Rm1605, Bldg 11, West Zone
Jianwai SOHO, No. 39
East 3rd Ring Middle Road
Chaoyang District
Beijing 100022
P.R. China
Tel.: +86 10 5869 3125
Fax: +86 10 5869 3127
info.cn@erco.com

ERCO Lighting Pte. Ltd.
Representative Office
Unit 413, 4th Floor
Tower 2, Lippo Centre
89 Queensway, Admiralty
Hong Kong
P.R. China
Tel.: +852 3165 8780
Fax: +852 3165 8790
info.hk@erco.com

ERCO Lighting Ltd.
Shibakoen ND Bldg.
2- 5- 10 Shiba
Minato- ku 
Tokyo 105- 0014
Japan
Tel.: +81 3 5418 8230
Fax: +81 3 5418 8238
info.jp@erco.com

ERCO Lighting Pte. Ltd
Representative Office
5th fl, Woorim Bldg. 797- 24
Bangbae- dong, Seocho- gu
Seoul 137- 830
Korea 
Tel.: +82 2 596 3366
Fax: +82 2 596 3354
info.kr@erco.com

ERCO Lighting Pte. Ltd.
Representative Office
P.O. Box 22059
Doha
Qatar
Tel.: +974 4 441 4290
Fax: +974 4 441 1240
info.ae@erco.com

ERCO Lighting GmbH 
Kereskedelmi Képviselet
Irányi u. 1. mfsz. 2.
1056 Budapest
Hungary
Tel.: +36 1 266 0006
Fax: +36 1 266 0006
info.hu@erco.com

J. N. Christofides Trading Ltd. 
Lighting Division
P.O. Box 21093
1501 Nicosia
1c Kennedy Avenue
1075 Nicosia
Cyprus
Tel.: +357 22 813 042/3
Fax: +357 22 813 046
mail@jnc.com.cy

Dubai

Australia

ERCO Head Office

Singapore

USA

China

Japan

Korea

Abu Dhabi
Bahrain
Egypt
India
Jordan
Kuwait
Lebanon
Oman
Saudi- Arabia
United Arab Emirates
see Dubai

Bangladesh
Brunei
Cambodia
Indonesia
Laos
Malaysia
Myanmar
Philippines
Thailand
Vietnam
see Singapore

Canada
Mexico
Puerto Rico
see USA

New Zealand
see Australia

Qatar

The Middle East Southeast Asia

North America

East Asia

Oceania

For our up- to- date address list, 
 please visit www.erco.com

Hungary

Cyprus

Europe

Argentina

Brazil

Bolivia
Chile
Colombia
Ecuador
Paraguay
Peru
Uruguay
Venezuela
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